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The Engineering Design.Handbooks of the U S Army Materiel'Command are .a coordinated series of handbook: containing basic. information and: fundamental data useful 1n the design and development of Army materiel and systems,

In the last several decades—certainly -since World War II—a great deal of work, both experimental and theoretical; has been performed on explosives and their effects. There did not 'exist in. -any language. a satisfactory,. comprehensive compilation presenting'a unified, self-consistent, theoretically competent treatment of this material. Also, a large'number..of interesting contributions from Government-supported and 'Government laboratories, which have now been declassified and should provide valuable information, was comparatively inaccessible to the average scientist and engineer.

This. Handbook: attempts to correct the stuation. Presented 'is a unified treatment of the important open literature in which. 4s included not oniy articles in professional journals: but also the available military reports. of 'importance, Original contributions: also have been 'made to the theoretical portions, Much current research on. explosion phenomena involves numerical solutions to complex mathematical equations of fluid dynamics, chemical kinetics, thermodynamics, and-ieat transport. For this reason a description of some of the novel computational techniques.(computer.codes) that have been. developed for these purposes is included:. While the Handbook is nota 'comprehensive treatise on explosives, it does: discuss at length. topic areas that are considered to be of greatest value in an exposition of the principles cf explosive behavior of liquid and solid explosives, and thus: provides::2 teadily a/.cessible collection of important theoretical and: experimental results-on.explosives and explosive effects.

The Handbook does not cover the synthesis of explosive substatices, compilation of properties of explosives, or the manufacture .of explosives—these topics are the-subjects of existing handbooks.

The Engineering Design Handbooks fall into two basic categories, those approved for release and sale, and those classified for security reasons, The: Army Materiel Command policy is tu release these Engineering Design Handbooks to other DOD activities and their contractors and other Government agencies in accordance with cu.rent Army Regulation 70- 31, dated 9 September 1966, It will be note that the majority of these Handbooks can be obtained from the Natiozal Technical Infcrmation Service (NTIS). Procedures for acquiring these Handbooks follow:
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Commanding Officer Letterkenny Army. Depot ATIN: AMXLE-ATD ; Chaiibersbiitg, Peninsyivania 17201



b. Contractors and: universities must forward their requests to:

National Technical Information Service Department of Commerce 'Springfield, Virginia 22151 (Requests Zor classified documenss mvot. be. sent, with appropriate "Need to Know" justification, 'to:Letterkenny Army-Depot.)

Comiments-arid suggestioris on this 'Handbook are wélcome and'should be addressed to:


US. Army: Materiel Command ATTN: AMCRD-TV Washingto:,;D C 20315



(DA Forms 2028 (Recommended Changes: to Publications), which are available through normal publications. supply channels, may be used for comments/suggestions.)
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CHAPTER 1 INTRODUCTION


1-1. INTRODUCTORY REMARKS

Explosives 'have been known and used for a very long time. Black. powder—a mixture of potassium or sodium nitrate, sulfur, and carbon black—has been employed as an explosive since ancient times. Nitroglycerin, discov2red in 1846 by Sombrero, and the invention of nitroglycerin-based dynamite -by Nobel in 1867 can. be considered as the start of the era of high explosive technology. This.era which extends to current times has been the development of a-vast number of military and commercial explosives and explosive applications.

The devélopment of a fundamental theory of detonation also nad its beginnings in the latter part of the 19th century, starting with the investigations by Mallard and L° Chatelier (1881) and of Berthelot and Vieille (1882) on gaseous explosions. They found that the explosion process consisted of -a progressing wave of chemical reaction and distinguished two types of reaction waves. The first type is a relatively slow moving flame having linear velocities on the order of 1 to 10 cm/sec, and the second, a very much faster wave (i:e., a detonation wave' moving on the order of the speed of sound (104 to 10° cm/sec). In 1893 Shuster suggested that there is an analogy between a detonation wave, which is supported by energy. release from chemical reaction, anda nonreactive shock wave, which has to be supported by a piston: or -similar mechanical source of energy. Shock waves had been theoretically described in detail by Riemann (1860), Lord Rayleigh, and others, and a physical model consisting of a moving discontinuity in pressure had been shown satisfactorily to account for the observed properties of shock -waves. The laws of mass, momentum, and energy conservation across a discontinuous shock front had already heen deduced by Rankine in 1870 and by Hugoniot in 1889. The suggestion of Shuster that a detonation wave is a reactive shock formed the basis for the development by Chapman (1899) and by Jouguet (1905) .of the classical hydrodynamic-thermodynamic theory of

Sa a erate a tang, ge Neem gare ma ty Baan yam, yy ENG ORE EE age ANE NOY i ete nt EE Qe I gp te gt Gan ty ee

-hydrodynamic steady-state detonation. This theory employs an idealized one-dimensional model in which it is ussumed that the explosion energy is instantaneously released in a discontinuous shock front. across which the .conservaticn conditions. of Rankine-Hugoniot apply. 'The velocity of the. detonation wave: was assumed tc be the minimum velocity compatible with the conservation equations. The Chapman-Jouguet (C-J) theory thus: defined a unique steady-state detonation velocity which could be 'compared with experimentally observed velocities, and detailed.calculations-t% gaseous detonations were shown to be ii excellent agreement with experiment.

In the period. 1940-1943, Zeldovich (USSR), von Neumann (USA), and Doering (Germany), each working independently, refined the CJ theory and exiended it to the case where chemical reaction occurs in a finite zone-behind the front of the detonation wave; This work wa3 stimulated -by the events of World War II, whichisa gave great impetus to the development of shatiy of the modern high-speed electronic and photographic techniques for studying details of explosion phenomena.

At the present 'ime there exists a substantial. corpus of theory and experimental data.that can be said to provide a good description of many aspects of explosion processes. The theory 'is, however, incomplete in many respects in that'it deals, in the main; with idealized configurations not met with in practice and does not treat at-all some of the events.upon which the performance of an explosive depends. If we use the existing theory as a point of departure, there are-many areas which can be fruitfully explored in the theoretical and experimentai investigations,

In this handbook an attempt bas been made.to describe the principles of explosive behavior as they apply to condensed explosives, It has been the principal aim i. present a comprehensive treatment of those topics that are necessary for an appreciation of the literature reporting the results of current research. The authors have developed most of the important relations of thermodynamics and hydrodynamics upon which the theoretical treatment of explosion ne nemo pte eee et we ee ee pee ee ee ene ee, ee Sree oe ae me Lente Se ey eee phenomena is based. The classical theory is developed rigorously and in detail, since this. theory is the -basis both for an understanding of actual explosion phenomena and for the theoretical investigations that are currently ia progress. The treatment of topics for which theory is incomplete is necessarily more qualitative and. relies heavily on discussions of experimental data and simple physical models. The techniques: employed in obtaining the experimental data are therefore discussed in some: detail: Much-current research on- explosion phenomena involves numerical solutions to complex mathematical equations of fluid dynamics, chemical kinetics, thermodynamics, hydrodynamics, and heat transport. For this reason some of the novel computational techniques (computer codes) which have been developed for 'these purposes have been described:

It has: not sn. the aim of the authors to provide a coiaprehensive treatise on explosives, but rather to- discuss at length topic areas 'which are thought to be of greatest value in an exposition of the principles of behavior of liquid and solid explosives.



1-2 DESCRIPTION OF EXPLOSIVE PROCESSES.

Explosives are substances or mixtures of substances which are capable of undergoing exothermic chemical reaction at extremely fast rates to produce gaseous and/or solid reaction products at high pressure and temperature. In the. -case of a typical "CHNO" explosive such as TNT, the molecule—which contains carbon, hydrogen, nitrogen, and oxygeu (see Table 1-1) undergoes a decomposition reaction followed by 'reduction-oxidation reactions which eventually lead to low molecular weight detonetion products such as CO,, CO, H,O, Nz .and solid carton (cf. Chapter 3), The chemical reactions ' occur in microseconds with an energy release of ~ 10° cal/g. For cast TNT this can result in a detonation wave with pressure, temperature, and velocity of © 200,000 atm, *3000°K and ~ 7000 m/sec, respectively. The large energy release and fast velocity of the detonation wave represent a tremendous power level of energy conversion, ~ 5 X 10° W per sq cm of detonation front. This value can be compared with thé total United States electric generating capacity of ~ 3 X 10!" W. It is the high power level and high reaction pressure generated which give rise to the primary application. of explosives, namely, as compact sources of energy for blasting. Other applications (e.g., welding) relate to the st.eng shock wave that is associated with the detonation front.

Since the performance of an explosive depends strongly on its energy rélease in detonation, considerable 'theoretical and experimental effort has been carried out to predict and to measure the energy of detonation. The thermodynamic theory developed in Chapter 2 and' the discussions in Chapter 3 relate directly-to this subject.

Observation of a detonation wave progressing along a long cylindrical charge. of explosive will show that the wave moves at constant velocity. In the mofe energetic military explosives this velocity may 'be as 'high as 8900 m/sec, The detonation velocity is relatively easy to measure and for many years was virtually the only experimental data available. However,. with the advent «{ high speed electronic recuidiiiy equipmenc, streak camera photography; flash X-ray, and manganin pressure gages, having time resolutions of © 10°5 sec, it has been possible-to measure detonation: 'pressures as high as 460,000 atm, and: particle velocities at the detonation front fef, Chapter 5). Unfortunately, experimental téecliniques for reliable measurement of aétonation 'temperature have not as yet been developed.

The constancy of' the speed of detonation can be readily explained' in terms of Chapman-Jouguet (CJ) theory and the Zeldovich-von Weumann-Déering (ZND) model, which are developed in detail in Chapters 6-8. In this approach, the detonation wave may be considered as a strong shock wave supported by energy release in a small zone of chemical reaction just behind the front of the shock, i.e., the detonation front. The almost instantaneous compression and heating of the explosive as it passes through the detonation front triggers the supporting chemical reacticns.
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The stable detonation velocity as described by classical C-J theory represents an upper limit oy ideal detonation velocity, and strictly refers to a planar detonation wave. Such waves are indeed found to be approached in cylindrical charges of large: diazieter. In practice, however, it is found that in small diameter cylindrical charges the detonation front is curved, and its velocity depends upon the degree of charge confineme: ' and charge diameter. Also it is observed that for wach explosive there is a critical value of charge diaineter d, below which a steady-state detonation will not propagate. For example, d, is about 1 cm for cast TNT, about 10 cm for ammonium nitrate, and about 160 cm for some types of rubber-base Composite propellant. The explanation of these "nonideal'' detonation phenomena rejates to the effects of charge expansion and lateral energy losses on the rate of chemical reaction in the detonation reaction zone, '"'Nonideal" detonation behavior is discussed in detail in Chapters 9 and 11.
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If we take a solid explosive such as cast TNT and set a match to it, it will probably burn (deflagrate) with a linear velonity of ~ 1 cm/sec. However, if we strongly shock the explosive it will detonate at ~7 X 10° cm/sec. It'can also ke observed that if a burning explosive is confined or if the explosive is porous, a deflagration to detonation transition will occur somé place in the material. This brings up very practical questions such as what are the.conditions which cause the initiation of detonation in an explosive, and why. do different explosives, or even the same explosive at different bulk densities, react differently to initiating stimuli—e.y., shock, impact, friction, spark, heat, etc,?, The need to design reHable detonation initiation devices and to prevent accidental initiations lent early impetus to studies devoted to characterizing the ease of initiation or sensitivity of explosive rnaterials,

There is now substantial evidence that all detonation initiation processes are essentially 'thermal in- origin, By this is meant that initiating external stimuli such as sock, impact,.and spark cause heating of the explosive and the creation of thermal explosion~sometimes in small localized regions of the explosive charge, i.e., hot spots, The thermal explosion, if it is of sufficient intensity, will propagate a deflagration and/or shock wave which eventually leads to the formation of a. detonation wave. The factors which determine whether or not the stimulus is sufficient; to cause thermal explosion and whether or not the thermal explosion is of sufficient Intensity to grow to detonation are very complex, involving chemical kinetics, thermodynamics, mass and heat transport, and hydrodynamic flow. A detailed discussion of thermal explosion and its application te detonation initiation are given in Chapters 10-12.

As indicated earlier, one of the main applications of condensed explosives is as an energy source for blasting. The transniission of detonation energy to the medium surrounding an: explosive relates-not cnly to the.properties of the medium but also to the properties of the explosive; e.g. detonation velocity, 'energy, pressure, product composition, etc. The theory of blast propagation in air and water from an spherical explosive charge is described in detail in Chapter 13. The theory is of significance in'a 'book on explosive behavior since it sets. the foundation and limitations of the concept of "TNT Equivalent"? which is often used in evaluating explosive performance, as well asforming the basis of some of the experimental determinations of the energy ofdetonation (cf. Chapter 3).

Finally in Chapter 14 we discuss some of the equilibrium thermodynamic and time dependent hydrodynamic computer codes which are currently being used in calculating explosive propeities ana explosives' behavior.



1-3 TYPES OF EXPLOSIVE

It has become traditional. +o distinguish between various types of explosives. Most military explosives consist of pure compounds or of relatively simple mixtures of explosive compounds. In such compourids the oxygen is normally bound in nitro- or nitrate-groups, and the explosion reaction consists of the decomposition of the molecule of the explosive substance. Many commercial explosives consist of mixtures of various kinds. The miasiie may consist of a substance which itself is an explosive to which are added various materials which may serve as added fuel, added oxidizer, or inerts. When inerts are present, their function is usually to serve as a thermal ballast and thus to moderate the energy available for useful work or the temperature of the gaseous products. If one or more of the ingredients of such mixtures is an explosive substance, it is useful to call the mixture a hybrid explosive. Commercial dynamites provide an example of explosives of this type. A very large number of formulations exist, each of them tailored to meet a particular commercial need and to comply with safety requirements imposed by the particular use. Another type of explosive mixture may consist of two or more substsnces none of which of themselyés are explosives. These may be called composite explosives. Typically. they -consist of mixtures of a substance serving as fuel and a substance serving as oxidizer. Mixtures of the oxidizer ammonium nitrate, which can only be exploded with.-yreat. difficulty, and fuel oil are examples of this type which have recently 'become very _prominent.as cheap blasting agents.

Most explosive charges contain a main charge which is designed to accomplish the particular task. for which the explosive is intended. The common explosives with a sufficiently high energy and pressure of explosion are normally somewhat difficult to initiate. These materiuls are called secondary ev dlosives. Typical of this class are the military explosives TNT, RDX, and the commercial dynamites. To provide reliable initiation, the charge will contain. an initiator employing a substance easily initiated by a thermal source or by mechanical shock but whose energy and pressure of explosion are too low for use as a main-'charge, These materials aré called -primary explosives. Lead azide and mercury fulminate are well-known examples. A typical explosive device (see Fig. 1-1) consists of a train composed of an initiating charge of primary explosive, a main charge of secordary explosive, and a booster charge which is initiates by the primazy explosive and which accomplishes the initiation of the main charge. The booster, therefore, serves as an intermediate step in the detonation of 'the main charge. The more sensitive secondary explosives are employed as boosters. Tetryl and PETN are frequently used tor this purpose. Blasting caps are themselves explosive trains, containing a small amount of primary explosive and a booster charge -which today is often PETN.

Some typical explosive compounds are listed in Yable 1-1. Table 1-2 gives the compositions of some explosive mixtures.



1-4 SOME DEFINITIONS

We wish here to define the mean.ng of several terms that are employed in the discussion of the properties and behavior of explosive substances. Some of these terms are in everyday use with meanings that are in varying degrees of imprecision. Some are not even. capahle of precise definition but are in such common use as to have a more or less established meaning through usage. The word "explosion" is in this category as is, for example, the word "'fire'', Some terms are susceptible to exact definition but are frequently misused; such 4s the word "detonation", which should' only be used in the case of reaction. by.a detonation wave.
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,An explosive can be loosely defined as a substance capable of undergoing an explosion. More precisely we shall employ the word as we have in par. 1-2 to designate a substance or mixture of substances capable of undergoing exothermic chemical reaction with the evolution of gaseous products at an extremely high rate. Explosives may be in the gaseous, liquid, or solid state of aggregation. In this handbook we.sHail be mainly concerned with condensed explosives: that are either liquid or solid.

An explosion is. literally the sudden outward projection of a quantity of matter. The térm is, for exampie, applied {othe event following the rupture of a steam boiler in which steam and possibly boiler case fragments undergo a rapid excursion, The term is also applied, for example, to the event. that follows the sudden admixture of liquid water to molten materials. at temperature substantially im excess of the boiling point of water. As a final example, the term applies to the event resulting from the overpressurization of any container. All of these meanings are endorsed by everyday use. However, in this handbook. we shall employ the word in a more restricted sense to refer to the overall process by means of which-an explosive is suddenly converted to gaseous products which; as will be shown, are-at high temperature and pressure. We shall frequently refer to the chemical products of this process as explosion products.

Tt may be noted that explosives may undergo slow reactions to gaseous products (cf, Chapter 3). If the rate of these reactions is so slow that high temperature and high pressure are not obtained, the process is not an explosion,

The term thermal explosion is used in aspecial sense that is fully discussed in Chapter 10. It is the result of runaway exothermic chemical reaction which occurs when the rate <-* we ee ee ore NTA pee on A cee ER et cate ot ta crf ae ott
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[image: Figure, page 25]

Figure 1-1. Model.of Explosive Charge greater than the rate at which that volume can lose heat by conduction 'to a heat sink which surrounds the volume. This is a precisely. defined process that can be fully described' by the laws of chemical reaction rates and-heat conduction. 'For the present we wish only to.note that it is a process that occurs in a static system, does not involve the flaw-of éither reactants or products, and in consequence does not depend upon the laws of hydrodynamics.
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_ If a substance is capable of undergoing an eacthermic reaction, which we are calling an explosive, and if such a reaction is initiated in some local region of a larger mass of material, then a reaction wave may propagate from the point of initiation throughout the mass. Under evolution of heat within a reacting volume is these circumstances the chemical reaction takes place within the wave. Even if the mass is initially. static, the propagating wave: induces fiow in the material and thus is governed by. hydrodynamical as well as chemical considerations. If the propagation velocity is constant, the wave may he said to -be st-ady-state (even though the associated' flow may not be stationary everywhere in any frame of reference). In general, two flow r'gimes are observed, If the propagation velocity (i.e., the rate at which the wave advances into unreacted material) is less than the velocity of sound in the unreacted material, the reaction wave issaid to be a deflagration, If a deflagration wave is held stationary bya flameholder such as a.burner rim and the unreacted material flows through it, the poet of 4 . te wy 5
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TABLE 1-1 TYPICAL EXPLOSIVE SUBSTANCES
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TABLE 1-1 TYPICAL EXPLOSIVE SUBSTANCES (Continued)
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'TABLE 1-2 COMPOSITIONS OF SUME EXPLOSIVE MIXTURES

Name Composition Amatol Mixture of TNT and AN (80% AN, 20% TNT is typical) Ammonium Nitrate Dynamite 10% NG, 80% AN, 10% carbonaceotis material is typical Rezatol. 67% Barium nitrate, 33% TNT 'Blasting Gelatin. 92% NG, 8% nitrocellulose 'Composition B 69%. RDX, 40% TNT (with 1% wax) Kyclotol Mixture of RDX and TNT (50% RDX, '50% TNT is typical) Dynamite Mixture of NG, sodium or potassium 'nitrate, and wood: pulp : (40%, NG is.typical): PBX 9404 Plastic bonded HMX (94% HMX) Pentolite Mixture of TNT and PETN (50% TNT, 50% PETN is.typical):

deflagration wave is the familiar flame. The propagation rate of a deflagration wave is called either the deflagration velocity or more customarily,, in combustion literature, the burning velocity. If the propagation velocity of the reaction wave is. supersonic 'with respect te the unreacted material, the wave is called a .détonation wave and its velocity of propagation is called the detonation velocity. .

It. is 'worth noting,that a process involving a detonation wave can always be called an explosion. However, not all explosions involve a detonation wave since the explosion amily result from a deflagration wave or a thermal explosion.

In. citing: various typical explosives we have noted that they aré frequently broadly classified into primary and secondary explosives, arid that some secondary explosives are employed as boosters. This is a working Classification 'based 'upon 'the use to which the substanice is normally put in an explosive system or train and which is based upon.a property of the material called the sensitivity. Primary explosives are used because they can be initiated by thermal sources such as hot wires or flames. As a class they can also be initiated by relatively mild blows. Such explosives are said to have a high sensitivity. In contrast, secondary explosives, a8 a cltss, are 'difficult to 'initiate: from 'thefmal: sources.-and require a relatively severe impact to initiate explosion., These explosives are considered to have a low sensitivity.
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The concept of sensitivity is, at least historically, a qualitative one. Sensitivity has usually been neagured by a variety of different empirical tests in which samples of explosive are subjected to controlled and measurable initiation stimuli, Typical of such, tests is one in which the sensitivity is measured /by the distance of travel of a falling weight, ontv a small mass of explosive, that is required to producé an explosion. Thus, the impact sensitivity of an explosive is its response to an impact test in a specific drop-weight apparatus. Similarly, the friction sensitivity is the response to an empirical friction test. Test results depend on the test method and' also upon a variety of physical and chemical properties of the explosive in a way that is not usually well defined. In consequence; different methods of evaluating sensitivity may not place explosives in the same order of sensitivity.





CHAPTER 2 THEORETICAL BACKGROUND


2-1 INTRODUCTION
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The theoretical description of explosion phenomena has relied mainly on the science of thermodynamics to provide a Cescription of the properties of the product of the decomposition of an explosive and on the science of hydrodynamics to formulate the laws governing the motion of these products. It is the intention of this chapter to present the results. of these sciences that are required in the later develupment of the topics covered' in this handbook, and to state the assumptions that are made in order to apply the methods of these sciences to the description of explosion phenomena. The topics discussed in this chapter may, 'be pursued in greater detail in standard treaties on thermodynamics!:?* and hy(lrodynamics* 4

OC Although this chapter and others are replete with mathematical formulas and notation, the nonmathematician will find the text material aniply rewarding for the time spent in reading itit is not essential that one be a mathematician to understand the text.



2-2 DESCRIPTION OF THE COMPOSITION

In this paragraph is defined the notation used to describe the unreacted explosive and the explosion products. As an example of the reaction equations to. be considered, let us consider decomposition of the explosive TNT, C,H,O,N,. The predominant products are expected to be C, CO, 'H,, and N,. A conventional "ecompomnen equation for TNT i is

C7H5O6N3→C+6CO+52H2+32N2 C_7 H_5 O_6 N_3 \rightarrow C + 6CO + \frac{5}{2} H_2 + \frac{3}{2} N_2  (2-1a)

which provides an approximation to the composition of the explosion products. A more general decomposition equation is

$$ \begin{array}{ccc $$

where-g indicates the quantity (moles/gram) of.a product and M is the gram-molecular 'weight. of the explosive. It is often assumed that the composition of the mixture remains "frozen" during the flow following deccmposition, ize., that each q is constant. In the more generel case considered here, each q is. allowed to vary within the constraints. of chemical equilibrium. In. preparation fer this treatment, we introduce a notation which allows development of the. thermodynamics and hydrodynamics in general: terms without restriction to:the chemical 'nature of the mixtures.

We consider a mixture of s different chemical species or constituents and employ the index i:(i = 1, 2, ....8) as a constituent index, Thus, for example, if the list of chemical species is: G, co, etc., the index i = 1-designates the species C, the index i = 2 designates the species 'CO, etc. The composition of the gas phase of a mixture of many constituents can be described by the mole numbers n, (i = 1, 2, ... $), ~where n, (moles/gram) is the number of moles of the i-th constituent in unit weight (e.g., one gram) of mixture. We shall assume that any condénsed phase in the mixture is a pure phase, thus excluding consideration of sulid or Jiquiid' solutions, and we denote by nt) and ii,(: the number of moles of liquid' and 'solid: species i in unit weight of the mixture. The composition of the mixture is thus described by the numbers n1,, nf, and ni? (i = 4, 2: ... 8). The phase rule imposes a restriction on 'the number of the quantities nj(t) and n't) that may be nonzero. In mixtures of practical: interest, most of these quantities will 'be zero. If they are all zéro, the system is homogeneous, consisting of a gas phase only.

We designate by c the number of different chemical elements contained in 'the s different species comprising the mixture and employ ar. index, R(k = 1, 2, ... ¢), as an element index. Thus, for example, if the list of elements is C, H, 'etc., the index k = 1 designates the element C, the index k = 2 designates the element H, etc.

The gross composition of the system can be described by the quantities q,! 'k (k = 1, 2, ... ¢), where q! ; is the number of gram-atomic weights of the k-th element contained in unit weight of the mixture. If the gross composition of the
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* Superscript numbers refer to references at the end of a chapter.

system of interest is described by some other set of parameters, the quantitiés. q, can always be obtained by simple consideration of stoichiometry, and we assume that this has been done, For. example, the TNT formula referred to in Eq. '2-1a is.associated with the set of numbers which can be: represented by the vector qg' = (7/M, 5/M, 6/M, 3/M).

Ina system containing nany constituents, it is possible to select a set of constituents which are sufficient for the complete description of the gross composition. Thuis if the mixture consisted of the selected constituents only, the amounts of each element present in the hypothetical system would be the same as those in the system of interest. The constituents 'thus sufficient to describe the. system are called the components of. the system, One possible set of components for the reaction products of TNT is given in Eq. 2-1a. The. number of.components is usually, but not necessarily, equal to the number of elements. For the development here in which the explosion .producte as well as the explosive are expressed as a sum of the components, the number of components c is set equal to the number of elements. We employ an index, jjj'= 1, 2, ... c), as acomponent index. Thus, for example, if the list of components is:C, CO, etc., the index j= 1 designates the component C, the index j =.2 designates the component CO, ete.

The molecular formula of the i-th constituent or chemical species of the mixture of explosion products can, beformally represented by

Y(i)=Xαi1(1)⋯Xαih(h)⋯Xαic(c) Y^{(i)} = X^{(1)}_{\alpha_{i1}} \cdots X^{(h)}_{\alpha_{ih}} \cdots X^{(c)}_{\alpha_{ic}}  (2-2)

where X'*) is the symbol of the k-th element and a, is the subscript (which may be zero) to this symbol in the forumla of the i-th species, For every species i, the array a), (k= 1, 2, ...c) defines a vector

yi=(αi1,...,αik,...,αic) y_i = (\alpha_{i_1}, ..., \alpha_{i_k}, ..., \alpha_{i_c})  (2-3)

that can he called the formula vector of the i-th substance, As shown by Brinkley® it is a necessary condition for the selection of a proper set of components that the formula vectors of the selected constituents be linearly independent, which implies that the determinant |a,,,] does not vanish.

We denote by Q, (moles /gram) the number of moles of the j-th 'component in unit weight of the hypothetical system consisting of components only. The- quan ties q,U=1,2,. c) are called the stoichiomet.ic constants of the system for a particular choice of components, For a proper set of components we require that the stoichiometric constants q, be greater than zero for all j. The stoichiometric constants indicate the quantity of each component without regard to phase; hence, they are-sums of the mole numbers:

qj=nj+nj(2)+nj(s) q_{j} = n_{j} + n_{j}^{(2)} + n_{j}^{(s)}  (2-4)

Since this hypothetical system is to 'have 'the same gross composition as the system of interest, then the quantity of each elemen? must be the same in each systern. Hence

∑i=1cαjkqj=qkifor k=1,2,…c \sum_{i=1}^{c} \alpha_{jk} q_{j} = q_{k}^{i} \quad \text{for } k = 1, 2, \dots c  (2-5)

The q; provide a specification of the gross composition of the system that isan alternative to that provided by the- q,

A choice of components is generally. not unique. if it is arbitrarily assumed that the chemical elerrents in their standard states (e.g., C, O,,'N, ..-) are members of the system (even though the concentrations of the elementary species may be so low as to be negligible), the elements constitute a proper choice of components. The elements as atoms (i.e., in dissociated forms) always.constitute a proper set of components even though they may be present in negligible concentrations. Then q = q'. However, use a set of componenis other than the elements is advantageous if the hypothetical system of components is a good approximation to the system of interest. This will be the case if it is possible to select as components the predominant species of the mixture and if the concentrations of the species that are not selected are small enough to be neglected as a reasonable approximation.

If the hypothetica! system of components is an adequate representation for the mixture resulting from the decomposition of an explosive, the equation for the decomposition reaction can be written from stoichiometric oS)
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Se eo So neotenic sien AE ne EAE neha em ae etme ene Sy considerations alone. An example of such a simple reaction is given as Eq. 2-1a. We can 'generalize the decomposition of an explosive by the equation

Xx1(1)⋯Xxk(k)⋯Xxc(c)→Mj=1cqjY(j) X_{x_1}^{(1)} \cdots X_{x_k}^{(k)} \cdots X_{x_c}^{(c)} \to M_{j=1}^c q_j Y^{(j)}  (2-6)

where (x, ... x, ...%,) is the formula vector of the explosive of gram-molecular weight M, and Y!/) represent the formulas of the constituents of a hypothetical mixture of products satisfying the critera of a proper set of components. The: q; of Eq. 2-6 satisfy Eqs.2-5 with q) = x, /M. A decomposition equation of the form of Ea. '2-6 is called a conventional decomposition equation. Conventional decomposition equations have been widely 'employed to obtain approximate 'descriptions. of the composition of the products of tie decomposition of explosives. The validity of the approximation cannot be judged a priori. In general, it is necessary to compare the results with those of a bei'-r approximation such as that resulting from the assumption that the expiosion products are in thermodynamic equilibrium.
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The calculation of the composition at equilibrium. of a system of many constituents is carried out by « method of successive approximations, "he procedure: requires the specification. of an initial approximution: if: the calculation is to be carried out on a computer, the initial.approximation must be specified in a well-defined manner. The approximation provided by the hypothetical set of components is well-suited for this purpose. It leads toa more rapid convergence of the successive approximations to the equilibrium coniposition than is obtained with a physically. less realistic initial approximation:

We now introduce the algebra required to express the constituents in terms of the components. Then the method of calculating equilibrium composition of the product mixture can be discussed. The formula vector of the i-th constituent can be expressed as a linear combination of the formula vectors of the components

∑j=1cβijyj=yi(i=1,2;...s) \sum_{j=1}^{c} \beta_{ij} y_j = y_i (i = 1, 2; ... s)  (2-7a)

where y, =formula vector of the j-th component. If the dissociated elements are taken to be the components, 8,, = a, " To each of Eqs. 2-7a there corresponds a chemical reaction that can be represented formally by

∑i=1cβijY(i)=Y(i) \sum_{i=1}^{c} \beta_{ij} Y^{(i)} = Y^{(i)}  (2.7b)

resulting in the formation of each of the constituents of the mixture from thé components,

For a given choice of components, the reactions in the form of Eqs. 2-7b can-always be written by inspection, using the customary. rules for balancing chemical equations. The: formal discussion of this paragraph is i intended only to display the meaning of the coefficients By since it is possible to formulate a computer:program that will construct & table (matrix) of the coefficients By from the coefficients @;, .

The conservation of .mass by the reactions of Eqs. 2-7b can be expressed'by the relations:

Mi=∑i=1cβiiMi(2−8) M_i = \sum_{i=1}^{c} \beta_{ii} M_i \qquad (2-8) 

gram-nolecular wei (grams/mole) are - the hits of the i-th: onstituent and j-th component, respectively. The conservation 'of mass in the system as a whole requires thai where M, and

∑i=1s(ni+ni(k)+ni(i))Ṁi=∑j=1cq_jM_j \sum_{i=1}^{s} (n_i + n_i^{(k)} + n_i^{(i)}) \dot{M}_i = \sum_{j=1}^{c} \underline{q}_j \underline{M}_j  (2-9)

On substituting Eqs. 2-7b into Eq. 2-9 and equating the coefficients of M,, 'there. are obtained

∑i=1sβij(ni+ni(2)+ni(s))=qj \sum_{i=1}^{s} \beta_{ij} (n_i + n_i^{(2)} + n_i^{(s)}) = q_j  (2-10)

(Ui = 1, 2, ... 8). Eqs. 2-10:are the stoichiometric conditions.

According to the phase rule, the number -of condensed phases is at most c + 1 (and this number of condensed phases can .cocxist in equilibrium with a gas phase only for a uniquely specified set of stoichiometric constants at a uniquely specified temperature and pressure). We simplify Eqs. 2-10 by making the assumption that any condensed phas? is a pure component whose state of aggregation (solid or liquid) is known. More gereral threatments. of heterogeneous systems present' no special difficulty but result in a_ considerable amplification of the notation required for a general discussion. The systems of interest in this handbook are all compatible with this restriction, With this assumption, Eqs. 2-10 can be written

n′j+∑i=1sβijni=qj n'_j + \sum_{i=1}^s \beta_{ij} n_i = q_j  (2-11)

where n; is the number of moles of condensed (solid or liquid) component j in unit weight of the mixture.

If the equilibrium composition of a mixture is to- be determined, the constituents to beconsidered. must be chosen a priori. The selection will usually imply the neglect of certain species whose concentrations. at equilibrium can be -expected to be negligibly small. In general, the. correctness -of the choice can only by confirmed a posteriori by .a Gaiculation demonstrating that the concentrations of the neglected species are in fect negligible. In some applications, additional Species may be arbitrarily excluded from consideration even though their equilibrium 'concentrations may be significant, provided kinetic consideratons imply that the-rate of their formation is too small to be significant under the conditions of their application.

We may illustrate the rotation of this section by considering the deccmposition products of TNT. We assume a priori that the products consist of a mixture of solid carbon with a gas phase comprised of C, CO, H,, N,, CO H,0, H. In this list we have arbitrarily neglected a number of possible dissociation products; they can be included if desired. Because of the 'oxygen deficit in the TNT molecule, we expect the most abundant species to be C, CO, H,, N,, 4nd werselect these species as. components. "The coefficients a, Of the formula vectors.and B,,-of Eqs. 2-7 are collected in Fig..2-1. The first four rows of the array (matrix) of the B,, correspond to the identities resulting from the choice of components. The remaining rows represent the chemical reactions of Eqs. 2-7.

2 CO - C=CO2 2 \text{ CO - C} = \text{CO}_2  H2+CO - C=H2OH_2 + \text{CO - C} = H_2 \text{O} 12H2=H\frac{1}{2}H_2 = H

by means of which those constituents that are not components are-formed from those that are. For TNT, C,H,O,N,, q, = 1/M; q, = 6/M; 9, = 5/M; q, = 3/M where M = 228.18 is. the molecular weight of TNT. The solution of Eqs. 2-3 is.

q, = 1/M; 9, = 6/M; 4, = 5/2M; q, = 3/2M



2-3 THE LAWS OF THERMODYNAMICS

Thermodynamics is. an exact mathematical science, based upon a small number of basic premises or postulates from which all the results of the science are deduced -by logical processes. Application of the science to physical systems always involves _ {ditional hypotheses separate from the science itself. It is necessary to:assume the relevance of the mathematical model to the: physical system to the one-to-one correlation of quantities. employed by the science.to physically measurable properties of the system. It is also necessary, except in trivial cases, to appeal either to experiment or to other theory to evaluate the various functions required by the application of thermodynemics in their dependence upon the independent variables of the physical system.

A thermodynamic system (closed system) is one that interacts with the surroundings by exchanging heat and work through its boundary; an isolated system is one that does-not interact with the surroundings, The state. of a-system is determined by the values of its various properties, the nature and necessary number of which are to be determined. A system is composed of a finite number of homogeneous parts, called phases, For some applications, it may be necessary to. consider the finite number of nonhomogeneous regions forming the boundaries between pairs of homogeneous phases; for most cases, the extent of such regions is small and they can be neglected in ccuiparison to the homogeneous regions. Some properties of the homogeneous phases are regarded as fundamental; i.e., temperature, internal energy, pressure, entropy, and volume.
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Properties such as internal energy, vclume and entropy are called extensive because their values for a given phase are proportional to the mass of the phase. The value of an extensive property of an entire system is the sum of the values of eacn of the constituent phases, The molar value of an extensive property is that for a suitably defined gram-molecular weight or mole of material. The specific valueof an extensive property is that for coc er hi seme a rehire ee nie met meee ees ce nee one en etter eee ee atm oe Samide
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Figure 2-1. The Coefficients «;, and 8, forthe Explosion Products of TNT

Maer tate WE tint ae ne eet win ne ae re te unit weight (e.g., one gram of material. We will generally employ a capital letter to designate an extensive property for weight M of material, where M may be a suitably defined gram-molecular weight, and the lower case letter designates the value of the extensive property for unit weight. A property is called intensive if its value for a given phase is independent'of the mass of the phase.. The temperature and jiressure aré such intensive'properties.

A thermodynamic process is said to have taken: place if a change is observed to have taken place in any macroscopic Property of the system. An infinitesimal process is 'a process in which there is only an infinitesimal change in any 'macroscopic property of the system. A natural ,process is an infinitesimal process that occurs spontaneously in real systems; an unnatural _process is.one that cannot occur spontaneously in real systems. Reversible processes are cither natural or unnatural: processes which can occur in. either direction between two states of equilibrium.

The first law of thermodynamics for an isolated system can be stated-as follows: There- -exiats a. function of the state of a uniform phase calléd the enérgy which is conserved for any process over all the phases participating in the process, For an infinitesimal process, 'the first law is

∑kdk−1=0(2−12) \sum_{k} dk^{-1} = 0 \qquad (2-12) 

where Z'*) js the energy of the k-th phase. Note that k now refers to the phase (solid, liquid, or gas}, not to the élement as in the preceding paragraph. Because energy is an extensive property, the energy of the whole system.is defined by

E=∑kE(k) E = \sum_{k} E^{(k)} \tag{2-13} 

We shall here limit consideration to the case in which all. of the work done on a phase is produced by the pressure exerted on the phase. We suppose that the phase is in pressure equilibrium with its surroundings in the sense that if the pressure exerted by the phase on its surroundings is p, the pressure exerted by the surroundings is p + dp or p - dp. Under these circumstances the external work verformed on the k-th phase is reversible, equals p{"* du!) | and

dE*′=δq(k)−p(k)dV(k) dE^{*'} = \delta q^{(k)} - p^{(k)} dV^{(k)}  (2-14)

where 5q'*) ig the heat abrorbed by the k-in phase, p'*? js the pressure of. the k-th phase,-and dv'*) is the differential increase in volume of the .phase during jhe process producing. the change dE') in.k!*)

The second. law of thermodynamics for an isolated system can be stated as follows: There exists a function of the state of a:uniform.phase: called the entropy which is conserved for ary reversible process and which increases for any irreversible process over .ail of' the phases participating in the process, For an-infinitesimal process

∑kdS(k)≥0(2.15) \sum_{k} dS^{(k)} \ge 0 \qquad (2.15) 
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"> if ead, cade 3 Pre er reer nT ee ae Pie ete, Nh fete et ne OE Nan ce & where S'*) is the entropy of the k-th:pliase. The equality sign refers to a reversible process ana the inequality sign to an irreversible: one. Because entropy is an extensive propérty, the entropy of the whcle. systemis define by

S=ΣS(k) S = \Sigma S^{(k)} \tag{2-16} 

The statement of the second lay .ccmpleted by the further assumption that ror a particular phase participating in a reversible process

dS(k)=δq(k)q(k)(2.17) dS^{(k)} = \frac{\delta q^{(k)}}{q^{(k)}}    {(2.17)} 

where T'*) js the temperature of the uniform k th phase and 53'*? is the-yeat absorbed by the phase from its Surroundings in the reversible 'process producing: the change dS!*) in s¢*), Then Eq. 2-14 can be written

dE(k)=T(k)dS(k)−p(k)dV(k) dE^{(k)} = T^{(k)}dS^{(k)} - p^{(k)}dV^{(k)}  (2-18)

for a reversible process.

Note that the summation of Eqs. 2-12 and 2-15 is over all of the phases performing work or exchanging heat during the process, and the total system described by these equations is an isolated system for which the total volume is constant and thov7h the boundary of which no heat flows,

—S 7 TN =_ lc rw

In textbooks on thermodynamics, it-is shown that a general (reversivle or irreversible) infinitesimal change in the energy ETM) of a phase & can be written.

dE(k)=T(k)dS(k)−p(k)dV(k)+M∑iμi(k)dni(k) dE^{(k)} = T^{(k)} dS^{(k)} - p^{(k)} dV^{(k)} + M \sum_{i} \mu_{i}^{(k)} dn_{i}^{(k)}  (2-19)

where M is the total masa of the system (not the gram-molécular weight as in the previous paragraph) u/*) is called the chemical potential of the k-th phase of the 'i-th: constituent. Equation 2-19 can be shown to be compatible with the first and second laws of 'thermodynamics.
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If independent variables other 'than the entropy and. volume are to be employed for a particular system, it is convenient to define new extensive variables: enthalpy, Helmholtz 'free energy, and Gibbs free energy. The new state variables are defined in terms of quantities already introduced; they do not provide additional information concerning the state, The characteristic function for the independent variables entropy, pressure, and the mole numbers is called the enthalpy, denoted by: H, and defined for a phase k by

H(k)=E(k)+p(k)V(k) H^{(k)} = E^{(k)} + p^{(k)}V^{(k)}  (2-20)

For the independent variables~temperature, volume, and the mole numbers—the characteristic function is called the Plmholtz freé energy, denoted by J', and defined for a phase k by

F(h)=E(h)−T(h)S(h) F^{(h)} = E^{(h)} - T^{(h)}S^{(h)}  (2-21)

For the independent variables-temperature, pressure, and the mole numbers~the characteristic function is called the Gibbs irce energy, denoted by G, and defined for a phase k by

G(k)=H(k)−T(k)S(k) G^{(k)} = H^{(k)} - T^{(k)}S^{(k)}  (2-22)

For any infinitesimal process of the whole system the extensive properties satisfy the equations

dS=∑kdS(k),dH=∑kdH(k) dS = \sum_{k} dS^{(k)} , dH = \sum_{k} dH^{(k)}  dV=∑kdV(k),dF=∑kdF(k) dV = \sum_{k} dV^{(k)} , dF = \sum_{k} dF^{(k)}  dE=∑kdE(k),dG=∑kdG(k) dE = \sum_{k} dE^{(k)} , dG = \sum_{k} dG^{(k)}  (2−23) (2-23) 
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When the definitions of Eqs, 2-20, 2-21, and 2-22 are differeritiated and combined with Eq. 2-19, we obtain

dH(h)=T(h)dS(h)+V(h)dp(h)+M∑iμi(h)dni(h)dF(h)=−S(h)dT(h)−p(h)dV(h)+M∑iμi(h)dni(h)dG(h)=−S(h)dT(h)+V(h)dp(h)+M∑iμi(h)dni(h) \begin{aligned} dH^{(h)} &= T^{(h)} dS^{(h)} + V^{(h)} dp^{(h)} + M \sum_{i} \mu_{i}^{(h)} dn_{i}^{(h)} \\ dF^{(h)} &= -S^{(h)} dT^{(h)} - p^{(h)} dV^{(h)} + M \sum_{i} \mu_{i}^{(h)} dn_{i}^{(h)} \\ dG^{(h)} &= -S^{(h)} dT^{(h)} + V^{(h)} dp^{(h)} + M \sum_{i} \mu_{i}^{(h)} dn_{i}^{(h)} \end{aligned}  (2-24)

For « particular phase, the chemical potential can be defined by aiiy one of the relations.

μl(k)=1M[(∂E∂nl)S,V](k)=1M[(∂H∂nl)S,V](k) \mu_{l}^{(k)} = \frac{1}{M} \left[ \left( \frac{\partial E}{\partial n_{l}} \right)_{S,V} \right]^{(k)} = \frac{1}{M} \left[ \left( \frac{\partial H}{\partial n_{l}} \right)_{S,V} \right]^{(k)}  =1M[(∂F∂nl)V,T](k)=1M[(∂G∂nl)N,T](k) = \frac{1}{M} \left[ \left( \frac{\partial F}{\partial n_{l}} \right)_{V,T} \right]^{(k)} = \frac{1}{M} \left[ \left( \frac{\partial G}{\partial n_{l}} \right)_{N,T} \right]^{(k)}  (2-25)

If the syutem consists oo of a. single 'pure 1 phase, Eqs. 2-19 and 2-24 cen be written

dE=TdS−pdV dE = TdS - pdV  dH⋅TdS+Vdp dH \cdot TdS + Vdp  dF=−SdT−pdV dF = -SdT - pdV  dG=−SdT+Vdp dG = -SdT + Vdp  (2-26)

whers it is unnecessary torelain the superscript label of tha phase, These expressions, for any infinitesimal process involving only a single pure phase, satisfy the first and second laws = expresed:by Eq. 2-18,

The variations of Eqs. 2-23, with Eqs. 2-19 and 2-24 are arbitrary, except that the variations dn{*) must satisfy the stoich_.setric conditions, Eqs. 2-10, which we write in the form,

∑k∑lβljdnl(k)=0(2−27) \sum_{k} \sum_{l} \beta_{lj} dn_{l}^{(k)} = 0 \qquad (2-27) 

When the assuniption is made that a process occurs at fixed composition, these connections ae . me eye oanew are automatically satisfied since

dni(k)=0 dn_i^{(k)} = 0  (2-28)

for alli and k by definition.

The equilibrium. conditions are the conditions under w..ich a process in an isolated system~as described by Eqs. 2-23 and 2-24, and subject to the stoichiometric constraints of Eq. 2-27-~is a reversible process, i.e., satisfies Eqs. 2-12 and: 2-15. The analysis for the case of. fixed composition is given in standard thermodynamics textbooks, ¢.g., that of Guggenheim?. The analysis, when the stoichiometric conditions are expressed in the form of Eq. 2-27, has been published by Brinkley®,

Both under constant composition constraint and under the constraint expressed by Eq. 2-27, the mechanical and thermal equilibrium conditions are obtained in the form

p(k)=p p^{(k)} = p  T(k)=T T^{(k)} = T  (2−29) (2-29) 

where p and T are the uniform. pressure 'and temperature, respectively, of the whole system. For the general stoichiometric conditions 'expressed by Eq. 2-27, the chemical equilibrium conditions can be obtained in the form

μi(h)=RT∑iβijλj(2−30) \mu_i^{(h)} = RT \sum_i \beta_{ij} \lambda_j \qquad (2-30) 

'where the >, are parameters that can be eliminated between Eqs, 2-27 and 2-30.

In the derivation of Eqs, 2-29 and 2-30 that has bean outlined, a process occurring at constant total volume and constant total entropy in an isolated system was considered. The analysis can be extended to cases where the system of interest exchanges heat with its surroundings or performs work on its 'surroundings by conceiving of an isolated system consisting of the system of interest surrounded by an additional phase and separated from it by a. membrane impermeable to the exchange of matter but through which heat can be transferred or upon which work can be performed, or both, If the udded phase is assunied to be so large that the exchange of heat results in a negligible change in its pressure, then the process occurring in the system of interest may be at constant temperature, or constant pressure, or both. It. can then be shown that Eqs. 2-29 and 2-30 are the conditions that a process be reversible when the 'process occurs at constant entropy and pressure, at constant temperature and volume, or at constant temperature and pressure of the system of interest. Eqs. 2-29 and 2-30 are thus the conditions for any infinitesimal process to be a xeveysible process and they are thus the gerieral couditions fc. equilibrium.

When Eqs. 2-28 and, 2-29 are satisfied, the system is in mechanical and thermal ejuilibrium, but is constrained to constant comp~sition. It is a state of partial equilibrium thet'may provide a good approximation to tho state of a transient system if relaxation time, for equilibration of temperature and pressure we short and relaxation times fot equilibration of 'composition. are long c:ympared fo the time characterizing the transient necure of the system, When E's, 2-28 ana:'2-29 are satisfied, Eqs. 2-19, 2-23, and 2-24 can be written

dE=TdS−pdV dE = TdS - pdV  dH=TdS+Vdp dH = TdS + Vdp  dF=−SdT−pdV dF = - SdT - pdV  dG=−SdT+Vdp dG = - SdT + Vdp  (2−31) (2-31) 

Eqs. 2-31 are identical with Eqs. 2-26 for a pure single phase. We conclude that the equations for an infinitesimal process in a mixture—which maintains thermal and mechanical equilibrium during the procets and alse is constrained to constant compositicn—are identical. with those fora single pure phase. .

When Egs. 2-29 and 2-30 are satisfied, th system is in a state of complete equilibrium. It may provide a good approximation to- the state of a transient system if relaxation times fox equilibration of temperature, pressure, and composition are al! short compared to the time characterizing the transient nature of the system, When Eqs. 2-29 and 2-30 are satisfied, Eq. 2-19 and the third of Eqs. 2-28 can be combined to give

dE=TdS−pdV+RTM∑jλj∑k∑iβijαni(k) dE = TdS - pdV + RTM\sum_{j} \lambda_{j} \sum_{k} \sum_{i} \beta_{ij} \alpha n_{i}^{(k)} 

In view of Eq, 2-27, this expression reduces'to

dE=TdS−pdV(2−32) dE = TdS - pdV       (2-32) 

Similarly, Eqs. 2-23 and 2-24 result in the expression

dH=TdS+Vdp dH = TdS + Vdp  dF=−SdT−pdV dF = -SdT - pdV  dG=−SdT+Vdp dG = -SdT + Vdp  (2-33)

Eqs; 2-32 and 2-33 -are identical with Eqs. 2-26 fora pure singie phase, We conclude that the equations for an infinitesimal process i2 a mixture that. maintains equilibrium during the process are identical with those for a single pure phase.

Using Eqs. 2-29 and the extensive nature of the enthalpy iind free energy functions, we can also write

H=E+pV H = E + pV  F=E−TS F = E - TS  G=H−TS G = H - TS  (2−34) (2-34) 

for a mixture. These expressicns have the same form as the.definitions given by Eqs. 2-20, 2-21, and 2-22 for a'single phase.

The energy and enthalpy are undefined to the extent of an arbitrary additive constant. The entropy is undefined to the extent of an additional: arbitrary additive constant. The free energies are thus undefined to the extent.of an additive constant, and an additiye linear function of temperature. In practice, this lack of definition occasions no difficulty since one is always concemed with the energy or entropy difference between two states and _ these differences are completely defined. The lack of definition can be removed by defining for each conctituent of a mixtuce a standard state in which energy and entropy are arbitrarily assigned the value zero. It is not necessary that the standard state be physically accessible, provided a process can be defined that will produce the state of interest from the standard state and for which the change in energy and entropy can be calculated.

Now suppose that the entropy and volume are known as functions of the independent variables pressure, temperature, and the mole numbers n,, i.e., that the functions represented by,

s=s(p,T;n1,…nn) s = s(p, T; n_1, \dots n_n) 

v=v(p,T;n1,…ns) v = v(p, T; n_1, \dots n_s) 

are known. The the sake of definiteness, we employ the specific entropy and_ specific volume, If (1) the system is a single pure phase, if (2) the system is a mixture constrained. to constant composition, or if(3) the composition of the system satisfies the equilibrium and stoichiometric conditions at.all- values of p and T; we may regard the entropy and volume as implicitly presczibed functions of p and T only, i.e.,

s=s(p,T) s = s(p, T)  v=v(p,T) v = v(p, T)  (2-35)

If a standard state-has been defined, the third of Eqs. 2-33 end the information summarized by Eqs. 2-35 suffice to evaluate the Gibbe free. energy as a function of pressure and temperature. Therefore, the function

g=g(p,T) g = g(p, T) 

may be regarded. as known, where g is the specific Gibbs free energy. The other thermodynamic properties-are then also known. In particular, the specific energy can be regarded a known function .of pressure and, temperature as expressed by

e(p,T)=g(p,T)+Ts(p,T)−pv(p,T) e(p, T) = g(p, T) + Ts(p, T) - pv(p, T)  (2-36)

Similarly, it may be supposed tha' the entropy and pressure are known us functions of the independent variables volume, temperature, and the mole numberz.n,,

s=s(v,T;n1,…ns) s = s(v, T; n_1, \dots n_s) 

p=p(v,T;n1,…ns) p = p(v, T; n_1, \dots n_s) 

Under these circumstanves, we may regard the entropy and pressure as implicitly prescribed functions of v and T only, i.e.,

s=s(v,T′) s = s(v, T')  (2-37)

p= p(y, T) If a standara state has been defined, the second of Eqs. 2-33 and the information summarized by Eqs. 2-37 suffice to determine the spesific Helmholtz free energy as a function of volume

f=f(v,T) f = f(v, T) 
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The other thermodynamic properties are then also known. In particular, the specific energy can bé regarded: a known function of volume and temperature, as expressed by

e(v,T)=f(v,T)−Ts(v,T) e(v, T) = f(v, T) - Ts(v, T)  (2-38)

Either of the expressions

v=v(p,T;n1,…ns) v = v(p, T; n_1, \dots n_s)  p=p(v,T;n1,…ns) p = p(v, T; n_1, \dots n_s)  (2-39)

represent a relation between pressure, volume, aid temperature that is called an equation of state. Rither of the expressions

s=s(p,T;n1,…ns) s = s(p, T; n_1, \dots n_s)  s=s_(v,T;n1,…ns) s = \underline{s}(v, T; n_1, \dots n_s)  (2-40)

can be evaluated if an equation of state and certain thermal data, to be specified later, are known. The information summarized by Eqs. 9.4/1 is-gzometimes called the caloric equation of state, although these- data cannot usually be expressed in i analytical form.

A similar discussion results if the pairs (s,p) and (s,v) are considered as independent variables. The energy is most naturally, from a purely thermodynamic standpoint, considered a variable of the latter pair. However, except in an approximation to be noted later, equation of state and thermal data are always presented in the forms summarized by Eqs. 2-39 and 2-40 so that the energy, 'regarded a function of entropy and volume, is determined 'parametrically by Eq. 2-38 or by Eys. 2-36 and 2-37.

We conclude that the thermodynamic state of a system isuniquely determined by the values of two independent properties of the system (state variables) if the laws of thermodynamics, an equation of state, and the thermal data summarized by one of Eqs. 2-40 are simultaneously satisfied and if the system consists of a single pure phase, a mixture constrained to constant composition, or a mixture whose composition satisfies the stoichiometric and equilibrium conditions at all values of the independent state variables. The state of a system is uniquely specified in this way from purely thermodynamic considerations under no other circumstances.



24 GENERAL THERMODYNAMIC IDENTITIES

To determine the thermodynamic properties (such as energy, pressure, enthalpy, temperature; specific heat, etc.) of an actual system, it is first nécessary to define or to determine its composition. It is aleo--necessary to know the equation of state of t.é gaseous mixture and the equation off siave -of each phase present. Then the thermodynamic properties are determined by the general relations.to be summarized inthis paragraph. These relations are described by partial derivatives of thermodynamic quantities. To determine the properties themselves, the derivatives must be integrated along some thermodynamic path. Examples of such integrated expressions are presented in Appendix A.

The general thermodynamic relations are derived for a heterogeneous mixture. First the partial derivatives of volume with respect to temperature and pressure, -re derived and then the derivatives of 'pressure Witir Tespect +3. volume: and temperature are dérived. Then specific heats, and derivatives of entropy, energy, enthalpy, and chemical. potential are considered. Finally the adiabatic exponent and the sound speeds. are derived,

The equation of state of a heterogeneous mixture is constructed from thé\p-u-T relations for each of the constituent phases, making us use of the fact that the volume of a mixture is the sum of the volumes of iis constituent phases. We will let v denote the' specific volume of a mixture, V; the molar volume of the j-th condensed component, andr the volume'of the gas phase for unit weight of mixture. For a homogeneous system consisting of a gas phase only, v = 7. In.general, we consider

v=τ+∑in′iV′i(2−41) v = \tau + \sum_{i} n'_{i} V'_{i} \qquad (2-41) 

Hee ye més te since we have restricted our discussion to mictures in which ar.y condensed phase consists ofa pure component,

The equation of state of a pure condensed phase is an expression giving

V′j=V′j(p,T) V'_j = V'_j(p, T)  (2-42)

The dependence of the molar volume of a pure

A ee Stee a | . ~ aa ~ op. cele Bec Ck lh ae and condensed phase on pressure and temperature is usually determined for ench substance by experimental measurements, and tne data have been represented by a variety of empirical equations. Without such data, the molar volume of a pure cordensed component may he regarded—as an -approximation—a constant, and at temperatures and pressures far removed from ordinary values treated as an adjustable parameter,
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The equation of state of a gas phase may be an 'expression giving

τ=τ(p,T;n1,…ns) \tau = \tau(p, T; n_1, \dots n_s)  (2-43)

Later we.consider the case where pressure is a function of 7, T,.and the n's. The partial molar volume of -the i-th gaseous constituent is defined boy >. (ot

V¯i=(∂τ∂ni)p,T \overline{V}_{i} = \left(\frac{\partial \tau}{\partial n_{i}}\right)_{p,T} \tag{2-44} 

In.gonaval, TW jeg funehon of the form Vln 7: n,, 2, ). In textbooks.on thermodynamics, itis shown that

τ=∑niVi¯ \tau = \sum n_i \overline{V_i} \tag{2-45} 

Therefore, Eq. 2-41 can be written

v=∑iniV¯i+∑jn′jV′j(2−46) v = \sum_{i} n_{i} \overline{V}_{i} + \sum_{j} n'_{j} V'_{j} \qquad (2-46) 

when the:equation of state of the gas phase is explicit in temperature and pressure. The partial derivatives of the volume with respect to temperature and pressure and at constant composition are

$$ \left(\frac{\partial v}{\partial T}\right)_{p,n} = \sum_{i} n_{i} \left(\frac{\partial \overline{V_{i}}}{\partial T}\right)_{p,n} + \sum_{j} n_{j}' \left(\frac{\partial V_{j}'}{\partial T}\right)_{p} \\
\left(\frac{\partial v}{\partial p}\right)_{T,n} = \sum_{i} n_{i} \left(\frac{\partial \overline{V_{i}}}{\partial p}\right)_{T,n} + \sum_{j} n_{j}' \left(\frac{\partial V_{j}'}{\partial p}\right)_{T} $$ (2-47)

where the subscript mmeans that the differentiation is to be performed at constant composition. Equilibrium partial derivatives of the volume with respect to temperature and pressure are related to the derivatives at constant composition by

$$ \frac{\left(\frac{\partial v}{\partial T}\right)_{\rho}}{\left(\frac{\partial v}{\partial T}\right)_{\rho, n}} = \frac{\left(\frac{\partial v}{\partial T}\right)_{\rho, n}}{\left(\frac{\partial v}{\partial T}\right)_{\rho}} + \frac{\sum_{i} v_{i}' \left(\frac{\partial v_{i}'}{\partial T}\right)_{\rho}}{\left(\frac{\partial v}{\partial P}\right)_{T}} + \sum_{i} v_{i}' \left(\frac{\partial v_{i}'}{\partial P}\right)_{T}} + \sum_{i} v_{i}' \left(\frac{\partial v_{i}'}{\partial P}\right)_{T} + \sum_{i} v_{i}' \left(\frac{\partial v_{i}'}{\partial P}\right)_{T}} + \sum_{i} v_{i}' \left(\frac{\partial v_{i}'}{\partial P}\right)_{T} + $$

where the equilibrium nature of the derivative is. indicated by omitting. the subscript 4. The derivatives of the mole numbers with respect to 'temperature and: pressure are to be determired from the variation of the equilibrium composition with temperature and pressure. Their explicit evaluation is described in Appendix B.

Alternatively, the equation of state of a gas phase may be an expression giving

p=p(τ,T;n1,…ns) p = p(\tau, T; n_1, \dots n_s)  (2-49)

If the system consists only of a-gas phase, so that. r = the. avaluation of the. equilibrium. partial derivatives of pressure with respect to temperature and mixture volume is straightforward. It is convenient to define

pl=(∂p∂nl)T,T p_{l} = \left(\frac{\partial p}{\partial n_{l}}\right)_{T,T} \tag{2-50} 

(p, is not a partial molar quantity). From the ordinary rules of differentiation, we obtain. the relations,

$$ \begin{pmatrix}
\frac{\partial p}{\partial T} \Big|_{T} = \begin{pmatrix}
\frac{\partial p}{\partial T}
\Big|_{T_{i,n}} + \sum_{i} n_{i} p_{i} \begin{pmatrix}
\frac{\partial R n}{\partial T}
\Big|_{T}
\end{pmatrix} $$ $$ \begin{pmatrix}
\frac{\partial p}{\partial \tau}
\Big|_{T} = \begin{pmatrix}
\frac{\partial p}{\partial \tau}
\Big|_{T_{i,n}} + \sum_{i} n_{i} p_{i} \begin{pmatrix}
\frac{\partial R n}{\partial \tau}
\Big|_{T}
\end{pmatrix} $$ (2-51)

The derivatives of the mole nun:bers with respect to temperature and gas velume are to be determined from the varistion of the equilibrium composition for changes in these variables. If the mixture is heterogeneous, the xpressions for the partial derivatives of the pressure with respect to temperature and mixture volume are of an awkward form because of the mixed character of the equations of state. To evaluate them, we first evaluate the quantities

-g. noe: sari eas oe

⟨∂v∂τ⟩T,n(∂v∂τ)T,n=⟨∂p∂τ⟩T,n⟨∂v∂τ⟩T+11 \frac{\left\langle \frac{\partial v}{\partial \tau} \right\rangle_{T,n}}{\left( \frac{\partial v}{\partial \tau} \right)_{T,n}} = \frac{\left\langle \frac{\partial p}{\partial \tau} \right\rangle_{T,n}}{\left\langle \frac{\partial v}{\partial \tau} \right\rangle_{T}} + \frac{1}{1}  $$ \frac{\left\langle \frac{\partial v}{\partial \tau} \right\rangle_{T,n}}{\left\langle \frac{\partial v}{\partial \tau} \right\rangle_{T,n}} = \frac{\sum_{i} n_{i}^{i}}{i} \left( \frac{\partial v_{i}^{i}}{\partial \tau} \right)_{p} + \left( \frac{\partial p}{\partial \tau} \right)_{T,n} \sum_{j} n_{i}^{j}}{i} \left( \frac{\partial v_{i}^{j}}{\partial p} \right)_{T} $$ (2-52)

Eqs. 2-52 are obtained -b:' differentiation ofEq. 2-41. Then .the fixed composition partial derivatives of the pressure with respect to temperature and mixture volume can be obtained: from identities.

$$ \frac{\left(\frac{\partial p}{\partial v}\right)_{T,n}}{\left(\frac{\partial p}{\partial T}\right)_{T,n}} = \left(\frac{\partial p}{\partial \tau}\right)_{T,n} / \left(\frac{\partial v}{\partial \tau}\right)_{T,n} \\
\left(\frac{\partial p}{\partial T}\right)_{V,n} = \left(\frac{\partial p}{\partial T}\right)_{T,n} - \left(\frac{\partial p}{\partial v}\right)_{T,n} / \left(\frac{\partial v}{\partial T}\right)_{T,n} $$ (2.53)

Wa. nyqnoad. in-a-cimilar- manner fo ovaluala- the equilibrium partial derivatives. From Eq. 2-41, we obtain

(∂𝐯∂𝐫)T≈(∂𝐩∂𝐫)T∑ini′(∂𝐯i′∂𝐩)T+∑ivi′(∂ni∂𝐫)T+1 \left(\frac{\partial \mathbf{v}}{\partial \mathbf{r}}\right)_{T} \approx \left(\frac{\partial \mathbf{p}}{\partial \mathbf{r}}\right)_{T} \sum_{i} n_{i}' \left(\frac{\partial \mathbf{v}_{i}'}{\partial \mathbf{p}}\right)_{T} + \sum_{i} v_{i}' \left(\frac{\partial n_{i}}{\partial \mathbf{r}}\right)_{T} + 1  (∂𝐯∂𝐫)T=∑ini′(∂𝐯i′∂𝐫)R+(∂𝐩∂𝐫)T∑ini′(∂𝐯i′∂𝐩)T+∑ivi′(∂ni∂𝐫)T \left(\frac{\partial \mathbf{v}}{\partial \mathbf{r}}\right)_{T} = \sum_{i} n_{i}' \left(\frac{\partial \mathbf{v}_{i}'}{\partial \mathbf{r}}\right)_{R} + \left(\frac{\partial \mathbf{p}}{\partial \mathbf{r}}\right)_{T} \sum_{i} n_{i}' \left(\frac{\partial \mathbf{v}_{i}'}{\partial \mathbf{p}}\right)_{T} + \sum_{i} v_{i}' \left(\frac{\partial n_{i}}{\partial \mathbf{r}}\right)_{T}  (2−54) \left(2-54\right) 

Then the equilibriurn partial derivatives of pressuré with respect to. temperature and mixture volume can be obtained from the identities of Eqs. 2-51, written for the equilibrium derivatives by the éimination of the subscript n.

A secondary thermodynamic property is the heat capacity. If a system is heated from temperature T to T + dT, the heat absorbed &¢ by unit weight of the system is evidently proportional to dT

δq=cdT \delta q = cdT 

where c is the heat capacity pe, 'unit weight. If the changes taking place in the 'heating process are reversible, we may employ: Eqs. 2-16, 2-17, and the second of Eqs. 2-29 to write

δq=∑iδq−i=Tds=cdT \delta q = \sum_{i} \delta q^{-i} = Tds = cdT 

where s is the specific entropy. If the volume is held constant during the heating process, the quantity ¢c is called the specific heat capacity at constant volume and denoted by c¢,. If the pressure is held constant during the heating process, the constant c is cailed the apecitic heat at constant pressure and denoted by: c,

cv=T(∂s∂T)v c_{v} = T \left( \frac{\partial s}{\partial T} \right)_{v}  cp=T(∂s∂T)p c_{p} = T \left( \frac{\partial s}{\partial T} \right)_{p}  (2-55)

If in addition to préssure or volume the composition is assumed: to remain fixed during the heating process, the heat capacities are.called the heat capacities for constant.com position, or more shortly, the "frozen'heat capacities. They can be denoted by: Gy, OFC, ns where

cv,n=T(∂s∂T)v,n c_{v,n} = T \left( \frac{\partial s}{\partial T} \right)_{v,n}  cp,n=T(∂s∂T)p,n c_{p,n} = T \left( \frac{\partial s}{\partial T} \right)_{p,n}  (2.56)
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The expressions for specific energy e and specific enthalpy h (from Eqs. 2-26) can be written

de=cdT−pdv de = cdT - pdv  , dh=cdT+vdpdh = cdT + vdp

valid either for a change between equilibrium states or for a change at constant composition. It follows that alternate-definitions for the. heat capacities are given by the expressions

cv=(∂e∂T)v,cv,n=(∂e∂T)v,n c_{v} = \left(\frac{\partial e}{\partial T}\right)_{v}, c_{v,n} = \left(\frac{\partial e}{\partial T}\right)_{v,n}  cp=(∂h∂T)p,cp,n=(∂h∂T)p,n c_{p} = \left(\frac{\partial h}{\partial T}\right)_{p}, c_{p,n} = \left(\frac{\partial h}{\partial T}\right)_{p,n}  (2.57)

To evaluate the frozen heat capacity. at constant volume for a heterogeneous system, we introduce the abbreviation

cτ,n=(∂e∂T)τ,n c_{\tau,n} = \left(\frac{\partial e}{\partial T}\right)_{\tau,n} \tag{2-58} 

and employ the 'aentity

cv,n=cT,n−(∂c∂τ)T,n(∂v∂T)T,n(∂v∂τ)T,n c_{v,n} = c_{T,n} - \left(\frac{\partial c}{\partial \tau}\right)_{T,n} \left(\frac{\partial v}{\partial T}\right)_{T,n} \left(\frac{\partial v}{\partial \tau}\right)_{T,n}  (2-59)
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Expressions for the quantities Cen. and (de/dr) are given in. Appendix 'A, and expressions for the derivatives of the mixture volume are given by Eqs. 2-52,

To calculate the equilibritiin heat capacity at constant yolume for a heterogeneous system, we employ. the quantity c7,

cτ=⟨∂e∂ℐ⟩τ=cτ,n+∑lnlEl⟨∂Ωnl∂T⟩τ+∑lEl′⟨∂Ωl′∂T⟩τ c_{\tau} = \left\langle \frac{\partial e}{\partial \mathcal{I}} \right\rangle_{\tau} = c_{\tau,n} + \sum_{l} n_{l} E_{l} \left\langle \frac{\partial \Omega n_{l}}{\partial T} \right\rangle_{\tau} + \sum_{l} E_{l}' \left\langle \frac{\partial \Omega_{l}'}{\partial T} \right\rangle_{\tau}  (2−60) (2-60) 

where we have introduced the abbreviation meer a set ee ee wena ern oe oe cyst
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Ei=(∂e∂ni)T̂,T E_i = \left(\frac{\partial e}{\partial n_i}\right)_{\widehat{T},T} \tag{2-61} 

and where E, is the molar energy of the j-th condensed component. The quantity E, is nota portiel niqlar quantity. An. expression for E, is given in Appendix A. Then c, can be obtained from the identity of Eq. 2-59, written for the equilibrium derivatives by the elimination of the subscript n.

An expression connecting the frozen and equilibrium. heatcapacities at constant pressure can be written'in the form th be written in the form cp=cp,n+∑iniH¯i(∂lnni∂T)p+∑iH′i(∂n′i∂T)p c_{p} = c_{p,n} + \sum_{i} n_{i} \overline{H}_{i} \left( \frac{\partial \ln n_{i}}{\partial T} \right)_{p} + \sum_{i} H'_{i} \left( \frac{\partial n'_{i}}{\partial T} \right)_{p}  (2-62)

where #7 is the partial molar enthalpy of the i-th gaseous constituent —

Hi¯=(∂h∂ni)p,T \overline{H_i} = \left(\frac{\partial h}{\partial n_i}\right)_{p,T} \tag{2-63} 

and where BR, is the molar enthalpy of the j-th condensed component. Expressions for tae Cs 'and #7, are given in Appendix A.

We shall have occasion to employ the fixed composition partial derivatives of several thermodynamic functions with respect to temperature and pressure or with respect to temperature and volume. They can all easily be obtained from the définitions of the functions and the thermodynamics laws by application of the rules for partial differentiation. For jurposes of reference, we list certain of these relations without derivation. The derivatives. of entropy with respect to pressure and volume at-constant temperature are "

(∂s∂v)T,n=(∂p∂T)v,n \left(\frac{\partial s}{\partial v}\right)_{T,n} = \left(\frac{\partial p}{\partial T}\right)_{v,n}  (∂s∂p)T,n=−(∂v∂T)p,n \left(\frac{\partial s}{\partial p}\right)_{T,n} = -\left(\frac{\partial v}{\partial T}\right)_{p,n}  (2-64)

Tne derivatives of energy and: enthalpy with respect to volume~and pressure, respectively, at 'constant temperature are

(∂e∂v∂v∂T)T,n=T(∂p∂T∂v∂T)T,n−p \begin{pmatrix}
\frac{\partial e}{\partial v} \\
\frac{\partial v}{\partial T}
\end{pmatrix}_{T,n} = T \begin{pmatrix}
\frac{\partial p}{\partial T} \\
\frac{\partial v}{\partial T}
\end{pmatrix}_{T,n} - p  (∂h∂v∂v∂T)T,n=v−T(∂v∂T∂v∂T)T,n \begin{pmatrix}
\frac{\partial h}{\partial v} \\
\frac{\partial v}{\partial T}
\end{pmatrix}_{T,n} = v - T \begin{pmatrix}
\frac{\partial v}{\partial T} \\
\frac{\partial v}{\partial T}
\end{pmatrix}_{T,n}  (2-65)

Eqs. 2-64 and 2-65 complement Eqs. 2-56 and 2-57. The partial derivatives of the, chemical potential of the i-th gaseous constituent can be written 1

(∂μi∂p∂μj∂T)T,n=Vi¯ \begin{pmatrix}
\frac{\partial \mu_i}{\partial p} \\
\frac{\partial \mu_j}{\partial T}
\end{pmatrix}_{T,n} = \overline{V_i}  (∂μj∂T∂μj∂T)T,n=−Ei/T2 \begin{pmatrix}
\frac{\partial \mu_j}{\partial T} \\
\frac{\partial \mu_j}{\partial T}
\end{pmatrix}_{T,n} = -E_i/T^2  (∂(μi/T)∂T∂(μi/T)∂T)T,n=−Hi/T2¯ \begin{pmatrix}
\frac{\partial (\mu_i/T)}{\partial T} \\
\frac{\partial (\mu_i/T)}{\partial T}
\end{pmatrix}_{T,n} = -\overline{H_i/T^2}  (2-66)

Similar relations apply to the chemical poténtial of a pure condensed phase,

$$ \begin{pmatrix}
\frac{\partial \mu_j'}{\partial p} \\ $$
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Derivations of these relations can be found in thermodynamics textbooks. _ A relation between the fixed composition heat 'capacity at. constant pressure and' that at 'constant.volume can be obtained 'in either-of the 'equivalent forms

cp,n−cv,n=−T(∂p∂T)v,n2(∂v∂p)T,n c_{p,n} - c_{v,n} = -T \left( \frac{\partial p}{\partial T} \right)_{v,n}^{2} \left( \frac{\partial v}{\partial p} \right)_{T,n}  =−T(∂v∂T)p,n2(∂p∂v)T = -T \left( \frac{\partial v}{\partial T} \right)_{p,n}^{2} \left( \frac{\partial p}{\partial v} \right)_{T}  (2-68)

the first of which is convenient for the independent Vatiab?2s v and. T, arid the second of which. is convenient for the independent variables p and T. It can be shown that an expression of the same form connects the equilibrium heat capacities

cp−cv=−T(∂p∂T)2(∂v∂p)T c_{p} - c_{v} = -T \left( \frac{\partial p}{\partial T} \right)^{2} \left( \frac{\partial v}{\partial p} \right)_{T}  =−T(∂v∂T)2(∂p∂v)T = -T \left( \frac{\partial v}{\partial T} \right)^{2} \left( \frac{\partial p}{\partial v} \right)_{T}  (2-69)

where the équilibrium de.ivatives of pressure: or volume are employed in evaluating the right-hand side of the equations.

The ratio of the heat capacity y at constant pressure to that at constant volume can be defined: for either the frozen-heat.capacities or for the equilibrixm heat capacities. We define the quantities 7 = 6/0,

γn=cp,n/cv,n \gamma_n = c_{p,n}/c_{v,n}  (2.70)

Using Eqs. 2-68 and 2-69, we obtain the following useful relations:

17n=1−Tcr,n(∂ρ∂T)r,nr(∂ρ∂ρ)T,nr \frac{1}{7_{n}} = 1 - \frac{T}{c_{r,n}} \left( \frac{\partial \rho}{\partial T} \right)_{r,n}^{r} \left( \frac{\partial \rho}{\partial \rho} \right)_{T,n}^{r}  17n=1+Tcp,n(∂ν∂T)r,nr(∂ρ∂ν)T,nr \frac{1}{7_{n}} = 1 + \frac{T}{c_{p,n}} \left( \frac{\partial \nu}{\partial T} \right)_{r,n}^{r} \left( \frac{\partial \rho}{\partial \nu} \right)_{T,n}^{r}  γ=1−Tcp,n(∂ρ∂T)rr(∂ρ∂ρ)Tr \gamma = 1 - \frac{T}{c_{p,n}} \left( \frac{\partial \rho}{\partial T} \right)_{r}^{r} \left( \frac{\partial \rho}{\partial \rho} \right)_{T}^{r}  17=1+Tcp,n(∂ν∂T)rr(∂ρ∂ν)Tr \frac{1}{7} = 1 + \frac{T}{c_{p,n}} \left( \frac{\partial \nu}{\partial T} \right)_{r}^{r} \left( \frac{\partial \rho}{\partial \nu} \right)_{T}^{r}  (2-71)

The adiabatic exponen K.is defined by

κ=−vp(∂p∂v). \kappa = -\frac{v}{p} \left( \frac{\partial p}{\partial v} \right). \tag{2-72} 
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This-exponent is. used' to describe the.adiabatic 'expansion of gas"s, For detonation products K. has a value of aytproximately 3, and: for perfect. gases K=¥.

By use of the thermodynamic identity

(∂p∂v)s=−(∂s∂v)p(∂p∂s)v=−cpcv(∂T∂v)p(∂p∂T)n=γ(∂p∂v)p \begin{split} \left(\frac{\partial p}{\partial v}\right)_{s} &= -\left(\frac{\partial s}{\partial v}\right)_{p} \left(\frac{\partial p}{\partial s}\right)_{v} = -\frac{c_{p}}{c_{v}} \left(\frac{\partial T}{\partial v}\right)_{p} \left(\frac{\partial p}{\partial T}\right)_{n} \\ &= \gamma \left(\frac{\partial p}{\partial v}\right)_{p} \end{split} 

Eq. 2-72 can be writteri

κ=−γ(vp)(∂p∂v)T \kappa = -\gamma \left(\frac{v}{p}\right) \left(\frac{\partial p}{\partial v}\right)_T \tag{2-73} 

An adiabatic exponent for fixed a composition i aan ln aa. ferstrerrrr-lenre- os achimed:> by:

κn=−vp(∂p∂v)s,n=−γn(vp)(∂v∂p)T,n(2.74) \kappa_n = -\frac{v}{p} \left( \frac{\partial p}{\partial v} \right)_{s,n} = -\gamma_n \left( \frac{v}{p} \right) \left( \frac{\partial v}{\partial p} \right)_{T,n} \qquad (2.74) 

If Eqs. 2-73 sod 2-74 are combined: with Eqs. 2-71, we obtain the useful expressions

κn=−vp(∂p∂v)T,n+vTpcv,n(∂p∂T)v,n2 \kappa_{n} = -\frac{v}{p} \left( \frac{\partial p}{\partial v} \right)_{T,n} + \frac{vT}{pc_{v,n}} \left( \frac{\partial p}{\partial T} \right)_{v,n}^{2}  1κn=−pv(∂v∂p)T,n−pTvcp,n(∂v∂T)p,n2 \frac{1}{\kappa_{n}} = -\frac{p}{v} \left( \frac{\partial v}{\partial p} \right)_{T,n} - \frac{pT}{vc_{p,n}} \left( \frac{\partial v}{\partial T} \right)_{p,n}^{2}  κ=−vp(∂p∂v)T+vTpcv(∂p∂T)v2 \kappa = -\frac{v}{p} \left( \frac{\partial p}{\partial v} \right)_{T} + \frac{vT}{pc_{v}} \left( \frac{\partial p}{\partial T} \right)_{v}^{2}  1κ=−pv(∂v∂p)T−pTvcp(∂v∂T)p2 \frac{1}{\kappa} = -\frac{p}{v} \left( \frac{\partial v}{\partial p} \right)_{T} - \frac{pT}{vc_{p}} \left( \frac{\partial v}{\partial T} \right)_{p}^{2}  (2-75)

The sound velocity ¢ is defined by

c2=(∂p∂ρ)=κṗv c^2 = \left(\frac{\partial p}{\partial \rho}\right) = \kappa \dot{p}v \tag{2-76} 

where ¢ = 1/u is the density of the mixture. A fixed composition or frozeti sound velocity c, van.be similarly defined by
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cn2=(∂p∂ρ)t,n≅κnpv(2−77) c_n^{2} = \left(\frac{\partial p}{\partial \rho}\right)_{t,n} \cong \kappa_n pv \qquad (2-77) 

of the Eqs: 2-75 can be combined with the definition sound velocity to obtain useful expressions relating this quantity to the derivatives of the equation of state, We obtain the relations ical? Eelam eetamenel cee atieeked!
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cn2=−v2[(∂p∂v)T,n−Tcv,n(∂p∂T)v,n2] c_{n}^{2} = -v^{2} \left[ \left( \frac{\partial p}{\partial v} \right)_{T,n} - \frac{T}{c_{v,n}} \left( \frac{\partial p}{\partial T} \right)_{v,n}^{2} \right]  =−v2[(∂v∂p)T,n+Tcp,n(∂v∂T)p,n2]−1 = -v^{2} \left[ \left( \frac{\partial v}{\partial p} \right)_{T,n} + \frac{T}{c_{p,n}} \left( \frac{\partial v}{\partial T} \right)_{p,n}^{2} \right]^{-1}  c2=−v2[(∂p∂v)T−Tcv(∂p∂T)v2] c^{2} = -v^{2} \left[ \left( \frac{\partial p}{\partial v} \right)_{T} - \frac{T}{c_{v}} \left( \frac{\partial p}{\partial T} \right)_{v}^{2} \right]  =−v2[(∂v∂p)T+Tcp(∂v∂T)p2]−1 = -v^{2} \left[ \left( \frac{\partial v}{\partial p} \right)_{T} + \frac{T}{c_{p}} \left( \frac{\partial v}{\partial T} \right)_{p}^{2} \right]^{-1}  (2.78) (2.78) 

Physically, the frozen sound velocity corresponds to the velocity of propagation of sound waves in a limit :attained at high frequency and the equilibrium. sound velocity corresponds to the propagation velocity of sound waves in a limit attained at low frequency.

A differential coefficient which is complementary tothe adiabatic exponent k and which is useful in analysis where volume and entropy are taken as independent variables can be defined for an equilibrium system by

β=vT(∂p∂s)v \beta = \frac{v}{T} \left( \frac{\partial p}{\partial s} \right)_v \tag{2-79} 

and for «a system constrained to fixed compxition by

βn=vT(∂p∂s)n,n \beta_n = \frac{v}{T} \left( \frac{\partial p}{\partial s} \right)_{n,n} \tag{2-86} 

These quantities are related to derivatives of the equation of state by

βn=vcu,n(∂p∂T)v \beta_{n} = \frac{v}{c_{u,n}} \left( \frac{\partial p}{\partial T} \right)_{v}  β=vcv(∂p∂T)v \beta = \frac{v}{c_{v}} \left( \frac{\partial p}{\partial T} \right)_{v}  (2.81)

It is sometimes useful to regard the energy as a function of pressure and volume; with the partial derivatives

(∂e∂v)n,n=pλn;(∂e∂v)n=pλ \left(\frac{\partial e}{\partial v}\right)_{n,n} = \frac{p}{\lambda_n} ; \left(\frac{\partial e}{\partial v}\right)_{n} = \frac{p}{\lambda}  (2.82)

which define the coefficient 4, for a system constrained to fixed composition and' the. coefficient A for an equilibrium system. The corresponding derivatives of 'the energy with respect to the pressure are

(∂e∂p)v,n=vβn \left(\frac{\partial e}{\partial p}\right)_{v,n} = \frac{v}{\beta_n}  ; (∂e∂p)v=vβ\left(\frac{\partial e}{\partial p}\right)_v = \frac{v}{\beta} (2-83)

The coefiicients 4,8, and k are-not independent, but are related by the expression

κ=β(1λ+1) \kappa = \beta \left(\frac{1}{\lambda} + 1\right) \tag{2-84} 

An analogous relation exists between the corresponding coefficients for a system -of fixed' composition.

Integrated. expressions for. the thermodynamic properties of a gas mixture, of a condensed phase, and of a composite heterogeneous system are d-rived in Appendix A. Thesé expressions give the property of interest as.the sum of two terms: the first is the value for an. ideal system and the second is the contribution arising from the nonideal nature of the actual system. Terms of the second type involved integrals of 'the equation of state. In Appendix D, we list the gas imperfection contributions to the various thermodynamic properties as evaluated for several equations of state that have been empioyed to describe properties of the explosion products of explosives.

It has been noted that the equilibrium mixture is often employed to represent the composition of real mixtures of explosion products. The composition of this mixture is determined by the stoichiometric conditions, Eqs. 2-10, and by sadly fee ert e papal tant ac ote, the chemical equilibrium conditions, Eqs. 2-30. Because Eqs. 2-10 are linear in tie mole numbers, while Eqs. 2-30 are linear in the logarithms of the mole numbers, an iterative procedure must be employed to determine the 'equilibrium mixture. A general method to solve these algebraic equations is formulated in Appendix B. This method can be empioyed as the basis. for.a computer program of very broad application, but it is not well adapted for hand calculations. In Appendix C, there is presented a simplified method of computation for systems containing compounds of carbon, hydrogen, oxygen, and nitrogen in which, with the chemical nature of the system 'specified, it is possible to achieve a partial separation of the variables and thus to simplify markedly :the computational process.



25 APPROXIMAT! ONSFOR THE THERMODYNAMIC PROPERTIES ON AN ISENTROPE

It is possible to perform an exect calculation of all of the properties of the system, provided that the equations of state exist for the various phases comprising the system. This calculation, however, involves a large number of successive numerical steps, and the. dependence of a property such as the energy on the independent state variables such .as.entropy arid volume, i.e., the function .e(v,s) is obtained impuicitly and not analytically. For some theoretical investigations, there is a need for approximate analytical -expressions of such functions,

For an ideal gas of:constant composition, the adiabatic exponent defined by Eq. 2-74 is equal to the ratio of the heat capacity at constant preesum. to that at constant volume, k = 7. The ther: _ sroperties nftan ideal gas are frequently represented with sufficient accuracy by the assumption (iat 7 is a constant. Such a gas is called an ideal polytropic gas. The thermodynamic properties of such gases can be expressed in relatively simple form and the approximation has been extensively employéd in the development of the hydrodynamics of compressible fluids such as air for which at moderate temperatures and pressures the polytropic assumption is a good approximation.

For the products of condensed explosives, it has been experimentally found that the

_in a adiabatic exponent y is, to a good approximation, independent of the density and a function of entropy only for a considerable range of pressure. It seems proper to designate as a nonideai polytropic gas.any gas-for which x is constant on an isentrope.

If the adiabatic exponent is a function of entropy only, Eq. 2-72 can be integrated along a path-of-constant entropy with the result

p=Av−κ=Aρκ p = Av^{-\kappa} = A\rho^{\kappa} \tag{2-85} 

where p =1/u is the density and'A = A(s) is a function of entropy only. Eq. 2-85 can also-be expressed'in the form

p(v,s′)=p′(v′/v)=p′(ρ/ρ′) p(v,s') = p'(v'/v) = p'(\rho/\rho')  (2-86)

where p' = p(v',s') and x = k(s'). From Eq. 2-22, (de/dv), = -p. Using Eq. 2-85 and integrating along a path of constant entropy, we obtain

e−Aκ−1vκ+1+B−pvκ−1+B e - \frac{A}{\kappa - 1}v^{\kappa + 1} + B - \frac{pv}{\kappa - 1} + B  (2.87).

'where B = B(s) is a function of entropy. caly. Eq. 2-8'7:car siso be expressed in the form

e=e′+1κ−1(pv−p′v′) e = e' + \frac{1}{\kappa - 1}(pv - p'v')  (2-88)

where 2' = e(y',s'). The enthalpy h = e + pu is given by h=(κκ−1)pv+B h = \left(\frac{\kappa}{\kappa - 1}\right) pv + B =h′+κκ−1(pv−p′v′) = h' + \frac{\kappa}{\kappa - 1} (pv - p'v')  (2-89)

where h' = h(p's'), By using Eq. 2-76, the sound velocity ¢ can be introduced into Eqs. 2-87 and 2-89 with the result

c2=κpv=κ(κ−1)(e−B) c^2 = \kappa p v = \kappa (\kappa - 1)(e - B) 

= (κ−1)(h−B)(\kappa - 1)(h - B) (2-90)



2-6 HYORODYNAMICS OF REACTING CONTINUA

The fundamental differential equations of motion for a reacting fluid are derived in this paragraph, For one-dimensiona! problims they are simplified to the usual Eulejian and Lagrangian equations. In par. 2-7 the riethod of allt ee cere ee ee characteristics is applied to the one-dimensional problem. The treatment of shock waves as discontinuities is given in par. 2-8.

In the macroscopic description of a physical system, the information concerning the state a' one instant of time may be considered adequate if one can obtain from it a rezsonable description..of the state at some later time. It is assumed that the process can be performed in series (making each estimate from the previous estimate) over subintervals of the desired time interval with the final. result. insensitive to the length of the subinterval. One expects the procedure to fail fo. information of a given type if the subintervals become 'much smaller than a critical time interval, characteristic of the system and of the type of information, which can he called the "time resolution". This paragraph is confined to the consideration of systems and of time resolutions for which adequate information consiv'» of a knowledge of the spatial distribution of the following densities:

(4) Tne concentrations. pn, expressed in moies per unit volume of each of the chemical constituents. of the system, where.p is the mass density .

(2) The momentum density m = pu, where i is the (vector) particle velocity nen oll
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(3) The total energy density p(e + u?/2), where e is the specific energy. as measured by an observer moving with the fluid and u?/2, u? = 2 is the specific kinetic energy of mass motion.as measured by a fixed observer,

We simplify the system at the outset by making several assumptions:

(1) The velocity of each individual species is that of the mixture; therefore the diffusion of gaseous species is neglected and any condensed species is completely entrained in the flow.

(2) Heat conduction is neglected.

(3). The fluid is inviscid; hence no energy is dissipated. by mechanical processes except across shock discontinuities.

(4) The only force acting on the fluid. is-the hydrostatic pressure (gravity and other body forces are neglected).

These four assumptions produce a valid model for the flows with which we are principally concerned, where the bulk velocity of the fluid is large compared to relative velocities of heat and diffusion. The model without heat conduction or diffusion is not an accurate one for the flow associated with ordinary flame propagation. For derivations of the flow equations in which these simplifying assumptions are not made, reference is made to a review by Richardson and Brinkley®.

The next step is the derivation of the rate of change of any property of the fluid. Consider any vector or scalar property of position. and time, G(7-t), where 7' is the position vector and V is a movile volume whose surface a moves with velocity @. Now, the total rate of change is separated into a partial derivative with respect.to. time and a convective term (for this derivation, see Band? , for example).

see Band:, for example). ddt∫VGdV=∫V∂G∂tdV+∫dGu→⋅dd→(2−91) \frac{d}{dt} \int_{V} G dV = \int_{V} \frac{\partial G}{\partial t} dV + \int_{d} G \overrightarrow{u} \cdot d\overrightarrow{d} \quad (2-91) 

where da =n da, 7 is an outward poiriting norma! to the surface, da is a differential surface area and Gu is interpreted as a dyadic if G is a vector (see Gibbs!® for an introduction. to dyadics), The left hand term expresses the time rate of the quantity G averaged over the voltime V. It is equal to the sum of the: contributions of each stationary volume element dV and the changes associated with the movement of the surface. If the velocity vector i is -defined everywhere in the volume, the surface integral may be transformed with the aid of the Gauss: integral theorem and we obtain the general kinematical relction,

ddt∫VGdV=∫V[∂G∂t+∇⋅(uG→)]dV(2.92) \frac{d}{dt} \int_{V} G dV = \int_{V} \left[ \frac{\partial G}{\partial t} + \nabla \cdot (\overrightarrow{uG}) \right] dV \quad (2.92) 

are an arbitrary mobile volume V whose surface moves with the particle velocity 'u. In the absence of diffusion, the time rate of change of the species i in V can be written

ddt∫VρnidV=∫VRidV \frac{d}{dt} \int_{V} \rho n_{i} \ dV = \int_{V} R_{i} dV \tag{2-93} 

where it , 38 the reaction rate. Using Eq. 2-92, we have have ∫V[∂(ρni)∂t+∇⋅(u→ρni)−Ri]dV=0(2−94) \int_{V} \left[ \frac{\partial (\rho n_{i})}{\partial t} + \nabla \cdot (\overrightarrow{u} \rho n_{i}) - R_{i} \right] dV = 0 \quad (2-94) 

Since the surface of the volume moves with velocity i, the total mass in V is conserved wig i eee we ene Re ee
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ddt∫VρdV=∫V[∂ρ∂t+∇⋅(ρu→)]dV=0 \frac{d}{dt} \int_{V} \rho dV = \int_{V} \left[ \frac{\partial \rho}{\partial t} + \nabla \cdot (\rho \overrightarrow{u}) \right] dV = 0  (2-95)

Considering again the mobile volume V previously defined, one can obtain the equation for momentum transport by a straightforward application of Newton's 'second law of-motion. According to this law, the total force acting on the mass of fluid in V is ..ual to the rate of change of linear momentum of the fluid in V. For an inviscid fluid in the absende of body forces, we have

−∫pda→=ddt∫ρu→dV(2.96) -\int p d\vec{a} = \frac{d}{dt} \int \rho \vec{u} dV \qquad (2.96) 

since the force normal to the area da' is =pn. Using Eq. 2-92 with G = pil, we have

∫V[∂(ρu→)∂t+∇⋅(u→ρu→)+∇p]dV=0(2−97) \int_{V} \left[ \frac{\partial (\rho \vec{u})}{\partial t} + \nabla \cdot (\vec{u} \rho \vec{u}) + \nabla p \right] dV = 0 \quad (2-97) 

where the integral of the pressure over the surface is transformed to a volume integral by the use of Gauss' theorem. The time rate of change.of the total energy is equal to-the rate at which work is performed on the material in V if the conduction of heat is neglected. Thus,

ddt∫Vρ(e+u2/u)=∫apu→⋅da→(2−98) \frac{d}{dt} \int_{V} \rho(e + u^{2}/u) = \int_{a} p \overrightarrow{u} \cdot d\overrightarrow{a} \qquad (2-98) 

Again using Eq. 2-92 and Gauss' theorem to transform the-surface integral, we obtain

∫V{∂∂t[ρ(e+u2/2)+∇⋅u→(e+u2/2)]}dV=0 \int\limits_{V}\left\{\frac{\partial}{\partial t}[\rho(e+u^{2}/2)+\nabla\cdot\overrightarrow{u}(e+u^{2}/2)]\right\}dV=0 

The volume V of Eqs. 2-94, 2-97, 2-99, and 2-93, is arbitrary. Therefore, the integrands of each expression must equal zero, giving

∂ρ∂t+∇⋅(u→ρ)=0 mass conservation \frac{\partial \rho}{\partial t} + \nabla \cdot (\vec{u}\rho) = 0 \text{ mass conservation}  ∂(ρu→)∂t+∇⋅(u→ρu→)=−∇p momen/am conservation \frac{\partial (\rho \vec{u})}{\partial t} + \nabla \cdot (\vec{u}\rho\vec{u}) = -\nabla p \text{ momen/am conservation}  ∂∂t[ρ(e+u2/2)]+∇⋅u→ρ(e+u2/2)=−∇⋅(u→ρ) \frac{\partial}{\partial t} \left[ \rho(e + u^2/2) \right] + \nabla \cdot \vec{u}\rho(e + u^2/2) = -\nabla \cdot (\vec{u}\rho)  \nenergy conservation ∂(ρni)∂t+∇⋅(u→ρni)=Ri \frac{\partial(\rho n_i)}{\partial t} + \nabla \cdot (\vec{u}\rho n_i) = R_i  (2−100) (2-100) 

The equation of mass conservation is used to simplify the other three éijuations, and the energy equation is further siinplifiid py -using the momentum equation. After some manipulation, Eqs. 2-100 become

∂ρ∂t+∇⋅(u→ρ)=0 \frac{\partial \rho}{\partial t} + \nabla \cdot (\vec{u}\rho) = 0  ∂u→∂t+u→⋅∇u→=−1ρ∇ρ \frac{\partial \vec{u}}{\partial t} + \vec{u} \cdot \nabla \vec{u} = -\frac{1}{\rho} \nabla \rho  ∂e∂t+u→⋅∇e=−pρ∇⋅u→ \frac{\partial e}{\partial t} + \vec{u} \cdot \nabla e = -\frac{p}{\rho} \nabla \cdot \vec{u}  ∂ni∂t+u→⋅∇ni=Ri/ρ \frac{\partial n_i}{\partial t} + \vec{u} \cdot \nabla n_i = R_i/\rho  (2-101)
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A more familiar form of these equations of hydrodynamics ie obtained by introducing a total time derivative by the definition

ddt=∂∂t+u→⋅∇ \frac{d}{dt} = \frac{\partial}{\partial t} + \overrightarrow{u} \cdot \nabla \tag{2-102} 

by means of which 'the rates of change are measured by an observer moving with the fluid. Then Eqs. 2-101 become

$$ \frac{d\rho}{dt} + \rho \nabla \cdot \overrightarrow{u} = 0 \quad \text{mass} \\ \text{conservation} $$ $$ \frac{d\overrightarrow{u}}{dt} + \frac{1}{\rho} \nabla p = 0 \quad \text{momentum} \\ \text{conservation} $$ $$ \frac{de}{dt} - \frac{p}{\rho^2} \frac{d\rho}{dt} = 0 \quad \text{energy} \\ \text{conservation} $$ dnldt=Rl/ρ \frac{dn_l}{dt} = R_l/\rho 

and the last equation can be taken as a definition of the quantity R,;. RatesR, of production of the constituents of the mixture are not all independent but 'most obey the stoichiometric conditions of par, 2-2. Thus; only 8 - ¢ of the quantities R, may be regarded as independent. ;

The further development of the theory of irreversible processes of nonuniform systems. thaf are not in equilibrium is based on two assumptions: (1) temperature 7 and chemical potentials yu, can be defined as functions of the fundamental densities pn,, pit, and p(e + u?/2); (2) T and uy, can, to agood approximation, be regurded as point functions of the fundamental densities. To simplify the development, we shall assume initally that all infinitesimal processes, including chemical ones, in a given volume element are reversible, (Later, we shal} explore the analysis without this assumption.) With. tuis, assumption of revérsibility we can regard 4 given volume element as being in equilibrium. The assumption of local reversibility -makes it possible to employ the thermodynamic relations between the various state variables in a nonuniform system.

Eq. 2-19 for.a general change in the energy can be written

dedt=T(dsdt)+pρ2(dρdt)+1ρ∑iμiRi(3−104) \frac{de}{dt} = T\left(\frac{ds}{dt}\right) + \frac{p}{\rho^2} \left(\frac{d\rho}{dt}\right) + \frac{1}{\rho} \sum_{i} \mu_i R_i \qquad (3-104) 
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=~ yi a ciated amet ome On (For simplicity, we assume that the system is a gas mixture. Our conclusions are unchangea: if condensed phases are present, although the as.umptions of this paragraph require that such phases be completely entrained in the:flow.) The reaction rates must satisfy the stoichiometric conditions, Eqs, 2-27, and therefore

∑iβijPi=0(j=1,2,...c) \sum_{i} \beta_{ij} P_{i} = 0 \quad (j = 1, 2, ...c)  (2-105)

Now, if chemical changes in tre system are reve-sible, the equilibrium conditions, Eqs. 2-30, are satisfied, and a 2-194 can be written

dedt=T(dsdt)+pρ2(dρdt)+RTρ∑iλj∑iβijRi(2−106) \frac{de}{dt} = T \left( \frac{ds}{dt} \right) + \frac{p}{\rho^2} \left( \frac{d\rho}{dt} \right) + \frac{RT}{\rho} \sum_{i} \lambda_{j} \sum_{i} \beta_{ij} R_{i} (2-106) 

Therefore, if all of the changes, including chemical ones, are Ne,

dedt=T(dsdt)+p1ρ2(dρdt) \frac{de}{dt} = T\left(\frac{ds}{dt}\right) + \frac{p_1}{\rho^2} \left(\frac{d\rho}{dt}\right)  (2-107)

Combining — this cauaton with the energy transport equation 2-103, it follows that

dsdt=0 \frac{ds}{dt} = 0 \tag{2-108} 

Eq. 2-108 states that the entropy contained in an element of fluid. does not change as the elernont moves if diffusion and heat conduction are neg ed, if the dissipative effects of vucosity + negected, and if all changes in state of the elemient are reversible.

Tf the processes represented by Eq. 2-104 are not reversible, the assumption of local equilibrium i3 no longer possible. In considering a single element of volume one must now employ a quasi-\nermodynami¢es, the justification of which is beyond the scope of this paragraph, However, the results are that one can define a specific entropy s such that for a fixed volume element a

Td(ρτ)=d(ρe)−∑iμid(ρni)(2−109) Td(\rho \tau) = d(\rho e) - \sum_{i} \mu_{i} d(\rho n_{i}) \qquad (2-109) 

in which T and y, are calculated as though the element were in thermodynamic equilibrium. This expression can be transformed .to

Tds=de−(p′ρ2)dρ−∑iμidni(2−110) Tds = de - \left(\frac{p'}{\rho^2}\right) d\rho - \sum_{i} \mu_i \ dn_i \qquad (2-110) 

where p′=ρ(Ts−e+∑μidni) p' = \rho(Ts - e + \sum \mu_i dn_i) 

The quantity p* ir evidently the thermodynamically detined rvessure. In general, it differs from the dynamici 4: defined quantity of this paragraph because Of tlie irreversible chemical reacitons. It is ustally a good approximation. to assume that the thermodynamic and dynar. pressures are identical. Then the equation for entropy transport becomes

ρ(dsdt)=−∑iμiRiμiRiT>0(2.111) \rho\left(\frac{ds}{dt}\right) = -\sum_{i}^{\mu_{i}R_{i}} \frac{\mu_{i}R_{i}}{T} > 0 \qquad (2.111) 

If chemical ccattione are irreversible, the entropy contained in an élement of fluid changes in accord with Eq. 2-111 as a consequence of the entropy increase during an irreversible process.

A stéady flow is definec as one in which all of the partial derivatives with respect to time-are zero, A flow is. called subsonic, sonic, or supersonic at a point as u = {i'l is less than, equal to, or greater than the velocity of sound c at that point in the particular coordinate system being used,

71Q8, 2-103 are to be solved subject to initial and boundary conditions and to a specification of the state of the fluid, i.e., a knowledge of the function e = e(p, ps sonal wn)

If all of the processes occurring are reversible, so that the energy transyort equation can be replaced by the entropy transport equation as expressed by Fig. 2-108, then the state of the system is suffic. atly specified if the function

p=p(ρ,s) p = p(\rho, s) 

en is known. Under these citcumstances,'Eqs 2-103 can also be expressed in the form

1c2(dpdt)+ρ∇⋅u→=0 \frac{1}{c^2} \left( \frac{dp}{dt} \right) + \rho \nabla \cdot \overrightarrow{u} = 0  du→dt+(1ρ)∇p=0 \frac{d\overrightarrow{u}}{dt} + \left( \frac{1}{\rho} \right) \nabla p = 0  dsdt=0. \frac{ds}{dt} = 0.  (2-112)

which involves derivatives of only the pressure and particle velocity.

Eqs. 2-103, and their alternative forms are calied the Eulerian equations of hydrodynamics, When supplemented—as previously mentivned by initial and boundary conditions and by an equation of state, they can in: orinciple be: solved to determine-p, p,-and régarded as functions of position and time. The initial conditions consist of a knowledge of these quantities as functions of position at some time which is taken as the initial instant. Boundary conditions are of two types, kinematical (velocity and displacement conditions) and physical (pressure). A kinematical condition is the requirement that the components of velocity normal to an interface be equal on both sides of the-interface. A physical condition that must.be sallafied by an inviscid fluid in. contact with a rigid: boundary is that the pressure shal] be normal to the houndary. In the case of two inviscid fluids presenting asurface of separation. the physical condition to be. satisfied is that the pressure shall be continuous at the boundary in passing from one side tc the other. The surface separating two fluids or the same fluid at @iferent densities is called a contact surface.

The equations of hydrodynamics comprise a 'system of partial differential equations of the first order that are quasi-linear, i.e., the partial derivatives appear linearly. Formal solutions of these equations can be obtained only in special cases.

As ay example, the Eulerian equations of hydrodynamics for nondissipative (ds/dt = Q) flow van be written for mation in one dimexsion

dρdt+ρ(∂u∂x)=0 \frac{d\rho}{dt} + \rho \left(\frac{\partial u}{\partial x}\right) = 0  dudt+1ρ(∂ρ∂x)=0 \frac{du}{dt} + \frac{1}{\rho} \left(\frac{\partial \rho}{\partial x}\right) = 0  (2-113)

where u is the particle velocity in the x-direction. The Eulerian equations for one-Cimensional radial flow with spherical symynhetry can be written.

dρdt+ρ(∂u∂r)+2uρr=0 \frac{d\rho}{dt} + \rho \left(\frac{\partial u}{\partial r}\right) + \frac{2u\rho}{r} = 0  dudt+1ρ(∂ρ̇∂x)=0 \frac{du}{dt} + \frac{1}{\rho} \left(\frac{\partial \dot{\rho}}{\partial x}\right) = 0  (2-114)

where u is now the particle velocity in the direction of the radial coordinate r.

There is: another mode of expression of the fundamental equations culled the Lagrangian form. The label coordinates of a point may. consist of its position: coordinates or Eulerian coordinates at the initial instant of time. Thus a partial derivative with respect to time at constant values of the label coordinates has the "same meaning as the operator d/dt in Eulerian coordinates, and

u→=∂r→∂t \vec{u} = \frac{\partial \vec{r}}{\partial t} 

- me en A pa TT wor oie where 7 is the position vector of a point at time t. The Lagrangian representation is especially useful for problems in which interfs.es and boundaries must be preserved, and in which high precision. in the conservation of mass and momentum. is. desired. Lagrangian is generally superior to Eulerian for one-dimensional problens but not necessarily for two- or three-dimensional probleins.

As an example of:the Lagrange representation, we may consider the case of plane flow inone dimension and let 'the label coordinate of a particle x to be the value of its position (Eulerian) coordinate x at ¢t = 0. The particle velocity is given by

u=(∂x/∂t) u = (\partial x/\partial t) \tag{2-115} 

The form taken by the equation of continuity in Lagrangian coordinates is mest easily deduced for the particular initial circumstances of the fluid. Suppose that the fluid is initially uniform with constant density p,. The conservation of mass can be expressed by

xoρo=∫x(o,t)x(xo,t)ρ(x,t)dx x_{o}\rho_{o} = \int_{x(o, t)}^{x(x_{o}, t)} \rho(x, t) dx  (2-116)
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CAN _ a ae I ere EES we nt a tee ae lie oe a ee ne Oe OO where «(x ,t) is the Eulerian coordinate at time t of the point whose Eulerian coordinate at ¢ = 0 was x, and x(0,t) is the Eulerian coordinate of the point that was-on a plane through: the origin at t = 0. Differentiating this expression with respect to x, at constant t, we obtain the Lagrangian equation of continuity for plane flow of an initially uniform fluid in the form

(∂x∂xo)i=ρoρ \left(\frac{\partial x}{\partial x_o}\right)_i = \frac{\rho_o}{\rho} \tag{2-117} 

'The Lagrangian equation of motion for the same fluid in plane flow can be obtained: from the second of. Eqs. 2-133 by the use of Eqs. 2-115 and:2-117. We obtain

(∂2x∂t2)x0+1ρ0(∂p∂x0)=0 \left(\frac{\partial^2 x}{\partial t^2}\right)_{x_0} + \frac{1}{\rho_0} \left(\frac{\partial p}{\partial x_0}\right) = 0  (2-118)

For nondissipative flow, the entropy transport. equation has the form

(∂s∂t)x0=0 \left(\frac{\partial s}{\partial t}\right)_{x_0} = 0 \tag{2-119} 

The Lajrangian form envisages the possibility of gbtaining:a description of the properties of theflow; including the Eulerian coordinates, as functions of the time and the Jabel coordinates..



2-7 UNIFORMLY ISENTROPIC FLOW IN ONE DIMENSION

We will consider an application of the fundamental equation to a flow for which a formal solution is possible. The flow is considered to be in one direction—e.g., the x-direction—which means that the properties of the flow are functions of the x-coordinate only and independent of the y-and z-coordinates in a rectangular cocrdinate system. Whenever there is a portion of the x-t plane in which all the material is on the-same isentrope—i.e., when the material is uniformly isentropic or homentropic—it is possible to transform the fundamental equations of par. 2-6 to another form that is due to Riemann.

For nondissipative flow as described by the entropy transport equation in the form of Eq. 2-108, the pressure and the sound velocity vary within the flow as functions of the density only. It is. "yen convenient to introduce the quantity
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σ=∫(c/ρ)dρ(∂σ/∂ρ)s=c/ρ \sigma = \int (c/\rho) d\rho 
(\partial \sigma/\partial \rho)_s = c/\rho  (2-120)

where the integral is along a path of constant entropy and where ¢ is the sound velocity, defined by Eq. 2-76. The quantity o is undefined to the exténi of an additive constant which can be atbitrarily assigned for vonvenience of ca'culation by the awignment of a lower limit of integration. Then Eqs. 2-113 and 2-108 can be written

∂σ∂t+u(∂σ∂x)+c(∂u∂x)=0 \frac{\partial \sigma}{\partial t} + u \left( \frac{\partial \sigma}{\partial x} \right) + c \left( \frac{\partial u}{\partial x} \right) = 0  ∂u∂t+u(∂u∂x)+c(∂σ∂x)=0 \frac{\partial u}{\partial t} + u \left( \frac{\partial u}{\partial x} \right) + c \left( \frac{\partial \sigma}{\partial x} \right) = 0  ∂s∂t+u(∂s∂x)=0 \frac{\partial s}{\partial t} + u \left( \frac{\partial s}{\partial x} \right) = 0  (2-121)

Addition and subtraction. of the first two of these equations yields the new set ness equations yields the new set [∂∂t+(u+c)∂∂x](σ+u)=0 \left[\frac{\partial}{\partial t} + (u + c) \frac{\partial}{\partial x}\right] (\sigma + u) = 0 [∂∂t+(u−c)∂∂x](σ−u)=0 \left[\frac{\partial}{\partial t} + (u - c) \frac{\partial}{\partial x}\right] (\sigma - u) = 0 [∂∂t+u∂∂x]s=0 \left[\frac{\partial}{\partial t} + u \frac{\partial}{\partial x}\right] s = 0  (2-122)

which is due to Riemann, The form of Eqs. 2-122 suggests the definition of three characteristic directions—labeled C,, C_, and C-~by the definitions

C+:dxdt=u+c C_{+}: \frac{dx}{dt} = u + c  C−:dxdt=u−c C_{-}: \frac{dx}{dt} = u - c  Co:dxdt=u C_{o}: \frac{dx}{dt} = u  (2−123) (2-123) 

A characteristic curve in the x,t plane is defined as one that is tungent at every point to a checacteristic direction. Thus, Eqs.'2-128 are the equations for the characteristic curves. The chatacteristics C, are evidently the particle fp

'paths in the x-t plane. With these definitions. Eqs. 2-122 can be interpreted as stating that on characteristic curves C,

r→=J+u=constant \vec{r} = J + u = \text{constant}  (2-124)

on characteristic curves C_

s‾=σ−u=constant \bar{s} = \sigma - u = \text{constant}  (2-125)

while on the particle paths. Co: _ the entropy is constant. The entropy transport equativia states that if the entropy is initially constant, it will remain constant for flow without discontinuities in the x-t plane.

The quantities F and ¥ are called the Riérjann invariants. If they are known at.-a 'given point, then u and o are known there, i.e.,

σ=(r→+s→)/2 \sigma = (\vec{r} + \vec{s})/2  u=(r→−s→)/2 u = (\vec{r} - \vec{s})/2  (2-126)

From these, the density an be obtaned from Eq. 2-120 and the pressure from the equation of state. For materials with a constant adiabatic exponent, as described in par. 2-5

σ=2c/(κ−1) \sigma = 2c/(\kappa - 1) 

An especially simple case occurs for K =3, since then a = c, F=c #u, and¥*c-. The first two of Eqs. 2-123 become

C+:dxdt=r‾ C_{+}: \frac{dx}{dt} = \bar{r}  C−:dxdt=−s‾ C_{-}: \frac{dx}{dt} = -\bar{s}  (κ=3) (\kappa = 3)  (2−127) (2-127) 

Since F is: constant along curves Cy. and F is constant along lines C_, Eqs, 2-127 can be integrated to give

C+:x=r̃t+constant C_+: x = \tilde{r}t + \text{constant} 

C:x=−s‾t+constant C: x = -\bar{s}t + constant 

so that the characteristic curves of each kind are straight lines for kK = 3. This case is of practical interest, because the explasion products for condensed explosives have an _ adiabatic exponent that ig near' the value 3. and, consequently, flows for wuich kK = 3 present the qualitative feature of tha flows of such gases.

In general, the characteristic curves have the following useful properties:

(1) There is a curve of each type through every point on. the x-t plane.
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lt li of'. 2. "ae neh eee ea ce etme Rete ee ee (2) If curves of a given type having different values of the invariant. associated with that type intersect at a point, the flow cannot remain continuous because different values of the dependent variables would be obtained if one characteristic or the other were used in computation. Thus, there will be a discontinuity in u,.p; ete. at that point, (3) If, in a given region, § has the same vaiue along adjacent C. curves, the C, curves are straight lines in that region. For F is constant along a C, curve which will cross the C_ curves and if ¥ is also constant along the Cy: -curyes, both u and o, therefore uand c, and therefore the slope of the C+ curves must he. constant.

(4) Similarly, if Fhas the same value along adjacent C, 'curves. in a given region, the C_ curves are straight lines in that region, (5) A weak discontinuity (not a shock), i.e., a discontinuity in a derivative of a function without a change in the function itself, is 'propagated into the flow from a boundary along a characteristic curve.

If both: the density and the particle velocity are known along a line in the x-t plane, then F and sand the two characteristic directions can be calculated for each: point along the line. Such a line may be the x-azis, in which case the informatian on the line describes the initial.state of the:fluid. Information may also be given as to one or more properties of the flow along additional paths in the x-t plane. For example, the path of a piston may be prescribed along which the velocity u ic known. Similarly, the path of a shock wave may be given along which, as we shall see, the density and particle velocity are known. It is neceseary to consider biiefly the amount of initial and boundary information-that is yxequired, from which the propagation equations~Eqs. 2-124, 2-125, and 2-126—uniquely determine the flow, If a point following @ given curve in the x-t plane moves supersonically with respect to the local flow, i.e,

dx/dt−u>c dx/dt - u > c 

then the curve is called spacelike; if such a point moves subsonically with respect to the local flow, ie.,

|dx/dt−u|<c |dx/dt - u| < c 

then it is called timelike, and if such a point
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'a moves sonically with respect to the local flow, i.e, Ide/dt~ ul=c then the curve is a characteristic. In general, the characteristic curves are not perpendicular to the direction of flow. There is, therefore, a downstream direction on the characteristic curves of each type. If an initial value curve is spacelike, it lies outside the region between the directions of the two characteristic curves; if it is timelike, it lies inside. the region between thé directions ot the characteristic curves. If an initial value curve coincides with a characteristic, a point moving along the curve moves. with respect to the local fiow with the velocity of sound, i.¢.,.

Idx/dt! = c

The x-axis is spacelike. The path of a piston moving subsonically with ucapect to. the socal flow is timelike.

If the values. of the dependent variables u. and o (cy F and 3) are changed at.a particular point, this change can only affect the properties of the flow in a region of irfluence of that point, which is the angular region between the characteristics through the point. The region cf influence of a point P is sketched in Fig. 2-2. Now, consider the arc AB of a spacelike im. "4 er eye, owe see aa * oe gene ee ee eee re eg ah sere
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* tee, valué- curve, as shown in Fig. 2-3. It is evident that points in the x-t plane lying outside of the region enclosed by the C, characteristic through A, the C_ characteristic through 2 and the: arc AB are unaffected by the values of the. 'dependent variables on the are AB. The-region thus enclosed is called the domain of dependence: of' the spacelike arc ABsince this region contains all of the flow determined by the given initial values.on AB, including the end points, then 'the flow is-unique-arid- continuous in the domain of dependence, including: its boundaries. If the arc AB is on a timelike curve, a second intersecting curve—which may-be either another timelike curve or a characteristic curve—is required, as shown in Fig. 2-4, to obtain a downstream domain: of dependence. It can be shown. that orily. one dependent variable must be specified on each such timelike or characteristic curve (both being. 'Acsnown at th: "> intersection) to obtain a unique flow in the. domain of independence.

In certain. flows, the invariant s is- constant over a certain region, The C, characteristic curves are then straight lines, as has already been mentioned. Flows of this type are called progressive simple waves. As an example: of this type of flow, consider the case of an infinite

[image: Figure, page 51]

Figure 2-2. Region of Influence of a Point P

Oe ee in the. cylinder is.at rest with u = tube closed at one end by a piston initially at rest. At the initial instant of time, the material o = 0 (the: lower: .imit cf integration of Eq. 2-120 is here taken to be p., the density of the undisturbed material). Thus, on the spacelike:x-axis, 7 = # = 0. Therefore, both kirds of chatacteristic curves originating on the x-axis 'are straight lines. 'The C,, charasteristics through points on the x-axis cover the whole x-t plane since the tube is supposed -to.be: infinitely long. Therefore, if 3 = 0 on the x-axis; 3 = 0, u = 0; and F = 2u everywhere, and the C, characteristics. are straight lines everywhere. 'Suppose .as: shown. in Rig. 2-6, that the piston begins: to move in the negative. x-direction at the initial instant of time thus 'initiating: 'a rarefaction wave moving Gown the tube in: the-positive x-direction. The particle velocity on-the: 'piston path is équal to the piston velocity and ris known:on this path. Since the Cy characteristics are straight lines, their slope is coistant. Since F is changing from. one C, characteristic to. another, the. slopes of the C,, characteristics increase in moving backward into the flow and the C_ characteristics are curved. If the piston path is specified, an analytic solution of the flow equations.is easily.constructed. Now suppose that the acceleration of the piston ceases and its (backward) velocity becomes constant. The characteristics of both types originating on fthis-part of the piston path are then straight lines. The-flow in the x-t plane thus consists of three regions:
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41): The-initial-undisturbed region -of uniform: density and zero particle velocity between the x-axis and. the C, characteristic labeled A in Fig. 2-5.

(2) The simple wave generated by the: accelerating piston in the region between the C+ characteristics labeled A and B.

(3) The final state in the region to 'the. left.of the C, characteristic labeled' B. of uniform density and particle velocity accommodated to the-piston velocity.

It will be noticed that the front. of 'the rarefaction wave: propagates with the velocity of

[image: Figure, page 52]

Figure 2-3, Domain of Dependence of Arc AB of a Spacelike Initial Value Curve sound in the undisturbed medium while the rear of the wave propagates with the velocity of sound in the final medium of reduced density plus the (negative) particle velocity in the fina! medium. Therefore, the rarefaction wave broadens as it passes down the tube, and no strong discontinuities occur. If the piston had been instantaneously accelerated to its final velocity, all of the C, characteristics in the wave region would have emerged from the point at which the piston motion began. Such'a wave is called a centered simple wave.

Now, in contrast to the flow just discussed, suppose that.the direction of the piston is in the positive x-direction, as shown in Fig. 2-6, jenerating a progressive compression wave. The: 'resulting flow remains a simple wave with ¥ = 0 everywhere and, conseauentlly, with C, characteristics that.are straight lines. In this case, however, the C, characteristics originating on the piston path do not diverge but converge, and j patna' Sa tee tee meet
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'they must in consequence intersect. It has been noted that the flow cannot remain continuous if two characteristics of the same type overtake each oti.er, for different values of the flow variables obtain on each: of the intersecting characteristics. The discontinuity that appears in a.progressive compression wave is called a shock wave and, in any such compression wave, shock waves form in the body of the fluid. The boundary between:a region where characteristics -of the same type.:intersect and-one. where they: do not is an envelope of these characteristics. Intersecting. characteristics of the same type being physically impossible, the shock wave begins at the first point of that envelope. If the. piston is instantanerisly accelerated to some. final' finite velocity,,'the envelope begins on the piston path. |

It can be conch:ded'that compression wave; of finite amplitiide carinot propagate without, the formation of shock waves. Each of the two
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Figure 2-4, Domain of Dependence of Arc AB of a Timclike Initial Value .Curve and Arc BC of a Timelike or Characteristic Initial Value Curve we een i ee - a Cae ee ne eee nC On ee CS
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Ce id characteristic curves passing through a point corresponds to a sound wave, the one to a forward-moving wave and the other to a 'backward-moving: 'wave. The intersection of two C. characteristics corresponds physically to the overtaking of one forward-moving sound wave by alater one with higher velocity. When later sound' waves overtake earlier ones, there is .a steepening of wave profiles until discontinuities of the dependent quantities velocity, pressure, and density are formed. That such discontinuities should form in the case of compression.-waves:supported: by. an. accelerating p iston is apparent in the fact that the sound velocity is greater in the compressed, adiabatically heated medium resulting from the p iston. motion 'than in the: undisturbed medium.
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The one-dimensional unsteady flow equations that have. been discussed 'in this paragraph are-an 'xanple' of a general case involving two simultaneous ixst order partial differential equations for which two reel characteristic directions can be defined and which, for that reason, are said to form a hyperbolic system. If the equations are linear, 2s in the example of this paragraph, they.are said to be reducihle. The equations for two-dimensional, steady, irrotational, tnifermly isentropic flow form such a reducible hyperbolic system. The theory of hyperbolic systems of equations, is:treated in detail by Courant and Friedrichs?.



2-8. CONSERVATION 'CONDITIONS A' A 'DISCONTINUITY. THE HUGONIOT EQUATION:

A shock wave consists of a very thin'region in which the properties of the undisturbed medium very rapidly become those of the 'shocked medium. The structure of this region is determined by the viscosity of the medium.and is affected: by. the irreversible process. of heat conduction along 'the very steep temperature

[image: Figure, page 55]

Figura.2-6.. Intersecring Straight Compression Wave Characteristics C, During wm i...
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. fs wi. >. ae ea 7 See a a. - a — continuous flow described in par. gradient existing inthe transition region. In the mathematical treatment of shock waves, it is usual to idealize them by supposing that the dependent variables change discontinudusly from their initial to their final states at a mathematical. surface of zero thickness. It can be assumed that (1) the flow involving such a discontinuity is determined by the laws of conservation of mass, momentum, and energy; and. that (2) the irreversible nature of tie 'discontinuous: prcvtess is -described by the condition. that. the 'zitropy does not. decrease. Apart from the discontinuity, the 'flow car be described by the differer:tial: equations for 2-6. A more complete discussion of shock waves is. given by Rice, McQueen, and Walsh7? .

We-consider a shock wave propagating in one -dimension in -the-direction. of increasing values of. the coordinate x, and we denote its velocity with respect to the undisturbed material by U. Employing the notation exemplified in Fig. 2-7, we fix the crigin of the x-coordinate in the moving shock wave and denote the velocity of undisturbed material and shocked material with respect to this origin and in the direction of increasing x by w, and w,, .espectively. If u, and u, are toe corresponding velocities relative to a fixed coordinate system,

wo=−U,w1=u1−u0−U w_o = -U, w_1 = u_1 - u_0 - U  (2-128)

The undisturbed medium is at pressure Do» density p,, and has specific energy' ێ,; and the 'shocked material is at pressure Py, density Py: and has specific energy e,

In a time dt, an amount of mass ~p w dt is brought up to a unit avea of the moving discontinuity from the right and an amount of mass -p,W, dt is removed from unit area to wie left, When "dt is made very small so that the layers..on either side of the discontinuity are infinitesimal, the mass brought up on the right must equal that removed to 1... left, so that

ρawo=ρ1w1 \rho_a w_o = \rho_1 w_1 \tag{2-129} 

even if U isnot a constant. Similarly, the change in mamentum. of.a thin: slice of matter of mass p,w, per unit area must be equal: to the resultant force acting on unit area, so that

ρowo2−ρ1w12=p1−po(2−130) \rho_o w_o^2 - \rho_1 w_1^2 = p_1 - p_o \qquad (2-130) 

even if-U is not a constant. Finally, the work done on the matter in 'the thin slice by the forces acting on it must be equal to the increase in energy of the matter.in the slice, so-that

e1+w12/2−e0−w02/2=p0v0−p1v1(2−131) e_1 + w_1^2/2 - e_0 - w_0^2/2 = p_0 v_0 - p_1 v_1 (2-131) 

even if U is not 2 constant. For the irreversible process at 'the shock discontinuity, the second law of ihermodynamies requires that

s1>s0 s_1 > s_0 \tag{2-132} 

eee Van are

By rearrangement, Eqs. 2-129 and 2-130 may be written in the form

ρowo=ρ1w1p1−p6=ρowo(wo−w1) \begin{array}{ll}
\rho_{o}w_{o} &= \rho_{1}w_{1} \\
p_{1} - p_{6} &= \rho_{o}w_{o}(w_{o} - w_{1})
\end{array}  (2-133)

Egs. 2-183 are called 'the mechanical conservation conditions. When they ure used to
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Figure 2-7, One-dimensional Shock Wave simplify Eq. 2-131, we obtain yy oe!
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e1−eo=12(p1+po)(vo−v1) e_1 - e_o = \frac{1}{2}(p_1 + p_o)(v_o - v_1)  (2-134)

Eq. 2-134 was obtained: by Rankine and by Hugoniot, and it is.called the Rankine-Hugoniot equation. It contains thermodynamic quantities only. With thermal-dat?.and an equation of state of the material, 'the quantities e, ~ e(p,,v ) and e, =e(p,,v,) are determined, and therefore Eq. 2°134. describes 'a curve in the-p-t plane for given values of P, and v,, which is the locus of all states (p,, V,) which satisfy the conservation: conditions for a given initial undisturbed state. The curve is called. the Hugoniot curve and it is said to be centered on the point (P, 0,)-

Shock waves are stable, i.e: they. do. not break up into several shocks nor become a gradually rising wave, if the isentropes satisfy. the condition if the iser (∂2p∂v2)>0 \left(\frac{\partial^2 p}{\partial v^2}\right) > 0 

When this condition is satisfied, the. Hugoniot curve represents states which can be reached by a shock process from the initial state (pi), and shock wave-of rarefaction do not exist.

If the-state of the fluid is known on one side of the shock 'wave, the shock velocity and state on the other side of the shock wave are completely determined. by Eqs. 9-133 and 2-134 if one additional quantity is given. The additional quantity may be either a state variable, the shock wave velocity or the particle velocity, except that if the particle velocity is given as the additional quantity, it is necessary to specify which is the downstream side of the shock wave.

Additional properties of the shuck wave can be deduced directly from Eqs. 2-133. Since p, & gt; >? it follows that w, > w,,i.e., that: the flow isi 'eeclerated in passing through the shock front. It-then follows that p, >.p,, from the. first of the mechanical conditions. It can also be shown—as, e.g., by Courant and Friedricns- 'that the flow velocity relative to a shock wave is supersonic ahead of the wave and subsonic behind it. Therefore, C, characteristics: through a point hehind a shock wave overtake the wave and the shock overtakes C, characteristics ahead of it. Fig. 2-8 illustrates the flow ina steady plane shock wave supported by a piston propagating into a uniform fluid at rest.

For many applications of the shock wave conservation equations, the undisturbéd medium is at. rest in a stationary coordinate system. For this case, the mechanical cohservation: conditions can be writte>-in the form

u1=U(1−ρov1) u_{1} = U(1 - \rho_{o}v_{1})  p1−po=ρou1U p_{1} - p_{o} = \rho_{o}u_{1}U  (2-135)

In this case, the particle vclocity ofthe shocked 'material is seen to be directed toward the shock front.

The conservation equations of this paragraph provide relations between the dependent variables on the two sides. of the shock. discontinuity, In the regions where the flow is continuous, it is described 'by the differential equations of par. 2-6, The complete flow is thus determined 'by solutions of the differential equations that are subject to conditions specified on the shock path which is to be regarded as a.kind o* initial value curve.

[image: Figure, page 58]
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CHAPTER 3 ENERGY OF EXPLOSIVES


3-1 INTRODUCTION

Explosives are substances that rapidly liberate their chemical energy as heat to form gaseous and solid decomposition products at high pressure and temperature. The hot and very dense detonation products produce shock waves in the surrounding medium and upon expansion impart kinetic energy to the surrounding medium. The -energy released in the detonation process and the energy. available after some degree of expansion respectively measure the ability of the explosive to generate shocks and to impart motion 'to the environment. Consequently the energy of an explosive is a measure of its performance. Moreover the. heat release in the detonation is an important quantity, as will be shown, in the thermo-hydrodyndmic Chapman-Jouguet (C-J) theory of detonation (see Chapter 6 for a discussion of the C-J theory).



3-2 HEAT OF DETONATION

In principle, Q, the heat released in a detonation, is obtained for some standard state 'hy. Hess' law according to

Q=∑i=1nni(ΔHio)i−∑i=1mmi(ΔHio)i Q = \sum_{i=1}^{n} n_{i} (\Delta H_{i}^{o})_{i} - \sum_{i=1}^{m} m_{i} (\Delta H_{i}^{o})_{i}  (3-1)

where mn, is the number of moles the i-th species of detonation products whose standard heat of formation is (AH?); and m, is the number of moles of unreacted explosive of the j-th species whose standard heat of formation is (AH ),.If the Lewis and Randall convention is used, the right 'hand side of Eq. 3-1 wwuld be negative for an exothermic :rcaction. However, it is customary to have Q positive for exothermic reactions. Thus Q@ = — AH, gctton Where AH -eactiond§ the right hand side of Eq. 3-1. In practice it tums out that the compositions of © the detonation products in the C-J state, or at different degrees of expansion, are unknown. Since chemical equilibria can be influenced by the total. pressure of the system, the product composition and consequently Q can change as the products expand and the total pressure decreases, Expansion also results in cooling and

Sages ett oS consequent product composition change. Below some 'temperature, chemical reaction rates become so slow that further temperature and pressure decrease (expansion) produces virtually no further change in composition, ie, the composition is: "frozen", Thus any calorimetric measur¢ment of the heat of detonation AH,, may not be the Q for the C-J'state, but the heat of reaction for some expanded "frozen" equilibrium composition. Measured heats of reaction will vary depending on how the calorimeter measurem<nts afe.made, i.e., on how much the products are allowed to expand before the composition is frozen. This is probably the main reason why many conflicting values of AH, have 'been rejsorted. Further confusion arises from the fact that sometimes calorimetric heats-of detonation are "corrected" for the heat of vaporization of water (one-of the major detonation products in secondary explosives). In a calorimeter measuremént water is in its liquid state, but under detonation conditions it is in. the gaseous state. Thus to obtain Q from calorimeter measurements a heat. of vaporization correction should be made, but unfortunately it is not always' possible to estimate how much water was present under detonation conditions even though the amount of water formed during the reaction in. the calorimeter has been determined.



3-3 THERMOCHEMISTRY OF HIGH EXPLOSIVES

Thermochemical data and empirical formulas for several explosives, explosive mixtures, and ingredients of explosive mixtures are given in Table 3-1, together with data for their major decomposition products. These are important quantities from which theoretical properties of explosives can be calculated. There is no obvious correlation between AH? or AH, and the "stability" or "sensitivity" of an explosive. For example, NG and PETN which are known to be "sensitive" have large negative AHi}'s, i.e., these compounds are thermally stable with respect to their constituent elaments, On the other hand INT which is quite "insensitive" is almost thermoneutral with respect to its elements, mnt ee pment AMR me ne eS ee ie a etna eee et Bee mine are Inti sane eo ew ee hee ee ~ ee een etl a te

HMX and RDX which are certainly less "sensitive" than PETN or NG are thermally unstable with respett to their elements. Similarly AHg's do not correlate with sensitivity, e.g., tetryl is much-mofe "'sensitive" than nitromethane but (AHg)yy & gt; (AH, Jtetrst» Moreover it does not necessarily follow that a positive AH? results in a large AHa, eg., (AH )eetry1 < (Ha pe ry

By far the best available determinations of AH, and product composition are those of Omellas', His results are given in Table 3-2. Note-the excellent thermal. and material balance obtained. Certain useful generalization can be drawn from these data, namely:

1, Confinement increases AH, and changes product composition in oxygen-negative explosives but.not in oxygen-balanced explosives (see-par. 3-4 and Tabie 3-6).

2. In confined oxygen-negative explosives, at large packing density, an 'appreciable amount of solid carbon is found in the products even though sufficient oxvgen is available to form CO, e.g., in. HMX.

3. The fluorine of fluorine-containing explosives appears as HF in the detonation products,

Consider the data of Omellas.(Table 3-2) for unconfined explosives. If the products for unconfined shots expand very rapidly so that the pressure becomes much less than P,, atT;,, the temperature at which equilibria are frozen, then these products should approach perfect gas behavior at T,,. If we know the equilibria involved and their ideal equilibrium constants as a function of temperature, we can compute T;,. Table 3-3 gives the free energy function G°/RT for *he important detonation products of CHNO* expidsives. From these data AG°/(RT)can be obtained for different temperatures for the reactions of interest, and ideal equilibrium constants computed according to

ΩnK=−ΔGo/(RT)(3−2) \Omega nK = -\Delta G^o/(RT) \qquad (3-2) 

G*= standard state Gibbs free energy

R = gas constant

T = absolute temperature

Let us assume that the water-gas reaction

CO2+H2=CO+H2O CO_2 + H_2 = CO + H_2O  (a)

penn eet eg pie en eee ae NO Atn Na nde nm NC iN elm ana, lt mihi aa msnegiee emt A tte cantina a nial neti aetary a Ri Al amr bi mttaer eer (Ne a == fee = is the controlling equilibrium. To illustrate the computation we will use PETN, C5HgN,0, 2; as an example. Let X be the number of moles of CO, at equilibrium, and C, H, O the original gram atoms of carbon, hydrogen 'and oxygen respectively. Then from mass balance and Raoult's law

pCO=P(C−X)nt p_{CO} = \frac{P(C - X)}{n_t}  pCO2=PXnt p_{CO_2} = \frac{PX}{n_t}  pH2O=Pnt(O−C−X) p_{H_2O} = \frac{P}{n_t} (O - C - X)  pH2=Pnt(12H+C−O+X) p_{H_2} = \frac{P}{n_t} (\frac{1}{2}H + C - O + X)  (3-2)

n, = total number of moles of gas at equilibrium

= partial pressure

P = total pressure at equilibrium

'The ideal equilibrium constant for reaction (a) is

Kα=pC∪PH2OpCO2pH2=(C−X)(O−C−X)X(1CC+C−O+X) K_{\alpha} = \frac{p_{C \cup PH_{2O}}}{p_{CO_{2}}p_{H_{2}}} = \frac{(C - X) (O - C - X)}{X(\frac{1}{C}C + C - O + X)}  =(5−X)(7−X)X(X−3) = \frac{(5 - X) (7 - X)}{X(X - 3)} 

For PETN with K = 2.96 corresponding to T;, = 1600°K:

X = 3.50.= moles CO; per mole of PETN C-X = 1,50 = moles CO per mole of PETN O-C-X = 3,50 =moles HO per mole of PETN "4H + C-0+ X= 0.50 = moles Hy per mole of PETN N/2 = 2.00 = moles Nz per mole of PETN

This equilibrium mixture matches , almost exactly the composition found by 'Omellas' for unconfined PETN (see Table 3-2). In Table 3-4 we show that for T;, = 1600°K the computed ideal gas mixtures for HMX, TNT, as well as PETN, agree closely with the results of Omellas for unconfined charges.

Other reactions which must be considered at high pressures (confined charges) are

2CO=CO2+C(s) 2CO = CO_2 + C(s)  (b)

CO+H2=H2O+C(s) CO + H_2 = H_2O + C(s)  (c)

&# x27; Since these are the explosives of military interest all the subsequent discussion in this chapter will be confined to CHNO explosives,

At low total pressures (unconfined charges) the data in Table 3-3 give K, ~ 9X 10° and K, ~4 X 10° for the equilibria (b) and (c) at 7}, = 1600°K. Thus. the neglect of reactions (b) and (c) at low pressure is entirely justified, According to Le Chatelier's Principle, reactions (b) and (c) will shift to the right at high pressure, and we should expect more CO,, H,0 and C(s) for confinéd charges than for unconfined charges. At. high pressures, the ideal gas laws are no longer applicable and simple computations of equilibrium compositions are no longer possible wisiout the appropriate. PVT equation. of state for the products, Ornellas? has made computations for CJ isentrope compositions af 1500°K and at 1800°K using the Becker-Kistiakowsky-Wilscn (BKW). and Lennard-Jones Devonshire (L¢D) equations of state for. the products. Agreement between observed and computed product compositions is . quite good. This suggests that 7;, for confined charges: is between 1500° and 1800°K in agreement with T;, = 1600°K for unconfined charges.
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At high pressures and temperatures of the order of 1500° to 2000°K the roactions

N2+3H2=2NH3 N_2 + 3H_2 = 2NH_3  (d)

C(s)+2H2=CH4 C(s) + 2H_2 = CH_4  (e)

are no longer neglible if the equilibrium mixture (before considering reactions (d) and (e)) contains. appreciable H,. Equilibria (a) through (e) account for all the observed products (Table 3-2) with the exception-of very minor amounts of HCN.



3-4 COMPUTATIGN OF Q

Examination of computations for unconfined charges (perfect gas) as well as the more elaborate calculations for confined charges BKW, LJD, etc.) clearly show that when an explosive contains sufficient oxygen to convert ali its hydrogen to steam and its carbon to CO, (oxygen-balar:ced), the water gas equilibrium completely determines the composition of the products, This equilibrium is rather insensitive to the total pressure at equilibrium, Conrirmation of these theoretical computations is found in Ornelias' data for confined and unconfined PETN (Table 3-2) which show essentially the same product composition at high pressure and at ambient: pressure. Conversely, in oxygen deficient explosives equilibria (b) through (e) play an important role and as expected, the product compositions for an oxygen-negative explosive are very different for confined and unconfined charges (Table 3-2).
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We now retum to the question. of Q the heat released in a detonation and its relationship to AH, which is determined. calorimetrically. Q: cannot be measured directly. It can be computed if a. PVT' equation of state is known for the dense detonation products. Since there is: no general: agreement about the proper form of a PVT equation of state for detonation. products, the best we can do is to compare Q's computed with different"equations of state: This is done. in Table 3-5 using three rather different equations of state: Somewhat unexpectedly it turns out that Q is quite insensitive to the type of equation of state used. Thus Q's computed, for a given explosive at a given density but using different equations.of state, agree closely. What appears to be even more remarkable is that for explosives that are not too deficient in: oxygen:

Q≈ΔHd Q \approx \Delta H_d \tag{3-4} 

and for oxygen deficient explosives

Q≈1.1ΔHd(3−5) Q \approx 1.1 \, \Delta H_d \qquad (3-5) 

where the calorimetric measurements: AH, were made on confined explosives. Actually this coincidence. is not 'totally unexpected. In a calorimeter water is in the liquid state.and:even for strong confinement one might expect some pressure drop before the thermal measurements are completed. In the C-J state, water is gaseous and 'the pressure is at its highest' possible Jevel. If there were no pressure drop, then AH, > Q by the heat of vaporization of water. However there is some pressure drop and, consequently, the equilibria of such reactions as (b) and (c):lie further to the right in. the C-J state than in the calorimeter. Reactions (b) and (c) (as well as (d) and (e) the less important reactions) are exothermic, and their greater degree of completion in the C-J state tends to compensate for the effect of the heat of vaporization of water.

Some further conclusions may be drawn from the data in Table 3-5. As already stated, at a sa Steen, fixed density for a given explosive, Q does not change with the equation of state but the computed C-J temperatures do .change. The computed C-J pressures (which are generally in Zeasonablé agreement with experiment) do not change appreciably with these equations of state, but do chunge strongly with initial density. Now for 4 given equation of state, a change in initial density produces a much greater change in the computed pressure than in the computed temperature. This computed oressure change is confirmed hy experiment. Note that the computed Q for 4. particular explosive in all cases decreases as the computed pressure decreases but that it is fairly independent of the computed temperatures. This same trend appeared in the data of Table 3-2 where the freeze-out temperatures for all the explosives were avout 1600°K but the cquilibrium pressures and product compositions varied depending on whether the explosive was confined or unconfined. Thus it appears that product composition (which determines Q): is more strongly influenced by the final pressure than by the final temperature of the system.

The relative nondependence of Q on C-J temperature 'may be rationalized as follows. For oxygen-balanced or oxygen-rich explosives, the water gas equilibrium (reaction(s)) is the primary reaction which determines the product composition. This. equilibrium changes rather slowly with temperature and furthermore small changes in equilibrium composition produce very little change in Q because reaction (a) is almost thermo-neutral, ie, (AH?)co, * (AH7Jco + (AHZ)y ,0- For oxygen-poor explosives the explanation is not as apparent. Reactions (b) and {(c} are sensitive to temperature, and they are not-thermo-neutral. It may be that equilibria (b) and (c) lie far to the right (as written) over wide ranges of detonation temperature and pressure.

Two further generalizations can be made about the results in Table 3-5. If we arrange explosives according to their oxygen balance in order of increasing unbalance, as we have done in Table 3-6, then it becomes apparent that the largest. Q's are obtained with balanced explosives and that the Q's decrease fairly slowly for moderately oxygen-poor explosives, and more rapidly for oxygen-rich explosives. The reader must be warned that there are exceptions to this generalization—(e.g., Expiosive D and Hydrazine nitrate in Table 3-6).

A more fruitful approach toa priori estimates of Q is shown in Table 3-7. It:is.clear that Q's based on the best available computations agree closely with Q,'s computed solely on the basis of initial explosive composition and thermochemistry with the arbitrary assumptions:


	(1) All the initially. available hydrogen forms steam.

	(2) Any oxygen remaining forms:CO,.




	(3) Any carbon remaining appéars as solid graphite. ,

	_ (4). All the nitrogen goesto N,. Thus quite accurete estimates of @ appear possible if the initial explosive composition. and



7 of this composition are known.



3-5 FRAGMENT VELOCITIES

One of the most useful functions of a secondary explosive is its ability to.produce and accelerate fragments formed from its immediate environment. Itseems'likely that the efficiency of an explosive in accelerating fragments should be related to the energy contained in the explosive. The discussior: which: follows will show that this expectation is fulfilled.

The so-called. Gumey forinulas® are very successful in determining terminal fragment velocities. Ehese formulas are derived on the basis of three:fundamental assumptions, namely:


	(1) The chemical energy of the explosive is converted' into kinetic energy of fragments and detonation products.

	(2) The velocity distribution of the detonation products varies linearly from zero to the velocity of the fragment.

	(8) The density of the products is uniform or at lease independent of position, i:e,, p = p(t) but p # p(x).



For cased cylindrical explosive charges these assumptions lead to

V=2EC/M1+C/2M V = \sqrt{2E} \sqrt{\frac{C/M}{1 + C/2M}}  (3-6)

rT ae as se mei emt ges than RE AA gama ne na, tn ag Kanne ome

V = terminal fragmv.-! velocity (no air - drag)

Jak = empirical Guiney conscant (having the dimensions of V)

C = weight of explosive

M = weight of casing

For the case of a plane wave detonation accelerating a flat plate, the Gumey formula is

V=2E31+5M/C+4(M/C)2 V = \sqrt{2E} \sqrt{\frac{3}{1 + 5M/C + 4(M/C)^2}}  (3-7)

'Gurney constants computed from. experimenta: data obtained from several sources are compared with Q in Table 3-8: On the: average (with Q -Obtained from Eq. 3-4, using experimental AH;,) /2E/ ~2Q- ~ :0.95, however, 'there may be a trend for this:ratio to decrease asp, decreases. The results. for TNT are contradictory. The only available. information for nitromethane (NM) makes it appear as an inefficient plate driving explosive. Nevertheless, the data in Table 3-8 clearly show that in one-dimensional detonations the.chemical energy of explosives is very efficiently converted into kinetic: energy (around 90% ccrvezsion) of fragments and explosion products.



3-6 AIR-BLAST
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The efficiency. of an. explosive in producing air-blast is usually given in terms of equivalent weight, 'i.e., the weight of TNT (or soine othez standard explosive) to give the same air-blast overpressure as the test explosive where both measurements are made at a fixed distance from the charges (see Chapter 13). For measurements made far away from the expiosive charge, Landau and Lifshitz? have shown that the overpressure is proportional to the initial energy of the explosive, i.e., to mQ where m is the mass of explosive; consequently, equivalent weight = mo/m=Q/Qo m^o/m = Q/Q^o  (3-8)

swhere the superscript o refers to the standard explosive.

Experimental equivalent weights are compared to computed Q/Qryyr and to experimental AHa/(AHg)rnr in Table 3-9, Agreement between Mmpyr/m and Q/Qpyr is seen to be quite good. AH, /(AHy)on p> mpy p/m except for Comp. B and Pentolite which contain large propoitions of TNT. This is not surprising since it is Q and not AH, which should correlate with equivalent weights. Using. the approximation. of Eq. 3-5 brings the AH, ratios into much better agreement with the equivalunt weight ratios, except in the case of aluminized explosives. for which the "corrected" AH, ratio is still greater than the equivalent weight ratio. This suggests that in unconfined aluminized explosive charges the aluminum does not contribute ail its chemical energy presumably because the aluminum. reactions ate. slower than. the other detonation reactions.



3-7 UNDERWATER PERFORMANCE

Price® has suggested that a criterion: of the underwater performance of. an explosive is given by the sum -of the shock wave energy (at:a-fixed distance which is large compated to ihe explosive dimensions) and the oscillating bubble energy. To a first approximation both shock energy and bubble vary directly with explosive weight, and the sum should 'be-.approximately equal to the chemical: exergyof the explosive'. Consequently, Eq. 3-8 is also applicable to underwater explosions. if the m's are the sums of equivalent weights for shock wave and bubble energies. The-data.in Table 3-10 show excellent agreement between equivalent weights and Q/Qry rp except for two explosives (TNETB.and PETN) which have only slight oxygen deficiencés. As discussed' in. par. 3-3 the composition and, consequently, Q'for these two explosives do not change with confinement: For the other explosives in Table 3-10, and particularly for TNT, composition could be affected by confinement in the direction of smaller Q as cu.ifirement is reduced. It is conceivable that the computed Q's for the oxygen negative explosives are overestimates of the actual Q's for the conditions of the experiment, and consequently Qprpn/Qrn 7 OF Qrners/Qryr Should. be larger than shown in Table 3-10.

Note that aluminum greatly adds 'to the underwater perfoimance of aluminized explosives. Presumably this is due to the longer confinement period of the surrounding water which: allows the aluminum reactions to go to completion before too much expansion occurs.



3-8 C-J PARAMETERS

In par. 3-4 we indicated that calculated Q's for dense explosives are insensitive to the form of PVT equation of state used in the computation. This means that Q, if available experimentally, i is a poor criterion 'for choosing the best equation of state. On the other hand: quite good estimates of Q appear possible 'based on Q, or AH;. These estimiates can then be used to get approximate values of Ty the equilibrium temperature of a constant volume explosion, 'Pos the Chapnian-Jouguet pressure, and D the 'stesdy detonation. velocity.. Approximate values for Ty can be obtained from

TV≈QA∑nic¯i+To T_V \approx \frac{Q_A}{\sum n_i \, \overline{c}_i} + T_o  (3-9)

Q, = heat released in an_ explosion computed. on initial explosive composition and thermochemistry and arbitrary assignment -of producis shown in:par..3-4.

number of moles of gas at equilibrium estimated from. arbitrary reactions uséd'in obtaining Q, n,; = specific heats of 'products averaged over the temperature.range Ty - T,

The Ty obtained from Eq. 3-9:should represent an upper limit to Tc,, since all the chemical energy is assumed to go into thermal energy. of 'the products and no allowance is made for energy of repulsion which surely must be present in-the highly compressed C-J state. If the detonation products obey: the polytropic .gas law, i.e., PV" = coristant, then

D≈2QA(κ2−1) D \approx 2Q_A (\kappa^2 - 1) \tag{3-10} 

and

PCJ≈2QAρo(κ−1) P_{CJ} \approx 2Q_A \rho_o(\kappa - 1)  (3-11)

Agreement between experimental values of D and Pc,, and those computed using Eqs. .3-10 and 3-11 is only moderacely good. Using Q, -(or @) and «=2,5 the average deviation of computed and experimental D's (detonation velocity) is 5% (+5 to-13% maximum deviation) for 13 almost voidless explosives. For these same explosives the average deviation of computed and experimental Poy is 6%(+15 to -11% maximum deviation). For ten other explosives for -which experimental data are also available the deviation is greater:than that given. Seven of these ten explosives contain NM or TNM or both. For other values of K, agreement is even poorer.

A better approach for estimating Pc y is to use experimental D values which are 'often available where experimental Pc, dsta are not. A convenient equation to use is

PCJ=ρoD2κ+1 P_{CJ} = \frac{\rho_o D^2}{\kappa + 1} \tag{3-12} 
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Calculations on 26.explosives (some of these are at about 1/2 of voidless density), using: Ea; 3-i2 and experimental D .and Poy, give an average kK of 2.8 with:a maximum range of 2.4. to 3.0. Four explosives: which give.K's outside 'the 'above range are NM, TNM. and two:aluminized Comp B mixtures.



3-9 MAXIMUM WORK

In an adiabatic process, according to the. first law, the maximum work W,,, ax that. an element of explosive can do on its suxroundings: is,~AE (note that the term adiabatic refers to-no heat gain or loss by the element from. or to the surroundings). For a constant volume explosion, explosion .products (formed in an -exo-thermic reaction) assumed to be a polytropic gas, .and neglecting the Pu term for the solid unzeacted explosive,

ΔE=Ef−Eo≈Σ(ΔHfo)products+Povfγ−1−Σ(ΔHfo)explosive \Delta E = E_f - E_o \approx \Sigma(\Delta H_f^o)_{products} + \frac{P_o v_f}{\gamma - 1} - \Sigma(\Delta H_f^o)_{explosive}  =Qc.v.+Povfγ−1=−Wmax = Q_{c.v.} + \frac{P_o v_f}{\gamma - 1} = -W_{max}  (3-13)

For a polytropic gas vy may be related to uv, according to

Pivoκ/2=Piviκ P_i v_o^{\kappa}/2 = P_i v_i^{\kappa}  and Piviγ=PoviγP_i v_i^{\gamma} = P_o v_i^{\gamma}

where the subscripti refers to some intermediate state above which the polytropic coefficient is kK and below which the coefficient is y = Cp/Cy, Pe.y, = P,/2 is the constant volume explosion pressure, and the subscript o refers to the standard explosive. For typical values of the parameters involved. and an arbitrary assignment of (P,/P,)/2 = 10° it can be shown that Pou (771) Qe, 9-04.

Consequently for. a constant:volume

. ~ os ~, 3. ees eels uae a.

i se (¢.v.). explosion (3-14)

Eq. 3-13 is alsc. applicable to a C-J detonation except that v, for a C-J detonation is different from -v, fora constant volumé explosion. For a 'C-J detonation

Piviκ=Pi[voκ/(κ+1)]κ P_i v_i^{\kappa} = P_i [v_o \kappa / (\kappa + 1)]^{\kappa} 

= PiviκP_i v_i^{\kappa} and as before Piviγ=PovfγP_i v_i^{\gamma} = P_o v_f^{\gamma}

With the same assumptions as before abit, < 0.08 anid

Wmax≈Q W_{max} \approx Q \tag{3-15} 

Because the pressures are different and consequently the chemical. equilibria could 'be different Q'does not necessarily equal Q, ,,. The data 'in Table 3-5 suggest that Q > Q.. v, because P, > Poy,

There are no. compietely unambiguous measurements: of the maximum work done by an explosive; however, the Ballistic Mortar probably come: Giosest to being a valid test of the maximum work. In this test a standard weight: of explosive is fired in asuspended mortar with a tightly fitting steel: Projectile and the angle of recoil of the. mortar is measured: Restilts are gerierally expreased in terms of a standard explosive, e.g., TNT. In Table 3-11 we compre measufed Ballistic Mortar results with Q where both. quantities are taken relative to TNT. It is obvious that correlation is poor. If the comperison is 'made with AH, rather than Q, correlation is i much better and-it-becomes better yet if one arbitrarily assigns (AH )rxy7 = 1.00 kcal/g rather than the measured (. Mtaenn © = 1.09 kcal/g for tightly. confined charge? . already -discussed' the heat release of TNT; bat not-of other.explosives such as PETN, is strongly. influeticed by confinement. The explosive loads in the Ballistic Mortar are generally at fairly. low packing densities so that detonation. products can' expand slightly before :the :'projectile: starts to move. During the period of. accelération of the projectile-there is further gas expansion and 'Te-equilibration of products, The whole 'process. 'appears: 'to -be-quitée- similar to what is happening. in a partially confined. charge fired in a calorimeter. Thus: one. might. 'expect that AH, and. not Q is a better measure of the "maximum work" measured by: the Ballistic Moitar:. in. Table 3-2 we show 'that AH, 'for TNT varies from 0.68 to 1.09 Kcal/g depending on 'the degree. of confinement. Consequently, the arbitrary choice of (AH, deny * 1.00: kcal/g i is riot unreasonable. in this case,

In the Ballistic Mortar, as in air-blast and fragment propulsion, aluminized explosives do not perform as well as expected from their theoretical-Q values.
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TABLE 3-5. CALCULATED. AND OBSERVED CJ PARAMETERS.
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TABLE 3-6. CORRELATION BETWEEN Q AND OXYGEN BALANCE
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TABLE 3-8. COMPARISON OF Q AND.GURNEY CONSTANTS FOR PLANE-WAVE SHOTS
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TABLE 3-9. CORRELATION OF QAND EQUIVALENT WEIGHTS FOR FREE AIR BLAST
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CHAPTER 4 THERMAL DECOMPOSITION OF EXPLOSIVES


4-1 INTRODUCTION.
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Explosive liquids and solids can be decomposed by: heat and light at relatively moderate temperatures. During decomposition, considerable heat is liberated -since these. reactions are exothermic. When the rate of decomposition in. the condensed phase is sufficiently high, then an explosion: may result due fo self-heating, i.e., the heat generated during decomposition exceeds heat loss to the ambient by conduction and other means. This phase of decomposition. (self-heating) is analyzed in C..upter 10. It is clear that.detailed information on the stability of liquids-and solids is needed for two reasons. First, to determine the conditions under which the unstable materials may be handled with some degree of safety. Second, to determine the conditions under which explosion will result since many explosions are preceded hy a phase of rapid decomposition.

The first step in assessing the stability of a liquid or solid is to consider the thermochemical properties. Detailed information is needed on: rates of decomposition, activation energies, 'and heats of decomposition. Some information on these properties is hecoming available but there is considerable discrepancy in the values quoted by different workers. There is also a lack of reliable values for many of the thermal properties such as specific heat, thermal expansion, thermal conducti.:ty, and other similar properties.

If the conditions under which explosion develops axe io be controlled, then it is vital to understand the mechanism of the decomposition. This has been recognized in the last ten to fifteen years, and there are active centers of research throughout the world concentrating on this problem. Liquid explosives are usually characterized by covalent bonds, and there is considerable background of research for related materials to make it possible to propose reasonable decomposition mechanisms. At the same time, the development of modern equipment makes possible the analysis and identification of intermediates in small concentrations and of short life. Mass spectrometers, electron spin resonance and nuclear magnetic resonance equipment, chromatography, and spectroscopy are all being employed.in this connection.

The majority of explosive materials, however, are solids and here the situation is more complex. The decomposition may be mainly a surface reaction or it may develop in the bulk material. Defects and impurities can influence the course of ii.e reactions. It is perhaps essential to have a phase change ox to'melt the solid before an appreciable decomposition rate can: be measured. The methods used to study explosive solids follow closely those developed for 'the study of semiconductors. It is necessary to show the nature.of the 'bonds 'in 'the solid and to decide whether the solid is ionic or covalent. Covalent solids can be of the valence type or of the molecular type. For.this purpose, studies are being made of the optical properties of the solid (ultraviolet, visible, and infrared' spectra; refractive index; birefringence), as well as electrical properties (conductivity at low and high temperature), photoconductivity, crystallographic studies, and electron microscope and electron diffraction studies. In this way much has been learned about simple azides although it cannot be said that one can yet speak with confidence about solids such as lead azide.



4-2 DECOMPCSITION ENERGIES

The decomposition of most liquid ard solid explosives results in the formation of gas. 'The simplest way to follow the reaction is't.. make pressure, time measurements in a closed system at constant volume, These curves are sigmoid i in shave (Fig. 4-1), and from such -curves the rate constant Rk can be obtained. Numerous relations have been obtained experimentally for solids, for example

Qnp = kt + constant (4-1)

ℜn(pfpf−p) \Re n \left( \frac{p_f}{p_f - p} \right) \tag{4-2} 

where p is the gas pressure at time ¢ and p, the final gas pressure. For many solids nuclei are formed in localized regions, and these play a role, we Ne te a — ~~ in the decomposition. These nuclei grow and eventually overlap and __ interfere. Many investigators have derived expressions to fit the experimental curves in terms of the. production of nuclei. Thus, Prout and Tompkins give the relation a

Rn ( — z) = kt + ¢ (4:3)

where c is a constant and a the fraction of explosive decomposed; this holds for the decomposition of many solids such as permanganates and. oxalates, and sume -of the azides. Another relation. by Avrami-and Erofeev is mining in popularity. 'Their analysis involving three-dimensional, growth of nuclei. is of the form nen (i-a) = (ep (4-4)

For some reactions n =4 at the beginning. of the. reactinn and n = 3 in the.decay period.

When melting takes place, the nature: of the rate equation is modified. The decomposition of liquid explosives has been successfully followed by determining the-concentration of one of the products of decomposition with time, e.g., the formation of nitrogen dioxide during the decomposition of the nitrate esters or the nitro compounds, Here, of course, the assumption: is made that the nitrogen: dioxide is one of 'the primary products of decomposition. It 'is not intended: to list here all the various methods in use to follow: decomposition since these are-too. numerous. Accounts can: be found'in Chemistry of the'Solid'Staté*, Redctivity of Solids, and in many -other Syraposia and. papers published in recent years.

Once'the rate constant has been determined, then a study ofthe variation of the rate'constant k with absolute temperature T gives.a. measure ee Oe pw 6

~
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Figure 4-1. Thermal Decomposition Sigmoid Curve

< mmeg) Geen ee i aR Ble nee em ee a a oe cs <" e the activation energy E (refer to Fig. 4-2) from. the general relation

k=Zexp[−E/(RT)] k = Z \exp \left[-E/(RT)\right] \tag{4-5} 

where Z:is the pre-exponential factor and R the gas constant. Unless it is stated specifically, the values for E :are usually the overail activation. energies. Of greater interest is the value for the activation energy for each individual step in the decomposition complex of reactions; thesé are gradually becoming available. equations are available for analysis of rate measurements. but the experimental results obtained: so far do not lend themselves to the use of advanced theory. More refined.

Values which have been given for activation energies of various explosives are listed in Table 4-1. These have been selected as possible values but the agreement between different investigators is not good. Both E and Z may vary with temperature, particularly at high temperatures. Autocatalysis may also take place eg a ow wo and the products of decomposition can exert a profound influence on 'the rate. The table is included to give an idea of the magnitude of the energies, however, too much reliance should not be placed on the absolute values giver, The values usually range between. 30 and 50 'kcal/mole, and are not very different frorn: those normally found for many other nonexplosive. materials. This is not surprising: as-the processes involved in the decomposition: of explosive and nonexplosive systems can be very similar. It is the exothermic nature of many. of the decompositions that makes the reaction run. away to explosion. Chain mechanisms.may also play a part in the decomposition.



43 DECOMPOSITION MECHANISMS

It will be convenient to considér explosives in three groups:

(1) Covalent liquids and solids (the organic nitrates -and nitrocompounds). Here the initial

[image: Figure, page 81]

Figure 4-2, Plot of Logarithm of Rate Constant k vs Reciprocal of Absolute Temperature to Determine Activation Energy from Slope of the Line .
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TABLE 4-1 ACTIVATION ENERGIES AND PRE-EXPONENTIAL FACTORS FOR SOME EXPLOSIVE LIQUIDS AND SOLIDS step in the decomposition is usually bond: fission and ae free radical mechanism applies. Intramolecular elimination reactions have also -been considered.


	(2) Ionic solids. Many of the primary explosives such as the azides, metal picrates, and acetylides belong to this group; electronic processes will dominate the reaction mechanism.

	(3) Ammonium salts. Ammonium salts in principle belong to group (2) since they are gerierally ionic solids, There are,. however, twe: possible paths for the decomposition, and for this,reason they-are considered separately.





43.1 COVALENT LIQUIDS AND SOLIDS

There is no doubt that the organic nitrates form th? only class of materials which have been studied in a systematic way. It is generally agreed that the first step in the decomposition is the fission of the oxygen-nitragen: bond in which an alkoxyl radical is produced. This is also the rate determining step. Thus, for asimple compound such as methyl nitrate

CH;ONO, ~ CH;O + NO,

The activation energies favored by Gray' for the decomposition are methyl nitrate, 38.4 kcal/mole; ethyl nitrate, 36.4 keal/mole: n-propyl nitrate, 37.6 kcal/mole; and. this is equated to the energy rec.ired in the bond fission process given in the given.decomposition reaction. The reactions in the gas phase in particulas are homogeneous with pre-exponential factors approximately equal. to 101%, The decompositions are also inhibited by the addition of nitrogen dioxide and nitric oxide by the possible reactions of the alkoxyl radicals. RO in.the manner
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RO+NO2→RONO2 RO + NO_2 \rightarrow RONO_2 

RO- + NO > RONO thus indicating the way in which nitrates may be reformed and also how nitrites.can be produced during decomposition of the nitrate esters.

The alkoxy] radicals can undergo a variety of reactions and rearrangements, and in the case of the simpler alkoxyl radicals these have been described in detail in a review by Gray and Williams®, There may be association -with radicals, hydrogen abstraction, rearrangements (isomerization), decomposition of the radical to simpler radicals and al \ydes or ketones, disproportionation, and decomposition by radical attack. It is evident that all these reactions can lead to .complex products and these are found in the decomposition products:

For the decomposition of a nitrate ester such as n-propyl nitrate the following set of equations may be written as a sequence of reactions during decomposition:

n−C3H∘ONO2→n−C3H7O+NO2 n-C_3H \circ ONO_2 \rightarrow n-C_3H_7O + NO_2 

n−C3H7O→n-C_3H_7O \rightarrow

C2H5⋅+NO2→C2H5O⋅+NO C_2H_5 \cdot + NO_2 \rightarrow C_2H_5O \cdot + NO 

and some C2H5NO2C_2H_5NO_2

C2H5O→CH3+CH2O C_2H_5O \rightarrow CH_3 + CH_2O 

CH3⋅+NO2→etc. CH_3 \cdot + NO_2 \rightarrow etc. 

n−C3H7O+NO→n−C3H7ONO n-C_3H_7O + NO \rightarrow n-C_3H_7ONO 
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Schemes such as this have been proposed for many nitrates and related esters. What is needed is the activation energy for each step; some of these are now known fairly accurately.

Systems such as glycol dinitrate, nitroglycerin, and' PETN will behave in the same way but, since there are more nitrate groups in each molecule, 'there is difficulty in working out the precise order of the steps to the final products, Thus, glycol dinitrate would be assumed to decompose ideally in the manner

NO,0CH, CH, ONO, + 2NO, + 'OCH,CH,O i

2CH,0 or for more complex dinitrates -

(CH3)2CONO2CH2→2(CH3)2CO+2NO2+C2CH2(CH3)2CONO2 \begin{array}{c|c} (\text{CH}_3)_2 & \text{CO} & \text{NO}_2 \\ & & & \\ & \text{CH}_2 \rightarrow 2 \ (\text{CH}_3)_2 & \text{CO} \ + 2 \ \text{NO}_2 \ + \text{C}_2 \\ & & & \\ & & & \text{CH}_2 \\ & & & & \\ & & & & \\ (\text{CH}_3)_2 & \text{CO} & \text{NO}_2 \end{array} 

For PETN, nitroglycerin, and related systems, carbonyl! compounds~such as formaldehyde, more complex aldehydes and ketones-are formed simultaneously, and these together with the alkyl radicals are oxidized by vhe nitrogen dioxide. The decomposition of nitroglycerin accelerates if the products are allowed to accumulate or if water or acids ar? introduced. Apart from gaseous products~such as NO, NO, H,0, CO, CH,,N,, and HCN—liquid and. solid residues of complicated structure-are also found.

The nitrate esters are also decomposed by ultraviolet light, and again it is assumed that the initial step is bond fission, First there is the formation of an excited state

RONO2→hνRONO2*→RO+NO2 RONO_2 \xrightarrow{h\nu} RONO_2^* \rightarrow RO + NO_2 

excited state which may revert to the ground state or dissociate to give free raciicals.

Andreev hag made an extensive study of the decomposition of nitrate esters, and of the effect of products.and additives on the reaction. rate. He followed the decomposition of PETN in. a variety of physical states: the solid, molten, dissolved, and gaseous states, The rate of decomposition is wreatest in the gaseous state and least in the solid state.

The nitro compounds have also been studied in some detail. A review of the decomposition of nitromethane by Makovsky and Lenji®® records the information. available up to 1958. The vapor phase decomposition at. different ternperatures and pressures has been followed by static and flow methods, The reaction has been shown to be first order and a large number of the products of decomposition identified. These include NO, N,0, H,0, CO, CH,, CO,, and traces of C,H,, C, "Hy: and NO,. }More complicated products are formed at high pressures, e,g., HCN; CH, CN, HCHO, etc. The overall activation energy for decomposition is in the region of 50-53 kcal/mole, Most.investigators favor- bond fission as the initial step in the decomposition

CH3NO2→CH3⋅+NO2 CH_3NO_2 \rightarrow CH_3 \cdot + NO_2 

Numerous other step, have been proposed to account for the provaicts of decomposition, and some of these are given to indicate the type of reactions envisaged.
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CH3⋅+CH3NO2→CH4+CH2NO2⋅CH2NO2+NO2→CH2O+NO+NO2⋅CH2O+NO2→CO+NO→H2O⋅CH2∘→C2H6 \begin{aligned} \operatorname{CH_3} \cdot + & \operatorname{CH_3} \operatorname{NO_2} \rightarrow \operatorname{CH_4} + & \operatorname{CH_2} \operatorname{NO_2} \\ \cdot & \operatorname{CH_2} \operatorname{NO_2} + & \operatorname{NO_2} \rightarrow \operatorname{CH_2} \operatorname{O} + & \operatorname{NO} + & \operatorname{NO_2} \\ \cdot & \operatorname{CH_2} \operatorname{O} + & \operatorname{NO_2} \rightarrow \operatorname{CO} + & \operatorname{NO} \rightarrow \operatorname{H_2} \operatorname{O} \\ \cdot & \operatorname{CH_2} \circ \rightarrow & \operatorname{C_2} \operatorname{H_6} \end{aligned} 

Reactions of the type: CH,' + NO ~ CH,NO ~ CH, =NOH ~HCN + H,O are also probable reactions.
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On the other hand. at-high pressures, in the region 12-40 atm, Makovsky'® and Guenwald consider the reactions

CH2NO2→CH3NO+O CH_2NO_2 \rightarrow CH_3NO + O 

O+CH3NO2→CH2O+HNO2 O + CH_3NO_2 \rightarrow CH_2O + HNO_2  , etc.

may also take place. The photolysis of nitromethane has been studied recently by Nicholson??_ who postulates bond fission as the initial step in the decomposition.

The decomposition of the higher nitro alkaries—e.g, nitroethane, 1 and 2 nitropropane—has also been studied though in leis detail. For nitroethane, values of the activatior: energy ranging between. 41 and 46 kcal/mole.seem to be the. most reliable, There is considerable debate concerning the first step in the decomposition. The C-N bond strength is estimated at 58 kcal ai:d the activation energy meastired is some 10 kcal smaller than-this for nitroethane. Possible schemes starting with

as the first step have been evolved but the alternative reaction

C2H5NO2⇒C2H4+HNO2 C_2H_5NO_2 \Rightarrow C_2H_4 + HNO_2 

is a strong cvindidate. For this reason the Getailed schemes for the two rival mechanisms will not be given; the details may be found in the literature.

For 2- ~nitropropane, a careful study by Sinith and Calvert" gives the following expressijon for the decomposition rate constant:

k=1.11×1011exp[−39.3/(RT)],sec−3(4.6) k = 1.11 \times 10^{11} \exp \left[-39.3/(RT)\right], \sec^{-3}(4.6) 

This is based on propylene formation in a static system. Many of the arguments put forward for nitroethane also apply to the nitropropane system. Again, there is disagreement a3 to the first step of the decomposition but the weight, is perhaps in favor of a step of the kind

CH;CHNO2CH; ~* CH,=CHCH, + HNO,

Here, intramolecular elimination of propylene and nitrous acid takes place via acyclic activated camplex. This is followed by a series of. radical. reactions. Some of t/ ose proposed are

HNO2→OH+NC HNO_2 \rightarrow OH + NC 

OH + CH3CHNO2CH3→H2O CH_3CHNO_2CH_3 \rightarrow H_2O 

+ CH3ĊNO2CH3CH_3\dot{C}NO_2CH_3

→H2O\rightarrow H_2O

+ CH3CHNO2CH3CH_3CHNO_2CH_3

CH,CNO,CH, + CH,COCH, + NO

CH3CHNO2CH2→CH3CHNO+CH2O CH_3CHNO_2CH_2 \rightarrow CH_3CHNO + CH_2O 

& gt;CH, CH=CH, + NO,

"eeapac to"

CH,CHNO > CH,CNOH

CH3CNOH+NO→CH3CN+HNO2 CH_3CNOH + NO \rightarrow CH_3CN + HNO_2 

The higher aliphatic nitrocompounds have not been studied in sufficient detail for likely mechanisms to be proposed. This is also true for some of the aromatic compounds such as picric acid.



43.2 IONIC SOLIDS (AZIDES)

From the practical point of view, lead azide is the most interesting of the azides. On the qualitative side considerable information exists on rates of decomposition, explosion temperatures and the like, It has only been. realized in recent years, however, that one needs to go further into this problem of thé decomposition of the azides, Figures were available but no. zeal understanding of the mechanism of devomposition; this is still.true to some extent,

A start has been mele on the simpler azides in the solid state which are represented as M N,> and on the related. compoundsthe fulminates CH O and cyanamides CN?" —since these form an isoelectronic series. Consider a solid like KN, . It.is known that it is composed of ions K, and N3,; and that it is a relatively stable compound. The azide ion is a linear symmetrical group iisAkyt16An- with sixteen. valence electrons, and. the orbital system can be represented simply as in Fig. 4-3 where the o -bonds, lone pairs, and the -bonds are indicated: The orbitals which are of interest frém the point of view of electronic transitions are the delocalized 1, te and 7, nonbonding orbitals since electrons will be excited from 'these orbitals to higher orbitals.

'The azide ion is also isoelectronic with the co, molecule 'and all: :the values for the vibration. frequencies—synimetrical stretching, asymmetrical stretching, and bending—are known from infrared and Raman spectra. From: these, force constants may be calculated, if one considers a simple series of the 'monovalent azides—-KN,,TIN;, AgN,, CuN, Hg, (Nj) ,—and organic azides (solid), it is found that the stability varies in the order KN,> TIN, > AgN, > CuN< Hg. {N3)2 < solid azides. The stability decreases along the series K to Cu as the ionization potential J increases, or
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Sr Mtg Ale I, RAR mye" RO age OR more accurately as (I~ E)increases, Here £ is.theelectron affinity of the azide- (N, ) radical and i is in the order of 2.8 ev, although. higher valties. than this have been qiidtéd: The problem is to explain why the stahility varies in this way; a reasonable explanation can be given if we use the band theory of solids.

In the case of KN,, [=4.32 ev, F*2.8 ev; therefore (I - E) is small. For greatest stability, the solid should be composed of ions K* and N3. The structure is tetragonal and all metal-nitrogen distances are the same. It -has properties typical of ionic solids such as KBr, the refractive index is low (of the ordér 1.5), and. the optical absorption edge occurs in 'the vacuum: ultraviolet part of the spectrum, The silver salts ABN, and: AgBr, however, are unstable solids and readily decompose on heating, or during irradiation 'with light of suitable wave length or ionizing radiation.

2A8kThV 2A_8 \frac{kT}{hV}  2A9+3N2+Q2A_9 + 3N_2 + Q

similar to

2AgBr→2Ag+Br2 2AgBr \rightarrow 2Ag + Br_2 

where Q represents the heat of decomposition.

[image: Figure, page 85]

Figure 4-3, Representation of the Orbital Sy;item of the Azide Ion nna te a ine eaten a ee em - we rr ren seer Ree ein mn Ae em ee edie i oe et net om ee

The bromides are inentioned since there is in fact a close resemblance between the behavior of the azides and the corresponding bromides. The ionic radii of Ag' and of K* are 1.26A and 1.33A, respectively, which are not too different. On: the other hand, the structure of AgN3 is orthorhombic, and there.are directed bonds. In the solid, there are four long silver-nitrogen bonds of 2.79A and 'four short bonds of 2.56A. The solid has a partial layer-type structure. The physical properties depend markedly on crystal direction. The refractive index is, kigh ard is approximately 2:0-for:ligiit of.long wave length; and the optical absorption edge is now much further into the visible' part of the-spectrum. All these properties indicate a departure from an ionic type of lattice in the silver salt.

The decomposition of silver azide by heat is exothermic to the extent Q=148 kcal/mole. From the given chemical equation it is clear that while the lattice is composed mainly of ions, the products are neutral, so-ihat an electron transfer mechanism must operate at some stage of the decomposition. Before the mechanism. of: the decomposition can be established, it is necessary to determine 'the -electron energy 'levels in the solid--in other words the energy E required to excite un electron from the valence band to the conduction band where, as in Fig. 4-4, we assume the valence band is formed by the overlap of orbitals of the azide N3 ions while the conduction band is formed by the overlap of orbitals of the metal. M* ions.
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On the experimental side the overall activation 'energy for the decomposition of 'silver azide has been determined from pressure-time curves, and below 190°C the value i is 44 'kcal/mole or 1.9 ev molecule. Some information isalso available .on the collapse of the lattice in passing from silver azide to metallic silver. This is obtained from electron diffraction studies of a crystal as it decomposes under the action .of an electron beam in the diffraction 'camera. Oriented, silver is formed with lattice parameters slightly greater

[image: Figure, page 86]

Figure 4-4. Schematic Showing Energy E to Excite an Electror. from Valence Band to Conduction Band in Silver Azide than for normal silver, and it is concluded that a diffusion of silver takes place to lattice sites made vacant by the removal of azide ions NZ during decomposition. This will give oriented silver nuclei with large silver-silver spacings. Finally, there is a collapse to normal silver. The silver that is formed during decomposition is very mobile and appears on the surface mainly as discrete nuclei which grow in size until they cover the whole of the surface. The nuclei may be less than 10A in diameter (the limit of resolution. of the electron microscope used to determine their size) to greater than 2000A. These nuclei play an important part in the decomposition, and for this reason a knowledge of their size and distribution is needed. The technique used is simple. Crystals of silver azide are heated or irradiated with light giving a surface film of silver, which consists of the large and small nuclei as illustrated In Fig. 4-5(A). A carbon film is.evaporated on to the nuclei (Fig. 4-5(B), and undecomposed silver-azide dissolved away in dilute ammonia solution. The carbon film floats on the liquid surface and is picked up on an electron microscope grid which is then studied in the normal way. It is possible that silver forms internally along dislocations.in the crystal in the manner found by Mitchell and illustrated in Fig. 4-5(C). No evidence for 'this type of behavior has as yet been found for the azides. Even with crystals of silver cyanamide which resembles silver azide but which are more stable, the silver is mainly at the surface. This has been verified frequently in electron microscope studies. The situation, as far as dislocations and their influence on the decomposition of the azides is concerned, is that 'a possibility exists that they do play a part in the decomposition but direct proof is not at present available. An etching technique might perhaps give better results. The main decomposition seem to take place at the surface.
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Reference was made earlier to use of the band theory of solids in cornection with the explanation of the stability of azides, and it was stated that it is necessary to determine electron energy levels in the solid. The simplest way to determine energy gaps is from the optical and electrical properties of the solid. The optical absorption spectra are determined in the normal way, and one can represent the light path as in Fig. 4-6. If I, is the incident intensity of light and I the transmitted intensity, then in the ideal case the absorption coefficient & in um"! is given by the expression J=I,e"%', where ¢ is the thickness of the crystal in cm. Absorption coefficients « are determined as functions of the wavelength of light and for values of « in the region of high absorption corresponding to 10° to.10° cm', it is assumed that photon energies hv correspond to the band gap E as shown in Pig. 4-7. Here one is concerned with direct transitions from the valence band to the conduction band for values of the wave-vector-k = 0. On a simple ideal this would correspond to the energy require' for the following' process but this concept should not be pushed too far:

N3−→N3−+e N_3^- \rightarrow N_3^- + e 

electron .in conduction 'band azide ion azide radical in lattice (positive hole)

Measurements of the absorption spectra at.low temperatures, particularly at liquid 'helium temperatures, reveal the presence of excited states, These are exciton levels and lie below the conduction band (Fig. 4-8). They form a hydrogen-like series and their frequency is given 'by an expression of the form

νn=ν••−R/n2 \nu_n = \nu_{\bullet \bullet} - R/n^2 \tag{4-7} 

where », is the frequency corresponding to the exciton" of quantum number n, v is the frequency of the series limit, and. B® is an exciton Rydberg constant. In the case of the alkali metal azides, Deb has resolved the n =1, 2 and 8 lines and has found that at liquid helium temperatures the band gap for KN; is 8.6 ev corresponding to light of wavelength 1450A in the vacuum ultraviolet, and the n = 1 exciton line occurs at 1895A or 6.6 ev. These gaps are quite large.

Exciton levels have also been identified in TIN, and AgN,. However, one now finds that the absorption edge i is in the vicinity. of 3500 A or 3.5 ev for silver azide. The values for the gaps are: E, = 3.5 ev optical; EB, = 9.6 ev optical (see Fig. 4-9). These are much smaller than for potassium azide.

E, can also be estimated from electrical conductivity measurements at high temperatures but the interpretation of the results is not always easy since both ionic and electronic conductivity have to be considered. E, can also ne -"

[image: Figure, page 88]
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3 Figure 4-7, Absorption Coefficients'a as Function of Wavelength \.. At High Absorption, Photon ~ 4 Energy hv Assumed to Correspond to Band Gap Energy E
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. Figure 4-8. Showing Exciton Levels
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Figure 4-9, Energy Gaps E, and Ez, Jn Silver Azide be estimated from photoconductivity experiments, Here it is assumed that one measures the thermal energy required to dissociate optically formed excitons in the manner

N3+hν=N3−*→heatN3+(e) N_3 + h\nu = N_3^{-*} \xrightarrow{\text{heat}} N_3 + (e) 

exciton

Both TIN, and AgN, are good photoconductors when they are irradiated with light near to the optical absorption edge. The experiment is quite a simple one, and a schematic diagram is shown in Fig. 4-10. Light of known wavelength is allowed to fall on to a crystal held at a DC potential of a few volts. A photocurrent will result and the magnitude of this photocurrent depends on the wavelength of the light and the temperature of the crystal. Since the resistance of the crystal is usually high, of the order of 10!° 22 cm,, the photocurrents are very small and cah be in the region of 107? A. For this reason electrometers are in general used to record the currents. From the variation in photocurrent with temperature it is possible to determine an activation energy for the 'photoconduction process; for silver azide this is in the region 0.38 ev. This is a thermal energy which can be shown to be in good agreement with the value E, obtaned optically.

Energy gaps * obtained from spectroscopic 'measurements give optical energies. One also needs to know thermal energy gaps. These are not 'the same, afia arguments based on the ¥Franck-Condon principle led Mott and Gumey to give the approximate relation

Ei=Eo(KoK) E_i = E_o \left( \frac{K_o}{K} \right) \tag{4-7} 

where £, is a thermal energy, E, the corresponding optical energy, K, the high frequency dielectric constant, and K the static or low frequency dielectric constant. K, is estimated from values for the refractive index n and for values of 7 corresponding to wavelengths well away from the absorption edge K, = Substituting the appropriate values for silver azide, one obtains for EF, a value of 1.88 ev, This is the thermal energy required to excite an electron from the valence band to the conduction band, This agrees remarkably well with the activation energy for thermal decomposition of 1.9 ev (below 190°C)

determined from pressure-time curves. It is suggested in fact that FE, in Fig. 4-9 for silver azide is connected with 'thermal decomposition and. EF, with the activation -energy for photochemical decomposition. It is, therefore, possible to: propose a generalized scheme for the thermal and photochemical deccmposition of the heavy metal azides. This is shown in Table 4-2,

It must be emphasized that this scheme is very general. The detailed mechanism is much more complex since the presence of point defects, dislocations, impurities, metal particles and.the like have been ignored. In a general sense, however, it is probably correct.and resembles in outline the mechanism of decomposition of silver bromide in the photographic. process.
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An .attempt can also be made to explain how the stability decreases along the azide series K; Tl, Ag, Cu. Along this series Z, is found to decrease quite .appreciably; this éan- mean that the rate of decomposition at a given temperature can 'be. higher. The situation with KN, is a little more complicated. The band gaps are 'very large and the exciton level n = 1 is well below the conduction band. With KN, Jacobs and "ompkins assume that during decomposition, for example by light, excitons are formed. These may be trapped at vacant lattice sites, for example where K"TM ions are missing. The electron from the exciton is then lost to form an F center, The positive holes (N, ) finally can give nitrogen gas. Such a mechanism is plausible because just as in the case of the alkali halides, color centers of the F center type readiiy form. in the alkali azides and could play a part in the decomposition.

As soon as the ionization potential becomes too large—e.g., J > 8.0 ev—the solid is no longer composed of ions but a covalent type of solid is formed. Examples are mercurous azide Hg2(N3)2, hydrazoic acid HN, and the organic azides. There are now directed bonds to one end of the azide group


0 a N\--— N2—— Ng



In this diagram M_ represents the metal, hydrogen or organic groups, and the bonds are shown. The distance N,N, is now much larger than N,N. For example in methyl azide, CH,N,, the bond lengths and bond angles are:

ce ee ee ee ee ae.

: pn TABLE 4-2. THERMAL AND PHOTOCHEMICAL DECOMPOSITION OF SOME ONIC AZIDES |



Thermal Decomposition Photochemical Decomposition

formation of positive hole and formation of 4 electron in the conduction band. an exciton .


	(2) 2N,+3N, (2) 1Ns* FN, +e CO reaction: of two -positive-holes-at thermal a < the surface to give nitrogen. dissociation of Po &

	(3) Ag, + Ag' +e—Ag, ,formed | A absorption of silver ion. at a exciton: (rate ; ° , metal nucleus and_ electron determining capture. step) followed: ,; nt



» 4 ee ne

Exciton formation: Direct.transition


	(1) Nz =N,+e (1) Ng + hv=Nj* (1) Nj' + hv = N, + @

	optically ; . by steps 2,3 =column 1. ; oe -
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If we consider hydrazoic acid as the simplest of these covalent azides, the orbital system may be written as shown in Fig. 4-11.

There now exist differences in physical properties to the ionic azides in vibration frequencies, since all are now infrared active, and in the decomposition behavior to heat and fight. The initial step in the decomposition is probably bond fission, e.g., of the. longest N-N bond,

MN3→heatMN+N2 MN_3 \xrightarrow{\text{heat}} MN + N_2 

HN3→HN+N2 HN_3 \rightarrow HN + N_2 

The subsequent steps in the decomposition depend on the stability of MN if M is a metal atom, or on the reactivity of the free radical if it is of the type HN. For example, ammonium azide-can be formed from hydrazoic acid. The detailed mechanism is, however, the subject of rather violent argument and controversy at the present time, so that all the steps will not be g iven here. In the case of the organic azides the radical RN° can undergo rearrangemen t particularly if it is of the complex variety and is derived, for.example, from tripheny] methyl and similar groups R. Usually the covalent azides are more stable than she ionic azides, although the statement must be qualified to some extent since some of the covalent azides are exceedingly unstable, .e. B-, BrN,, 1N;,; NON, and the like. Solid HN, is also said to be very unstable but there is no 'reliable information on this point.

A number of other systems are being studied in the same way as the azides, The list would include the acetylides, fulminates, styphnates, and picrates. At the present time it is impossible to predict accurately the properties of these solids, Potassium fulminate, for example, is one of the most unstable materials in this list and the reason for this is not clear. It should in fact be a reasonably stable solid. from what one knows of the structure and other properties.

The solids previously discussed are all of the simple type. In the case of azides and acetylides:

formed from transition metals such as nickel and cobalt, the situation is a little more complicated. Here one deals with coordination complexes; ligand-field theory; the study of the effects of environment of anions on the enexgies of the d-orbitals of the cation, has proved valuable in discussing the optical and magnetic properties and the stability of these solids.



43.3 AMMONIUM SALTS

The decomposition of both ammonium nitrate and 'ammonium perchlorate has been studied extensively. These are widely used as explosive materials. The decomposition can, however, be quite complex since the physical state of the solid mzy change and it is possible to have sublimicion and melting Ammonium nitrate in the solid state can undergo a large number of. p hase changes over a_ relatively small temperature range. This has led to useful information on rotation of the nitrate ion and diffu''o* ,f the ammonium ions in the solid.

Bev. . 11 210°-260°C ammonium nitrate gives. off nitrous oxide and water, but above 300°C explosion can take place. Some nitrogen is produced and impurities, for example Ci", can have a profound effect on the decomposition. The overall decomposition can be represented by

NH4NO3→N2O+2H2O NH_4NO_3 \rightarrow N_2O + 2 H_2O 

Bircumshaw has discussed the decomposition of ammonium perchlorate. The solid: exists in two modifications, orthorhombic below 240°C and cubic above 240°C. The products of decomposition are oxygen, nitrogen, chlorine, chlorine dicxide, nitrous oxide, nitrogen tetroxide, hydrochloric and perchloric acids, and water. An unusual phenomenon is observed during thermal decomposition of single crystals below 300°C. An amorphous solid is left as a residue and, strangely enougt, this is also ammonium perchlorate. A similar observation has also been made for sodium azide by Secco.

The decomposition of ammonium perchlorate, like ammoniuia nitrate, depends very markedly on the surface area of the solid. In the case of ammonium nitrate, considerable effort has gone into the preparation of a solid of low density (ca, 0.5) and high surface area. This material is said to -ve very sensitive to shock but there is cae es ee er een seinem OO iterates tein ce ie ante te
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© AH 'apizy juaqonag Jo ui279ks 1e7q40. "LTP andy some disagreement on this. The effect of metal oxide catalysts on the decomposition of ammonium perchlorate can be quite marked. Manganese dioxide, nickel oxide, chromic oxide, cupric oxide, and zinc oxide have all been tried; for example, the addition of zinc oxide can have a profound effect. In this cast, the rate and extent. of decomposition can be increased, and the explosion temperature can be lowered by some 200°C. Many of these effects have been interpreted in terms of electronic processes which occur during decomposition; accordingly, detailed Inowledge of the catalyst, particularly by its sémiconductor properties, is needed. Carbon has also been added to ammonium perchlorate and can influence the kinetics of the decomposition.

The ammonium aalts are ionic solids and' just es 'for the azides, electron transfer can occur during decomposition. On a molecular scale one may visualize the NH{ and ClOz ions in the solid, and the formation of, NH, and ClO, radicals (under the action of suitable stimuli) and their subsequent reactions, Another possibility, however, is the dissociation of NH, clo, according to the equation

NH, ClO, > NH, + HClO,

This is referred to as proton transfer and the reaction will be dominsted by the subsequent decomposition and reactions of 1C1O,. Which of these two mechanisms wi:! operate will cepend on temperature, and Galwey and Jacobs" have iuggested that below 280°C the electron transfer mechansim is the important ore. Here only 30 percent of the solid decomposes and, as mentioned, the residue is still NH, 4 C10, in an amorphous form. The activation energy for decomposition is 32 keal/mole At higher temperatures, 350° - 400°C, the proton transfer mechanism wil! be the more. important and the activation energy for decomposition is 39.5 kcal/mole. The proton transfer takes place on the surface of the solid followed by the oxidation of the ammonia gas. Some of the steps in the decomposition of perchloric acid which have been proposed are

2HClO4→H2O+Cl2O7 2HClO_4 \rightarrow H_2O + Cl_2O_7 

2Clz0, * 2Cl,y + 70, (probably a chain reaction)

4NH3+5O2→6H2O+4NO 4NH_3 + 5O_2 \rightarrow 6H_2O + 4NO 

The overall decomposition may be represented as 2NH, ClO, + 4H,O + 2NO + O, + Cl,

Similar schemes -have also been proposed for ammonium nitrate. One favored by -Russian workers is

NH4NO3⇒NH3+HNO3 NH_4NO_3 \Rightarrow NH_3 + HNO_3  ↓NO2+H2O+O2 \downarrow \qquad \qquad \qquad NO_2 + H_2O + O_2  NH3+NO5→NH2+HNO2NH_3 + NO_5 \rightarrow NH_2 + HNO_2

NH2 NH_2  · + NO2NO_2 → NH2NH_2 NO2NO_2

↓ \downarrow  N2O+H2ON_2O + H_2O

NO+NH2→NII2NO→H2O NO + NH_2 \rightarrow NII_2NO \rightarrow H_2O 

etc. As in many schemes of this kind, there is no problem in writing down ro-cthle free radical reactions, The main. difficulty is to determine whether these in fact do take place and the energies involved in the processes.



44 RADIATION DAMAGE IN EXPLOSION SOLIDS

Explosive solids have been 'subjected to a variety of ionizing radiations and nuclear particles. There are électron beams, x-and y-rays, @ particles, H® 1 'clei, neutrons, proton 'fission fragments and ¢ vabtless others not listed here, These would siclude mesons and those particles discovered in recent years, Decomposition can be induced in solids by these particles and, by taking nonoxplosive solids as models, some insight into the radiation damage that 1s produced can be obtained. For the lighter particles the damage caused is studied by a variety of techniques. ©yniical and electrical properties, spin resonence cechniques, chemical methods to identify ew species, radioactive techniques — all are studied to determine changes within the crystal such as intevstitials, vacancies, free radicals, color centers, and impurity formation. When the damage is cu ansive as with fission fragments, high resolution electron mic.oscopy coupled with Moire' fringe techniques can show tracks and. dislocation loops in the crystal!

For ionic solids the main damage is caused by ionization, and electron processes, similar to those discussed earlier, operate. In addition, thermal effects, recoil, and decomposition of the .anion: may occur depending on the nature of the radiation, Covalent solids. are in general more 'stable. Point' defects can 'be 'created; and strain and dislocations introduced into the lattice. Localized decomposition. -has .also been found. 'Fission fragments can cause an appreciable iricrease in surface area of the solid. All of these factors car:influence the. nite of thesubséquent decomposition. Although the rates of decomposition may be enhanced, the effects observed up to the present have not been very: spectacular. In no case has an explosion resulted' with the possible exception of electron bombardment and-here heating has-been shown to be responsible. forthe explosion. This is perhaps .a fortunate result since explosive solids are alréady sufficiently daiigerous to 'handle, without the added concem of excessive sensitization by icnizing radiation.
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CHAPTER 5 MEASUREMENT OF DETONATION PROPERTIES


5-1 INTRODUCTION
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In Chapters 2 and 6, relationships among the detonation parameters are derived and discussed. Some of these parameters—namely, velocity and conductivity~-are readily measurable quantities. Others, such as pressure and temperature are difficult if not impossible to measure at the present time. In this chapter the currem ond most commonly used techniques for the measurement of detonation parameters are presented. The techniques are grouped according to the parameter being measured. Where a technique is: applicable to the measurement of several parameters, it is discussed in detail only when first encountered. Date representative of some of the techniques are included. More extensive data may be found inthe references.



5-2. DETONATION VELOCITY

Detonation velocity D is the most readily measured property of the detonation wave. Consequently, much of detonation theory centers on this quantity. A large body of theory concerns the state of the explosive products, a state which was perhaps the most unusual condition of matter prior to the advent of nuclear explosions. The explosive products in the detonation wave consist mainly of gases, sometimes mixed with solid particles of carbon or metal oxides, at a very high temperature at a density greater than that of the original solid or liquid explosive, The pressure is enormous; and. the behavior, therefore, is far from the near ideal-gas behavior evidenced under more normal conditions. The nonideality of the product gases makes the detonation velocity in condensed explosives depend strongly on the initial bulk density of the explosive p,. The detonation velocity in gas mixture does not change very much with initial density. Empirivally, the dependence of D on p, can be expressed quite accurately by a linear formula: D=D,+M/p,, where D, is the detonation velocity at unit density, bata on the dependence of detonation vel.nity on initial density have been the major source of information about the equation of state of the product gases; and, although the exact equation of state cannot be determined on the basis of these data alone, a considerable body of knowledge on this subject has been obtained. This topic is taken up in Chapter 7.



5-2.1 HIGH-SPEED PHOTOGRAPHY

The extremely high and ~emarkably constant wave velocity was the phenomenon that first aittzacted scientific attention to the study of detonation, The major experimental tool for observing this pheonomenon has been and still remains high-speed photography? ; to describe all the ingenious cameras that have beer: developed for this specific purpose would demand a book in itself. The discussion which follows is, therefore, limited to the most commonly. used cameras,

The classical work was done with a rotating-drum or a rotating mirror camera. This type of device, sometimes called a ''streak" camera, is useful primarily for measuring the velocity of a wave front or the motion of a surface, (The drum camera principle is illustrated in Fig. 5-1.) The field of view of the camera lens is masked except for a narzow slit parallel to the rotational axis of the camera. The camera is aligned so the slit is parallel to the direction in which velocity is to he recorded; for example, to measure detonation velocity, the camera is set up so that the slit is parallel to the axis of the explosive stick. The retating-drum camera has the film mounted on a rotating cylinder, preferably on the inside so that it does not fly off. The image of the juminous wave front leaves a diagonal trace on the film, the slope of which is a. measure of the velocity. A rotating-mirror camera is similar, except that the film is stationary and the image is swept over it by means of a rotating plane mirror. This makes possible much higher effective speeds,

The precision of a velocity measurement with a streak camera depends among other things on the "writing speed", i.e., the velocity of the image on the film. Present-day cameras of this type have a speed of up to 10 mm per usec, With such devices, velocity can be measured with an accuracy of about 0.1 percent.

Although streak cameras have provided many of the important data concerning detonation, they do not furnish an image that allows one to a
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EE ee en te TE em eo ag a TT w "~¥ Fol ~ diectly "see'? a phenomenon. Great advances cane about during World War II, therefore, when very high-speed motion picture cameras for "framing" cameras as they are usually called) were developed. (The 'principal elements in the scheme are depicted in Fig. 5-2.) With these devices, rates up to 15.X 10® frames per second have been obtained. Such cameras are now available commercially. A rotating mirror js used to sweep the image over a bax of individual "relay" lenses that serve:to "stop" the motion in discrete intervals and' project on the film a Sequence of stationary irnages, one for each lens. Thus, the number of frames is limited by the number of lenses. A common camera of this type has some 24 lenses and supplies a corresponding number of sequential photographs..
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So-called 'image dissection'' has-been applied to obtain much higher effective framing rates, up to 10® or even 10° frames per second. This technique involves dividing the image into elements that are "scrambled'' on the film, thereby redu"ing the length of film that has to be scanned in each frame by the rotating mirror. To reassemble: the image, the separate parts are "'unscrambled" .by reversing 'the process. Image dissection results in a loss of detail in: those techniques where portions between elements.are actually not recorded on the film, or loss of resolution when optical distortion of the separate parts is involved in displacing or compressing the images on the film.

In photographing. many high-explosive phenomena the self-light produced by the detonation is all that is needed to form the desired image on the photographic plate. But in some cases external illumination is needed. A

_o al C wT ee ee cake meng coterie common light source for this purpose is the argon flash charge. Essentially this is just an explosive charge such as Composition B in an atmosphere of argon. Because argon is monatomic and has a high electronic excitation energy, the shock wave near -the surface of an explosive charge produces a very high temperature and thus an.intense source of light. By tailoring the geometry of the charge and the size and shape of the argon envelope, the intensity and duration of the light can be modified to suit the experiment. Timing of the light flash can be synchronized by use of a suitable circuit to fire the charge. The péak luminosity of the.argon flash charge is said to:be 5 to "7 million candlepower per square centimeter. Duration may be varied from as little as 10°8 sec to several hundred microseconds,
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Another light source for high-speed photography x the exploding wire. Electrical energy stored at iiigh voltage in a condenser is discharged into a fine wire of silver'or. copper. A bright flash is obtdined, iasting for 50 to 60 Hsec, Alternatively, a spark. discharge is: often used to.obtain a very brief ex posure.

Single-exposure photographs of exploding charges:car be made-in a variety of ways. If the. self-luminosity is not too great, an. argon flash. charge or a spark of brief duration cun be used. Or, if the luminosity of'the charge itself is too high, the motion can be stopped by means of a 'high-speed shutter?. One type of shutter exploits the Kerr effect (see Fig. 5-3), which. is the polarization of light passing through certain liquids when they are subjected to a high electric field. The Kerr shutter uses nitrobenzene in a glass cell containing two electrodes. The cell is

[image: Figure, page 101]

Figure 5-2. Optical System in AEC-Bowen Framing Camera re ee ee ee ~ ee ee ee ate ee me eee situated -betw.°n crossed Nicol prisms, and the assembly is-placed in front of the camera lens. When an electrical pulse of short duration is applied to the electrodes, light is allowed to pass. The open time of the Kerr vell can be as 'small-as. a few nanoseconds (10°? sec). Another type of shutter which is more convenient but not as' fast exploits the Faraday, or magneto-optic, effect. Here polarization is produced-in a-dense flint glass plate by inducing a strong magnetic field. ,



52:2 PHOTO-OPTICAL SYSTEMS

'While -mechanical and: optical techniques-have been highly developed in the photography of detonation phenomena, the possibilities that exist 'in the: field of electronics involving, for example, the photoelectric effect and the cathode ray tube have only recently been exploited. Ingenious work in this area is the work of J. S. Courtney-Pratt? which has been. directed especially toward. the study of fast. events on a-micro scale, such as the initiation of detonation in a single-crystal of lead. azide: Orie application: is-the image-converter tube in. which a 'photosensitive screen acts as the source of electrons (cathode) in a cathode ray tube. With this device the intensity of the image can 'be amplified many fold. Also, by means of electrostatic or magnetic deflection of the electrons, the image can be scanned at very high speed. A combination of these techniques makes. it possible to .achieve effective writing speeds some 100 times greater than those in a rotating mirror camera: Also, a.very effective shutter for single-frame or multiframe photographs can be obtained by "'gating'' the passage of electrons.in the image converter tube. Several -itage converter cameras are 'presently available commercially.
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5-2.3° ELECTRICAL SYSTEMS

Although the streak camera is an important and in some cases indispensable tool for measuring detonation velocity, a more convenient technique* commonly employed' in 'routine work is 'the use of "ionization: probes". These detect the-passage of the detonation wave as a result of the electrical conductivity in the reaction zone. A series of two or moré such probes are imbeddéd: in the charge; spaced at intervals along 'the surface. By means of suitable electrical circuits, the passage'of the detonation wave front is-signaled to a cathode ray tube and: displayed on a time base. The average detonation velocity between two..probes may

[image: Figure, page 102]

Figure 5-3. Arrangement of a_ Kerr-effect Shutter to Sides.

then be calculated from the separation distance and the time interval between signals.

The ionization probe itself may consist of two wires held a small distance apart with avoltage source-such as a charged condenser—applied across the gap and.a series resistance to indicate the passage of current. A convenient type of probe for many purposes consists of a pair of enamel-covered wires that are twisted together. The enamel is quickly burned off in the heat-of the.detonation front.

For the time base, a combination of a triangle-wave generator applied to the-horizontal defiection plates of an.oscilioscope and a single linear sweep applied: to the vertical plates gives a zig-zag raster of Jong duration and high resolution. Time markings may be applied by means of either beam intersity modulation or beam deflection. The circuit elements are shown schematicaliy in Fig. 5-4, and the type of record obtained is shown in Fig..5-5.
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The common ionization probe method is useful only for obtaining average velocities in a series of intervals. When one wants to measure accurately a rapidly changing velocity (for example, in ionization experiments), a variation of this technique can he used which yields a continuous distance-time trace like *hat given by a streak camera. In this arrangement two long parallel lengths of resistance wire are:inserted on the axis of the explosive charge and attached to a voltage source. As the detonation wave advances it effectively shorts out the two wires at the wave front and thus reduces the series resistance in the electrical circuit by the fractional extent to which the wave has progressed along the length of the wires from the open end. By suitable circuitry a resistance vs time trace can be displayed on an oscilloscope screen, which is essentially equivalent to 'distance vs time for the detonation wave.

Still another method of measuring detonation velocity has been studied by Cook?; this involves using the explosive charge as a wave guide for microwaves.



5-2.4 D'AUTRICHE METHOD

Besides these relatively sophisticated techniques, there is a simple velocity test known as the D'Autriche method. This is still used to some extent in routine vesting of dynamites. It employs a detonating cord as a standard and gives a measure of the velocity inthe test stick compared to that in the cord. The test agrangement is shown in Fig. 5-6. The ends ofa loop of detonating cord are inserted in the test stick and the middle is taped to a metal ''teller" rod (lead or steel are often used). The exact mid-point of the detonating cord is marked on the teller rod. When the stick detonates it induces detonation in the two ends of the detonating cord, not simultaneously, but at an interval between equal. to: the test base line 2, divided by the detonation velocity D, in the test stick. The two detonation fronts traveling from opposite ends of the cord with a speed. D, converge at some point a-distance Q beyond the mid-point toward the rear end of 'the loop: At 'the point of meeting head-on, 'the detonation waves produce a sharp dent in the teller rod which is readily' identified: The ratio D Dd, of the velocities is equal to one-half the ratio gi 1%, of the lengths and if D, is known, D, can be determined. The accuracy, of course, depends on the reliability of the value for D, and on the care with which the test is carried out.



5-3 DETONATION PRESSURE

The problem of measuring the extremely high and. short-lived pressure in the detonation wave: initially seems insurmountable. Theory predicts the magnitude to be some hundreds of-kilchars, a level that may be compared, for example, to-a head of water thousands:of miles deep. These pressures equal or exceed' the highest levels that can be produced:in any other way at the present time. Indeed, the generation of shock waves in materials placed in contact with high explosives or impacted by explosively accelerated plates affords an important unique means for studying certain phenomena at the limit of man-made pressures,

No direct standards or scales are available against which pressures of this magnitude can be compared, However, a sound basis for the determination of pressure is provided in the laws of motion. In fact, we now posess very accurate measurements of pressure in the detonation of various explosives, plus a wealth of precise data on the behavior of many inert materials at these high pressures®.
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'pressure across: the front P, The mechanical' conservation equation expressing conservation of momentum across a shock. front (Eq. 2-133 of Chapter 2) relates - p,. to three measurable quantities—initial 'density' p, of the unshocked material; shock velocity U, ar.d particle velocity u, of the shocked material—according to woos

p1−p2=ρ2u1U5−1 p_1 - p_2 = \rho_2 u_1 U     {5-1} 

In a steady state wave, U is readily messured. Determination of P, hingts, then, on finding us In general; two ways aré possible to determine u,, the most common being to measure the velocity u, at a free surface. For a shock wave in-a condensed nonporous inedium, u,, may be equated: without much error to exactly twice.u,, 'Le.,

uf•=2u1 u_{f_{\bullet}} = 2u_{1} \tag{5-2} 

acoustic Eq. 5-2 is rigorous only in -the infinitesimal approximation. It amounts to neglecting the entropy increase at the shock front and the energy dissipated in. plastic deformation. For many condensed, nonporous materials, Eq. [5-2 is a reasonable approximation at high pressure.

Another method of obtaining u, is to measure the density p, behind the shock front by' flash. X-ray densitometry. This. value may then: be used to determine u through the. equation for conservation. of; mass (Eq. 2-129)

ρ0U=ρ1(U−u1) \rho_0 U = \rho_1 (U - u_1)  (5-3)

A close estimate of the particle velocity associated: with the C-J pressure (equilibrium
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Figure 5-5, Zig-zag Oscilloscope Obtained With Raster Generator Trace

Re ee re ee wei ee sg aoa at pressure at the end of the reaction zone) in a detonating explosive can be obtained from a theoretical equation due to H. Jones®, which is discussed in par. 7-3. This equation (Eq. 7-30) relates u, to detonation velocity and other properties of the explosive.

u1=D/[go(2+α)] u_1 = D/[g_o(2 + \alpha)]  (5-4)

where #&, = 1 + dfnD/d&n p,, and a is a dimensionless number that depends on certain thermodynamic properties, The value fe a is close to 0.25. For many. explosives 8, approximately equal to 1.7; hence, one 2 ay estimate u, from D by the approximate relation

u1=0.26D u_1 = 0.26 D  (5-5)

Combining Eq. 5-5 and Eq. 5-1, one obtains {neglecting p 5 )

p1=0.26ρoD2 p_1 = 0.26 \rho_o D^2 \tag{5-6} 

Eq. 5-6 gives values usually within a few percent of those deterrained experimentally. Pressure measurements obtained at the Los Alamos Laboratory7*® are. given in Table 5-1. The number of significant figures reported is indicative of the accuracy of this work. The last line of the table gives the pressure calculated by substitution of the values for p, and D-in the approximate relation Eq. 5-6. 'The agreement shows that this is indeed quite a useful formula.



5-3.1 PRESSURE IN ADJACENT PLATES.

Pressures in the detonation wave have been very accurately determined by the measurement of pressure in a metal-plate in. contact with an explosive. The method was proposed by Goranson® at Los Alamos in. 1945, but such: were the rigors of the technique that results were not forthcoming until some ten years later 5-8 Both the theory and the methods in this type of experiment are somewhat involved: and cannot be discussed fully here. The reader is s On
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Figure 5-6, D'Autriche Test System a ho

TABLE 5-1 CHAPMAN-JOUGUET PIESSURES IN VARIOUS EXPLOSIVES




	
	
	
	§3/37
	64/36
	717{23



	Parameter
	RDX®
	TNT'
	Comp.B'
	Comp. B®
	-Cxclotel®




	Density pp, gicm®
	1.767
	1.637
	1.67
	1.713
	1.743



	Detonation Velocity D,m/sec
	8636
	6942
	7868
	8018
	8252



	C-J Pressure, kbar: meas.
	337,9
	389.1
	272
	292.2
	312.8



	Eq. 5-6
	345
	207
	272
	290
	312





referred for details to the given references. However, the basic ideas are simple. The pressure p,, behind the shock wave in the metal plate is determined through Eqs. 5-1 and 5-2 by a simultaneous measurement cf shock wave velocity U and free-surface velocity u, . "his determination is made for several thicknesses of metal and extrapolated to zero or near-zéro thickness, depending on whether the initial pressure in the precursor shock (the so-called "vor, Neumann spike'') or the Chapman-Jouguet pressure is desired (see Fig, 5-7). The reason an extrapolation must be made is that the shock front in the metal is continually attenuated as it passes through the metal because of the "overtaking" effect of the rarefaction traveling behind it. Thus, if one wishes to determine the pressure si the interface between. metal and explosive at the instant the detonation front first reaches that point, If is necessary to know the shocx and free-surface velocity that would be produced in an infinitely thin:plate. When the initial pressure p,, in the metal at the interface is known, pressure p, in the incident detonation wave can be calculated from the "'impedance-match" formula that govems the interaction whici: the waje experiences at the interface. An: approximate but quite accurate version of this formula was:deduced by Duff and Houston' ; it is ip seal tates ee 2a Boat ee Nl ttt aah ee

pm/px=2ρmUm/(ρxUx+ρmUm) p_m/p_x = 2\rho_m U_m/(\rho_x U_x + \rho_m U_m)  (5.7)

where p is the initial density, U the shock wave velocity, and the subecripts m and x refer to metal and explosive, respectively.

The preseye in the aljacent plate is usually diteriane' . } measuring particle velocity, free surface ve. sity, or stress transmitted to a. second material, Techiiiques for generation of pressure pulses and measurement of preesure in the second material are discussed in the next. three subparagraphs.



§-3.1.1 Playe Wave Explose Systems

A prereq.tisite for measurements. of presgure in plates is av'means to obtain a very Mat (planer) détonation wave front. Since the wave is initiated in a small area by a .c'onator cap, it starts out as a spreading sphesival front, The problem is, therefore, to make an explosive "Yeis" that will convert the diverging wave front to a plane. This development cz - * aboutat the Los Aiamos Scientific Laboratu.y shortly after World War IT. The "plane wave Jens" has.become indispensible for studying strong shack waves, The Los Alamos éxperiments customarily employ an 8-in,-diameter lens to 'initiate detonation in a precisely machined block of 'explosive. Experimental observations are confined to the céntral portion .ofthe charge to. avoid edge effects (rarefactions due to lateral expansion), Fig. 5-7(A) shows the charge geometry.

Fig. 5-7(B) shows the contour (pressure vs distance) of the detonation wave in the explosive charge before it reaches the explosive-metal interiace. The wi 2 front is a shock, and this is followed by a 'very rapid pressure decay in the narrow region where chemical reaction takes place. This portion is called the "von Neumann spike". Following the steep decay, a much more gradual pressure drop occurs in the rarefaction that proceeds from the detonating end of the charge. This portion is called Qre "Taylor wave". The Chapman-Jouguet point (C-J point) is at the juncture of these twa portions, j.e., at the termination of the "von Neumann spike'. At this point chemical reaction is virtually complete. The C-d conditions determine the detonation velocity as well as other important parameters of the explosive. This subject is discussed in Chapter 6. The von Neumann region and the Taylor wave are described in Chapter 8-which deais with the structure in the detonation,

Fig. 5-7(C) shows the shape of the shock wave at a late; time, after it has crossed the explosive/metai interface. Since most metals have a nigher acoustic impedance than explosives {i'¢., aU higher for the metal than for the expiosiy.e), a shock wave rather than a rarefaction, is reflected back from the metal surface inco the detonation product gases in the explosive. This reflection occurs at the instant the: shock wave meets the interface and, since pressure must always be equal on both sides of the interface, the transmitted shock advancing into the metal has at that moment the same pressure as the roflected shock in the explosive. However, as the two shock fronts advance. traveling in oppos:te directions away from the interface, the pressures change. The reflected shock changes because the wave is traveling back into a more sarefied region behind the detonation front. The transmitted shock changes because the front is constantly attenuated by the rarefaction behind' it. The steep von Neumann spike region rapidly disappears in the metal since there is now no reaction process lo feed energy to the shock front. Duff and Houston found that the spike vanished at a point about 3 mm from the interface of an aluminum plate in contact with Composition B. Fig. 5-7(C) shows the, configuration after the spike has disappeared in the transmitter wave.

The wealth of information harvested from experiments involving measurements in adjacent plates is. illustrated by data for water, Plexiglas, and aluminum shown in Fig. 5-8. These data were taken from Ref. 10. Such curves. are known as Hugoniot curves (see par. 2-8) and reflect the compressibility of the material under dynamic conditions in a shock wave. The data of Professor Bridgman for Plexiglas?? are also plotted in Fig. 5-8; these are isothermal points obtained in static experiments, They lie somewhat below the Hugoniot curve, as would be expected, but their position is consistent with the dynamic measurements, Comparison of the pressure range covered by dynamic measurements with that explored by Briagman dermonstrates the power of these new techriiques,

At the present time the equation of state in the hundreds ~ kilobar range is known for about thirty me. sas well as for many. other materials. Recent measurements have yielded data in the megabar region for a: number of materials?®, With this information now available, and with certain simplifying assimptions, only the free-surface velocity is needed: to determine pressure in a_ given experiment since the shock wave velocity can be. calculated from the particle velocity by use of the equation of state.



§3.1.2 Pressure Transducers

Recent work at several laboratories has resulfad..in the development of several devices for the measurement of pressure. These are the piezoelectric "quartz gage'*15 and a piezoresistive "manganin gage'??? both of which are now being extensively applied to study the response of solids to shock waves. The manganin gage has also heen employed in underground nuclear test prograing as an "'in-material"' gage, measuring the stress history of earth media close ta a nuclear event.

The quartz gage is well suited to the measurement of interface strvss pulses up to several tens of kbars and with dutations less than the transit time through the gage. The high time resolution of the gage is a consequence of the fact that tne output signal from the gage is proportional to the instantaneous pressure difference across its faces, Hence, the gage-need not come into mechanical equilibrium. with its surroundings before a valid measurement of interface stress can be made. Fig. 59 shows a quartz gage in place on a block of metal, the rear face of which has been subjected to an impulse from an expl:sive plane wave generatos. This impulse creates a shock wave propagating from left to right in the spec-men,. As the stress wave enters the x-cut quartz disk comprising the gage, a polarization vector P is produced by the relative displacement of the S,** ions and the Q?° ions in the quartz structure, Hence, the electric displacement vector D = P'+ 6,& in the cryst?' uiacgo "ith time, and for external short ye
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i(t)=A(dt†dt)=fAUℓ[σo−σℓ] i(t) = A \left( \frac{dt^{\dagger}}{dt} \right) = \frac{fAU}{\ell} \left[ \sigma_o - \sigma_{\ell} \right]  (5-8)

where i(t} denotes the short circuit current, A the area of the crysta!, f a piezoelectric constant, U the shock velocity in the quartz, 2 the len' th of 'the crystal, and G, 'and o, represent. the x-components of stress. "at the stressed: electi sde und the rear face of the quartz crystal, respectively. Eq. 5-8 is. derived with. the aid of several assumpticss, the details of which -are given in Ref. 14. This equation provides a means of measuring.tne tine dependence of oft) by monitoring: At 't), Experimentally, it is found that Eq. 5-8 can' pe used for peak stress amplitudes of a fey: tens.of kbars. The short-circuit current: i(t) is monitored by photographing, with the aid of an.oscilloscope,, the incremental time-dependent

Itage V(t) = Ri(t) developed: across a small a distance R. We shall not describe: here the procedures necessary to ensure that the observed voltage 'transient V(t) is accurately proportional to 'the stress difference across the crystal, referring the reader instead to Refs, 13 through 15 for details of experimental technique and gage construction,

The piezoresistive manganin gage utilizes the change in resistance resulting from a change in resistivity and volume under compression as a measure of the applied stress. A common form of the gage consists of a fine wire embedded a small distance into a block of nonconducting. material, usually a plastic. The block is.placeéd in contact with the specimen such. that the wire is near the interface. The responsé of the wire is a. measure of the x-component of interface stresz. The manganin gage has been used t) much hi gher pressure than the quartz gags (severi:l hundred: rather ¢han. =. few :tens of -kilobars). Also, recording times available with the manganin gage can be quite-long: of the order of 10. usec. Iti addition, the manga.zin gage-can be embedded in a thin wafer' within solids' .".at-are. to be shock loaded, -providing .an- in-f...verial measurement of the x-component rather than a rear-surface méasurement as dozs the quartz gage. Measurement uncertcintirs -arising front impedance mismatch are thereby minimized.

The principle of operation. cf tha piez oresistive transducer is simple. The application of pressure changes the resistivity and volumé of a gage wire, the resistance of which is moyntored by tneasuring 'the voltage developed across: the gage when a steady current flows in it. In priastice, use is mace of a pulsed gage current to obtain substantial -output voltage. Pulsed currents minimize heating of the gage wire unduly. Fig. 5-10 shows.the configuration of a particular: gage used in laboratory pressure measure:nents!®, The current Jeads of the four-terminal resistor are nar cd I while the voltage leads are markid V. A flat-iopped constant current pulse of about 3a, peck amplitude is tamed on approximately 2
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Figure 5-9, Configuration for the Measurexxent of Interface Stress Using a Quartz Pressure Transducer psec before the shock wave arrives at the gage wire: By, Ohm's law, the change in gage wire resistance' is directly proportional to the amplitude of the incremental voltage developed 'across it, and since the resistance change is in 'turn proportional to the pressure, the manganin gage provides a simple way of 'measuring dynamic pressures, The gage factor, i.e., the constant k in the equation R/P) = kP where R denotes resistance and " stands for pressure, is determined' by calculating pressure from a measurement of free-surface velocity U,, and the shock velocity U of a shocked material in which the gage is embedded and then by applying the Hugonict jump conditions discussed in par. 5-3 to determine thepressure associated with the.shock wave. Simultaneousiy, the voltege transient V(t) is measured across the gage. By repeating this experiment several-times, one can obtain a set of poir' 1a calibration curve relating-P and R(P); T, ation appears to be accurately linear to ab... ~ kbar. The value of hk is on the ax of 0.0029 ohm/ohm/kber and varies we... the alloy composition! *.

A pressure transducer utilizing a rotational polarization effect caused by the passage of a shock wave through dielectric materials consisting of polar molectiles has also been developed! 9°21 although it appears to have been less frequently applied in shock physics experiments than either the mangenin gege or the quariz gage. The principle of operation of this polarization -gage is qualitatively similar to that 'o. the quartz gage. The advancing shock wave aligis pérmanent dipoles present in. polar dielectrics so-as to cause a polarization vector to appear in these materials, This Jffect causes the plane parallel capacitor consisting of the dielectric and two metallic electrodes to become charged. The current from this capacitor ic monitored by measuring the voltage drop across a small resistor in an external Circuit. Such a transducer has a fast response and is, therefore, well suited to the study of details of:shock wave. structure. The available recording time is: typically 2 to 3 psec, Fig. 5-11 illustrates the kind of record obtained. The polarization transducer appears to be less convenient to use than-either the manganin gage.or the quartzigage
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Figure 5-10. Configuration of Mornganin-epoxy Pressure Traneducer
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Ke since. a threshold. pressure of about 30 kbars exists, below which no output signal is obtained, and since the pressure versus output current relations are nonlinear in ways specific to the particular dielectric materials used.
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One other pressure transducer will be mentioned here, i.e.,.the "sulfur gage" described in Ref. 21. Sulfur exhibits a large decrease of electrical resistance when it is subjected to pressures -in- the detonation range, changing from an excelient insuiator a 1 bar to a good conductor at 200 kbar. This property has been exploited in a transducer to measure pressures in shock waves 71°27. The response of the sulf--~ gage is nonlinear; also unlike manganin, the plot: of resistivity versus pressure for sulfur exhibits marked curvature. In addition, above 200 kbar the re"stivity of sulfur is so low 'that: its meagui sient is inconvenient. For these reasons, comparatively little work has been published in which the sulfur gage has been used to monitor pressure wave profiles.



5-3,1.3 Particte Velocity Measurement

Various means have been employed to measure shock and free-surface velocities in the meta) plate?4, The earliest work employed a pin technique. Pointed metal pins were spaced at graded: distances from the frec surface. When the surface was impelled forward by the impacting shock front, it made contact with each of the pins in turn. The pins were wired to separate pulse—forming circuits, and the pulses produced
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Figure 6-11. Form of Polarization Signal from Polarization Gage on contact were displayed on a high~speed oscilliscope sweep. In this way the free. surface velocity wss measured. To determine shock velocity, small wells were drilled at various depths in the surface of the plate and in each well a pin was placed almost in contact with 'the bottom surface. Thus, as the shock wave arrived at each of these points (before reaching the main free surface) if caused a contact to be made alrnost instantly. In -this way the shock ws-¢ velocity was measured inside the mef2i plate within.a short distance of the free surface. What. is desired is an instantaneous reading of shock velocity at the surface. Since the shock is constantly attenuating (a typical rate of attenuation (.5 in. from the explosivé/metal interface is 10 percent per in.), it is necessary; t> have-velocity measurements within «few-teriths of a millimeter of the surface. The technique, therefore, requires the utmost precision in machining the test speciniens. Nonplanarity in the detonation front can also lead to serious errors. Work -in this field, therefore, »epresents the culmination of patient effort in a ost demanding endzavor.

Another means to measure shock and free-surface velocities is the "Lucite wedge" technique® illustrated in Fig. 5-12(A). A flat'buttom groove is milled in the form of a ramp, making an angle of 10° with the metal surface. One end of aLucite rod of rectangular cross section is placed in theiramp and tweé:cther end extending about an equal! distance yond, forming a wedge-shaped space between the rod and the metal surface, The Lucite rod does not rest directly on the metal surface in the ramp but is shimmed up so thut 'there is a narrow gap between, Likewise, a thin metal shéet is placed over the under airface of the overhanging portion of Lucite and separated by shims so as to form a narrow gap at the surface of 'this portion of the rod. The gap under the Lucite rod is filled with argon, When the argon is suddenly compressed because of the movement of metal beneath, it flashes brightly. A streak camera is set up with the slit parallel to the long axis of the Lucite rod; a photograph like that shown in Fig. 5-12(B) is obtained. This yields the shock velocity and the free surface velocity on the same photograph. In later work it was found that a coating of paint filled. with "'microballoons" (very tiny, hollow _ plastic ee 8 ee Meme Fen ee

4. 0

Le

[image: Figure, page 114]

Figure 5-12, "Wedge" Technique for Measuring Free-surface Velocity. and Shock Velocity spheres) could be substituted for the argcn-filled gap with equal:effect.

A third method for measuring velocities eroploys Lucite and argon gaps in a similar way but does not use the wedge. Instead, the free-surface velocity 's measured across afixed gap between a Lucite -block and the metal surface: Shock velocities are measured by attaching smali metal blocks of various thicknesses ta the surface of the main plate and recordiyi the transit time of the shock wave in each by the argon-gap method,

The most recent advances in the-measurement of particle velocity aze the Faraday foil?4 and the laser interferometer, techniques?*. With the interferometer, the movement ~€ a reflecting surface can be.monitored as a. .iCtion of.time. The surface can be a freé surface or in transparent materials a reflecting plané within or between two specimens. The Faraday foil technique provides. a. measurement of particle velocity in nonconductors. These two techniques are described here briefly. 'tore detailed information can be found in. the references.
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The laser interferometer ig shown schematically. in Fig. 5-13.. The parameter measured is the free surface velocity of the specimen material, The principle of operation is: as follows. Light from tee single fréquency gas laser is focused on fie surface of the target by means of a lens 'ul. The réflected light is recollimated. by LZ, and: then split by a beam splitter Bl. Half the 'light traverses the delay: leg and: is recombined with the undelayed half at beam splitter B2. The photomultiplier: 'then records a signal whose brightness denends on the relative phases of the two beams. Since the.delay leg is fixed and the wavelength of the input light is. a function of free surface velocity (Doppler. shift), the number of fringes recdrded at the photomultiplier is related to the free surface velocity. The relation. ship: can be derived as follows? ®, Thé Doppler shift is given by

Δλ(t)=−(2λc)u(t) \Delta\lambda(t) = -\left(\frac{2\lambda}{c}\right)u(t) \tag{5-9} 

where A is the wavelength, c the speed of light, and u(t) is the speed of the reflecting surface at ime ft. The delay leg length NA is

Nλ=cτ N\lambda = c\tau  (5-10)

where 7 is the time fur light to traverse the delay leg. Differentiating Eq. 5-10 gives

ΔN(t)=−(cτλ2)Δλ(t) \Delta N(t) = -\left(\frac{c\tau}{\lambda^2}\right) \Delta \lambda(t)  (5-11)

and substituting for AA in Eq, 5-9 from Eq. 5-11 gives x u(t) = () AN(t) ar (5-12)

The number of fringes AW as afunction of time are thus related to the reflecting surfaces velocity by a constant A/(2r).

The major advantages of the laser interferometer over previous free surface systems are the high time resolution and: the high surface velocity: capability, The limitations in-risé time arn limited by the-capability: of the photomultiplier or oscilloscope recording system. The bandwidth of eack. system is typically 600 MHz. or a response time of ~ 1 nsec.
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The Faraday foil technique utilizes the voltage genérated betwéen ends of a conductor moving in a stationary magnetic field as a measure of toil: velocity. Experimentally,.a:metal. foil, small in the direction of shock propagation is placed in or between sections of a sample. The sample is. placed in a.uniform. magnetic field and, as the sample is accelerated by: the passage ofa stress wave, the foil moves with the sample. The voltage induced across the foil is monitored as a function of time on an oscilloscope.

The relation between the voltage induced and particle velocity isi

_> y =e (i x Hn) (5:13)

where & 18, the millimeters, i is per microsecond, Jength of conductor in axticle velocity in millimeters {isthe fi éld-strength in gauis,
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Figure 5-13. Laver Interferomeier System (The velocity of the reflecting surface is related to thé number of fringes observed by the photomultiplisy.)

and V is the voltage in volts. The accuracy of measurement is limited by the ability to measure H and the effective length % of the conductor, and by a knowledge of the magnetic suscentidility change of the sample during shock loading.

Advantages of the Faraday foil téci.uique are (1) high time resolution, (2) simplicity, and (3) most important, the-capability of measurement within. a: test speci ..en. Disadvantages: are the difficulty in calibramon of the system and the restriction to measurement in a nonconductor.



63.2 X-RAY FLASH: PHOTOGRAPHY

"she use of X-ray holds great promise for the study of explosives but unti! quite recently X-ray sources have been inadequate to exploit the technique fully.

Srey absorption furnishes an absolute measure of the density of matter. However, in many applications the important observations to be made with X-rays concern the geometrical relationships of shock fronts and contact 'surfaces; it is in this area where X-rays, because they make it possible to "see inside" the detonating explosive, provide a uniquely appropriate tool. Until now the difficulty has been the inability of available sources to penetrate charges more than a few inches in diameter. This has been a serious limitation. The advent of PHERMEX?® will greatly reduce this problem,

The majer published work with flash X-rays nas heen done by Schall*? at Weil am Rhine (Institute de Saint Louis in France). in Ref. 27 Schall lists three determinations of-detonation 'pressure based on flash X-ray photographs. One method involves the acceteration. fa brass plate in contact with explosive, By rieasuring the curvature of the plate in the vicinity of the wave front, Schall estimated the pressure in Composition B to be 1.6 X 10° atm. This figure must underestimate the pressure at the front because it is obtained from an average value of the acceleration during the expansion of the explosive gas against the plate. Accordingly, the figure is not the ingtataneous initial value that relates to pi.

Another pressure estimate reported "iy Schall was derived from an X-ray photograp}, showing the boundary of the expanding gas from an unconfined charge. Schail used the following approximate theoretical expression, ascribed to W, Duering and G. Burkhardt®®, which relates the angle @ that this bound:.~' makes with the charge axis and the eff-ctive adiabatic exponent of the product gases K:

α=π2(κ+1κ−1)−1 \alpha = \frac{\pi}{2} \left( \frac{\kappa + 1}{\kappa - 1} \right) - 1 \tag{5-14} 

From the observed angle of 40°, kK 'was calculated using Eq. 5-14. The value found was 2.8. The theory of detonatien (Chapter 6) shows that the particle velocity u, is equal to D/(k + 1); hence, from Eg. 5-1

p1=ρoD2/(κ+1) p_1 = \rho_o D^2 / (\kappa + 1)  (5-15)
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Substituting tiie yalue for x in Eq. 5-11, Schall obtained a value of 2.5 X 10° atm for the detcnation pressure in Composition B.

It may be noted that the value of kK obtained by Schall from this simple measurement agrees very well with the value of 2.77.obtained frarii the isenttope-as determined by Deal, Also, the factor 1/(« + 1), which on the biisis of Scliall's work has a value of 0.26, agrees with the number obtained independently from the theoretical expression of Jonés in Eq. 5-5. We have previcusly pointed to the agreement between pressures cbtained from Jones" expression and the meeaured data ('Table 5-1). Taken ali together, these olservations form 4 highly consistent picture.

By caimparing the optical density in the X-ray phetograp!: immediately behind the wave with that in front, Schall was able to estimate the ratio P,/P,, and hence to calculate the pressure, using Eq. 5-4 to find uy in terms of D, In thiz way he abtained u value of 1.9 X 10° atm for the detonation pressure in Composition B. This value is about 30 percent too low. The error is probably indicative of the limitations of the equipment in precise quantitative measurements of this kind.

An additional method of measuring detonation pressures involves flash X-rays to measure wave velocities in adjacent plates. Perpendicular incidence of a detonation af an interface can have one of several effects, depending on the impedance match between the explosive and the particular inert medium in centact. For dense metals, such as steel or lead, perpendicular incidence always results in a reflected shock. However, if the direction of
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waye propagaiion is parallel to the surface of the metal or at a small «angle, a rarefaction is produced in the explosive by the intezaction. As the angle of incidence is increased, a point is reached where neither a rarefaction nor a shock is reflected, i.e., a "match" is obtained. This condition can be detected in flash X-ray photographs, Dr. Jane Dewey? of Ballistic Research Laboratories showed that when this condition of no reflection occurs, the detonation pressure can be calculated from a relationship involving the angle of incidence « and the angie 6 by which the surface of the metal is depressed at the edge of the advancing detonation front. The relaticn is ae bh ail — "
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p1=ρ0D2sinδcosαsin(α+δ) p_1 = \frac{\rho_0 D^2 \sin \delta}{\cos \alpha \sin (\alpha + \delta)}  (5-16)

Observation of the precise angle for zero reflection proved to be difficult buv. 'Ye pressure values obtained: independently in this manner confirm the validity of figures derived by other methods,

'Work done with X-rays up to the-present time thus corrohorates very well the data obtained from other more precise but less direct types of mearurements of the properties in the detonation wave. With the new commerciaily available high energy machines, much greater precision in data of this sort should be possible. More importantly, we should be able to learn a great desl more about three-dimensional effects in the detonation wave. (e.g., the effect of the charge boundary) than is known at present,



5&4 BLAST WAVE PRESSURE

Precise measurements of shock wave pressures in air or under water are usually made by means of piezoelactric transducers. The favorite piezoelectric material is tourmaline but quartz has also been uséd. A good description of piezoelectric blast gages anc how they are used. is given in Ref, 81.

Measurement of pressure in air blest waves poses a special problem because of the large particle velocity or ''wind" asseiated with the shock. The presence of the gage itself disturbs the flow in the medium and this can lead to serious errors unless special precautions are taken in the construction and mounting of the transducer, There ae two well-defined ways to measure the pressure in the blast wave, usually referred te as "side-on'' and '"'face-oz." The first term applies to a measurement of the pressure sensed on the face of a transducer when it is oriented along the direction of travel of the shock wave, i.e., in a direction perpendicular to the shock front. Ideally, the gage should be mounted in an infinite baffle, or wall, which is aligned along a radius,from the explosive charge. If the charge were-fired on the ground, a side-on 'measurement could be made by mounting the gage flush with the ground surface. For side-on measurements in free air, the piezoelectric element must be mounted in a baffle of sufficient size and suitably shaped at the leading edge to minimize the distortion of the pressure field produced by the 'blast wave around the gage. Construction of gage designed for this purpose at the Ballistic Research Laboratories. is shown in Fig. 5-14.

Face-on -measurement refers...o 'the recording of pressure behind the reflected shock produced when the air blast wave strikes a massive wall at normal incidence. Since the air is brought to rest by the reflection, no problem of aerodynamic distortion arises here. A serious source of spurious signals in this case, however, is mechanical vibration of the wall or components of the mounting fixture. Special precautions must be taken to eliminate these undesirable effects, The peak overpressure of a face-on measurement is twice that of a side-on measurement at very: low pressure levels {acoustic approximation) -and increases to several: times the side-on pressure, at higher pressures,

For the shock waves produced in\air by high explosives, the most important parameters are the peak pressure and positive impulse fpdt. Under water, the energy quantity obtained by evaluating the integral fp*dt under the pressure-time -curve is also important for some considerations. A pressure and flow Piienomenon known as the "bubble pulse", which follows at some distance behind the shock front, is also important in underwater effects. Some characteristics of shock waves in air and water are discussed in Chapter 13,

Various mechanical devices have been used to record shovk wave effects both in air and underwater, The best known of there is the diaphragm or 'Bikini'? gage, the latter name deriving from the use of this device at the first

[image: Figure, page 118]
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AA : _ .* vi ra - te nuclear bomb tests at Bikini Island after World War II. This gage consists of a sheet, of aluminum foil clamped' between two steel plates which have circular openings of various diameters, Several nf these gages are placed face-on to the blast at various distances from the cha.ge. After the charge is fired, the gages are inspected to determine the smallest-diameter hole in which the aluminum foil is broken in each case. This is a measure of the peak blast overpressure. These -gages can be calibrated with known charges by means of the peak-pressure vs distance curves that have been compiled from piezoelectric data. If a sufficient number of diaphragm gages is used on a test so that significant statistical averages. can be taken, these -devices produce quite reliable information.

A mechanical gage for meesuring blast impulse close to explosive charges is described in Ref. 32. This gage censists simply of a projectile in a cylindrical barrel which is mounted in the wall ofa heavy:concrete enclosure strong enough to withstand the biast. The projectile is placed on the mouth of the tube where it is exposed-to the incident blast wave. It acquires a velocity proportional to the positive impulse in the. wave. This gage appears to give quite accurate absolute measurements in a gion where delicate piezoelectric instru: .on is not entirely practical.

Dewey?*, at the Shuffield Experimental Station in Alberta, Canada, has developed a technique to measure the air velocity associated with the blast wave. The method involves measuring the displacemenc of smoke trails in motion picture photographs. It is applicable especially to large chacges of chemical explosives and to nuciear explosions, Good agreement with theoretival predictions has been obtained, except for oxygen-poor explosives like TNT. In the case of the latter, the detonation products continue to burn in the oxygen of the air. The relatively slow release of energy from this source causes an outward flow of air which contributes to the pressure and particle velocity in the ''tail" of the blast wave. However, even for TNT, the particle velocity data at short distances behind the shock front are in good agreement with theory.



5-5 DETONATION TEMPERATURE
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The agreement. of various values of detonation pressure reviewed in this chapter may convey the impression that our knowledge of the detonation state is quite secure. Actually this. is far from true. Except gor Eq. 5-5, which is based on a_ theoreticat deduction of Jones, the consistency of various estimates of. pressure is, merely testimony to the accuracy of experimental observations. The concepts from which these various means to measure pressure are derived are the continuity equation (conservation of matter) .and' the equation of motion (Newton's second law). The energy relation is not involved. Hence, experimental observations .of .pressure tell: nothing about the therm] properties of the explosion products. This is obviously a matter of considerable intercst, yet, strange to say, it has received relatively little attention from workers in this field. The reascis are not apparent because measurement of temperature would.not.seem.to be fraught with unusual difficulties 'compared with other experimental deterniinations on explosives.

A method to-measure detonation temperature and some expetimental results-are described. by Gibson and his coworkers in Ref: 34. The temperature determination deperids on measurement'of the relative intensity of light at two different wavelengths and is based: on the Wien displacement law (or Planck's distribution law). There are several assumptions implicit in this method: (1) that the emissivity of the medium at the two wavelengths'is thesamé; this assumption is not likely to lead to serious errors, and (2) that the contribution to the measured light levels. by the cooled expansion products is small. The,apparatus was calibrated: by standard. methods, using a source of known temperature. Narrow bands of radiation at various wavelengths were obtaincd with a grating spectrograph. Several cross-checks were made in the determinations.

A summary of the temperature results for various explosives is given in Table 5-2. 'Che authors varied the density of the explosives through a considerable range with the hope of answering the rather crucial question: whether the temperature increases or decreases when density is raised. They interpreted their results to show one trend in some cases and the other in other cases. However, the scatter is rather large and, if the few data for explosives with initial density below about 1.20 g/crn® are left out one is forced to conclude that these measurements demonstrate no © statistically significant trend one way. or another. Therefore, in Table 5-2 the values in the density range 1.20 to: 1.60 g/em* for each explosive have been averaged. The figures in the table have probably have an experimental standard error of about 100° to 200° K.

'The results in Table 5-2 are not consistent with theoretical-values corresponding to. any one of the several equations of state that have been siggested:to describe the behavior ofdetonation products. The equation of state ig an important part of the theoreticul treatment of high explosives; and 'Chapter. 7 is-largely devoted to this subject. If one divides the-equations of. state 'that have been: proposed into those wasich (1) postulate that little or none -of the intemal energy in :the detonation products is due to intermolecular repulsive forces and (2) those which postulate that-a relatively large fraction of the energy is in this form, these results generally favor the former. Indeed the measured temperatures in Table £-2 for PETN, RDX, and EDNA are comparable with the highest values to result from any of the state equations that has been proposed. A: serious problem in experimental measurement of detonation. temperature is due to the very high temperature produced jn gases either on the inside or on the outside and in the: vicinity of the explosive charge. Unless great precautions are taken, it is quite possible that radiation from shock-heated gases will be mistaken for radiation from the detonation products themselves. Since the luminosity depends on the fourth power of temperature, a relatively smali quantity of gas at a very high temperature can contribute a very large amount of radiation. This effect was discovered by

Gibson?* who found that replacing the air occluded inthe explosive charge with propane—propane having a'much lower ratio of specific heats—led to much lower apparent temperatures, especially in charges of low bulk density. The authors reported, however, that these gas effects were essentially eliminated when the charges were "impregnated" with propane.

It may 'be significant that the temperature reported for nitroglycerin in Table 5-2 is considerably Jower than would' be expected 'in comparison with that for the other highly energetic explosives. PETN. and RDX. No-iiatter which equation of state is'chosen; the calculated: detonation temperature of nitroglycerin is among the highest for any explosive, and yet it is far down on the scale in Tabie 5-2. This-may be indicative that occluded:gas effects, which are certainly not serious in liquid explosives like nitroglycerin, were not entirely eliminated in. spite of the pains taken by the authors of. Ref. 34 in-this regard.

In concluding this review of detonation temperature, one is compelled to say that no completely satisfactory solution has -been forthcoming up to tais time. Workers in the field of detonation physics have in this area a challenging problem for the future.
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5-6 ELECTRICAL CONDUCTIVITY IN THE DETONATION ZONE

Considerable interest in recent years has centered on'the study of eléctrical conductivity in the detonation zone of high explosives. In some explosives the conductivity is relatively large, and there has been considerable speculation about the source of this

TABLES-2 EXPERIMENTAL DETONATION TEMPERATURES *4










	Explosive
	T,°K
	Explosive
	TK




	PETN
	5720
	Nitroglycerin
	4020 (high order)

3290 (low order)



	RDX
	5550
	Nitromethane
	380G



	EDNA
	5430
	Dynamite
	



	Tetryl
	5180
	(0. = 1.05 g/cm)
	2670





phenomenon. Here we shall only attempt to describe 'briefly the experimental methods and indicate the nature of some of the results. The reader may refer to the original works listed in the references cited in this paragraph for detailed interpretations.
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In principle, various methods that have been used to measure conductivity are similar, although they differ in experimental detail and rigor of treatment. By measurement of the current i conducted between two electrodes in contact with a detonating charge when a voltage V is impressed, the resistance R is determined according to Ohm's law, i.e., R = V/i. At any given instant the electrodes make contact with a conducting zone of some given shape which may either be conjectured or experimentally mapped out in some way. If the conducting zone is considered to have uniform conductivity o throughout, the value of this quantity may be obtained from R: through the use of a factor K, which may be éalled the effective 'cell constant"; thus, @ = K/R. The term "cell constant"? derives from the more familiar problem of measuring the conductivity of an electrolyte solution in « "'cell" or container into which the electrodes dip. The cell constant in this case is determined by tue size, shape, and separation of the electrodes; the size and shape of the cell; and the placement of the electrodes in the cell or, in a word, by the "geometry" of the measuring device.

In Ref. 35 Jameson describes a method of placing electrical probes within the charge and by this means determining the shape of the zone 'having a high electrical conductivity. He finds that this is of a conical shape, the base of the cone being coincident with the detonation shock front and comprising the full cross section of the charge at this point. The conical surface presumably represents the front of the advancing rarefaction or "release"? wave that spreads into the detonation zone from the free surface. Jameson made a "mock-up" of the conical conducting zone from graphite sheets of known electrical conductivity and in this way determined the cell constant K for the particular electrode arrangement used in the explosive experiment. The implicit assumption here is that o is constant throughout the highly conducting zone mapped out by the probes. The value determined in this way for the resistivity of

Composition B was0.29 ohm-cm. Within an order of magnitude this agrees with values reported by other workers?® ,

The method reported 'by Hayes?" is considerably more elaborate. In the first place, Hayes extended the time resolution of his measurements about 1900-fold over other workers, employing nanosecond circuitry where 'others had used microsecond circuitry. And, instead of assuming that the conductivity throughout the detonation zone is-constant, he has assumed that it varies as a function of time (or distance) behind the shock front, and has determined this function-by an-elaborate scheme using a high-speed digital computer to analyze the observed electrical wave form from the conductivity probe. Hayes discovered that the onset of conductivity begins immediately at the precursor shock front (see Chapter 8) and in some cases passes a peak within a few nanoseconds (which means, in terms of distance, only: some several microns) behind the front. As between various. explosives, the peak conductivity varies by orders of magnitude; also the variation of conductivity with time: is decidedly different in various cases. Undoubtedly, this reflects wide differences -in the reaction kinetics and in the physical and chemica] nature of the reaction products.

Fig. 5-15, reproduced from Ref. 37, shows the conductivity profile in the detonation zone for three explosives: nitromethane, Composition B, and liquid TNT. Here, conductivity is shown as a function of time. For purposes of orientation, time may be derived from distance at the rate of about 6 microns/nsec. Thus, the full scale on the abscissa of Fig. 5-15 corresponds to little more than 1 mm. The. unite on the ordinate.scale in Fig. 5-15 may be divided into 100 to obtain the resistivity in ohm-cm. Thus the lowest resistivity recorded for nitromethane is about 1 ohm-cm, for Comp. B about 0.1 ohm-cm, and for liquid TNT about 0.01 ohm-cm. The close agreement in the case of Comp. B with the value given by Jameson may be noted.

The highest value of conductivity in detonating explosives that has been recorded thus far (liquid TNT, Ref. 37) compares with that for an intrinsic semiconductor like germanium. It is less by a factor of 10 than the conductivity of graphite. if considered as a gaseous plasma, the detonation zone in liquid

TNT has a rather high conductivity; but, ifit is. considered. as a condensed phase comparable with carbon black, for example, its conductivity is not.sutprising. Hayes' finding in Ref. 37 that the peak conductivity of various explosives shows a close: correlation. with the amount of solid carbon in the detonation products may, therefore, have a significant bearing on the nature of this.phenomenon.



6-7 EMPIRICAL TESTS

In the early development. of expiosives, a number of empirical tests. evdlved to méasiire various "qualities" and ''quantities" associated with the explosives. Among the qualities that different explosives possessed in varying degree was what came to be known by the French term "brisance> which was méant to reflect the shattering ability of an explos.é, a8 distinguished from the "power" or ability to do work in moving rock, étc.. Thus, it was recognized that the work capability was an extensive property that depended on- the quantity of explosive; and the term "power'"',. sshich in this connection is quite confusing to 'physicists, meant a "'specifiz"" property related
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In principle, various methods that havé been used to measure conductivity. are similar, although they differ in experimental detail.and rigor of treatment. By measurement of 'the 'current i conducted between two electrodes in contact with a detonating charge when a voltage V is impressed, the résistance R is.determined according to Ohm's law, i.e., R = V/i. At any giver: instant the electrodes make contact with a conducting zone of some given shape which may either be conjectured or experimentally. mapped out in some way. If the conducting zone is considered to have uniform conductivity o throughout, the value of this quantity may be obtained from # through the use of a factor X, which may be called the effective '"'cell constant"; thus, o¢ = K/R. The term "cell constant" derives from the more familiar problem of measuring the conductivity of an electrolyte solution in a "'cell''-or container into which the electrodes dip. The cell constant in this case is determined by the size, shape, and separation of the electrodes; the size and shape of the cell; and the placement uf the electrodes in the cell or, in a word, by the "'geometry"' of the measuring device. In Ref. 35 Jameson describes a method of placing electrical probes within the charge and by this means determining the shape of the zone having a high electrical conductivity. He finds that this is of a conical shape, the base of the cone being coincident with the detonation shock front and comprising the full cross section of the charge at this point. The conical surface presumably represents the front of the advancing rarefaction or ''release'? wave that spreads into the detonati: n zone from. the free surface. Jameson made a "mock-up" of the conical conducting zone from graphite sheets of known electrical conductivity .and in this way determined the cell constant K for the particular electrode arrangement used in the explosive experiment. The implicit assumption here is that o is constant throughout the highly conducting zone mapped out by the probes. The value determined in this way for the resistivity of

Composition B was0.29 ohm-cm. Within -an order of magnitude this agrees with values reported by other workers? °,

The method reported by Hayes?' is considerably more elaborate. In the first place, Hayes extended the time resolution of his measurements about 1000-fold over other workers, employing nanosecond circuitry where others had used microsecond circuitry. And, instead of assuming that the conductivity throughout the detonation zone is constant, he has assumed that it varies.as-a function of time (or distance) behind the shock front, and' has determined this function by an elaborate scheme using a high-speed digital computer to analyze the observed electrical wave form from the conductivity probe. Hayes discovered that the onset of conductivity begins immediately at the precursor shock front (see Chapter 8) and in some cases passes: a peak withiri a few nanoseconds (which means, in terms of distance, only some several microns) behind the front. As. between various explosives, the peak conductivity varies by orders of magnitude; also the variation of conductivity with time-is decidedly different in various cases. Undoubtedly, thisreflects wide differences in the reaction kinetics andin the physical and chemical nature of the reaction /products..

Fig. 5-15, reproduced from.Ref. 37, shows the conductivity profile in the detonation zone for three explosives: nitromethane, Composition B, and liquid TNT. Here, conductivity, is shown xs a function of time. For purposes of orientation, time 'may be derived from distance at the rate of about 6 microns/nsec. Thus, the full scale on the ebscissa of Fig. 5-15 corresponds to little more than 1 mm. The units on the ordinate.scale in Fig. 5-15 may be divided into 100 to obtain the resistivity in ohm-cm. Thus the lowest resistivity recorded for nitromethane is about 1 ohm-cm, for Comp. B about 0.1 obm-cm, and for liquid TNT about 0.01 ohm-cm. The close agreement in the case of Comp. B with the value given by Jemeson may be noted.

The highest value of conductivity in detoneting explosives that has been recorded thus far (liquid TNT, Ref. 37) compares with that -for an intrinsic semiconductor like germanium. It is less by a factor of 10 than the conductivity of graphite. If considered as a gaseous plasma, the detonation zone in liquid we a aro ee eee eeneee renee

TNT has a rather. high. conductivity; but, if itsis considered as a condensed phase comparable with. carbon black, for example, its conductivity. is 'not surprising. Hayes' finding in Ref. 37 that the peak conductivity of 'various explosives sliows a Close correlation with the amount of solid carbon in the detonation products may, therefore, have a 'significant beating on the nature. of this.phenomenon.



5-7 EMPIRICAL TESTS:

In. the early development of explosives, a nuniber of empitical tests évolvéd: to. measure various "qualities" and ''quantities'' associated with the explosives. Among the quilities that different explosives -possesséd, in varying, degree was. what came to' be known by the French term: "bridance'? which. was meant to reflect the shattering ability of an explosive, as distinguished from the: "power" or ability to.do work in moving rock, ete. Thus,. it was recognizéd that the work capability was 'an extensive. property that depended on the quantity of explosive; and. the term "power", which in this corinection is quite confusing to physicists, meant a "specific" 'property related:
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Figure 5-15. Electrical Conductivity as a Function of Time in the Detonation Reaction Zone of Various Explosives

EAE Co ET,Ratti PCO. Reet SAREE Ot net, mee ft to the available work per unit weight. Brisance, on the other hand; is what one would'call an intensive property, which does: not depend on the quantity of explosive involved, providéd, of course; itis properly detonated.
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Various-tests were used that were supposed to measure either one or the other of 'the properties, brisance and power. A. typical brisance test, for example, was the plate-dent test. An explosive cartridge of a certain diameter was placed.-on end.in contact with. a stecl. plate of given, dimensions and then detonated from the opposite end. The depth of the derit was taken to be a measure of brisance, It was noted that thé depth was sensibly independent cf the length of the cartridge, provided it was not so short 'that initiation effects interfered. One recognizes that the test indication in this case, ie., the depth of the dent, is probably closely related t. the detonation pressure which is independent of charge length when the detonation wave is fully developed. Other intrinsic properties like density may also be related to this phenomenon.

Among the tests for. power were the lead block test and the Ballistic Mortar test. These are described in Chapter 3. In this -case the test indication—e. g., the volume of the cavity in the block, or the swing of the mortar' pendulum—were found to be approximately proportional to the quantity of explosive used in the test.

Although empirical tests such as these have 'been largely superseded, except, in some cases, for the routine testing of commercial explosives, they raise an interesting question: In arriving at a relative figure of merit for the explosive, how is the test indication to be used? It was common practice to use the test indication itself—for example, the volume of the cavity in cubic centimeters for the lead block test, or the pendulum arc in degrees for the ballistic mortar test. Obviously, the procedure is arbitrary in any case. Nevertheless, one is inclined to say, on the basis of:a given test, that a certain explosive is so many percentage points better than another; however, such a statement may be quite misleading, especially if the test indication is a highly nonlinear function of the weight of the test charge. Under these circumstances, it is preferable to compare the explosive on the basis of "'equivalent weights", i.e., on the basis that it requires a certain percentage more of one explosive to give the saime test indication as that given by another explosive. Indeed, if two different empirical tests (such as the lead block and the ballistic 'mortar, relate to the same basic extensive property in the 'explosive, then 'the relative equivalent weights for various explosives as registered in the two tests will be the same. If such is the case. thore is obviously some justification 'for using 'these test numbers to compare explosives.

The following analysis: of this problem is quoted from Ref. 38.

"Consider a test that yields.some méasurable indication J, such as a length,.a volume, etc. The quantity I may be a function of several properties of the explosive charge—stch as heat of explosion, available work, detonation velccity, or detonation pressure. (In addition, of course, J is functionally dependent on various parameters of the test device; but, because the test is standardized, these parameters appear as constant factors in the functional expression.) Heat and work are examples of what have 'been termed: extensive properties; the quantity G representing such a property is 'proportional to the mass m of the explosive (i.e., G = gin. Detonation velocity and pressure, on the other: hand, are examples of intensive properties, which are independent of the amount of explosive {aside from certain nonideal effects that are important for small amounts). 'Representing the intensive properties by the symbol g', we-may write, in general,

I=F(gm,g′) I = F(gm, g') \tag{5-17} 

"In the case where J is a function of only a single extensive property or linear combination of such properties, we can write for two different explosives 1 and 2

I1=f(g1m1) I_{1} = f(g_{1}m_{1})  I2=f(g2m2) I_{2} = f(g_{2}m_{2})  (5-18)

If I, is made equal to J,, then

g1m1=g2m2 g_1 m_1 = g_2 m_2 \tag{5-19} 

m1m2=g2g1 \frac{m_1}{m_2} = \frac{g_2}{g_1}  (5-20)
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CHAPTER 6 ELEMENTARY THEORY OF THE PLANE DETONATION WAVE


6-1 INTRODUCTION
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The first theoretical description of detonation waves was given by Chapman in 1899 and independently by Jouguet more than a decade later. When: considered in detail, reaction waves in. substances capable of exothermic reaction are of very considerable complexity. The elementary theory,..as formulated by Chapman and, Jouguet, is based on a highly ide. 'ized model, In spite of this fact, this simple theory reproduces the main features of the phenomenon with remarkable fidelity. The success of the simple theory has two important consequences: (1) it remains the principal computational tool for the evaluation of de.onation wave properties, and (2)-it provides the basis from which more detailed theoretical descriptions of particular phenomena are 'obtained by elaboration of the model.

The classical theory of Chapman and Jouguet is concerned with the propagation of a detonation wave at a constant velocity in one dimension as, for example, in the direction of the axis of a cylindrical stick of explosive. The initiation process requires a separate discussion. Because of the continuing relevance of this theory to the description of detonation phenomena, this chapter is devoted to a detailed -development of its consequences,



62 THE RANKINE-HUGONIOT EQUATION

In: formulating a simple model to serve as the basis of the elementary thermodynamic-hydrodynamic theory of the detonation wave, it is assumed that the chemical reaction by means of which the explosive is transformed into its products takes place instantaneously so that there is a sharply defined reaction front-treated as a mathematical discontinuity—advancing into the unreacted explosive. The transition across such a front is then similar in many respects to the transition across a shock front, In particular, it must be subject to the general conservation laws that apply across any discontinuity.

o~ Ns ya

We consider a wave of chemical reaction propagating in one dimension in the direction of increasing values of the coordinate x, and we denote ifs velocity with respect: to the unreacted material by D. Employing the notation exemplified by Fig. 6-1, we fix the origin of the x-coordinate- in the moving reaction) wave arid denote the velocity of unreacted material and reaction: products with. respect. to this origin ad in the direction of increasing x by w, and w, respectively. If.u | and.u, are the corresponding velocities relative to a fixed coordinate system,

wo=−D;w1=u1−u0−D w_o = -D; w_1 = u_1 - u_0 - D  (6-1)

The explosive is at pressure p; and density p, , and the reaction products are at pressure p, and. density p,, The variables characterizing the flow and those descriptive of the thermodynamic state are supposed to be uniform over any. plane. perpendicular to. the x-axis.

The conservation of mass and momentum across the discontinuity, comprising the reaction front, are expressed' by the mechanical conservation conditions which in 'the present nomenclature can 'be written

ρ̇owo=ρ1w1=−ρoD=mρ1−ρo=ρowo2−ρ1w12=m(w¯o−w1) \dot{\rho}_{o}w_{o} = \rho_{1}w_{1} = -\rho_{o}D = m 
\rho_{1} - \rho_{o} = \rho_{o}w_{o}^{2} - \rho_{1}w_{1}^{2} = m(\overline{w}_{o} - w_{1})  (6-2)

where m is the mass flux through the reaction: wave. When the condition for the conservation of energy is combined with these mechanical conditions, we obtain, as in the treatment of a simple shock wave (par. 2-8), the Rankine-Hugoniot equation

e1−e0=12(p1+p0)(v0−v1) e_1 - e_0 = \frac{1}{2}(p_1 + p_0)(v_0 - v_1)  (6-3)

which, for brevity, we shall refer to as the Hugoniot equation. Here, v = L/p is the specific volume; e, and e, are the specifie energy functions for unreacted material and reaction products, respectively. If the products are assumed to be in thermodynamic equilibrium or if their concentrations are arbitrarily specified, then their thermodynamic state is specified and fae er dale tee ce on sent Ne ate omens ab i cae ee ee ee
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e1=e(p1,v1) e_1 = e(p_1, v_1)  (6-4)

where e(p,v) is a known function of the state variables. The Hugoniot equation is thus a relation between thermodynamic: quantities-that determines the pressure Pp, asa function of the specific volume v, for specified initial pressure Pp, initial volume uy, , and 'for specified explosive for which c, at these initial conditions is fixed. It describes all of the states: (p,,v,) for given initia). state (p, ,u ): -and given explosive that .are compatible with the conservation conditions. These 'states: will be said to 'be centered on (Po, U,). In terms. of the specific enthalpy function

h=e+pv h = e + pv \tag{6.5} 

the Hugoniot equation can be written in the alternative form

h1−ho=12(p1−po)(v1+vo) h_1 - h_o = \frac{1}{2}(p_1 - p_o)(v_1 + v_o)  (6-6)

ee conservation conditions, Eqs. 6-2 and either . 6-3 or Eq. 6-6 have the same form as for shock waves. However, an essential difference arises from the fact that the specific energy and specific enthalpy functions .of the reaction products are different from the specific energy -or specific enthalpy of the unreacted material, respectively. In fact, the exothermal nature of the reaction process is expressed by the 'assumption that the energy and enthalpy of the products are less than the energy and enthalpy, respectively, of the unreacted material when the two quantities are compared at the same pressure and specific volume. This assumpticn is sufficient to assure the existence of reaction 'waves of finite propagation velocity in the e(P,,v,) = @, (6-10)

one-dimensional, instantanecus reaction approximation that is employed in this chapter as a model. In particular, it requires that

e(po,vo)<eo e(p_o, v_o) < e_o  and h(po,vo)<hoh(p_o, v_o) < h_o

which are equivalent.

The heat evolved during the decomposition of unit weight of explosive.at constant 'temperature and. pressure can be evaluated: from standard thermochemical data. Denote this:quantity by q and the initial:temperature by To, thien-

q=ho−h(po,To) q = h_o - h(p_o, T_o)  (6-8)

it is conventional to define an exothermal reaction as one for which gq, the thermochemical heat of reaction, 'is positive; explosives of practical importance are indeed characterized by: g > 0. However, Eq. 6-7 implies the requirement that

q>h(po,vo)−h(po,To) q > h(p_o, v_o) - h(p_o, T_o)  (6.9)
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"aeet aptoninte Bt nee metmentinat, ae the right-hand side of which. is negative for-real: materials. Consequently, Eq. 6-7-can-be-satisfied and, in the present approximation, reaction waves can exist for materials whose heat of decomposition g¢ is negative so long as'Eq. 6-9 is satisfied. Eq. 6-7 is evidently satisfied by all explosives characterized) by the stronger condition, q > 0.

Now, consider the point on the Hugoriot curve for whicn v, = vu, . This point corresponds to an hypothetical conversion of the explosive to its products at constant volume. Eq. 6-3 reduces to

e(p1,v0)=e0 e(p_1, v_0) = e_0 \tag{6-10} 

[image: Figure, page 129]

Figure 6-1, One-dimensional Reaction Wave
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TR IR em a gee aaiaanine to a een ee mer oe yng py geet we mei nee ee an implicit relation that can be solved for the pressure if the specific energy ..inction is known. This pressure, which we denote by p, and call the pressure for con-tant volume explosion, is determined by the specific energy of the explosive and its initial density, a fact made explicit by the notation

pe=p(eo,vo) p_e = p(e_o, v_o)  (6-11)

since we can regard the pressure as a function p(e,v) of the specific.energy .and.specific volume. Eq. 6-7, together with the basic assumption that

(∂e/∂p)v>0 (\partial e/\partial p)_v > 0 

for real systéms, shows that p, >p,. Similarly, consider the point for which p, = p, . This point corresponds to a hypothetical reaction at constant pressure. Eq. 6-6 reduces to

h(po,v1)=ho(6−12) h(p_{o}, v_{1}) = h_{o}      (6-12) 

an implicit relation that can be solved for the specific volume ix the specific enthalpy function is known. This quantity, which we denote by v, and call. the specific volume for constant pressure combustion, is determined 'by the specific enthalpy of the intact material and by the initial pressure, a fact made explicit by the notation pect mae Aamir yy wbeges

vc=v(ho,po) v_c = v(h_o, p_o) \tag{6-13} 

since we can regard the specific volume as a function u(h,p) of the specific enthalpy and pressure. Eq. 6-7 together with the busic 'assumption that

(∂h/∂v)n>0 (\partial h/\partial v)_n > 0 

for real systems, leads to the conclusion that Us > Uy. Thus, we have shown that the Hugoniot curve passes through the points (p.,u,) with p, > p, and (po,v,) with uv, > vo, instead of through the point (p,,v,) as in the case of the nonreactive shock wave. This characteristic of the Hugoniot curve for a reaction wave is a consequence of "he exothermal nature of the reaction. In par. 6-3, it is shown that the pressure p, satisfying the Hugoniot equation centered on given initial conditions increases with decreasing specific volume v, and thei the Hugoniot curve is concave upward in the (p,v)-plane.

The mechanical conservation conditions can: be combined to yield the. relation

−ρo2D2=(p1−po)/(v1−vo) -\rho_o^2 D^2 = (p_1 - p_o)/(v_1 - v_o)  (6.14)

Eq. 6-14 describes a straight' jine in the (P, Y, )- plane that is called the Rayleigh line. It. is the chord connecting the point (Dy Y4 ): tothe point (p,,v,). The propagation velocity. :D is. evidently' 'proportional to the square root.of'the negative slope of the Rayleigh li: >, Sirice- the left-hand member of this expression cannot be positive, the: pressure and specific volume must increase or decrease in an opposite sense in. passing through the reaction Wave. More: explicitly, it is evident that.v, <0, if py -2epe > po and py <P, if: Sv, > v,.-Futhermiore, points for which p, > py, >po andvg <vz <ye do not represent. states with a real 'propagation velocity and are excluded because they have no physical meaning. Thus, the Hugoniot utve The branch for which v; < v, ja. is called the detonation branch; that for which p, <p, is called the deflagration-branch: 'From: 'Eq. 6-14, it is seen that the propagation velocity is ihfinite for constant volume explosion,.v, =Do and: "py = Pe, implying: 'instantaneous conversion .of the explosive ta its products. This state 'is to be regarded 'a limiting one for reaction waves propagating. at very high velocity: When. Py. Po and v,; = u,, the propagation velocity 'is zero. The constant pressure combustion state'is thiis a limiting one for reaction waves propagating-with a small velocity.

Transitions on the deflagration branch of the Hugoniot curve are. seen to possess thequatitative properties ascribed to ordinary combustion: waves, In fact the flame temperature is tisually. calculated on the assumption that it differs negligibly from the temperature of the cons.Ant pressure combustion state and it is customary, in the theory of flame propagation, to assume-that the pressure drop through the combustion: wave is negligible. The defiagration branch of the Hugoniot curve does not, however, pravide a useful description of combustion 'waves propagating with small velocity because "he idealization of the wave as a discontinuous

[image: Figure, page 131]

Figure 6-2, Hugoniot Curve for Detonations and Deflagrations transition is too extreme to provide a useful 'model, The waves cescribed by the detonation branch of the 'Hugoniot curve are compressive. 'Therefore, we expect that the detonation wave observed in an actual explosive will be described, in terms of the simple model ernployed here, by some point on the Cstonation branch of the -Hugoniot curve. After an examination of the properties of the flows associated with each of these branches, it is possible to understand why the model affords agcod description of detonation waves. but not of combustion waves.

The properties of the Hugoniot curve and of the flows associated with the final states determined by it are deduced in detail in par, 6-3. dere, we summarize the results of that analysis. For one final state represented by a point on the detonation branch and for one final state represented by a point on the deflagration branch, the Rayleigh line is tangent to the Hugoniot curve. These two states are called Chapman-Jouguet states. Points on the detonation branch of the Hugoniot curve for which the pressure is greater than that at the Chapman-Jouguet -point are called strong detonations, and those for which the.pressure is less than the Chapman-Jouguet pressure are called weak detonations. Points on the deflagration branch are called weak or strong deflagrations, according ta whether the pressure is greater than or less than, respectively, the pressure of, the Chapman-Jouguet deflagration. A Rayleigh line with a slope somewhat less than that through 'the Chapman-Jougiet detonation~i.e., corresponding to a greater value of intersects the detonation branch at two points, one a weak detonation and the other a strong detonation. Similarly, a Rayleigh line with a slope somewhat greater than that through the Chapman-dJouguet /eflagration—i.e., ae. Si, Ae Le hd et ence mite ah etl %

Rane ete

/Senior EE* 'ai t¥, cme ete mi tS ne Laat Aig, cuitie en nN EM te a a eM a ae a i cane te

. em» 2

. Nae OT tit s uae

, ee No

> . a we

SN at ane Pe lt, Sn

En eee corresponding to a-smaller value of D—intersects the deflagration branch. at two points, one a weak deflagration. and the other astrong deflagration. These definitions are shown on Fig. 6-3. We note that,. except for the Chapman-Jouguet state, there are two 'detonations, oné weak and one strong, satisfying the conservaticn conditions and having the same propagation velocity. A similar statemé,, applies to the deflagration branch -of the: .Jugoniot curve. There are no. more than: the 'wo intersections of a given Rayleagh line with either -branch- of.the curve.

The Chapman-Jouguet states.on the Hugoniot curve have certain: unique properties which are stated 'here and which are deduced the next paragriph. Among the various processes starting aS:
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from the specified initial state, a Chapm an-Jouguet detonation leads to a minimum value for the propagation Velocity D, relative to the unreacted material, and a Chapman- -Jouguet deflagration leads to a maximum value of this quantity. The entropy. of the reaction products varies along the 'Higoniot curve. The entropy. also attains astationary value at a Chapman-Jouguet point, a minimum. for a detonation and a maximum 'for a deflagration. The Hugoniot curve is: 'tangent ata Chapman-Jotiguet point to the. isen trope -passing: through. that point. Since the. Rayleigh: dJine through a Chapman-Jouguet point is tangent.to. the Hugoniot curve, it is also tanger. 'to the isentrope through the ChapmanJouguet. point at that point. Chapman in 1899 recognized that
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Figure 6-3, Nomenclature wh the Hugoniot Curve for Detonations and Defiagrations the detonation velocity corresponding to a tangent Rayleigh line.is a minimum.

In the regions of strong detonations and weak deflagrations, the iser:tropes rise with increasing pressure more steeply than the Rayleigh line and less steeply than the Hugonoit curve. Conversely, in regions of weak detonations and sttong deflagrations, thé isentropes rise with 'increasing pressure less steeply than 'the Rayleigh. line and more steeply than the Hugoniot curve. These relationships are indicated: in Fig: 6-4. itis seen that the 'isentrope through the intersection of a Rayleigh line with the Hugoniot curve always lies between 'the Rayleigh line and the Hugoniot curve.

As a direct consequence of the nature of the variation of entropy along the Hugoniot curve, certain qualitative statements can be made'as to: 'the. nature of the flows associated with states represented by points on the various'sections of the curve. These conclusions result from. the mechanical conservation conditions and are derived in the next paragraph. As summarized, they have béen called Jouguet's rule. It is shown that the flow of the reaction products relative to the reaction front is subsonic behind astrong detonation or weak deflagration, sonic behind a Chapman-Jouguet detonation or deflagration, and supersonic behind a weak detonation or strong deflagration. if we refer to Fig. 6-3, these statements are expressed by the rélations

|w1|<c1 |w_1| < c_1  on AB and DE

|w2|=c1|w_2| = c_1 at B and E

|w3|>c1|w_3| > c_1 on BC and EF ym ke me a ti A et
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AE iw ee cate Te at ne where.c, is the véiocity of sownd at the 'point (Py v,). It is also shown that. the flow of the intact material relative to the reaction front 'is supersonic ahead of a detonation wave and subsonic ahéad of a deflagration wave. Again referring to Fig: 6-3, these statements are expressed by the relations,,.

D>co D > c_o  on ABC

D<coD < c_o on DEF where c, is the speed of-.sound in the unreacted material at pressure p, atid specific volume v.
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Figure 6-4. Hugoniot Curve (H), Rayleigh Line (R), and Isentropes (dashed curves) for (A) Strong Detonations and Weak Deflagrations, (B) Chapman-Jouguet Detonation and Deflugration, and (C) Weak Detonations and Strong Deflagrations

-Considcration of the mechanical .conservation conditions reveals a further distinction between detonations:and deflag-ations. Eqs. 6-1 and 6-2 can be combined to yield ae
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u1−uov1−vo=ρo2D2 \frac{u_1 - u_o}{v_1 - v_o} = \rho_o^2 D^2 \tag{6-17} 

the right-hand member of which is negative. This relation shows that the material velocity decreases in passing through a stationazy detonation front, for which v, < 0,; and increases in passing through a stationary defligration front, for which v, > vu,. If the 'unreacted material is at rest relative to fixed coordinates.(1) u, =O and u, <0 if the reaction wave is a, deflagration, 'and (2) u, > O if the reaction wave is. a detonation. The change of material.velocity in passing through the réaction front is compared in Fig. 6-5 for adetonation and a deflagration with the unreacted material at rest: For a détonation wave, the motion of the reaction products is directed toward.the reaction. front, and for a deflagration wave-the motion. of the reaction products is away from: the reaction front. For the Chapman:Jouguet detonation: in an explosive at.rest, the expression of Eq. 6-15 .can be written

D=u1+c1(6−18) D = u_1 + c_1        (6-18) 

Jouguet in 19056 recognized that the 'propagation of the detonation wave for -which the Rayleigh line is tangent to the 'Hugoniot curve is sonic with respect to the reaction products.

The conservation 'laws, when applied. across the feaction front; simply enumerate: all: of the states and. describe. the associated flows.on either side of the front that are. accessible for agivéri 'material. at specified initial conditions. Physical reality does not present all of the states.that are 'possible for the simplified model that has been 'employed. When the model is refined 'by removing: the assumption of an infinitely fast reaction and by considering:a. reaction. zone of finite thickness it will be concluded that weak detonations do not usually exist, and strong deflagrations can never exist. Anticipating the result' of that analysis, we shall give no further consideration to these sections of the 'Hugoniot curve, restricting the. discussion: to-:those: 'sections representing physically realizable states that are. shown on Fig. 6-6.

the same Jouguet's rule indicates the reason why a theoretical description of a reaction wave based on the laws of conservation across:the reaction: front can be useful fora detonation wave and at time not useful for a combustion wave. Since 'the flow ahead. of a deflagration wave jis subsonic with respect to the wave, the flow ahead of the wave is influenced by the deflagration wave itself. This. is not the case for a detcnation wave where the flow of the unreacted explosive is supersonic with respect to
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Figure 6-5, Wave Path W and Particle path P for (A) a Detonation and (B) a Deflagration With ui=0 a eee et a ee ee ce etn me tee nm ge ne a cee ee em me ee ee

Pe es eet the detonation front. It is, in fact, a consequence of this distinction that flows associated' with deflagration waves have oné more degree of indeterminacy than flows associated with detonation waves, and this additional degree. of indeterminacy requires consideration: of the conduction of heat and diffusion of molecular species on each side of the wave, We shali continue the analysis of weak deflagration waves:in the next paragraph because the results obtained will find an application subsequently.



6-3 PROPERTIES OF THE HUGONIOT CURVE

_In this paragraph, the properties. of the Hugoniot curve and of the flows associated-with it will be deduced. We assume the existence of an equation of state, both for the unreacted 'materia! and for the reaction products. The equation of state for either medium is of the form p = p(v,s) if the entropy and specific volume are taken as independent state variables. We assume again that
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∂p∂v=−ρ2c2<0 \frac{\partial p}{\partial v} = -\rho^2 c^2 < 0  ∂2p∂v2>0,∂p∂s>0 \frac{\partial^2 p}{\partial v^2} > 0, \frac{\partial p}{\partial s} > 0  (6-19)
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Thesé: assumptions have the effect ofspecifying curves. of constant entropy, s(p,v) =constant, which form a nonintersecting family in the (p,v)-plane, decreasing and concave toward. positive: v- and with the entropy increasing .on
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~ ~ Se er eee a any radius.from the origin. We assume that the composition of the unreacted. material is fixed and given by the initial' specifications of the op (a s\ __ (4 P (6:25) : \ system, and that the reaction products are in ds \q;? \au? thermodynamic equilibrium. Then for either medium, the second law of thermodynamics is expressed by
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de=Tds−pdv(6−20*) de = Tds - pdv       (6-20*) 

_——————————————— eee —e and the derivatives of Eqs. 6-19, in the case of the reaction. products, are taken at equilibrium: composition*. The exothermic character of the reaction is expressed by the requirement that for the same: pressure and specific volume the specific energy of the unreacted material is greater than the specific energy of the reaction products.

The discussion of the properties of the Hugoniot curve is facilitated by the definition of the Hugoniot function

H(p,v)=e(p,v)−e(po,vo)+12(p+po)(v−vo) H(p,v) = e(p,v) - e(p_o,v_o) + \frac{1}{2}(p + p_o)(v - v_o)  (6-21)

In terms of this function, the Hugoniot equation Eq. 6-3; can be written

H(p0,v0)=e0−e(p0,v0)=J(p0,v0) H(p_{0}, v_{0}) = e_{0} - e(p_{0}, v_{0}) = J(p_{0}, v_{0})  (6-22)

The exothermal character of the reaction is expressed by the requirement that J(p_,v,)> 0.

First, we want to prove that the entropy has at most a single extremum on astraight line in the (p,v)-plane and. that such an extremum is a 'maximum. A ray R through the point (pv, ) can be represented in terms of the parameter r and two constants a and b by

p=po+ar p = p_o + ar  , v=vo+brv = v_o + br

a=p1−poa = p_1 - p_o , b=v1−vob = v_1 - v_o (6-23)

Then, on R, dp = adr, du =bdr, and

dsdr=a(∂s∂p)+b(∂s∂v)=∂s∂p[a−b(∂p∂v)](6.24)∂p∂v=−ρ2c2=a/b(6.29) \frac{ds}{dr} = a\left(\frac{\partial s}{\partial p}\right) + b\left(\frac{\partial s}{\partial v}\right) = \frac{\partial s}{\partial p}\left[a - b\left(\frac{\partial p}{\partial v}\right)\right] \quad (6.24) \qquad \qquad \frac{\partial p}{\partial v} = -\rho^2 c^2 = a/b \quad (6.29) 

*Since Eq. 6-20 applies either to changes at equilibrium or to changes at an arbitrarily specified compasition, the analysis of this paragraph is also applicable if It is asstimed that the explosion products are constrained to such an arbitrarily specified constant composition,

At an extremum, ds/dr= 0, so.that an extremum

∂p∂s(d2sdr2)=−b2(∂2p∂v2) \frac{\partial p}{\partial s} \left( \frac{d^2 s}{dr^2} \right) = -b^2 \left( \frac{\partial^2 p}{\partial v^2} \right) \tag{6-25} 

By Eqs. 6-19, dp/ds > 0 and 42p/du? > 9, Therefore, at, an extremum d?s/dr? < 0. We have proved tliat the extremum, if it exists; must be a maximum. Therefore, the entropy can attain at most one such stationary value on a straight line or ray through (p,,t,) in the (p,»)-plane. ,

Now, consider the Value of the Hugoniot function H(p,v) along the ray R represented 'by kgs. 6-23. Differentiating Eq. 6:21 at constant p, and u,, we obtain

dH=de+12(p+p0)dv+12(v−v0)dp dH = de + \frac{1}{2}(p + p_0)dv + \frac{1}{2}(v - v_0)dp  (6-26)

and with Eq. 6-20, this becomes

dH=Tds−12(p−p0)dv+12(v−v0)dp dH = Tds - \frac{1}{2}(p - p_0)dv + \frac{1}{2}(v - v_0)dp  (6-27)

Therefore, on the ray R

dH=Tds(6−28) dH = Tds         (6-28) 

If both the entropy and the Hugoniot function are considered functions of the parameter r on the ray R, we -have proved 'that they are simultaneously stationary if either one is stationary. Fi:rthermore,.since:a stationary value: of the entropy is amaximum,,a stationary value of the Hugoniot function is a: maximum on R. Since the entropy can attain at most one maximum on a ray R, it follows that the Hugoniot function can attain at most one maximum on R,

Heving shown that the -entropy and the Hugoniot function simultaneously attain maxima at not more than one point on any-ray in the (p,v)-plane, we want to prove that there js one such point on any Rayleigh line corresponding to finite propagation velocity: In view of Eq. 6-24, the entropy is e maximum on

∂p∂v=−ρ2c2=a/b \frac{\partial p}{\partial v} = -\rho^2 c^2 = a/b \tag{6-29} 

Along any Rayleigh line, defined by Eq. 6-14

a/b=−ρ02D2<0 a/b = -\rho_0^2 D^2 < 0 \tag{6-30} 
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'Therefore, the entropy~and simultaneously, the Hugoniot function—attains a maximum at a point (p,v) determined by

ρc=ρoD \rho c = \rho_o D  p=p(v,s),c=c(v,s) p = p(v,s), \quad c = c(v,s)  (6-31)

negative, together with Eqs. 6-22, where the sound speed c is a _ sitive quantity and a function of the state of the gas. Eq. 6-31 is the condition that a line of slope.a/b oe tangent to an isentrope. By Eqs. 6-19, the slope of any isentrope is always incféasing monotonically with increasing uv. Fo: a gas, the slope tends asymptotically '"o zero as vu_ increases indefinitely. The.zipre, any iseritrope has a point of tangericy +.2 tine of specified slope a/d if a/b < 0, and. -suc.; @ line is parallel to the Rayleigh line of. the:saine slope through a fixed initial point. Since, ..y Eqs. 6-19, the entropy increases monotong<lly along any radius. through the origin inthe (p;v)-plane, there exists an: isentrope whose tangent of specified slope a/b passes. through the fixed initial point and is thus identical with the Rayleigh line. Therefore, Eys. 6-22-and-6-31 always possess a solution. We have. proved that the entropy and the Hugoniot function simultaneously attain maxima atone and only one point on 'every Rayleigh line corresponding to finite propagation velocity.

Each: point (p, ,v,) on the Hugoniot curve described -by Eq: boy is ona Rayleigh line 'defined 'by Eq. 6-14, when. the. propagation velocity D is fixed by the point (p, ,v, ): Since the Hugoniot function is constant on the Hugoriot curve and since it attains a maximum on a Rayleigh line, the Rayleigh line througn (P, UY, ) must have a secona:intersection with the Hugoniot curve~i.e.,.(py;04,) unless (p, U,)isa 'point on the Rayleigh line at which the Hugoniot function is a maximum. Since the Hugoniot function attains only a single maximum on a Rayleigh line, a Rayleigh line cannot intersect the Hugoniot curve at more than two points. We now consider: the case of two intersections and, for definiteness, we let v, <v,. Then the requirement that the slope of the Rayleigh line be negative implies that p, > P;. We call the point (p;,v;) an upper point and the point (p, ,v,) a lower point. An upper point on the detonation branch of the Hugoniot curve is a strong detonation; on the deflagration branch, an upper point is a weak deflagration. A lower point on the detonation branch is-a weak. detonation, and a lower point on 'the deflagration branch is a strong deflagration.

Since the Hugoniot function has the same value at the two points (p, ,v,) and (pi vt )-of the intersection of a Rayleigh lite with: the Hugoniot curve, it attains 2 maximum-at some intermediate point. The entropy attains a maximum at the same _ intermediate: point. Therefore

$$ \frac{ds}{dr} > 0 \text{ at } (p_1, v_1) \\
\frac{ds}{dr} < 0 \text{ at } (p_1', v_1') $$ (6-32)

on the detonation branch (where v,< v,) and

$$ \frac{ds}{dr} < 0 \text{ at } (p_1, v_1) \\
\frac{ds}{dr} > 0 \text{ at } (p_1', v_1') $$ (6-33)
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._ mm sil ee a eM me yh ek can at on the deflagration branch (where v, > u,). Since dp/ds > 0 by Eq. 6-19, we can write, for, either branch

1v1−vo(∂p∂s)(dsdr)<0 at (p1,v1) \frac{1}{v_1 - v_o} \left( \frac{\partial p}{\partial s} \right) \left( \frac{ds}{dr} \right) < 0 \text{ at } (p_1, v_1)  1v1−vo(∂p∂s)(dsdr)>0 at (p′1,v′1) \frac{1}{v_1 - v_o} \left( \frac{\partial p}{\partial s} \right) \left( \frac{ds}{dr} \right) > 0 \text{ at } (p'_1, v'_1)  (6.34)

By use of Eqs. 6-23, 6-24, and 6-30, these ineguaities become

∣ρ12c12−ρo2D2<0 at (p1,v1)ρ12c12−ρo2D2>0 at (p′1,v′1)∣(6−35) \begin{vmatrix}
\rho_1^2 c_1^2 - \rho_o^2 D^2 < 0 \text{ at } (p_1, v_1) \\
\rho_1^2 c_1^2 - \rho_o^2 D^2 > 0 \text{ at } (p'_1, v'_1)
\end{vmatrix} (6-35) 

Because of the conservation of mass acrass the discontinuity, Eq. 6-2, these statements can be transformed to

|U1|>c1 at (p1,v1) |U_1| > c_1 \text{ at } (p_1, v_1)  |U1|<c1 at (p1′,v1′) |U_1| < c_1 \text{ at } (p_1', v_1')  (6-36)

We have proved thal the gas flow relative to the reaction front.is subsonic behind an upper point, i.e., a strong detonation or weak deflagration;
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Bites and supersonic behind a lower point, i.e,, a weak detonation or strong deflagration. These conclusions form a part of Jouguet's rule.

If a Rayleigh line intersects the Hugoniot curve at a single point, then the Hugoniot function attains a maximum on the Rayleigh line at the point of intersection. Consequently, the entropy is a maximum on the Rayleigh line at-the point of intersection and

dsdr=0 \frac{ds}{dr} = 0 \tag{6-37} 

Using Eqs. 6-23, 6-24 and'6-30, wevhave, at such an intersection,

ρ12c12=ρ02D2 \rho_1^2 c_1^2 = \rho_0^2 D^2 \tag{6-38} 

and this relation implies that ei Pathe.

|U1|=c1(6.39) |U_1| = c_1      (6.39) 

If the Rayleigh line intersects the Hugoniot curve at a single point, the state described by such an-intersection is a Chapman-Jouguet state. 'We have proved that the gas flow relative to the reaction front is sonic behind a Chapman-Jouguet state. This is the property formulated by Jouguet in 1905, and this conclusion forms another part of Jouguet's rule.

We have: noted that the Hugoniot function attains a stationary (maximum) value on the Rayleigh line through a Chapman-Jouguet point at the ChapmanJouguet point. Along the Hugoniot curve, dH(p, ,v, ) = 0. Therefore, the Rayleigh line through the Chapman-Jouguet point is tangent at that point to the Hugoniot curve, i.e.,

dp1dv1=p1−p0v1−v0=−ρ02D2 \frac{dp_1}{dv_1} = \frac{p_1 - p_0}{v_1 - v_0} = -\rho_0^2 D^2  (6-40)

at a Chaprnan-Jouguet point. Since this Rayleigh line is also tangent to the isentrope passing 'through 'the Chapman-Jouguet point, the Hugoniot curve is tangent at a Chapman-Jouguet point to the isentrope through the point. It follows that the entropy attains a stationary value on the Hugoniot curve at a Chapman-Jouguet point. Thus, we have shown that

dp1dv1=−ρ12c12 \frac{dp_1}{dv_1} = -\rho_1^2 c_1^2 \tag{6-41} 

at a Chapman—Jouguet poin, an expression that can be obtained by combining Eqs. 6-38 and 6-40, and we have also sown that

ds1=0(6−42) ds_1 = 0         (6-42) 

on the Hugoniot curve, an expression that can be obtained from Eq. 6-27 with dH(p, ,v,) = 0 and Eq. 6-40. If the equation of 'the Ravleigh line, Eq. 6-14 is differentiated,

DdD=(vov1−vo)2[12(p1−po)dv,(6−43)] DdD = \left(\frac{v_o}{v_1 - v_o}\right)^2 \left[\frac{1}{2}(p_1 - p_o)dv, \quad (6-43)\right]  −12(v1−vo)dp1 -\frac{1}{2}(v_1 - v_o)dp_1 

Using Eq. 6-40, we see that "

dD=0(6−44) dD = 0       (6-44) 

at a Chapman-Jouguet point. We have proved that among the-various reactive flows described by the 'Hugoniot curve; she 'low for a Chapman-Jouguet point leads to. 4 stationary value for the velocity of die s-sction front relative to the unreacted maicrial 'hir is the property identified by Shapman in 1899.

'Along the Hugoniot curve, where dH(p,v,) = 0, Eq. 6-27 is.

T1ds1=12(p1−p0)dv1−12(v1−v0)dp1(6.45) T_1 ds_1 = \frac{1}{2}(p_1 - p_0)dv_1 - \frac{1}{2}(v_1 - v_0)dp_1 (6.45) 

The pressure is.given by the-equation of:staté'as a function of specific volume. and entropy. Using Eqs. 6-19, we can write

dp1=−ρ12c12dv1+(∂p/∂s)1ds1(6−46) dp_1 = -\rho_1^2 c_1^2 dv_1 + (\partial p/\partial s)_1 ds_1 \qquad (6-46) 

and transform Eq. 6-45 to

AT1(ds1dv1)=12(v1−vo)(ρ12c12−ρo2D2) AT_{1}\left(\frac{ds_{1}}{dv_{1}}\right) = \frac{1}{2}(v_{1} - v_{o})(\rho_{1}^{2}c_{1}^{2} - \rho_{o}^{2}D^{2})  A=1+12(v1−vo)(1T1∂p∂s1) A = 1 + \frac{1}{2}(v_{1} - v_{o})\left(\frac{1}{T_{1}}\sqrt{\frac{\partial p}{\partial s_{1}}}\right)  (6-47)

where we have employed Eq. 6-14 to eliminate the pressure difference p, ~p,,.

Before discussing the implication of Eq. 6-47, it is necessary to consider the behavior of the function A. Since dp/ds > 0 by Eqs. 6-19, this quantity is clearly positive everywhere on the nee ene ee eR eee deflagration branch of the Hugoniot curve, where v¥, > u,, and av the point on the detonation branch for constant volume explosion, v; = Uv,. Consequently, on the deflagration branch, in view of Eqs, 6-35,

ds1dv1>0 if ρ12c12>ρ2D2 \frac{ds_1}{dv_1} > 0 \text{ if } \rho_1^2 c_1^2 > \rho^2 D^2  (6-48)

ie., for'a weak deflagration; and

ds1dv<0 if ρ12c12<ρ02D2(ℓ−49) \frac{ds_1}{dv} < 0 \text{ if } \rho_1^2 c_1^2 < \rho_0^2 D^2 \qquad (\ell-49) 

ie:, for a strong deflagration. From Eqs. 6-42 and 6-45 we obtain the relation

DdD=(vov1−vo)2T1ds1 DdD = \left(\frac{v_o}{v_1 - v_o}\right)^2 T_1 ds_1 \tag{6-50} 

from which. we infer that

dv1dD>0 or dv1dD<0 \frac{dv_1}{dD} > 0 \text{ or } \frac{dv_1}{dD} < 0 \tag{6-51} 

for a weak or for a strong deflagration, respectively. If the slope of the Rayleigh line is increased, so that the velocity D:is decreased, we see that the specific volume of 'the upper (weak deflagration) intersection with the Hugoniot curve decreases and the specific volume ofthe lower (strong deflagration) intersection increases, In the limit of zero slope and zero: velocity, the upper intersection must coincide with the specific volume for constant pressure combustion -since P, = pi > Pp, The specific volume of the lower intersection tends toward infinity as the slope of the Rayleigh line tends toward zero because of Eq. 6-14. Conversely, if the slope of the Rayleigh line is decreased, so that the velocity D is increased, the specific volume of the upper intersection increases and the specific volume of the lower intersection decreases, Since v, < v,, these intersections eventually coalesce as the slope of the Rayleigh line continues to decrease. It has been shown that such a single point of intersection is a Chapman-Jouguet point.

Before applying Eq. 6-47 to the detonation branch of the Hugoniot curve, we want to show that the coefficient A is positive everywhere on this branch, To do this, we can adapt an analysis due to Becker. Consider any Rayleigh line intersecting the Hugoniot curve at two points—i.e., (p, uy) and (p,,v,)—where v, < v, so that P, > p,. Each of these points satisfies the: Hugoniot equation, Eq. 6-22. Ife, is eliminated between the two relations obtained when Eq. 6-22 is.specialized in turn to the two points and if account is taken of the fact that both points are onthe same Rayleigh line, it is easy to show that

e(p′1,v′1)−e(p1,v1)=12(p′1+p1)(v1−v′1) e(p'_1,v'_1) - e(p_1,v_1) = \frac{1}{2}(p'_1 + p_1)(v_1 - v'_1)  (6-52)

This relation will 'be recognized to be the Hugoniot equation: centered -on- (Dit) for a shock wave in: the reaction products, and itis a condition that a shocked state (p',v') tu_st satisfy for given initial state (p,,v,). (Eq. 6-52 coincides with Eq. 6- 20 only at the two points of intersection of the Rayleigh line with the reaction Hugoniot curve.) Now, we consider Bb and v; to be variables satisfying Eq. 6-52 and obtain, by differentiation at constant Py and Vy and the use of Eq. 6-19, the relation

T1′ds1′=12(p1′−p1)dv1′−12(v1′−v1)dp1′ T_1' ds_1' = \frac{1}{2}(p_1' - p_1)dv_1' - \frac{1}{2}(v_1' - v_1)dp_1'  (6-53)

Ae nso .

ee a i. 2 i eee where the prime indicates that 'the. quantity 5O designated is evaluated at (P., v'). We again regard the pressure a function of entropy and spécific volume so the relation equivalent to Eq. 6-46 applies, and Eq. 6-53: becomes

$$ \begin{bmatrix}
1 + \frac{1}{2}(v_1' - v_0) \left(\frac{1}{T_1'}\right) \left(\frac{\partial \rho}{\partial s}\right)_1' \right] (T_1') \frac{ds_1'}{dv_1'} \\
= (v_1' - v_1) \left[ (\rho_1'c_1')^2 - \rho_0^2 D^2 \right] $$ (6-54)

where we have again employed the fact that the: two points are on the same Rayleigh line. By Hq. 6-35, the right.aand member of Eq. 6-52 is negative. It has been shown, as for example by Courant and Friedrichs, that ds; /du{<0 for a shock wave described by Eq. 6-52 in a medium whose equation of state conforms to Eqs. 6-19, Therefore

1+12(v1′−v1)(1T1′)(∂p∂s)1′>0(6−55) 1 + \frac{1}{2}(v_1' - v_1) \left(\frac{1}{T_1'}\right) \left(\frac{\partial p}{\partial s}\right)_1' > 0 \qquad (6-55) 

The specific volume », of the lower intersection can be allowed to approach as closely as is desired the initial volume v, so that p, > p, as Vy ~U,. Then, it is necessary that p, > =as uy ~>u,. From Eq. 6-55, we conclude that A > 0 as oS eo the pressure increases indefinitely. We have noted that A > 0 when v, = u,. Since the pressure and temperature, and their derivatives are continuous functions of the entropy and specific volume; the coefficient A,the derivative ds,/dv,, and the right-hand member of the first of Eq. 6-47 must be continuous on the Hugoniot curve. 'Therefore, the coefficient A which has been shown to be positive for the maximum and minimum values of v,; on the detonation branch of the Hugoniot curve, is positive everywhere on the detonation branch of the Hugoniot curve.

From Eq. 6-47, we now conclude that on the detonation branch of the Hugoniot curve

ds1dv1<0 if ρ12c12>ρo2D2 \frac{ds_1}{dv_1} < 0 \text{ if } \rho_1^2 c_1^2 > \rho_o^2 D^2 \tag{6-56} 

i.e., for a'strong detonation; and

ds1dv1>0 if ρ12c12<ρ02D2 \frac{ds_1}{dv_1} > 0 \text{ if } \rho_1^2 c_1^2 < \rho_0^2 D^2  (6-57)

i.e., for a weak detonation. Using Eq. 6-50, we infer that.

dv1dD<0 or dv1dD>0 \frac{dv_1}{dD} < 0 \text{ or } \frac{dv_1}{dD} > 0 \tag{6-58} 

for a strong or for a weak detonation, respectively. If the slope of the Rayleigh line is décreased, so that the velocity D is increased, we see that the specific volume of the upper (strong detonation) intersection with the Hugoniot curve decreases and the specific volume of the lower (weak detonation) intersection increases. In the limit of negatively infinite slope and infinite velocity, the lower intersection must coincide with that for constant volume explosion since v, <u, =vu,. The pressure of the upper intersection tends toward infinity as the slope of the Rayleigh line becomes negatively infinite, because of Eq. 6-14. Conversely, if the slope of the Rayleigh line is increased so that the velocity D is decreased, the spédcific volume of the upper intersection increases and the specific volume of the lower intersection decreases. Since v; <u,, these intersections eventually coalesce as the slope of the Rayleigh line continues to increase. Such a single point of intersection has been shown to be a Chapman-Jouguet point.

The character of the stationary values of entropy and propagation velocity at Chapman-Jouguet points can be described

/ specifically. Differentiating Eq. 6-47 and using Bqs. 6-88 and 6-42, we obtain

AT1(d2s1dv12)=−12(v1−vo)(∂2p∂v2)1(6−59) AT_{1}\left(\frac{d^{2}s_{1}}{dv_{1}^{2}}\right) = -\frac{1}{2}\left(v_{1} - v_{o}\right)\left(\frac{\partial^{2}p}{\partial v^{2}}\right)_{1} \qquad (6-59) 

at a Chapman-Jouguet point. Since d?p/dv? > 0 by Eqs. 6-19 and since A > 0, we conclude that

d2s1dvi2<0 or d2s1dvi2>0 \frac{d^2s_1}{dv_i^2} < 0 \text{ or } \frac{d^2s_1}{dv_i^2} > 0  (6-60)

for a Chapmah-—Jouguet deflagration or detonation, respectively. From Eq. 6-60 we have

d2D2dv12=2(vov1−vc)2(T1)d2s1dv12 \frac{d^2D^2}{dv_1^2} = 2\left(\frac{v_o}{v_1 - v_c}\right)^2 (T_1) \frac{d^2s_1}{dv_1^2}  (6-61)

at a Chapman-Jouguet point. Therefore,

d2D2dv12<0 or d2D2dv12>0 \frac{d^2D^2}{dv_1^2} < 0 \text{ or } \frac{d^2D^2}{dv_1^2} > 0  (6-62)

for a Chapman-Jouguet deflagration or detonation, respectively. It follows that the entropy and propagation velocity are relative maxima at a Chapman-Jouguet deflagration and relative minima at a Chapman-Jouguet detonation. Since the entropy is a maximum at a Chapman-Jouguet..deflagration, there is at most one Chapman-Jouguet point on the deflagration branch of the Hugoniot curve. We have demonstrated the existence of one such point separating a region of strong deflagrations: from one of weak -deflagrations. Therefore, the deflagraion kianch. consists of two sections, the one consisting..of astrong deflagration and the other of weak deflagrations, separated by a Chapman-Jouguet poin. Similarly, we conclude that the detonation branch of the Hugoniot curve is divided by a ChapmanJouguet point into an upper section corisisting of strong detonations and a lower section consisting of weak detonations. The properties now attributed to the Hugoniot curve require that

dp1dv1<0,d2p1dv12>0 \frac{dp_1}{dv_1} < 0 , \frac{d^2p_1}{dv_1^2} > 0  (6-63)

and these properties are a direct consequence of the assumptions regarding the equation of state that are expressed by Eqs. 6-19.

In order to establish Jouguet's rule for the state ahead of the reaction front, we define a Hugoniot function H, for the unreacted matutial by

Ḣo(p,v)=eo(p,v)−eo(p1,v1)+12(p+p1)(v−v1) \dot{H}_{o}(p,v) = e_{o}(p,v) - e_{o}(p_{1},v_{1}) 
+ \frac{1}{2}(p + p_{1})(v - v_{1})  (6-64)

where we regard the final state (p, »U, ) as fixed and where ¢, (p,v) is the specific energy.- function for the unreacted material. The -Hugoniot equation, Eq. 6-24, can nuw-be written

Ho(po,vo)=e(p1,v1)−eo(p1,v1) H_o(p_o, v_o) = e(p_1, v_1) - e_o(p_1, v_1)  =−J(p1,v1) = -J(p_1, v_1)  (6-65)

-where the exothermal nature of tie-1eaction is expressed by the requirement that J(p,,v,) > 0. The curve defined by Eq. 6-65 is sketched in Fig. 6-3. It consist of two branches, one of which is the locus of initial states from which the specified final state can be reached when the final state is a detonation, the other being the locus of initial states when the same final state is a deflagration. An analysis identical to that previously employed demonstrates that the Hugoniot junction and entropy of the unreacted' material attain one and only one stationary value along the Rayleigh line and that this stationary value is, for each finction, a maximum. In the present case, a Rayleigh line can have only a single intersection with either branch of the Hugoniot curve defined by Eq. 6-65. If a second intersection with one of the 'branches were to exist, the function H, , which vanishes at (p,,v,), 'would have the same negative value at each intersection and hence a minimum on the Rayleigh line between:the two intersections; this is impossible. Therefore, a second intersection with the same branch of this curve is impossible. For the present choice of variables, the Rayleigh line can be represented in terms of a parameter r, by

p=p1+aro,v=v1+bro p = p_1 + ar_o , v = v_1 + br_o  a=po−p1,b=vo−v1 a = p_o - p_1 , b = v_o - v_1  (6-66)

where a/b = — p2.D? by Eq. 6-14. The expression analogous to Eq. 6-24 for the unreacted material is

dsodro=(∂so∂p)o(α+bρo2co2) \frac{ds_o}{dr_o} = \left(\frac{\partial s_o}{\partial p}\right)_o \left(\alpha + b \rho_o^2 c_o^2\right) \tag{6-67} 

Yiqer we wr a

Since the entropy attains a maximum on the Rayleigh line at a point between (p, ,v,) and (Po,¥>), it follows that ds,/dr, < 0 at (po,u,) for an intersection with either b: canch. If we recall that as/dp > 0 by Eqs, .6-19,, as. 6-66 and 6-67 lead to the result

(vo−v1)(co2−D2)<0(6−68) (v_o - v_1)(c_o^2 - D^2) < 0      (6-68) 

Therefore D> c, ifv, >v, and thé final state is a deflagration, and D <c, if »; <u, and the final state is a detonation. We have shown that the flow relative to the reaction front is subsonic ahead of a deflagration wave and supersonic ahead of a deionation wave. These statements form part of Jouguet's rule,



6-4 EXISTENCE AND UNIQUENESS OF FLOWS INVOLVING REACTION WAVES

The Hugoniot ecuation does not suffice to determine uniquel: a reaction state and propagation velocity that can be identified with the unique detonation wave that is usually Observed experimentally. Therefore, it is necessary to supplement the conservation conditions with additional. information. The source of this information is the nature of the entire flow field on each side of the reaction discontinuity. These flow. fields are determined by the partial differential equations of hydrodynamics. The equations must be satisfied in any region that is free of discontinuities and they are to be solved, in the present case of flow in one dimension, subject to initial' conditions specified on the x-axis and to boundary conditions specified on the rear boundary. If the problem is formulated in this manner, the mechanical conditions across the reaction front and the Hugoniot equation are supplementary conditions that must be satisfied on each side of the discontinuity by the solutions of the hydrodynamic equations in the continuous regions, They can be thought of as connecting the solution in one region, that of the unreacted material, to the solution in the adjacent region, that of the reaction products. In serving this purpose, they implicitly prescribe the path, e.g., x(t), of the reaction wave in the (x,t)-plane. The existence and uniqueness of solutions of the 'hydrodynamic equations in flows involving a reaction front has been discussed in an elegant Manner by Courant and Friedrichs, whose treatment is followed in this paragraph.
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In par. 2-7, it is remarked that a curve in. the (x,t)-plane on which are specified data to which the hydrodynamic equations are subject is timelike if the flow relative to the cvrve is subsonic, and that such a curve is spacelike if the flow relative to the curve is supersonic. it. is shown that the solution of a flow problem in a. region between two curves is unique in two cases: if both curves are timelike, one quantity is specified on each curve and two quantities are specified at their intersection; or if one curve is spacelike with 'two:quantities specified.on it, the other curve is timelike with one quantity specified on it. With the aid of Jouguet's rule, these principles can be employed to consider the determinacy of flows involving adetonation wave. For definiteness, we consider a.semi-infinite mass.of explosive, initially at rest with u, =-0, extending from x = 0 to x =~; and we assume that a reaction propagating in the direction -of positive x begins on-the plane x = 0 at the time ¢ = 0. Although one .is usually concerned with the case where the end x = 0 is completely open or consists of a rigid wall, it is illuminating to considet the.more general problem in which the end is conceived to be a piston which starts to move from the end x = 0 at the time ¢ = O:with specified constant velocity u,

Me gale ne fd. a: © 'he path P of the piston it in the (x,t)-plane is timelike since it is identical with that of the particles adjacent to it. The particle velocity of the adjacent particles is equal to the piston velocity u, so that u-is specified on the path P. The initial values u = u, = 0 and p = are specified on the «x-axis which is to be regarded as spacelike. However, these regions are separated by the unknown path W of the reaction wave, and it is necessary to consider separately the flow in the two regions into which the (x,t)-plane is divided by W. We may suppose that the propagation velocity of the wave, i.e., the slope of W, is arbitrarily fixed and constant.

If the wave is a detonation, W is, by Jouguet's rule, supersonic when observed from the unreacted material. Then, between W and the x-axis, the flow is uniquely determined by the quantities prescribed on the x-axis at f = 0 so that u and p are constant everywhere in that region and equal tou, and, , respectively. The conservation conditions across the wave front, Eqs. 6-2 and 6-3, then prescribe u, and p, for thé specified value D of the slope of W. We may. now regard W as -an initial curve for the region between P and W on which the quantities u = u, and-p = p, are prescribed. Now suppose that W represents a strong detonation. By Jouguet's rule, Y is. timelike when observed from the reaction products, Since P and W are both timelike, their slopes u and D cannot both be arbitrarily specified. This is because the value of u on W, which is fixed by the initial conditions and the velocity D, isvaisa: fixed in accordance with the existence tule 'by the specification of u on P, of p on W,.and of u and p at the intersection of P and W. Therefore, for a strong detonation wave of specified propagation velocity, it is necessary. to adjust:the p iston path P so that.u, = u,. It-follows:that the. flow between the piston and the strong detonation wave-is uniform:-with

p=p1 p = p_1  u=u1=u2u = u_1 = u_2 (6-69)

and that 'the flow for a strong detonation is completely determined 'by the piston velocity: arid initial conditions. If the first of Eqs. 6-2 i is combined with Eq. 6-1, then when u, = 0 we have

u1=D(1−v1ρo)(6.70) u_1 = D(1 - v_1 \rho_o)      (6.70) 

Differentiating with respect to v, at constant p,: we obtain

du1dv1=(u1D)dDdv1−ρoD \frac{du_1}{dv_1} = \left(\frac{u_1}{D}\right) \frac{dD}{dv_1} - \rho_o D \tag{6-71} 

for a strong detonation, dD/dv, < 0. Therefare du,/dv, <0. If we denote by uy the particle velovity of the reaction products for a Chapman-Jouguet detonation, we conclude that the velocity of the piston, supporting a strong detonation, is subject to the restriction

un≥u1* u_n \geqslant u_1^* \tag{6-72} 

We have shown that just one flow invol'.ing 'a strong detonation<'is +: -ssible and that #.e p:ston velocity must satisfy Eg. 0-75, i the limit given by the equality sign, the detcnation is a Chapman-Jouguet detonation. The flow in a strong detontation is illustrated by Fig. 6-7 in which are shown the piston path P, the wave path. W,and a typical particle path.

We must now consider flows involving a detonation wave for which u,<u*. It is tobe noted that flows involving. weak detonation cannot be excluded on dynamical grounds when the reaction zone is represented by a mathematical discontinuity. By Jouguet's rule, the wave path of' a weak detonation is supersonic or spacelike when viewed from the reaction products, and a flow associated with a weak detonation consequently possesses a higher degree of indeterminacy than is the case for strong. detonations. For this reason, it is possible to construct flows involving a weak detonation and compatible with a prescribed piston velocity: in a number of ways, Thus, the uniqueness of a particular flow cannot be demonstrated, as: was possible for a strong detonation. In fact, if shock waves in the reaction products are admitted as pert of the solution, the flow behind a weak detonation car. be accommodated to apiston velocity satisfying Eq. 6-72. These solutions are not discussed further since it has been noted that weak detonations are eliminated by consideration of the structure of the reaction zone,

For the case u sus, a flow involving a Chapman-dJsuguet detonation can be constructed and is therefore. possible. In this case, the particle velocity, equal to u* 'behind the detonation wave, is adjusted to the piston velocity u. by a centered rarefaction wave. Since a Chapman-Jouguet detonation wave front, (Eq. 6-18), and the head of the rarefaction wave moves with the same velocity, the rarefaction wave follows the detonation. front immediately. The wave path W and the characteristic C, issuing from the point x= 0, t = Qcoincide. This flow is illustrated by Fic. 6-8 which shows the piston path P, the wave path W, a typical particle path and characteristics C, through the centered rarefaction wave. In particular, if the end x =0 is fixed—so that u, = 0 or open, corresponding to u,< O-a Chapman-Jouguet detonation is possible. The ChapmanJouguet hypothesis consists of the assumption that it is this flow that actually exists in the case of an. unsupported: deionation wave in the absence of apiston. Weak detonation waves having been eliminated from consideration, it is likely that no other solution exists, ra ed ae ee a
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In Fig. 6-9, the particle velocities at agiven instant of time between the wave front and the piston are compared-for four different values of the piston velocity. For two of these values, strong detonations result and for the other two, one of them representing zero piston. velocity, the detonation is a -Chapman-Jouguet
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Figure 6-7, Flow in a Strong Detonation soe ae car enname A, NE TO i ae amr i gg ie atten * Ge ne
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¢ a detonation. A graph of the pressure would be qualitatively similar to this figure.
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In a deflagration process, fhe wave path W' is timelike with respect to the unreacted material "n accordance with Jouguet's rule. consequently, the flow in the unreacted material. is net determined by the pyescribed Yaities ofpressure and particle velocity, p, and u,, on the x-axis, and one quantity. can be arbitrarily prescribed on. W. By Jouguet's rule, the wave path W is also. timelike with respect to the reaction: products if the wave is a weak deflagration. It follows that the-fl:w is uniquely determined when one quantity,,'the pathW ora quantity ahéad of W, is prescribed. For a defiagration. process with v,.>u,, we have ii,<2. by Eq. 6-17. It is possible forthe wave to.move into 'the unreacted material at rest only if the
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Figure 6-9, Particle Velocity Behind Detonation Waves: Strong Detonation (a) and (b); Chapman-Jouguet Detonations (b), (c), and (d)

the piston is withdrawn with aspeed at least equal to that of the reaction products behind the front, u, <u;, Ifu, > u,, and in particular if u, = 0, the: 'pattern of the flow must involve: anew feature. In this case, the adjustment of the particle velocity to that at the rear boundary is possible only if 'a precompression shock wave is generated by the deflagraticn wave in the unreacted material.of a suitable strength so that after the-particles are accelecated in the forward direction by the. shock wave they are retarded by the deflagration wave and so attain the valocity obtaining at the rear boundary. This flow is illustrated.in Fig. 6-10 for a closed end, u, = 0, where the shock path S, the wave path W, and a particle path are shown. 'The occurrence of a precompression shock wave is, in. conformity with Jouguet's rule. Since the flow 'ahead of the deflagration wave is subsonic relative to the wave front, the wave influences the state of the material ahead of it. For any arbitrarily prescribed wave path W afd piston path with u, >u, , there is a uniquely-dletermined precompression shock S and flow between S and P. It is to be noted that flows exist for a specified shock wave involving arbitrarily chosen strong defiagration waves followed by rarefaction ox shock waves, Strong deflagration waves having been eliminated from 'consideration, it is likely that the solution. described: involving a weak deflagration is the only solution that exists. One degree of indeterminacy remains: either. shock path S 'or the wave path ' can be chosen: arbitrarily with a prescribed piston velocity. Additional information, to be found by an examination of reaction and transport processes in the interior of the wave, must 'be employed uniquely to determine the flow.

We conclude this discussion ot the flows associated with reaction waves by showing that a deflagration. wave with its'precompression shck wave is formally equivalent to a detonation wave. Through a shock wave of velocity U, the pressure of the unreacted material is raised from p, to Pp' and the specific volume decreased from vu, to uv'. The mass flux mthrough: the shock wave is, by the continuity equation,

m=ρowo=ρ′w′ m = \rho_o w_o = \rho' w' \tag{6-73} 

where p' = 1/v' and w' isthe flow velocity of the shocked unreacted material' relative to 'the shock front. Through the deflagration wave of velocity D, the pressure is reduced from p' to p,and the 'specific volume increased from.v' to v,. If the mass flux is the samé through both waves,

m=ρ′w′=ρ1w1 m = \rho' w' = \rho_1 w_1 \tag{6-74} 
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Figure 6-10. Flow in Weak Deflagration With Closed Xind and therefore
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ρowo=ρ1w16−75 \rho_o w_o = \rho_1 w_1  {6-75} 

The conservation of momentum through the shock.and defiagration waves. requires that

p′−po,=ρowo2−ρ′(w′)2 p' - p_{o,} = \rho_{o} w_{o}^{2} - \rho'(w')^{2}  p1−p′=ρ′(w′)2−ρow12 p_{1} - p' = \rho'(w')^{2} - \rho_{o} w_{1}^{2}  (6−76) (6-76) 

so. that, by. the elimination of p',

p1−po=ρowo2−ρ1w12 p_1 - p_o = \rho_o w_o^2 - \rho_1 w_1^2  (6-77)

These conservation conditions can be combined to yield

p′−pov′−vo=p1−p′v1−v′=p1−pov1−vo=m2(6−78) \frac{p'-p_o}{v'-v_o} = \frac{p_1-p'}{v_1-v'} = \frac{p_1-p_o}{v_1-v_o} = m^2 (6-78) 

The Hugoniot equations for the shock and defiagration waves are

eo(p′,v′)−co(po,vo)=12(p′+po)(vo−v′) e_o(p',v') - c_o(p_o,v_o) = \frac{1}{2}(p' + p_o)(v_o - v') 

e(p1,v1)−co(p′,v′)=12(p1+p′)(v′−v1) e(p_1,v_1) - c_o(p',v') = \frac{1}{2}(p_1 + p')(v' - v_1) 

(6-79)

respectively, where e,(p,v) is the specific energy function. of the unreacted material. Eliminating €.(p',v') trom these expressions and using Eq. 6-78, we obtain

e(p1,v1)−co(po,vo) e(p_1, v_1) - c_o(p_o, v_o) 

= 12(p1+po)(vo−v1)\frac{1}{2}(p_1 + p_o)(v_o - v_1) (6-80)

Eqs. 6-75, 6-77 and 6-80, are identical with Eqs. 6-2 and 6-3 for a single reaction process from the state (PD. v ,) to the state (PY, v, ). The shock and deflagration waves have the same propagati an velocity D = U when the mass flux is the same through each wave and, by Eq. 6-78, the points (p',v') and (Py) lie on the same Rayleigh line. Fig. 6-11, illustrating the Hugoniot curve for the (weak) deflagration and the shock wave, shows that the equivalent single process is a detonation. The curve A' AQ is the Hugoniot curve of the shock wave, centered on (PY, ), in the unreacted material, given by the first of Eqs. 6-79. The curve B'B is the deflagration branch of the reaction Hugoniot curve centered on (p',u'), given by the second

= of Eqs. 6-79, and also the detonation branch of the reaction Hugoniot curve centered on (DP, Vo), given by Eq: 6-80. The Rayleigh line ABO is drawn tangent to the reaction Hugoniot curve and thus corresponds to a Chapman-Jouguet detonation centered -on (P, Yo) or to a ChapmanJouguet deflagration centered on (p' uv'). The Rayleigh line A' B' O corresponds to a strong detonation or a weak deflagration. It is evident that a strong detonation is formally 'equivalent to a weak deflagration preceded. by a shock and. a. Chapman-Jouguet detonation to 'a Chapman-Jouguet deflagration preceded by a shock, the mass flux through shock and deflagration waves being identical.



65 THE CHAPMAN-JOUGUET HYPOTHESIS

The Chapman-~Jouguet hypothesis states that the detonation wave for which

w1=C1 w_1 = C_1 \tag{6-81} 

is the one that actually occurs when the reaction wave is unsupported. The assumption that the flow satisfying Eq. 6-81 is to be identified with | the experimentally observed unsupported' detonation wave was advanced independently by Chapman and by Jouguet. This hypothesis selects one state from the continuum of states described by the Hugoniot equation and compatible with the conservation conditions. Consequently, Eq. 6-81-togéther with the consetvation conditions', Eqs. 6-2 and 6-3, and an equation of state for the reaction products -suffices to determine the detonation velocity, the atate of the reaction products, and their velocity with respect to the detonation front. These relations thus constitute a theory of the detonation wave. It can be used to calculate the detonation properties for particular explosives, and the calculated values can be tested by comparison with experiment.

Support was given to the Chapman-Jouguet hypothesis by the agreement obtained between calculated and observed properties of the detonation wave for explosives expected to conform to the model of one-dimensional flow and for which an equation of state is known. The detonation wave propagating along a pipe filled with an explosive gas mixture appears to

TAN nee emery nen te tna fulfill this conditions. For such asystem, the ideal gas equation of state is sufficiently 'accurate. 'Of particular interest, because of the frequency of citation in the literature, is the work of Lewis and Friauf®, who carried out the first critical expeériniental test of theory. They treated' mixtures of hydrogen: and oxygen, diluted by various gases, and in their calculations they considered the effect of dissociation equilibria on the final. composition of the gases. Good agreement was obtained between calculated: and. observed. values -of detonation 'velocity. The mixtures presented a considerable variation in the energy released and in the initial density. For this mixture, elementary theory adequately predicts the principal properties of the detonation wave.

In theoretical justification of the Chapman-Jouguet hypothesis,. strong: detonations can -at once be eliminated.-s states to be identified with an unsupported wave. It was shown in the last paragraph that strong detonations exist only: for asupported wave where the piston velocity is greater than the particle velocity behind a Chapman-Jouguet wave, If the piston velocity is less than this. limiting value, and in particular if the rear boundary 'is either fixed or free, rarefaction waves from the rear boundary can eventually overtake and attenuate a. strong detonation because of the subsonic nature of the ilow behind it. The process of attenuation wili cease: when the wave has decayed to a Chapman-Jouguet wave-because the-flow behin i te wave then becomes sonic. Therefore, we conclude that a strong detonation: is. hydrodynamically unstable if the wave is. unsupported.

a ee te ce det ne ah,

~ enamagnee thn a a er a a i ee ei | a a ad

2F wee ge wo

To illusirate this point further, consider the hypothetical situation represented by Fig. 6-12, in which the pision P, initially supporting .a strong detonation wave, is suddenly stopped, creating at that instant ararefaction wave that overtakes and weakens the detonation wave. The
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Figure 6-11. A Detonation as aDeflagration With aPrecompression Shock mn ay A a t initial straight portion of » represents the strong detonation wave, the later straight portion the Chapman-Jouguet wave, and the curved portion 'a transition region. Two particle paths are shown, one through the strong detonation and the other through the ChapmanJouguet detonation. .
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Prior to about 1940, when the analysis was refined by consideration of the finite extent of the reaction zone, weak detonations were eliminated by unconvincing plausibility 'arguments. Becker' showed that the entropy of a strong detonation state is greater than that of the weak detonation state with. the same propegation velocity and inferred that the former state is therefore the more probable. Weak detonations: being thermodynamically unstable relative to the corresponding strong detonations end strong detonations being dynamically unstable, he concluded that the Chapman-Jouguet detonation wave isthe stable one. 'Scorah® showed the Helmholtz free energy to be a. minimum for the Chapman-Jouguet state. He interpreted this result to mean that the Chapman-Jouguet state corresponds to a ae tennant A A get fap a ning i Sa}.
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_ its Sy ae maximum degradation of energy and is therefore. the most probable one. Commenting on the generally unsatisfactory natire of thermodynamic arguments of this sort, Zeldovich® remarked that an:increase. in-entropy does not guarantee the existence of a shcck;.a piston to compress tiie gas is also necessary.

Brinkley and Kirkwood'® have treated the dynamic stability of the detonation wave 'by considering the energy available in the explosive products io support the propagation of the detonation front and the hydrodynamic conditions. aperating in the flow behind the front. 'Their analysis is developed in the paragraphs which follow. .

' The propagation of a detonation front, like the propagation of an unreactive shock wave, requires a-continuous supply.of energy from the rear, The work done by the medium to the rear -of the front on the intact medium ahead of the front in. the time element dt is Piucdt, the subscript 1 being used to-designate conditions 'immediately to the rear of the front at an instant of time f,. If we now fix attention on. the total mass of explosion products initially
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Figure 6-12. Attenuation of a Strong Detonation Wave by a Rarefaction Wave ce see manne te pete Ae a tte aS cae spender

BRP ae atk i Mi pen den te ene ee ee eee contained in the region from the rear boundary x, = 0 to the plane x, =.x; for times subsequent to the instant t, when the wave front reaches x,, we note that the total work done by this portio.a of the medium on the medium ahead of it, designated W(x, ), is

W(x1) W(x_1)  , is Ẇ(x1)=∫i1∞pudt(6−82) \dot{W}(x_1) = \int_{i_1}^{\infty} pudt \qquad (6-82) 

where the integral is along the particle path of the particles initially at the point x, .

The secular behavior of the integrand pu (fora given element of the medium) has.an important bearing on the behavior of the detonation -wave when it is in an unsteady. state.. The proof which follows: shows that the sign of {2(pu)/at].,; determines the sign of the acceleration of the wave front.

Defining for the Lagrangian rate of change of the quantity pu a time constant mu to be evaluated at-the shock front, i.e.,

1μ=−1p1u1[∂(pu)∂t]x1 \frac{1}{\mu} = -\frac{1}{p_1 u_1} \left[ \frac{\partial (pu)}{\partial t} \right]_{x_1} \tag{6-83} 

we make the arbitrary assumption that u>0 after external or self-generated initiation effects have died out and the wave has become self-sustaining.

Although this assumption is made a priori, there is strong reason to accept its validity. It can readily be shown, for example, that this condition follows if there is a rarefaction immediately behind the detonation front, a x,arefaction being defined for this purpose by the two conditions

dρdt<0,(∂p∂x)>0 \frac{d\rho}{dt} < 0, \left(\frac{\partial p}{\partial x}\right) > 0  (6-84)

Since—in the absence of shocks in the flow—a given element of matter remains in an isentropic condition, the pressure will decrease when the density decreases. Also, the: flow velocity will decrease when the pressure gradient is positive according to the equation of motion. Therefore the presence of a rarefaction as so defined is a sufficient condition for u to be positive.

We now proceed ito establish a connection between this condition on p and the secular behavior of an unsteady detonation.

For inviscid flow without heat conduction, the hydrodynamic equations of continuity and momentum can be written in terms of a Lagrangian space coordinate (see par: 2-6) for flow in one dimension in the form

ρρo(∂u∂xo)+1ρc2(∂p∂t)=0 \frac{\rho}{\rho_o} \left( \frac{\partial u}{\partial x_o} \right) + \frac{1}{\rho c^2} \left( \frac{\partial p}{\partial t} \right) = 0  ∂u∂t+1ρo(∂p∂xo)=0 \frac{\partial u}{\partial t} + \frac{1}{\rho_o} \left( \frac{\partial p}{\partial x_o} \right) = 0  (6-85)
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The Lagrangian coordinate x, is the position of the element of fir:id at t = 0 whose position at time ¢ is x, The time and Lagrang:an coordinate: are taken to be independent variables and. the Eulerian: coordinate x is regarded a function x(x, »t) with

u=∂x∂t u = \frac{\partial x}{\partial t}  and ρ0=ρ(∂x∂x0)\rho_0 = \rho \left( \frac{\partial x}{\partial x_0} \right) (6-86)

Eqs. 6-85. are supplemented 'by 'the éhtropy. transport equation, which is not explicitly employed; by initial and boundary conditions; and by the conservation. conditions across the reaction discontinuity which implicitly prescribe the path of the discontinuity 'in. the. (x, ,t): -plane. As 'has previously been pointed out, the discontinuity conditions prescribe a one-parameter continuum.of possible detonation states and can be used, when supplemented by an equation of state, to express all of the detonation properties as functions ofany: one of the properties selected as argument. For convenience, the unreacted explosive is assumed to be at rest. The second of Eqs. 6-2 can then be written

p1−po=ρou1D p_1 - p_o = \rho_o u_1 D  (6.87)

An operator in which the detonation wave is stationary is defined by

ddt=∂∂t+D∂∂xo \frac{d}{dt} = \frac{\partial}{\partial t} + D \frac{\partial}{\partial x_o}  (6-88)

If Eqs. 6-85 are specialized to the high pressure. side of the detonation wave and the partial time derivatives eliminated with the aid of Eq. 6-88, we obtain at bo!

Le"

dp1dt=D(∂p∂xo)1−(ρ1c1)2ρo(∂u∂xo)1 \frac{dp_1}{dt} = D\left(\frac{\partial p}{\partial x_o}\right)_1 - \frac{(\rho_1 c_1)^2}{\rho_o} \left(\frac{\partial u}{\partial x_o}\right)_1  du1dt=D(∂u∂xo)1−1ρo(∂p∂xo)1 \frac{du_1}{dt} = D\left(\frac{\partial u}{\partial x_o}\right)_1 - \frac{1}{\rho_o} \left(\frac{\partial p}{\partial x_o}\right)_1  (6-89)

1 1 where: 'the subscript unity indicates that the quantity so designated is to be evaluated immediately. behind:the detonation wave. Since the detonation front is assumed to 'be a mathematical .discontinuity, the conservation conditions .across the discontinuity must be satisfied whether or no® the state behind the wave is steady. Eg. 6-87 can therefore be différentiated, with the result

dṗ1dt=ρoDg(du1dt) \frac{d\dot{p}_1}{dt} = \frac{\rho_o D}{g} \left( \frac{du_1}{dt} \right)  g=1−ρou1(dDdṗ1) g = 1 - \rho_o u_1 \left( \frac{dD}{d\dot{p}_1} \right)  (6-90)

Also from Eq. 6-88.-and the definition of u, we can write

1p1(dp1dt)+1u1(du1dt)=Dp1(∂p∂x0)1+Du1(∂u1∂x0)−1μ \frac{1}{p_1} \left( \frac{dp_1}{dt} \right) + \frac{1}{u_1} \left( \frac{du_1}{dt} \right) = \frac{D}{p_1} \left( \frac{\partial p}{\partial x_0} \right)_1 + \frac{D}{u_1} \left( \frac{\partial u_1}{\partial x_0} \right) - \frac{1}{\mu}  (6-91)

Eqs. 6-89, 6-90, and 6-91 can be solved for dp, /dt in terms of u and. the properties of the reaction products behind the detonation front, The result can be written,

1p1(dp1dt)=(6.92) \frac{1}{p_1} \left( \frac{dp_1}{dt} \right) = (6.92)  −1μ{G1+g+[⟨p1|/ρou1D⟩](1+g−G)} -\frac{1}{\mu} \left\{ \frac{G}{1 + g + [\langle p_1 | / \rho_o u_1 D \rangle] (1 + g - G)} \right\} 
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G=1−[ρoD/(ρ1ci)]2 G = 1 - [\rho_o D/(\rho_1 c_i)]^2  (6-93)

or, in view of the first of Eqs. 6-2

G=1−[(D−u1)/c1]2 G = 1 - [(D - u_1)/c_1]^2  (6-94)

To determine the sign of the denominator-of the term in braces of Eq. 6-92, the equation of the Rayleigh line Eq. 6-14, can be rearranged

p1−po=ρoD2(1−ρov1) p_1 - p_o = \rho_o D^2 (1 - \rho_o v_1)  (6-95)

anad:differentiated with respect to:u, at.constant Pp, and'p, - The-resulting-expiession connects-the: derivative dD/dp, with the slope dp, /du; of the Hugoniot curve. When it is simplified. with the aid: of Eq; 6-70 and 'the definition: of g introduced, the expression

g=12[1−ρo2D2(dv1c(ρi))] g = \frac{1}{2} \left[ 1 - \rho_o^2 D^2 \left( \frac{dv_1}{c(\rho_i)} \right) \right]  (6.96)

is obtained. Sincé dpx/dv, < 0, g > 1/2. Therefore, (1 + g)> wir (3 + 8 - ~.G)-the latter being equal' to g + [p, D/(picy )? are positive and. the denominator of the. term in braces of: Eq. 6-92 is pos.tive every where on. the Hugoniot curve,

In view of the assumption that yu is positive, the sign of dp, /dt. is. seen to be opposite t6 'that of G. Therefore, it follows that

dp1dt<0 when p1>p1* and D<u1+c1 \frac{dp_1}{dt} < 0 \text{ when } p_1 > p_1^* \text{ and } D < u_1 + c_1 

dp1dt=0 \frac{dp_1}{dt} = 0  when p1=p1*p_1 = p_1^* and D=u1+c1D = u_1 + c_1

dp1dt>0 \frac{dp_1}{dt} > 0  when p1<p1*p_1 < p_1^* and D>u1+c1D > u_1 + c_1

where pt is the pressure behind a Chapman-Jouguet.detonation wave.

This analysis indicates that both strong and weak detonations are dynamically unstable. and tend with time to the Chapman-Jouguet state, It also indicates. that the Chapman-Jouguet:state is stable since its properties: do not change with time. In particular, it is demonstrated. that the propagation velocity of the Chapman-Jouguet detonaticn is constant, a result that.is in accord with experimental] observations. The analysis must, however, be regarded' a plausibility argument since it is subject ta the basic assumption that was made with respect to the nature of the flow behind the detonation wave. We defer to a later chapter further consideration of the Chapmari-Jouguet hypothesis and now examine the results that..can be obtained with the theory that. has been formulated.

66 THEORY OF THE DETONATION VELOCITY AND OF THE THERMODYNAMIC STATE OF THE -EXPLOSION GAS

When. supplemented by an equation of state of the reaction'products and the Chapman-Jouguet hypothesis,. the ccnservation conditions across the detonation wave suffice to.determine a unique final state, flow velocity, and propagation velocity when the state of the unreacted explosive is specified. In this paragraph, we assemble these relations and efféct a partial reduction .of the equations. By using thermodynamic relations of general validity, we formulate the general one-dimensional theory of the detonation velocity and detonation properties, We assunie, without loss of generality, that the unreacted explosive is at rest with reference to a stationary origin.of coordinates.

The -conservation conditions across the detonation wave have been expressed by Eqs. 6-2 and 6-3. For the explosive at rest with u, = 0, these relations can be written

ρoD=ρ1(D−u1) \rho_o D = \rho_1 (D - u_1) \tag{6-97} 

p1−po=ρoD2(1−ρov1) p_1 - p_o = \rho_o D^2 (1 - \rho_o v_1)  (6-98)

e1−eo=12(p1−po)(vo−v1) e_1 - e_o = \frac{1}{2}(p_1 - p_o)(v_o - v_1)  (6-99)

The first of these expressions is the equation for the conservation of mass and is identical with the first of Eqs. 6-2. The second, which is the same as Eq. 6-95, can be obtained by rearranging the equation of the Rayleigh line, Eq. 6-14, and is the result of combining the equations for the. conservation of mass and momentum. The third is the Hugoniot equation, Eq. 6-3, which is the result of combining the equation for the conservation of energy with the mechanical conservation conditions,

The Chapman-Jouguet hypothesis results in a supplementary condition, Eq. 6-18,

D=u1+c1(6−100) D = u_1 + c_1        (6-100) 

Eliminating the particle velocity. u, with the aid of Eq. -6-97, we obtain an alternative. expression

D=ρ1c1/ρ0 D = \rho_1 c_1 / \rho_0 \tag{6-101} 

It is convenient to eliminate the speed of sound by the introduction of the adiabatic exponent -K defined. by

κ=(∂lnp/∂lnρ),(6−102) \kappa = (\partial \ln p / \partial \ln \rho), \qquad (6-102) 

in terms.of which the speed.of sound 'isgiven: by

c=κp/ρ c = \sqrt{\kappa p/\rho} \tag{6-103} 

The adiabatic exponent is a function of .the thermodynamic state of the gas. For an ideal gas, it is equal to.the ratio of the heat capacity at constant pressure to the heat capacity at constant volume. With the aid of Eq.:6-103, Eq. 6-101 can he transformed to :

D2=κ1p1ρ1/ρo2 D^{2} = \kappa_{1} p_{1} \rho_{1} / \rho_{o}^{2}  κ1=κ(p1,ρ1) \kappa_{1} = \kappa(p_{1}, \rho_{1})  (6-104)

Eq. 6-104 can be employed to eliminate the detonation velocity from Eq. 6-98. We then obtain the result

1−pop1=κ1(ρ1ρo−1) 1 - \frac{p_o}{p_1} = \kappa_1 \left( \frac{\rho_1}{\rho_o} - 1 \right)  (6-105)

Rein te

We have obtained from Eqs. 6-97 to 6-100 a pair of expressions, Eqs. 6-97 and 6-104, from which the detonation velocity and 'particle velocity of the reaction products can be-calculated after the pressure p, and specific volume »v, of the reaction products have been determined, i.e.,

D=voκ1p1ρ1u1=D(1−ρov1) D = v_o \sqrt{\kappa_1 p_1 \rho_1}  u_1 = D(1 - \rho_o v_1)  (6-106)

and a pair of expressions, Eqs. 6-99 and 6-105, involving thermodynamic quantities only

e1−eo=12(p1+po)(vo−v1) e_1 - e_o = \frac{1}{2}(p_1 + p_o)(v_o - v_1)  1−po/p1=κ1(ρ1vo−1) 1 - p_o/p_1 = \kappa_1(\rho_1 v_o - 1)  (6-107)
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— satnen linn el that suffice to determine p, and v,. We must now consider the solution of the latter pair of 'equations.

Eqs. 6-107 contain two functions of the state of the reaction ;products, the specific energy:.e, and: the adiabatic exponent «,; whose dependence cn the state variables P, and 4 is 'made explicit, by. the introduction of an -equation:of. state; As a:practical matter, it is 'not convenient to express either of these quantities, either analytically or 'by means of tables, directly in: terms. of thesé--two: state variables. Consequently, the equation of state introduces an additional state vuriable—e.g:, the entropy or temperature—and Eqs. 6-107 are then to be solved simultaneously with the equation of state for the-thrée. state variables, 'Since the' 'Hugoniot equation. expresses a condition: on the energy of the reaction products and since the energy-is the x vr ay eo? WE Sacer pS upc 2 Lcd ge sean ae fae we 'on a cy x " % nH i' x sae 2 x ims Bed ao Mee
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Sindhi Mae a Panaeiea ecient ete patie wart anata et et eae SO ee ine ot characteristic thermodynamic function for systems described in terms of entropy and volume, it would be consistent to empley: an. equation of state having entropy.and volume 'the independent variables. 'However, again as a practical . matter, the: thermodynamic data to he employed in the evaluation of the energy difference : '€, ~@, are of such a nature as to require: the. selection of temperature as. :an independent state variable and the form of equations of state for nonideal -gases makes appropriate the selection..of the volume :as. the. second. independent state variable. The effect of this choice of variables, which is an: unnatural one from.a thermodynamic viewpoint, is to confer.on the resulting set-of equations:a degree. of algebraic complexity thst, is not required of the: formal. presentation of the.theory. A-method for their solution is presented in Appendix F.
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CHAPTER 7 APPLICATION OF THEORY TO CONDENSED EXPLOSIVES


7-1 INTRODUCTION
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It has been noted in Chapter 5 that the detonation velocity of solid and liquid explosives is observed to be in the range 4000 to 8000 m per sec, and that for a given explosive in cylinders of large diameter the detonation velocity is very nearly a linear function of the initial bulk density. Since the pressures and temperatures of the reaction products at the detonation wave front lie far outside of the region that can be explored by ordinary experimental methods, the variation of detonation velocity with initial density has constitiited the chief experimental fact for determining the pressure, density, and particle velocity. In recent. years, this evidence has been supplemented by isolated -experimental determinations of the detonsiion pressure. However, it is necessary to employ the theory to evaluate the state of the detonation products at any point other than that for which a direct experimental determination is available.

Since 1940, a large amount of werk has been done in an effort to formul € . generally applicable equation of state to su,Jlement the hydrodynamic equations of the theory of the detonation wave. The work had -the objectives of determining the physical and chemical properties of the detonation gas in sufficient detail so as to make possible the evaluation of its thermodynamic state behind the detonation front and curing its isentropic expansion from the detonation state. The latter information 'is necessary for the solution of flow problems when the initial boundary coiditions are determined by the detonation wave. In much of this work, the theory has been employed in an inverted form~—using experimental values of the detonation velocity and, when available, of the detonation pressure—to evaluate the parameters of an equation of state of assumed form. The equation of state obtained in this way can be employed to evaluate the unknown properties of the detonation wave in the explosive for which the equation was calibrated. If the pazameters of the equation can be related to the basic molecular parameters of the explosive and if the form of the equation is sufficiently general, the theory can be used to predict the properties of other explosives,

Attempts have "een made to employ. theoretical equations of state, based on molecular models, for a priori calculations of the detonation velocity and the properties of the detonation products. The most interesting of these efforts has entailed a very substantial degree of algebraic complexity in the resulting computational procedure. The _theoretica) approach is of great interest as a program of basic research.in the theory of the properties of matter at high temperature and very 'high density. It may provide valuable qualitative guidance in the formulation of empirical equations in relatively simple analytical fori that are in at least approximate agreement with the requirements. jf basic theory. As 34 computational proceiure to evaliiate detonation properties for practical applications, the theoretical approach has been disappointing.

The inverse procedure, involving the calibration of an equation of state of assumed form by experimental values of the detonation velocity, has been pursued with much elaboration of mathematical and numerical detail. The parameters of the equation of-state depend upon the composition of the gas, The latter, if not assumed a priori.on the basis of a conventional reaction scheme, are détermined by the thermodynamic equilibrium conditions which depend on the equation olf state. Furthermore, it is necessac: to conduct the calculation of equilitisum composition and evaluation of the chermodynamic properties of the gas with the temperature as an independent variable, even though this state variable is an unnatural choice from the point of view of the hydrodynamic equations themselves. The introduction of the temperature as a parameter of the problem leads to adegree of algebraic complexity that is absent from the fundamental equations, Because the simplifying assumptions employed by different workers have varied, the literature contains a variety of results on the properties of the detonation products; consequently, a comprehensive review of the field is impossible within the scope of this chapter, ee ORY 5 PI mm nates ane egies Hi pm ee IE een re TTT oe ro.
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In some applications, estimates of the detonation properties and to first order of their variation with the parameters of the system, ¢é.g., the heat or energy of explosion and the initial density, will suffice. Such calculations do not justify elaborate computational procedures requiring competers and they will usually be based. on an a priori specification of composition by means of a conventional decomposition scheme. In such calculations, simplicity of procedures is of greater importance than full mathematical rigor, and. the equation of state may be of physically unrealistic form provided the properties of basic interest are not seriously affected thereby.

in other applications, it may be desired to secure the most precise evaluation of the wetonation properties that is possible. Such calculations will usually, at this time, be conducted on computers. It will commonly be required that the composition of the gas satisfy the thermodynamic equilibrium conditions and that the equation of state have a form that is physically plausible, A computational procedure that.is suitable for use on an coinputer is usually different from one that is suitable for desk calculation, in that iterative methods of solution are extensively employed to reduce the complexity of the program.

In this chapter several equations of state suitable for the two types of application are 'described, In the case of the forms that are suitable 'for rapid estimates, the solution of the hydrodynamic equations is developed in some algebraic detail. In the more elaborate case, the solution is extremely laborious when coi.ducted by hand, and we give explicit equations in the form in which they are conveniently utilized in the formulation of a computer prvgram,



7-2 THE ABEL EQUATION OF STATE

The simplest of «we various empirical equations that seek to describe the dependence of the p'easure of nonideal gases on temperature and volume is that.of van der Waal's. In the form, due to Abel, that is appropriate for applications at high temperature, it can be written

p(v−α)=nRT p(v-\alpha) = nRT \tag{7-1} 

in which a is a constant volume correction or covolume for unit weight of gas, This equation was first employed to solve the Hugoniot and Chapman-Jouguet equations by Taffanel and D'Autriche' and it has been extensively used in connection with calculations for condensed explosives by Schmidt?. The Abel equation can be obtained as the low density limiting form of the equation of state of a gas at high temperature composed of hard spheres, Therefore, if can be expected to describe the non.deal behavior of gases only if the specific volume is large compared to the covolume constant. This quantity turns cut to be of thesame order of miag..:cude as the specific volume of the explosion gases from conventional explosives at custcmary values of the initial density. Consequently, a theory of the detonation velocity based on this equation of state.can be. expected to yield accurate results only at initial densities that are much lower than those of practical interest for condensed explosives. In spite of this findemental limitation, such a theory is of practicar value because it yields simple relations giving useful estimates of the detonation properties.

Application of the general relations of Chapter 2 for the nonideal. gas correction to the thermodynamic properties of the explosion gas leads to the result that e(u,7) = ¢°(T), ie, that the gas is thermodynamically ideal with a specific energy function independent of the specific volume, a function of temperature only, ai.d equal to the specific energy function of the ideal ges at-the same temperature. It follows that c, = oo and y=, /c,~7° for a gas described by the Abel equation of state, where the superscript zero refers to the ideal gas andc, and c, are the specific heats of the gas at constznt pressure and constant volume, repectively, Furthermore,

h(p,T)=e+pv=ho(T)+αp h(p,T) = e + pv = h^{o}(T) + \alpha p  κ=γov/(v−α) \kappa = \gamma^{o} v/(v - \alpha)  (7-2)

where h° is the specific enthalpy function for the ideal gas and # is the adiabatic exponent, x = (0 8n p/d kn p),.

Tn par, 6-5, it was shown that the detonation pressure p, and detonation specific volume are determined by the solution of Eqs. 6-107

->._.. S a

e1−eo=12(p1+po)(vo−v1) e_{1} - e_{o} = \frac{1}{2} (p_{1} + p_{o})(v_{o} - v_{1})  1−po/p1=κ1(ρ1vo−1) 1 - p_{o}/p_{1} = \kappa_{1}(\rho_{1}v_{o} - 1)  (7-3)

When these relations havé been supplemented by an equation of state and solved, the detonation velocity D and particle velocity u, can be evaluated by Eqs. 6-106

D=voκ1p1ρ1v1=D(1−ρov1) D = v_o \sqrt{\kappa_1 p_1 \rho_1}  v_1 = D(1 - \rho_o v_1)  (7-4)

With a condense? explosive, the pressure p, is the order-of 104 to' 19 atm. Therefore, p, can be neglected in comparison to p,. With this simplification and with the introduction of the enthalpy function and the. heat of reaction q, defined by Eq. 6-8, Eqs. 7-3 can be written

h1−ho(To)=q+12p1(vo+v1) h_1 - h^o(T_o) = q + \frac{1}{2} p_1(v_o + v_1) 

κ1(ρ1vo−1)=1\kappa_1(\rho_1 v_o - 1) = 1 (7-5)

'By use of Eqs. 7-2 and introduction of the average specific heat at constant pressure c?

cpo¯(T1−To)=ho(T1)−ho(To) \overline{c_p^o} \ (T_1 - T_o) = h^o(T_1) - h^o(T_o)  (7-6)
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$$ \vec{c_p} \quad (T_{\lambda} - T_o) \\
= q + p_1 (v_o + v_1 - 2\alpha)/2 $$

v1=(vaγ1o+α)/(γ1o+1) v_1 = (v_a \ \gamma_1^o + \alpha) / (\gamma_1^o + 1)  (7-8)

Eq. 7-8 is the desired expression for the specific volume of the explosion gas in the Chapman-Jouguet detonstion stato. When the pressure is eliminated from Eq. 7-7 by means of the equation of state and the specific volume 9, by means of Eq. 7-8, we obtain

T1T0[cpo¯nR−1−12γ1o]qnRT0+cpo¯nR \frac{T_{1}}{T_{0}} \left[ \frac{\overline{c_{p}^{o}}}{nR} - 1 - \frac{1}{2\gamma_{1}^{o}} \right] \frac{q}{nRT_{0}} + \frac{\overline{c_{p}^{o}}}{nR}  (7-9)

An alternative form, because ¢? = ¢° + nf, is

T1To[cvo¯nR−12γ1o]=q′nRTo+cvo¯nR(7−10) \frac{T_{1}}{T_{o}} \left[ \frac{\overline{c_{v}^{o}}}{nR} - \frac{1}{2\gamma_{1}^{o}} \right] = \frac{q'}{nRT_{o}} + \frac{\overline{c_{v}^{o}}}{nR} \quad (7-10) 

where g' =q +nRT,-p v. © q+nRT, is the energy of explosion. It will. be noticed that the temperature 7, is a constant independent of the: initial density. Because of the foi of the Abel equation of state, these: expressions for the temperature. are the same as thoeTMthat would be obtained with the ideal gas equisvion of state. (In fact, Eq, 7-9.can be obtained-from Eqs:.F-10:by neglecting p, conoared to p,, as we have done here, and substituting the ideal gas equat'on..of state.) :

The specific heats and the heat capacity ratio. are slowly varying functions of temperature. Eq. 7-9 or 7-10 is easily solved by iteration.. The specific heat and the ratio 7° are evaluated for an approximate value of the temperature, an improved value of the temperature is obtained by: solution of oné or the-other of the equations, and she process is repeated until sucressive approximations are in satisfactory agreement. Application of thé theory based on the Abel equation isnot usually of svificient accuracy to justify a calculation of the -equilibrium composition of the explosion gas. If a special application 'is 'cuch .as'to justify this elaboration, the composition may he adjusted at each stage ef the iteration by a calculation of the equilibrium composition at the approximate values of the temperature and specific volume of the detonation state, using the methods. described in Chapter 2, The activity coefficients f, that are needed for the calculation are easily shown to be f, = v/(y~a), independent of temperature and composition. It wi usually suffice to base the application on a conventional composition as described in Chapter 3,

By substitution of the equation of state and Eq. 7-8 into Eqs. 7-4 and the second of Eqs. 7-2, expressions for the detonation velocity, particle velocity, and adiabatic exponent of the detonation products are obtained,

$$ D = \frac{\left(\gamma_{1}^{o} + 1}{1 + \alpha \rho_{o}}\right) \sqrt{nRT_{1}/\gamma^{o}} $$ u1=nRT1/γ1o u_{1} = \sqrt{nRT_{1}/\gamma_{1}^{o}}  κ1=(γ1o+αρo)/(1−αρo) \kappa_{1} = (\gamma_{1}^{o} + \alpha \rho_{o})/(1 - \alpha \rho_{o})  (7−11) (7-11) 

Ye. ee

For an explosion gas described by the Abel equation, the particle velocity u, is independent of the initial density p, .

It is a convenient "computational device to define hypothetical ''ideal'' detonation properties calculated for the actual explosion gas composition and initial density but with the ideal gas equation of state. If such quantities are designated with. a superscript zero, expressions for their calculation are obtained at once from Eqs. 7-11 by setting a = 0, Thus, when the explosion. products .are 'described. by. the Abel equation, T, ~ Ty and u, = uy, we can write

v1/v1o=1+αρo/γ1o v_{1}/v_{1}^{o} = 1 + \alpha \rho_{o}/\gamma_{1}^{o}  D/Do=(1−αρo)−1 D/D^{o} = (1 - \alpha \rho_{o})^{-1}  (7-12)

v1o=γ1o/(γ1o+1) v_{1}^{o} = \gamma_{1}^{o}/(\gamma_{1}^{o} + 1)  Do=(γ1o+1)nRT1o/γ1o D^{o} = (\gamma_{1}^{o} + 1)\sqrt{nRT_{1}^{o}/\gamma_{1}^{o}}  u1o=nRT1o/γ1o u_{1}^{o} = \sqrt{nRT_{1}^{o}/\gamma_{1}^{o}}  (7-13)

and where T, is obtained. by the solution of Eq. 7-9 or 7-10. |

An approximate solution of Eq. 7-10, sufficiently accurate for -estimates of the detonation properties, can be obtained by factoring the term e?, /nR from the coefficient of T, /T,, and. assuining that the heat- 'capacity is independent of the tempercture in evaluating the remainder; If, in addition, we neglect eT, compared to g, we obtain pared to q, we obtain T1=T1o=2q′γ1o/[(γ1o+1)cνo¯] T_{1} = T_{1}^{o} = 2q' \ \gamma_{1}^{o} / \left[ (\gamma_{1}^{o} + 1) \ \overline{c_{\nu}^{o}} \right]  (7-14)

Substituting this expression into Eqs, 7-1 and 7-11, and using Eq. 7-8, we obtain

p1=2(nRcvo¯)q′(vo−α) p_{1} = 2\left(\frac{nR}{\overline{c_{v}^{o}}}\right)\frac{q'}{(v_{o} - \alpha)}  D=(11−αρo)2q′(γ1o+1)nR/cvo¯ D = \left(\frac{1}{1 - \alpha\rho_{o}}\right)\sqrt{2q'(\gamma_{1}^{o} + 1)nR/\overline{c_{v}^{o}}}  u1=2q′(γ1o+1)nR/cvo¯ u_{1} = \sqrt{2q'(\gamma_{1}^{o} + 1)nR/\overline{c_{v}^{o}}}  (7-15)

which, together with Eq. 7-8, can be used to furnish estimates. of the detonation properties if a value of the covolume & is known. A .useful relation is obtained by eliminating q between the first two of these equations

p1=ρoD2(1−αρoγ1o+1) p_1 = \rho_o D^2 \left( \frac{1 - \alpha \rho_o}{\gamma_1^o + 1} \right) \tag{7-16} 

which can be used to estimate the detonation pressure from an experimental value of thedetonation velocity if the covolume « is known.

One can estimate the covolume constant by comparison of an observed. detonation yelocity with a value calculated by the first of Eqs. 7-11. This procedure is not strictiy consistent with the assumptions on which that equation are based since it will be found that the covolume; assum 4d in the derivation to be constant,-depends upon the initial density. It does, :however provide a simple method of estimating the properties of the explosion gas when a detonation velocity has been experimentally determined that is superior to a otal neglect cf the effects. of gas imperfection. If the detonation velocity has been measured as a: "unction of the initial density, the quantity g, > : + d&nD/d&n p, can ve evaluated from the ®x perimental data. By differentiation of the first of Eqs. 7-11, we obtain the result

α=(𝐠o−1)/(ρo𝐠o) \alpha = (\mathbf{g}_o - 1)/(\rho_o \mathbf{g}_o) \tag{7-17} 
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By substitution into Eqs. 7-8, 7.16, and the third of Eqs. 7-11, we obtain the relations

κ1=go(γ1o+1)−1 \kappa_{1} = g_{o}(\gamma_{1}^{o} + 1) - 1  v1vo=γ1oγ1o+1[1+go−1goγ1o] \frac{v_{1}}{v_{o}} = \frac{\gamma_{1}^{o}}{\gamma_{1}^{o} + 1} \left[ 1 + \frac{g_{o} - 1}{g_{o} \gamma_{1}^{o}} \right]  p1=ρoD2γ3o[1go−1γ1o+1] p_{1} = \frac{\rho_{o} D^{2}}{\gamma_{3}^{o}} \left[ \frac{1}{g_{o}} - \frac{1}{\gamma_{1}^{o} + 1} \right]  (7-18)

that depend only on observed quantities and on the heat capacity ratio for which a sufficiently accurate estimate can be made for an approximate composition and an approximate temperature,

The application of these approximate equations can be illustrated by a calculation for Composition B consisting of 64% RDX, 35%

TN1, and 1% wax, by weight. The detonation velocity for this mixture is accurately known and the adiabatic exponent kK, has been evaluated experimentally at a_ single initial density. These data suffice for the evaluation of experimental values of the detonation pressure, density, and particle velocity at the initial density for which the adiabatic exponent is known. According to Deal', the experimental values of the detonation "velocity can be represented' by
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D=2639+3127ρc D = 2639 + 3127\rho_{c} 

where D is in m/sec and p, is in g/cc. At p, 1.714, Deal reports that kK, Se 2.77.

We employ the conventional decomposition scheme

$$ \begin{array}{c} {\rm C^{}_{4.4}H^{}_{5.7}O^{}_{6}N^{}_{4.9}} \rightarrow 4.4{\rm CO} + 1.25{\rm H^{}_{2}} \\ & + 1.6{\rm H^{}_{2}O} + 2.45{\rm N^{}_{2}} \end{array} $$

to define the composition of the explosion products, according to which the oxygen is considered to react first to form CO and then to the extent possible with hydrogen to form water. This reaction yields 0.0434 mole of gaseous products per gam. of explosive and an energy of explosion q' = 1.068 kcal/g at 25°C, The ratio 7° = 1.25 between 3400° and 5000°K. The reaults of the calculations are summarized in Table 7-1.

The unexpectedly good agreement between the estimates and the experimental values at p, = 1.714 is. unquestionably fortuitous, and it cannot be assumed that equally good agreement would extend to lower initial densities, were experimental values to be available. The comparison does imply that very useful estimates can be obtained by simple calculations when experimental values of the detonation velocity are available.



73° DETERMINATION OF THE DETONATION STATE FROM VELOCITY.DATA

The usual procedure for formulating an equation of state descriptive of the detonation products of condensed explosives has involved the assumption 'of an analytical' form of the equation and the evaluation of its parameters from experimental values of the detonation velocity. It has sometimes been erroneously claimed that the fact that this program.can-be accomplished implies that the assumed form of the equation of state is valid and that the thermodynamic properties calculated with its aid are accurately evaluated. It turns out that various different.forms of the equation lead to approximately the same values of those variables, that are explicit in the hydrodynamic equations but to widely different values of those variables, such az the temperature, that appear as paramevers ofthe problem.

It is instructive to consider the general problem of determining the thermodynamic state of detonation gases using the hydrodynamic theory atid an experimental curve D= iif p. ). qs. 7-3.and the first of Eqs. 7-4 can be rearrange?t-to the -Zorm

(p1=ρoD2(1−ρov1)−e1−e3=iΔD→2(1−ρov1)2) \left(p_{1} = \rho_{o} D^{2} (1 - \rho_{o} v_{1}) - e_{1} - e_{3} = i \Delta \vec{D}^{2} (1 - \rho_{o} v_{1})^{2}\right)  (7-19)

where the Chapman-Jouguet equation is written

κ1=ρov1/(1−ρov1) \kappa_1 = \rho_o v_1 / (1 - \rho_o v_1)  (7-20)

In these expressions, we have without loss in generality neglected the initial pressure p, compered to the detonation pressure p,. The equation of state is customarily taken to be an expression of the form

TABLE 7-1 ESTIMATES OF THE DETONATION PROPERTIES OF COMPOSITION B a ee 8

p=p(v,T,...,n,...) p = p(v, T, ..., n, ...)  (7-21)

re ser a ne ae ies aii, LY TM expressing the pressure as a function of the temperature, specific volume, and the mole numbers of. each constituent of the mixture-of reaction products. The mole. nurabers n, may be fixed a priori by an assumed composition or determiriéd as functions of specific volume and temperature by Eq. 7-21 together with the equilibrium conditions. Kither case implies the existence of an, implicitly defined function

p=p(v,T) p = p(v, T) \tag{7-22} 

By means of the laws of thermodynamics, the entropy of the detonation products is determined as a function: of. specific volume and temperature

s=s(v,T) s = s(v, T) \tag{7-23} 

and Eqs. 7-22 and 7-23 together imply the existence of an implicitly defined function

p=p(v,s) p = p(v, s) \tag{7-24} 

The usual program for determining an equation of state in the form of Eq. 7-21, subject either to the equilibrium conditions or to an apriori specification of the composition, is the formal equivalent of determining function 7-24 for given values of p.,e,, and D = D(p,) by means of Eqs. 7-19," 7-20 and the laws of thermodynamics. By use of the thermodynamic relations ae - fae

(∂e∂s)v=T,(∂e∂v)s=−p \left(\frac{\partial e}{\partial s}\right)_v = T, \left(\frac{\partial e}{\partial v}\right)_s = -p 

and the definition eee ee
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κ=−(∂lnp/∂lnv)a \kappa = -(\partial \ln p/\partial \ln v)_{a} 

Brinkley' has pointed out that the Jacobian

J(p,ev,s) J\left(\frac{p, e}{v, s}\right) 

venishes at the point (p, ,v,) satisfying Eqs. 7-19-and 7-20. This means that these equations, the thermodynamic relations, and the observed data can be satisfied together with any arbitrary function s = s(v) or T = T(v). The program of evaluating the thermodynamic state is thus

P= PY, Ty satan) (7-21) indeterminate in general, and determinacy requires the introduction of some restriction having the effect of specifying the arbitrary function. This is accomplished by assuming a form for the equation of state but the experimental data provide no criterion for the correctness of the assumption.

Jones® has remarked: that Eq. 7-22 represents a 'surface in the p,u,7' space and that the maximum amount of information that can. be derived from a D( p,) relation would fix a'line of a certain length.on this surface. Thus, when one attempts to analyze detonation velocity data by fixing on one surface by the assumption of an equation of state, the result is'largely arbitrary since there are evidently any number of surfaces which contain the same line. Jones concludes that very little information about.the form of. the equation of state can he obtained from detonation velocity data but that if a form is assumed, then the values of its parameters can in general be determined: It follows that the assumption of a form of equation must be guided in the main'by considerations of physical plausibility.

The first-of Eqs. 7-19 defines-a ruled surface in P,, 4+, space. The second of' these equations determines a curved surface in the same space which, according to the Cnapman-Jouguet theory, touches the ruled'surface along a line P, = Dy (v, jv, =v (uv ,) that canbe called the Chapman-Jouguet ocus. In an investigation of the properties of gases.that can be deduced from measurements of the detonation velocity, Jones has deduced from this gecmetrical circumstance a telation that is of great practical value, Eqs. 7-19 are written in implicit form

F(p1,v1,vo)=ρoD2(1−ρov1)−p1=0G(p1,v1,vo)=e1−eo−12p1(1−ρov1)=0 \begin{split} &F(p_1,v_1,v_o) = \rho_o D^2 (1-\rho_o v_1) - p_1 = 0 \\ &G(p_1,v_1,v_o) = e_1 - e_o - \frac{1}{2} p_1 (1-\rho_o v_1) = 0 \end{split} 

(7-25)

i a Sh oe. an iT eae A yw re

The condition that the surfaces definea by these equations he in contact is that at any point of contact the direction cosines of the normals to the two surfaces be equal. This condition leads to two relations

(∂F/∂v1)/(∂F/∂p1)=(∂G/∂v1)/(∂G/∂p1) (\partial F/\partial v_1)/(\partial F/\partial p_1) = (\partial G/\partial v_1)/(\partial G/\partial p_1)  (∂F/∂v0)/(∂G/∂v0)=(∂F/∂v1)/(∂G/∂v1) (\partial F/\partial v_0)/(\partial G/\partial v_0) = (\partial F/\partial v_1)/(\partial G/\partial v_1)  (7−26) (7-26) 
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On evaluation of the derivatives, the first relation leads to Eq. 7-20 which is an expression of the Chapman-Jouguet condition. The second relation leads to a new result. Defining a thermodynamic quantity. \.by

1λ=1p(∂e∂v)p \frac{1}{\lambda} = \frac{1}{p} \left( \frac{\partial e}{\partial v} \right)_p \tag{7-27} 

.and noting the thermodynamic relation

1v(∂e∂p)v=1κ(1+1λ) \frac{1}{v} \left( \frac{\partial e}{\partial p} \right)_{v} = \frac{1}{\kappa} \left( 1 + \frac{1}{\lambda} \right) \tag{7-28} 

Jones obtained the relations te eS ee

p1=ρoD2/[go(2+λ)]v1=1ρo[1−1go(2+λ)]e1=eo+D22/[go2(2+λ)2]κ1=go(2+λ)−1 \begin{aligned} p_1 &= \rho_o D^2 / [g_o(2+\lambda)] \\ v_1 &= \frac{1}{\rho_o} \left[ 1 - \frac{1}{g_o(2+\lambda)} \right] \\ e_1 &= e_o + \frac{D^2}{2} / [g_o^2 (2+\lambda)^2] \\ \kappa_1 &= g_o(2+\lambda) - 1 \end{aligned}  (7-29)

from the second of Eqs. 7-26, together Jith Bos. 7-19. and 7-20. Furthermore,.from the second of Eggs. 7-4

u1=D/[go(2+λ)] u_1 = D/[g_o(2+\lambda)]  (7-30)

In these expressions, 8, * 1+d& D/d Rnp, , defined and employed in the last paragraph.

The utility of these relations resides in the fact that \ contains all of the thermodynamic information 'that is required when the detonation velacity is known experimentally and 8, can be evaluated. Jones shows that this quantity isessentially positive so that Eqs, 7-29 and 7-30 with = 0 provide upper limits to Py ey and u, and lower limits to v, and K, Furthermore, Jones shows that A is insensitive to the for of the equation of state and that it lies in the rs.se O<A<<2, Rather accurate estimates of A can be made with approximate equations of state, thus making possible the direct evaluation of those properties of the detonation products that are of principal interest in studies of their subsequent flow. Vsing available equation of state data for nitrogen, Jones estimated that A is not likely to be greater than 0.25.

In par, 7-2, reference was made to the experimental determination by Deal of the value of the adiabatic exponent for Composition B at an initial density p, = 1.714 g/cc. The measurements made in this investigation permitted the evaluation of the pressure as. a function of specific volume along the isentrope passing through the Chapman-Jouguet point. The experimental data were quite well represented, particularly 'in the neighborhood of the Chapman-Jouguet point, by the simple adiabatic law

pl=p1(v/v1*)−κ,κ*=2.77 p_l = p_1 (v/v_1^*)^{-\kappa}, \, \kappa^* = 2.77  (7-31)

with constant adiabatic exponent, where P, = P(v,8f )* P, (v) is the pressure on the isentrope passing "through the experimental ChapmanJouguet. point (pf, vy). Along an isentrope obeying Eq. 7-31, the.specific energy is given, by

ei=e1*+(piv−p1*v1*)/(κ′−1) e_i = e_1^* + (p_i v - p_1^* v_1^*)/(\kappa' - 1)  (7-32)

where e, = e(v,s¢) and e, = e(pj, vj). (We have employed an asterisk to designate properties. at the experimental Chapman-Jouguet point for p, = 1.714 g/cc.)

The equation of state of the detonation products could be determined if, in addition..to the known isentrope, the energy were known on a single nonistentropic curve in the same region since the rate of change of energy along an. isentrope is defined by the first law of thermodynamics and the nonisentropic curve would provide initial data for the integiation. Fickett and Wood® have shown that the isentrope and the Chapman-Jougueé locus passing through the experimental point (p,,v, ) lie close together in the (p,v)-plane. They expand the enevgy as a Taylor series in the pressure about the point on the isentrope having the same specific volume and assume that the expansion can be terminated after the term of first order. For points near the experimental isentrope, this assumption leads to an equation of state

e(p,v)=ei+βi(p−pi)v e(p, v) = e_i + \beta_i(p - p_i)v  (7-33)
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β=1v(∂e∂p)0 \beta = \frac{1}{v} \left( \frac{\partial e}{\partial p} \right)_{0} \tag{7-34} 

The Chapman-Jouguet locus for varying initial density is completely determined by Eqs. 7-28 to 7-34. Fickett and Wood have obtained' the solution by nu" erical methods. The original paper should be consulted for details. Their results. forthe coefficients 8, kK, and ) are listed for sevéral values of the initial density 'in Table 7-2: The values of the other detonation properties can be evaluated at once by means of the basic hydrodynamic equations previously given. The results listed in Table 7-2 depend only on the validity of Eq. 7-33; are independent of any assumptions regarding the form of a temperature explicit equation of state; and did not require evaluation of the composition of the product was. Eq. 7-33 is correct to terms of first order in the increment (p - p,) and is probably a very good approximation when employed to determine the Chapman-Jouguet Jocus since that curve lies close to the experimental isentrope. Although the namerical solution of the equation is tedious, this method is probably 'the best available for the calculation of p,,v,, and K, as functions of p, along the Chapman-Jouguet locus. Its application requires the availability of an experimental Chapman-Jouguet point and, in the absence of an experimental isentrope, the further assumption that the isentrope can be represented by equations in the form of Eqs. 7-31 and 7-32. Additionally, the calculations summarized in Table 7-2 can be employed as a criterion for the physical plausibility of assumed analytical forms of the equation of state.



7-4 MODIFICATIONS OF THE ABEL EQUATION

When the simple Abel equation of state with a constant covolume was employed by Schmidt? and others to describe the detonation products of condensed explosives, it, was found that the covolume, evaluated to secure agreement with experimentai detonation velocities, is a function of the initial density. This theoretical inconsistency should have led the early workers to reappraise the arialysis. and it has led subsequent workers to remove the inconsistency by adopting less restrictive assumptions. The Abel equation

p(v−α)=nRT p(v-\alpha)=nRT 

can be made to describe the state of any. substance if @ is a suitably prescribed function of two state variables, e.g., «= a (p,v). However, it was shown in the last par. 7-3 that a curve D( p, ) does not provide sufficient information to evaluate the function. a in this generality, and some restriction must be placed upon it. Restrictions that are sufficient, but less restrictive than the specification a= constant employed in par. 7-2, are a= a(u) or a = «(p). The first of these has been. employed by Cook' in extensive calculations. The-second has been employed by Jones in calculations for the explosive PETN.

Cook employs a modified Abel equation of: state in the form

p[v−α(v)]=nRT(7−35) p[v - \alpha(v)] = nRT \qquad (7-35) 
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According to this equation

(∂e∂v)m=T(∂p∂T)m−p=0 \left(\frac{\partial e}{\partial v}\right)_{m} = T \left(\frac{\partial p}{\partial T}\right)_{m} - p = 0 \tag{7-36} 

TABLE 7-2. THE DERIVATIVES 8, K,AND AALONG THE CHAPMAN-JOUGUET LOCUS FOR COMPOSITION 8 so that a gas described by Eq. 7-35 can be:said to be thermodynamically ideal with e(v,T) = e°(T), c, = ¢° Furthermore, the specific enthalpy h =e + pu = e° +nRT +pa(v) =h° + pa(u) so that c, =e and y= c, /e, = 7°. At the high density of the detonation products, one would expect the specific energy function to have a substantial contribution from the energy of gas imperfection arising from repulsive terms in the intermolecular potential junction. This expectation is confirmed by molecular theories of the properties of dense yas, such as that of Lennard-Jones and Devonshire, which is at least qualitatively correct. The consequence of Eq. 4-85 that is expressed by Eq. 7-36 does not appear, therefore, to be physically plausible.

'The adiabatic exponent k can be evaluated by Eq. 7-35 and the relation

κ=−vp(∂p∂v)•=−γ(vp)(∂p∂v)T \kappa = -\frac{v}{p} \left( \frac{\partial p}{\partial v} \right)_{\bullet} = -\gamma \left( \frac{v}{p} \right) \left( \frac{\partial p}{\partial v} \right)_{T} \tag{7-37} 

'We obtain the expression ain the expression κ=γ0(vv−α)[1−α′(v)](7−38) \kappa = \gamma^{0} \left( \frac{v}{v - \alpha} \right) \left[ 1 - \alpha'(v) \right] \qquad (7-38) 

where «' (v) is- the derivative of & with respect: to.v. Eqs. 7-3, with the neglect of p, compared top,; become

v1=(v0Γ+α1)/(Γ+1) v_1 = (v_0 \Gamma + \alpha_1)/(\Gamma + 1)  T1T0[c0¯nR−12Γ]=q′nRT0+c0¯nR \frac{T_1}{T_0} \left[ \frac{\overline{c_0}}{nR} - \frac{1}{2\Gamma} \right] = \frac{q'}{nRT_0} + \frac{\overline{c_0}}{nR}  (7-39)

~where ( )
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Γ=γ1″[1+α1′(v)] \Gamma = \gamma_1'' \left[ 1 + \alpha_1'(v) \right]  (7-40)

and where c° = (e°(T, )- e°(T NAT, -T., ) is an average specific heat at constant volume "and q' is the energy of explosion. It may be noted that Eqs. 7-39 have the same form as the solutions of Taffanel and D'Autridhe' for the unmodified Abel equation of state, Eqs. 7-8 and 7-10, with the quantity I' replacing the heat capa .ty ratio 7°. Eqs. 7-4 can be written

D=(Γ+11+αρo)nRT1/Γ D = \left(\frac{\Gamma + 1}{1 + \alpha \rho_o}\right) \sqrt{nRT_1/\Gamma}  u1=nRT1/Γ u_1 = \sqrt{nRT_1/\Gamma}  (7-41)

The adiabatic exponent can be evaluated with

κ1=(Γ+αρo)/(1−αρo)(7−42) \kappa_1 = (\Gamma + \alpha \rho_o)/(1 - \alpha \rho_o) \qquad (7-42) 

Eqs. 7-41 and '7-42 are analogous to Eqs. 7-11 based on the Abel equation of state.

Cook has applied Eqs, 7-39 through 7-42 toa large number of explosives. His method of calculation: was iterative, commencing with the solutions based on the Abel equation. At each state of the iteration, he calculated the equilibrium composition 'of the detonation products. He has in this way determined the function a/v) from the experiment D(p,) for the explosives considered. He concludes that the fiinction a(v) found in this way is independent of the composition of the detonation gas and may be used for the a priori calculation of detonation properties. The function a(uv) as determined by Cook is:shown in Fig. '4-1. Some of the results obtained with this: equation of state are listed in Table-7-3.

If*Cook's equation of state is -to be employed in a forward calculation of the detonation. properties, the calculation must be 'performed by successive approximations. The Taffanel-D'Autriche' solutions expressed by Eqs. 7-8 and 7-10 provide a convenient first approximation. If the calculation is to be elaborated by the assumption that the detonation products are in. equilibrium, the compositions can be adjusted at each stage of the iteration by an équilibrium calculation ernploying the methods detailed' in Chapter 2 The activity coefficients /,, appropriate for an equilibrium calculation at specified temperature and specific volume, are given by

ℜnfi=∫v∞[1RT(∂p∂ni)−1vi]=∫v∞[α(v)v−α(v)v]dv \Re n \, f_i = \int_{v}^{\infty} \left[ \frac{1}{RT} \left( \frac{\partial p}{\partial n_i} \right) - \frac{1}{v_i} \right] = \int_{v}^{\infty} \left[ \frac{\alpha(v)}{v - \alpha(v)v} \right] dv  (7-43)

and have been tabulated by Cook. These coefficients are independent of composition and temperature and, as noted in Chapter 2, result in a calculation of the equilibrium composition that is no more difficult than that for an ideal gas.

Jones has employed a modified Abel equation of state in the form

p[v−α(p)]=nRT p[v - \alpha(p)] = nRT 

TABLE 7-3 DETONATION PROPERTIES OF SOME PURE EXPLOSIVES'













	Explosive
	Py

g/cm?
	vs

cm? /g
	1?

moles/g
	T,

°K
	us,

m/sec
	Py:

10 atm




	PETN
	1.0
	0.725
	0.0352
	5350
	1540
	'85



	
	1.6
	0.478
	0.0349
	5700
	1820
	225



	RDX
	1.0
	0.723
	0.0405
	5250
	1660
	95



	
	1.6
	0.469
	0.0405
	5750
	2000
	255.



	TNT
	1.0
	0.740
	0.0331
	3700
	1250
	'60



	
	1.6
	0:505
	0.0245
	4170
	13840,
	150



	Tetryl
	1.0
	0.752
	0.0370
	4200
	1340
	95



	
	1.6
	0,485
	0. 0355
	4700
	1670
	200





and applied it to the explosive PETN. According to this equation

(∂h∂p)T=v−T(∂v∂T)p=α(p) \left(\frac{\partial h}{\partial p}\right)_T = v - T \left(\frac{\partial v}{\partial T}\right)_p = \alpha(p)  (7-45)

so that. a gas described by Eq. 7-44 has the specific enthalpy and energy functions

h=ho(T)+∫0pα(p)dp h = h^{o}(T) + \int_{0}^{p} \alpha(p)dp  e=eo(T)+∫0pα(p)dp−pα(p) e = e^{o}(T) + \int_{0}^{p} \alpha(p)dp - p\alpha(p)  (7-46)

and cp,*Cp, Cy *Co, Y=C,/cy=¥° Since this form of equation predicts a contribution. to the energy from gas imperfection, it appears intuitive.y to be a more plausible form than that employed oy Cook.

This -equation of state appears to have been applied only to the explosive PETN. For: this material, Jones -has employed. the detonation velocity data of Friederich® to evaluate the function .a(p). For an equation of state of the assumed form, the coefficient A, defined by Eq. 127,18 hey -4 (7-47)

and it may be regarded a constant to agood approximation. Then by means of Eqs. 7-29, the detonation properties can be evaluated directly from the experimental D(p,) curve, Using Eqs. 7-29 and 7-46, Jones shows that a(p) can be evaluated by the numerical solution of

pα(p)(7−48) p \alpha(p) \qquad (7-48)  =Ψ+(λ1+λ)pλ/(1+λ)∫0p[pλ/(1+λ)Ψ]dpp = \Psi + \left(\frac{\lambda}{1+\lambda}\right) p^{\lambda/(1+\lambda)} \int_{0}^{p} \left[p^{\lambda/(1+\lambda)} \Psi\right] \frac{dp}{p} 

where W * is a function of p given parametricaily in terms of p, by

(1+λ)Ψ=D22(2+λ)(2g0−1g02)−λq′(7−49) (1 + \lambda)\Psi = \frac{D^2}{2(2 + \lambda)} \left( \frac{2g_0 - 1}{g_0^2} \right) - \lambda q' \quad (7-49) 

together with the first of Eqs. 7-29, where q' is the energy of explosion. Jones' determination of the function a(p) for PETN is shown-in. Fig. 7-2. Calculated values of the detonation properties are listed in Table 7-4. The energy of gas imperfection resulting from this form of the equation of state is shown in the last.column of the table. The quantity increases strongly with increasing initial density and is responsible for the downward trend of the temperature.
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The Jones modification .of the Abel equation of state does not appear to have been applied to other explosives, and its application at the present time to an a priori calculation would require an assumption thet the function a(p) is independent of composition. If such an assumption should turn out to be justified, the -equation should. provide a useful 'and relatively simple method for the calculation of detonation products having the desirable feature that the energy of gas imperfection is not neglected. The analytical form of the equation is such as not to yield useful expressions by-a partial reduction of the equation, similar to that employed in -our description of the Abel equation or of Cook's modification of it. It would be most convenient in this case to conduct the calculation in the general manner described: in par. 6-5, using, if desired, the methods of Chapter 2 to evaluate the equilibrium composition.
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Figure 7-2, Covolunie Function for Detonation Products of PETN®
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TABLE 7-4 DETONATION PROPERTIES OF PETN®

The coefficient \ defined by Eq. 7-27 is given by Eq. 7-47 when the modified Abel equation of state employs the assumption a= a(p), and by
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λ=(γ″−1)/[1−α′(v)] \lambda = (\gamma'' - 1)/[1 - \alpha'(v)]  (7-50)

when the assumption a =a(v) is made. We have employed: these expressions together with Eqs. 7:29 and the observed: D(p,) to estimate the. adiabatic exponent kK on the Chapman-Jouguet locus: for Composition B. We employ' the same assumptions as were employed in par. 7-2 and take Y° ~ 1.25, independent of the initial density. The results are summarized in Table 7-5 where we include for comparison the values obtained by Fickett and Wood, and previously listed'in Table 7-2.

The results for a@ = constant and a-=a(p) are identical because both assumptions lead to the same estimate of the coefficient A, namely 7° - 1. These results are in rather good agreement with the resulis of Fickett and Wood. The results based on the assumption a= a/v) are systematically much higher than the other results. If the calculations of Fickett and Wood K(p.0,-1)=4 (1-52) are used as a standard of comparison, we pene conclude that the assumption a =.a(v) is inferior to the assumption « = a(p), Furthermore, we can conclude that the simple Abel equation when: calibrated by observed detonation velocities at eavh initial density can be used for reliable estimates-of the detonation properties in apite of the mathematical inconsistency that attends its use,

75 APPLICATION OF THE CHAPMAN-JOUGUET CONDITION TO MIXTURES WITH VARYING COMPOSITION

The application of the Chapman-Jouguet theory to the calculation of the properties of the detonation products. has been based on the solution of two equations 'between thermodynamic properties, Eqs. 7-3, which: with the equation of state siiffice to specify the thermodynamic state of the product gas. The. application of the second of these, which has been employed in the form

κ1(ρ,ν0−1)=1 \kappa_1(\rho, \nu_0 - 1) = 1  (7-51)

TABLE 7-5 THE ADIABATIC EXPONENT FOR COMPOSITION B ALONG THE CHAPMAN-JOUGUET LOCUS and which is a _ statement of the Chaprnan-Jouguet condition, requires further discussion for calculations in which the composition of the product gas is determined by the équilibrium conditions and in which, in consequence, the composition will in general vary in moving from one.state point to another.

If we: recall that the adiabatic exponent is defined as the derivative

κ=(∂lnp/∂lnρ)a \kappa = (\partial \ln p / \partial \ln \rho)_{a} \tag{7-52} 

it is necessary to specify the way in which the differentiation is to he performed in cases where the composition is a function of state. It has been im;licitly assumed in the reduction of the equations presented in the preceding paragraphs of. this chapter that the differetintion is. performed at constant composition. Thz: quantity so obtained may be called the adiabatic exponent for fixed composition or, more shortly, the "frozen" adiabatic exponent.

For calculations in which the composition is assumed to be fixed, there is no incompleteness in the definition of the quantity « since the "frozen" quantity is evidently consistent with the a priori. assumption as to composition.

It has been noted in Chapter 2 that the laws of thermodynamics for mixtures' with fixed composition or for mixtures with equilibrium composition assume the same form as for systems of one constituent. The thermodynamic state functions and their derivatives for mixtures. are thus completely defined in terms of two state variables either when the composition is fixed a priori or the composition is the equilibrium composition. In particular, a differential coefficient such as the adiabatic exponent is a well defined function of the thermodynamic state when it is specified that the equilibrium conditions in differential form are to be satisfied when the differentiation of Eq. 7-52 is performed. The quantity so obtained may he called the adiabatic exponent for equilibrium composition or. more shortly, the "equilibrium" adiabatic exponent,

The sound velocity and the adiabatic exponen t are related by the expression,

c2=κp/ρ c^2 = \kappa p/\rho \tag{7-53} 

Therefore two sound velocities, a frozen sound velocity or an equilibrium sound velocity, are obtained, depending ypon whether the frozen or equilibrium value of the adiabatic exponent is employed ii. Eq. 7-53. In physical terms, the former quantity is the velocity of propagation of acoustic waves in the limit of very high fréecuencies; the latter, the velocity forthe limit of very low frequencies. Now Eq. 7-52 is an expression of the Chapman-Jouguet condition that the detonation velocity is equa) to the local sound velocity with reference to the detonation products. Consequently, the application of the theory is not completely specified' until the meaning of sound velocity (and of the quantity K) is further specified. There is no thermodynamic argument that will definé the proper quantity unambiguously.

In Chapter 8, we discuss in some deta: ithe question of completing the statement of the Chapman-douguet condition by specifying the nature of the sound velocity. It appears that the equilibrium sound velocity is properly employed in cases that are truly one-dimensional. However, we believe, in at-least some instances where the one-dimensional.case is employed_as a simplified model of an actual two-dimensional explosive charge, it is more appropriate to employ the frozen sound spéed in the statement of the Chapman-Jouguet condition. These. questions will be more completely considered in Chapter 8, We here wish only to.take note-of the fact that the numerical results of a calculation of the detonation properties will depend to some extent on the assumption used with respect to the statément of the Chapman-Jouguet condition, As a practical matter, the distinction between the two forms of the Chapman-dJouguet condition is largely academic. Cowan and Fickett? report that pressures calculated using an equation of state due to Halford, Kistiakowsky, and Wilson, differed by less than 1% at an initial density of 1.2 g/cm® and were almost identical at high initial density, the pressure being higher when calculated from the equilibrium Chapman-Jouguet condition.

ole

Almost all of the calculations that have been reported: have employed a Chapman-Jauguet condition based on the frozen sound speed. (Most authors have regarded this an approximation.) If it is desired to base the Chapman-Jouguet condition on the equilibrium sound speed, two methods of computation ¢ possible. The first, which has been employed by Cowan and Fickett, is to constnict the equilibrium Hugoniot curve in the neighborhood of the Chapman-Jouguet point, using only the first of Eqs, 7-3..a»d-to determine by trial or by graphical or niimerical interpolation the point on the Hugoniot curve resulting in the minimum detonation velovity: This procedure clearly. is equivalent to emptoying the equilibrium sound velocity in the statsment of the Chapman-Jouguet condition. The second, which we prefer because it requires substantially less computation, is to employ the general iterative procedure described in Appendix F which, together with the meth«ds for eva'uating equilibriund composition and equilibrium thermodynamic __ propertie described in Appendix B, teady to a direct solution of the problem.

The frozen composition Chapman-Jouguet condition appears generally to be an entirely adequate approximation. It is much more easily employed. Even sv, the general iterative procedure of Appendix F remains, in vur Opinion, the most — straightforward computational approach for any equation of state except the simple forms suitable for order of magnitude estimates. In Appendix B, we have described computational procedures in detail for evaluating the thermodynamic properties of -equilibrium: 'mixtures. The Chapman—Jouguet point is then determined by an_ iterative procedure involving thermodynamic quantities only. The computational procedure is thus completely prescribed if the equation of state is presented in analytical form.



7-6 EXPLOSIVES WHOSE PRODUCTS CONTAIN ASOLID PHASE

The products of detonation of an explosive may consist nev only of an homogeneous gas mixture but also of a mixture of gas with various condensed constituents. §Nongaseous constitvents may be present in the products because species found in the reaction condense at the prevailing detonation temperature and density. Explosives such as tetryl or TNT have a marked oxygen deficiency end, as a result, free carbon is formed as a reaction product, Some commercial explosives are cor ounded with chemically inert diluents present in the original
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explosive mixture, and these materials form condensed phases in the detcnation products.

The first case where some of the reaction products are condensed can be treated in a direct manner. It is natural to assume that such products are in thermal equilibrium with the gaseous reaction products and completely entrained by them. These assun:ptions applied to explosives containing inert diluents are more arbitrary in nature and will be the more closely applicable the finer the particle size of the diluent and the lower its conJentration. For the case of inert diluents, Taylor*? has compared calculations in which thermal equilibrium is assuméd with calculations in which it is assumed that there is no heat transfer to the diluent. Complete entrainment was assumed in each case, and Taylor concludes that the assumption cf thermal eGuilibriun:; results in the better theoretical model.

The pressure of the gas phase is represented by 'an equation of state as an expression of the peneral form

p=p(vy,T) p = p(v_y, T) \tag{7-54} 

where v, may be defined as the volume of the gas phase for unit total weight of explosion products. Since the volume ¢f gas und of condensed phases is additive

v=vg+vs v = v_g + v_s \tag{7-55} 

where v is the specific volume of the mixture as previously defined and uv, is the volume of condensed phases for unit total weight of products, Furthermore,

vs=∑nlVl v_s = \sum n_l V_l  (7-56)

condensed phases where n, is the number of moles of the i-th condensed species from unit weight of explosive and V, is the molar volume of *he i-th condensed species. In the case of an. explosive producing solid carbon, such as TNT, this expression is

vs=ncVc v_s = n_c V_c \tag{7-57} 

The general form of the equation of state for a mixture of gas and condensed species expressed in terms of the specific volurae of the mixture, can now be written in the form er a Sr

p=p(v−vs,T) p = p(v - v_s, T)  (7-58)

where vy is, in general, a function . pressure and temperature.

'An equation of state of the Abel type can be written in the form

p(v−α¯)=nRT p(v - \overline{\alpha}) = nRT  α¯=α+v \overline{\alpha} = \alpha + v  (7-59)

where n is the number-of moles of gas produced by unit weight of explosive, Thus the quantity a becomes an effective covolume, and the equation has the same form for a mixture of gas and condensed phase as for « gas phase alone. In calculations that are calibzated by cbserved detonation velocities: such as have been described previouzly, @ may be considered: (1) an adjustable constant as in the. Abei equation, (2) a function @ (uv) as has been done by Cook, or (3) & function a(p) as would be appropriate in a calculation employing the Jones modification of the Abel equation.

In a priori calculations of the detonation properties using ain equation of state with known parameters, the quantity uv, must be evaluated. This requires knowledge of the cuncentration of each condensed species in the detonation products and the molar volume of each species at the temperature and pressure of the detonation gas, The former .quantity concentration must be based on an initial estimate that is improved as the overall iteration procedure progresses by successively more accurate determinatiors obtained from the solution of the equilibrium conditions, The molar volumes of the condensed species can usually be taken as constants of the system unless their concentrations are very large. They can be evaluated, when the necessary compressibility and thermal expansion data exist, at a temperature and pressure in the range ef detonation conditions and thereafter held constant, Lacking such data, the molar volume at ambient conditions can be employed as an estimate. The overall precision with which the equatinn of state of the gas 1s kiown does not appear for most applications to warrant an elaborate equation os § Je for condensed species, Furthermore, as a practical matter, the use of more accurate forms is awkward because such forms are explicit either in the pressure or in the molar volume of the solid and they are not easily combined with thé equation.of state: of. thé -gas which is explicit the yolume ofthe gas. We cite, however, the work of Cowan and Fickett® who have quoted an equation.of state for carbon (graphite) with parameters 'that are derived from experimental measurements: of the shock Hugoniot curve in graphite. It is an accurate but extremely cumibersome equation of state for carbon that could be employed ir calculations if the high accuracy could 'be justified by comparable accuracy in the other parameters involved.



7-7 THE VIRIAL EQUATION OF STATE

According to the virial theorem, the equation: of state for gases can always be written ih the form

pvgnRT=1+B(T)vg+C(T)vg2+D(T)vg3+…(7−60) \frac{pv_g}{nRT} = 1 + \frac{B(T)}{v_g} + \frac{C(T)}{v_g^2} + \frac{D(T)}{v_g^3} + \dots (7-60) 
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Te a where B(T), C(T), D('T),... are the first, secor-d, third, etc., virial coefficients which are func/ions of temperature and composition but not of volume. For molecules with an intecaction waergy that can be expressed as a function of the intermolecular distance, the second virial coefficient can be theoretically evaluated. For nonattracting rigid spherical molecules, the virial coefficients are independent of temperature, For such a gas, the third virial eoetficient has been. calculated by Boltzmann and Jager «ad the fourth virial coefficient by MHappel and Majumbar??, For the gas of rigid nonattracting spheres, the virial equation to cubic terms in the density has the form

pvenRT=1+bvg+0.625(b2vg2)+0.2869(b3bg3)(7−61) \frac{pv_{e}}{nRT} = 1 + \frac{b}{v_{g}} + 0.625 \left(\frac{b^{2}}{v_{g}^{2}}\right) + 0.2869 \left(\frac{b^{3}}{b_{g}^{3}}\right) (7-61) 

At high temperature, Hirschfelder and Rosevearo!? Proposed the equation pu, i

pvgnRT=1+bvg+0.625(b2vg2)+0.2869(b3vg3)+0.1928(b4vg4) \frac{pv_{g}}{nRT} = 1 + \frac{b}{v_{g}} + 0.625 \left(\frac{b^{2}}{v_{g}^{2}}\right) + 0.2869 \left(\frac{b^{3}}{v_{g}^{3}}\right) + 0.1928 \left(\frac{b^{4}}{v_{g}^{4}}\right)  (7-62)

where the second virial coefficient is calculated according to the theory of imperfect gases in the limit of vanishing density and is found at high temperatures to be nearly independent of temperature. Thus, the second virial coefficient can be evaluated theoretically, and its evaluation makes possible a theoretical evaluation of the higher virial. coefficients for a hard sphere gas 'which is taken to be a satisfactory model of a real gas at high temperature. The value of the fifth virial coefficient in. the expression given density with: the free volume theory of liquids of Hirschfelder, Stevenson, and Eyring?'
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The calculated high temperature second virial coefficients of some species appearing as explosion products are listed in Table 7-6.

The coefficients in Table 7-6 are for pure gases. Rules for mixtures having a_ theoretical justification are quite complex in form. In view of the approximation, only the simplest combination rule can be justified and the formula

b=∑inibi b = \sum_{i} n_i b_i \tag{7-63} 

has been employed in applications of Eq. 7-62. Hirschfelder and his coworkers have employed Eq. 7-62 in extensive calculations of the thermodynamic prcperties of the products of propellants. Its a pphcation to the a priori calculation of the properties of the detonation products of condensed explosives is due to Paterson? ©, It is-of the form

pvg=nRTF(bvg) pv_{g} = nRT F\left(\frac{b}{v_{g}}\right) \tag{7-64} 

so that if b is a constant t if b is a constant (∂E∂v)T=T(∂p∂T)v−p=0 \left(\frac{\partial E}{\partial v}\right)_{T} = T \left(\frac{\partial p}{\partial T}\right)_{v} - p = 0  (7-65)

and ¢, = cf, y= c/ey * y°."The equation neglects the ene.gy of gas. imperfection and will, for this *eason, overcstimate the temperature of the Cetonation products. Paterson justifies this neglect by stating that it is justified at low initial densities and will affect to only a small extent all properties except temperature at higher initial densities,

Eq.. 7-62 can be written-in the Abel form

p[vσ−α(vσ)]=nRT p\left[v_{\sigma}-\alpha(v_{\sigma})\right]=nRT\tag{7-66} 

α(vg)=vg[1−1/F(x)] \alpha(v_g) = v_g [1 - 1/F(x)] 

x=b/vgx = b/v_g (7-67)

Therefore, 'the quantity [° can be calculated by the relation

Γ=γ∘[2−1F−xF2(dFdx)] \Gamma = \gamma^{\circ} \left[ 2 - \frac{1}{F} - \frac{x}{F^{2}} \left( \frac{dF}{dx} \right) \right]  (7-68)

and the solution for the Chapmor-Jouguet int, based on: 'the frozen Chapman-Jouguet condition, is given by Eqs. 7-39. Thus. the modified Boltzmann .orm of the virial equation of state can be employed to obtaiix an a: priori,

TABLE7-6 HIGH TEMPERATURE SECOND VIRIAL COEFFICIENTS OF GASEOUS DETONATION PRODUCTS?




	Species i
	b,, cm? /mole — Species i
	
	b;, cm® /mole




	co,*
	37.0
	NO-
	21.2



	CO
	33.0
	N,
	34.0



	H,
	14.0
	CH,
	37.0



	H, 0
	1.9
	NH,
	15.2



	0,
	30.5
	
	





* At densities wherc the co, molecule is szsumed not ta rotate, At lower densities, with rotation permitted, tha value of b for co, is 63.0 cm? /mole, ee aM a ne ee el yO eee ar ae ai aR A nat ee re ee een ae ee Le Te oe ere te eee

Daaieasmalhe 0 Spee a theoretical evaluecion of the function a(v) that was evaluated empirically by Cook.

The results of some of Paterson's calculations—using the equetion of state Eq. 7-62, the frozen Chapinan-Jouguet condition, and assuming equilibrium composition of the detonation products—are given in Tsble 7-7, Paterscn has also applied -his equation of state to calculations for.a large number of commercial blasting explosives. In these-calculations all. of the necessary. data were dciermined without reference to detonation experiments. Considering the completely a priori nature of the calculations, surprisingly good agreement with experimental detoriation velocities was obtained, particularly .at'the lower values of the initial density.



7-87 SHALFORDKISTIAKOWSKYWILSON EUUATION OF STATE

An extensive computation of the detonation state was carried out by Brinkley and Wilson!" employing an empirical form of equation of state that was proposed by Halford, Kistiakowsky, and Wilson!®. The equation is a modified form of one that was originally emnloyed by Becker to <epresent an experimental nitrogen isotherm. It was modified by the omission of terms that are significant only at low temperature and in such a way as to provide for a contribution due to gas imperfecticn to the energy content of the gas. The parameters of the equation were calibrated in part by the use of experimental detonation velocity data and in part from. theoretical considerations. Since the origirial work, this equation has had many niodifications as new data became aynilable. The most extensive and most recent re.ision has been carried -out by Cowan and Fickett who were able to supplement experimental velocity -data with some experimental pressure roeasureinents.
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Cowan and Fickett employ an équation of state in the form

pvg=nRTF(x) pv_{g} = nRTF(x)  F(x)≈1+xeβx F(x) \approx 1 + xe^{\beta x}  x≈k/[vg(T+θ)α] x \approx k/[v_{g}(T + \theta)^{\alpha}]  k≈∑iniki k \approx \sum_{i} n_{i}k_{i}  (7-69)

Here, u, is the volume of gas from unit weight of explosive; n, is the number of moles.of the i-th gaseous constituent from unit weight of explosive; a, 8, and @ are empirical constants; and the k, are empirical constants, characteristic of the jndividual species, 'having: the nuture of covolumes. The constant @ was added to. the Original form to suppress a spurious minimum that the unmodified form presented.in- curves of

TABLE 7-7. DETONATION PROPERTIES OF SOME CONDENSED EXPLOSIVES? ® pressure versus temperature at constant volume. Cowan and Fickett have employed the value @ = 400° K. in all of their work.
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When Eq. 7-69 is employed as the equation of state, the specific energy @, of gas imperfection, where e=¢° + e;, is given by

ei/(nRT)=α(TT+θ)(F−1) e_i/(nRT) = \alpha \left(\frac{T}{T+\theta}\right)(F-1)  (7-70)

which is a rapidly increasing function of the gas density at constant temperature.

Eqs. 7-69 and 7-70 can be written in an approximate form

er=α(pva−nRT) e_r = \alpha(pv_a - nRT) \tag{7-71} 

if we negiect 6/T compared to unity. Now, it can be 'shown from the yirial theorem that if attractive forces ace neglected in comparison with repulsive forces in the intermolecular potential function .and if the latter varies inversely as the n-th power of the intermolecular distance, then

ei=(3/n)(pvσ−nRT) e_i = (3/n)(pv_\sigma - nRT)  (7-72)

Thus, Eq. 7-71 is of the correct form for the internal energy of a gas that is sufficiently dense so that attractive forces can be neglected in comperison with repulsive forces. Furthermore, the paranieter @ can be identified with the quantity 3/n, where n js the exponent of the repulsive term in an intermolecular potential function of the Lennard-dories cype. From theoretical considerations, n>6so that a <¥%, Cewan and Fickett fouad the best overall fit 'with experimental data with the value a = 'A, The high -value of this coefficient reflects the fact, that attractive forces are not entirely negligible at any gas density. Also, there is now evidence that an inverse power law for the repulsive term is too "hard" for dense gases.

The discussion of th, Jast paragraph. is not, of cause, a complete justification of the form of the essentially empirical equation of state, Eq. 7-69. It does, however, indicate that this equation takes account of the energy of gas imperfection in a way that is physically plausible and in this respect, at least, is superior ta the other forms of equation of state that have been considered. Unfortunately, its use in routine calculations involves a considerably more elaborate computational program. It is not conveniently employed for desk computations, and it.is most suitably employed in calculations employing. a computer for which the effort of preparing a computer program cari be justified.

We can summarize the values of the equation of state parameters adopted by Cowan and fickett as follows:


a= 0.50: B = 0.09 6 = 400 °K



The values of the k, are given in Table 7-8.

TABLE 7-8 VALUES OF THE CONSTANTS k,?










	Species
	kX

|
	Species
	k*




	H,
	2133"
	"to
	"3388



	Ht.
	3636
	co,
	6407



	N

2
	6267
	NO
	4148





Table 7-9 contains values of some detonation properties of several explocives calculated with Cowan and Fickett's form of the Halford- Kistiakowsky-Wilson equation of state. Experimental values and some calculated values by Cook and by Paterson are included for compz.ison.

Cowan and Fickett conclude that reasonably good agreement between calculated and observed quantities is obtained except for explosives such as TNT with large oxygen deficit. In the case of TNT the calculated values are unsetisfactory even though an elaborate equation of state was used for solid carbon, The cause of this discrepancy is not understood at the present time,

The equation of stave employed by Cowan and Fickett leads to detonation temperatures that decrease with increasing initial density. This behavior follows from the fact that the equation of state results in a contribution to the energy due to gas imperfections as a strongiy increasing function of density. It will be noted from Table 7-9 that the calculated temperature is

* A more extensive list of the constants # 1 .« to the best available explosives! property data, m er 'tained in reports by C. Mader, LASL, which have not been published
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— bar Cone » named substantially lower than for equations of state for which the energy of gas imperfection is zero. Cowan and Fickett conclude that the Halford-Kistiakowsky-Wilson equation of state is probebly fairly reliable if its-use is restricted to and to pressures and volumes that are not too _ to be the best available.

different from those at the Chapman-Jouguet point. There appears to be no justification for its use in an extended extrapolation.
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We conclude this chapter by remarking that the-problem of formulating.a generally adequate explosives which. are similar to those 'that were equation of state is not solved. The inciudediin the determination of its parameters, = Halford-Kistiakowsky-Wilson. equation appears

TABLE 7-9 -COMPARISON OF CA: CULATED DETONATION FROPERTIES ar' a)
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	J. Taffenal and H. D'Autriche, Compt. (1933).

	A. Schmidt, Z. Ges. Phys, 24, 952 (1.956).
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	and Physics of Detonation,Office of Naval 'Oxford, 1852,.Chapters 7 and 8.

	H. Jones, Third Symposiurt on 107 (1929). Pheromeng; 'illiams & Wilkins, Baltimore, Phys. Chem. 43, 15 (1939).

	W. Fickett and W. W. Wood, F:iys, Fluids 1, Eyring, J. Chem..Phys.5, 896 (1957).

	M. A. Cook, J. Chem. Phys. 15, 613 Curtiss, OSRD. Report] No. 547, 1942, High Explosives, Reinhold Publ. Corp., __ -also-Reference 11.

	Ww. Friederich, Z. Ges. OSRD Report Nc. 905, 1942: . Schiess-u-Sprengstoffw. 28, 2, 51, 80,113 18. R. Be -, Z. fur Physik 4, 393: (1921).
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	Rend. 155, 1221 (1912). 9. R. O. Cowan and W. Firictt, J. Chem.

	Schiess-u-Sprengstoftw. 30, 364 (1935); 10. G. B. Kistiakowsky and E. 'B, Wilson, Jr,, 31, 8.(1936). OSRD Report No. 114, 1941.

	W. E..Deal, Phys. Fluids 1, 523 (1958). 11. James Taylor; Detonation in Condensed S. R. Brinkley, Jr... Prec. Conf. Chemistry Explosivee. Oxford. University Preas,.

	Research, Jan. 1951. 12, R. Majumbar, Bull. Calcutta: Math. Soc. 21,

	'Combustion and Flame and Explosion 13, J. O. Hirschfelder and W. E. Roseveare, J.

	1949, p. 590. 14. J. O. Hitschfelder, D. F. Steverison, and H.
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	New York, 1958. 17. S. R. Brinkley, Jr, and E. B, 'Wilson, Ji.,
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CHAPTER 8 STRUCTURE OF THE PIANE DETONATION WAVE: FINITE REACTIO.. ZONE


8-1 INTRODUCTION |
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The elementary theory of plane detonation waves, described in Chapter 6, is based ona model in which the reaction zone is idealized as a mathematical plane, thus implying 4 detonation reaction of infinite rate and a reaction zone: of zero thickness. The properties of the detonation. wave are then deiermined by the expressions for the transport of mass, momentun3, and energy across che discontinuity; by the Chapman-Jouguet condition which provides a sufficient description of the flow behind the detonation front; and by the equation of state and thermal properties of the 'detonation: 'products. The properties of the detonation wave are independent of the rate of the -detonation reaction according to this " idealized modéi.

This elementary theory correctly describes the main features of the detonation process. In particular, it corzestly predicts the detonation velocity and the thermodynamic state of the detonation products of cylindiical explosive charges initiated at. one end; provided, the diameter of the charge is not too small. However, extension of the theory tc more than one dimension—e.g., to the = spherical charge—involves mathematical difficulties that result from the over-idealization of the reaction zone to a mathematical surface. Many details of the detonation pre :ess in finite charges—e.g., the effect of charge diameter on. the detonation of small cylindrical charges~are\determined by the structure of the reaction zone. In this chapter, the consequences of a more realistic model which takes account of finite reaction rates are investigated; however, we limit the treatn-ent to plane waves propagating in one direction.



8-2 CONSERVATION CONDITIONS FOR STEADY REACTION WAVES IN ONE DIMENSION

We assume the existence of a wave of chemical reaction propagating in one Jirection parallel to the x-axis of a rectangular coordinate system and assume chat the properties of the flow are constant on planes perpendicular to the direction of propagation. We fix the origin of the coordinate system in the moving reaction wave and 'assume that there exists a region of finite extent in the moving cocfdinate system: within which the flow is steady.

The hydrodynamic equations for inviscid flow without heat, conduction or diffusion have been given in par. 2-6. For flow in one dimension, they can be written

dρdt+ρ(∂w∂x)=0 \frac{d\rho}{dt} + \rho \left( \frac{\partial w}{\partial x} \right) = 0  dwdt+1ρ(∂p∂x)=0 \frac{dw}{dt} + \frac{1}{\rho} \left( \frac{\partial p}{\partial x} \right) = 0  dedt−pρ2(dρdt)=0 \frac{de}{dt} - \frac{p}{\rho^2} \left( \frac{d\rho}{dt} \right) = 0  (8-1)

In these equations, p is the pressure, p is the density, e is the specific energy, and w is the particle velocity measured with respect to the moving origin of coordinates. The operator d/dt is the mobile time derivative, denoting the rate of change with respect to time-as measvred by an observer moving with the fluid, i-e.,

ddt=∂∂t+∂∂x \frac{d}{dt} = \frac{\partial}{\partial t} + \frac{\partial}{\partial x} \tag{8-2} 

For steady one-dimensional flow, partial derivatives with respect to time vanish and Eqs. 8-1, become

w(dρdx)+ρ(dwdx)=0, w\left(\frac{d\rho}{dx}\right) + \rho\left(\frac{dw}{dx}\right) = 0,  w(dwdx)+1ρ(dpdx)=0, w\left(\frac{dw}{dx}\right) + \frac{1}{\rho}\left(\frac{dp}{dx}\right) = 0,  dedx−pρ2(dρdx)=0, \frac{de}{dx} - \frac{p}{\rho^2}\left(\frac{d\rho}{dx}\right) = 0,  (8-3)

where, in the steady state, the properties of the fluid are functions only of the space coordinate x, measured relative to the moving coordinate system. Eqs. 8-3 can be integrated, with the result mo erat atid

wρ=M=constant w\rho = M = \text{constant} 

p+M2v=P=constantp + M^2v = P = \text{constant}

e+pv+12w2=Ω=constante + pv + \frac{1}{2}w^2 = \Omega = \text{constant} (8-4)

" * * o where uv is the specific volume. The new constants have the following significance: M is the mass current, P is the dynamic pressure, and Q is the kinetic enthalpy. The three quantities are constants of the flow in aregion 'where the flow is steady and where the effects of viscosity, heat, conduction, and diffusion can be neglected.

Eqs. 8-4 are supplemented by the reaction rate equations of par. 2-6

ρ(dnidt)=Ri \rho\left(\frac{dn_i}{dt}\right) = R_i \tag{8-5} 

'and by the stoichiometric con. ions given in par, 2-2

∑iβijni=qj \sum_{i} \beta_{ij} n_{i} = q_{j} \tag{8-6} 

where the stoichiometric constant q, is the number of moles of the j-th component in unit weight of a hypothetical mixture consisting of components only. Without loss of generality, we can assume that the componerits are assigned the labels i= 1, 2,... ¢, so that constituents that are not components are assigned the labels i= c+1, c¢+2,.,..8. Eqs. 8-5 and 86 can then be written in a more explicit form that takes into account the- fact that only the R,,i=c+1,¢+2,. can be. 'independently specified, For the sicady state, these. expressions are

dnidx=Riρw,i=c+1,…s \frac{dn_i}{dx} = \frac{R_i}{\rho w} , \qquad i = c + 1, \dots s  dnjdx=1ρw∑i=c+1sβijRi,j=1,2,…c \frac{dn_j}{dx} = \frac{1}{\rho w} \sum_{i=c+1}^{s} \beta_{ij} R_i, \quad j = 1, 2, \dots c  (8-7)

The rates R, are linear combiliations of the rate expresgion for the elementary reactions occurring in the re,.on of reactive flow. 'These rate expressions depend upon the composition, temperature, and pressure. Therefore

Rl=𝒫l(T,p;nl...ns) R_{l} = \mathcal{P}_{l}(T, p; n_{l} ... n_{s})  (8-8)

and if the mechanism of 'the. reaction.is known, _ the expressions summarized by Eq. 8-8 can, at least in principle, be evaluated. Eqs. 84. are also supplemented by an equation of state which we may take to be an expression of the form.

p=p(v,T;nv,....ns) p = p(v, T; n_v, ....n_s)  (8-9)

Now, we suppose that fluid is moving from left to right, ie,w>0. (This convention is opposite to that employed in Chapter 6.) Further, we-suppose that the material to the left of the plane x = 0 is in the uniform state PP, with w, = D and R, = 0 forall i. At the plane x = 0, we consider: tyro cases, First, assume that the properties of the flow are continuous at this plane. Then the constants of Eqs. 8-4 are given

M=ρoD M = \rho_{o}D  P=po+ρoD2 P = p_{o} + \rho_{o}D^{2}  Ω̃=eo+povo+12D2 \tilde{\Omega} = e_{o} + p_{o}v_{o} + \frac{1}{2}D^{2}  (8-10)

where e, is the specific energy of the nonzeacting fluid in the uniform. state. Alternatively, assume that the reacting. fluid in the region x>0 is. connected to the uniform nonreacting. fluid in the regionx <0 by'a shock wave fixed in the plane x =(, If the properties of the shocked fluid at x =0 are designated -by a prime, we have

M=ρ′w′ M = \rho'w'  P=p′+ρ′(w′)2 P = p' + \rho'(w')^{2}  Ω=e′+p′v′+12(w′)2 \Omega = e' + p'v' + \frac{1}{2}(w')^{2}  (8-11)
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Here.e' is the specific energy of the material at pressure p' and specific volume u' having the samie composition as the maierial.in the uniform state at p, and v,. Assuming that the shock can. be represented by a discontinuous transition from the unshocked {io the shocked state at constant composition, we may employ conservation conditions of par. 2 and transform Eqs, 8-11 to expressions that are identical with Eqs. 8-10. Thus Eqs, 8-10 can be employed for the two cases under consideration, Combining them with Eqs. 8-4, we obtain

ρw=ρ0Dp+ρw2=p0+ρ0D2≠+pv+12w2=e0+p0v0+12D2 \rho w = \rho_0 D 
p + \rho w^2 = p_0 + \rho_0 D^2 \ne + pv + \frac{1}{2}w^2 = e_0 + p_0 v_0 + \frac{1}{2}D^2  (8-12)

The left-hand members of Eqs. 812 are evaluated at fixed arbitrary values of the x-coordinate, x>0. If the first of Eqs. 8-12 is employed to eliminate w from the second, we obtain

p52D2=−(p−po)/(v−vo) p_5^2 D^2 = -(p - p_o)/(v - v_o)  (2-13)
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e−eo=12(p+po)(v0−v) e - e_o = \frac{1}{2}(p + p_o)(v_0 - v)  (8-14)

If we denote hy u * D-w the particle velocity in. the regionx >0 relative to that of the uniform state existing in the region x <0, the first of Eqs. 8-12 becomes

ρ(D−u)=ρoD \rho(D-u)=\rho_o D \tag{8-15} 

If the uniform state is at rest in a laboratory system of coordinates, u is the particle velocity in a laboratory system of coor jinates.

Examining Eqs. 87 and 8-12, we note that we have s + 3equations connecting the s + 4 variables n,, p, p, u, and D when the uniform state is specified. (The equation of state and thermal properties of the explosion products determine the specific energy e as a function of ior detonations, to 'tha absence of the Chapinen-Jouguet condition from the equations. Insofar as these equations are concerned, we may regard D as a parameter whose value can be specified. Eqs. 8-7 and 8-12 are then in a formal sense determinant, determining each of the Cependent variables as functions of x and D. Thus, the solutions of Eqs, 8-7 and 8-12 determine a two parameter sequence of states through the moving reaction wave. It is necessary, in principle, to determine the values of D for which these equations have suitable solutions. For the general case of multiple simultaneous reactions terminating in an equilibrium state, this presents a formidable probiem, n, », and p.) The indeterminacy coresponds,

A model that is easily visualized and. that provides a useful description of the reaction wave is obtained by assuming that the reaction proceeds toward a final invariant composition that can be specified a priori independently of final press..e and density. A progress variable £ can then be introduced by the relation.

e(ξ)=ξe1(p,v)+(1−ξ)eo(p,v) e(\xi) = \xi e_1(p,v) + (1 - \xi)e_o(p,v)  (8-16)

where é is the specific energy of the products and e, is the specific energy of the reactants, each considered a function of p and u, In this approximation, Eq. 8-14 can be written

ξe1(p,v)+(1−ξ)eo(p,v)−eo(po,vo)=12(p÷po)(vo−v) \begin{split} \xi e_1(p,v) \; + \; & (1 \; - \; \xi) e_o(p,v) \\ & - \; e_o(p_o,v_o) \; = \; \frac{1}{2} (p \; \div \; p_o) (v_o \; - \; v) \end{split} 

where p and u are to be regarded as functions of the progress variable & When & = 1, Eq. 8-17 is jdentical with the Hugoniot equation for. instantaneous réaction, Eq. 8-17 describes a tamily of curves in the (p,v)-plane, each member of which is labeled by a value of Ewith O<E <1. For exothermic processes with e, (p,v})>e (pv) this family consists of nonintersecting curves that are concave upward. Eq. 8-13 is the equation for the Rayleigh line. With p and u regarded as fiinctions of ¢, the reaction in a steady reaction wave is.constrained to states on this line. When we employ the subscript unity to identify properties of the flow when & = 1, Eqs. 813 and 8:17 become identical with the analogous expressions of Chapter 6.



8-3 THE STEADY DEFLAGRATION WAVE

The branches of the family of curves given by Eq. 8-17 for which p(t) <po describe the states in a steady deflagration wave that satisfy the conservation equations, These curves are shown in Fig. 8-1, together with a Rayleigh line OABC, This Rayleigh line represents two different processes with the same yropagation velocity D. One consists of a discontinuous trunsition in the unreacted material from the state O to the state C, followed by the reaction zone represented by. the segment of the Rayleigh line CB along which 3 changes from 0 to 1, tarminating in state B which is a strong deflagration. The other consists of the continuous transition from the state O to the state A, which is a weak deflagration, along the segment of the Rayleigh line OA for which ¢ changes from 0 tu 1. It has been noted in par. 2-8 that a nonreactive rarefaction shock, as in the transition from O to C, does not exist since if would entail a decrease in entropy and violate whe ae ee oe the second. law of thermodynamics. It fotlows that strong deflagrations are impossible for the assumptions made. Therefore, starting at the point O with p,, u,, the state point can only reach the upper intersection A without passing through regions for which §>1.The-only states on: the final Hugonioit curve of Fig. 8-1 that are physically 'admissible are the weak: deflugrations lying between {and including) the Chapman-Jouguet deflagration J and the constant pressure deflagration for which P, = P..

'In Chapter 6, we noted that a usetul description of. deflagration waves is not ohtained from the'hydrodynamic equations in which heat conduction and the diffusion of chemical species are neglected. The propagation velocity of a 'deflgration wave is determined by these transport processes from. the reaction zoné upstream into the reactants. In the 'theory: of flame propagatior.,:the differential conservation equations are stated so. as. tu 2nclude 'the effects 'Of viscosit;, diffus-on, heat conduction, and the rate -of cnémical reaction. For particular boundary conditions, these equations possess a 'solution only for a unique value of the wave velocity. In a deflagration wave, the reaction must be initiated by heat conducted upstream from the reaction zone :inte the medium ahead of the reaction zone.
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8&4 THE STEADY DETONATION WAVE

We begin our. discussion of the structure of plane detonation waves by commenting on thé role of transport processes.in tne mechanism of the detonation reaction. The solutions of the steady one-dimensional heat conduction-convection equation and of the steady one-dimensional diffusion-convection equation are characterized by e **o where x is the distance and x, is acharacteristic distance. For thermal conduction, x, = a/w, where & is the thermal diffusivity and w is the particle. velocity in the frame of-reference within which the motion is steady. For-diffusioa, x, = D/w,- 'here D is the diffusiosi constant, The thermal diffusivity and diffusion constant are each of order unity or less, when expressed in units of square centimeters per second. 'The

[image: Figure, page 177]

Figure 8-2, Fanvily of Hugoniot.Curves for Steady Deflagration Wave

~ phe particle velocity associated with a detonation wave is of order 10° to 10® cm/sec. ares ores the characteristic length x, is of order 10°° c or:less.
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We need to consider two different possible mechanisms for initiating the chemical reaction. It may be effected by the diffusion of chemical species into the unreacted. material or it may consist of an initiation reaction that is 0-th order in its products, If the initiation is exclusively of the first type, the detonation wave may be conceived of as a shock wave combined with a diffusion wave similar to a diffusion flame. To satisfy tine boundary conditio6ne at the reaction front by a temperature or concentration distribution with a characteristic length of 10°§ cm or less, it would be necessary to postulate a reaction rate of unreasonably high value, so that the reaction zone width is.also of the order of magnitude of the characteristic length. 'n'this connection, it is to be remarked that the particle velocity in 'diffusion flames is many orders of magnitude less than in detonation waves and the characteriscic lengths of the former (diffusion flames) are correspondingly many orders of magnitude greater than those of the latter (detonation waves). It follows that the effects of transport processes can be entirely neglected i1 the reaction zone of the detonation reaction, except for their occurrence within a shock front where their effects are adequately described by the conservation laws across a discontinuity. The primary contribution to the initiation mechanism must: be by an initiation reaction that is 0-th order in its.oroducts,

These considerations lead to a model wherein the initiation reaction has a negligible rate before thr front and an appropriately large rate behind it, 1.e., to.2 model wherein the reacticn 1s initiated by the shock front Suc 3 mode! was independently postulated %. o'rtovwh, von Neumann, end Docirg ba. Eh Mngouied curves préserked yy Eq. 8-17 for theunreacted' materia! immedintely Lehind: the sheck front (é =.) for the coupletel, reucted material (= 1), And 'for an intermediate degree of reaction are sketched' in 'Fig, 6-2.. The Rayleigh line OABC represents two different precesses with the same propagation velccity D. One consists of a continuous transition frum the state O to the State A, which !s a weak detonation along the segment of the Rayleigh line OA for which & changes from 0- to i. The other consists of a discontinuous transition through a shock front in the unreacted material to the state C on the Hugoniot curve for — = 0, followed by the reaction zone, represented by the sexment of the Rayleigh line CB along which £ charges from 0 to 1. The state B.is evidently a strong-d:: tonation and the second process corresponds +.- that postulated: by Zeldovich, von Neumann, and Doering. In Chapter 6, it was remarked that a detonation wave is formally equivalent to -a shock wave followed by a Geflagration wave. Thus, the detonation states of Fig. 8-2 centered on the initial state O can be regarded as a deflugration wave centered on the state C. It was also remarked that a strong detonation wave is a shock wave fcllowed by a weak deflagration, .a weak detonation wave is a-snock follawed:hy a strong deflagration, ana a Chapman-douguet detonation is a, ghock followed by FI Chapman-Jougue': defloration. In tne: previeasparagraph; it wus snown <haf a shorig deflagration dues aot exist. it £23 we unat, Lor the assumptic.us mede, a weak detquation-aoes not .<xist. Therefore, sts acting: froma hierk wave in the unreacted materia canter! "day the.point 3 with pov, the s.ute po. tt gh Oo reach the upper jatersectior. iB. The-peyt 7 off Tig. 8-2 is. the state with lowcs* pressure ch the Hugoniat curve for the unrea (2 etplosive for which the -Yeacuon ca reac Ne Ruse Riot curve Zor complete reaction. 'Ihe Ray joi. line OF 4s tangent, to bie Hugoniat s..6e fy comnlere reaction; ib sraprésents the veaction weve terminating ir . Vhaprian-d'iugueét detonawon.
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Weak detopauons, under the assumptic +s. made, are impossible. Furthermore, ararefaction
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: web be eH ST reer nemtiee oe sendin ma eeng, abe omne ~~ wave will originate in the explosion products, and will overtake. and weaken a_ strong detonation until-it becomes. a Ciiapman-J ouguet detonation. Therefore, the Chapman-Jouguet detonation is the detonation that is stable.

It has been assumed that the family of Hugoniot curves, labeled. by a value cf the degree of reaction £,0<£ <1, form a family of nonintersecting curves such as has been sketched in Fig. 8-2. This will be the.case if, as has-been asatimed, the reaction proceeds to a fixed invariant mixture of products and if the exothermicity condition, @,(p,v)> e,(p,v), is satisfied at all values of the pressure and. specific volume. However, von Neumann has.pointed out that the family of Hugonict.curves may have a different form if the reaction is. nut.exothermic at all pressures: and densities; Such a condition may, in principle, arise if the mechanism of :the explosion reaction consists of several different elementary reactions whose relative contribution tothe overai.decomposition may depend on the strength of the initiating chock wave and one or more of which may -be endothermic. In such a case, the Hugoniot curves may intersect. and lave an envelope, as shown in. Fig. 8-3. It would then ce possible for the process to consist of a discontinuous transition from the.state O to the state B on the Hugoniot curve for & = 0, followed }:-a reaction described by the segment of the Rayleigh line BA, during which & changes continuously from 0 to-1. The point Aon. the Hugoniot curve for & = 1 is a weak.detonation, and the Rayleigh line OAB is tangent to the -envelope to the Hugoniot curves and: represents the only process for which & takes on all. values from 0 to 1. This solution is known as von Neumann's pathological wea': detonation. No case of the actual existence o} such a detonation is known.
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8:5 FLOW BEHIND A CHAPMAN-JOUGUET WAVE

Riemann's equations (see par. 2-7} can be employed to construct the: nonsteady flow

[image: Figure, page 179]

Figure $-2, Family of Hugoniot Curves for Steady Detonation Wave behind a Chapman-Jouguet discontinuity. At the discontinuity, located at x = Dt, the explosion products -are characterized by the quantities U,,0;, and ¢, which are determined by the Chapman-Jouguet condition, the Hugoniot equations, and the equation of state. One of these .quantifies may have an arbitrary initial distribution behin1 the front. The whole flow can then be determined as a simple wave.
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For definiteness, we suppose that the steady detonation begins at.a.piston face located atx = 0 at ¢ = 0. The Chapman-Jouguet particle vélocity i, is accommodated to the piston velocity, assumed to be less than u,, by a centered simple. wave, ie., by an unsteady rarefaction wave. The -C, characteristics of such a wavecare straight lines with the equation

x=(u+c)t x = (u + c)t \tag{8-18} 

The Chapthan-Jouguet 'point, which is a discontinuity between the steady reaction cone and the nonsteady rarefaction wave, follow: a path in the (x,t)-plane- which is the C, characteristic

ẋ=(u1+c1)t=Dt \dot{x} = (u_1 + c_1)t = Dt  (8-19)

In par. 2-7 it was-remarked that the Riemann. invariant :¥ is constant throughout this simple wave. Because of this circumstance

u1−σ(p1)=u−σ(p). u_1 - \sigma(p_1) = u - \sigma(p).  α=∫−∞pdp \alpha = \int_{-\infty}^{p} dp  (8-2)

The function o can be regarded: aknown function of the presstire along the isentrope

J pe
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Figure 8-3. The von Neumann Pathological Weak Detonation ee EL ara ea taal ao ?

ee eee ee ee we ne ttmeninttinn mine mene weer ree Mee Re ee ares WE: aa passing through the Chapman-Jouguet state. 'Lherefore, %q. 8-20 provides one relation between the. pressure p and the particle velocity u. Along this isentrope, the acoustic velocity c can also be regarded a known function of the pressure. Eq.. 8-18 thus provides a second relation, comiecting the pressure and particle velocity: to the reduced distance-variable x/Dt

u+c(p)=(u1+c1)(x/Dt) u + c(p) = (u_1 + c_1)(x/Dt)  (8-21)

Eqs. 820 and 821 determine the particle velocity and pressure in the rarefaction: wave as functions of the reducéd distance x/Dt. For general equations 'of state, they cam be solved numerically from tables of ¢ anda versus the pressure. When the pressure distribution through the rarefaction wave is known, the distributions of the other thermodynamic variables through the wave are determined since 'these variables depend only on the préssure along a prescribed isentrope,

If the explosion products. obey a 'poly tropic law, Eqs. 8-20 and 8-21 can:be solved explicitly. If the adiabatic. exponent is x, the results can be written in the form

u̇u̇1=1+2κ+1D(ξ−1)u1 \frac{\dot{u}}{\dot{u}_{1}} = 1 + \frac{2}{\kappa + 1} \frac{D(\xi - 1)}{u_{1}}  cc1=2κ+1+κ−1κ+1Dξ−u1D−u1 \frac{c}{c_{1}} = \frac{2}{\kappa + 1} + \frac{\kappa - 1}{\kappa + 1} \frac{D\xi - u_{1}}{D - u_{1}}  ṗp1={2κ+1+κ−1κ+1Dξ−u1D−u1}2κ/κ−1 \frac{\dot{p}}{p_{1}} = \left\{ \frac{2}{\kappa + 1} + \frac{\kappa - 1}{\kappa + 1} \frac{D\xi - u_{1}}{D - u_{1}} \right\}^{2\kappa/\kappa - 1}  ρρ1={2κ+1+κ−1κ+1Dξ−u1D−u1}2/κ−1 \frac{\rho}{\rho_{1}} = \left\{ \frac{2}{\kappa + 1} + \frac{\kappa - 1}{\kappa + 1} \frac{D\xi - u_{1}}{D - u_{1}} \right\}^{2/\kappa - 1}  ρρ1={2κ+1+κ−1κ+1Dξ−u1D−u1}2/κ−1 \frac{\rho}{\rho_{1}} = \left\{ \frac{2}{\kappa + 1} + \frac{\kappa - 1}{\kappa + 1} \frac{D\xi - u_{1}}{D - u_{1}} \right\}^{2/\kappa - 1} 

Where ¢ = x/Dt. It wil: be noted that the particle velocity and acoustic velocity are linear functions of the reduced distance ¢ for this case. The solution for apolytropic gas was obtained by Taylor, and the unsteady flow behind the Chapman-Jouguet detonation is sometimes called the Taylor wave. Eqs. 8-22 assume a particularly simple form when k = 3, Then

uu1=1+12[D(ζ−1)u1] \frac{u}{u_1} = 1 + \frac{1}{2} \left[ \frac{D(\zeta - 1)}{u_1} \right]  cc1=12{Dζ−u1D−u1+1} \frac{c}{c_1} = \frac{1}{2} \left\{ \frac{D\zeta - u_1}{D - u_1} + 1 \right\}  DD1=18{Dζ−u1D−u1+1}3 \frac{D}{D_1} = \frac{1}{8} \left\{ \frac{D\zeta - u_1}{D - u_1} + 1 \right\}^3  ρρ1=12{Dζ−u1D−u1+1} \frac{\rho}{\rho_1} = \frac{1}{2} \left\{ \frac{D\zeta - u_1}{D - u_1} + 1 \right\}  (8-23)

ee ee ee =O reali et ne et ee etl ante atte — mB ee,

I See ene .

— re ete ncn nt ager ten Tee Te ale a

- wat

LOS, fo yoN

In this case, the density is also alinear-function of the reduced distance §. This particular solution is' of interest since the explosion products of condensed explosives obey, approximately, a polytropic law with an adiabatic exponent in the neighborhcod. of 356. It can, therefore, be expected to display qualitatively 'the features of the flow associated with such explosives.

The transient portion of the flow is terminated by the straight characteristic along which the particle velocity is equal to the piston velocity. Th' .haracteristic separates the transient flow from a uniform flow. The uniform flow is found by the solution of Eqs. 8-20 and 8-21 with u set equal to the piston velocity. The case of steady detonation initiated at arigid fixed wall corresponds to a terminal characteristic along which u = 0. In the polytropic case; from the first of Eqs. 8-22; the uniform state at rest extends from the back wall to a.point given by

ζ=1−κ+12(u1D) when u=0 \zeta = 1 - \frac{\kappa + 1}{2} \left( \frac{u_1}{D} \right) \text{ when } u = 0  =1−2(u1/D) for κ=3 = 1 - 2(u_1/D) \text{ for } \kappa = 3  (8-24)

For cuidensed explosives, the ratio u ,/D © 1/4 so that § ~ 1/2 when k =3, For this case, the pressure on tse back wall can be calculated from the third of Eqs. 8-23, Using K =8,¢= 1/2, and u, /D = 1/4, we obiain the order of magnitude result pip, ~* 8/27,

From these considerations, we see that the reaction zone is followed by a column of forward-moving explosion products, the length of which increases linearly with time. For a solid explosive, the length of this column is of the order of one-half the distance traversed by the detonation wave from its point of initiation. If initiation is at a rigid wall, the column of forward-moving products is followed by a colurin of stationary gas -which also increases in length and within which the pressure is constant.
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Shear? has employed numerical methods to solve Eqs. 8-20 and 8-21 for the explosive pentolite at a loading density of 1.65 g/cm®. He employed the equation of state of Halford, Kistiakowsky, and Wilson to construct the isentrope through the Chapman-Jouguet state and obtained the function o by numerical integration. The particle velocity and pressure through the Taylor wave for a detonation originating at a rigid surface as determined by these calculations are shown in Fig. 8-4. It is interesting to note that in Shear's detailed calculations, u = 0 and p/p, = 0.295 at $= 0. 483. Fox the polytropic gas with kK =3, D.= 4u,, have obtained the estimate, u = 0 and ph, = 0:296 at § = 0.5.

Suppose that the poiut x = 0 represents an interface between explosiv.'and.air, i.e., that the plane of initiation is unconfined and that a Chapman-Juiiguet detonation is initiated at t = 0 on thir interface. There will then result a backward flow of explosion 'products in the negative x-direction. This flow is the same 'as though the piston of our model is conceived to -begin to. move at ¢ = 0 with a constant velocity sufficient to reduce the pressure on the piston to the ambient air pressure. The velocity of the air-explosion product interface can be determined by solving Eqs, 8-20 and 8-21 with p = p,. For che polytropic case, and neglecting p., compared: to p,, we obtain from Eqs. 8-22 the result

uu1=κ+1κ−1−Du1(2κ−1) when p≈0 \frac{u}{u_1} = \frac{\kappa + 1}{\kappa - 1} - \frac{D}{u_1} \left( \frac{2}{\kappa - 1} \right) \text{ when } p \approx 0  =2−D/u1for κ=3 = 2 - D/u_1 \qquad \text{for } \kappa = 3 

Thus, for a condensed explosive with k = 3, D= 4u,, we obtain the order of magnitude result that u/u, -2.

We have seen that-when the rear surface of the explosive charge is unconfined, the flow behind the teaction zone consists of a column of forward-moving explosion products, the length of which increases linearly with time, followed by a column of backward-movii'g products whose length also increases linearly with time. For a solid explosive, the length of the backward-moving products is of the order of twice the length of the forward-moving products and the negative velocity of the air-product interface is of the order of twive the (forward)

particle velocity of the Chapman-Jouguet state. Equations of state of detonation products 5.6.8 have been generated from hydrodynamic properties of the products measured by impedance mismatch methods®:!°. The early work of Lawton and Skidmore, and Deal showed that shock compressions and adiabatic expansions: of the detonation products from: the Chapman-Jouguet state ia many high. explosives are consistent with a p"lytropic el, :ation of state. The value of the polytropic index above 100 kbar is found to be about 3, Further work by Skidmore and Hart!! on overdriven detonation waves in Composition B in the 300 kbar regime indicates that the simple polytropic relationship with a constant index appropriate to the Chapman-Jouguet state is adequate 'for predicting overdriven detonation wave properties, shock compressions, and adiabatic expansions from a given overariven state. Equations of state of detonation products applicable over a wider pressure range below the Chapman-Jouguet state have been generated for many explosives by Wilkins'* and coworkers at tne Lawrence Radiation Laboratory. The basis of the method is to use the energy-pressure-volume equation of state of the products as a variable in a two-dimensional code for calculating the radial expansion of a capper vessel containing a detonating explosive. Numerical experiments are performed with a computer until calculated expansions agree with those observed: experimentally.



8-6 THE DETONATION WAVE WITH EQUILIBRIUM PRODUCT COMPOSITION

In order to provide an easily visualized model of the detonation wave reaction zone, we assumed in par, 8-4 that the detonation reaction proceeds to a fixed composition that is known a priori, With this assumption, it was possible todefine a ''degree of reaction" and to employ this parameter to characterize points within the reaction zone at which the reaction is ae
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Figure.8-4, Pressure and Particle Velocity Behind an Unsupperted Chapman-~Jouguet Detonation incomplete. The degree of reaction was thus described by the progress variable £, defined by Eq. 816 as the fraction of the energy of explosion released at the point in the reaction zone Characterized by a particular value of £.
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Under these-aszumptions, Hugoniot curves can be constructed fer all points in the reaction zone between the ihitiating shock wave and the point at which the reaction is complete, each curve being labeled by-a value of £. Within the context 'of the model employed, these curves have physical meaning, representing the locus of all states that are compatible with the conservation conditions and for which the amount of energy released is given by Eq. 8-16. Under these assumptions, no ambiguity is encountered in the statement of the Chapman-Jouguet condition since the Hugoniot curve for complete reaction is a curve for constant composition. This curve is tangent to an isentrope along which the composition is constaxt and whusée slope is characterized by the frozen. sound speed in which the differeritiation is performed at ccnstant composition. The Chapman-Jouguet condition: can thus be written in the usual way in terms of the frozen speed of sound.

However, the final Hugonioé cu-ve is supposed to describe the states that are compatible with the conservation conditions when all of the reaction rates R. of Eqs. 8-7 have vanished, i.e., when the explosion products are in therm odynamic equilibrium. Therefore, the final Hugoniot curve of Fig. 8-2 does not necessarily represent physically accessible states of the explosion products and it may, in fact, not even be a good apvroximation to the states that can actualiy*be reached from different points.on the initial Hugoniot curve.

Suppose that the segment of the Rayleigh line CB of Fig. 8-2 represents an actual reaction process, initiated at the state C on the initial Hugoniot curve and tesninating at the state B. In general, the Hugoniot curves labeled with different values of the progress variable § and drawn for constant composition represent physically real (i.¢6., accessible) states only at their points of intersection with this particular Rayleigh line. Ifa different process~represented by a Rayleigt line frora a different. point on the initial Hugoniot curve—is considered, the fixed composition Hugoniot curves, drawn for particular values of the progress variable £, will not in general coincide with those for the first process. In other words, the sequence of states between the initial Hugoniot curve and the final (equilibrium) Hugoniot curve, each of which represents a locus of physically -real states, depends not only on the fraction of energy released but also on the position on the initial Hugoniot curve from which the process starts. Thus, in- general, the sequence of states in the reaction zone of a detonation wave depends-on a progress variable such as ~ and an additional pararaeter- which may be the detonation velocity D.

Although it is evident that a single parameter cues not suffice in principle to- prescribe a unique family of curves of the von: Neumann type (such. as those of 'Fig. 8-2), descriptive of states within the reaction zone that are:reéached from any poinc on the initial Hugoniot curve, such a model may provide a useful approximate description. This would be the case if only one reaction process were to be involved, or alternatively if all other reactions were to have much faster reaction rates so that a state of quasi-equilibrium sis approximately established at each stage. In practice, 2 singlé reaction will hardly ever be sufficient to describe the reaction process, but it may very wellhappen that one particular step is much slower than the rest. Thus, for example, in granular explosives it can frequently be assumed that grain or surface burning determines the rate of release of energy, and that this process is followed by equilibration among the products at a much faster rate.

It has been customary tacitly to assume that the equilibrium sound speed should be employed in defining the stable velocity of a detonation wave that is not supported by a piston when the reaction terminates in an equilibrium state. Although many numerical calculations have been conducted in which the frozen sound speed was employed. for this quantity, it has been assumed, either explicitly or implicitly, that this simplification is an approximation, justified by the fact that the tyro different statements of the Chapman-Jouguet condition do not lead to very different values of the detonation velocity.

Wood and Kirkwood! fave shown that if 4 stable Chapm .i-Jouguet detonation wave exists, its velocity must be determined by a Chapman-Jouguet condition in which the me a ee ee ne ete

Beenie ee + ee eee van te Aten ee equilibrium sound speed is employed. This jmplies a physical model in which the reaction is initiated in a shock front.and terminates at the leading edge of a rarefaction wave at which point the reaction is complete and the explosion products are in thermodynamic equilibrium. Consider the reaction pictured in Fig. 8-5 that is initiated at the point C on the initial Hugoniot curve S and during which the state point moves along the Rayleigh line CB' B. Let the point B be an equilibrium state at which the Rayleigh Tine is tangent to Hugoniot curve F at fixed composition for the composition of the point B. Let the Hugoniot curve E be the curve for equilibrium states that is also centered on the point (p,,v,). This curve evidently passes through the 'point B. It can be shown by the thermodynamic equilibrium conditions that the curve E lies to the left of the curve F for pressures greater than the pressure at the point B. The Rayleigh line CB thus has a point of intersection with the equilibrium at a point, say B', that lies between the points C and B. It follows that the predicated process cannot terminate at the state B' but must terminate at the state B' which also an equilibrium state. Now, the wave of minimum velocity that terminates in a point on. the equilibrium Hugoniot curve is the wave whose Rayleigh line is tangent to the equilibrium Hugoniot curve. It has been shown in Chapter 6 that the equilibrium Hugoniot curve is tangent to an equilibrium isentrope at its point of tangency. to the Rayleigh line. Thus the slope of the Rayleigh line at this point is characterized by the equilibrium sound speed. Our physical model implies that this is the speed at which the raref: ction wave advances into the explosion products, It is to be noted that this argument does not prove the stability of the postulated flow.

The curves for the rates of the chemical reactions that occur in the reaction zone as functions of time must be asymptotic to the time axis for any rzasonable rate laws. Therefore, if the zeaction terminates in an equilibrium state, the separation distance between the shock front and rarefaction wave must, in the one-dimensional case, be infinite. This formal result is without substantial practical importance fot two reasons. The first is that even in the theoretical one-dimensional case, the reaction of substances of practical interest is substantially complete in a short distance behind the shock front, so that an eifective reaction zone thickness exists that is finite but of somewhat indeterminate extent within which all but an infinitesimal amount of the energy of reaction is released. The second is that in detonation waves of explosive charges of finite extent, the position of the rarefaction wave. in the flow is unambiguously fixed by other dynamical considerations. Thus, these considerations 'of the nature of the stabitity conditions for the one-dimensional detonation wave are mainly of theoretical interest. Although the matter is not satisfactorily settled, it appears from these considerations to be plausible that a. detonation wave with a steady reaction zone terminating at a rarefaction wave in an equilibrium state exists only in an asymp totic'sense.

On this basis, the results are physically reasonable. The isentropes which appear in a theory based on equilibrium Hugoniot curves must necessarily themselves correspond. to equilibrium changes. This is physically acceptable since the infinitesimal rarefactions that enter into the Chapman-Jouguet theory are presumably real rarefactions, involving a change in composition when the system is one in which such changes can occur. Since we are here concerned: with the asymptotic properties of a rarefaction wave whose gradient approaches zero with tirne, it is physically acceptable that the sound speed appearing in the theory be that characteristic for the propagation. of scund in the limit of zero frequency..

We have shown that a steady reactive flow exists in which the reaction is initiated in a shock wave and terminated at a rarefaction wave advancing into the equilibrium mixture of explosion products with the equilibrium velocity of sound. (We have not shown that this flow is stable.) We now want to exclude other possibilities. Brinkley and Richardson!' have supposed that the rarefaction wave is located a finite and fixed distance downstream from the shock wave. They have shown that a steady flow exists between the shock wave and the leading edge of the rarefaction wave, and that the propagation velocity of the rarefaction wave rélative to the explosion products is the frozen ecund speed. They culled such flows subideal we ee me et i ee re

[image: Figure, page 185]

Chapman-Jouguet 'states. Since the reaction is complete an infinite distance downstream, it follows that the reaction is proceeding in the unsteady rarefaction wave.

Now we wish to show that, if the chemical reaction is still proceeding in the rarefaction wave, a pressure pulse-must eventually overtake its front. In a rarefaction wave there are two possibilities: either a signal overtakes the front or a signal does not overtake the front. Let us make the hypothesis. that a signal does not overtake the front. Then the rarefaction wave will, in the passing of time, approach a-steady state (in. most cases this steady state will be a uniform state; however, we do not need to assume this here). Now suppose that upstream ahead of the rarefaction front we have a subideal Chapman-Jouguet state and, consequently, that *he rarefaction front is moving with a constant velocity équal to the velocity of the shock front. We have already shown that, in this case; the hee SOLAN NRE AR bale cage sheet isto pettiem op, Atte f second law of thermodynamics allows the existence of the steady state only upstream :from the rarefaction frorit. Therefore, the hypothesis must be false'since it implies that a steady state is approached on the downstream side of the rarefaction front. Consequently, a signal must overtake the rarefaction front. To.complete the argument, we must show that this signal must be a positive pressure pulse. Reasonable assumptions concerning the variation of sound velocity with pressure will imply that a rarefaction wave cannot overtake .a rarefaction wave: therefore, the signal 'must 'be 4 positive: pressure pulse (which may or-may not crest up into a shock). ;

These arguments are limited to the case in which the reaction is not complete at the rarefaction front. 'This required use of a subideal Chapman-Jouguet state between the shock and rarefaction fronts, and the. correspondiiig 'finite: separation distance between the fronts. If the

[image: Figure, page 186]

Figure 8-5. Constant Composition and Equilibrium Hugoniot Curves'
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AMCP 706-180 AMC? 706-180 reaction is complete at the rarefaction front, the ideal Chapman-Jouguet state will exist between the two fronts, and the rarefaction front will be an infinite distance downstream from the shock front. In this case a rarefaction wave can behave in the usual fashion, with no signals overtaking its front, and can approach a uniform steady state without contradiction since there is now no definite limit downstream for the steady state.

eC , eg' a "Nese

These considerations lead us to the conclusion that, in the one-dimensional case, if the reaction is not complete at the rarefaction front, the chemical energy will not be lost forever behind the front. At least a certain fraction of the energy must eventually be delivered upstream. in the form of a positive pressure pulse. However, in two- or three-dimensional processes a sidewise expansion in the rarefaction wave is possible with the result that signals may never overtake the front, and the total amount of the chemical energy libexsated in the rarefaction.may never be delivered upstream.

Brinkley and Richardson erroneously concluded that the propagation velocity, the asymptotic ideal Chapman-Jouguet wave in one-dimension, is defined by the frozen sound speed. We have shown that this cannot be the case and have inferred from arguments of physical plausibility and from the demonstration of Wood and Kirkwood that the asymptotic wave, if it exists, is characterized by the equilibrium sound speed. In an earlier paper, Kirkwood and Wood! had reached similarly erroneous conclusions. They had noted that when specialized to one-dimensional How, the general equations for reactive flow give a system of hydrodynamic equations which is hyperbolic and irreducible, and for which the characteristic sound speed is the frozen sound speed. This property of the equations led them to the sarme conclusion that had beer. reached by Brinkley and Richardson. Subhsequentiy, Wood and Kirkwood presented the elementary proof, that has been summarized, that the frozen Chapman-Jouguet state cannot be reached in a one-dimensional steady detonation.

Wood and Salsburg!® have conducted the most complete theoretical study of the existence and stability of steady state supported one-dimensional detonation waves. It is beyond the scope of our treatment tc reproduce their analysis in detail. Their work is, however, the definitive treatment at this time of this subject. They consider the possible steady one-dimensional flows that can occur in a medium in which an arbitrary number of chemical reactions proceed behind an initiating shock wave, and they investigate the stability of solutions to the chemical rate equations, in conjunction with such flows. They show that, under suitable conditions on the chemical rate functions, there are stable solutions resulting in equilibrium final states for detonation velocities equal to or greater than those for an equilibrium Chapman-Jouguet condition corresponding to tangency of the Rayleigh line to the equilibrium Hugoniot curve. They suggest that these solutions correspond to piston-supported detonations after the decay of initiation transients, and that the equilibrium Chapman-Jouguet detonation is stable with 1espect to, the removal of the piston after a sufficiently long time. They also show that the frozen Chapman-Jouguet detonation, in which equilibrium is attained at a point where the flow velocity is sonic in terms of the frozen sound speed, is unstable.



8-7 FINE STRUCTURE OF DETONATION IN GASES ANC: LIQUIDS

Experimental investigations since the late 1950's have shown that self-sustaining gaseous detonations propagate as three-dimensional nonsteady waves rather than as one-dimensional steady-state waves. In view of this discovery, it is necessary to give a brief discussion cf recent developments in the study of detonation structure, For more details the reader is referred to the reviews of Wagner'?; Oppenheim, Manson, and Wagner?® ; Schott?? ; Soloukhin"® ; Shchelkin?! ; van Tiggelen and de Soete??;. Strehlow?® ; and Edwards?*

Although Chapman-Jouguet theory predicts gaseous detonation velocities to within fewa percent "5 , recent experimental studies 2922: 25-28 have led to the conclusion that the one-dimensional model of the detonation wave is an approximation. Careful examination of gaseous Cetonation shows that the detonation front has a fine structure composed of a system of unsteady interacting shocks and is not a plane shock. The existence of such fine structure in self-sustaining gaseous detonation shows the detonation to be a three-dimensional nonsteady
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See phenomenon that exhibits steady gross characteristics. White?® first associated the fine structure with turbiilence in the reaction zone, but it was lacer identifici with Mach interactions?"=" . In a __ self-sustaining detonation, points at which the forward propagating curved shocks intersect travel across the detonation front as waves®®, These transverse waves occur at the detonation front as Mach stems or triple shock intersections of finite amplitude#1°32 . As shown by Oppenheim and Urtiew?* , the motion of the triple points writes the pattern on the smoked surface in studies of detonation structure. "ploying the smoke track technique developea Denisov and Troshin*? .
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The occurrence and structure of transverse waves have bet amined extensively by Strehlow and coworkers®*"37 . The experimental evidence suggests that transverse waves are an inherent property of the flow behind a shock that initiates an exothermic reaction. Transverse waves are produced in initiation of detonatior. in controlled one-dimensional experiments, and are Observed repeatedly in _ self-sustaining, overdriven, and spherical §detinations. Examination of cell patterns on smoke track records shows that transverse waves exhibit a well-reguiated spacing in many self-sustaining detonations. The regularity depends on the confining geometry and the nature of the chemical system supporting the detonation. In rectangular tubes, the characteristic size of a regular patter is dictated by the initial pressure level and the amount of diluent present in the reactive mixture. At present, transverse wave spacing is thought to be controlled primarily by induction and recombination zone kinetics, but can be influenced by the tube containing the detonation.

A theoretical treatment of the stability of steady one-dimensional detonation waves, based on the assumption of a square wave reactio-, zone, was started by. Shchelkin®® and continued by many workers. The restrictions imposed by the square wave model have recently been removed by Erpenbeck$*41 and Strehlow, et al.42-48 who considered a more realistic reaction zone. The studies of Erperiveck on the response of an overdriven discontinuity to a transverse harmonic perturbation in the reaction zone indicate that instability depends on the frequency of the disturbance, the activation energy of the assumed first-order excthermic reaction, and the amount the detonation is overdriven. The stability conditions for high frequency transverse waves show systems with sufficiently low activation energy to be stable. The studies of Strehlow and Femandes*? and Barthel and Strehlow4? on the beiiavior of a high frequency coherent transverse acoustic wave in the reaction zone give two important results. The first of these is that a shocx. with exothermic reaction, of Mach number greater than 3, is unstable to a transverse avoustic disturbance. The second is the possibility of the wavefront of a sonic disturbance producing multiple shock contacts which asymptotically approach a regular spacing related to the reaction zone thickness.

Theoretical studies show that hydrodynamic instabilities are to be expected in flows where a shock initiates an exothermic reaction, and are consequently consistent with experimental observations,

Although the mechanism of propagation -of a self-sustaining gaseous detonation is qualitatively understood, there is no satisfactory model at the present time for calculating quantitative properties of the fine structure, It can be concluded that the gaseous detonation wave with steady gross properties contains an intrinsic unsteadiness on a scale some 1 order of magnitude greater than the one-dimensional reaction zone thickness, The overall motion is sustained by the collisions of Mach interactions which continually provide new centers of reaction as the shocks propagating forward attenuate. The detonation front as a whole propagates at very clcse to Chapman-Jouguet velocity, even though the velocity of a leading shock in the front varies from a value 10 to 20 percent above to 10 to 20 percent below the Chapman-Jouguet value. Since the Chapman-Jouguet hypothesis is successful in predicting detonation velocity, it must be of some significance even though at the preserit time it cannot ke justified on structural and stability considerations.

Experimental investigations of self-sustaining detonation in liquids have not been as conclusive as those of self-sustaining detonations in gases. Detonations in liquids are more difficult to study experimentally than detonations in gayes because they generate pressures in the 100 kbar regime; The experimental observation of fine structure in. the detonation front in nitromethane and its mixtures with acetone led Dremin4*47 to:postulate that detonations in-all liquids should exhibit fine structure simiiar to that in gases. However, the detonation fronts:in nitroglycerin, dinitroglycerin, and tetranitromethane were found*® to -be smooth and to.exhibit no fine structure:
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CHAPTER 9 DETONATION WAVES OF CYLINDRICAL AND SPHERICAL SYMMETRY


9-1 INTRODUCTION
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The theoretical development of the previous chapters has béen limited to detonation waves in one dimension in which the wave front is planar and the flow behind the front is parallel. A rather complete description of this idealized wave is possible, becduse of the simple geometry. The fieory-of plane-detonation waves. is strictly applicable only to a-semi-infinite mass of explosive. The treatment becomes agood approximation to charges of finite size if the dimension of the charge perpendicular to the direction of propagation of the wave is large enough so that edge effects become of negligible importance, and if the dimension in the direction of propagation is large compared to the distance.in which transients arising from the initiation process exist.

Explosive charges of practical interest are, of course, of finite size. One expects the one-dimensional theory to apply to a cylindrical charge of explosive, initiated at one end and with the wave propagating in the direction of the axis of the cylinder if the cylinder is contained in a perfectly rigid casing and if the interaction of the explosion products with the casing well has negligible effect on the main flow behind the detonation wave. Such a situation is allowed in the case of an explosive gas mixture contained in a rnetal tube if the tube diameter is not-too small. "

The pressures; developed in the explosion reaction of a condensed explosive at the reaction front are of the order of 10° atm. At such pressures, material cannot be completely contairied and it is impossible to conceive of a perfectly rigid envelope. Consequenily, the material velocity of the product gases has a radial component and the flow cannot be one-dimensional. One: expects, therefore, that the one-dimensional theory will have asymptotic velocity, becoming the more realistic the larger the diameter of the cylindrical chirge. Cylindrigal charges of finite diameter are expected to differ in their behavior from that of the ideal one-dimensional charge to a degree that depends on the diameter of the charge and on the nature of the confining envelope.

ee a

In a cylindrical charge of explosive, the flow of the reaction products must have cylindrical symmetry. The detonation velocity along a finite cylindrical charge is observed, experimentally, to be constant afer a short distance in which initiation transients disappear. It is, therefore, appropriate to assume that the flow in the reaction zone of such acharge is stationary. (in a coordinate:system moving: with the wave). The equations of hydrodynamics for steady flow with cylindrical symmetry are approximately as tractable as those for plane unsteady flow. Some progress has been made in the theoretical description of the flow in steady detonation waves in cylindrical charges, but a theory of the effect of finite charge diameter.on the detonation velocity in such charges cannot be said to exist.

A further type of nonparallel flow that has received limited theoretical attention is the flow with spherical symmetry resulting from initiation in a large mass of explosive at apoint.

These two instances involving nonparallel flow of the reaction products are the only ones that have been amenable to even limited theoretical study, It is thus apparent that the traditional methods of classical physics have not been employed: to describe the detonation process in any actual explosive charge of two or three physicai dimensions. The material of this chapter is intended to display the limitations of the one-dimensional theory and to assist in the understanding of the reasons why actual detonations may differ in their properties from the predictions of the theory. In the present state of knowledge, the theory cannot provide all of the design data needed for the rational design of an explosive charge for a particular application.



9-2 THE EFFECT OF CHARGE DIAMETER ON THE DETONATION VELOCITY

Soon after detonating explosives began to be studied, it was observed that the detonation velocity of a cylindrical charge of explosive, initiated at cne end and with the wave propagating in the direction of the axis of the charge, depends upon the diameter of the charge ra ee seamen etme nine werevec snd § and upon the nature of the charge confinement. The velocity increases with increasing charge diameter in charges with the same confining envelope and with increasing strength of confinement at constant finite diameter. At constant confinement and with. increasing diameter, the detonation velocity approaches asymptotically a limiting value which, on physical grounds, we consider to. be that predicted by the one-dimensional théory. If D is the observed. detonation vélocity for charge 'diameter. d (ie, D = D(d)) ana D,, the ideal value gi'sn by one-dimensional theory, then

D/Dn→1 as d→− D/D_{n} \to 1 \text{ as } d \to - \tag{9-1} 

This behavior is illustrated in Fig. 9-1, in which the detonation velocity of RDX at a density of 0.9 g/cm® is plotted against the reciprocal of the cylinder radius. The experimental data are seen to be well represented by a straight line. (Experimental data on the variation of detonation velocity. with charge diameter nave been represented in the literature in graphs employing the radius instead of its reciprocal-as abscissa. Since the detonation: velocity is expected to. approach the ideal. limit asymptotically .as the: radius goes to: infinity, there can he no justification for this mode of treatment of the daia, calling as it.does for an extrapolation of infinity.)

It is found experimentaliy that the slope of curves such as'that. of Fig. 9-1 depends strongly. on the density of 'the explosive, its chemical nature, and its state of aggregation. The velocity depends on the charge diameter more strongly for explosives at low loading density than for the same explosive at high loading density, for pressed granular explosives than for homogeneous cast explosives, for composite explosives than for pure explosive compounds, and for explosives of low energy release than for aa ar
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Figure 9-1. Effect of Charge Diameter on the Detonation Velocity of RDX, p,.*= 0.9 (Ref, 1)

those of high energy release. Thus, a high energy explosive such as PETN has a. smaller dependence of velocity on charge diameter tlian does one such as TNT. Cast TNT has a smaller dependence than does pressed TNT at about the same density. The dependence for a pressed TNT charge of high density is less than that for a pressed charge at low density. At low density, the dependence of the velocity on charge diameter is strongly influenced by the particle size of the explosive, being the greater the greater the particle size. The latter observation suggests that the rate of decomposition of a granular explosive is controlled by the rate of a surface reaction of the individual particles. By contrast, in homogeneous explosives that can be expected to undergo a bulk homogeneous decomposition reaction, only a relatively small dependence of detonation velocity on charge diameter is observed.
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Although the general features of the dependence of detonation velocity on charge diameter. and the nature of the confinement have bee: studied experimentally for many years, atten'pts to explain the effect interms of the hydrodynamics and thermodynamics of the system were not made until about 1940. Since that time, a qualitative understanding of the effect has been gained but a satisfactory quantitative theory of the phenomenon does not exist.

In the one-dimensional case, the Chapman-Jouguet coridition has been shown to 'define a surface aviuu» which. energy cannot be transmitted. In the infinite charge of explosive, ,or alternatively in a finite charge under ideal confinement, the reaction is complete at this surface and this surface lies an infinite distance downstream from the leading edge—the shock wave-of the detonation wave, In the last chapter, it was stated that steady reaction zones can be shown to exist between a surface defined by a frozen sound velocity Chapman-Jouguet condition and the shock wave, where this surface is a finite distance from the shock front in a region where the reaction is incomplete, but that such steady flows are unstable. These theoretically steady but unstable configurations of shock wave and rarefaction front were called subideal Chapman-Jouguet states, If a cylindrical charge of explosive is imperfectly confined, the high pressure explosion products will expand laterally, and this lateral expansion -will begin at the intersection between the initiating shock and the boundary: of the charge. Thus, both in the reaction zone, which we may assume to bea region of steady flow, and in the expansion wave, which cannot be a'region of steady flow, the vector particle velocity of the explosion products will have a nonvanishing radial as well as axial component. The region.of steady flow is followed: by a two-dimensional rarefaction wave: that is determined by 'boundary conditions prescribed on the interface between explosion products and surrounding medium. As a consequence, the leading edge of the rarefaction wave, propagating into the explosion products with the local velocity of sound, must be fixed in space relative to the position cf the shock front. Shock front and head: of rarefaction wave are surfaces of revolution. about the axis of the cylindrical charge defining a reaction zone having the shape of a meniscus and a volume characterized by two linear dimensions, of which one is the diameter of the explosive charge and the other can be taken to be the distance on the-axis of the charges between the shock front and the rarefaction front.

As far as. the propagation of the detonation wave is concerned, the reaction. is arrested-at an intermediate stage corresponding to only a partial release of the energy of explosion. Energy released in the rarefaction wave-cannot be transmitted across the sonic surface comprising the head of the rarefaction wave, and it is expended in partial suppcert of the lateral expansion of the gas in the rarefaction wave. Only the energy that is released ahead of the sonic surface is effective in supporting the propagation of the detonation wave, The consequence of the establishment of a. two-dimensional analogue of the subideal Chapman-Jouguet state that has previously been considered, with an energy deficit caused by incomplete reaction on the sonic surface, is a decrease in the detonation velocity,

There is a further mechanical consequence of the lateral expansion of the reaction products in finite cylinders of explosive. Work is performed in maintaining the radial component of particle velocity which, as we have already noted, is nonvanishing in the steady reaction zone. As a consequence, nof all of the energy released in the region of steady flow is effective in ee ee ae

Saal ereadiiomeiameniititied beens heated mead supporting the axial propagation of the wave, and: the detonation velocity is less for diverging flow than for parallel flow with the same energy release.

Divergent flow across a shock front implies a curved shock front and vice versa. Flow crossing an: oblique shock is turned toward the shock. Therefore,. the shock front is convex toward the intact explosive.and'concave toward the reaction zone. The assumptions that have been made in formulating the model that has been described are supported by experimental observations of the curvature of the front in cylindrical explosive cnarges. The observations are made with a streak camera with the axis of the cylinder oriented: in the direction of the camera optical axis and with the wave: propagating toward the -camera. The detonation wave is observed to emerge first from the explosive charge at the axis.

The curvature of the shock front, the divergence of the flow in the reaction zone; and the extent of the region of steady flow are détermined by the diameter of the charge and' the nature of the confinement. The theoretical calculation of the curvature (or, alternatively, of the flow divergence) would require the solution of a complex hydrodynamical problem involving the formation of shock wave or waves in the exterior § medium and requiring _— the determination of the location of the contact surface between explosion products and exterior medium. In a bare charge, surrounded by air, a cylindrically symmetric shock wave will be propagated outward in the air. If the charge is cased, a shock wave js propagated into the casing. If the casing is thin, the problem is further complicated by the subsequent reflection of this shock wave at the boundary between casing and air, resulting in a reflected wave and a transmitted wave into the air surrounding the cased charge.

The shape of the reaction zone may be characterized 'by the diameter d of the reaction zone and the axial distance a, of separation between shock front and the head of the rarefaction wave. If the surrounding medium is defined, and the problem of fully describing its motion could be solved, these two dimensions would fully characterize the region of steady reaction upon which the propagation of the wave depends. The only dimensionless combination of these lengths is the ratio a,/d, and no other characteristic lengths can occur in the theory. Therefore, from -dimensional considerations alone, we can write

D/D∞=F(ao/d) D/D_{\infty} = F(a_{o}/d) \tag{9-2} 

The function F can always be represented by its MacLaurin expansion. Taking into account the asymptotic behavior sumr rized by Eq. 9-1, we can write

D/Dco=1+A(a0/d)+⋯ D/D_{co} = 1 + A(a_0/d) + \cdots  (9-3)

where A is a constant and where. for small values of a, /d the higher order terms can be neglected. It will be noticed that the data shown in Fig. 9-1 is. well represented by an equation linear in 1/d. It is, in fact, generally true that experimental data for the velocity deficit iin finite cylindrical charges can be represented, for small values of the deficit, by Eq. 9-3. The proportionality constant Aa , 38 a function of the confinement on the charge for charges of a given density.



9:3 DIVERGING FLOW WITHIN A CYLINDRICALLY SYMMETRIC STEADY REACTION ZONE

When a detonation wave progresses in the direction of the axis of a cylindrical charge of explosive, it is found experimentally that the rat? of propagation is constant and that the leading shock wave is convex in the direction of propagation of the wave. These observations iraply that a steady reaction zone exists and that the reaction zone has cylindrical symmetry. In order to connect such a flow region with a stationary (in laboratory coordinates) downstream boundary on which the values of the various quantities describing the flow are prescribed, it is necessary to postulate a cylindrically symmetric unsteady expansion wave, Thus, we may consider the flow illustrated: schematically by Fig. 9-2, in which the coordinate system is at rest in the wave front, the x-axis being coincident with the axis of the cylindrical charge of explosive with origin in the wave front and with the radial coordinate r measuring the distance from the x-axis. The intact explosive moves from. right to left with constant velocity w, = D. To the left of tne wave front, the particle velocity vector has an axial component w, and a radial component Ww.

%
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If u and w are the axial and radial components, respectively, of particle velocity relative to laboratory coordinates, w=

wx=D−u w_x = D - u \tag{9-4} 

Wood and Kirkwood? 'have considered the flow illustrated by Fig. 9-2, assuming a single chemical réaction in the steady reaction zone. The. progress of such a reaction can be described by &. progress. variable A which has-the value 0 at the wave front where the réaction is initiated and the value 1 when the reaction is.complete. The rate equation for such a reaction cin -be written

dλdt=R \frac{d\lambda}{dt} = R \tag{9-5} 

where the rate function R is a function of the instantaneous state of the system. Since the mobile time derivative is

ddt=∂∂t+(D−u)∂∂x+ω∂∂r \frac{d}{dt} = \frac{\partial}{\partial t} + (D - u)\frac{\partial}{\partial x} + \omega \frac{\partial}{\partial r}  (9-6)

Eq. 9-5 becomes

(D−u)∂λ∂x+ω∂λ∂r=R (D-u)\frac{\partial\lambda}{\partial x}+\omega\frac{\partial\lambda}{\partial r}=R 

forthe steady flow under consideration.

The differential e{juations for the conservation of mass, momentum, and energy are given in par. 2-6. For cylindrically syminetric flow, they are the equation of continuity

dpd+ρ(∂u∂x)+ρr[∂(rω)∂r]=0(9−7) \frac{dp}{d} + \rho \left( \frac{\partial u}{\partial x} \right) + \frac{\rho}{r} \left[ \frac{\partial (r\omega)}{\partial r} \right] = 0 \qquad (9-7) 

the equations of motion

dudt+1ρ(∂p∂x)=0 \frac{du}{dt} + \frac{1}{\rho} \left( \frac{\partial p}{\partial x} \right) = 0  dωdt+1ρ(∂p∂r)=0 \frac{d\omega}{dt} + \frac{1}{\rho} \left( \frac{\partial p}{\partial r} \right) = 0  (9-8)

and the equation fur energy transport

dedt=T(dsdt)+pρ2(dρdt)+RΔF(9−9) \frac{de}{dt} = T\left(\frac{ds}{dt}\right) + \frac{p}{\rho^2}\left(\frac{d\rho}{dt}\right) + R\Delta F \qquad (9-9) 

where AF is the change in free energy for the reaction occurring in the reaction zone.

For the postulated steady flow, Wood and Kirkwood? transform these hydrodynamic equations into the form

(D−uρc2)∂p∂x−∂u∂x=σR−ωρc2(∂p∂r)−1r[∂(rω)∂r] \left(\frac{D-u}{\rho c^2}\right)\frac{\partial p}{\partial x} - \frac{\partial u}{\partial x} = \sigma R - \frac{\omega}{\rho c^2}\left(\frac{\partial p}{\partial r}\right) - \frac{1}{r}\left[\frac{\partial (r\omega)}{\partial r}\right] 

(D−u)∂u∂x+ω(∂u∂r)=1ρ(∂p∂x) (D-u)\frac{\partial u}{\partial x} + \omega \left(\frac{\partial u}{\partial r}\right) = \frac{1}{\rho} \left(\frac{\partial p}{\partial x}\right) \tag{9-10} 

(D−u)∂ω∂x+ω(∂ω∂r)=−1ρ(∂p∂r) (D-u)\frac{\partial\omega}{\partial x}+\omega\left(\frac{\partial\omega}{\partial r}\right)=-\frac{1}{\rho}\left(\frac{\partial p}{\partial r}\right) 

(D−u)[∂e∂x−pρ2(∂ρ∂x)]+ω[∂e∂r−pρ2(∂ρ∂r)]=0 (D - u) \left[ \frac{\partial e}{\partial x} - \frac{p}{\rho^2} \left( \frac{\partial \rho}{\partial x} \right) \right] + \omega \left[ \frac{\partial e}{\partial r} - \frac{p}{\rho^2} \left( \frac{\partial \rho}{\partial r} \right) \right] = 0 

where c is here the frozen sound speed

c2=(∂p/∂ρ)a,λ c^2 = (\partial p/\partial \rho)_{a,\lambda} \tag{9-11} 
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σ=−1ρσ2(∂p∂λ)c,ρ \sigma = -\frac{1}{\rho \sigma^2} \left( \frac{\partial p}{\partial \lambda} \right)_{c,\rho} \tag{9-12} 

Instead of attempting a complete solution of these equations, Wood and Kirkwood specializé them to the axis of symmetry (r =-0) where w = 0, dp/dr-= 9-and dp/dr = O& 'When the results are solved for the derivatives of the axial component of particle velocity and pressure with 'respect to the coordinate x, there are obtained

(∂u∂x)0=−1G[σR−2(∂ω∂r)0] \left(\frac{\partial u}{\partial x}\right)^{0} = -\frac{1}{G} \left[ \sigma R - 2 \left(\frac{\partial \omega}{\partial r}\right)^{0} \right]  (∂p∂x)0=−ρ̇(D−u)G[σR−2(∂w∂r)0](9−13) \left(\frac{\partial p}{\partial x}\right)^{0} = -\dot{\rho} \frac{(D-u)}{G} \left[ \sigma R - 2 \left(\frac{\partial w}{\partial r}\right)^{0} \right]^{(9-13)}  ∂e∂x−pρ2(∂ρ∂x)=0 \frac{\partial e}{\partial x} - \frac{p}{\rho^{2}} \left(\frac{\partial \rho}{\partial x}\right) = 0 

G=1−(D−u)2/c2 G = 1 - (D - u)^2/c^2  (9-14)

and where the superscript zeraindicates that the derivative so-designated is evaluated on the axis, r=),

. ' Now, the-postulated flow has been assumed to consist of a steady reaction zone that is connected to the rear boundary by an unsteady _ expressions, expansion wave. The surface separating these two regimes must be a weak discontinuity. At ' - 3° =1 - L(x) such a surface, the axial derivatives of pressure and axial component of particle velocity are rol a) discontinuous. If these quantities 'discontinuous on the surface separating the:two 'regions, and in particular if they are discontinuous at the intersection of this surface Spolp Jon(x) - 2 2 wl ) i with the x-axis at the point labeled x= a, in Fig. pvr PoP Po ¢ 'il a : 9-2, the right-hand side of the first two of Eqs.
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G=0 or D=u+c G = 0 \text{ or } D = u + c  (9-15)
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∂ω∂r=σR/2 \frac{\partial \omega}{\partial r} = \sigma R/2 \tag{9-16} 

; Eq. 915 is identical in form. to: the 6 Chapman-Jouguet condition for the plane detonation wave. It is appropriate, therefore, to refer to the surface separating the steady reaction zone and the unsteady expansion wave as the Chapman-Jouguet surface. The rélation States that the rarefaction wave advances.into the explosion products with the local velocity of sound. However, from Eq. 9-16 we conclude that the Chapman-Jouguet surface is fixed. in Space relative to the initiating shock wave. The surface intersects the axis of symmetry at the point * =.a, at which, according to Eq. 9-16 the reaction is. incomplete; R> 0, if dw/dr > 0. Therefore, not all of the energy of the explosion reaction is released in the steady reaction zone. Furthermore, the Chapman-Jouguet point defined by Eq. 9-35 is a _ frozen Chapman-Jouguet point, defined in terms of the frozen sound speed.

The distance a, is a characteristic length of the cylindrically symmetric diverging flow and may be employed to characterize the thickness of the reaction zone.

Eqs. 9-13 can be integrated to yield integral relations analogous to the Hugoniot equations for plane, one-dimensional flow through a steady reaction zone, obtained in the last chapter. With the aid of the conditions on the axis of symmetry relating the state of the unshocked explosive to the shocked unreacted explosive, Wood and Kirkwood obtained the expansion wave. The surface separating these two regimes must be a weak discontinuity. At such a surface, the axial derivatives of pressure and axial component of particle velocity are discontinuous. If these quantities are discontinuous on the surface separating the two regions, and in particular if they are discontinuous at the intersection of this surface with the x-axis at the point labeled x=a0 x=a_0  in Fig. 9-2, the right-hand side of the first two of Eqs. 9-13 are indeterminate at x=a0x=a_0 . Therefore, at x=a0x=a_0 are indeterminate at x=a0x=a_0 . Therefore, at x=a0x=a_0 and ∂ω∂r=σR/2(9−15) \frac{\partial \omega}{\partial r} = \sigma R/2 \qquad (9-15)  and ∂ω∂r=σR/2(9−16) \frac{\partial \omega}{\partial r} = \sigma R/2 \qquad (9-16) L(x)=1ρ0D∫0xρ(∂ω∂r)0dx L(x) = \frac{1}{\rho_0 D} \int_0^x \rho \left(\frac{\partial \omega}{\partial r}\right)^0 dx 

Ω(x)=1D̂∫0x(∂ω∂r)0dx \Omega(x) = \frac{1}{\hat{D}} \int_{0}^{x} \left(\frac{\partial \omega}{\partial r}\right)^{0} dx 

In deriving Eqs. 9-17, terms quadratic in (Ow/dr)° have been neglected. Eqs. 9-17 are generalized Hugoniot-:equations for cylindrically symmetric diverging flow through a steady reaction zone. They determine the state of the material in the reaction zone and on the axis in terms of the state of the intact explosive ahead of the wave. For parallel flow, dw/@r = 0 and Eqs. 9-17 become identical with the Hugoniot equations that were obtained in the last chapter for parallel flow.

When the conservation conditions, as derived by Wood and Kirkwood, are analyzed, it can be seen that they differ from the analogous expressions for parallel flow in an important aspect, As a mechanical consequence of the divergent flow, the propagation velocity is less than that for parallel flow for the same energy release at the Chapman-dJouguet point. A further decrease in propagation velocity is the result, in principle, of the fact that the reaction is not complete at the Chapman-Jouguet point.

In order to make use of these expressions, it is necessary to obtain a relation for the radial flow

. me)

ee ee ee 8 ee divergence -0w/dx on r= 0 as a function of x. To do this exactly would require the complete solution of the flow equations subject to boundary conditions prescribed on the interface between explosiun gases and exterior medium. Wood and Kirkwood obtain an approximate relation by using the law of conservation of mementum to relate dw/dr to 8%p/ér? and then 'employing an estimate of the latter 'quantity. When the second of the equations of motion is differentiated—specialized to the axis r= Q—and thien integrated with neglect of terms of order (8w/dr)*', they obtain 7 . . x . 9

(∂ω∂r)0=(∂ω∂r)x=00−1ρoD∫0x(∂2p∂r2)0dx(9−18) \left(\frac{\partial \omega}{\partial r}\right)^{0} = \left(\frac{\partial \omega}{\partial r}\right)_{x=0}^{0} - \frac{1}{\rho_{o}D} \int_{0}^{x} \left(\frac{\partial^{2} p}{\partial r^{2}}\right)^{0} dx \qquad (9-18) 

The quantity (dw/dr)° at x= 0 can be expressed in terms of the radius. of curvature of the shock front at the axis sby

(∂ω∂r)0.700=u(0,0)s \left(\frac{\partial\omega}{\partial r}\right)^0_{0.70} = \frac{u(0, 0)}{s} \tag{9-19} 

¥there u(0, 0) is the particle velocity atx =0,r= 0. The second radial derivative of the pressure is estimated by means of a simplified model of the geometry of the reaction zone, shown schematically by Fig. 9-3. It-is assumed that the Chapman-Jouguet surface is a _ plane perpendicular to the x-axis at x =a). This surface intersects the curved: shock front, as is shown. It is further assumed that the portion. of. the curved shock front ahéad of the Chapman-Jouguet surface can be represented with sufficient pr cision by a segment of a sphere of radius s. The pressure P(x) on the : Ww shock front at a point where the axial coordinate is x can be represented approximately be an expansion about the pressure on the axis wee ee a a
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ps(x)=p(x,0)+r(∂p∂r)0+r22(∂2p∂r2)+⋯(9−20) p_s(x) = p(x, 0) + r\left(\frac{\partial p}{\partial r}\right)^0 + \frac{r^2}{2}\left(\frac{\partial^2 p}{\partial r^2}\right) + \cdots (9-20) 

The second term on the right-hand side of this equation vanishes because of the cylindrical u(0; 0) (9-19) symmetry. In approximation r? = 2sx, If the "0 further approximation: is made that the shock '
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Figure 9-3, Model of the Reaction Zone Employed by Wood and Kirkwood ee Re eae ee tee pressure is constant on the shock surface p. = p(0, 0), Eq. 9-20 yields the desired relation in 'approximate form

(∂2p∂r2)0=1xs[p(0,0)−p(x,0)](9−21) \left(\frac{\partial^2 p}{\partial r^2}\right)^0 = \frac{1}{xs} \left[ p(0, 0) - p(x, 0) \right] \quad (9-21) 

By use of Eqs. 9-18, 9-19, and 9-21, the expression for (d2/dr)° becomes

(∂ω∂r)0=u(0,0)s{1−∫0x[1−p(x,0)p(0,0)]dxx}(9−22) \left(\frac{\partial \omega}{\partial r}\right)^0 = \frac{u(0, 0)}{s} \left\{1 - \int_0^x \left[1 - \frac{p(x, 0)}{p(0, 0)}\right] \frac{dx}{x}\right\} (9-22) 

where higher order terms have again been neglected.

Additional approximations are made to obtain an approximate explicit solution. Wood and Kirxwood assume that the pressure profile on the axis is square with

p=p(0,0),x<a0 p = p(0, 0) , x < a_0  p=p1,x=a0 p = p_1 , x = a_0  (9−23) (9-23) 

where p, is the pressure on the Chapman-Jouguet surface at the axis. Using a free volume equation of state for the explosion products and the typical values 6, /[p(a, ,0)| = 0.7.and p,/{p(0,0)] =0.55, they finally obtain the relation

D/D∞=1.−3.5ao/s D/D_{\infty} = 1. - 3.5 a_{o}/s \tag{9-24} 

This relation, although based on an approximate model of the reaction zone and with the coefficient evaluated for a particular physical explosive, exhibits the nature of the dependence of the detonation velocity in a finite cylindrical charge on the radius of curvature of the shock front.



9-4 THEORIES OF THE CHARGE DIAMETER EFFECT

The analysis by Wood and Kirkwood of the consequences of divergent flow in a steady reaction zone provides aconsiderable insight into the conditions that obtain in a cylindrical charge of explosive along the axis of which a detonation wave is propagating with constant velocity, Howevc., not even their approximate result, Eq. 9-24 relating the velocity deficit to a, tf re Be | eee ene ese the radius of curvature of the shock front, is a satisfactory theory of the charge diameter.effect since the radius of curvature is difficult to measure experimentally and it cannot at present be calculated in terms of the dimensions'of the charge. A complete theory of the charge diameter effect would make possible the calculation of the velocity deficit U., -U from a knowledge of a characteristic time or length characterizing the chemical reaction, the: diameter of the charge, and the properties of the confining media. Several authors have attempted this moze elaborate program. In each case, the: analysis has been based upon a drastically simplified physical model, the mathematical description of which has involved a variety of mathematical and numerical approximations, together with various self-contradictory initial assumptions. These treatments have had as a common .aim the evaluations of the function

F(a ,/d) of Eq, 9-2. The resulting theories have always been. employed in an inverted sense. Since kinetic data permitting an a priori -ralculation of a characteristic reaction time for condensed explosives is, in the main; nonexistent, the theories have been employed to deduce the characteristics of the reaction zone-from the experimentally determined dependence of detonation velocity on charge diameter. When. expressed: in terms of a "reaction zone length", the various different models yield results: differing by afactor of about 2 and thus-are in agreement as to order of magnitude. In.vew of the arbitrary nature of the -underlying assumptions and the approximations entering into the subsequent derivations, there exists considerable uncertainty as to the physical significance to be ascribed to the parameters of the various theories. It is the authors' opinion that they have little to recommend them over the simple empirical result expressed by Eq. 9-3, In. these circumstances, and beca 'se detailed treatments are readily available in the hteratw, we shall not attempt adetailed exposition of 'he different theories but shall limit our-discussion to a description of the models and a statemunt

Two theoretical treatments of the nonideal detonation velocity in a cylindrical charge of explosive of finite radius have a common hasic assumption, namely, of the hydrodynamic of the results, a a Oe

MeO ee me nm ene ne equations, only the equation of continuity differs from the form for parallel flow due to the expansion in the reaction zone. Both treatments assume that the reactiun is complete a finite distance a, behind the shock front and that this parameter is, therefore the thickness of the reaction zone.

The physical model employed by Jones is shown schematically in Fig. 9-4(A). Although the shock front is curved when the flow diverges, near the axis if is plane. Jones assumed that it is plane across the cross section of the charge. He approximated the divergence of the flow near the axis by that of a Prandtl-Meyer expansion around a-corner a distance from the axis equal to the original radius of the charge. In addition to the assumption of complete reaction, Jones assumed the one-dimensional form of the Chapman-Jouguet condition (Chapter 9) and he employed the-Abel equation of state with a covolume appropriate for TNT and .an adiabatic exponent of 3. The equations restiting from these assumptions are solved graphically and the results are tabulated. They can-be expressed by the relationship

(D/D∞)2=1−0.8(2ao/d)2 (D/D_{\infty})^2 = 1 - 0.8 (2a_o/d)^2  (9-25)

Eyring, Powell, Duffey, and Parlin* adopted a model consisting of curved shock front and a parallel curved surface of complete reaction as shown schematically by Fig. 9-4(B). They assumed: that the curved shock front is made up of spherical segments and. that the radially divergent flow behind a spherical detonation wave that is described in the next paragraph occurs behind each spherical segment of the curved shock front. The piecewise representation of steady flow in a cylindrical system by spherically divergent flow is self-contradictory since the radius of curvature of a spherical detonation increases with time and, therefore, a ¢pherical detcnation is not steady. Eyring and his coworkers obtained relations between the ratio D/D,, and the ratic of the radius of curvattire to the reaction zone length a, , assuming that the reaction is complete at the surface a distance a, behind the shock front, Using these results, they performed calculations of the detonation velocity for a typical solid explosive describe@ by an Abel equation of state for given width of reaction zone and charge radius. In these calculations, the curved front was constructed from conmected spherical segments, the spherical radii of which decrease as:one moves outward from the uxis of the charge. The construction was subject to a requirement that the whole wave have tle sarne constant velocity in the axial direction. For a charge surrounded by air, the wave front was required to reach the surface with an angle of 90 deg between the charge axis and the normal to the final segment. In its detail, the development of this theory is algebraically complex. The results of the calculations were represented by the empirical formula

D/D∞=1−ao/d(9−26) D/D_{\infty} = 1 - a_{o}/d \qquad (9-26) 

which is identical in form with Eq. 9-3 and-in which the proportionality constant is unity.

'Cook has based his tveatmant of the charge diameter effect on a fundamental 'assumption different from that employed by Jones and by Eyring, and their coworkers. '... Taiter authors have assumed that the reaction is complete on the Chapnian-Jouguet surface and have ascribed the velocity deficit in finite cylindrical charges to the mechanical effects of the diverging flow. Cook assumes that the flow is parallel in the reaction zone up to the Chapman-Jouguet surface and ascribes the velocity deficit to the fact that only a portion of the energy -of explosion is released in the region of steady flow, the remainder being dissipated in the expansion wave. He visualizes the steady reaction zone as having. aconical shape of height a_ as shown schematically in Fig. 9-4(C). This distance is determined by the mters.'on with the charge axis of the rarefaction wave moving in from the side, calculated from

ao=αd′ a_o = \alpha \ d' \tag{9-27} 

where « is a constant having a value between 0 and 1 and d' is a corrected diameter

d′=d−0.6 cm d' = d - 0.6 \text{ cm}  (9-28)

Cook assumes that any reaction occurring at x >a,does not effect the steady zone. According to these assumptions, the velocity deficit is due to the fact that a, Sa, where a, is the distance on the axis at which the reaction would be: complete. These assumptions imply that D = D., rer te Sho ee grated = are ice o aeeetae,
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FO nd when a, 2 a, and that no diameter effect is then observed. This deduction is not consistent with the experimental observation that D approaches D_, asymptotically. Cook made the further assumption that pressure, densify, and particle velocity are constant between the shock front and the Chapman-Juuguet plane. With these assumptions, he deduced the relation,

(D/D∞)2=1−[1−43(ao/a1)]2,ao<a1 (D/D_{\infty})^2 = 1 - \left[1 - \frac{4}{3} (a_o/a_1)\right]^2, \ a_o < a_1  D/D∞=1,ao≥a1 D/D_{\infty} = 1 , \ a_o \ge a_1  (9-30)

The distance a, is to be calculated from Eq. 9-27. The distance a, can in principle be calculated if a reaction mechanism yielding a finite time to complete the reaction is employed, or it may be treated as'an adjustable parameter. Such a mechanism is provided if the surface burning of grains of granular explosive is the step controlling the rate of release of explosion energy. In a homogeneous explosive-where the reaction js homogeneous~a, =e, and Eq. 9-30 does not predict a: charge diameter effect, which is not in accord with experience.

The assumptions upon which Cook. bases his treatment constitute a very — substantial oversimplification of the flow within the reaction zone. The results deduced from his model are not in particularly gocd agreement with experiment. In the next paragraph, we show that the curvature of the wave front can be simply described by a treatment that does nat. require use of arbitrary assumptions.



95 THE RELEASE WAVE.MODEL

The release wave model is a description of rea.tion wave geometry that has been developed by Eichelberger® based upon the method of characteristics, for prediction of the impulse imparted to an 2lement of surface area on an explosive charge of arbitrary geometry. Its Virtues are simplicity and versatility, but sacrifices of precision are required in order to obtain these advantages,

In principle, the model describes the propagation of iscbars in the rarefaction following an idealized detonation wave. The propagation of the detonation front from the initiation source is described by means of

Huygen's principle. As the front sweeps the boundary of the explosive charge, it progressively initiates a simple, .centered rarefaction. To each isobar, or characteristic surface, in the rarefaction a specific density, pressure, and propagation velocity can be assigned; thus, barring interastions ainong characteristics initiated from intersecting boundaries or convergence due to comnlex geometries. Accordingly, Huygen's principle can be used to describe the propagation of each characteristic.

se a

The special simplifications inherent in a polytropic gas law with k = 3 are exploited in order to salvage the concept; for this specific condition, rarefactions from different sources penetrate withoul change. Thus, when rerefactions from several surfaces affect the impulse: delivered at a point on the charge~as is generally the case for real, three-dimensional charges—Fermat's principle of least time con be used to determine the earliest time of arrival of.a characteristic surface identified with a given pressure. Fortunately for the mode}, the best measurements of equation of state of explosive products indicate that. the polytropic gas Iz.v, with a value of K = 3 (acsually tetween 2.8 and 2.9) describes the gases through the entire region from the (-J plane to very low pressures,

In applications to date, the reaction zone in the explosive has been- neglected, although this is not a necessary feature of the model. A region of constant thickness snd pressure distribution, between the detonation front and the rarefaction, could be added without signficant increase in complexity. The model, then, uses a histogram representation of the pressiire behind a one-dimensional pulse, as illustrated in Fig. 9-5, The precision of the results depends upon the mumber of elements into which the pulse is divided. The values of particle velocity, sound velocity, etc. associated with each finite segment cf the pulse are determined by use of one-dimensional theory. The subsequent procedure can follow either of two directions. The pressure distribution behind the detonation icont can be developed by constructing the isobars in the detonation preducts as illustrated in Pig, 9-6. Alternately, the impulse delivered at a selected point on the surface can be estimated by applying Fermat's principle, determining the

"

time of arrival of each isobar at the selected 'voint, synthesizing the pressure-time history at the-selected point, and integrating, ris a

|f pining, bn, Sa A, a,

"
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As 'the ultimate in simplicity, for ease of calculrition, a single square pulse has been used to replace the histogram composed of several elements. For rough. approximations, a pulse bounded by the detonation wave and by a "release waye'"' whose propagation velovity is0:6 times the detonation rate suffices. The amplitude of the square pulse is adjusted to make the total impulse equal to that of the real pulse for a one-dimensional case. In this simplified version, the release wave model very closely resembles the "detonation head" concept described by Cook; there is no claim of physical reality in the square pulse version of the release wave model, however.

Refinements to the model have been Jeveloped to permit handling of confined boundaries, using simple, centered rarefactions with an artificial delay time and displacement of the boundary.



9.6 THE SPHERICAL DETONATION WAVE INITIATED AT A POINT

The expanding detonation 'wave with spherical symmetry is the only instince of a three-dimensional transient wave that has received attention. This case js of practical interest since if represents the immediate result of a localized initiating source embedded, ir: a mass of explosive. G. I. 'Taylor' has analyzed the dynamics of spherical detonation from a:point 'and has demonstrated the theoretical existence of a particular 'flow, i.e., that the-particular flow resulting f wu his assumptions is compatible with the conservation equations and therefore a possible flow. His analysis does not prove that such a flow is the actual result of the point initiation of a detonating explosive.

Taylor assumed thae the reaction is instantaneous, resulting in a wave whose reaction zone is of zero thickness. The mudel employed is thus the spherical analogue of that used in the elementary theory of nlane

[image: Figure, page 204]

Figure 9-5, Typical Histogram Representation of the Pressure Pulse for Use in "Release Wave" Calculations Together With the Simplified Square Pulse Approximation die ie cape cai

TORN I to ee wim ne nes we eee nie sn oe ne X detonation waves, given in Chapter 6. He examined the possibility of a flow for which the Chapman-Jouguet condition D = u, + ¢, is satisfied at a spherical surface expanding with radial. velocity D, where D was assumed to be constant, Under these assumptions, all .of the properties behind the wave front are easily shown to be functions of the single variable x = r/t, where r is. the radial coordinate, and the flow is said to be self-similar.

The equations. of continuity: and motion for spherically symmetric radiil flow are. given in par, 2-6. They-can be written

∂ρ∂t+u(∂ρ∂r)+ρ(∂u∂r)=−2ρur \frac{\partial \rho}{\partial t} + u \left( \frac{\partial \rho}{\partial r} \right) + \rho \left( \frac{\partial u}{\partial r} \right) = -\frac{2\rho u}{r}  ∂u∂t+u(∂u∂r)+1ρ(∂ρ∂r)=0 \frac{\partial u}{\partial t} + u \left( \frac{\partial u}{\partial r} \right) + \frac{1}{\rho} \left( \frac{\partial \rho}{\partial r} \right) = 0  (9-31)

here u is.the radial particle velocity. Since the reaction is assumed to be complete at the wave front, the flow behind the front is isentropic, s , . (9-34) 0s/dt + uds/dr = -0, and the pressure can be W= ule eliminated from the second of Eqs. 9-31 by the introduction of the sound velocity c. The condition that the density and' particle velocity depend only on the variable xcan be written

∂u∂t+x(∂u∂r)=0 \frac{\partial u}{\partial t} + x \left( \frac{\partial u}{\partial r} \right) = 0  ∂ρ∂t+x(∂ρ∂r)=0 \frac{\partial \rho}{\partial t} + x \left( \frac{\partial \rho}{\partial r} \right) = 0  (9-32)

Combining Eqs. 9-31 and 9-32, and introducing the sound velocity, we-obtain

(u−x)dudx+c2ρ(dρdx)=0 (u - x) \frac{du}{dx} + \frac{c^2}{\rho} \left( \frac{d\rho}{dx} \right) = 0  (u−x)dρdx+ρ(dudx)+2uρx=0 (u - x) \frac{d\rho}{dx} + \rho \left( \frac{du}{dx} \right) + \frac{2u\rho}{x} = 0  (9-33)

Following Taylor, we introduce the variables

ζ=u/xΨ=u/c \zeta = u/x 
\Psi = u/c  (9-34)
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Figure 9-6, Illustration of Progress of Characteristic Surfaces in aThree-dimensional Explosive Charge, as Described in the "Release Wave" Theory

~ we tae am weet me oe te te ee ee Se te in terms of which Eqs. 9-83 become

dlnχdlnx=3ζ2−(1−ζ)2Ψ‾2(1−ζ2)Ψ2−ζ2 \frac{d\ln \chi}{d\ln x} = \frac{3\zeta^2 - (1 - \zeta)^2 \bar{\Psi}^2}{(1 - \zeta^2)\Psi^2 - \zeta^2}  dlnΨdlnx=ζ[2ζ−(1−ζ)Ψ2f](1−ζ2)Ψ2−ζ2 \frac{d\ln \Psi}{d\ln x} = \frac{\zeta[2\zeta - (1 - \zeta)\Psi^2 f]}{(1 - \zeta^2)\Psi^2 - \zeta^2}  (9-35)

j where f = 2 (d&nc/d&np). To integrate these equations, it is convenient to employ the quantity ¢ = c/D = $x/(¥D) as independent variable. Employirig the relation

dϕψ=−dΨΨ+dζζ+dxx \frac{d\phi}{\psi} = -\frac{d\Psi}{\Psi} + \frac{d\zeta}{\zeta} + \frac{dx}{x} \tag{9-36} 

Kgs. 9-35 are transformed to

dΨdϕ=2ζ−(1−ζ)Ψ2fϕ(1−ζ)Ψf \frac{d\Psi}{d\phi} = \frac{2\zeta - (1 - \zeta)\Psi^2 f}{\phi(1 - \zeta)\Psi f}  dζdϕ=3ζ2−(1−ζ)2Ψ2ϕ(1−ζ)Ψ2f \frac{d\zeta}{d\phi} = \frac{3\zeta^2 - (1 - \zeta)^2 \Psi^2}{\phi(1 - \zeta)\Psi^2 f}  dΩnxdϕ=(1−ζ)2Ψ2−ζ2ϕζ(1−ζ)Ψ2f \frac{d\Omega nx}{d\phi} = \frac{(1 - \zeta)^2 \Psi^2 - \zeta^2}{\phi \zeta (1 - \zeta) \Psi^2 f}  (9-37)

Eqs. 9-37 are integrated numerically inward from the wave front at which point the dependent variables are defined by the Hugoniot equations and the Chapman-Jouguet cundition. For the flow behind the wave front, the pressure and density are known functions of the sound velocity along the isentrope terminating in the Chapman-Jouguet state.

Taylor has performed the integration for explosion products treated as an ideal polytropic gas. Shear® has performed the integration 'for
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the explosion products of the explosive Pentolite at-a loading density of 1.65 g/cm*. His results are given in Figs. 9-7 and 9-8, where they are compared with his calculations for the,plane detonation wave that were cited. in Chapter 8. The particle velocity becomes zero at r/(Dt) = 0.43 and the gas between this point and the center of symmetry is at rest. Approximately 93 percent of the mass of the explosion products is contained by the region at rest.

In Taylor's analysis, the radial gradients of particle velocity, pressure, and density are infinite at the wave front. It is-stated that these infinite rates of change probably would not occur if account were taken of the finite reaction time. However, a steady finite reaction zone cannot exist behind a spherically diverging shock front. In connection with the development. of his curved front model for the calculation of the charge diameter effect, Eyring deduced' for spherical reaction zones of finite width a relation between the radius of curvahize of the front and the detonation velocity in which the wave velocity increases with radius and approaches the plane wave velocity in the limit. However, Eyring's analysis is based on the assumption of a.stationary reaction zone, which is self-contradictory. It. has to be concluded, therefore, that Taylor's description of.the fiow behind a spherically diverging detonation wave is an approximation and that more detailed theoretical investigations will be requires before the degree to which his model is a useful description of the actual flow can be determined. In particular, it. must be emphasized that Taylor's analysis does not demonstrate that spherical detonation actually occurs with a constant radial propagation velocity equal to that given by the plane wave Chapman-Jouguet condition.
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Figure 9-7, Particle Velocity Behind a Spherical Detonation Wave in Pentolite, p, = 1.65 4
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Figure 9-8, Pressure Behind a Spherical Detonation Wave in Pentolite, 2, TM 1.66
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CHAPTER 10 THERMAL EXPLOSION


10-1 INTRODUCTION

nn eee ne ae ea ( )

Thermal explosion is concerned with the effects of uncontrolled internal heating on explosive systems. Such uncontrolled heating can be initiated by action of external heat. sources on the explosive or simply by "spontaneous" decomposition of the explosive itself. Under appropriate (or inappropriate) conditions of temperature, physical dimension, anc thermal insulation, ail explosive materials can undergo a build-up of chemical reaction leading eventually to fire and/or explosion in the material.

Since thermal explosion concepts have significant application to the safe handling and storage of explosives as well as to the fundamental understanding of the mechanisms of initiation and:growth of detonation, it will be desirable to describe the thermal explosion process in some detail. Par. 10-2 is devoted toa description of the important physical processes which give rise to thermal explosions. In par. 10-3, the theoretical treatment of thermal explosions as developed by previous workers such as Semenov', Frank-Kamenetskii?, Chambre"? , Zinn and Mader' , Enig®, and others, is presented. Some specific applications of the theory are discussed in pars. 10-4 and 10-5. The reader wil! also find reference to the concepts of thermal explosion in Chapters 11 and 12.



10-2 DESCRIPTION -OF THE THERMAL EXPLOSION PROCESS

The basis for a thermal explosion is the exponential dependence of chemical reaction rate on temperature, as expressed in the Arrhenius. law for the reaction rate proportionality constant k,

kr=Zexp[−E/(RT)] k_r = Z \exp[-E/(RT)] \tag{10-1} 

ee ee ed

Z = pre-exponential factor

E = activation energy for the reaction, cal/tuole

R = gas constant, cal/mole-° K

T = absolute temperature, °K*

In-a first-order decomposition réaction, which. is common in high explosive compounds, the reaction rate constant has the dimensions of (time)? -and its reciprocal is the characteristic life time of the explosive molecules at temperature T.

A typical high explosive compound 'see Table 10-1) has a pre-exponential factor equal to about 1013 sec? and an-activation energy-of the order of 35,000 cal/gram mole. Table 10-2 shows how the characteristic life time charges with temperature for such a material.

The figures in Table 10-2 are illustrative only since the decomposition mechanism may differ in various temperature ranges. In fact, this is common since some of the larger molecular aggregates found among the low-temperature decomposition products of explosives disappear at higher temperatures. In some cases the reaction produces) molecules that catalyze further decomposition (autocatalytic reaction). However, the general lifetime behavior exemplified in Table 10-2 is characteristic of virtually all high explosives.

Since the decomposition of an explosive is exothermic and evolves heat, there is a ter ,ency for the decomposing material to become*warmer and, thus, for the reaction to become faster.and the heat-production rate to. increase. 'Opposing this tendency is the flow and loss of heat to cooler surroundings. The heat production. -rate depends exponentially on temperature, according to Arrhenius' law, while the rate of heat loss usually increases in a linear fashion with temperature. The difference in the laws governing heat production and heat loss lead to interesting | consequences—depending on circumstances, either the opposing effects come into balance and the temperature at some point ceases to rise, and then gradually recedes as the decomposing material becomes used up; or, the opposing tendencies fail to reach a balance, In the latter case the chemical reaction finally dominates, and the result is a catastrophic acceleration of the temperature rise. This is the ee eee

* While system temperatures in this chapter may be uoted in degrecs centigrade, the reader is cautioned that for calculation purposes the temperature must refer te an absolute temperature unit, .@., degrees Kelvin.
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TABLE 10-2 TYPICAL BEHAVIOR OF A SOLID HIGH EXPLOSIVE COMPOUND FOLLOWING AN ARRHENIUS REACTION LAW rh, Ae thermal explosion. The final development is 'usually sudden and dramatic, and the effect on the observer is heightened by the fact that explosion can be initiated.or suppressed by-only a slight change in experimental conditions such as temperature, physical dimensions, or thermal. insulation.

The way this happens may be illustrated by the following simple experiment. Although the example chosen is hypothetical, such an experiment can safely be carried out in the laboratory if small enough quantities of explosive are used-say, one-tenth gram or less—and if adequate precautions are taken. Fig. 10-1 depicts schematically the conditions of this experiment, A test tube (in practice, preferably made of a high thermal conductivity metal) containing the material is placed in an oil. bath that has been previously broughé to aselected temperature level J, and maintained at that point with a thermostat and stirring, A thermocouple in contact with the explosive records its temperature 7,. If the bath temperature is low enough in the first experiment, the temperature of the explosive will be observed to rise to the temperature of the bath, then to continue to a slightly higher point before it levels off. After reaching this maximum, it slowly cools down to the bath temperature again as the explosive decomposes and eventually disappears. When the bath
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GT ag tm Re ge Sg ee wen ANI ag Oem + ue Ahn ene-Galiriag tea ff ee ne ee 2 ee na ete Yt at ES Cae ree "ty temperature JT is increased in successive experiments, the maximum level of T, will be found :to exceed T, by a wider margin. The decomposition Which encues after the explosive reaches its thaximum 'temperature will also be faster. Then, at some critical bath temperr<ure T,, the matetial, after seeming to level: te a steady condition, will suddenly explode. As the bath temperature is raised still higher, the explosion will occur earlier and the-tendency of the temsperature to level off near TJ, will be less pronounced. Thtis, one observes not only. 2 critical temperature effect but also an induction period, or pause, before the explosion. The induction period is an important feature of thermal explosions.

A somewhat oversimplified but informative description of this experiment will point out.the basic physical processes occurring in thermal explosions. One assumes; first of all, that.therate .q,. of heat gain or loss from the explosive can be represented "bythe product of a constant heat transfer coefficient +h, the surface area A of the explosive mass, and the temperature difference; thus

q2=hA(To−T1) q_2 = hA(T_o - T_1)  (10-2)

The: explosive, of mass, m, produces heat a} a re*- ,, given by the product of its reaction. rate mk (first order reaction) and the heat of decomposition @, which is the heat produced per unit weight of the decomposing explosive. Thus

q̇1=mkr(T1)Q \dot{q}_1 = mk_r(T_1)Q \tag{10-3} 

where the reaction rate constant k,(T,) 'is expressed as a function of T through Fq. 10-1. The net rate at which heat is accumulated in the material is the sum of q, and Gai and the rate of temperature rise will be given by this sum divided by the total heat capacity «.-, where c is the specific heat. Thus

dT1dt=(q̇1+q̇2)mc \frac{dT_1}{dt} = \frac{(\dot{q}_1 + \dot{q}_2)}{mc}  (10-4)

The physical situation represented by Eq. 10-4 may be readily understood in terrns of graphs of the functions q,and dy, as shown in Fig. 10-2. In the example given, realistic values of the

Pe mi gee ae epee ene aie various parameters of Eq. 10-4 have been chosen, The valt « the Arrhenius activation energy E, and the pre-exponential factor Z, the same values have heen used as for 'the example in Table 10-2, namely, 35,000 cal/mole and 10!3 sec'?, £ -erei m= 1.0 g,hA = 0.05. cal/deg, q = 500 cal/g, and ¢= 0.2 cal/°C-g. For:

Fig. 10-2 shows the relationship between the curve for heat produétion rate, which is an exponential function of temperature, and that for the heat loss raté,, which is astraight line of given slopé (proportional to the heat transfer coefficient A), The position of the heat loss rate line in reference to the temperature scale depends on the bath temperature f,- Three different relationships are 'possible between the 'straight line and the curve, as shown in Fig. 10-2: (1) the line may cut the curve in two points, (2) the line may touch the curve at a point of tangency, or (3) the line may not intersect the curve at all. In the cases' shown, the line for T, = 200°C is of the first type, that for

T. = 208°C of the second, and that. for 210°C of the third.

In:physical terms, wher: the bath is at 200°C, the explosive heafs up to the: temperature at which the line intersects the curve~i.e., the point A in Fig. 10-2—and since the "heat production and heat loss rates are equal at this point, thetemperatyre stabilizes, in this case at about 202°C. When the bath is at 208°C, the temperature stabilizes at a value vorresporiaing to the tangency point B in Fig. 10-2, about 221°C. When the bath temperature is above 208°C, the heat production rate exceeds the heat loss rate, and an expiosion occurs, In this example, the temperature of 221°C is the highest point that can be reached by the explosive without exploding.

Fig. 10-3 shows the temperature-time- "CLUVES corresponding to various bath temperatures, as obtained by numerical integration of Eq. 10-4 based on the data depicted in Fig. 10-2. The curves illustrate the behavior just described,
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Figure 10-1, An Experiment To Illustrate ine Critical Nature ofa Thermal Explosion ee es
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Figure 10-2. Heat Production and Heat Loss Rates in an Experiment of the Type Depicted in Fig, 10-1 ae
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Figure 10-3, Heating Curves ( Temperatures us Time) in an Experiment of the Type Depicted in Fig. 10-1 and Consistent With the Data in Fig, 10-2 namely, explosion when 7), >208°C and no explosion when T, < 208°C, the temperatare 208°C being in this. case the critical temperature T., of the explosive.

"Also indicated in Fig. 10-3 is the induction time before explosion. This is equal to 25 sec when T, = 210°C, and 10 sec when T, = 220°C, Por this purpose, the induction time is Gefined as the interval between the point when the explosive temperature JT; becomes equal to the bath temperature T, and the point when the temperature rise becomes extremely steep, the heating curve being almost vertical. The induction time decreases rapidly as the bath temperature is raised 'above the critical level of 208°C. ;

Some points illustrated in Fig. 10-3 are worth noting. These observations apply to all materials that have a relatively high heat of decomposition and a high energy of activation for decomposition, conditions which are met by most high explosive compounds. The first point is that the temperature at which the explosive pauses in the induction period before exploding never exceeds by very much the critical explosion temperature T,.

The second point is that very little of the material reacts during the induction period. Numericai integration under the curves in Fig. 10-3, based on. the scale of decomposition rate on 'the right hand side of the figure, shows that about 4 percent of the material decomposes before explosion when T, = 210°C, and about 2 percent when 7, = 220°C,

Another important observation concerns thé relationship between T_ and the heat loss rate (-)¢,. It is clear that' there is an intimate connection between g, and T , because for a perfectly insulated body of explosive, explosion wouid occur eventually, in principle, even at very low jnitiation temperatures. That the explosion temperature must increase as the heat transfer coefficient h and surface area A are increased may be seen from the fact that lines representing (-)4, in Fig. 10-2 would then be displaced downward (or toward the right).

Some of the important factors in determining tiie explosion characteristics of a system are seen from the foregoing discussion to be the following:


	(1) Activation energy

	(2) Heat of reaction




	(3) Thermal conductivity and heat capacity

	(4) Effective heated surface area

	(5) Mass of explosive.





10-3 MATHEMATICAL TREATMENTS OF THERMAL EXPLOSION

In this paragraph the theory of thermal explosion is given in a somewhat more rigorous form, following the early developments of Frank-Kamenetskii? and Chambre? , and the later numerical and approximate treatments given by Zinn and Mader* and Enig®, for various heated surface boundary conditions.



10-3.1 THE HEAT CONDUCTION EQUATION

In principle the analysis of the behavior of solid explosive materials undergoing nonuniform heating can be accomplished by considering the heat conduction equation which neglects convective heat flow and which includes an energy source term to account for chemical reaction®, i.e.,

ρc(∂T∂t)=A∇2T \rho c \left(\frac{\partial T}{\partial t}\right) = A \nabla^2 T  self-heating heat loss by conduction +ρQ(dϵdt) + \rho Q \left(\frac{d\epsilon}{dt}\right)  production of heat by chemical reaction (10−5) (10-5) 


	T' = solid temperature, °K

	¢ =specific heat, cal/g-°K

	p = density, g/cm?

	\ = thermal conductivity which is assumed temperature independent, cal/cm-° K-sec

	Q = heat of reaction, cal/g

	é€ = fraction of explosive reacted, dimensionless
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V? = Laplacian operator, which in Cartesian space coordinates x, y, 2 is

∇2=∂2∂x2+∂2∂y2+∂2∂z2 \nabla^2 = \frac{\partial^2}{\partial x^2} + \frac{\partial^2}{\partial y^2} + \frac{\partial^2}{\partial z^2}  (10-6)

Since symmetric explosive geometries such that the conduction process depends only on a single space coordinate 'will be considered here, V? can be simplified to

∇2=∂2∂x2+2x(∂∂x) \nabla^2 = \frac{\partial^2}{\partial x^2} + \frac{2}{x} \left( \frac{\partial}{\partial x} \right) \tag{10-7} 

where 2 = 0, 1, or 2 for planar, cylindrical, or spherical symmetry and x now refers to the appropriate single space coordinate.

From simple chemical kinetic theory the rate of reaction can be expressed as

dϵdt=(1−ϵ)nkr=(1−ϵ)nZexp[−E/(RT)] \frac{d\epsilon}{dt} = (1 - \epsilon)^n k_r = (1 - \epsilon)^n Z \exp\left[-E/(RT)\right]  (10-8)

where n ig the reaction order and R. the reaction rate constant is replaced by its Arrhenius form (see Eq. 10-1).

Thus the heat conduction equation for thermal explosions becomes ' |

ρc(∂T∂t)=λ[∂2T∂x2d+ℛx(∂T∂x)](10−9) \rho c \left( \frac{\partial T}{\partial t} \right) = \lambda \left[ \frac{\partial^2 T}{\partial x^2 d} + \frac{\mathcal{R}}{x} \left( \frac{\partial T}{\partial x} \right) \right] (10-9) 

+ pQ(1 - €)" Z exp [-.EXRT)]

It is well known that there are no exact analytical solutions to Eq. 10-9 under any boundary conditions because of the nonlinearity introduced by the exponential chemical reaction term. However, from the description of the thermal' explosion process given in the preceding paragraph, two reasonable approximations can be made which give rise to useful solutions. The approximations are:


	(1) The temperature T of the expiosive just prior to explosion is not too different from the initial explosive temperature T,, ie, (T-T,)/T, <<1

	(2) The amount of reaction just prior to explosion is slight-so that the reaction is essentially zero-order, i.e., n =0.



With these assumptions, Eq. 10-9 simplifies in the following manner: Denoting T = T+ AT,

ERT=ERTo(11+ΔT/To) \frac{E}{RT} = \frac{E}{RT_o} \left( \frac{1}{1 + \Delta T/T_o} \right)  ≈ERTo(1−ΔTTo) \approx \frac{E}{RT_o} \left( 1 - \frac{\Delta T}{T_o} \right) 

Defining new space and temperature variables as

θ=FRTo2(T−To) \theta = \frac{F}{RT_o^2} \quad (T - T_o) \tag{10-11} 

ξ=x/a \xi = x/a \tag{10-12} 
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Mo an a ie an NER ie a ee 2 ee ree SL ee a a i. Seen ee. Tenn A ve entail where a 1s the significant dimension of the explosive—for example, she one-half thickness of. an explosive slab (2.= 0), the radius of along cylinder (2 = 1) or of a sphere (2=2)—the heat conduction.equation becomes:

ρca2λ(∂θ∂t)=∂2θ∂ξ2+𝜚ξ(∂θ∂ξ)+δexp[θ] \frac{\rho c a^2}{\lambda} \left( \frac{\partial \theta}{\partial t} \right) = \frac{\partial^2 \theta}{\partial \xi^2} + \frac{\varrho}{\xi} \left( \frac{\partial \theta}{\partial \xi} \right) + \delta \exp \left[ \theta \right] 

where (10-13)

δ=QEa2ρZλRTo2exp[−E/(RTo)] \delta = \frac{QEa^2\rho Z}{\lambda RT_o^2} \exp\left[-E/(RT_o)\right]  (10-14)



103.2 STEADY-STATE CONDITION 07/0t ~ 0, AND THE CONCEPT OF CRITICAL TEMPERATURE. AND SIZE

Frank-Kamenetskii and Chambre' examined 'the possible steady-state solutions to Eq. 10-14 (i.e,, with 06/dt = 0) subject to symmetrical heating where the boundary conditions are

ξ=0 \xi = 0  , dθ/dξ=0d\theta/d\xi = 0 (at the center)

ξ=1 \xi = 1  , θ=0\theta = 0 (at the surface)

For each of the three geometries (2 = 0, 1, 2), it was found that a meximum value exists for the parameter § (Eq. 10-14) for which steady-state solutions to Eq. 10-13:are possible, For 6 < 6,, , steady-state solutions are possible; but for 6 > 5... astationary temperature distribution is impossible, It is therefore seen that 6,, defines the critical conditions for thermal explosion under uniform surface heating conditions. The values obtained for 5, and the corresponding maximum critical temperaturi distribution 0. Table 10-3. stationary max, er ate shown in

The critical explosion temperature T,, is then just that value of the explosive surface temperature T, which results in 6 = 6, in Eq. 10-14, ive,

Tcr=E/Rln(QEa2ρZλRTcrδcr) T_{cr} = \frac{E/R}{\ln \left(\frac{QEa^2\rho Z}{\lambda R T_{cr} \delta_{cr}}\right)}  (10-15)

For given values of Q, F, a, etc. Eq. 10-15 can be readily solved by iteration to yield T,.

Likewise, fro:n Eq. 10-14 there is a 'critical size a, of explosive which can result in & =6 ¥ Le. er?

acr=(λRδcrQEρZ)To=exp[E/(2RTo)](10−16) a_{cr} = \left(\frac{\lambda R \delta_{cr}}{Q E \rho Z}\right) T_o = \exp\left[E/(2RT_o)\right] \quad (10-16) 

For a given explosive. composition it is seen that the crifical temperature T,. below which no explosions dre obtained is related to the rate at which heat can flow to the explosive surface, which in turn is related to the surface/volume ratio of the expiosive geometry, Thus for agiven value of a the slab wil! have the lowest Ty. and the sphere will have the hi ghest 7,



10-3.3 ADIABATIC HEATING ( V7 = 0) AND THE CONCEPT OF EXPLOSION TIME

The q :termination of the tine to explosion t, is an important aspect of thiermal éxplosion theory, As described in. par. 10-2, the onset of explosion is accompanied by' a rapid rise in explosive temperature after a relatively long self-heating or induction period; hence it is

' PS

= OPO, ee ee ee eT elie ne ward,

1 ite ne te, bea, ge age ca I 5 tule rt cee TS ena ati, Le nem Commitee 5 Ae tte eS

PA RS ee TT

)

convenient to consider the rapid temperature rise as the explosion criterion.

An important case that will now be considered is adiabatic self-heating which-is applicable to an infinitely large explosive mass at uniform. temperature or to a finite explosive mess that is thermally isolated.

From Eq. 10-15 it is seen that for an imtinite explosive size, the -critical temperature T. zero so that in principle any finite. value of initial temperature T, will lead to a thermal explosion '(though the value of t, may be quite large e.g., see Table-10-2).

The adiabatic heating conditions correspond to the case where the heat conduction term in Eqs. 10-5 and 10-13 is sufficiently small so that it may be néglected (i.e., V?7" = 0). Thus from Eq. 10-13 the variation of temperature with time of an explosive initially -at uniform: temperature T, can be expressed as

dθdt=QZEcRTo2exp[−E/(RTo)]exp[θ](10−17) \frac{d\theta}{dt} = \frac{QZE}{cRT_o^2} \exp\left[-E/(RT_o)\right] \exp\left[\theta\right] (10-17) 

It follows that

∫0tdt \int_{0}^{t} dt  (10-18)

=cRTc2QZEexp[E/(RTo)]∫θoθeexp[−θ]dθ = \frac{cRT_{c}^{2}}{QZE} \exp \left[E/(RT_{o})\right] \int_{\theta_{o}}^{\theta_{e}} \exp \left[-\theta\right] d\theta 



TABLE 163 CRITICAL VALVES FOR THERMAL EXPLOSION PARAMETERS 6 AND @

te=cRTo2QZEexp[E/(RTo)]exp[−θ] t_{e} = \frac{cRT_{o}^{2}}{QZE} \exp[E/(RT_{o})] \exp[-\theta]  θo \theta_{o}  (10.1)

t=0; t = 0;  θo=0\theta_o = 0 z=(PQZλE)z = (\frac{PQZ}{\lambda E})

t=te;t = t_e; θe=EPT2(Te−To)\theta_e = \frac{E}{PT^2} (T_e - T_o)

However it may be shown?' that within the approximations. used in deriving Eq. 10-13 'that 6, * 1. We can, therefore, express the explosion time as

te≈CRTo2QZEexp[E/(RTo)] t_e \approx \frac{CRT_o^2}{QZE} \exp[E/(RT_o)]  (10-20)

It will be seen later in this chapter and in subsequent cl:apters that experimental data on adiabatic explosion times for many explosives generally follow an empirical relationship. of the type

lnte=A+BT \ln t_e = A + \frac{B}{T} \tag{10-21} 

This empirical relationship is consistent with the form of :Eq. 10-20,



10-3.4 APPROXIMATE SOLUTIONS FOR t. WITH NONADIABATIC HEATING

Several investigators®:7:* have presented approximate solutions to Eq. 10-9 for the explosion induction time with nonadiabatic surface heating conditions, Enig® has approached the problem in a general manner which seems to be applicable to a number of boundary conditions of practical interest. In those particular cases tested, the approximate solutions to t, yielded values which agreed within ~20% of the vaiues calculated by more exact numerical methods.

Enig's approach makes use of the fact that in many cases the chemical reaction is small up until the time of explosion, and that the onset or of explosion, when the surface temperature of é, the explosive is much higher than 7, is cRT? accompanied 'by a maximum temperature very = ~~ exp[ERT,)] exp[-0] near to the surface. The approach can be QZE described in the following manner for symmetric 6, semi-infinite geometri¢s.

Anema, (10-19) Introducing the dimensionless variables

The integration limits on θ \theta  correspond to φ≡RTE \varphi \equiv \frac{RT}{E}  t=0;θo=0z≡(ρQZRλE)1/2x t = 0; \quad \theta_o = 0 \qquad \qquad z \equiv \left(\frac{\rho QZR}{\lambda E}\right)^{1/2} x  t=te;θe=ERTo2(Te−To)τ≡RQZtcE t = t_e; \quad \theta_e = \frac{E}{RT_o^2} \quad (T_e - T_o) \qquad \qquad \tau \equiv \frac{RQZt}{cE} 

Eq. 10-9 with zero order reaction (n = 0) becomes

Eq. 10-9 with zero order reaction (n=0) (n = 0)  comes ∂φ∂τ=∂2φ∂z2=ℓz(∂φ∂z)+e−1/φ(10−22) \frac{\partial \varphi}{\partial \tau} = \frac{\partial^2 \varphi}{\partial z^2} = \frac{\ell}{z} \left( \frac{\partial \varphi}{\partial z} \right) + e^{-1/\varphi} \qquad (10-22) 

It will suffice for our purposes to consider only the planar.cese with 2 = 0. The solution to Eq. 10-22 is

∫0π(∂φ∂τ−e−iφ)dz(10−23) \int_{0}^{\pi} \left( \frac{\partial \varphi}{\partial \tau} - e^{-i\varphi} \right) dz \qquad (10-23)  =∂φ∂z=∂φ∂z|z=−∞−∂φ∂z|z=−∞ = \frac{\partial \varphi}{\partial z} = \frac{\partial \varphi}{\partial z} \Big|_{z=-\infty} - \frac{\partial \varphi}{\partial z} \Big|_{z=-\infty} 

dz dz}z= Z\z=.9

The explosion criterion is expressed as

∂φ∂z=0 \frac{\partial \varphi}{\partial z} = 0 \tag{10-24} 

Z=0 and since at z = =, (z,T) ~*~ the initial temperature for all t, this leads to

∫0∞=(∂φ∂r−e−1/φ)dz=0(10−25) \int_0^\infty = \left(\frac{\partial \varphi}{\partial r} - e^{-1/\varphi}\right) dz = 0 \qquad (10-25) 

The explosion time ¢, (or 7,) is just the root of Eq. 10-25, While exact solutions for y(z,rT) cannot be found which would allow Eq. 10-25. to be solved, the approximation of negligible chemical reaction over the time period O<t & lt; t, allows us to replace y(z,r) by °(z,r) in Eq. 10-25, where ° represents the solution to the "inert" case of Eq. 10-22 (ie., the case where et? is set to equal zero),

Soe em

This leads to

−∂φc∂z|z=−0=∫0∞e−iηφcdz(10−26) -\frac{\partial \varphi^{c}}{\partial z}\bigg|_{z=-0} = \int_{0}^{\infty} e^{-i\eta \varphi_{c}} dz \qquad (10-26) 

_ A difficulty arises in evaluating the integral of Eq. 10-26 due to the negligible amount of reaction occurring for p° = yp at z =~, This makes the integral infinite. This difficulty is removed by replacing the integrand by exp[- 1/p°] - exp[- 1/, ],ie.,

−∂φo∂z|z=0≈∫0∞(e−1/φo−e−1/φo)dz -\frac{\partial \varphi^{o}}{\partial z}\bigg|_{z=0} \approx \int_{0}^{\infty} \left(e^{-1/\varphi^{o}} - e^{-1/\varphi_{o}}\right) dz  (10-27)

Thus 'an explicit relationship t, can be found for all cases where analytic solutions can be found for y® and where Eq. 10-27 can be integrated inclosed form.

Table 10-4 shows derived expressions for ¢, for a semi-infinite plaaar explosive with various boundary conditions. The reader is referred to Enig's original paper® for other possible cases.



10-3.6 NUMERICAL METHODS
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Numerical methods appear to be the only way of obtaining exact solutions ta the heat conduction equation for thermal explosion (Eq. 10-9), and several investigators have carried out such calculations for particular explosive cases*#'?-29 For the one-dimensional case, the 'numerical methods are relatively straightforward and can be handled on many modern digital computers, In some instances it has been demonstrated that the numerical results for one particular explosive can be generalized to other explosives by simple-graphical techniques.

To solve Eq. 10-9, which is rewritten here as

ρc(∂T∂t)=λ(∂2T∂x2)+𝜚x(∂T∂x)+∂Q(dϵdt) \rho c \left( \frac{\partial T}{\partial t} \right) = \lambda \left( \frac{\partial^2 T}{\partial x^2} \right) + \frac{\varrho}{x} \left( \frac{\partial T}{\partial x} \right) + \partial Q \left( \frac{d\epsilon}{dt} \right)  (10-28)

dϵdt=(1−ϵ)nZexp[−E/(RT)](10−29) \frac{d\epsilon}{dt} = (1 - \epsilon)^n \ Z \exp \left[-E/(RT)\right] \ (10-29) 

by numerical methods in the manner of Zinn and Mader', the time scale is considered to be divided into equal increments of + sec. It is also considered that no chenjiical reaction occurs during the time 7, but at the end. of each time period, the heat produced by chemical reaction can be added to the explosive in the form-of an. instantancous temperature correction, The heat produced is taken as that given by pQde/dt assuming a constant temperature T(x,t) during the 7 time interval. In this manner, Eq. 10-28 is solved with Q = 0 over each interval 7 but with a different initial temperature distribution F(x) for each consecutive time period.

The initial distribution -will be given by the expressions.

fj+1 f_{j+1}  (x)=T′(x,jτ)+Qc(Δϵj)(x) = T'(x,j\tau) + \frac{Q}{c} (\Delta \epsilon_j) (10-30)

Δϵj=τ[1−ϵ(x,jτ)]nZexp{−E/[RT(x,jτ)]} \Delta \epsilon_j = \tau \left[ 1 - \epsilon(x, j\tau) \right]^n Z \exp \left\{ - E / \left[ RT(x, j\tau) \right] \right\}  (10-31)

ϵ(x,jτ)=∑jΔϵj \epsilon(x,j\tau) = \sum_{j} \Delta \epsilon_{j}  (10-32)

This numerical procedure is relatively simple but it does require starting solutions to be available for Eq. 10-28 with Q@ = '0. Ae an example, we can consider the planar case (2 = 0) of a slab (0 <x <2), ie.,

ρc(∂T∂x)=λ(∂2T∂x2) \rho c \left( \frac{\partial T}{\partial x} \right) = \lambda \left( \frac{\partial^2 T}{\partial x^2} \right) \tag{10-33} 

with boundary conditions f(x) = T(x,o) and T(2a,t)= Ti, a constant.

The solution-to Eq. 10-33. is given by Carslaw and Jaeger® as

T(x,t)=Ts+{1a∑n=1∞exp[−n2π2λt4ρca2]} T(x,t) = T_s + \left\{ \frac{1}{a} \sum_{n=1}^{\infty} \exp\left[ -\frac{n^2 \pi^2 \lambda t}{4\rho c a^2} \right] \right\}  ×{sin(nπx2a)∫02a[fo(x)−Ts]} \times \left\{ \sin\left(\frac{n\pi x}{2a}\right) \int_{0}^{2a} \left[ f_o(x) - T_s \right] \right\}  sin(nπx2a)dx \sin\left(\frac{n\pi x}{2a}\right) dx  (10−34) (10-34) 

If f(x) is known at a sufficient number of values of x, the integral can be evaluated
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TABLE 10-4 APPROXIMATE SOLUTIONS FOR EXPLOSION INDUCTION TIMES FOR A SEMI-INFINITE PLANAR EXPLOSIVE®

Sitrface Condition (at.z = 0)

Dimensionless Explosion Time r,

Constant surface temperature, ¢, :

φ=φ \varphi = \varphi 

Constant Surface Flux:

Y, > P,

τ=π−(1) \tau = \frac{\pi}{-} (1) 

φs=φo+KτVs \varphi_s = \varphi_o + K \tau^{V_s} 

τe=π4(1−φo‾φ*)e1∧φ‾*(φ*)2e1∧φ‾*=[κ(3/2)K]2 \begin{split} \tau_e &= \frac{\pi}{4} \left( 1 - \frac{\varphi_{\bar{o}}}{\varphi^*} \right) e^{1 \wedge \bar{\varphi}^*} \\ (\varphi^*)^2 e^{1 \wedge \bar{\varphi}^*} &= \left[ \kappa(3/2) K \right]^2 \end{split} 

_ il 2 1iye tT, = = (- 7) e

K, a constant

Heat flux from medium at constant temperature y, with a constant coefficient of 'heat transfer h:

−∂φo∂z|z=−∞=H[φg−φo(0,τ)]12 -\frac{\partial \varphi^{o}}{\partial z}\bigg|_{z=-\infty} = H\left[\varphi_{g} - \varphi^{o}\left(0, \tau\right)\right]^{\frac{1}{2}}  H=[E/(λρQZR)]12h H = \left[E/(\lambda \rho QZR)\right]^{\frac{1}{2}}h 

τe=π4[φg−φ•*φg−φo][φ•*−φoφ•*]2eiφ•* \tau_e = \frac{\pi}{4} \left[ \frac{\varphi_g - \varphi_{\bullet}^*}{\varphi_g - \varphi_o} \right] \left[ \frac{\varphi_{\bullet}^* - \varphi_o}{\varphi_{\bullet}^*} \right]^2 e^{i\varphi_{\bullet}^*} 

(φ*)2e−iφ=H2(φg−φo)(φg−φ*) (\varphi^*)^2 e^{-i\varphi} = H^2(\varphi_g - \varphi_o)(\varphi_g - \varphi^*) 

numerically arid: T(x; t} determined. Utilizing Eq, 10-34 for the reactive case involves replacing i, (x) by f (x) and solving for the temperature distribution at each consecutive time -pericd 1. The accuracy of this numerical procedure is limited by how practically small the increments of 7 and x can be taken.

Zinn and Mader carried out solutions to Eqs. 10:28 and 10-29 for a: number .of explosive compositions and geometries assuming zeto-order kinetics, and subject to the boundary conditions of uniform initial temperature T and constant surface temperature Tit, for t 20.

Fig. 10-4 shows the results obtained for the temperature distribution in 1-in. spheres of RDX at various times. Fig. 10-5 depicts the calculated explosion times for one-inch slabs, cylinders, and spheres of RDX for different surface temperatures T,>T., In these calculations the values for the Physi and 'kinetic parameters of the explosiye are: p = 1.8 g/cm', ¢ = 0.5 cal/g-°C, A= 7X 104 cal/°C- -em-sec, Q = 500 cal/g, Z = 1028-5sec1, FE = 47500 cal/mole. It also was found that the ¢, calculations for one explosive composition could be generalized to all other explosives by ultilizing a t,vs 1/T; relationship of the form

te=ρca2λF(E/Tcr−E/Ts)(10−35) t_e = \frac{\rho ca^2}{\lambda} F(E/T_{cr} - E/T_s) \qquad (10-35) 

ys ee oe pf ..
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where F is a function-which depends only on. the typeof geometry (slab, cylinder, or sphere) and the initial temperature T, , The variation of F in terms of the argument (E/T, ~ E/T, ).is shown in Fig. 10-6 for the three geometries 'all initially at. 25°C. T,, can be easily obtained from the Frank-Kamenetskii expression Eq. 10-15, Therefore, Fig. 10-6 makes it possible to readily determine the explosion times for any material for which the appropriate physical and kinetic parameters are known.

Several pertinent facts can be gathered from these numerical calculations which indicate that previously discussed approximate solutions must always be used with caution. First, for relatively low values of T, oT, ,: the hottest region-prior to explosion is at 'the center of the explosive. This implies that the thermal explosion will initiate at the center. The reverse situation occurs when T, pote.

j
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Figure 10-4, Temperature Profiles for Times Near the End of the Induction Period, as Calculated for 1-in, Spheres of RDX Initially at 25°C, [Curve 1: ¢ = 0.90 t; Curve 2: t= 6.95 i t.; Curve 3: ¢ = 0.98 t,. Also shown is the steady-state profile at the critical temperature T._( Ref. 4 i ;

is much higher than T__. Here the temperature near the surface is hottest prior to explosion while the center temperature remains relatively unchanged. Thus approximations based upon 4 semi-infinite geometry are only applicable for T>mT,,: Second, it is seen from Fig. 10-5 that the temperature dependence of ¢t, dues not follow an Arrhenius curve (such as Eq. 10-21, which is often used to curve fit experimentai 'data) over all values of T,. Therefore, one must be cautious in identifying the slope of such empirical: curves' with an. activation energy for chemical reaction (ie, E or E/R). The experimental studie'.. of Gross and Amster??, which are discussed in Chapter 12, are a good example of the considerations that must be taken in deriving kinetic parameters from measured explosion times.

Another point that should be considered' in connection with the Zinn and Mader calculations, as well as with most of the available approximate solutions, is the effect of assuming a zero-order chemical reactiou. This assumption applies that the source of chemical energy cannot be used up prior to explosion regardless of the heat loss rate or the time to explosion. For small explosive masses this may not be valid since-u.e total heat content of the explosive may be relatively small compared to. the effective heat capacity of the medium immediately surrounding the explosive. This point will be discussed further in the next paragraph.



10-4 THERMAL EXPLOSION OF HOT SPOTS
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A concept of great importance for the initiation of detonation in high explosives is that of "hot spovs". This topic is discussed in greater detaii in Chapter 11. However at:this point, it is
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Figure 10-5, Explosion Times us 1/T, for RDX in Various Geometries, Initially at 25°C (Ref. 4)
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\ (¥ J2H)'D0S2 72 cyoinuy jry 'sams pun 'sixpundD: 'sauaydy sof "z/a:—"°L7i sa- (4000)! "7K Jo-rydoay "9-01 andy cooling of the sphere in subsequent periods mf time would be represented by the temperature distribution curves in Fig. 10-7. These ore derived from the classical treatment of the differential equation for heat conduction and. may be found in Carslaw and daeger®. Time is depicted in terms of a dimensionless parameter at/a*, where a is the radjus of the sphere and « the thermal diffusivity [« = A/(pci] where A is thermal conductivity, p the density, and ¢ the specific heat), The sudden creation of a hot spot by mechanical. action in an explosive material causes thé reacticn to occur in the affected region al a measursbly higher rate than that in the bedy of the explosive, where it may be virtually zéro??. However, during snost of the induction period before exptosion the amount of heat produced by chemical reaction is very 'small and the cooling behavior is little affecred by the fact that reaction is taking place. 'To state this more exactly: che femperature rise at any point in the hot spot caused by chemical reaction in the induction pertod is smali sompared to the initial difference in temperature between the hot spot and the body af the explosive; therefore, the temperstre gradient that develops at this point, and consecuently the flow of heat during this time, is affected very little by the fact that the material is reactive and not inert. The temmrature profiles in Fig. 10-7 are, therefore, » 4. approximation to those that would obta.. in an explosive hot spot during the period where ¢,,, is the awiduction time. Equating ¢,, , to ,he adiahatic explosion time given by Eq. 10-20, allows one to obtain the criterion in terms of the prope.ties of.the explosive, i.e., T? 2 0 » 0,04QEa a Hw cxp (BART) < < (10-37 ~y (10-37) This relationship, Eq. 10-37, can be used to calculate typical quant). -3 for hot spots of various sizes. Such figues are given in Table 10-5, based on the explosive preperties quoted in par, 10-3.4 for RDX. It is simificant that the induction period is in the order cf mccoseconds for a hot spot in the order of microns in diameter, This is consistent with the fact that the total time for initiation and reaction in detonating high explosives is usually in the order of microseconds. The critical temperature 550°-600°K also falls in a physically plausibie range. The fourth column in the table gives: the total chemical! enerrzy per unit area available for heating the explosive medium just external ta the hot spot. It is seen that the values of g/s are also strongly dependent or...che size of the hot spot, This points to the possibility that while hot spots may explode, 'hey may have insufficient energy content to ignite the surrounding cooler medium. For the case of

; &

RDX there is evidence from adiabatic gas compression studies (8 msec duration) that the minimum ignition energy is «0.3 cal/om? (Ref. 13), which is somewhat consistent with a kot spot size of the order of microns, It should be noted that this treatment of the thermal explosion of hot spots assumes adiabati prior to explosion.
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71nFg ee neering Ty meee explosion times and zero-order reaction. Neither of these assumptions may be valid for the small explosive mass that makes up the hot spot.

Friedman, forexarnple, carried out numerical solutions for the critical quantities of a nonadiabatic hot spot which was assumed to be a thin slah'*. A good analytical approximation to the numerical value of the critical one-half slab thickness 4, was found to be

der2=[λ(To−T1)ρZQ]exp[ERTo](10-38) d_{er}^{2} = \left[\frac{\lambda(T_{o} - T_{1})}{\rho ZQ}\right] \exp\left[\frac{E}{RT_{o}}\right] \quad (10\text{-}38) 

For conditions of T, = 550°K and an.ambient environment temperature T, = 300°K, the value of da for RDX is 220 microns, which is one order of'magnitude greater than the valuea__ in Table. 10-5 for the same T,. Part of "this difference in calculated critical hot-spot size is undoubtedly due to the fact that the two calcdlations refer to different geometries (slab and sphere). However it is reasonabl:-to suggest that a significant part of the difference is actually due to nonadiabatic vs adiab.ic heating conditions.

'Friedman also investigated by numerical calculations the extent of reaction in the hot spot prior to explosion. Although he states that typically a maximum reaction of 1-8% is indicated, it can be readily calculated from his results that an explosive having the propertics E

= 20 0 kcal/mole, c= 0.26 cal/g-°C, Q = 250 cal/g, T, = 800°K., T, = 300°K, will undergo 80% reaction by first order reaction kinetics, The possible effects of nonzero-order chemical reaction in thermal explosion theory warrants considerable more attention, particularly when application is to be made to small quantities of explosive.

aaa
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10-5 THERMAL EXPLOS'ON AND SAFETY IN HANDLING HIGH 'EXPLOSIVES

High explosives are prime examples of materials that can undergo thermal explosion, and it is not suprising that this is an important aspect of their behavior. The mechanism is most 'apparent in phenomena:related to initiation and transition to detonation, subjects which are treated in the following and subsequent chapters. The potential for seli- heating i is also a matter for sé.\ous consideration in connection with safety in-Landling and storing explosives.

Several disasters with great loss of life and property have resulted from the failure to appreciate the possibilities of self-heating in explosive materials and the suddenness with which a thermal explosion develops when it occurs? ®, Although numerous severe explosions following fires in dynamite factories and ammunition dumps had warned people of the hazard of fighting fixe in which high 2xplosives

FABLE 10-5 VARIOUS CALCULATED QUANTITIES FOR HOT SPOTS IN RDX

* a/S = (1/8) pQa, the total chemicel energy available in the hot spot per unit of surface area.
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+ ee --S 2 ee aa were involved by the customary method , it was not generally appreciated that relatively insensitive materials such as ammenium nitrate and nitromethane have basically the sane tendency toward thermal expiosion. The catasi: sphe at Texas City in 1947, in which several million pounds of ammonium nitrate fertilizer exploded following a fire, drew sharp attention to the critical size phenomenon in. this material. This had been overlooked in this case because countless fires in smaller quantities of the material hac occurred and had not resulted in explosion.

One of the lessons te-<be learned from these tragic events is that explosives should always be stored in ways that will provide for the maximur: poss/s1é:dissipation of heat and never in large consotidated piles if'it can be avoided. It is of interest 'in this. connection to calculate the critical diameter at various face temperataires for spherical mass of RDX, -#q. 10-16, and the adiabatic explosion time fcr: various initial uniform tempera' ires, Eq. 10-20. The physical and kinetic parameters considered in these calculations are the same ones used jn previous calculations in this chapter. The calculated values are given in Table 10-6.

The values of explosion time in Table 10-6 refer to the condition in which a mass of the explosive is at a uniform temperature initially; therefore, these figuzes do not arpiy specifically

.

f (F

SS oo ee en ne Er f itt = ae te nnn! SRT ayer ~ to the situation in a fire. The actual relationship among surface temperature, geometry, size, and time to explosion can be obtained by the numerical methods described in per. 10-3.5.

In assessing the potential explosion hazards of. an explosive mass at elevated surface temperature,. useful information can be gained from the tempc-ature distribution just prigz to the thermal explosion (theoretically represented by a rapid increase in temperature or rate of reaction at some point in the massj. if rapid reaction starts at or near the 'surface, the reaction will be unconfined and will probably lead. to a less violent surfsce deflagration. However if rapid reaction starts in the interior of the explosive mass, the reaction will be confine. and-have a greater probability of building up. /o a detonation,

Referring to Fig. 10-4, we see that. the temperature distribution varies significantly with the ratio T/T... As this ratio increases above unity, the position of the maximum temperature (which defines the position of runaway reacfion): moves closer to the surface. In the example shown (1—in, RDX spheres) when. 2. /T._ = 1.05, the explosion starts at a distance of r/a = 0. 1, while for T/T, ,.* L.12 it starts at r/a * 0,95.

In the particular case where an explosive mass is burning, it can be suggested that 2'/7,, will not be too much greater than unity. If the mass is sufficiently lerge and the buming 'time

TABLE 10-6 CRITICAL DIAMETER AND ADIASATIC EXPLOSION TIME FOR RDX




	Temperature, °C
	Critical
	Diameter*
	Adiabatic
	Explosion Time**



	50
	
	540 = rnelers
	9200
	yaars,




	95
	148
	meters
	6.8
	years



	100
	41
	meters
	27
	weeks



	126
	
	5.8 meters
	8.8
	days



	150
	
	1 = meter
	3
	hours



	200
	
	5.6 cm
	80
	sevonds





* Surface of explosive sphere at constant temperature.

* k Sphere of explosive at uniform initial temperature.

sufficiently long, it is reasonable t» expect that the surface buming will lead to «a -violent explosion, However if the mass is sufficiently 'small, the surface buming 'can consume the entire explosive privr to the build-up of a violent explosion. Thus, indisposirig'o/high explosives it is common to set the material afire but only when it-is dispersed in srnall chunks on the ground, and never-when it is in large consolidated masses.

'operations The application of these principles 'to involving the heating of high explosive materiais, such as melting in preparation for casting and drying in ovens, will be obvious. The importance of good temperature control in these operations cannot be overstressed; -and an overriding .control should always be provided in addition to a thermostat to prevent overheating.
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CHAPTER 11 INITIATION OF DETONATION BY SHOCK WAVES


11-1 UNDERDRIVEN AND OVERDRIVEN DETONATION

a ~ oo

A, Me te AI a RAN A, ste a, Ra Te at Pana ta, hn mE a Maal Soe eM Ma, Tie tig So 0 PNA Ds, PEN TEN SET incl ag A Ay So tee he Tht eg Mele ( )

Steady-state detonation is a self-supporting shock wave in wich chemical energy constantly restores the deficit. of mechanical energy that would otherwise be created because of dissipation at the shock front (into heat) and external losses. An inert or neutral shock wave without such a source of energy loses strength and ultimately disappears. The Chapman-Jouguet (C-J) detonation represents a dynamic ''stable" condition. If there is a s:' 'ht disturbance, such as a small gap in the explosive charge or a narrow region with greater explosive energy, the shock wave (or detonation front) wil veaken or grow stronger temporarily, but will tend to return to the original stable condition when the perturbation is removed. Thus, when the shock at the detonation front is slightly weaker than the C-J wave, the energy supplied by chemical reaction causes the front to accelerate; and when the shock at the detonation front is stronger than the C-J wave, the chemical energy supplied is insufficient to maintam it and the front stows down. 'isis behavior does not depend on whether the rate of chemical energy conversion is sufficient or insufficient per sz, but rather whether the conditions in the flow is such that the released energy is transmitted to the front, i.e., whether the flow near the end of the reaction zone is supersonic, sonic, or subsonic (see Chapter 8).

In the situation represented in Fig, 11-1, where detonation is transmitted from a "donor" 'explosive to an "acceptor" explosive, there are three possibilities: the shock wave transmit.ed to the accéptor may be stronger than, of the same strength as, or weaker than the stable C-J wave in the acceptor. The first and last cases may be referred to as overdriven and underdrive, detonations, respectively. The degree of o erdrive and underdrive may be of any given magnitude, and it is of interest to determine the consequences of large departures from the C-J condition on the ultimate fate of the transmitted shock.

In the case of an overdriven wave, it is found that the strength always decays until the C-d condition is reached; but, for. an underdi*ven wave in a given experimental arrangemenfé, there is some limiting shock strength below which the wave decays and does not gain the increased strength needed to reach the C-J condition, The question of interest in this chapter may be stated: "What conditions are required for development of stable detonation from an underdriven shock wave?", The answer, obviously, bears on the question of safety in handling high explosives and materials, such as rocket propellants, that are potential high explosives. It also relates importantly to the problem of designing reliable initiating mechani+ais in the practical use of explosives.



11-2. THE GAP TEST

Experimentally, a simple way to determine the sensitivity of an explosive to initiation by shock waves is represented in the gap test. This test comprises a method of producing u- ierdriven waves of variable strength by insect). varying thicknesses of inert material between . Jonor and an acceptor charge (Fig. 11-2). Commonly, the inert material consists of a number of uniform ''cards' which may be paper or plastic, for example. (An air-filled gap is not desirable because the hot explosive product gases from the donor would impinge directly on the acceptor:)

As in other tests of critical '"'go, no-go" behavior in explosives, the gap test experiments must be interpreted statistically. An efficient way to perform the test is the so-called "up-and-down"' method, whereby, in a sequence of experiments, the number of. cards is increased or decreased by one in each successive trial (or by some other standard incremental number) depending on whether the previous trial results in detonation or failure, respectively (see Chapter 12). The result of such a series of experiments is usually reported as the number of cards in the gap that produces, on the average, a 50 percent chance of detonation.

The gap test has been developed at tie U. S. Naval Ordnance Laboratory into a useful means for camparing the sensitivity of solid rocket propellants!. The standard test assembly is obi. 2 7a
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Figure 11-1. Transmission of Detonation From a Donor to an Acceptor Charge

[image: Figure, page 234]

Figure 11-2. The Gap Test illustrated in Fig. 11-3 and is described as follows: "'a 5.03-cm length of pressed-tetryi (a, = 1.51 g/cc) to supply the shock; Lucite, or the equivalent cellulose acetate, as the shock attenuator; a mederately confined accep* or charge of 3,65-cm diameter by 13.97-cm length; and a mild steel witness (test) plate 0.952-cm thick, The criterion of 'detonation' used is the punching of a hole in the witness plate. The measure of charge sensitivity is the length of attenuator (gap length) wt which there is 50 percent probability of detonation according to the above criterion."

Gap. test restlts become more significant when they: are equaied not simply to the number of cards or thickness of the gup-but to the strength of the shock wave at the critical "go, no-go level", The Naval Ordnance Laboratory has "calibrated" the NOL test to make it possible to interpret the results in this manner. The method is described in the paragraph which follows.



11-3 SHOCK-PRESSURE MEASUREMENTS IN THE GAP TEST
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By means of simultaneous shock wave velocity and. free surface velacity measurements, such a* those, described in Chapter 5, the "Hugoniot adiabat" for Lucite has been determined. (The method of erecting the Hugoniot curve from the experimental data is explained in Chapter 8.) With this basic information the shock wave strength at-the end of the gap can be determined from either shock wave velocity or free surface velocity measurements, with various thicknesses of Lucite in the gap, under actual conditions of the test, i.e, with the donor charge shown in Fig. 11-3. This kind of determination was carried out at NOL, with the results shown in Fig. 11-4, i.e., axial -shock pressure at the end of the Sucite gap in kbar (1 kbar =987 atm) vs thickness of gap.

The shock pressure at the end of the Lucite
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Figure 11-3, Charge Assembly:and Dimensions for NOL Gap Test gap, however, is not in general equal to the shock wave pressure transmitted to the acceptor explosive because there is usually an acoustic impedance mismatch between Lucite and the test explosive. The transmitted shock wave pressure can be readily determined from the Hugoniot adiabat of the acceptor. Experimental shock Hugoniots (or Hugoniot adiabats) have been determined for many of the military explosives (see Ref. 2). However, the impedance mismatch with Luicte does not differ very much for many of the common high explosives in the cast or pressed condition: therefore, the transmitted shock pressure in the explosive is approximately proportional '+o the inzident pressure in the Lucite, Fig. 11-5 shows this relationship, the data paints. being the critical 50 percent explosion points for niric explosives for which sufficient equation of state data were available tocalculate the initial pressure in the transmitted shock. It may be observed that for these materials no error would be made in ranking the explosives for shock wave sensitivity if one were to usé incident pressures in the Lucite rather than transmitted pressures in the explosive. This statement would not necessarily apply, however, if explosives differing widely in density were being compared, eg., a loose crystalline powder and a cast material.

Table 11-1 lists some of the results obtained on solid rocket 'propellants at the Naval Ordnance Laboratory. The term "loading pressure" in the table refers to the préssure of the incident wave at the end of the Lucite gap. A notable feature of the measurements is the. effect of voids-in composite propellants. (These propellants are based on ammonium perchlorate as oxidizer with an organic, nibber-like binder.) Composite pronellants in their service condition and containing no high explosives such as HMX are generally nondetonable in this test, even when the tetryl donar charge is in direct contact \. ° the propellant (zero gap). However, 2 néy.tive result of the gap test. cannot be-taken to imply that a propellant is nondetonabie tinder 'all conditions of initiation charge diameter and confinement. When the propellant, is shredded and recompressed, leaving some air-filled voids, it becomes very sensitive to initiation. Voids, therefore, appear to influence sensitivity very markedly in this case.



11-4 EFFECTS OF SHOCK WAVES IN CONDENSED EXPLOSIVES

In a homogeneous material, lacking voids or discontinuities of any kind, a shock wave raisés the pressure, density, and temperature uniformly in the plane immediately behind the front. Condensed media are, of course, very -much less compressible than gases; therefore, the increases in density and temperature that accompany a given rise in pressure are much smaller than in gases. However, the pressures developed in the detonation of condensed materials are in the order of 10,000 times the detonation pressures of gaseous mixtures at an initial precsure of ene atmosphvre—e.g., 200,000 atm pressure for condensed explosives compared to 20 atm for gaseous explosives. Under such tremendous forces, .even seemingly incompressible materials are highly densified and heated by the compression. It is perhaps not surprising to find, therefore, that the detonation front in a condensed explosive detonation heats the medium to a temperature in the neighborhood of 1,000°C or higher, a temperature quite high enough to start
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Figure 11-4, Shock Wave Pressure at the End of t 17 Lucite Gap in. the NOL Gap Test

>» | ——7 7

[image: Figure, page 237]

Figure 11-5. Comparison of Shock Loading at 50. Percent Point With Initial Pressure in Charges decomposition at a rapid rate. The Zeldovich-von Neumann-Doering model of detonation is, therefore, equally as plausible when applied to condensed explosives as it is'in the case of 'gaseous explosives.
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There js, infact, in the case of condensed materials 2 phenomenon thatmarkedly increases their susceptibility to initiation by shock waves. This is the so-called "hot spot". An important class of hot spots is hydrodynamic in origin and results exclusively from the action of strong shock waves at discontinuities, The formation of the hydrodynamic hot spot and its subsequent behavior are,.therefore, of pzimary importance in a discussion of shock initiation of explosives.



415 SHOCK INITIATION IN HOMOGENEOUS AND NONHOMOGENEOUS EXPLOSIVES

Although much valuable work has been dane at several laboratories on initiation of detonation by underdriven sheck waves, perhaps the most decisive experimentation of this kind has been carried out at the George Washington University Laboratory and the Los Alamos Scivkt.c Laboratory. This work, largely summarized in Refs. 3-6, -éstablished that there is an essential difference between explosives that are completely homogeneous: and free from discontinuities of any kind, and those which contain a multitude and a variety of such discontinuities. The presence of discontinuities is, of course, by far the most:common practical condition, and it is only with extreme care that the number and size of discontinuities can be reduced to.a point where the clearly defined behavior of a truly homogeneous material is evident,

The basic reeuirements for well-controlled experiments on shock wave initiation are:

(1) High degree of planarity in the incident shock wave. This is achieved by a plane-wava generator (Chapter 5), (2) Sufficient run length of the plane detonation wave in a booster charge so that the decay of pressure behind the shack front (due to
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TABLE 11-1 SHOCK SENSITIVITY OF SOLID ROCKET PRG..*. "ANTS IN THE NOL GAP TEST









	Propellant
	Physical State
	Louding Pressure at

tie 30 percent Point, kbar

muse 5 iinet



	various ci nposites
	service conditicn;

nonporous
	no-go




	double base
	service condition;

nonporous
	80-47



	composite with 17-18 percent

high explosive
	service condition;

nonporous
	69-58



	composite
	shredded and pressed;

16-22 percent connected pores
	11-7





the Taylor expansion described in Chapter 8) is small for a time period of some microseconds.

(3) Large enough diameter in the donor shock wave production system so: that lateral expansion: effects (described 'in Chapter 9) do not seriously affect the planarity of the shock wave or decrease the period of sustained high pressure behind the front, (4) Variable attenuation of the donor shock wave. This is produced by inserting between the donor and acceptor charge a gap filled with an inert miaieriai of various composition and thickness.

A number of different experimenial arrangements were used to elucidate various aspects of the phenomena. These. cannot be described in detail here. Typical arrangements ~taken from Refs. 5,6—aré shown in Fig. 11-6(A) and 11-6(B), and illustrate how the various requirements previously enumerated were net in these experiments. The major aspects of jnitiation phenomena jn homogeneous and nonhomogenes ' ts explo. ives. as derived from a loug series of expe<imenus wath liquid and solid explosives car be stated as follows:

(1) In Nonhomogendour Expivsives, LU th. 'ntering 'hock. wave ts above e critical strength, if 'hegins wh accelerate at the point.of entry, gaining strength relatively slowly at first, but ever more rabidly unlil 'steady-state Cd velocity is reached. Yhe development of detonation in this case may be described ss a smooth transition from a shock wave at first only weakly supported by chemical reacticn,! 2-2. fully supported steady detonation. Th: final stages of accelerstion to detenaien, in which the greater part of the increjse in shock stréngth, occurs, comprise only a sinall fraction of th: total time between tre inivial entrance of She wave and the final 22 shievement of fu'l detonation. Matérial lying:in the regin betweey the point of eniry of the shock wavé-and the xegion between 'the point where detonats.on-firts: starts remains essentially unreactec, aad retonation (a detonation wave Movi, hairic toward thé point of shock entry) 3 ¢ teh o*hserved.

(2) In Homoyeneous Explosives; The entering shock behaves as wuld ach See y unsupported shock iby.an: {unre materia. & ay OE slightly. and- losing speed as travyig: fecnars hecarss 42 gyymal diggigation. "fitter 'ay, inuuctie? period which. pegs.e aktong iny Vette relationship te the strength ahe entity shouk--detonaiion statts, not at thy shock frost faz, at the entering face of the . dptor. his detunition wave is churactetsfic of. the 'explosive medium in the pinto apressed: tand heated) condition created by. che 'nitial shock, and it travels at a hyperveloc,wy: {nigher-tiay the C-J velocity at normal diinsiti} chateeeristic of these conditions plus the velocity of forward motion imparted to the medium by the init J iz ae 4
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Figure 11-6(4.), Arrangement to Measure Shock and Detonation Travel in a Nonhomogeneous Solid Explosive Using the Wedge Technique® shock. This hypervelocity detonation, traveling at a 'higher speed than the initial shock wave overtakes it, and the combined wave moves from that point as an ovérdiiven detonatior. the medium ahead. Eventualiy, the detonation wave decays to the characteristic, steady-state velocity of the explosive.

The distance-time relationships in these two coritrasting situations are depicted in Fig. 11-7. Traces of essentially this nature were obtairec by smear-camera techniques, The induction time in the initiation of homogeneous explosives is sensitive to many factors. Indeed, the effects of various experimental variables are so important that only by taking extreme care is it possible to sort them out. Fig. 11-8, taken from Ref. 5, is a smear record taken from a camera viewing from the top (through a slit) the sheck wave which is progressing upward toward the camera from the bottom of a vessel containing nitromethane. The light in this photograph is self-light from detonation; therefore, the original unreactive 'shock, starting at a point in time marked F in Fig. 11-8, is not visible. Fur this experiment the Plexiglas attenuator plate which formed the
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Figure 11-6(B), Arrangement to Measure Shock and Detonation Travel in a Homogeneous Liquid Explosive (Nitromethane )§ bottom of the nitrotethane vessel (e.g., Fig. 11-6(B) was scored over 'half of the surface with riangular grooves, 0.020 in deep, spaced 0.025 in. apart. The other half of the surface was polished smooth, In Fig. 11-8, the scored half of the plate curresponds to the upper half of the * photograph, and the smooth half to the lower: The photograph shows at the time marks .4 and C the sudden appearance of a faint light. This is light from the detonation when it originates in the precompressed mediim at the Plexiglas surface. The-time marks B and D, indicating the appearance of a much brighter front, indicate the points when the detonation in the precompressed medium overtakes the shock front producing an overdriven detonation in the undisturbed fluid. The induction time represented by the distance between F and: A, and F and C in the two regions—is seen to be about 2psec on the smooth portion of the Plexiglas plate and less than one microsecond on the roughened portion. The explanation, presumably, is that the grooves in the Plexiglas produce distortions and interaction on the shock frent which result in regions of somewhat higher temperature than that in the undisturbed shock, oo ee.
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' F: Shock enters nitromethane.
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	A: Detonation is initiated in compressed nitromethane at interface between nitromethane { and grooved attenuator plate.

	j B: Detonation over grooved plate overtakes shock.

	C: Detonation is initated at interface of nitromethane and smooth attenuator plate.




	ri D: Detonation over smooth plate overtakes shovk.



* Induction time, ¢_|: Over grooved plate F- A y cmon ind" Over smooth plate F-C

Figure 11-8, Smear Camera Record of Effect of Rough Shock Wave on Induction Time with the result that thermal explosion occurs 'sooner on the roughened plate than it does on the smooth plate.

The induction time in a thermal explosion is very sensitive to temperature (Chapter 10). Therefore, the time for shock initiation of nitromethane would be expected to depend critically on shock pressure. That this is so can be readily seen from Fig. 11-9 which is: taken from a recent analysis' of data reported by three different laboratories?**+8. From Fig. 11-9 it also appears that increasing the initial temperature of the nitromethane causes a decrease in induction time.

The effect of hot-spot sites in nitromethane was also very nicely deomonsirated in the work described in Ref..5. This was done by carefully locating air bubbles of various size at the Plexiglas-nitromethane interface. Other types of potential hot-spot sites have also been studied, including, for example, tiny rods of metal and glass that would prodice a disturbance jin the initiating shock front. A hot spot was usually visible 'as. a flash of light at the moment of its creation by the shock wave; then, after a variable delay in time, a detonation was observea to spread out in a spherical front from the hot spot. (The hot spot produced no visible light during the induction period.) The effect is iJlustrated in Fig. 11-10, taken from Ref. 5. This photograph, taken in the same way as Fig. 11-8, shows the fiash of light created by the interaction of the shock wave with a bubble at the time mark F. After a variable delay, explosions occur at C and D for the 1.0mm and 0.75-mm_ bubbles, respectively; but.no explosion occurred for the 0.5-mm bubble, presumably because the hot-spot temperature was too low or the size too small for an explosion to develop. The delayed homogeneous detonation occurs at the Plexiglas-nitromethane interface at the time mark A in Fig. 11-10, and the catch-up and formation of the overdriven detonation occurs at B, The dependence of the explosion induction period on the size of the hot spot site is clearly shown by this experiment. Also evident is a critical-sizi: phenomenon in relation to hot spots since the jmallest of the three bubbles did not produce a detonation.

The variable induction period, the critical "go, no-go" behavior of hot spots, and the important influence of temperature in these experiments point clearly to the explosion mechanism discussed Chapter 10. This inference 1. -been vinvestigated by C. L. Mader-at the Los Alamos Laboratory?® and Enig and Petrone at the U.S. Naval Ordnance Laboratory'? in a series of "computer experiments," the results of which are discussed in the paragraph which follows.
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11-6 THERMAL EXPLOSION THEORY APPLIED TO SHOCK INITIATION



11-6.1 HOMOGENEOUS EXPLOSIVES

The experimental phenomena described. in par. 11-5 strongly suggest a thermal explosion mechanism in the shock wave initiation of homogeneous explosives, Detonation starts, not at the shock front but behind it, at the point where the wave: eritered the explosive and, therefore, where the high temperature:produced by the shock has oxisted for the- longest: time. And; as it should in .a thermal explosion, the induction period depends very sensitively on the temperature produced at this point.. Proof that the phenomenon is indeed a thermal explosion would be provided if one could predict independently the magnitude of the induction period from. the strength of the shock wave and the properties of the.exploasive,

The data needed for this. calculation are the shock-Hugoniot properties of the explosive, a PVT equation of state and, the kinetic and thermal data for the chemical deposition (see Bq. 10-20). Unfortunately, reliable experimental PVT data are unavailable for shocked explosives. However, Mader?® and Enig and Petrone!?, utilizing the sarne shock Hugoniot and kinetic data but different assumed PVT equations of state, were able to calculate induction times for nitromethane, liquid TNT, and single crystal PETN in reasonable egrezment with experiment (see Table 11-2). While these calculations show that a thermal explosion mechanism is consistent with the observed shock initiation process in homogeneous explosives, they do not prove it,

How detonation develops from an underdriven shock wave in nitromethane is shown in the calculated pressure vs distance curves in Fig. 11-11. These curves are taken from Ref. 10, They were plotted by automatic equipment which {took its input directly from the computer,
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	. Argon bubbles: 1. 0,.75-mm diameter

	" 2, 9.50-rmm diameter ;

	3. 1.0 -mm diameter {




	Shock enters nitromethane. (Flash of bubbles number 1 and 3 may be seen.) 8




	Local detonation starts at 1.0-mm bubble. S > FS D2




	Local detonation starts at 0.75-mm bubble.




	Detonation starts in precompressed nitromethane at interface with attenuator plate.




	Detonation overtakes shock front.






Figure 11-10, Smear Camera Record S..owing Effect of Bubbles in Initiation of Nitromethane

TABLE 11-2, CALCULATED SHOCK INITIATION INDUCTION TIMES IN ', "HOMOGENEOUS EXPLOSIVES



11-6.2 BEHAVIOR OF HOT SPOTS
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The power of modern computer techniques is even more forcefully demonstrated in the treatment ofhot spats. reported by Mader in Ref. 10. Here the behavior -is much too complex for analytical description. Evén to anticipate what will happen, qualitatively, is difficult.

Mader treats the problem of describing all events set in motion: by creation of a spherical hot spot, starting with various initial boundary conditions, In general, the following processes may be important:


	(1) Production reaction of 'heat by chemical

	(2) Dispersion of energy by wave motion (3) Dispersion of eénergy by heat conduction.



The competition between (1) and (38) is treated in par. 10-4, where the following condition, Eq. 10-86, first derived by Zinn!?, is shown to apply:

tind<0.04a2/α t_{ind} < 0.04 a^2/\alpha  (11-1)

The characteristic heat flow time on the right-hand side of the expression is seen to depend on the square of the radius a, For the "hydrodynamic" hot spots in nitromethane considered by Mader the size is so large (a = 0.03 to 0.38 cm) that this heat flow time is of the order of some thousands of microseconds, On the other hand, fluid dynamical energy dispersion (wave motion) occurs:in a time of the order of a/c, where c is the speed cf sotind. Since cis of thé order of 10° - 10® cm/sec, the time period 'charactetistic of this:mode of energy transfer is in the range of 0.01 - 0.1 usec. Heat conduction can, therefore, be disregarded in this case arid' only the first two of the processes listed need be considered: However, this still poses 4 task that is impossible without the aid of a modern high speed, computer.

The computer was programmed to integrate the partial differential equations. of fluid dynamics: (Chapter 2). in which the 'energy transport equation includes a term for chemical reaction. In principle, the problem is one of spherical shock wave propagation as treated in Chapter 13, with the added complication of variable energy sources at every point in the medium. Special methods, such as the von Neumann-Richtmyer artificial viscosity technique (Chapter 14), are needed to handle the shock wave problem alone.

Figs. 11-12, 11-18, and 11-14 are taken from Mader's paper'®, and the discussion which foliows is quoted directly from that source. The mode] discussed here is termed the "temperature" hot spot—i.e., one in which. the temperature is higher than in the surrounding (shocked) medium, but in which the density is the same as that. of the surroundings. The pressure is, therefore, higher in the hot spot than
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Figure 11-11. Pressure-distafice Profiles at Various Times for the Shock Initiation of Nitromethane by a 92-kbar Shock (The ordinate is pressure in scale divisions of 100 kbar and the abscissa is Eulerian distance in scale divisions of 0.1 cm.)

in the bulk medium but the pressure difference is of somewhat minor importance in this case. Mader also treats the "pressure" hot spot, where density as well as temperature is higher than in the-surroundings, This case will not be described here, The quotation from Ref. 10 follows:

"Fig. 11-12 shows the pressure-radius profiles for a 0,292-cm radius, temperature hot spot
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Figure 11-12. Pressure-radius Profiles at Various Times for tue Development of a:Detonation in Shocked Nitromethane (94.7 kbar, 1250°K from a Spherical Temperature Hot Spot (1404°K) of 0.292-crn Radius (The ordinate is pressure in scale divisions of 100 .kbar and the abscissa is Ewlerian radius in scale divisions of 0.1 em.)

(1404°K) in nitromethane which has been shocked to 94.7 kbar. Initially, it the boundary between the hot spot and the shocked nitromethane, a small shock is sent into the outer nitromethane and a rarefaction is sent back into the hot spot. At about 0.03-ysec, part of the hot spot explodes and initiates the remainder of the hot spot, which has been eet?
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Figure 11-13. Pressure-radius Profiles at Various Times for tke Development of a Detonation in Shocked Nitromethane (94.7 kbar, 1230°K) from a Spherical Temperature Hot Spot (1404° K) of 0.06-cm Radius (The ordinate is pressure in scale divisions of 100 kbar and the abscissa is Eulerian radius in scale divisions of 0.01 em.)

cooled by the rarefaction. A strong shock goes into the undetonated nitromethane and a rarefaction goes back into the explosion products. The strongly shocked nitromethane at the hot spot boundary explodes at about 0.06 usec and initiates a detonation which propagates through the rest of the nitromethane. The detonation propagates at a velocity of 0.856 em/usec, which is the computed equilibriiim detonation velocity of the shocked nitromethane. The experimental hypervelocities in shocked nitromethane are approximately 0.8 cm/psec? 5.

"Fig. 11-138 shows in considerable detail the mechanism of. initiation of detonation from a 0.06-cm radius, temperature hot spot (1404°K). Initially, at the hot spot boundary, a small shock is sent into the shocked nitromethane aiid a rarefaction: is seni back into the hot spot. The pressure of the hot spot increases as a result of a chemical reaction, At 0.288 usec, the inner 0.045 cm of the original hot spot explodes. At 0.035 usec, the entire hot spot.has exploded. A shock is-sent into the undetonated explosive and a rarefaction is sent into the explosion products. The undetonated explosive. at the hot. spot boundary does not explode until 0.08 usec, or after an initial induction period of 0.045 usec. At 0.1 usec, the detonation is propagating at full velocity and pressure.

"Fig. 11-14 shows the pressuré-radius profiles for a 0.0292-cm radius, temperature hot spot (1404°K) in shocked nitromethane. The initial behavior is essentially the same as for larger hot spots. However, the pressure and temperature of the undetonated explosive at the hot spot interface decay more rapidly because of the greater divergence of the fiow,. and initiation of detonation fails to occur.

"Numerous other calculations were also pexformed varying the hot spot temperature and the temperature of the exterior nitromethane. The results can be summarized as follows. Temperature hot spots in shocked (#* 90 kbar) nitromethane of 0.06-cm radius and, larger will explode before the rarefaction reaches the center of the hot spot. Cooler hot spots may explode even after the rarefaction arrives at the center of the hot spot, since the rarefaction is weak, For example, it was observed that a ee er oe eee

1300° K, 0.06-cm-radius hoi spot exploded and initiated propagating detonation, even though the rarefaction had arrived at. the center of the hot spot before the hot spot exploded.

"Temperature hot spots ir; shocked (~ 90 kbar) nitromethane of 0.03-cm radius and smaller wil] not initiate propigating detonation. The spherical divergence of the shock is too strong. For example, .t was observed that a 1400°K, and even a 1600°K, 0.03-cm-radius-temperature hot spot failed to initiate propagating detonation.

"As the pressure ana temperature of the shocked exterior nitromethane decrease, the critical size of the hot spot 'increases. For example, a 0:27-cm-radius, 1400° K temperature hot spot in unshocked nitromethane will not initiate propagating detonation, while the same hot spot in nitromethane shocked to 90 kbar will initiate propagating detonation. Similarly, as the pressure and temperature of the shocked nitromethane increase, the critical size of the hot spot decreases. For -'exaniple, 4. 0.03-cm-raditis, 1400? K-temperature hot spot ir:
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Figure 11-14. Pressure-radius Profiles at Various Times for the Failure of a 0,0292-cm-radius Temperature Hot Spot (1404°K) to Initiate Propagating Detonation in Shocked Nitromethane (94,7 kbar, 1230°K) (The ordinate is pressure in scale divisions of 100 kbar and the abscissa is Eulerian redius in scale divisions of 0.01 cm. The nitromethane at.the boundary of the hat spot is cooling at 0.06 psec, having a temperature of 1393°K. At 0.08 usec the temperature has decreased to 1370°K at the boundary.)

1300°K shocked nitromethane will initiate propagating detonation, while the same hot spot in 1200°K shocked nitromethane will not initiate propagating detonation."
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In summary, one may make the following generalizations concerning the behavior of hydrodynamic hot spots:


	(1) The question whether or not a hot spot starts a -seifspropagating spherical detonation depends on its size, temperature, and pressure and on the temperature of the surrounuing shocked medium. '

	(2) The first stage in the development of detonation from a hot spot is the explosion of material: at the center of the hot spot. Such an explosion, however, does not necessarily lead to detonation.

	(3) The critical phenomenon that prevents development of detonation from an exploding hot spot is usually the spherical divergence of the shock wave propagating into the surrounding explosive. In some cases, however, :it is the spherical convergence of the rarefaction moving toward the center.of the hot spot that chokes off the explosion.

	(4) In any case, the development of a hydrodynamic hot spot is influenced mainly by chemical reaction and wave motion, and not appreciably by heat conduction.

	(5) Results of the detailed investigation of hot spot behavior in nitromethane correlate well with experimental observations with respect to the critical size of hot spots and the shock wave conditions required to create hot spots that lead to local detonation.





11-7 HOT SPOT CREATION BY SHOCK WAVES

The contrasting behavior of homogeneous and nonhomogeneous explosives in the initiation of detonation by shock waves described in par, 11-5 can be readily understood if it is assumed that a shock wave in nonhomogeneous explosives creates hot spots as it passes through the material. Some of these hot spots explode and create shock waves that produce reaction, or, possibly, local detonation in tiie surrounding precompressed explosive. Since the initiating shock is underdriven with respect to a C-J detonation, energy liberated behind it can be transmitted to the front; hence, the shock wave gains added strength by the liberation of energy in the hot spots it has created in its wake. As the shock wave builds up, it produces hot spots of higher temperature which are, therefore, more apt to explode and produce local self-sustained shock waves or detonations. In the final full-scale detonation, initiation of reaction by the precursor sheck may still depend on hot spot formation rather than initiation by uniform compression of the medium.

The concept of hot spots in connection with explosives originated from the study of initiation by. friction. and impact!-25. In experiments where hot spots are developed in inert material as: 9ociated with the explosive—such as grit particles in the case of friction experiments and occluded gas pockets in the case of impact experiments—heat flows from: the hot spots to the adjacent explosive and starts. decomposition there: A delay of the order of 100 ysec is often involved between the impact that creates the hot spots and the explosion. Such a period of time is characteristic for diffusion of heat over a distance of the order of 10 microns.

A delay as high as 100 usec, obviously, is impossible in most cases of shock initiation since in this period of time the shock wave would travel something like half a meter. From such considerations one concludes that hot spots, to be effective in shock wave initiation, must be created within the explosive medium itself and not in gas pockets or inert particles. In the case of initiation at the site of small air bubbles in nitromethane, as photographed in Fig. 11-10, the initial flash of light when the. shock wave. strikes the bubble is caused, no doubt, by the sudden compression of the gas in the bubble. But, the local detonation, which is initiated about one microsecond later, must arise from a hot spot created simultaneously in the nitromethane itself near the bubble, because this period of time is insufficient for heat transfer.

The paper by Evans, Harlow and Meixner!' provides some insight into how hot spots can be produced in the medium surrounding a small discontinuity such as a gas bubble by interaction with a shock wave. The cases treated in detail by these authors involve only gases: specifically, the case of a bubble of neon in a helium continuum, and a bubble of helium in a neon continuum. The results are instructive, but obviously not

Ae heen cemeteries tf ane nme meee eee cnt eect te aa necessarily transferable to condensed explosis es. Figure 11-15, taken from Ref. 14, shows he w.a bubble is deformed and the shock <'ront distorted by interaction with the shock wave. Fig. 11-16 from the saine -paper shows the temperature distribution after the shock wave has passed through the bubble for the case of a neon bubble in a helium continuum. High temperature .areas comparable in size to the bubble are formed-in the adjacent medium due to the interaction.

Ref. 14 also describes the results of calculations for a shock wave interacting with a vacuum bubble in nitromethane. The bubble in this case collapses completely when struck by the shock, and a high temperature hot spot is formed in the adjacent liquid. Computational difficulties prevented this phenomenon from 'being more fully explored. .

The formation of hot spots in nonhomogeneous explosives may be u.derstood in terms of several. different mechanisms -(see References 13, 15-19, also Chapters 10 and 12).

In a loose crystalline. explosive, for example, hot spots within the crystals undoubtedly arise because of shusk wave distortion caused 'by the sharp discontinuities in the medium. Also, physical imyact of crystals at points of.contact when they are propelled into motion. by the shock wave may be an important hot spot mechanism in this -case. In apressed..ov .cast polycrystalline explosive, the anisotropy of the crystals may. give rise to shock wave interactions of important magnitude. And, even in ahighly densified explosive, voids of microscopic size which produce shock wave intetferénces aténot entirely absent.

Generally, an increase in void space- 'causes -an increase explosive. The difference between a. vuidless material and a loose crystalline powder, 'TOF 'example, covers one or two orders of magnitude in the shock wave strength required for 'initiation. Thus, a homogeneous single-crystal of PETN requires a shows javssure of about 1006 kbar for initiation?®, whereas pressed granular in sensitivity for 'any condensed
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* Time scale is arbitrary; the relative values of the numbers are important.
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" Figure 11-15. Successive Configurations of Shock and Bubble (Left-hand.sequence is for neon bubble in helium, right-hand sequence is for helium bubble in neon.)
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PETN with 40 percent voids (density = 1.0 g/cm?) requires only 2.5 kbar??.

In the compressed granular explosive approaching crystal density, or in a -vlastic-bonded explosive, for example, hot-spot sites may be few in number and relatively "inactive". Such mucerials might be expected to show "homogeneous behavior" when initiated by a strong shock. In fact, it is quite possible to have hotspot initiation and homogeneous initiation proceeding simultaneously, as the photograph in Fig. 11-10 shows.



11-8 SENSITIVITY TO SHOCK INITIATION
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In most applications the main explosive charge is initiated by a detonator cap or primer, possibly in conjunction with a booster charge. Such an initiating system often produces an underdriven shock wave; therefore, many. of the principles discussed in this chapter have a bearing on problems connected with the design and performance of these systems. Also, in the use of explosives for blasting, it frequently happens that. an inert' object may fall between two sticks of dynamite in a borehole, or that an air gap may result from not tamping the sticks in the borehole firmly enough. It is, therefore, important that explosives used for this purpose be sufficiently sensitive to shock wave initiation 80 that detonation will not fail to propagate 'under these circumstances.

In 'principle, one may distinguish between the shock wave. sensitivity of explosives and sensitivity to other stimuli such as impact. and friction. Indeed this distinction has been drawn in the divisior: of subject matter in this handhook, the present chapter dealing with initiation by shock waves, and the next chapter dealing with initiation from thermal sources. Nevertheless, these two subjects have important factors:in common.

The term "shock wave sensitivity" has been used: rather loosely up to now, and it is important to clarify its meaning. One can, of course, define it arbitrarily in terms of some standard test, e.g., the gap test. The results of such a test may be treated in a more or less sophisticated way, by defining the -sensitivity either in terms of the actual shock strength produced in the explosive at the critical, "go, no-go" threshold, or, more simply, in terms of
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Figure 11-16. Isotherm Plots for the Shock in. Helium Hitting a Neon Bubble (The numbers are 100 times the specific internal energy; behind the initial shock, the value is 50, Dashed lines show the bubble configuration. Cylindrical axis is to the left. Late-time heating at the top is caused by collision with. wall, t = 30.)

the critical thickness of the gap material. But, either way, the point remains that any such definition is arbitrary in some degree because there is at least one other factor that may be important besides the peak pressure in the shock wave. This factor is time, i.e., the duration of the shock pulse or its:characteristic decay time.

The time factor in the initiation .of 'solid explosives is of interest, because it could be important in determining shock sensitivity. In a shock sensitivity experiment, such as the gap test, the time period over which the initiating shock can be sustained in the arceptor charge without chemical reaction is limited either by (1) the diameter of the donor charge, (2) the length of the donor charge '(i.e., the pulse width of the incoming shock), or (8) the diameter of the acceptor charge. This arises because wet oe ee ni en te rarefactions (release waves) will always propagate towards the shock front from the charge boundaries (Chapter 9). The release waves are associated with a drop in pressure and temperature, and hence will effectively quench chemical reaction. Therefore, if detonation is to be initiated in an acceptor charge, significant chemical reaction (e.g., thermal explosion) must occur prior to the arrival of the release waves.

This criterion for shock initiation of detonation can be stated as

τ(d*)≥tϵ(Pl) \tau(d^*) \geqslant t_{\epsilon}(P_l) \tag{11-2} 

where r(d") is the time period available for chemical reaction when. the limiting charge dimension is d, and ¢ fP) is the thermal explosion time for an initiating shock pressure P,. The equality sign in Eq. 11-2 will then define the critical shock pressure (ie, P, = P,.) for a "go or no-go" result in a gap 'test experiment. Since 7 cen be expected to decrease with decreasing d , and t, to decrease with increasing P, (see Eqs. 10-20 and 10-21), it can, therefore, be inferred, that P| must increase with decreasing d .

This effect on P_, has been borne out in a series of gap test experiments carried out by Aerojet-General Corporation with solid composite propellants??. Fig. 11-17 shows the experimental variation in P, with acceptor charge diameter for three different propellants . In these gap tests the acceptor was a right cylinder with a diameter greater than the critical diameter d_ (i.e., the minimum charge diameter in which a 'stendy-state detonation will propagate). The donor charge in each case was a conical TNT booster that is three base diameters in height with the base diameter equal to the diameter of the acceptor. The region below each of the curves defines the "no-go" region for the propellant, and above the curve, the "go" regiont.

It is clear from the figure that there axe values of the acceptor diameter, particularly near to d,, where a decrease in charge dimension causes an increase in P_. It can be construed from these results that shy acceptor diameter is acting as a limiting duzcasion d° and that its effect becomes less:important at larger charge diameters,

Table 11-3 shows 'the effect of variations in diameter of the donor charge on the shock pressure required for initiation of .one of the propellants from v6. 11-17 (ie., propellant A with 9.2% RDX; d. = 2.7 in.). Here the cylirdrical acceptor charge diameter was kept constant at 6, in. and the donor charges were cylindrical TNT boosters whose diameters were varied. While the values for PR. are not well defined by these data, it is clear that shocks of higher strength were required for a "'go" result when the donor charge diameter was made smaller. This would again indicate that there is a limiting charge dimension a* , namely the donor diameter, at least for those cases where the diameter is less than that of the acceptor. It is interesting to note from Table 11-3, that a '"'go" result can be obtained even when the donor size is less than the critical diameter of the acceptor, however the value of P.. apparently is greatly increased in this case.

va y 4

Fig. 11-18 depicts the results of a shock sensitivity experiment with Propellant A, d_ = 2.7 in., using the flyer-plate technique. In this test explosively driven flyer plates (5 sq. in, 1/32 to 1/2 in.) are impacted against the acceptor charge (4 in. diameter). In this manner planar shock waves with varying peak pressure, (proportional to plate velocity) and pulse width (proportional to plate thickness) are introduced into the acceptor. As in the gap-test, a "go or no-go" result is determined. It is quite evident from Fig. 11-18 that P., varies quite drastically when the pulse width is less than 1-2 usec, but approaches a constant value at larger pulse widths. Since the pulse width in microseconds is governed by the release wave which moves directly behind and toward the shock front, the data of Fig. 11-18 can be interpreted as indicating the existence of a limiting dimension d* which would be equivalent to the length of donor charge. In this particular case, the d corresponding to a 2 psec pulse width would be ~7 mm.

One can conclude from these results that the critical shock strength for initiation may be controle. by factors which are not intrinsic to

* Compositions containing ammonium perchlorate, aluminum, RDX, and PBAN binder (polybutadiene-acrylonitrile copolymer),

+ t A "go" result was interpreted when detonation was initiated snd sustained over the entire length of the acceptor (2-4 charge diameters),
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| o TABLE 11-3. EFFECT OF DONOR CHARGE DIAMETER ON SHOCK SENSITIVITY s Acceptor Charge: 6-in. right cylinder (critical diameter =2.7 in.)

* Maximum shock pressure attainable (i.e., zero-gap).

the explosive composition, in which: case one 'must be cautious in comparing the experimental results from different test arrangements, and: even with the same test arrangements. However, it is. also evident that it is possible to minimize the effects of charge geometry on 2B, by utilizing charge diameters both for the acceptor and' donor which ate larger than the critical igh tae Bi



INITIATION IN SOLID EXPLOSIVES.

The contrasting behavior of homogeneous and nonhomogeneous explosives when subjected to underdriven shock waves was described in par. 11-5. Solid explosives, except for single crystals, are nonhomogeneous; ard, typically, unless the wave decays Without producing detonation, it begins to accelerate immediately, and stnoothly develops to a_ steady-state detonation. Acceleration of the front indicates that reaction is occurring close behind the shock. Electrical resistivity measurements derived by Campbell, Davis, Ransay, and Travis® tend to confirm this. Their experiments seem to show that the region immediately behind the underdriven shock front is electrically conductive, and that the conductivity in this region increases continually as the wave progresses until steady state detonation is reached. This indicates that weak chemical reaction occurs behind' the -enteriug shock front and becomes stronger-as the shock wave builds up. This 'finding is somewhat at variance, nowever, with. conclusions reported by Gipson and Macék?*, who interpreted their experimental results to mean that the reaction at first lags at a distance behind the shock. They diameter. of the test material. explain the accelerstion of the front as resulting from the action of.compression waves emanating 41-99 THEORY OF SHOCK WAVE from the reaction zone. In their picture, the reaction catches up to the shock wave only when full detonation is established. The conditions were not the same in the two sets of experiments: Campbell, et al., employed.plane; essentially nondecaying (step-like) shocks, whereas Gipson and Macek used a typical gap-test geometry where neither of these conditions were fully met. Also, the conclusions of Gipson and:Macek. are based on an observed difference in location of a pressure front as detected by pressure collapsing probes and a "flame front" as detected by a common type of ionization probe. The pressure detectors were located on the central axis of the cylindrical charge, and the ionization detectors at the interface of the explosive and the steel tube used to confine the charge. Possibly, the interpretation of the experimental results could be reconciled in the two cases if the electrical aR ee ee einen atepiemeeeee OE EE ee area ee i - tick oa response characteristics of the different ionization probes were carefully analyzed, and if the curvature of the front in. the Gipson and Macek experiments were taken into account. The theory of hot spots as described in the previous peragraphs suggests that initiation takes place within 0.1 usec or less after passage of the shock. It is to be expected that ionization will increase with time as the initiation process spreads, and as the reaction becomes general throughout the mass of the explosive. Therefore, the.somewhat disparate conclusions: vf these two investigations may not be really at variance with this theoretical picture.

Although experimental work has not as yet yielded a clear picture of the nature of the reaction that supports a shock wave in the early stages of the initiation process in solid explosives, it is quite certain that energy release occurs not far behind the initiating front. This is in. distinct contrast to the behavior of homogeneous liquid explosives where detonation develops at the back face where the shock first enters the explosives, Obviously the model of a simple. first-order, Arrhenius-type reaction—which describes the latter phenomenon so well—does not represent the entire behavior of solid explosives. Indeed, there is little doubt that the actual mechanism involves initiation by hot spots followed by some sort of surface-erosive deflagration, or grain burning. The formulation of a mathematical model along these lines, however, presents some rather formidable problems not

The general approach to this question has been discussed. 'by Adams?*, who shows that a pressure-dependent burning-law as displayed by solid propellants, i.e., encountered in the homogeneous case.

r=kSpn r = kS_p^n \tag{11-3} 

where r is the linear surface ezosion rate; S, the surface area; P, the pressure; and k and n constants, will meet many of the model requirements provided the reaction is.supposed to start on all the grain surfaces when the shock advances over them. Warner*® has formulated the equations of motion for a computer program with this type of heat release term. As a technical matter, it is necessary to set an arbitrary pressure level below which decomposition does not occur to prevent the explosive from decomposing even hefore the shock passes through it. Essentially this device performs the function of hot spots in the actual case. Another practical problem is to find an equation of state that satisfactorily describes the two-phase system representing the surface burning explosive grains and the product gases. In spite of obvious imperfections, a simple model with a pressure-dependent burning law does show the desired behavior: steady build-up of. the shock front to detonation without overshoot. Some of the results reported in Ref. 25 are depicted in Fig. 11-19 and 11-20. These figures illustrate the calculations for an initiating shock of inite duration applied by means of piston r .on at the left boundary of the. exvlosive .X = 0), the motion of the piston being adjusted to support the flow at all times as reaction builds up. Full development of the von Neumann 'spike' (Chapter 8) to the steady-state condition occurs in this case in about one microsecond. | a ee eR a ee

- ee a

Boyer and coworkers?® have attempted to simulate the behavior of hot spots combined with grain buming by a "two-zone" model, The explosive grains are considered to be enveloped in a thin initiating layer which comprises a fraction F, of the total explosive. This initiating layer behaves as a homogeneous explosive, following a first order Arrhenius law. The activation energy is adjusted to give a suitably short ignition delay time. By means of this device the grain burning mechanism is brought into action in the second, inner zone: Behavior of this model is similar 'to that of Warner's model, showing a steady ouild-up to full detonation at the shock front. Interesting studies can be made in this case by varying the fraction F,, which might be thought of as the "hot-spot" fraction. Boyer and Grandey"® have also considered the effect of varying grain size on the behavior of the two-zone model. Larger grains lead to a longer reaction zone and a slower build-up to detonation, as expected (cf. Chapter 9),

Boyer, on the basis of the two-zone model, has investigated some interesting ideas pertuining to the effect of void spaces, or porosity in the charge, The following remarks are quoted from a discussion in the Ninth Combustion Symposium, p. 551 (Academic Press, 1963): "An interesting
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: Law of Heat Release*® (The Figure 11-20, Peak Pressure and Position. of the ? shock enters the explosive at X=Wave as a Function of Time for the Case in Fig, 11-19:

type of ignition occurs when there are pores or voids in the charge. It is futind that if, upon passage of g shock 'over porous material, the pores are comipressed to zero volume, theii the energy deposition in excess of that deposited by a shock of similar intensity in a nonporous material is approximately proportional to the initial pore volum: This excess energy represents work done in compressing the pore. It is associated with motion and viscous dissipation, and presumably is deposited in the vicinity of the pore, If ihe volume of material so affected is approximately equal to the pore volume, then the temperature rise wil! be twice in bulk material. A hot spot approximately equal to the pore volume is, therefore, created (cf. Ref. 10, 14, and 22); this logically becomes the volume of the ignition region, and' it is concluded that in the initiation of porous explosives by such a mechanism, the parameter F, can be taken to be equal to the fractional porusity of the charge. It is to he noted that the we Ng ne agg

J a

:

+ Sy eR te ey foregoing arguments do not depend significantly upon the type, or even the presence ofoccluded

"This relation between porosity .and. the ignition process provides' a_ resonable interpretation of many widely observed characteristics of detonation »waves.. It is first necessary to realize that représentation of the ignition reaction by an Arrhenius function means that the ignition reaction zone is very narrow. Its energy contribution to support of the wave is, therefore, not seriously degraded by lateral expansions, even at small charge diameters. This will be equally true.of Taylor expansions (Chapter 8) behind thu wave after a very short propagation distance, It follows that if a large fraction of the charge material is consumed in the ignition process, as would be the case, according to the previous argument, with loosely packed, porcus charges (i.e., large F,) one would expect a-very short wave nin up to steady state and a small eritical diameter.
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With a high density, nonporous charge, the converse would be expected. Such behavior is in general accord with experiment."

Boyer also makes these remarks concerning the effect of grain radius R, . "The parameter R, has a similar effect on the surface regressive process. A small R, provides a thin reaction zone width and, consequently, a short run-up distance and small critical diameter, whereas the converse is true with large R,. We have observed that computed waves in charges defined tc have an R, combined with a small F (i.e., initiating fraction) will run for large distances.at a velocity of about 4 mm/ysec before accelerating to a steady value. Since 'these waves were computed with one-dimensional geometry, the effect of lateral losses could not be. ascertained (cf. Chapter 9), but it is believed that had such losses been present, these low velocity waves could have been indefinitely stabilized. Experimentally, it is reported that the condition of large grain size, high density, and small charge diameter is just that which results in stable low order detonation" (cf. Ret's. 27 and.28).

The term "low-order" detonation is a loosely defined concept 'referring to reaction waves which travel at velocities much less than that predictable. by C-J theory. These processes, which can be considered as intermediate between deflagrations and detonations, undoubtedly involve a critical balance between energy production by heterogeneous reaction processes and energy loss due to lateral expansion (Chapter 9). Hence the observed reaction wave depends critically on charge diameter, porosity, explosive composition, confinement, etc. A comprehensive review of this géneral subject can be found in Ref. 28 which. is a U.S. Army Research Office STAF report.

A special case of "low-order" detonation is the so-called "'low-velocity detonation wave" (LVD) 'which can occur in certain liquids and solids and in charge geometries which can also sustain a "normal" C-Jd type detonation. This special case is discussed in some detail in par. 11-10.



11-10 LOW-VELOCITY DETONATION (LVD)

The discussions of shock wave initiation have referred so far primarily to the establishment of a "normal" detonation wave whose velocity is commensurate with that predictable from hydrothermodynamic theory. For many years, however, it has been known that certain solid and liquid explosives (e.g., granular TNT and nitroglycerin) can detonate in two different velocity regimes (see Ref. 28). There is the stable ''normal'? mode or 'high-velocity detonation (HVD) which we have referred to previously, and an apparently stable low-velocity detonation (LVD) that propagates near the sonic velocity cf the unreacted material. The LVD mode occurs only under special conditions of charge diameter, confinement, and: initiation. This can be seen in Fig. 11-21 whic « presents the detonation velocities found in a typical blasting gelatin? ®.

The HYD mode is seen to propaga': essentially. at the Chapman-Jouguet velocity -of 7500 m/sec, while the LVD rnode propagates at 1500-2500 m/sec, which is near sonic in the unreacted blasting gelatin. In this case, either HVD or LVD- could be obtained at the same charge diameter simply by changing the initiation: source from ahigh strength Briska detonator to a lower strength fulminate-chlorate detonator. Similar HVD-LVD phenoinena. have been reported for.granular TNT®°,

The different shock strengths required to initiate HVD and LVD is one of the striking differentiating characteristics of the two modes of detonation. For example, HVD in homogeneous liquid explosives requires shock. initiation pressures of 50-100 kbar, whereas an LVD in these same liquids might be initiated with shock pressures one to two orders of magnitude less. A good example of this difference can be seen in the gap-test sensitivity data (see Table 11-4) reported by the U. S. Bureau of Mines for a 50/50 nitroglycerin-ethylene glyco! dinitrate explosive mixture (NG-EGDN) and a nitric acid-fuel solution (Cavea B110)??.

The extreme shock sensitivity of materials to LVD has considerable significance in the safe handling of liquids which can undergo this mode of detonation. Accidental explosions have occurred in nitroglycerin and liquid monopropellant manufacturing facilities as the result of relatively mild initiation stimuli. This suggests that LVD may have been the responsible factor in the initiation of the explosion.
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, TABLE 11-4 EXPERIMENTAL CARD-GAP TEST RESULTS
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Material
	Sonic

Velocity,*

m/sec
	P,/P*
	
	Gap Values};
	(in, of Lucite)
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	NG-EGDN.
	
	Cavea B.



	
	|
	
	
	HVD-LVD LVD-NI
	
	HVD-LVD LVD-NI
	




	|
	Lucite
	1840
	1.00
	2.2
	> 12
	1.2tt
	—



	
	Lead
	1190
	1.73
	1.8
	> 12
	1.5
	_



	-
	Aluminum
	5000
	1.73
	1:2
	> 12.
	0.1
	3.0



	
	Copper
	3810
	1.87
	1.0
	> 12
	< 0.1
	4:0



	
	Steel
	5200
	1.90
	0.4
	>12
	< 02
	6.0






	* Sonic velocity in thin rods of confinement material.

	** Ratio of transmitted to incident pressures from Lucite gap.

	+ Gap values for HVD-L''D refer to threshold between HVD and LVD. Gap values for LVD-NI' refer to threshold between LVD and no initiation (NI).

	+f Only HVD observed.



At the present time there is no adequate theory for LVD initiation and propagation, however, experimental studies at the U. S. Bureau of Mines+-33 and Stanford Research Institute**-3® have characterized some of the properties of LVD in liquid explosives. These studies suggest that the phenomenon involves complex shock interactions between the liquid and the container walls, and the formation of vapor bubbles by cavitation.

Table 11-5 shows some of. the results found by the U.'S, Bureau of Mines for the stability of an LVD wave in NG-EGDN under various conditions of confinement?*. It is evident that wave stability is enhanced by increased container wall thickness and increased wall sound speed, These results along with high speed photographic evidence of cavitation i the liquid led Watson, et al.°° to suggest the following four step model for LVD initiation and propagation.

In the first step, shocks (precursor waves) moving up through the container walls cause bow waves in the liquid explosive which compress the fluid. In step 2, the compressed liquid is expanded by the rarefaction waves which are assoc'ated with a radially outward motion of the container walls. In step 3, the liquid cavitates resulting in the formation of large numbers of gas bubbles. In the final step, the gas bubbles ignite to release the energy required to support the precursor shock wave in the container wall,

Te

The mechanism by which these steps are coupled to yield a steady state reaction wave has yet to be worked out. However, the model is somewhet similar to the grain burning mechanism often postulated for granulac solid explosives (e.g., see discussions in previous paragraph), In the solids case the surfaces necessary to support bulk grain burning are associated with the individual grains of explosive. In the liquids case, the necessary surfaces are formed in situ by cavitation behind the precursor waves.

Amster and coworkers®* at Stanford Research Institute suggested a somewhat different model for LVD propagation, In this model the bow waves in the liquid coalesce to form a high pressure "Mach disc" which travels with the speed of the precursor wave. The pressure just behind the 'Mach disc" could be quite high (* 85 kbar) which would be marginally sufficient to initiate the same type of reactions that suppo-t HVD in the liquid, This model would explain the observations that (1) a propagating a cre ate Eo cae Se



TABLE 11-5 RESULTS OF LOW-VELOCITY DETONATION STABILITY STUDIES. WITH NG-EGDN

(c, = 1.48 mm/usec, p = 1.55 g/cm?)

LVD wave often changes in a jump fashion to an HVD wave, (2) an LVD wave is more stable in cylindrica) containers (wall shocks in noncylindrical containers will not give rise to a "Mach disc'), and (3) LVD wave stability is sensitive to. wall composition and wall thickness.
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However, in subsequent studies Woolfolk and Amster?® observed an apparent LVD propagation with 1,2 difluoraminopropane (1,2-DP) in cylindrical lead and square aluminum containers (see Table 11-6). This is inconsistent with the "Mach disc" model because with lead having a sound speed (c, = 1.2 mm/usec) just slightly above that of 1,2-DP (c, = 0.96 mm/xsec) a high pressure ''Mach disc"

would not be expected to form in the liquid. Also, a well defined "Mach disc" is not expected to be forméd when the liquid is contained in a noncylindrical geometry.

{Indirect evidence in support of a cavitation type model comes from an_ extensive experimental study by Stanford Research Institute (SRI) of the sensitivity of an.isomeric series of difluoramino propanes (1,2:DP; 2,2-DP; 1,3-DP)°*, These liquid explosives consistently exhibit an LVD of © 1 mm/ysec in charges of less than * 9 mm diameter and-an HVD of © 6 mm/ysec at larger charge diameters. In some cases the LVD wave can be initiated by extremely weak shocks as can be seen from the
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TABLE 11-6 LVO GAP TEST. FOR 1;2-0P: EFFECT OF CONFINEMENT hs x 4 GEOMETRY AND SONIC VELOCITY — : t Pe 4 t ! 2 ; acs: nd; ; T No further test was made above this gap because the average' propagation velocity had become subsonic - i ae & 23s ee

3 & o ey) a4 a a positive gap test result for 1,2-DP witha 214cm decompoisitons (i.e., in gas bubbles formed by ra ee oe ; ;

addition, the drop weight and spark sensitivities with the '"'Mach disc"? model. ; an ee Ava | for the compounds follow the same order. On The various observations .of LVD in liquids ( } * mes . Se] i the other hand the order of HVD shock indicate that a quantitative understanding of the Se - a : a 4 ' exactly opposite to that for LVD. These results must be given to the multiple shock wave oa pes 8: "be a chemical reactions in LVD are gas-phase bulk buying in the liquid. A Oe. 2.88 gap (see Table 11-6). cavitation' of the liquid), and (2) the controlling atae e It was found by the SRI group that the order chemical reaction step in LVD is not the-same as | ne ts : of increasing shock initiation sensitivity for the that in HVD, at least for the two compounds | " ° va. diflioraminopropanes is just that order which shown ih Table 11-7. The first suggestion is a a soe would: be expected on the basis of increasing consistent with a cavitation type model for *. Per oe < Sx gas-phase reaction rates (see Table 11-7): in LVD, while the'second suggestion. is inconsistent mee 2 oh

2 Pe 5

¥ a we Ps 3 , e sensitivity as deduced from measured shock phenomena cannot be obtained by application ' PRS Le See" initiation induction times {see par. 11-5) is of the Chapman-Jouguet theery. Considerdtion : ee pat siiggest the following: (1) the controlling interactions that occur and to heterogeneous me oe

TABLE 11-7 CORRELATION OF SENSITIVITY TESTS WITH REACTION RATES ! po ee yh 5 i teh Sy 7 ar © . 4
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CHAPTER 12 INITIATION AND GROWTH OF DETONATION FROM IMPACT, FRICTION, AND THERMAL SOURCES


12-1 SENSITIVITY TO IMPACT AND FRICTION

Safety is, of course, a constant concern in handling explosives; from the beginning of their development, methods were sought to test the "sensitivity" of explosives to various types of stimuli. Explosives that are more sensitive 'to impact and friction are not necessarily more powerful; therefore, it should be quite possible in principle to produce explosives that are just. as effective or more effective than those now-in use and' which, at the same time, are safer to handle 'and use. This has been the reason for much of the work on this subject. At the same time attempts have been made to interpret the sensitivity behavior in terms of properties that are better characterized and: better understood:

The difficulty of- the sensitivity problem stems, indeed, just from the fact that it is so poorly understood and, therefore, so poorly defined. Even at the present time there are no standards in this field: tests results from one laboratory may not entirely concur with those from another. In the United: States there are perhaps three nonofficial "standard"' impact test machines~one at the Bureau of Mines, Bruceton, Pennsylvania; one at Picatinny Arsenal; and one at the Naval Ordnance Laboratory (NOL). Because there are no guiding principles in this area, the design and cimensions of each of these devices was quite arbitrarily arrived at. However, to obtain meaningful and consistent results, great pains must be taken to control conditions inthe test whatever they are arbitrarily established to be. The painstaking nature of this werk is illustrated by the following description of the apparatus and methods presently in use at the Bureau of Mines, a typical piece of apparatus.

The Bureau of Mines impact apparatus shown in Fig. 12-1 is essentially a device in which a sample of explosive is subjected to an impact of a free-falling drop-hammer of 5-kg weight. It consists of a framework of steel T-beams which rise vertically from a massive steel base resting on a concrete pier, The drop-hammer and the yoke move between the steel beams which are

12.5 ft in height. The yoke is provided with an electromagnet so that it can be magnetized. It is raised or lowered by means of a windlass located at the base of the machine. When the yoke is magnetized, it attracts and holds the drop-hammer which may be raised to any desired height up to 330 cm. When the yoke is demagnetized, it releases the steel hammer: A recording device attached te the windlass measures the height from which the hammer is released. The anvil assembly is mounted.on the base of the matnine and consists. of a hardened steel anvil and a plunger, 1.25 in. in diameter and 6 in. in length, machined to give a sliding fit through a steel guide ting. The drop-hammer, when releeed, sirikes the plunger which transmits the forces developed on impact to a smali striking pin that fits into a steel cup containing the test sample.

The striking pins—0.5-in. diameter by 0.75-in. length—are of type 440-C stainless steel, hardened to 55-60 on the Rockwell scale, and ground and polished to give a snug, freely sliding fit in the sample cup. The sample cups are approximately 0.5-in. in diameter and 0.25-in. in depth, and are of type 302 stainless steel with a wall thickness.of 0.007-in.

The test sample of approximately 35 mg is placed in the stainless steel sample cup, and the striking pin is gently pressed down upon the sample. This assembly is thyn centered on the anvil by a shallow socket at thelower end of the plunger. The hammer is raised to:a given height and then allowed to drop on the plunger. If no explosion or reaction occurs, the hammer is raised to successively greater heights and the test repeated with a fresh charge until a reaction occurs or until the maximum range of the equipment is reached, If a reaction does occur, fresh samples are tested at successively lower initial heights of fall until a point of no reaction is reached. Once the initial height is determined, a sample will be tested at a given increment below the level at which the previous sample 'vas tested if that sample reacted, and a given increment above the level at which the previous one was tested if it did not react. By using this "up-and-down" method and analyzing the data
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Figure 12-1, Impact Apparatus Showing Anvil-striking Pin Assembly ad statistically, a height for 50-percent ignition probability is attained:

The determination of an "explosion or reaction" is based on visual and _ aural observation. Any indication of decomposition—explosion, burning; flash, smoke, or charring—is:considered a"'go".

One difference between the Bureau of Mines test and that at NOL is the use at NOL of a piece of sandpaper .placed under the sample on the test anvil. This possibly has the effect of more: nearly standardizing: the mechanism by which the mechanical: energy of the falling ste nen prstoone

EB nea et gy ate al Se bia hein ning tema ee EE ca een weight is converted to heat in the explosive sample,

, 'Other differences are present in the tooling, drop weight, size and criteria for judging a "'go"'. All differences combine to give different 50-percent drop height values. for the same explosives; however, in general, when propérly determined on adequate equipment, the results have a differential validity-im that they correctly order explosives with respect to impact sensitivity.

Friction testing of explosive has not been. as common as impact testing. However, interesting:

[image: Figure, page 267]

Figure 12-2, Illustration of Apparatus Used for Determining the Friction Sensitivity of Solid Explosives nee AAA tae ng emcee AACE ACNE Hen eGR ta RE

Sat ete A tnt Rr at ee ME Tn ee results have been obtained by Bowden! anc coworkers using friction apparatus such as that illustrated in Fig. 12-2. Some of the results are described in par, 12-3. The device in Fig. 12-2 is designed so that a.thin layer of solid explosive is subjected to rapid shear while held under a known load.



12-2 DESIGN AND ANALYSIS OF SENSITIVITY EXPERIMENTS

Explosive sensitivity tests are among the: few examples, of what might be described as one-shot, "go or no-go" experiments. Certain types of biological tests, e.g., lethal dosage, also fall into this category. In experiments of this nature, only a single trial can be performed on each specimen because it is so altered by the test, regardless of outcome, that it cannot be subjected to further testing. Thus, it is not possible to determine the critical level of the 'independent variable~e.g., the drop height of the impact test—in t.is case for each specimen 'and, therefore, an element of indeterminacy is inherent in each trial result. One consequence of this situation is that more tests are:necessary to determine the sample mean and_ standard deviation with given precision than in experiments where a definite critical threshold value can be assigned as a result of each trial. Another consequence is that a certain method of testing, the so-called "up and down" method, is considerably more efficient than other methods 'in deriving this information.

The up-and-down method was developed by the Explosives Research Laboratory, Bruceton, Pa., and the statistical analysis appropriate to it was developed by the Statistical Research Group at Princeton University during World War II. A full treatment of the subject may be found in Ref. 2; the essentials are given in the following discussion which refers specifically to the drop-weight impact sensitivity test.

In performing a test on a given sample of explosive, one first of all fixes certain points on the height scale at which trials will be made. Individual trials are then made by setting the drop hammer at one of these points, never at intermediate positions, The fixed points, which we designate by the general symbol h, to indicate the i-th point on the scale, are separated by equal intervals d on « normalized scale. The normalized scale is defined as that svale function of height on which 44° actual critical drop heights—if these could be determined—of an infinite number of speciniens of the explosive, would be normally: distributed (in the:statistical sense). Experience indicates that the normalized scale in the impact test is the logarithm of the drop height; therefore, the intervals should be equal increments of log height. If equal linear intervals on the height scale are used, it would I-ad, in principle, to errors in thé application of the statistics. (A test for normality of scale is described in Ref. 2:) Ideally, the interval d should be chosen, equal to the standard deviation @. Obviously, since o is not known in advance, the magnitude. of d had to be selected on the basis of experience. A choice of interval either larger or smaller than o simply makes the test less efficient but does not invalidate the results.

a

" & «! vo"

The '"'up-and-down" test is carried out in a sequential manner, the choice of test level for the drop hammer in each trial being dictated by the result of the trial just preceding it. The drop hammer is raised by one interval d to the next higher point h,,, if the preceding trial at h, was "no-go" and is lowered by one interval d to the next lower point h, _; if the preceding trial was "go". This procedure results in a nearly equal number of "'go's" and '"no-go's", and guarantees that a great majority of trials is grouped around the mean. An example of an actual test involving 100 trials is shown in Fiy.. 12-3. In this type of testing, 100 or more trials are considered necessary if reasonably good estimates are to be maue of the mean-height.

The formula for calculation of the mean height (or mean log height if the log scale is used) follows. The computation is based either on the "no-go's" (zeros) or the "go's'' (x's), depending upon which is /east in number; if the number of each is the same, either may be used. When the numbering of the fixed points starts with zero at the lowest level at which tests were made, the mean level m is given by

m=c+d[1N(o)∑iini(o)+12] m = c + d \left[ \frac{1}{N(o)} \sum_{i} i n_{i}(o) + \frac{1}{2} \right]  (12-1a)

where ¢ refers to the normalized scale value at the zero level—e.g., the value of h, in Fig. 12-3;—N(o) refers to the total number of zeros, or "no-go's"; f is the number of the level; and a Bite Romer tc agen ty ricery ohn har
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Figure. 12-3. Example of a Sensitivity Test Result Comprising 100 Trials Following the Up-and-down Method (x indicates "go", and o indicates "no-go" )
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OY a NP tee Ne mar wee Re Re ee ee i ee nfo ) the number of zeros at that level, the sum being taken over all levels above the zero level. A similar formula applies if one counts the "'go's" or x's, as follows:

m=c+d[1N(x)∑iini(x)−12] m = c + d \left[ \frac{1}{N(x)} \sum_{i} i n_{i}(x) - \frac{1}{2} \right]  (12-1b)

where N(x) refers to the tok. number of x's, and the other symbols are defined consistently with those previously given. Eqs. 12-1a and 12-ib are, of course, identical with usual formulas for calculating the mean, except for the correction + 1/2, which takes account of the fact that the independent variable is not continuous, but '"'quantized".

Calculation of the standard deviation o is not so direct, One first calculates a number M detined by

M=Σi2niN−[ΣiniN]2 M = \frac{\Sigma i^2 n_i}{N} - \left[\frac{\Sigma i n_i}{N}\right]^2 \tag{12-2} 

where N and n, refer to either the zeros or the x's, the choice being of the one for which N is the smaller if N is not the same for both. If M > 0.40, a number s is calculated from it. by the approximate formula

s=1.60(M+0.04) s = 1.60 (M + 0.04)  (12-3)

If M<0.40, the curves in Fig, 12-4 are used to find s. The actual curve to be used depends on how close the mean value m is to the nearest test point h. Interpolation can be made between the curves in Fig. 12-4 when the difference m - h does not correspond to a value for which a curve is given. When s has been evaluated, the estimated standard deviation o is calculated by the formula

σ=sd \sigma = sd \tag{12-4} 

These formulas, of course, give estimated values for m and o based on tests on a finite sized sample. The standard ezror of the estimates depends, as in ordinary statistics, on 1/ ym where n is the total number of trials. It also depends on the relative size of d and ao, and on where m happens to fall within an interval on the licight sca.e. For the formulas used to compute standard errors of various estimates, the reader is referred to the original publications. However, it should be n.ted that Martin anc Sanders* compared the analysis of the Bruceton method to that of large sample theory employing the results on as many as 150,000 ttials obtained in a simulated computer expeziment. They concluded that for a sample size of 100, the Bruceton type of test will give a good estimate of the mean m, but arelatively poor estimate of the standard: deviation o. With a sample size of 25, the spread in m becomes: excessive.



12-3. THEORY OF IMPACT SENSITIVITY

It is now widely accepted that initiation in all the-common sensitivity tests depends on thermal explosion. Usually, the temperature . rise produced by the test stimulus is not uniform throughout the mass of explosive; instead, heat is concentrated in one or more small-volume elements, i.e., hot spots, created by the stimulus. Explosion occurs in these areas and spreads into the mass by the action of hot gases or of compression waves, or of both. A complete 'theory of the phenomena in any given type experiment would have to treat tne following aspects: (1) process by which heat is produced in a hot spot as a result of the initial stimulus, (2) distribution of size and temperature level' among the hot spots 'as a function of intensity of the initial stimulus, (3) tempore! behavior of a hot spot after it is formed as a function of size and initial temperature, and (4) spread of reaction to the bulk explosive following explosion of the hot spots.

Because of the obvious complexity of the problem, a complete theory such as this has never been 'formulated, but considerable attention has been given to the problem (see Chapters 10 and 11). The types of processes by which hot spots are produced as a result of impact and friction have been the subject of much artful research by Bowden, Yoffe, and coworkers'. This work has demonstrated that there are a number of mechanisms by which part of the mechanical energy may appear as heat concentrated in a number of small volume elements or hot spots in the explosive mass. These findings are as yet only semi-quantitative, and in no instance is it possible to calculate with certainty the size or temperature of a hot spot that is produced, for examplé, by some given impact. Neither is anything yet known about the am ane Mente ee th we ten ee a eee wee eet
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4% iv ne eee Se a ee distribution of temperature and size among the hot spots produced, or how these distributions affect the behavior of the explosive. The theory of thermal explosion was applied to hot spot behavior by Rideal and Robertson'? and their work has been extended by several others, including Gross and Amster®, Boddington® and Friedman'. The final growth of the explosion following decomposition of the hot spot has not been specifically treated. What has evolved to the present time, then, is a partially complete 'and still largely qualitative mode]. Comparison between theory and experiment consist in correlation rather than quantitative calculation.

Bowden has listed the possible effects of impact or shock as follows:


	(1) Adiabatic heating of compressed'-yas spaces

	(2) Frictional hot spot on the confining surface or on a grit particle

	(3) Intercrystalline friction of the explosive itself

	(4) Viscous 'eating of the explosive flowing under high rates of shear

	(5) Heating of a sharp point when it is deformed plastically

	(6) Mutual reinforcement by interference of shock waves.



The adiabatic heating of compressed gas bubbles proves to be an important source of hot spots in liquid explosives like nitroglycerin. The importance of this effect is illustrated by the following experimental finding. With nitroglycerin, when a bubbie as small as 5 x 10° cm in radius is present, an explosion efficiency of 100 percent may be obtained with a 40-g weight falling 10 cm; but, when no gas bubble is present something like 5 kg falling through one meter may be needed to initiate explosicn. Nitroglycerin can be initiated when a 40-g striker falls a distance of only 0.5 cm with the apparatus depicted in Fig. 12-5. (Fig. 12-5 is taken from Ref. 1.) Trapped air pockets may also be the: source of hot spots in the impact testing of granular solid explosives but this is not so readily demonstrated.

A fact overlooked in early speculations on the effect of trapped bubbles on impact is that the heat made available by the compression of the air in a small bubble does not flow rapidly enough into the surrounding liquid explosive to heat it to a temperature necessary for explosion. Evidence has been adduced by Johannson and coworkers® to show that impact on a liquid containing a gas bubble causes a fine spray or foam inside the bubble. The tiny particles explode when heated by the hot compressed gas in the bubble, and the heat in thése explosion products is then communicated to the bulk. Because of this mechanism, therefore, a compressed bubble is actually a much more potent source of heat than a simple calculation based on the gas alone would indicate. Similar effects, caused by fracturing and splintering of crystals, may occur in the impact test on solids.

Ih the frictional mechanism of hot spot formation; melting point, thermal conductivity, and viscous flow play an important role. Melting point is significant because a low-melting material subjected to a given impact stimulus may take up so much heat by melting, (latent heat) that it is prevented from reaching: the explosion. temperature. A convincing series of experiments on this point has been performed by Bowden and coworkers? who added various kinds of grit to an explosive and subjected it to.a given stimulus, either friction or impact. Typical results are given in Table 12-1 which lists the hardness as well as the melting point of the various grit materials used. While there is apparently no correlation between. test results and the hardness of the grit particles, there is a very significant relationship of the behavior to the melting point. Clearly; there is a sharp threshold effect when the melting point of the grit particles lies in the region of 400°C or higher.

a re

It is interesting to note that for some primary explosives, like lead azide, lead styphnate, and mercury fulminate—and secondary explosives, like PETN and TNT-—that the secondary explosives melt at a temperature below the point at. which they normally explode, whereas the primary explosives explode below the temperature at which they melt. This may help to explain the marked difference in sensitivity between the two types of explosive. However, melting point alone cannot explain the differences in sensitivity of pure secondary explsives; for example, PETN (m.p, = 142°C; 50 percent impact height ~ 25 cm).and RDX (m.p. = 204°C; 50 r. rent impact height + 25 em). Chaiken and Cheselske® suggested that in these cases the rate of heating by friction (and impact) may be controlled by surface rate processes involving viscous melt flow. Quantitative z A
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Figure 12-5. Cavity Striker, Showing Small Air 'Bubble Inside Cavity measurements of the rates of viscous melt flow for PETN, RDX,. tetryl, and TNT under surface heating conditions showed that at a given energy input the observed melt temperatures follow the same order as the sensitivity, i.e., PETN >RDX > tetryl > TNT. These -studies indicate the possible importance of endothermic rate procese"s in determining the sensitivity of explosivés to external stimuli.

A simplified derivation of the relationship between hot-spot size and temperature at the critical conditions for explosion was given in par. 10-4, which is

Tcr2Zexp[E/Tcr]=0.04QEacr2α2cR \frac{T_{cr}^2}{Z} \exp \left[ E/T_{cr} \right] = \frac{0.04 \ QEa_{cr}^2}{\alpha^2 cR}  (12-5)

where. a,, is the critical radius of a hot.spot that has a temperature T., (or vice versa). 'The attempts at correlating 'thermal explosion theory with impact sensitivity data 'have usually started with the assumption that hot spots -of the same size (i.e., same value a.) are, produced in: various explosives by the "impact 'mechine, and proceeded to calculate from ai equation like Eq. 12-5 the critical temperature Tr, . This involves the use of kinetic decomposition "data (see Table 10-1). The temperab:res-so calculated are then correlated with the critical heights in the drop-weight test.

Of the several papers that have treated this kind of correlation, the one by Gross and Amster® is of special interest because of the uniquely appropriate way in which decomposition data for the explosives wae obtained. Most decomposition kinetics studies

TABLE 121 INITIATION OF EXPLOSION OF PETN IN THE PRESENCE OF GRIT











	Grit
	Hardness,

Moh scale
	Melting Pt.,

°C
	Friction Explosion

Efficiency, %
	Impact Explosion

Efficiency, %




	Nil (pure PETN)
	9
	141
	0
	2



	AgNO,
	23
	210
	0
	3



	KNO,
	2-3
	334
	0
	0



	K, Cr, 0,
	2-3
	398
	0
	0



	AgBr
	2-3
	434
	50
	6



	Agl
	2-3
	550
	100
	



	Glass
	q
	800
	100
	100



	Galena
	2-3
	1114
	100
	60





on explosives have used the evolution of gas (build-up of pressure) to follow the course of reaction. Chemical analysis of the gas and identification of the decomposition products permit one to calculate the heat of reaction, and thus to infer the rate of heat release from the measured reaction rate. Measurements over a range of temperature give the activation energy (cf. Fig. 4-2); with this and the absolute rate determination, the frequency factor Z is calculated (Eq. 4-5). There are several reasons why information derived in this somewhat roundabout manner may lead to erroneous results when applied to self-heating calculations. In the method employed by Gross'and Amster, however,. heat release rates are inférred directly from experiments involving self-heating under adiabatic conartions. The method is outlined in the paragraphs which follow.

Tf no heat escapes from a body of explosive that is decomposing according to a first order law, the temperature rises according to the differential equation

dTdt=qZcexp[−E/(RT)] \frac{dT}{dt} = \frac{qZ}{c} \exp \left[-E/(RT)\right]  (12-6)

where ¢ and q are the specific heat and heat of decomposition per gram, respectively. The equation sttictly applies only to instantaneous conditions at the start of the reaction but~provided the decomposition does not proceed very far during an experiment, i.e., approximately zero-order reaction—the equation can be applied to the behavior of a body of explosive that is decomposing over a period of time under adiabatic conditions. Therefore, if the T vs ¢ curve is measured at several points in such an experiment, one should find that 2n (aT/dt) plotted against 1/T is a straight line.

The experiments of Gross and Amster were carried out in a special fumace designed to supply heat automatically to a vessel. enclosing an explosive sample, the heat being supplied at such a rate as to maintain the vessel at all times virtually at the same temperature as the self-heating sumple, thus preventing any exchange of heat with the surroundings. The sample was initially in the form of a solid right cylinder 2 in. x 2 in., and was contained in a stainless steel cup. The sample was heated slowly under manual control to a temperature at which self-heating became noticeable; then the device was switched to automatic control which maintained the adiabatic condition. In some cases, e.g., with TNT, the explosive was in the liquid state during the self-heating stage of the experiment; in others, eg., KDX, the melting point was not reached. Thus, in the extrapolation of some of Gross and Amster'r data to higher temperature, a change from solid to liquid is involved which has an unknown effect on the reaction kinetics. Two figures showing the adiabatic self-heating data for several explosive materials are reprodiuced.in Fig. 12-6(A) and 12-6(B). The data points in Fig. 12-6 generally fall on a straight line as predicted: by Eq. 12-6. From the slope of the line the activation energy E was calculated. The specific heat was measured in independent experiments;. thus the quantity gZ was obtained from. the data. The values computed for these derived quantities are given in Table 12-2. (The value or qZ for Propellant C,given in Ref. 3 appears to be in error; this has been corrected in Table 12-2.) Gross and Amster have also included some conventional kinetic measurements in the table for comparison.

'For Explosive Q two values of EF are given in Table 12-2 along with corresponding values of -qZ, the: i vr value of EF being the one used by Gross ana amster. The data points for Explosive Q in Fig. 12-6(A) show an abrupt change of slope in the dT/dt vs 1/T curve near thé high temperature end, However, the authors used the points at low temperatures as a basis for evaluating E£. Since the value of E is to be used in extrapolating the behavior to higher temperatures than those at which experimental data were obtained, it seems more appropriate to choose the points at nigh temperatures as the basis. The values given in parentheses in Table 12-2 are, therefore, based on a line of lower slope, as drawn through the high temperature points for the Explosive Q in Fig. 12-6(A).

With the adiabatic furnace data of Gross and Amster as a basis, the critical explosion temperatures for hot spots in the various explosives have been calculated from Eq, 12-5. These are given in Table 12-3, based on tliree values for the hot-spot radius—10°3, 107, and 10* cm. Similar calculations based on the conventiona] kinetic data of Table 12-2 are also given. The two different types of data give generally consistent results. (An average value, ad a a et te * ae ae eee rs ee ee eR ponent ayes toni ay meen ne
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Figure 12-6, Explosive Decomposition Data Fram.the Adiabatic Furnace'

10° cm? /sec, was used for the thermal diffusivity @ for all the calculations in Table

In' .order to. select from Table 12-2 a set of temperatures for correlation with sensitivity test data, a choice has to be made of some "standard" hot-sput size on which to base the comparison. Although this choice is in a degree arbitrary, there is reason to believe that a radius of about 10° em (10p) is fairly representative 'for hot spots produced in impact experiments. One line of evidence comes from data such as those in Table 12-1 which show that the critical hot-spot temperatures for xelatively sensitive explosives like PETN ar. RDX li¢ in the region of 400°C (670°K). To judge from the temperatures listed in Table 12-3, this would indicate that the hot-spot radius is in de neighborhood of 10cm, or perhaps somewhat less,

Another argument for this choice of hot spot size may be based on the induction time measurements of Rideal and Robertson? in their experiments the interval was measured between the instant of impact of the drop weight and the time when the explosion was recorded by a microphone placed as close us possible to the edge of the sample. In various ways the authors demonstrated that this.time interval was mainly due to-an induction or lag period, and not to the time required for explosion to propagsie through the explosive. (Indeed, in some of their experiments the expicsion probably started ou the edge of the sample near the microphone but in no case~although there 3; the usual random scatter in the data—did they -ever find:a delay time less than about 150ysec.) The:average time interval increased as the energy of the impact (height of fall) was reduced toward the critical level required for ignition, The induction period measured by Rideal and Robertson for PETN, RDX, and tetryl. was found to iie in the range from 209 to 500usec when the drop height was near the critical value, According to the theory of thermal explosions, the critical induction period is of the order of 0.1 a*/x (cf. Eq. 10-36). Thus with a = 10° em and with a= 10° cm? /sec the induction period should be of the order of 100 psec; but if a were 10°? em, for exainnle, it would be of the order of 10,000 usec. This points to 10 as the conect magnitude (see Table 10-4).

An empirical correlation of hot-spot explosion temperature in °C and wi'h the logarithm of the 50 percent drop height (cm} is shown in Fig.

etn ere,

TABLE 12-2 'KINETIC PROPERTIES OF EXPLOSIVE MATERIALS FROM.ADIABATIC SELF-HEATING-EXPERIMENTS ee eee mig + Fema rr a i eo fodoe we eee

M pe

* Comp. B (or Cyclotol) is RDX/TNT, 60/40.

DINA is diethylnitramine dinitrate,

Explosive 9 is a high-meltifig CHNO explosive.

Propellant, A is a double-base (nitrocellulose-nitroglycerin-type) propellant.

Propellant B-is a composite propeliant containing ammonium perchlorate. (AP), aluminum, and, polyviny] chloride.

Propellant C.is a composite containing AP, aluminum, and polyurethane.


	ft L= Liquid

	$= Solid






TABLE 12-3 HOT-SPOT EXPLOSION TEMPERATURES CALCULATED ON BASIS OF DATA IN TABLE 12-2

Critical Explosion Temperature °K

12-7, The explosion temperatures (converted to °C) are taken from the first columi of Table 12-3 (for a = 10° cm), and the sensitivity data from the paper of Gross and Amster, (The explosion temperature used for Explosive Q in locating the point in Fig. 12-7 is that given in parentheses in Table 12-3, i.e, the 'figure predicted on the lower value of E in Table 12-2.) It is evident from the data points that the hot-spot temperature increases with increasing impact insensitivity or decreasing sensitivity. The overall. correlation (represented by the heavy line in Fig. 12-7) is apparently improved when the data are grouped into the two "families" of points joined' hy the dashed lines in Fig. 12-7. One of these families consists of TNT, RDX, and the mixture of these, Comp. B; the other, of ammonium perchlorate (AP) and the two composite propellants based on it (B and C), While these resulis are consistent with a 'thermal explosion theory of initiation, it should be pointed out that other factors—e.g., endothermic surfuce rate processes—may be involved indetermining impact. sensitivity.
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12-4 TRANSITION OF DEFLAGRATION TO DETONATION

in defiagration or simple burning, as exemplified in ordinary flames and solid propellants, fresh material is caused to react as a result of heat transfer from the flame zone and diffusion of matter back and forth between intact and burning regions. In detonation, on the other hand, reaction is initiated in successive layers by the advance of a shock wave, and transfer processes play little if any part. Compared on the basis of elther mass reaction rate or propagation velocity, detonation is 10°-10* times as fast as deflagration. The change from the deflagration regime to the detonation regime, when it occurs, is almost always extremely sudden and-unpredictable (or nonreproducible). For this reason the phenomenon har been difficult to study experimentally,.and little understandiy | of it has heen obtained until quite recently,

Detonation almost invariably starts at some distance ahead of the burning front. The
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-- j f ' . a ae fd detonation wave moves forward from the point of initiation, and a '"'retonation" wave is sometimes observed to travel back into the undecomposed material between that point aud the flame front. The explanation of this behavior seems quite straightforward: (1) a compression wave builds up, emanating from the deflagration zone, (2) the rise in pressure accelerates the- decomposition and the pressure, therefore, increases exponentially, and (3) the compression front changes into a shock; when this-xeaches critical.strongth, it initiate: reaction at hot spots and quickly develops to detonation.

Initiation of detonation after a strong shock front forms follows the mechanisms described in Chapter 11. The new phenomenon here is the development of a compression wave from a deflagration zone. The treatment of this subject is drawn mainly from the papers of Macek and his coworkers? 9-13,

According to this mechanism, the transition will not occur unless the explosive is confined because a shock pressure of the order of several kilobars is required to initiate detonation. This fact is well known in practice. For example, a common method of disposing of high explosives without producing detonation is simply to bum them in thé open. On the other hand, heavy-cased explosive projectiles and bombs often detonate when involved in fire. The Strength and weight of confinement needed to cause deflagration to change to detonation depends on several properties of the explosive: state of aggregation, bulk density, burning rate (in deflagration), and shock sensitivity. It also depends on the size of the charge. A large mass of finely powdered, granular explosive requires little if any confinement because of the large burning surface available and the ease with which deflagration can spread from grain to grain. If such a mass of explosive is ignited in the middie, jt may detonate with only the self-confinement provided by the inertia of the outer layers, A cast or plastic-bonded explosive, on vhe other hand, is much less prone to detonate when ignited and may require very heavy confinement. Both the strength and inertia of the walls confining an explosive charge ure important because the pressure development is slow in the early stages; when the walls burst and relieve the internal pressure, the transition to detonation may be stopped. On the other ene er aE aOR ae - NE gO Aaa yng gp CLAN ERAGOI,, Me. tyatioeh, pe ate poe, tiny 1 PI Si, ona oo, Fae daptin. pn PR ae ate Fe, rere ary ttn Ne tinplanet a (\. - hand, since the final pressures produced during the transition are much higher than any vessel can withstand without bursting, rupture will usually occur before detonation starts; at this. stage, the inertia of the walls is the factor that limits the rate of the expansion. The quantity of explosive is also important, both because of the effect of the mass in self-confinement and because of the time and distance available for compression waves to build up. Some materials, such as primary explosives, have such a high intrinsic burning rate and high sensitivity to shock initiation that the transition occur. even with small quantities and very little confinement. The effect of these various factors may be inferred fiom the discussion which follows of experimental studies on this problem.

The deflagration to detonation transition experiments of Macek and coworkers'? at the Naval Ordnance Laboratory were performed with cast explosives, namely: DINA, Pentolite (PETN/TNT), and TNT. The first two explosives detonated readily in these: experiments but, 'under the same conditions, TNT did not. This illustzdtes the combined effect of burning rate. and sensitivity since TNT is notably more sluggish than the other two. (See, for example, the positions of TNT and DINA on the sensitivity curve in Fig. 12-7.) The explosives 'were confined in a heavy-walled steel tube, as shown in Fig. 12-8. They were ignited by an electrically-heated -nichrome wire, retained by a threaded plug at one end of the cylinder. The pressure produced in the deflagrating zone was measured by a strain gage on the outside of the steel tube, as shown in Fig. 12-8. Several ionization probes (Chapter 5) were used to detect the detonation wave and locate the approximate point at which detonation was established. The description of results in the paragraphs which follow refers to experiments with DINA. Quite similar results were obtained with Pentolite.

Although the pressure build-up in the deflagration zone was not identical from one experiment to the next—presumab'y, because of random variations in minute details of the ignition process—the general form was always approximately exponential

p=poexp[kt] p = p_o \exp [kt] \tag{12-7} 
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Figure 12-8, Charge Arrangement Used by Macek}® to Study Deflagration to Detonation Transition (Three other ionization probes were located at regular intervals in addition to the one shown.)

the time constant k having a value in the range 0.10-0.12 psec'?, The point of origin of the detonation wave was variable but usually was located a distance of 10-15 cm from the igniter. Pressures of several kilobars magnitude were recorded by the strain gage; higher pressures were undoubtedly reached after the strain wire broke. The bursting strength of the tube was in the neighborhood of 5-10 kbar but inertial confinement allowed the pressure in the deflagration zone to reach higher values. This can ke appreciated from the calculations which follow of the expansion that would occur in the tube if only inertial forces were involved, i.e., under the assumption of zero strength. As a basis for the calculations we take from Ref. 10a typical pressure-time relation recorded by the strain gage, p = 0.08 exp [0.1 f] where p is measured in kbars and ¢ in ysec. The strain gage registered pressures in some cases as high as 10. kbar. Under the assumption that this relationship continues to apply as the pressure rises bevond this point, the following figures show the pressure and percent expansion of the tube at various times:











	Time, usec:

30
	40
	50
	60
	70




	Pressure, kbar: 1.6
	4.5
	12
	33
	90



	Expansion, %:

4
	10
	29
	86
	266





On the basis of these calculations, one may guess that the pressure will actually rise to a maximum in the neighborhood of, perhaps, 30-40 kbar. Such a shock wave pressure should easily produce detonation in cast explosives like DINA and Pentolite. Although direct measurements are not available. Jacobs, Liddiard and Drimmer*'* report a pressure of 20 kbar as the threshold shock strength needed to initiate Composition B-3, a less sensitive explosive than DINA. These calculations, therefore, show that the proposed explanation of the transition is quite reasonable. More convincing evidence is obtained by the analysis which foliows of the build-up of the compression wave, based on a calculation of characteristics (Chapter 2). This analysis is also due to Macek?°,

In the analysis, the pressure produced at the deflagration surface is considered to act as a piston which creates motion at that surface and produces a compression wave traveling ahead into the explosive. The generating pressure at ay

We Tat a te a sa ec Ng the deflagration surface is assumea to be given, for a certain period of time at least, by an extrapolation of the pressure-time function indicated by the strain. gage (Eq. 12-7). The diagram of positive (C,,) characteristics is shown in Fig. 12-9 and, based on this, the compression wave development is represented in Fig. 12-10. For the purpose of this figure, it is assumed that the pressure-time function is unaffected by expansion of the tube until the pressure reaches about 30 kbar. Beyond that, it is assumed that the pressure levels off and eventually begins to fall. The lower part of the pressure curve, on the assumption that the deflagvation presstre is known, is. indicated by sglid lines; the upper part, based only on conjecture, by broken lines. The position of the deflagration boundary—i.e. the "'piston"'—is indicated by the vertical line terminating the pressure curve on the left. (This line is not meant to indicate that the pressure drops to.zero at this point.) The shaded areas in Fig, 12-10, therefore, represent at various times the pressure 'in that portion of the intact explosive dffected by the compression wave.

Fig. 12-10 shows the expected steepening of the compression wave front, the high pressure portion of which develops into a shock at a distance of about 12-14 cm froia theigniter and at a time about 90-100 usec after ignition, (see Fig. 12-9). This result comports quite well with the experimental findings. Other calculations reported by Macek, based on pressure-time curves from several different experiments, give similar results.

The basis. for these characteristics calculations, as outlined by Macek, follows. Tne equation of state of the solid. explosive under adiabatic restraint is assumed to have the form

p=a[(ρ/ρo)3−1] p = a[(\rho/\rho_o)^3 - 1]  (12-8)

where a ig a constant with dimensions of pressure. This is a modification of the Tait equation. The constant a is evaluated from the value of the sound velocity c, in the explosive, the sound velocity ¢ being given in general by

c=(dp/dρ)s c = \sqrt{(dp/d\rho)_s}  =(3a/ρo3)ρ = \left(\sqrt{3a/\rho_o^3}\right)\rho  =co(ρ/ρo) = c_o(\rho/\rho_o)  (12-9)
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Figure 12-10, Development of Compression Wave From Deflagration as Transposed From the Characteristics Diagram in Fig. 12-9 (The left boundary of the shaded area represents the position of the deflagration surface, )
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The Riemann quantity o, defined by

σ=∫−ρρ(c/ρ)dρ \sigma = \int_{-\rho}^{\rho} (c/\rho) d\rho \tag{12-10} 

is thus readily shown to be given by

σ=c−co \sigma = c - c_o \tag{12-11} 

if the lower limit cf integration in Eq. 12-10 is taken to be g,. Since the C_ characteristics originate on the x = 0 axis—where the particle velocity' u-equals zero.and where o = 0 also, and since cn any C_, characteristic u - o is constant—it follows that u = o everywhere, i.e.,

u=c−co u = c - c_o 

=co[(ρ/ρo)−1] = c_o[(\rho/\rho_o) - 1]  (12-12)

The calculation of the characteristics. diagram proceeds as follows. Eq. 12-7, in which the 'constants p P and k have been experimentally evaluated, gives the relationship of pressure to time at the :-deflagration boundary. Combination of Eq. 12-7 and Eq. 12-8 then gives the p,t-relationship at the boundary. Evaluation of the integral S udt, using Eq. 12-12, then describes the motion of this boundary. Each point on the boundary terminates aCy characteristic on: which the state properties p,p and c, and the velocity u are constant. The terminal values of these -quantities at the boundary can be evaluated. through Eqs. 12-7, 12-8, 12-9, and 12-12, and since:the slope of the C, characteristic is given by u + c, which is constant, the C, lines can be plotted and. the properties determined everywhere to the right-of the boundary in the x,;t-domain. The analysis can be extended along any characteristic-C, lineonly to he point where it -crosses another C, line. whic. .is- interpreted: te be -the point at which .-e tlow becomes discontinuous, i.e., the point av. which a shock develops. "The pressure-distance curves in Fig. 12-10 are ree': dy obtained by transposing from Fig. 12-9, wheré the characteristics are labeled accordiiig to the pressure.
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Macek?® also shows that the .cbserved exponential rise in pressure agrees quite well with the behavior of a model based ori "cigarette-type" burning at the. deflagration boundary (with constant burninp. area), 'perfectly rigid cylindrical walls, and a 'pressure exponent unity in the-erosivé burning law (cf. Eq. 11-3). This demonstration. completes the rationalization of the observed behavior in these experiments.
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CHAPTER 13 SHOCK WAVES FROM EXPLOSIVE CHARGES


13-1 INTRODUCTION
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Spherically-symmetric blast waves resulting from explosions in air, water, and solid media are considered in this chayter. Explosions in air and water are dealt with in detail; references to blast waves in solid mecia are given.

Compared to the dura''nn of its after-effects in air the decomposition of an explosive charge by a detonation is.very rapidly completed. If the detonation process is considered to occupy one unit of time, for example, the shock wave in air is capable of inflicting serious damage to structures at points some 200 charge radii Gistant from the center and at times in the order of 3500 of these time units later. For some purposes, therefore, the detonation process can be considered instantancous. In cases involving dense media, however, the detonation time may be of the order of the damage times in the media.

Passage of the detonation wave leaves the explosive product gases at an extremely high pressure and in a state of motion. However, neither the pressure nor the particle velocity is uniform throughout the volume of the explosive gases. The simplest geometry results if the charge is spherical and initiated at the center so that the- detonation wave reaches the boundaries of the charge everywhere at the same instant. In this case, the velocity of outward motion of the explosion products is the highest at the boundary and decreases toward the center, at which point material must remain motionless. Pressure and density are also at a maximum at the boundary, and at a minimum at the center. For any georetry of a finite, three-dimensional charge other than the centrally initiated sphere, interaction with the external medium begins before detonation is everywhere complete within the charge, giving rise to a much more complex flow cf the explosion products.

As the explosion products begin to expand, the pressure at the interface separating them from the exterior medium falls rapidly. An intense pressure wave is propagated vutward in the exterior medium and an outward flow of the 'medium results. In Chapter 2, it was mentioned that a compression wave of finite amplitude alway. P7Upagetes as a shock wave at a velocity that is greater than the velocity of sound in the undisturbed medium and which depends upon. the amplitude of the wave. The shock is characterized by a very zapid increase in pressure that may—as a very good' approximation—be considered instantaneous, so that the leading edge of the shock wave can be regarded a mathematical discontinuity. The shock wave. in. air generated by an explosive charge is often called the blast wave. The initial shock front pressure of the shock wave generated in air at atmospheric pressiire by conventional explosives is of the order of 10° atm. In water the initial shock front pressure is of the order of 10* atm, and in metals is of the order cf 10° atm. The shock front pressure is often called the peak pressure.

As the shock wave propagates away from the generating explosive charge, its peak pressure decreases. «ne shock wave decay can be attributed to two causes. If the shock wave is not planar, tie decay is due to geometrical divergence. Also, because of the finite entropy increment across the shork front, the decay is due to progressive dissipation of energy in the shocked air in accord with the requirement ri the second law of thermodynamics. The decay of shock waves because of the dissipation of energy leads to a decay more vapid than would be expected from geometrical consideraticns alone.

For the purpose of discussion, we may consider a cylindrical charge of explosive in air, initiated at one end. The development of the shock wave in the surrounding medium is shown qualitatively in Fig. 18-1, for three times after the instant of initiation. As the detonation wave progresses down the charge, the laterally expanding products generate a shock wave that has cylindrical symmetry For definiteness, suppose that the origin of cylindrical coordinates is fixed at the point of initiation with the detonation wave movirg in the positive direction of the axial coordinate. Then the profile of the shock wave at any instant and the flow behind the shock front depend only on.the axial and radial coordinates relative to this fixed origin and are determined by the hydrodynamic equations for cylindrically symmetric flow. At points in space with positive axial coordinates greater than about one or-two charge radif and less than the. length of the charge, the shock wave is, to a good approximation, the same as would be gererated by an infinitely long explosive charge. At smaller positive values of the axial coordinate and all negative values, the flow is more complicated because cf end effects connected: with the finite lengtt: of the charge. When the detonation wave reaches the end of the charge, a shock wave is generated off the end which is connected discontinuously with the shock wave that has been propagating laterally. Although the shock wave profile and the flow behind the shock front retain cylinqrical symmetry, the flow becomes very complicated efter the detonation wave 'nas progr ssed through the charge and it has not Seen analyzed in detail,

[image: Figure, page 287]

Figure 13-1, Development of Shock Wave About Cylindrical Explosh. Charge Initiated at One End

As the ock wave centinues to propagate, the effects of charge geometry efid' of the initiating | detonation wave becomé progressively less important in comparison with the effects. of radial divergence. The shock wave profile becomes progressively more spherical, At distances that are several times the largest linear dimension of the charge, the shock wave can be considered spherical to a good degree of approximation. The approximation is the better the more nearly the ratio of charge length to charge diameter is unity, At such distances, a model that is amenable to theoretical analysis is obtained by consideration of a spherical charge of explosive of the same weight as the charge of inter~«t, in which the detonation wave is initiate af the center. The shock wave profile from such a charge is spherical and the flow behing the shdek front depends only on the time and the radial coordinate of a spherical coordinate {| ¢si2m.

Further simplifications may be justified for the sake of theoretical simpliiity. One further step in this direction is to consider the globe of explosion gt..:« formed by detonation of «a spherical cha.ge to be uniform in pressure and density, and at a stave of rest. This is the result of hypothetical, homogeneous, instantaneous constant-volume explosion.

Asymptotically, at distances that are large compared to the redius of the equivalent sphere of explosive, an even simpler model is obtained by considering a point source in which thé energy of explosion of the charge-of interest is instantaneously released.

In this chapter, we shall restrict:the discussion to shock waves in one-dimension with radial symmetry, ie. those from a _ spherically symmetric explosion. This is not only the case that has been u.wdied in greatest detail but also the case that provides a simple model that is approximately descriptive of actual explosive 'charges, We shall further limit the discussion to the shock wave in an infinite isotropic medium, regarding as outside of the scope of this handbhaok such topics as shock wave reflection at rigid or free surfaces and shock wave interactions with structures of various types. A nonsvoverficial treatment of these 'topics cannot be undertaken in a chapter of:-reasonable length. Each treatment requins a knowledge of the parameters of the incident wave and it is with these parameters that this chapter is concerned.

Soot



43-2 EXPANSION OF THE EXPLOSION PRODUCTS

Given-a spherical globe of gaz at an extremely high pressure, there follows immediately as it begins to expand the establishment of a shock front running outward into tne medium and a rarefaction moving in toward the ceriter of the sphere. There is a boundary requirement that the particle velocity normel to the surface and pressure be continuous across the contact surface between the explosion product gases and the extemal medium. The flow is somewhat similar to that occurring in a shock tube. However, the spherical divergence of the flow imuoduces complications for a_ theoretical treatment that are not encountered in the plane case, The pressure at the shock front, instead of being constant as in the shock tube, falls rapidly as the front moves out. This changzs the 'termins] condition for the rarefaction. The characteristics of the solution of the paitiai differential equations are not straight ties; neither are the integrals of the motion aling these characteristic lines simple functions as in the plane case. For a considerable yeriod.of time after the expansion begirs, therefore, the temporal zhang: i: : sptessure, density, and particle velocity occurring atany point depend on the configuration of the entire flow field from the center out to the shock front. A complex numerical integration is required to obtain an accurate description of the motion.
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To make certain order-of-magnitude assessments, one may simplify the actual process and consider that the explosive gas globe expands uniformly, the boundary coming to rest at a radius r_ when the pressure within the globe has drowped to the ambient pressure of the medium p, . Acutally, the distance moved by the boundary. arid the velocity of its motion depend on the original size of the gas globe, tr & gt; conditions and propertiés of the gases inside it, and on the properties of the external medium. Motion within the globe is not uniform; when the boundary first comes to rest, thore.are still pressure, density, and motion gradients within



the sphere. However, if the expansion is considered to be quasi-static and isentropic, and the explosive products are treated as a 'polytropic gas, the final volume V,, will be 'related te the initial volume Y,_ by thé reiation

Vm=Ve(pe/po)1/k‾ V_m = V_e (p_e/p_o)^{1/\bar{k}}  (13-1)

where K is the average or effective value of the adiabetic exponent « during the expansion process. (In fact, the gas-gicbe does not remain. isentropic because of the inward-facing shock as described in the discussion which follows.) If the total expansion energy available in the gas giche, which for a polytropic gas would be equal to p,V,(K~ 1), is equated to the energy of the explosion E,, one obtains from Eq, 19-1 an approximate. expression for the maximum expansion radius r, of the gas globe in terms of a characteristic length (E, /p,)''® as follows:

rm3(Eo/po)1/3=3(κ‾−1)(po)4π(R−1)−1/2 \frac{r_m^3}{(E_o/p_o)^{1/3}} = \frac{3(\bar{\kappa} - 1)(p_o)}{4\pi} (R - 1)^{-1/2}  (13-2)

The expression on the right side of Eq. 13-2 is not very sensitive to the value assumed for R3. and, if Pp, and p, are given values of 1 atm and 10° atm, respectively, and K a value of 1,4 (its value for.an ideal gas), r,, in terms of the unit (E, /pp )*? srsumes 2 value cf about 0.15.

The velocity of the contact surface in the expansion of the ges globe. depends on the properties of the explosion gases snd the pioperties of the medium. For an explosion ini air where the resistance to expansion is relstiveiy small, the initial motion will approach the velocity u... for escape into a vacuum, given approximate! y by the equation

uesc≈(2κe−1)ce u_{esc} \approx \left(\frac{2}{\kappa_e - 1}\right) c_e  (1'-3)

where c, is the initial acoustic-v-locity in the gas globe and K, 'ne adiabatic expenent at the constant volume explosion state. For explosives, c, is equal approximately to 0.8 times the detonation velocity D, and the effective value of i. a re ar >. aie ene ae corte eettbipaate me ee re ee te ee vee pee ae

K, is about three*. By equating the average value of the boundary velocity during the expansion to one-half the initial velocity, one obtains, to au order of magnitude, the time ts required for the gas globe to deliver substan tally all of its energy to the pressure wave

tm≈rm0.4D≈0.4(Ee/po)1/3D t_m \approx \frac{r_m}{0.4D} \approx \frac{0.4 \ (E_e/p_o)^{1/3}}{D}  (13-4)

Putting this time in terms of units (E,/p, y/3 /c,, where c, is the acoustic velocity in the: medium, one obtains.

τm=lmco(Eo/Po)1/3≈0.4coD \tau_m = \frac{l_m c_o}{(E_o/P_o)^{1/3}} \approx \frac{0.4 c_o}{D}  (13-5)

Substituting the value of cy for air and a typical value for D of a high explosive, one obtains for 7,, the approximate value 0.025. On the other hand, in terms of the same dimensionless units, the total time of interest for the air blast wave at sea level—i.e., the time in which it is able to inflict serious damage on structures—is of order unity.

The main interest in the air blast wave at sea level is, therefore, in the period after the explosive has passed on essentially all the available energy to the blast wave. The hydrodynamic laws governing the wave propagation are such that the influence of details jin the process by which *he wave was formed tends to diminish with the passage of time. This explains why the point-energy release model gives a fairly good description of the air blast from explosions at sea level.

S The appropriate value of iC, to be used in Eq, 13-3 is different in principle from the value of R that is appropriate to Eq. 13-2. By use of Eq. 13-3, we wish to estimate the initial flow velocity which ie a characteristic of the initial state of the gas; whereas by Eq. 13-2 we want to calculate the final expansion volume which depends in large degree on the properties of the gax at low pressure, The work of Deal' and that of Fickett and Wood? shows that in isentropic expansion from the detonation state, where the pressure is in the order of 10° atm, down to a pressure cf about 10° atm the explosive products behave nearly as a polytropic gas with a K-value of 3.0. At much lower pressures~below, @g., 100 atm~the gases assume more normal properties and the effective K become: something fess than 1.4. It is wher the gases are at a relatively low pressure level, of course, that they undergo the greater part of the increage sn volume,

It is of interest to examine the effect of altitude (lower ambient pressures) in.the light-of this analysis. To do this it is first necessary to consider briefly the potential of an explosion to inflict damage on a target at adistance. For some targets, such as window glass, the energy 'involved in the destruction is small. For these, it is the level of overpressure in the blast wave that mainly determines whefuer or not destruction of the target occurs. However, for most structures substantial amounts of energy are required to cause the displacements and deformations that constitite damage. For such typical targets the total energy flux per unit area of the blast wave provides in first order approximation a criterion for the damaging effectiveness. On this basis one can conclude that, for a given target and a given explosive source with energy F, there must he some absolute limiting distance r, where the quantity EF /(4mg)- is just sufficient to inflict critical damage**, This. absolute distance limit is independent of the nature of the medium intervening between the explosion and 'the target.

)
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It is apparent from Eq; 18-2 that when the ambient pressure P, is reduced, the maximum radius reached by" the -expanding gas cloud increases. In the limit of perfect vecuum, of course, the expansion continues indefinitely. Consideration of the blast effects of explosives at various al*tudes, therefor., shows that although the details of thé expansion process play a relatively minor rcle at sea Zevel, they become increasingly important at lower-ambient pressures an,.in vaguum, constitute the entire phenomencn.

Fer an explosive fired under water, the expansion of the gas globe assumes a key role in the development of the shock wave. Nothing analogous to the point-energy release model seems to be possible for this case, Because of the relative incompressibility of water, the sound velocity is much higher and the flow velocities smaller for water than for air. The motion of the gas-water interface is very slow relative to the outward movement of the shock wave, For many applications the strength of the
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** The energy criterion of damage effectiveness is necessary but obviously not sufficient, Therefore, I'; is an upper limit to the radius-of damage effect. The actual radius may be considerably smaller and will depend on what pressure or Impulse levels may Le required to perform the destructive effects, underwater shock wave deca,,s below a level of interest before the gas bubble reaches its maximum extension. The theoretical treatment of underwater explosions depends, therefore, critically on the behavior of the gas globe as well ag on the propagation of the shock wave in water.

The interaction of detonation products with solid materials will be discussed in more detail in subsequent paragraphs.
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13-3 ENERGY TRANSPORT BY SHOCK WAVE PROPAGATION

The foregoing considerations show that the problem of sir blast from high explosives fired at sea. evel and up fo certain altitudes..can be considered largely as the problen of shock wave propagation. Te input energy from the explosion det 'iines the scale of the phenomenon. The shock wave provides a mechanism for the outward transmission and dissipation of this energy (in the sense of the second law of thermodynamics). The shock wave plays:. similar role for explosives fired under water or underground. Other mechanisms are heat conduction and radiation. These various means for the diffusion of energy do not interact to on appreciable extent for the chemical liigh explosives. For nuclear explosives, however, the three Mechanisms do interact importantly for a short period in the beginning, after which shock wave transmissior 3ecomés dominant.

It is of 'interest. to consider what information thermodynamics can yield about the transfer of energy via the shock wave. Designating the rate at which mechanical work is performed per unit area at the shock front when it has reached a radius R as w(R), we note that*

ẇ(R)=p1u1 \dot{w}(R) = p_1 u_1 \tag{13-6} 

where p, and u, are the pressure and particle velocity respectively, immediately behind the front. This work serves to raise the internal energy of, and impart kinetic energy to, the adjacent layer in the medium which is being enveloped by the shock front, i.e.,

ẇ(R)=ρsU(R)[(es−eo)+us2/2](13−7) \dot{w}(R) = \rho_s \ U(R) \ [(e_s - e_o) + u_s^2/2] \ (13-7) 

where U(R) is the velocity of the shock wave at R, and e, and ¢, the spenific energy. immediately behind and in front of the shock, respectively. (We assume the medium is initially at rest, i.e, u, = 0.)

Par of the energy change represented by (e, é,) is irreversible in the sense that, after shock wave compression, subsequent expansion of the medium back to ambient pressure Bp, does not yield an amount of work equivalent to (e, -e,): but a quantity: which is less by an amount which we will designate be[s, (r,)\. This notation signifies Ae to be the "icreversible" increment of energy colinected with the entropy rise in the shock and s il', ) denotes that this particular entropy state is " associated with the.element. of the medium (originally) at the Lagrangian coordinate r,. Quantitatively, Ac{s, (r_)} is given by

Δe[s1(ro)]=e(po,s1)−e(po,so) \Delta e[s_1(r_o)] = e(p_o, s_1) - e(p_o, s_o)  (13-8)

The significance of this "retained" energy is 'illustrated graphically in Fig. 13-2.

If no other shock waves or irreversible. processes occur behind the initial shock front, Ae(s, (r,)] represents the ultimate iegacy of the explosion to this element of the medium. Thus, the total energy released by the explosive in going from the initial state to- the final state. of the explosion products at, p, can be equated to the total of such zesidual energy in the medium plus the net work done by expansion of the explosion medium products and the shock-heated.

Ee(po)−Ep(po)=∫ao∞4πro2ρoΔe[s1,(ro)]dro.+po[Vp(po)−Ve(po)]+po∫ao∞4πro2ρo{v[po,s1(ro)]−vo}dro \begin{split} E_{e}(p_{o}) - E_{p}(p_{o}) &= \int_{a_{o}}^{\infty} 4\pi r_{o}^{2} \rho_{o} \Delta e[s_{1}, (r_{o})] dr_{o}. \\ &+ p_{o}[V_{p}(p_{o}) - V_{e}(p_{o})] + \\ p_{o} \int_{a_{o}}^{\infty} 4\pi r_{o}^{2} \rho_{o} \bigg\{ v[p_{o}, s_{1}(r_{o})] \\ &- v_{o} \bigg\} dr_{o} \end{split}  (13−9) (13-9) 

where £ (p,) and E. (p ,) are the total energy of the intact explosive" and the explosive products

* &# x27;The notation "'subscript one'? denotes values at or immediately behind the shock front.

at pressure p,, respectively; V(p,) and V,, (p,) ate the corresponding total volumes; 'up... s,(r,j] is the specific volume of the medium in the' state represented by (Pp, 8); ¥, is the specific volume of the medium initially; and a, is the initial radius of the explosive charge. By rearrarigement of terms, Eq. 13-9 can be written

Hϵ(po)−Hρ(po)=∫aoa4πro2poΔh[s1,(ro)]dro(13−10) H_{\epsilon}(p_o) - H_{\rho}(p_o) = \int_{a_o}^{a} 4\pi r_o^2 p_o \, \Delta h[s_1,(r_o)] \, dr_o \quad (13-10) 

where H oP. ) and H (p, ) are the total enthalpy of the 'intact explosive and the explosive products at p, respectively, and the quantity Ah{s,(r, )} is defined, like. Ae[s, (r,)); thus,

Δh[s1(ro)=h[po,s1]−h[po,so] \Delta h[s_1(r_o) = h[p_o, s_1] - h[p_o, s_o] 

Eq. 13-10 expresses the thermodynaniic requirement that for the total system, explosive and medium, enthalpy is conserved in the explosion process.

Eq. 13-10 is based on division of the total system into two parts separated by the boundary between the explosive and: the medium. The surface of such division is arbitrary. Therefore, one may equally well define a spherical boundary in Lagrangian coordinates that includes not only the explosive but also a portion of the medium out to radius R in one patt,.and the rest:of the medium from R to infinity in the other. Then, one can write on the basis of arguments identical to those which led to Eq. 13-10

Ho(R)−Ho(R)=∫R∞4πro2ρoΔh[s1(ro)]dro H_o(R) - H_o(R) = \int_{R}^{\infty} 4\pi r_o^2 \, \rho_o \, \Delta h[s_1(r_o)] \, dr_o  (13-11)

where H, (R) and H.(R) represent the total enthalpy in the explosive plus the medium out to Lagrangian coordinate r, =R initially and at infinite time, respectively. The change in enthalpy can be equated to the.change in energy p its the change in pV and, since- the pressure is equal to p, in both the initial and final states, we can write a cor Sa 7 *
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Ho(R)−H∞(R)=Eo(R)−E∞(R)−E∞(R) H_o(R) - H_{\infty}(R) = E_o(R) - E_{\infty}(R) - E_{\infty}(R)  −EoΔV- E_o \Delta V (13-12)

where E (R) and E,(R) are the {otal energy in the initial and final states, respectively, and AV is the +atal change of volume, The latter quantity can be computed from the movement of the boundary atr, = R; thus
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Figure 13-2, chematic Illustration of the Energy Retention Resulting From the Entropy increase at the Shook Front [The area under the curve between the initial and final states represents the energy change in both the shock compression (upwerd arrow) and isentropic expansion back to p, (downward arrow ).
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ΔV=(ro=R)∫t(R)∞4πr2udt(13−13) \Delta V = (r_o = R) \int_{t(R)}^{\infty} 4\pi r^2 u dt \qquad (13-13) 
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*MB MEK a, aS Nn ile tS we ee en cA where the notation in front of the integral sign is meant to signify that the integral is along the 'pavticle path r, = R, u is the particle velocity, and t(R) is the time at which the:shock wave reaches R and at which u, therefore, takes on a va iedifferent from zero. From the first lw of thermodynamics, the change in energy may be equated to the work done on the medium external to R; thus

Eo(R)−Eo(R)=(ro=R)∫t(R)∞4πr2pudt E_o(R) - E_o(R) = (r_o = R) \int_{t(R)}^{\infty} 4\pi r^2 pudt 

(13-14)

Combining Eqs. 18-11, 13-12, 13-13, and 13-14 we ma',

E(R)o=R)∫t(R)∞4πr2(p−po)udt E(R) \qquad _{o} = R) \int_{t(R)}^{\infty} 4\pi r^{2} (p - p_{o}) u dt  =∫R∞4πro2ρoΔh[s1(ro)]dro = \int_{R}^{\infty} 4\pi r_{o}^{2} \rho_{o} \Delta h[s_{1}(r_{o})] dr_{o}  (13-15)

where we have defined E(R) to represent the integral for total work involving the overpressure P -p, along the particle path r, = R. It will be noted that E(R) = H,(R) - HR), and, in particular , F(a, ) =H, (Do) -Hp (2).

By differentiating Eq. 13-15, we derive the differential equation for the total transport of enthalpy associated with transmission of a spherical shock wave; thus

dE(R)dR=4πR2ρoΔh[s1(R)](13−16) \frac{dE(R)}{dR} = 4\pi R^2 \rho_o \Delta h[s_1(R)] \qquad (13-16) 

Tt should be noted that Rq. 13-16 contains ne information not implicit in the Hugoniot relations since they take full account of the conservation of energy. When the Hugoniot relations are combined with an equation of state, all the basic information it is possible tc derive from thermodynamics in this connection is implicitly contained. However, the concept of total enthalpy transport expressed in Eq. 18-16, which was first derived by Kirkwood and

Brinkley*, provides an insight nut immediately given by the Hugoniot relations alone.



13-4 BLAST WAVES IN AIR FROM EXPLOSIVE CHARGES

Before considering the quantitative analysis of the shock wave in air generated by an explosive charge, it is desirable to describe the qualitative features of the wave. We limit the discussion to the spherical wave with a center of symmetry, propagating radially outward from the center of the explosion in a space free of obstacles.

As the blast wave in air travels away from the source, the peak pressure steadily decreases and the pressure behind the front falls off in a regular manner. After the shock front has propagated a cercain distance, the pressure behind the shock front falis below the original ambient pressure of the atmosphere. creating a suction phase of negative overpressures. The pressure as a function of distance from the center of explosion is shown schematically in Fig. 13-3 for several successive times, increasing as the wave propagates from left to right. It may be noted that the suction phase of the blast wave is a consequence of the geometrical divergence of the wave. Waves propagating without divergence do not exhibit a suction phase.

It will be recalled from Chapter 2 that the Nugoniot equations, expressing the conservation laws across the shock discontinuity, prescribe all. of the shock front variables in terms of any one of them. 'Thus, if the peak pressure is chosen:as. the independent variable, the shock front particle velocity is a monotonic function of the peak pressure so that it decreases during. propagation of the wave in a manner determined by the instantanecus value of the peak pressure through the Hugoniot equation, The particle velocity decreases behind the shock front in a manner that is determined by the pressure distribution through the hydrodynamic equations, The particle velocity is shown as a function of distance from the center of explosion schematically in Fig, 13-4 for several successive times as the wave propagates from left to right. The particle velocity changes direction in consequence of the suction phase of the blast wave,
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Figure 13-3, Pressure-digstance Curves for Blast Waves in Air.at Successive Times

Qualitatively similar curves are obtained if the ~t1 0. (18-17). pressure or particle velocity is plotted as functions of time at a fixed distance from the center of the explosion. Such curves are called the Eulerian pressure-time of particle vélocity-time curve because the position is taken as fixed in a laboratory system of coordinates. Pressure-time curves at two distances, R, and R,> R, are shown schematically in Fig. 13-5. At R, , the blast wave does not exhihit a suctio., phase. At the greater distance R,, the suction phase exhibited in the pressure-distance curves is reproduced by the pressure-time curve.

At distances close enough to the explosien so that the blast wave is of the form as shown to the left in Fig 13-5, it may be represented by the empirical equation*

p(t)=pte−t/θ p(t) = p_{t} e^{-t/\theta}  (13-17)

to

; Af '

i 5

Se Me Re

' Gi | q q j uy oh where p is the pressure in excess of the ambient Pressure p,, ie, the excess pressure or the overpressure; p, is the peak value of the excess pressure at the shock frort, i.e., p, =P, ~Py3t is the fime measured from the instant of arrival ofco ; the shock wave; and @ is called Eulerian time constant of the pressure-time curve. It is the time required for the overpressure to fall to a value 1/e of its peak value. It can be calculated by the relation

−1ϑ=1ps(∂p∂t)Ps→0 -\frac{1}{\vartheta} = \frac{1}{p_s} \left( \frac{\partial p}{\partial t} \right)_{P_s \to 0} \tag{13-18} 

where the partial derivative is formed at constant radial coordinate R and evaluated at the time of arrival of the shock front at R. Asymptotically, at large distances and low overpressures, it has been shown by Kirkwood
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* The notation "subscript prime' is used only with pressure and refers to shock front pressure above atmospheric pressure,
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Figure 13-4. Particle Vélocity-distance Curves for Blast Waves in Air at Successive Times
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Figure 13-6, Pressure-time Cu~ves for Blast Waves in Air F . - ;
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and Bethe® that the positive portion of the pressure-time curve is the straicht line

p(t)=pt(1−t/θ),t>θ p(t) = p_{t}(1 - t/\theta), t > \theta  (13-19)

For the asymptotic pressure-time curve, @ is the duration of the positive portion of the wave. It satisfies the definition of Eq. 13-18. At intermediate distances and peak pressures, the pressure-time curve cannot be represented by a simple, one-parameter, empirical equation.

The properties of the shock front, expressed as functions .of the peak pressure, can be calculated by the use of the Hugoniot equations supplemented by an equation of state for the air.. Fig. 13-6 has been constructed on the assumption that air is pelytropic with y = 1.4. This assumption is adequate for shock aves whose. peak pressure is relatively low. Ath er amplitudes, the high temperature of the shock wave causes extensive dissociation and the. polytropic assumption is no longer valid. Hugoniot curves. for air in which dissociation is taken into account have heen constructed Hilsenrath and Beckett*.

The. dynamic pressure 7 is defined as the quantity

π=ρu2/2 \pi = \rho u^2 / 2 \tag{13-20} 

This property of the shock wave determines the aerodynamic drag forces to which a structure is exposed. The dynamic pressure is characterized by a peak value at the shock front, determined through the Hugoniot equatioris by the peak pressure, and a decaying dynamic pressure-time curve. The peak dynamic pressure is shown as a function of shock front pressure in Fig. 13-6. A peak approximation, similar in form to Eq. 13-17, is appropriate to describe the variation of dynamic pressure with time at points near the explosicn., Asymptotically, at large distances and low overpressures, Kirkwood and Bethe*® have shown that the portion of the dynamic pressure corresponding to the positive part of the wave is sepresented by the qi' -dratic expzession

π(t)=π1(1−t/θ)2,t>θ \pi(t) = \pi_1 (1 - t/\theta)^2, t > \theta  (13-21)

This expression involves the same constant @ as Eq. 13-19 because the duraticens of positive pressuce and forward facing particle velocity are asymptotically equal.

The impluse delivered to unit area by the positive portion of the shock wave is the area under the positive portion of the pressure-time curve, For the pressure-time curve of Eq. 13-1

Ip=p,θ I_p = p, \ \theta \tag{13-22} 

which is valid close to the explosion. Asymptotically, when Eq. 13-19 applies, then

Ip=12p,θ I_p = \frac{1}{2}p, \theta \tag{13-23} 

If the peak approximation for the dynamic pressure is written in terms of'a.time constant 6'

−1θ′=1π1(∂π∂t)R,t=0 -\frac{1}{\theta'} = \frac{1}{\pi_1} \left( \frac{\partial \pi}{\partial t} \right)_{R, t=0}  (13-24)

analogously to Eq. 13-18, the dynainic impulse per unit area is given by an expression sitnilar to Eq. 13-22.

Iμ=π1θ′ I_{\mu} = \pi_1 \, \theta' \tag{13-25} 

which is valid close to the explosion. Asymptotically, when Eq. 13-21 applies, the dynamic impulse for the positive phase of the wave is given by

Iu=2/3π1θ I_u = 2/3\pi_1 \theta  (13-26)
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These simple expressions for the impulses require a knowledge only of two parameters of the shock wave, each of which are evaluated at the shock frant. At intermediate distances and shock wave amplitudes, the evaluation of pressure impulse or dynamic impulse requires either additional information on the structure of the wave or an interpolation procedure between the oxpressions resulting from the peak approximation and those resulting from the asymptotic equations.



13-5 RESULTS OF NUMERICAL INTEGRATION OF THE HYDRODYNAMIC EQUATIONS FOR BLAST WAVES IN AIR

& complete theoretical development of the consequences of a simple model such as the spherical shock wave from a centrally initiated spherical charge is attended by considerable
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| difficulty. In principle, the theoretical analysis is to be based on the partiai differential equations of hydrodynamics. They are to be solved subject to the Hugoniot equaitons which express the conservation laws across the discontinuous shock front and which implicitly: prescribe the path of the shock front in space as a function of time. The solutions depend upon initial and boundary conditions that are prescribed on the interface sepurating explosion products and air. The Jatter themselves pose a difficult problem since the position of the surface and the conditions on it depend on the flow of the detonation products at all times subsequent to the passage of the detonation wave. Now, when the detonation wave reaches the surface of the explosive and generates the initial shock wave in the surrounding medium, a wave is reflected back into the explosion products. In the spherical case, this wave is again reflected at the center and on reaching the interface between explosion products and air modifies both the position of the interface and the properties on it. As the motion develops, a complex set of waves is generated, both in the explosion products.and in the air, and these have tu be. followed in detail in order to consirut an exac: solution, even for the spherical model.

Tue point source model of a spherical shock wave is much easier to exploit since the complicated conditions on the interface between explosion products and air are replaced by a single condition specifying the total energy released by the explosion. There is theoretical and experimental evidence that this model reproduces the main features of the explos! sely generated shock wave, especially at large distances from the explosion, and it provides a useful basis upon which to continue our description of the properties of blast waves in cir. A more exact treatment faking into account the motion of the explosion products can be considered as adding a kind of "fine structure" to the picture obtained from the simpler considerations, The point of view appears to be valid in the present instance for two reasons, namely: (1) at distances where measurements of shock wave parameters are normally made experimentally, and where their magnitudes are important for practical problems such as specification of critical damage radii, the so-called fine structure is not resolved by the instrumentation employed, and (2) at distances nearer to the explosion where the so-called fine structure is more important, the assumption of spherical symmetry is an increasingly poor approximation to charge configurations usually employed. Brode*? has obtained the numerical solutions of the differential equations of hydrodynamics for the point source model of the spherical blast wave in air. The computational method employed is due to von Neumann and Richtmyer?® in which an artificial viscosity is introduced into the equations as a mechanism for avoiding shock front discor.tinuities. The artificial viscosity is defined in such a way as to replace the snock front with steep but finite gradients in the properties of the flow, across which the Hugoniot equations are satisfied. Simultaneously, as defined, it has negligible effect on the flow im all other regions. The integrating process then consists of the step-wise solution of difference equations which approximate the differential equations of motion of the gas.

'For the point source model, one can define a characteristic length \ and time r

λ=(E/po)1/3,τ=λ/co \lambda = (E/p_o)^{1/3}, \tau = \lambda/c_o  (13-27)

>. ae:

Let where E is the total energy transmitted by the explosion to the shock 'wave, and p, andc, are the pressure and sound velocity, respectively, in. the undisturbed air, Then, it is easy to show that the solutions of the hydrodynamic equations are similar, i.e., that scaling is preserved, if-distances are expressed in units cf Jength A and times in units of the characteristic time r. Thus, the point source solutions.are independent of the nature of the explosive, so long as the energy released to the shock wave is properly employed in evaluating the scaling parameters A and 7.

The solid line of Fig. 13-7, which is taken from Brode's paper, shows the variation of peak pressure with distanze for a point explosion in an ideal gas in which it is assumed that the heat capacity ratio y is constant and equal to 1.4, The effect of the assumption of ideality is shown by comparison with the dashed curve of the same figure, which results from calculations in which the thermodynamic properties of real air were employed and in which account was taken of the dissociation of air at the high
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temperatures associated with strong shocks. The curves are qualitatively similar but show the importance of the equation of state in the actual shock amplitude at a given distance. This figure aiso shows for comparison experimental values for TNT.

These calculations afford a complete description of the flow associated with the shoc', wave. Brode presents the resuits in his paper by means of graphs and by empirical equations fitted to the various curves. The results are too voluminous for inclusion in this chapter and for them reference is made to the original reports. For later reference, however, we reproduce in Fig. 13-8 the instantaneous pressure-distance curves calculated for isotropic air with the point source model. The curves for real air are of siinilar form.
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In the point source approximation, the explosion is described by a single parameter, i.e., the energy transmitted to the shock wave. The results of the calculation are thus independent of size, density, or chemical nature of the explosive, and, when scaled by a characteristic length and characteristic uime determined by the energy of explosion, the resuits are applicable to any explosive. The effect of the parameters of the explosive that are neglected by the point source approximation is revealed by consideration of a numerical jntegration, carried out by Brode, in which the integration is continued from the spherical-detonation wave of Taylor of the case of TNT at initial density of 1.5 g/cm*, It was carried out using the artificial viscosity technique of von Meumann and Richtmyer. This calculation i; substantially more involved than that of the point source model, and it does not appear to have been repeated for other explosive charges. Unfortanately, obsolete *juation of state data for the explosion products and an incorrect energy of explosion weré employed, so that. the numerical results are likely to be scrmus hal in, error, However, this calculation provides the most complete and detailed desziption ef the air shock wave that is in existe we. It} 25 apecial value in previding. a test uf te validify of sirnplified modeis.

'When .a sphericn shock wave is generated by a éphere of gas of finite volume at high pressure, ths establishment of continuity of pressure and radial particle velocity acress 12 contact surface betwecn explosion products and air results in a rarefaction wave moving toward the center in the explosion products. (If the, explosion products are generated by a svherical detonation wave of the type described by Taylor, the rarefaction wave moves into and modifies the structure of Taylor wave.) In general, as Brode points out, when a spherical shock wave-of finite voluz.e is backed up to an inward moving rarefaction wave, the negative pressure gradient of the rarefaction joins the positive gradient of the shock through a compression which grows as a shock as the rarefaction develops. No such condition exists for a plane wave in a shock tube. Thus, in the numerical calculations, a shock wave is seen to follow the rarefaction wave into the explosion gases. It starts with zero strength and grows as it moves inward through these gases. The gases themselves are expanding radially at a velocity that is initislly high, su-wiat this shack is swent outward in spac dntil the expansion of the explosion products is nearly complete, Then it implodes on the ongin andis reflected outward to the contact -utface. At the: time of seaching this surface, the expiozion gv -$ are deuser and coolc: than th. si outside. Therefore, on passing through the vrfare fe wave establishe: .a second shock -weve-.in tH at and a new inwatd rexcfaction wae tHich, * the initial rarefaction wave, is followed: by shock wave movirig inward. This shy" dnplodas: on the origin, reflects, anc propac,t.tes witward in the wake of the earlier shiocks. Th-« succession of shocks continues in this mariner unbil oe residual energy of the exf 'osiar: prod Sis te dissipated.

A rather complicated series: vf shock. -weires and rarefactions thus develops. which, affort vhe moon of the contact surficn- Instead = af rnoving tronvtonically Fras th xii' radivg.# the.exple sive iv the rading ay-yphits: ie prone: are at cest, a sexes of dainpd Pat nih. 'are obey sted. Pig.d3-B, wiich is taken. 4eom, nitade's Paper, abows the treee 'ones. of: the chock waves and of the contact surface.

By neglecting she * waves in the expicsion pruducis, the specifier vaergy of explosia.¢! ane been defined as

q′=να+ε(ρρ,s1_) q' = \nu_{\alpha} + \varepsilon(\rho_{\rho}, s_{\underline{1}}) \tag{13-23} 

where @, is the specific energy content of the intact explosive, and the -pechh, enargy content
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Figure 13-7, Peak Pressure-distance Curves for Shock Waves in Air Calculated With the Point Source Model (Brode)

ae hg e of the explosion products is evaluated at ambient pressure p, and the entropy s, of the Chapman-Jouguet detonation state. However, the final entropy is greater than s, by the increments across all of the shocks in the explosion products, so that Eq. 13-28 is an overestimate of the energy transmitted to the air. It may be retained as a reasonable approximation since the energy dissipated across the shock waves is a small fraction of the total energy released by the explosion. The dissipation assumption employed in par. 13-3 is that all of the energy of the explosion is dissipated in the air as a result of the entropy increment across the initial shock. This assumption, also, is not strictly correct because of the entropy increments associated with each of the later shocks. These increments are small compared to that across the primary shock and consequently the description of energy
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propagation that takes account only of the primary shock wave is a good approximation.

These subsidiary shocks, as is shown by Fig. 13-10, follow the main shock at such a time and distance as to be behind the minimum of the negative phase. The pressure-distance curves of this figure are to be compared with those of Fig. 13-8, which results from the point source model: They show how the structure of the wave is aftected by the finite size of the explesive charge. Since the subsidiary shocks are located in the negative phase of the primary shack wave, they cannot overtake and merge with the primary shock. It will be noted that the shape of the positive portion of the pressure-time curve as calculated from the point source modei is qualitatively quite similar to that from the finite charge.

The variation of peak pressure with dista.ce.as calculated for the finite charge of TNT is

[image: Figure, page 300]

Figure 13-8. Pressure in Atmospheres as a Function of the Lagrange or Mass Position fer the Paint Source Solution at Times Indicated (The position is in arbitrary units of 4/1627.2 and the time is in units of r.) (Brode)
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Space-time Diagram for Shacks and Contact Surface for {NT Blast in Air os &
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Figure 13-11, Peak Presaure-distance Curve for TNT Blast Waves :. Air (Brode)

compared with results for the paint source model in Fig. 13-11. At no distance are the results the same, although the slopes at large distances are similar. Close to'the charge, the point source curve is, as expected, much higher than that for the finite TNT charge. Because of excessive dissipation of shock wave eiérgy in this region, the point source curve falls below that for the finite charge releasing the same energy. It seems fair to conclude that the point source model provides at best only a qualitatively correct description of the shock wave. At distances of primary practical interest; it overestimates the most important of the shock.

eitltaste.,. Fat eB ete tte, Wahab OR tel. weet' lsh Tey etathera eat Ma ner a, nen, wave parameters, the peak pressure. Although the numerical. integration of the basic equations—using the von Neumann-Richtmyer or an equivalent technique—provides the mosi detailed and probably the most accurate description of the shock wave, calculations of this kind are tixievonsuming and expensive in computational cost. They would seem to serve best as standards: ageinst which simpler approximate treatments can. be compared. Any simplified theory of shock wave propagation will result in a loss in the detail with which the phenomenon is described. The simplified theory is justified if it is able to provide estimates of acceptable accuracy of those properties of the shock wave that are of practical importance, as for example, in the design of protective structures.



13-6- UNDERWATER AND UNDERGROUND EXPLOSIONS

The rapid expansion of the gas bubble formed by an underwater explosion results in a shock wave being propagated outward through the water in all directions. The shock wave is similar in form to the shock wave in air, and it obeys the same laws of hydrodynamics. It differs in detail, the differences arising solely from the differences in the equations of state of the two media. Just as in air, there is a sharp nise in overpressure at the shock front, The peak values for an underwater explosion are much higher than at the same distance from the same explosive charge in air. The peak overpressure in water does not decay with distance as rapidly as it does in air, Furthermore, the shock ~,ave velocity which is always greater than and asynptotically equal to the velocity of sound, is greater in water than in air, except near the charge surface.

In spite of these differences, an underwater shock wave is qualitatively similar to one in air, as is seen from the summary of its characteristics which follows. The velocity of propagation near the charge is several times the limiting acoustic velocity, this limiting value being approached quite rapidly as the wave advances outward and the pressure falls. In water, the acoustic velccity is about 5,000 ft/sec. The peak pressure in the spherical wave. decays more rapidly. with distance than inversely as the first power of the distance, as would be predicted for a disturbance obeying acoustic laws. The rate of decay approaches tliis acoustic behavior 'in. the limit of large distances. The nonacoustic decay is to-he attributed, as in the case of shock waves in air, to the dissipation of energy in the water through which the shock wavs has passed. However, because of the properties of the equation of stete of water , the entropy increment across the shock front is very much less in water than for shock wuves of the same amplitude in air. Indeed, a successful theoretical tceatment of underwater shock waves has heen bused on the approximaticn that entropy changes across the shock front can be neglected with the result that the Hugoniot curve for water is approximated by the isentrope through the initial state. Thus, the nonacoustic decay of shock wave amplitude is less important in the theoretical description of underwater shock waves than in the case of shock waves in air. Finally, as in the case of air, the profile of the wave broadens gradually as the wave propagates outward. The increase in duration is most marked in the early stages of the shock wave propagation near the explosive charge. Pressure-distance curves for an underwater explosion of a 300-lb TNT charge are sketched in Fig. 13-12 for three different instants of time. In Fig. 13-13, there is shown a pressure-time curve for the same charge at a single distance. These examples are taken from a comprehensive treatment of underwater explosions by Cole?® .

The initia portion of the pressure-time curve, to pressures of the order of 30 percent of the peak value, is wel} described by the peak spproximation, Eq. 18-17. In the later portions of the wave, however, the pressure falls off a oo i.

much more slowly than is predicted by an exponential aw.

Because of the long duration of the positive portion of the -pressure-time curve, the definition of a limit of integration in order to obtain the impulse delivered by the primary shock wave is somewhat arbitrary. For example, duration of positive excess pressure for a 300-lb charge of TNT jis about 160 times the time constant 30 ft from the-charge. An integration to this limit poses difficult problems both in experimental. arrangements and in analysis of data. The impulse is actualiy employed as a measure of short-lived transisnt pressure. For these. reasons, it has become customary to evaluate the impulse from underwater shock waves under only the earlier high pressure region to an arbitrarily assigned upper limit on time which is long enough to include the characteristic features of the pressure-time curve when the pressures are a significant fraction of 'the initial. peak value. One way of spécifying the. time limit of integration isas a constant multiple of the experimentally observed time constant..

Cole suggests that the integration under the pressure-time curve be carried to a time that-is five times the experimental time constant.

In several theoretical treatments of underwater shock waves, e.g., that of par. 13-8, it is assumed that the pressure-time curve can: be represented: by the peak approximation. This. assumption imposes a.constraint to which the solutions are forced to comply. {t is found that theoretical. time constants .so calculated are. greater than: experimental values but that the impulse, calculated by means of Eq. 13-22, is in quite good agreement with values .obtained from experinierital pressure-time -curves +o the arbitrary time limit described above.

In. a spherically diverging shock wave, the exterior medium is left with an outward.velocity following the passage of the shock wave. in underwater explosions, this. flow has been called the afterflow. In air, the outward flow continues past the time at which the pressure has fallento the ambient pressure, and the flow is not brought. to rest until-after the,pressure has:falien 'below the ambient value. Thus, in air, the cake a a tsa nal ge etme oT ee chew cnn plore ee reste Ce a ye ke Bee em ee
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Figure 13-12. Pressure-distance Curves for the Underwater Shock Wave Prodiced by a 300-lb TNT Charge
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Figure 13-13. Pressure-time Curve for the Underwater Shock Wave Produced by a 300-5 TNT Charge divergence of the flow results in a negative phase of the shock wave, We note that the explosion gases are more dense than the exterior air. _

During 'the first part of the expansion of the gas bubble in an underwater explosion and the emission of the major part of the shock wave, the pressure and density of the explosion gases ate substantially reduced. The density becomes much less than that of the exterior water but the pressure remains for a time substantially higher than the equilibrium hydrostatic pressure, The water in the vicinity of the contact surface has a high outward velocity and the diameter 'of. the bubble increases rapidly. Because of the inertia of the water determined by its relatively high density, the afterflow continues for a relatively long time. During this period; the gas pressure falls below. the equilibrium hydrostatic pressure while the water pressure approaches the equilibrium static pressure from above. Ultimately, the pressure differential brings the outward flow to a stop, and the bubble begins to contract at an increasing rate. This motion continues until it is abruptly reversed by the compression of the explosion products, Thus, the conditions for an oscillating system are provided by the inertia of the water and the compressibility of the gas. The bubble does in fact. undergo repeated cycles of expansion and contraction. The process is illustrated by Fig. 13-14. It is seen that the bubble spends most of its time in an expanded state.

A pressure wave is propagated into the water by each expansion cycle of. the bubble oscillations. The primary shock wave and. the first bubble pulse for the underwater explosion of a TNT charge are shown in Fig. 13-15. The amplitude of the bubble pulse is seen to be much lower than that of the primary shock wave, However, the wave is of long duration and the impulse delivered by itis comparable to that aelivered 'by the shock wave. The bubble pulses can thus contribute significantly to the damage from an underwater explosion. The time constant of the primary shock wave (the time required for the pressure to fall to a value of p,/e).is of the order 'of 0.5 msec. In order of magnitude, the time of arrival of the bubble pulse is 1,000 times the time constant of the shock wave. The secondary pressure waves described 'here have their origin in the dynamical properties of water. They are not to be identified with the secondary shock waves in air that were described in the last paragraph.

A comprehensive discussion of.the oscillations of the gas bubble and of the secondary bubble pulses emitted during the bubble motion is given by Cole. It is shown that the theoretical description of the phenomenon can.be based on the imcompressive approximation of the equations of hydrodynamics, however, the force of gravity cannot be neglected in the description of the bubble motion. One result of this theoretical treatment is of particular interest. It is shown that the period of the oscillation is proportional to the one-third power of the energy transmitted to the water during the bubble oscillations and inversely proportional to the five-sixths power of the hydrostatic pressure

T=KE−1/3/p−5/6 T = KE_{-}^{1/3}/p_{-}^{5/6} \tag{13.29} 

where 7° is the period, E, is the bubble energy, and K is a proportionalit,' constant. This result, which as been derived by a number of writers, is usually known as the Willis formula, This result makes possible the determination of the bubble energy from measurements of the variation of the period with charge depth and charge size. It is found that approximately 50 percent of the
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Figure 13-14. Bubble-Oscillations From an Underwater Explosion'*®
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Figure 13-15, Pressure-time Curve for Underwater Pressure Waves 50 ft From a 300-lb TNT Charge energy of explosion is transmitted during the primary. shock wave*, the remainder being dissipated during the oscillations of the gas bubble. The most precise data are available for the underwater explosion of TNT, for which the energy of explosion has been evaluated as 1060 cal/g. From the obzerved period of oscillation of the gas bubble, a bubble energy of 480 cal/g is calculated. The difference, 580 cal/g, is the energy of the initial shock wave.
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In water, as in air, all of the properties at the shock front are determined as functions of the peak préssure by the Hugonict equations and an equation of state. The Tait equation of state is an expression of simple form thaf. gives a good representation "T data. Along an isentrope, it can be written

p=B[(ρ/ρ0)K−1] p = B[(\rho/\rho_0)^K - 1]  (13-30)

The exponent « is taken to be 7.15 for sea water. The quantity Bis aslowly varying function of entropy. For sea water at 20°C, it has been assigned the value 3.047 kbars. It will be noted that Eq. 13-80 has a form similar to that for a polytropic gas. Richardson, Arons, and Halverson?+ have employed Eq. 18-30 to evaluate the properties of sea water along the Hugoniot curve. The shock wave velocity and the particle and sound velocities at the shock front are shown as functions of peak pressure by Fig. 13-16,

As in the casé of shock waves in air, a straightforward mathematical approach to the theoretical description of the shock wave from underwater explosions can be based on the numerical integration of the equations of hydrodynamics. A calculation of this nature has been performed by Penney and Dasgupta?? for TNT. The integration was convinued from the spherical detonation wave described by Taylor. The peak pressure-distance curve obtained by this procedure is shown in Fig. 18-17 which also shows some experimental values. At distances for which experimental data are available, the rate of decay of the theoretical curve is closely

* Not all of the energy transmitted by the primary shack wave appears in the shock wave at moderzate distances from the charge. A portion of the energy ; dissipated as heat in the fluid through which the shock wave has progressed (see par. 4-8).

low values obtained by calculation are to be attributed to the low energy release that was assumed in the calculation of the initial conditions. It seems reasonable to assume that a revision and extension of these calculations, employing the more accurate value of the energy of explosion that is nuw available, would give results in good agreement with experiment.

The principal commercial application of explosives has been to blasting with the explosive detonated undergrouad. An underground explosion is very difficult to describe gi antitatively, and the present state of knowledge in this area is very limited. In practical cases, the terrain is rarely even approximately uniform over any considerable distance from the charge. Even where uniform, the exterior medium cannot be described by any simple equation of state. Fipaliy, the explosion in a medium of infinite extent, to which we have elected to limit the treatment of this chapter, does not correspond to the geometry of any blasting application of practical interest. On the other hand, more révent problems involving underground storage of ammunition, and simulation of underground nuclear bursts, have led to experimental and theoretical work on underground detonations in "infinite" media®°°?,

In an underground explosion, the pressure wave transmitted to the exterior medium is, of course, affected by the mechanical properties of the medium. If the medium is an elastic solid, such as rock, there is a region of plastic deformation and permanen t displacement in the region close to the charge where the pressure is greater than the elastic limit of the material. At greater distances, both transverse and longitudinal elastic waves are generated by the explosion which travel, in general, at different velocities and which are modified on reflection at free surfaces, such as the groxnd level or a pit face, and on passing from material at one density to material at another. In general, it can be stated that most of the energy of explosion is 'dissipated close to the explosion in the region of permanen t displacement, and that the amount cf energy transmitted by elastic or seismic waves is at most a few percent of the energy of explosion. If the solid is elastic, if most commonly fractures under tension as the result of the tension wave produced on reflection of a compression wave at a free surface.
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Figure 13-16. Hugoniot Properties for Shock Waves in Sea Water* + i
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Figure 13-17, Peak Pressure-distance Curve for the Underwater Explosion of TNT as Calculated by Penney and Dasgupta*? .
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A considerable amount of empirical information has been compiled on the behavior of explosives in varying terrains. The selection of an explosive and its arrangements for a particular blasting job are, as a practical matter, entirely dictated by experience. It seems fair to state that blasting is at the present time an art almost completely without a quantitative -scientific basis.
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13-7 THE INITIAL SHOCK WAVE 'PPESSURES

At the contact surface between 'explosion products and exterior medium, the pressure and normal component -of the particle velocity 'aze equal on each side of the surface at all.ti.ies. In particular, for a spherical' explosive charge of initial radius a,, these conditions can be expressed by

pi(ao)=p*(ao),ui(ao)=u*(ao) p_{i}(a_{o}) = p_{*}(a_{o}), u_{i}(a_{o}) = u_{*}(a_{o})  (13-31)

where p, (a,) is the initial excess peak pressure in the exterior medium, p,, (a,) is the pressure in excess of the initial pressure p, of the explosion products on the surface R= a, u,(a,) is the initial radial shock front particle velocity, and u, (a, ) is. the radial particle velocity of the explosion products on the contact surface. When these conditions are established, a shock wave advances inte the exterior medium and a rarefaction wave recedes into the explosion products. The rarefaction wave is initially characterized by the fact that the Riemann * function (see. Chapter 2). is an invariant on a particle path, i.e., on the surface R =a. This condition can be stated in the form

r̃=u+σ=constant \tilde{r} = u + \sigma = \text{constant} 

σ=∫−ρ+poρ+podpρc \sigma = \int_{-\rho + p_o}^{\rho + p_o} \frac{dp}{\rho c}  (13-32)

The constant in Eq. 18-32 is fixed when the difinition of the o-function is completed by specificatio: of a lower limit of integration. The integral defining the o-function is along a path of constant entropy (which because of the entropy transport equation is also a particle path).

The solution for the propagation of shock waves should, of covrse, be based on a continuation of the solution for the spherical. detonation wave, described' in Chapter 9. If we here designate by p, the pressure -of the detonation wave front and by wu, the corresponding value of the particle velocity, Eqs. 13-32 can be written ,

u*(ao)+σ(p*)=ud u_*(a_o) + \sigma(p_*) = u_d  (13-33)

where σ(p)=∫−ρcρ+ρcdpρc \sigma(p) = \int_{-\rho c}^{\rho + \rho c} \frac{dp}{\rho c}  (13-34)

Using Eqs. 13-31, the Riemann condition can be written in the form

Pd

u1(a0)+σ(p1)=u1 u_1(a_0) + \sigma(p_1) = u_1  (13-35)

The o-function is to be evaluated using an equation of state for the.explosion products. It is necessary to calculate the detonation state; to construct the isentrope through this state; to evaluate the integrand of Eq. 13-34 aiong. the isentrope; and, finally, to evaluate the o-functior by quadrature. Methods for the construction of the isentrope are described in Chapter 2.

The shock 'front in the extericr medium must satisfy the Hugoniot conservation equations (see Chapter 2;, Thes=-cambe written

pr=ρou1Uu1=U(1−ρov1)h1−ho=pr(vo+v1)/2 \begin{array}{l}
    p_{r} = \rho_{o} u_{1} U \\
    u_{1} = U(1 - \rho_{o} v_{1}) \\
    h_{1} - h_{o} = p_{r} (v_{o} + v_{1})/2
  \end{array}  (13-36)

in terms of the excess peak pressure p, , where U is the velocity of propagation of the shock wave. These equations are supplemented by an equation of state for the exterior medium. They make it possible to express each of the shock front properties as functions of any one of them (usually in tabular form) for given values of'the properties of the undisturbed medium, In particular, it is possible to express the shack front particle velocity as a function of the peak excess pressure

u1=u1(p1) u_1 = u_1(p_1)  (13-37)

2 ET ne o> re a Tab a RE eh SA Rigg on hae ne MEE ADA Regt Nan SA eal ee MET no we OE te, Nat RY on ee oo EP gt

. ay ae vag

Beets (eae

Poe <t& 4 oe week . woe tk ode CL we ke te Fe ¥, ye! a» Mae 62S Oe € aah pon ev ges aa 1S pean) x Ric Py, n SAAT

Thus, Eqs. 13-35 2.d 13-36 imply a relation

u1(pi)+σ(pi)=ud u_1(p_i) + \sigma(p_i) = u_d  (13-38)

which can be solved for the initial excess shock front pressure p, by numerical or graphical methods.

Kirkwood and Bethe® heve constructed a theory of the propagation of shock waves in water in which it is shown that the function

G=r(w+u2/2) G = r(w + u^{2}/2)  w=∫p0p+p0dp/ρ w = \int_{p_{0}}^{p+p_{0}} dp/\rho  (13-39)

propagates according to a relation tha: can be written

G(r,t)=Gσ(τ) G(r,t) = G_{\sigma}(\tau) \tag{13-40} 

where G, is the value of the function G on the contact surface at.a time 1. If G(r,t) is known everywhere in the (r,t)-plane, all of the properties of the shock wave can be deduced in a straightforward manner, Eq. 13-40 states that the function G(r,t) is equal to the value of the_ same function on the contact surface ata timer which is a function 7(r,t). Kirkwood and Bethe give a prescription for evaluating G(r) and t(r,:), and they have thus formulated atheory of propagation of the shock wave. We do not wish to describe this theory in further detail but only to comment on an implication of Eq. 13-40. Kirkwood and Bethe show that the time tT is an increasing function of time for any constant value of r. This means that the properties of the shock wave, including those at the shock front, are determined by properties on the untact surface at times that increase ss the shock front propagates, We may, therefore, picture modification of the wave during its propagation as the result of a process in which the wave front is continually destroyed by dissipation in response to the finite entropy increment acroer the shock front and in which the properties of the wave as it propagates are determined by properties on the contact surface at successively later times. The process is illustrated schematically by the pressure-time profiles at two distances of Fig. 18-18, in which the dashed curve of the curve at the greater distance is intended to represent the portion of the earlier wave that has been destroyed by dissipation. The Kirkwood-Bethe theory is based on an assumption that the flow behind the shock front can be considered to be isentropic, as assumption that is valid in water but not in air. The picture that it affords of the dissipation mechanism, is however, qualitatively true for shcek wz ses in air, where the dissipation of ener "is more rapid than in water.

© een RR eet +

+ ee he he a /

It can be concluded on the basis of the insight afforded by the analysis of Kirkwood and.Bethe that simpler models of the initial state-of the explosion products can be employed to calculate the initial shock wave pressure, provided the energy of the explosion is correctly specified. The shock wave parameters are seen to be relatively insensitive to the initial shock wave pressure, It is, therefore, frequently assumed that the explosion can be adequately approximated by assuming that it takes place instantaneously at constant volume. One then defines the o-function by

σ(p)=∫pep+podpρc \sigma(p) = \int_{p_e}^{p+p_o} \frac{dp}{\rho c}  (13-41)

where p, is the pressure of the constant volume explosion state. The constant of Eq. 13-32 is then zero and the expression corresponding to Eq. 13-38 is

u1(pi)+σ(pi)=0 u_1(p_i) + \sigma(p_i) = 0  (13-42)

which can he solved for the initial excess shock front pressure by numerical or grapiiical methods,



13-8 AN APPROXIMATE THEORY OF SHOCK WAVE PROPAGATION

In the analysis of damage to structures by blast waves in air or underwater explosion waves, and in the establishment of an order of merit among explosives with respect to dmage power, the pressure-time curves and. peak pressure-distance curves of the shock aves produced by the explosives sre of primary importance. While experimental techniques have been sufficiently developed so as to lead to the accumulation of a large body of reliable data, there exists a need for more flexible and convenient theoretical methods of analysis of the problem.

Mine go

The theoretical analysis of explosion waves in air, water, or in other media characterized by a well-defined equation of state, involves the integration of the hydrodynamic equations subject to -initial conditions determined by the explosive source and subject to the Hugoniot conditions at the shock front. [t has been seen, for the case of blast. waves in air, that the point source model is insufficiently exact for a quantitative description of the shock wave and that a more: realistic model of the explosion must be employed. A straightforward attack on the mathematical problem can be based on the numerical integration. of the hydrodynamic equations. The complexity of this approach has thus far limited the procedure to a few special applications. The need for a more rapid and flexible theoretical method, based on well-defined approximations as necessary, is therefore clear. In the case of underwater explosions such a method, which has been extensively applied, has been developed by Kirkwood and Bethe®. Brief reference was made to their theory in par. 13-7. It is described in detail, with the results of calculations, 'by Cole',

Underwater explosion waves are simpler to treat than blast waves in air since the relatively small entropy increment produced at the shock front permits the use of the approximation of adiabatic flow. This approximation cannot be employed for blast -waves in-air. Kirkwood 'und Brinkley* 'have described a theory. of propagation of one-dimensional wavés—i.e., plane, cylindrical, or spherical~that takes proper account of the finite entropy increment in the fluid resulting from the: passage of the shock wave. It also permits the use of the exact Hugoniot equation of the fluid and is in this respect superior to treatments for air based or the use of ideal gas isenitropes with constant heat capacity, an 'approximation that fails badly near the explosion. The treatment is based upon a
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Figure 13-18, Pressure-time Curves of Shock Wave n Water, Showing Dissipation at the Front as Described by Kirkwood and Bethe te ee alee

Bene see nee a gens Ae ee Me mene hem eee similarity restraint imposed upon the energy-time curve of the wave. The theory 'results.in the formulation of 4 pair of ordinary differential equations which can easily Le integrated by numerical procedures. A similar approach has been employed by Kirkwood and Brinkley? for the shock wave generated in an infinitely. long cylindrical charge with a detonation wave progressing at constant velocity in the axial direction. In this paragraph the theory will be described for the spherical wave.

The equations of hydrodynamics for radial flow in the absence of visccsity or heat coriduction can be written in the usual Eulerian form 2 ap au _ Qu

1ρc2(dpdt)+∂u∂r=−2ur \frac{1}{\rho c^2} \left( \frac{dp}{dt} \right) + \frac{\partial u}{\partial r} = -\frac{2u}{r}  dudt+1ρ(∂p∂r)=0 \frac{du}{dt} + \frac{1}{\rho} \left( \frac{\partial p}{\partial r} \right) = 0  (13-43)

where p is the excess pressure, u is: the particle velocity, is the density, and r jis the radial space coordinate whose origin is at the center of the explosion. The sound velocity c is defined by ¢ = (8p/dp),. These equations are supplemented by the entropy transport equation which we do not employ explicitly. The conservation of mass for radial flow requires that

43πro3ρo=4π∫r(o,t)r(ro,t)ρ(r′,t)(r)2dr′(13−44) \frac{4}{3} \pi r_o^3 \rho_o = 4\pi \int_{r(o,t)}^{r(r_o,t)} \rho(r',t) (r)^2 dr' \qquad (13-44) 

where r(r,,t) is the Eulerian space coordinate of the material particle whose Eulerian coordinate was r, at ¢ = QO, and where p, is the constant density of the fluid at t = 0. Differentiating Eq. 13-44 with respect tor, at constant ¢, we obtain the Lagrangian equation of continuity for spherical symmetry

(∂r∂ro)=ρoρ(ror)2 \left(\frac{\partial r}{\partial r_o}\right) = \frac{\rho_o}{\rho} \left(\frac{r_o}{r}\right)^2 \tag{13-45} 

Also, by definition 5

u=(∂r∂ι)r0 u = \left(\frac{\partial r}{\partial \iota}\right)_{r_0} \tag{13-46} 

In terms of the Lagrangian space coordinate r, , Eqs. 13-43 can be written

1ρc2(∂p∂t)+ρρo(r2ro2)∂u∂ro=2ur \frac{1}{\rho c^2} \left( \frac{\partial p}{\partial t} \right) + \frac{\rho}{\rho_o} \left( \frac{r^2}{r_o^2} \right) \frac{\partial u}{\partial r_o} = \frac{2u}{r}  ∂u∂t+(r2ρo)∂p∂ro=0 \frac{\partial u}{\partial t} + \left( \frac{r^2}{\rho_o} \right) \frac{\partial p}{\partial r_o} = 0  (13-47)
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where we now understand the independent variables to be F, and t, Eqs, 13-47 are-of hybrid form in that the Bulerian form of the equation of continuity is retained. They are supplemented: by the entropy transporé equation and by the: equation of state of the fluid, and' they are to be solved subject to initial and boundary conditions specified on a curve in the (r, ,t)-plane and to the Hugoniot conditions, Eg.. 13-36

p1=ρ0u1U p_{1} = \rho_{0} u_{1} U  u1=U(1−ρ0v1) u_{1} = U (1 - \rho_{0} v_{1})  (13-48)

h1−h0=(p1/2)(v0+v1) h_1 - h_0 = (p_1/2)(v_0 + v_1) 

(p is the pressure in excess of the pressure p, of the undisturbed fluid) which are to be:satisfied at the shock front. Eqs. 13-48 are compatible with Eqs. 13-47 and specified' boundary conditions only if the shock front follows:an implicitly prescribed curve R(t) in the (r, ,t)-plane.

We denote a derivative in which the shock front is stationary by

ddR=(∂∂r)1+1U(∂∂t)1 \frac{d}{dR} = \left(\frac{\partial}{\partial r}\right)_1 + \frac{1}{U}\left(\frac{\partial}{\partial t}\right)_1 \tag{13-49} 

where the subscript unity means that the quantity so designated: is to be-evaluated at the shock front. If this operator . applied to the first of Eqs. 13-48, one. otains the relation

$$ \frac{\left(\frac{\partial u}{\partial t}\right)_{1} + U\left(\frac{\partial u}{\partial r}\right)_{1} = \frac{g}{\rho_{o}} \left[\frac{L}{U}\left(\frac{\partial p}{\partial t}\right)_{1} + \left(\frac{\partial p}{\partial r}\right)_{1}\right]
g = \rho_{o} U\frac{du_{1}}{dp_{i}} = 1 - \frac{P_{i}}{U}\frac{dU}{dp_{i}} $$ (13-50)

where the partial derivatives are to be evaluated at the shock front and where the function g is to be calculated from the Hugoniot relations.

When specialized to the shock frontr =r, R, Eqs, 13-47 become eT ee
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$$ \frac{\rho_1}{\rho_o} \left( \frac{\partial u}{\partial r} \right)_1 + \frac{1}{\rho_1 c_1^2} \left( \frac{\partial p}{\partial t} \right)_1 = -\frac{2u_1}{R} \\
\left( \frac{\partial u}{\partial t} \right)_1 + \frac{1}{\rho_o} \left( \frac{\partial p}{\partial r} \right)_1 = 0 $$ (13-51)

Eqs. 13-50 and 13-51 provide three relations between the four partial derivatives —p/0t dp/dr, du/dt, and du/dr-all evaluated at the shock front, with coefficients that can be expressed as functions of excess peak pressure alone for given ambient conditions, by means of the Hugoniot equations and the equation of state of the fluid. If they could be supplemented by a fourth independent relation, it would be possible to solve algebraically for each of the. partial derivatives .as a function of p and R and, with the aid of Eq. 13-19, to formulate an ordinary differential equation
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dv1dR=(∂p∂r)1+1U(∂p∂t)1=F(p,R)(13−52) \frac{dv_1}{dR} = \left(\frac{\partial p}{\partial r}\right)_1 + \frac{1}{U} \left(\frac{\partial p}{\partial t}\right)_1 = F(p,R) \quad (13-52) 

for the peak pressure p, of the shock wave as a function of the distance R and also to obtain the initial seope of the Euler pressure-time curve of the wave.

It is, of course, futile to seek such a fourth relation that does not itself involve an integral of Eqs. 13-47, It is possible, however, to formulate a relation of the desired type that requires only a knowledge of the form of the energy-time curve of the shock induced flow and that is insensitive to changes in form attending the propagation of the wave. By imposing a similarity restraint on the energy-time curve, an approximate theory 2f propagation is obtained.

The physical basis for the supplementary relation derives from the fact that the nonacoustic decay of waves of finite amplitude is closely associated with the 'finite entropy increment experienced by the fluid in passing through the shock fiont and the resulting dissipation of energy. As the shock wave propagates through the fitid, it leaves in its path a residual internal energy increment determined by the entropy increment produced in it by the passage of the shock wave. In.consequence, the energy propagated ahead by the shock wave decreases as the distance it has traveled from the source increases.

In par. 13-3, it was shown that the shock wave energy E(R.), defined by Eq. 13-15

E(R)=4π∫r0(R)∞r2pudt(13−53) E(R) = 4\pi \int_{r_0(R)}^{\infty} r^2 p u dt \qquad (13-53) 

(in this paragraph p denotes the excess pressure) is related to the Hugoniot properties at the 'shock front by the ordinary differential equation

dDdR=−4πR2ρoΔh(p1)(13−54) \frac{dD}{dR} = -4\pi R^2 \rho_o \, \Delta h(p_1) \qquad (13-54) 

where Ah(p, ) is the specific enthalpy dissipated at a:shock front whose peak pressure is p, . The integral of the energy-time curve is expressible through Eq. 13-54 in terms of .the peak pressure-distance curve of the shock wave for distances beyond R by Eq. 13-54. The dissipation assumption does not violate conservation of momentum since, through spreading of the wave, the total momentum can remain finite while the particle velocity every where and the total kinetic energy tend to zero. The dissipation assumption breaks down if the first shock wave can be overtaken by: secondary shocks built up in its. wake. This will not occur if the pressure-time curve is initially monotonically-decreasing with asymptotic value P,. If the excess pressure has a negative phase, second shocks may develop: in the negative portion of the wave but they cannot overtake the initial positive shock. In this case, the theory will apply to the positive portion of the. wave if the line integral of Eq. 13-53 is extended to the time at which the excess pressure vanishes, instead of to infinity.

The energy-time curve can now be expressed in reduced form as follows:

E(R)=4πR2piuiμϵ E(R) = 4\pi R^2 p_i u_i \mu \epsilon  1μ=−[∂∂tfnr2pu]t=tp(R) \frac{1}{\mu} = -\left[\frac{\partial}{\partial t} \operatorname{fn} r^2 p u\right]_{t=t_p(R)}  =−1p̂i(∂p∂t)i−1ui(∂u∂t)i−2uiR = -\frac{1}{\hat{p}_i} \left(\frac{\partial p}{\partial t}\right)_i - \frac{1}{u_i} \left(\frac{\partial u}{\partial t}\right)_i - \frac{2u_i}{R}  ϵ=∫−σσf(R,r)dτ \epsilon = \int_{-\sigma}^{\sigma} f(R, r) d\tau  τ=[t−ts(R)]/μ \tau = [t - t_s(R)] / \mu  f(R,r)=r2pu/(R2piui) f(R, r) = r^2 p u / \left(R^2 p_i u_i\right)  (13-55)

The function /(R,7) is the energy-time integrand, normalized by its peak value at the shock front, expressed as a function of R and.a reduced time which normalizes its initial slope to ~1, if udoes not vanish, i.e.,

f(R,0)=1 f(R, 0) = 1 

(Of/0T)725 = ~1

We assume f to be a monotonically-decreasing function of 7. Elimination of » between the first two of Eqs. 13-55 yields the desired supplementary relation between the partial derivatives at the shock front.. It, of course, involves integrals of Eqs, 13-47 for a knowledge of the reduced-energy-time function. However, if f(a, ,7)—u,, is initial charge radius—is initially a monotonically-decreasing. function of 7, f(R,r) will remain so and will, at large R, become asymptotically a quadratic function of 7 corresponding to the linear form of the pressure-time curve shown by Kirkwood and Bethe® to be-asymptotically stable. This-means that € is a slowly varying: function of R for which a sufficiently accurate estimate can be made without explicit integration -of the equations of hydrodynamics.

The initial pressure-time curve and energy-time curves of an explosion wave are rapidly decreasing. An expansion of the logarithm of the function ina linear Taylor series in the time, the peak approximation, is appropriate for an initial estimate of ¢€. This corresponds to an exponential /(r), independent of.R

f=e−τ,ϵ=1 f = e^{-\tau}, \ \epsilon = 1 

For the asymptotic energy-time curve of quadratic form corresponding to a linear positive portion of the pressure-time curve

f=(1−τ/2)2,τ≤2 f = (1 - \tau/2)^2, \ \tau \le 2 

f=0,τ>2,ϵ=2/3f = 0, \tau > 2, \ \epsilon = 2/3

As an empirical interpolation formula between these two limiting values, Kirkwood and Brinkley® have employed the relation

ϵ(p)=1−13exp[−p/po] \epsilon(p) = 1 - \frac{1}{3} \exp[-p/p_o]  (13-56)

Wiien the four relations expressed by Eqs. 13-50, 18-51, and 13-55 between the four partial derivatives Op/dt, dp/dr, du/dt, and du/dr, all at the shock front, are combined. with Eq. 13-52; we obtain an ordinary differential equation

dptdr+ptRm(pt)=−4πϵR2Dpt2n(pt) \frac{dp_{t}}{dr} + \frac{p_{t}}{R} m(p_{t}) = -4 \pi \frac{\epsilon R^{2}}{D} p_{t}^{2} n(p_{t})  where (13−57) (13-57)  m(pt)=2G(1−ρo/ρ1)+4ρo/ρ12 m(p_{t}) = \frac{2G(1 - \rho_{o}/\rho_{1}) + 4\rho_{o}/\rho_{1}}{2} 

m(pi)=26(1−ρ0/p1)⋅(1+ρ0/p1)2(1+ρ0/p1) m(p_{i}) = \frac{26(1 - \rho_{0}/p_{1}) \cdot (1 + \rho_{0}/p_{1})}{2(1 + \rho_{0}/p_{1})}  n(pi)=G(1−ρ0/ρ1)2(1+g)⋅G n(p_{i}) = \frac{G(1 - \rho_{0}/\rho_{1})}{2(1 + g) \cdot G} 

G=1−(ρ∘U/ρ1c1)2 G = 1 - (\rho_{\circ} U/\rho_{1} c_{1})^{2} 

which is to be solved simultaneously with Eq. 13-54. The constants of integration are the initial value of the peak:pressure, the evaluation of which is discussed: in par. 13-7, and the energy E(a, ) delivered to the shock wave: Fora shock wave in air, this quantity. may be taken equal to the energy of explosion since substantially all of the explosion energy is dissipated by the shock wave. For an-underwater shock wave, it 'can be .assimed for a priori calculations that 50 percent of the energy of. explosion is transferred to the initial shock wave, the xemainder being transmitted as secondary pulses by the oscillation of the bubble. 'These equations can also be employed to extrapolate an experimental pea k pressure-distance curve to distances nearer vo or farther. from the explosion than those covered by the experiments. In this application, the constants of integration are chosen from experimantal values of p, and of dp, /dR at some value of R.
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The Eulerian time constant 6 of the pressure-time curve is

−1θ=[(∂lnp∂t)r]t=to -\frac{1}{\theta} = \left[ \left( \frac{\partial \ln p}{\partial t} \right)_r \right]_{t=t_o}  =1ps(∂p∂t)1−u1ps(ρ1ρo)(∂p∂r)1 = \frac{1}{p_s} \left( \frac{\partial p}{\partial t} \right)_1 - \frac{u_1}{p_s} \left( \frac{\rho_1}{\rho_o} \right) \left( \frac{\partial p}{\partial r} \right)_1  (13-5/5)

Using Eqs. 13-50, 13-51, and 13-55, we obtain

1θ=2u1Ra(p1)+4πϵR2p1u1Db(p2)(13−59) \frac{1}{\theta} = \frac{2u_1}{R} \ a(p_1) + 4\pi \ \frac{\epsilon R^2 \ p_1 u_1}{D} \ b(p_2) \ (13-59) 
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a(pi)=b(pi) a(p_i) = b(p_i)  +2(ρo/ρ1)−1(1−ρo/ρ1)[2(1+g)−G] + \frac{2(\rho_o/\rho_1) - 1}{(1 - \rho_o/\rho_1)[2(1 + g) - G]}  b(pi)=(ρ1/ρo)(1+g)−(ρ1/ρo−1)G2(1+g)−G b(p_i) = \frac{(\rho_1/\rho_o)(1 + g) - (\rho_1/\rho_o - 1)G}{2(1 + g) - G} 

& =r" ~—_ i ae

For the peak approximation, the positive impulse J is given'by Eq. 13-22

I=piθ I = p_i \theta \tag{1.3-60} 

For the asymptotic linear pressure-time curve, the positive impulse J is given by Eq. 13-23

I=12p,θ I = \frac{1}{2}p, \theta \tag{13-61} 

Kirkwood and Brinkley? have interpolated 'between these limiting values by means of the empirical formula

I={1−12exp[−p/po]}p0θ(13−62) I = \left\{1 - \frac{1}{2} \exp[-p/p_o]\right\} p_0 \theta \quad (13-62) 

an expression that hus no_ theoretical justification and of which tne form was chosen to give agreement with experimental values of the positive impulse.

It is convenient for stiock waves in air to express the excess peak 'pressure in units of p, arid the distance in units of the initial charge radius a,. Therefore, we define

p_=pi/poR_=R/ao \begin{array}{ccc}
\underline{p} &=& p_{i}/p_{o} \\
\underline{R} &=& R/a_{o}
\end{array}  (13.63)

We also define a reduced energy variable D hy

D_=3π(γo3γo+1)(Dco2uo3ρo) \underline{D} = \frac{3}{\pi} \left( \frac{\gamma_o^3}{\gamma_o + 1} \right) \left( \frac{D}{c_o^2 \, u_o^3 \, \rho_o} \right) \tag{13.64} 

where c, andy, are the sound'velocity and hvat capacity ratio, Tespectively, of the undisturbed air, With these definitions, Eqs..13-54 and 13-57 can be written

dp_dB_+p_R_m(p_)=−ϵR_2p_4D_F(p_)(13−65) \frac{d\underline{p}}{d\underline{B}} + \frac{\underline{p}}{\underline{R}} m(\underline{p}) = -\frac{\epsilon \underline{R}^2 \underline{p}^4}{\underline{D}} F(\underline{p}) \qquad (13-65)  dD_dD_=−p3R2f(p_) \frac{d\underline{D}}{d\underline{D}} = -p^3 R^2 f(\underline{p}) 

where where

a(pi)=b(pi) a(p_i) = b(p_i)  2(ρo/ρ1)−1 2(\rho_o/\rho_1) - 1  F(p_)=12γoγo+1[1p_(coU)2][G2(1+g)−G] F(\underline{p}) = \frac{12 \gamma_o}{\gamma_o + 1} \left[ \frac{1}{\underline{p}} \left( \frac{c_o}{U} \right)^2 \right] \left[ \frac{G}{2(1 + g) - G} \right] 

f(p_)=12γo3γo+1[Δh(p_)co2p_3] f(\underline{p}) = \frac{12 \, \gamma_o^3}{\gamma_o + 1} \left[ \frac{\Delta h(\underline{p})}{c_o^2 \, \underline{p}^3} \right] 

and where we have already defined

m(p_)=.2G(1−ρo/ρ1)+4ρo/ρ12(1+g)−G m(\underline{p}) = \frac{.2G(1 - \rho_o/\rho_1) + 4\rho_o/\rho_1}{2(1 + g) - G} 

with . d&Qn U dfn p,

G=1−(ρoUρoc1)2 G = 1 - \left(\frac{\rho_o U}{\rho_o c_1}\right)^2 

The normalization of these functions has been so. arranged that

Lim (p+0) (p + 0)  m(p)=1m(p) = 1

Lim (p+0)(p + 0) F(p)=3/2F(p) = 3/2

Lim (p+0)(p + 0) f(p)=1f(p) = 1

For shock waves in water, it is convenient to retain the definition of the-reduced distance & but to define

P_=pt/B \underline{P} = p_{t}/B  D_=3κ3π(κ+1)(Dco2ao3ρo)(13−67) \underline{D} = \frac{3\kappa^{3}}{\pi(\kappa + 1)} \left( \frac{D}{c_{o}^{2} a_{o}^{3} \rho_{o}} \right) \qquad (13-67) 

where B and Kk are parameters of the Tait equation of state

p=[B(ρ/ρo)K−1] p = [B(\rho/\rho_o)^K - 1] 

With these definitions, Eqs; 13-54 and 13-57 reduce to Eqs. 13-65 with the quantity 7, replaced by the quantity x. In this form, the normalization leading to Eqs. 13-66 is preserved.

The propagation equations can be stated in anather reduced form that is particularly useful for the discussion of scaling. We have defined a

Ce ean characteristic length A by Eq. 13-27, which we write'in the form

λ=(Wq′/po)1/3 \lambda = (Wq'/p_o)^{1/3}  (13-68)

where W is the weight of the explosive charge and q' is. the energy released by unit weight of explosive. We-also define a new reduced energy variable K by

K=(aoλ)3D=3γo2π(γo+1)(DWq′)(13−69) K = \left(\frac{a_o}{\lambda}\right)^3 D = \frac{3 \gamma_o^2}{\pi(\gamma_o + 1)} \left(\frac{D}{Wq'}\right) \quad (13-69) 

In terms of a reduced distance Z = R/A, the propagation equations can be written

dp_dZ+p_Zm(p_)=−ϵZ2p_4KF(p_) \frac{d\underline{p}}{dZ} + \frac{\underline{p}}{Z} m(\underline{p}) = -\frac{\epsilon Z^2 \underline{p}^4}{K} F(\underline{p})  dKdZ=−Z2p_3f(p_) \frac{dK}{dZ} = -Z^2 \underline{p}^3 f(\underline{p})  (13-70)

For the shock wave in air, where all of the energy of explosion may be assumed to. -be dissipated in the shock wave, the initial value of K can be calailated with D/(Wg') = 1. For-an underwater 'shock wave, an approximate initial value can be obtained D/(Wq') = 1/2 (and with 7, replaced by k).

For numerical integration, it is:'convenient to let x=lnR x = \ln R P=Rp P = R p Q=D(Rp) Q = D(R p)  or x=lnZ x = \ln Z P=Zp P = Z p Q=K/(Zp) Q = K/(Z p)  (13-71)

Then both Eqs, 13-65 and Eqs. 13-70 can be written

dlnPdx=1−m(p_)−P2QeF(p_) \frac{d\ln P}{dx} = 1 - m(\underline{p}) - \frac{P^2}{Q} eF(\underline{p})  (13-73)

dlnQdx=m(p_)−1+p2Q[ϵF(p_)−f(p_)]. \frac{d \ln Q}{dx} = m(\underline{p}) - 1 + \frac{p^2}{Q} \left[ \epsilon F(\underline{p}) - f(\underline{p}) \right]. 
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In view of Eqs. 13-66, and recalling that €+2/3 as p + 0, the asymptotic form of Eqs. 13-73 is

dPdx=−P3Q \frac{dP}{dx} = -\frac{P^3}{Q} \tag{13-74}  dQdx=0 \frac{dQ}{dx} = 0 

Their solution can be written

P=P,[ℜn(R/Ri)]−1/2 P = P, [\Re n(R/R_i)]^{-1/2}  Q=2Pi2 Q = 2P_i^2 

where R, and P, are constants These resuilts are in accord with those obtained by Kirkwood and. Bethe® for the asymptotic nénacouistical decay -of spherical waves:of finite-amplitude.

In terms of the reduced distance 8 and the reduced energy variable D, the first of Eqs. 13-59 can be written
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1θ⟨Ioco⟩=2RA(p_)+⟨εR2p_D_⟩B(p_)(13.75) \frac{1}{\theta} \left\langle \frac{I_o}{c_o} \right\rangle = \frac{2}{R} A(\underline{p}) + \left\langle \frac{\varepsilon R^2 \underline{p}}{\underline{D}} \right\rangle B(\underline{p}) \quad (13.75) 

A(p_)=(u1/co)a(p_) A(\underline{p}) = (u_1/c_o) a(\underline{p})  B(p_)=(12γo2γo+1)(u1/co)b(p_) B(\underline{p}) = \left(\frac{12 \gamma_o^2}{\gamma_o + 1}\right) (u_1/c_o) b(\underline{p}) 

In terms of the reduced distance Z and the reduced energy variable K, the same equation has the form

τθ=2ZA(p_)+(e⋅Z2p_K)B(p_)(13.76) \frac{\tau}{\theta} = \frac{2}{Z} A(\underline{p}) + \left(\frac{e^{\cdot} Z^2 \, \underline{p}}{K}\right) B(\underline{p}) \qquad (13.76) 

where 7 is the characteristic time that has 'been defined by Eq. 13-27 . These expressions are applicable to shock waves in water if the heat capacity ratio y, is replaced by the exponent x.

Kirkwood and Brinkley', in a calculation cited by Cole**, have employed the propagation theory described in this paragraph to extrapolate the experimental peak pressure-distance -curve. shown in Fig. 13-17, for the underwater explosion of TNT, to distances closer to the charge. The results of the calculation are shown in Fig. 13-19. The calculated peak pressures are, as is to be expected, in good agreement with the exnerimental values, although it is significant tenn nha amet met me

"Weg " eh wget that the theory is able to reproduce the experimentally observed rate of decay of peak pressure over the whole experimental range. The extrapolated value of the shock wave energy at the surface of the explosive is 561 cal/g, which is in -excellent agreement with the experimental value of 580 cal/g and which constitutes a significant test of the reliability of the theory 'for underwater shock waves.
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Kirkwood and Brinkley? and Makino?® have employed the theory to carry out a complete.a priori calculation of the shock wave parameters for thé blast waves produced by TNT and Pentolite. Their calculations employed a Hugoniot curve for air that has been made obsolete by more accurate thermodynamic data and, in consequence, their results are somewhat inaccurate. The calculations have been repeated by Shear and Wright?®, using an accurate Hugoniot curve for air. Unfortunately, these authors evaluated only the peak pressure-distance curve and do not report values of the impulse. In Figs. 13-20 and 13-21, we reproduce the peak pressure-distance curves for TNT and Pentolite that were calculaicd by Shear and Wright!®.- For illustrative purposes, we reproduce the impulse-distance curve of Makino! ® for Penolite, Fig. 13-22, even though the experimental data shown in that figure are not the latest vaiues and the theoretical curve is not based on the same Hugoniot curve as that employed by Shear and Wright. These curves have not been adjusted in any way by the experimental data and the good agreement between experiment and the theory indicates that the approximate propagation theory provides a description of the shock wave that is of acceptable accuracy.



13-9 SHOCK WAVE SCALING

Three different -types.of scaling procedures are involved in the application of theoretical. or experimental determinations of s....5 wave parameters to the prediction of ic actual effects of explosives. These involve scaling as to the size of 'the explosive charge, as to. thie ambient cor.ditions of the undisturbed-medium, and as to the nature of the explosive. Rulrs for the first are easily derived from the fundamental hydrodynamic equations. Kules for the: second: and third can\ot be deduced apart from a description of the explosion. If it can be assumed that the approximate propagation theory is of adequate accuracy, the discussion is simplified since the propagation theory defines the information. that is required about the explosion. In this paragraph, we assume it to

[image: Figure, page 318]

Figure 18-19, Peak Pressure-distance Curve for the Underwater Explosion of TNT as Calculated by Kirkwood and Brinkley
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Figure 13-20. Peak Excese Pressure Ratio vs 'Distance in Charge Radii for TNT at aLoading Density of 1.5 g/em® (Experimental values .of Ref. 17 are for small charges in free air, Experimental values of Ref. 18 are 'from the surface explosion of a 20-ton charge uncorrected for surface reflection.) (Shear and Wright)
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Figure 13-21, Peak Excess Pressure Ratio us Distance in Charge Radii for Pentolite at a Loading Density of 1.65 g/cm® (Shear and Wright)
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SOS have been established that the point source model of the explosion is insufficiently accurate tfor shock waves generated by chemical explosives and that the approximate propagation theory described in the preceding paragraph provides a-description of the shock wave that is sufficiently accurate for practical purposes, a ae
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The solution of Eqs. 13-65 and 13-75 can be represented by the expressions

pi=pofi[R_;p_(ao),D_(ao);po,To] p_{i} = p_{o}f_{i}[\underline{R}; \underline{p}(a_{o}), \underline{D}(a_{o}); p_{o}, T_{o}]  D=ao3f2[R_;p_(ao),D_(ao);po,To] D = a_{o}^{3}f_{2}[\underline{R}; \underline{p}(a_{o}), \underline{D}(a_{o}); p_{o}, T_{o}]  θ=aof3[R_;p_(ao),D_(ao);po,To] \theta = a_{o}f_{3}[\underline{R}; \underline{p}(a_{o}), \underline{D}(a_{o}); p_{o}, T_{o}]  (13-77)

and it follows that the impulse is of "ne fori,

I=aopof4[R_;p_(ao),D_(ao);po,To] I = a_o p_o f_4[\underline{R}; \underline{p}(a_o), \underline{D}(a_o); p_o, T_o]  (13-78)

where | fis i, , etc., are functions whose form is determined" by the . actual solution of the equations, and where we indicate the dependence of the shock wave parameters on (1) the reduced distance & = R/a, ;(2) the constants of integration, the initial reduced excess peak pressure p (a, ), and reduced shock wave energy D (a,); and (3) the ambient conditions of the medium which we describe by the ambient pressure p, and temperature T,. Altemativeiy, the soiutions of Eqs. 13-70 and 13-76 can be symbolized by

pi=pog1[Z;p_(ao);po,To] p_{i} = p_{o} g_{1}[Z; \underline{p}(a_{o}); p_{o}, T_{o}]  D=Wq′g2[Z;p_(ao);po,To] D = Wq' g_{2}[Z; \underline{p}(a_{o}); p_{o}, T_{o}]  θ=(Wq′/po)1/3co−1g3 \theta = (Wq'/p_{o})^{1/3} c_{o}^{-1} g_{3}  [Z;p_(ao);po,To] [Z; \underline{p}(a_{o}); p_{o}, T_{o}]  (13-79)

and it follows that the impulse is of the form

I=(W2′)1/3po2/3co−1g4[Z;p_(ao);po,To](13−80) I = (W_2')^{1/3} \ p_o^{2/3} \ c_o^{-1} \ g_4[Z; \underline{p}(a_o); p_o, T_o] \ (13-80) 

where 8,,8,, etc., are also functions whose form is: determined by the actual selution of the equation, but where we need to indicate their dependence only on the integration constant BR(a,), since the initial value of the reduced energy variable K can be taken to be a constant,

For shock waves from explosive charges of different -ize but of the same explosive in the seme medium at the same ambient conditions, these solutions can be symbolized by the simplified expressions

Pi=Fi(R/ao)=G(R/W1/3) P_{i} = F_{i}(R/a_{o}) = G(R/W^{1/3})  D=ao3F2(R/ao)=WG(R/W1/3) D = a_{o}^{3}F_{2}(R/a_{o}) = WG(R/W^{1/3})  θ=aoF3(R/ao)=W1/3G(R/W1/3) \theta = a_{o}F_{3}(R/a_{o}) = W^{1/3}G(R/W^{1/3})  I=aoF4(R/ao)=W1/3G(R/W1/3) I = a_{o}F_{4}(R/a_{o}) = W^{1/3}G(R/W^{1/3})  (13-81)

Eqs. 18-81 are a statement ofthe usual rules for geometrical scaling. They state that the quantities p,, D/a3 , B/a,, and I/a, are similar when presented as functions of the reduced distance R/a,, or alternatively that the quantities p,, 'D/W, 6/W1!3 and I/W!? are similar when presented -as functions of the distance variable R/W1/3, The functions on the Hugoniot curve in the integrands of Eqs. 13-70 and those defined 'in connection with Eq. 13-76 are functions not only of the reduced excess peak pressure p, but also, in general, of the ambient state of -the medium which we have designated by p, and T,. lf the medium is a polytropic gas or if it can be described by .an equation of the form of the Tait equation, as is the case for water, itis easy 'to show that the functivuas on the Hugoniot curve of Eqs, 13-70 and 18-76 are universal functions of the reduced excess peak pressure P and do not depend explicitly on the ambient state of the medium. In this event, Eqs. 13-79 and.13-80 can be simplified to

pi=pog1[Z;p_(ao)] p_{i} = p_{o} g_{1}[Z; \underline{p}(a_{o})]  D=Wq′g2[Z;p_(ao)] D = Wq' g_{2}[Z; \underline{p}(a_{o})]  θ=(Wq′/po)1/3co−1g3[Z;p_(ao)] \theta = (Wq'/p_{o})^{1/3} c_{o}^{-1} g_{3}[Z; \underline{p}(a_{o})]  I=(Wq′)1/3po2/3co−1g4[Z;p_(ao)] I = (Wq')^{1/3} p_{o}^{2/3} c_{o}^{-1} g_{4}[Z; \underline{p}(a_{o})]  (13-82)

Since the Tait equation provides a satisfactory equation of state for water, the scaling implied by Eqs. 13-82 can evidently be employed for shock waves in water. It has been shown by actual calculation that the propagation equations for shock waves in air can, as a good approximation, employ a polytropic equation of state to evaluate the functions appearing in Eqs. 13-79 and 13-80, provi 1{ the evaluation of the constant of integratior. (a) is based on the em TT —— ¢ rah, ' . ' va ~ 'e :
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WLR lee ere = y re ee Oe eee ee ne i re actual Hugoniot curve for air. This result, which can properly be termed a "numerical accident", means that the scaling implied by Eqs. 13-82 is a good approximation for shock waves in air.

It is a widely adopted practice to represent the snock wave parameters for some particular explosive by defining an "equivalent weight" of 'a reference explosive, usually TNT. It is then assumed that the shock wave »arameters of the explosion af interest are those for the explosion of the equivalent weight of the reference explosive, in the same medium at the same ambient conditions. If peak pressures are shown for the explosion of interest, the equivalent weight may be evaluated by matching such pressures with those for a fixed weight of the reference explosive. The equivalent weight is properly defined by energy considerations based on Eqs. 13-82.

The description of the shock wave from an explosion by the statement that it can be represented by the shock wave from an equivalent weight of a reference explosion assumes that 'Eqs. 13-82 can be approximated by

p,=pog1(Z) p_{,} = p_{o}g_{1}(Z)  D=Wq′g2(Z) D = Wq'g_{2}(Z)  θ=(Wq′/po)1/3co1g3(Z) \theta = (Wq'/p_{o})^{1/3} c_{o}^{1} g_{3}(Z)  I=(Wq′)1/3po2/3co1g4(Z) I = (Wq')^{1/3} p_{o}^{2/3} c_{o}^{1} g_{4}(Z)  (13−83) (13-83) 

This approximation is valid if the value p(a, ) is the same for both explosions or if the shock wave parameters are insensitive to this constant of integration, Because of the phenomenon of dissipation at the front, discussed in par. 18-7, it turns out that the parameters of the shock wave in air for shock waves of equal energy are quite insensitive fo the value of the initial shock wave pressure, Eqs. 13-82 are thus a reasonably good approximation to Eqs. 14-82 provided the initial shock wave pressure of the explosions being compared are of the same order of magnitude. For such cases, the description of the effect of the explosion by that of an equivalent weight of a reference explosive is then a valid procedure. The procedure becomes invalid for widely different values of thé initial shock wave pressure. For shock waves in water, the shock wave parameters are much mors sensitive than in air to the initial shock wave pressure because of the relatively smaller dissipation of energy at the shock front. The range of utility of the concept of a weight equivalent of another explosive is correspondingly more limited. Sachs'* has iLased a procedure for scaling shock waves in air to different ambient conditions on the assumption that the blast wave parameters depend dominantly on the energy of explosion. This scaling procedure is also implied by Eqs. 13-83. However, the initial shock wave pressure p(a,) is not, even approximately, independent of the ambient conditions, and Eqs. 13-83 are not, strictly, a good approximation to Eqs. 13-82 for scaling explosions with the same explosive as to changes in the ambient conditions of the medium.

In spite of this conclusion, Sachs scaling is experimentally verified as a procedure having asymptotic validity. This asymptotic validity is the result of the insensitivity of the shock wave parameters to the initial shock waye pressure. At points close to the explosion, deviations must be anticipated from the predictions of the Sachs scaling procedure.



13-10 EXPLOSIVELY-PRODUCED SHOCK WAVES IN SOLIDS

There is an extensive literature covering the response of solids to explosive loading. Reviews have been given by Duvall?® and by McQueen?'. In most of the work the explosive has simply been used as a tuol.to provide loading of the solid at high stresses and high strain rates. The development of explosive plane wave generators has made it possible to produce plane detonation waves in solid explosives, and these plane detonation waves have been used to produce shock waves in solid samples under conditions of uniaxial strain. When the explosive is in direct contact with the solid, shock wave pressures of the order of 10° atm and strain rates of the order of 10® sec"! are typically produced in 2, solid. The simple uniaxial strain conditions make it relatively easy to calculate the developing shock waves and flow fields, using the standard computational techniques discussed earlier and in Chapter 14, eg. the artificial viscosity method of von Neumann and Richtmyer?®,

The detailed response of a solid to explosive loading is, of course, a function of the material a properties. In general, the constitutive equation for the material must be known, and _ this 'depends in turn on the microscopic properties of the material. For example, in a metal the stress history due to explosive loading with a given explosive will depend on ¢..ck things as the stress

7 ~ 4 a ena lla rita AOE er a dependence of the mobile dislocation. density and mobility?®.

Thus, explosively-produced shock waves are currently serving as productive tools. for investigating both macroscopic and microscopic behavior of solids undergoing rapid loading.
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CHAPTER 14 COMPUTER PROGRAMS FOR EXPLOSIVE CALCULATIONS


14-1 INTRODUCTION
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A great many large-scale computer programs have been developed for handling explosive calculations. This chapter presents a discussion of tne types of problems solved and some of the techniques used to solve them. The relative advantages of the techniques are descrioed and several general-purpose computer programs, 'or codes, are referenced.

Stress wave computations analyze the detonation of an explosive, expansion 'of the products, and propagation of resulting stress or shock waves into adjacent matevials. Three elements are required for these calculations: (1) hydrodynamic* calculations--a procedure for following the progress of a shock or stress wave; (2) equation. of state of the reacted, unreacted, and inert materials; and (3) a mathematical model: of the reaction process—a procedure for following the transformation of the explosive from unreacted material to explosive products. These three elements will be described separately in the chapter, although they may be interwoven in. computer programs. Computer programs are available which handle all three aspects of wave propagation; others deal only 'with the construction ofan equation of state for the explosion products.



14-22 METHODS OF HYDRODYNAMIC CALCULATIONS



14-2.1 INTRODUCTION

.!

A number of well-developed procedures are available for solving problems of wave propagation. Each is a technique for iategrating the goveming set of differential equations. 'These equations are the flow equations, representing conservation of mass, momentum, and energy, pitis the associated equaticns of state and the reaction mechanisms.

The two most popular techniques are the methods of characteristics and of artificial viscosity. Several subcategories are available under both of these methods. The procedures are outlined in the discussion which follows and their appropriateness for certain types of problems is discussed. The description is not given in sufficient detail for guiding a computation, but is only intended to indicate the nature of the computation, point out inherent weaknesses of the methods, and anticipate some of the difficulties in each approach; the references contain details of the procedures,



14-2.2 METHOD OF CHARACTERISTICS

In the method of characteristics the governing differential equations are integrated along certain preferred"iines, called characteristic lines, in the distance-time (x,¢)-plane 'for one-dimensional flow. The characteristics are surfaces for problems depending. on two space dimensions and the time, and hypersurfaces -for three space dimensions. The characteristics derive their importmce from the fact that the governing set of equations may be converted into an equivalent set, each member of which contains only derivatives in one of the characteristic directions. Hence, problems in wave propagation can be solved by integrating this second set of equations along the characteristic lines. The lines correspond to the motion of wave fronts or particles in the (x,t)-plane and therefore have physical as well as mathematical significance. Shock waves do not, in general, travel along characteristics; therefore, a separate treatment is usually required for shocks. A camplete solution is produced by combining the characteristic and shock calculations,

We collect here—from Eas. 2-118, 2-104, 2-103, and 2-108—the mass and momentum equations for one-dimensional plane flow,

* & quot;Hydrodynamic" refers here to computations providing for the conservation of mass, momentum, and energy in the flows. Originally, these computations dealt with pressure, not stress, and so were hydrodynamic, More recently material strength has heen added fa many calcalations, but the name has not changed.

expressed in Eulerian* variables, together with the equations that depend only on material properties but not on geometry:

∂ρ∂t+u(∂ρ∂x)+ρ(∂u∂x)=0 \frac{\partial \rho}{\partial t} + u \left( \frac{\partial \rho}{\partial x} \right) + \rho \left( \frac{\partial u}{\partial x} \right) = 0  (mass) (14-1)

∂u∂t+u(∂u∂x)+1ρ(∂ρ∂x)=0 \frac{\partial u}{\partial t} + u \left( \frac{\partial u}{\partial x} \right) + \frac{1}{\rho} \left( \frac{\partial \rho}{\partial x} \right) = 0  , (momentum) (14-2)

dedt−T(dSdt)−ρa2(dρdt)−1ρ∑iμiRi=0 \frac{de}{dt} - T \left( \frac{dS}{dt} \right) - \frac{\rho}{a^2} \left( \frac{d\rho}{dt} \right) - \frac{1}{\rho} \sum_i \mu_i R_i = 0  (energy) (14-3)

dnidt=Riρ \frac{dn_i}{dt} = \frac{R_i}{\rho}  (reaction) (24-4)

ss. " ss. for shock

=−1ρT∑iμiRi=0for reaction = -\frac{1}{\rho T} \sum_{i} \mu_{i} R_{i} = 0 \quad \text{for reaction}  (entropy) (14-5)

= 0 for isentrople flow

p=p(ρ,e,n1,...,nj−1) p = p(\rho, e, n_1, ..., n_{j-1})  (eq. of state) (14-6)

where x is the Eulerian: space coordinate, u is the particie velocity, R, is the reaction rate, M, is the chemical potential, mt is thé mole number, and S$ is entropy. The total 'derivatives refer to differentiation along a particle path.

As noted in par. 2-7 the three characteristic directions are

dxdt=u+c;dxdt=−cdxdt=u(14−7) \frac{dx}{dt} = u + c; \quad \frac{dx}{dt} = -c \frac{dx}{dt} = u \quad (14-7) 

where c is the isentropic sound speed. The differential equations along the first two characteristic directions are obtained from Eqs. 14-1 and 14-2 (see Courant and Friedrichs?, p. 82)**

dp+ρcdu=+∑j(∂p∂λj)ϵ,ρ̂dλj dp + \rho c du = + \sum_{j} \left( \frac{\partial p}{\partial \lambda_{j}} \right)_{\epsilon, \hat{\rho}} d\lambda_{j}  dp−ρcdu=+∑j(∂p∂λj)ϵ,ρ̂dλj dp - \rho c du = + \sum_{j} \left( \frac{\partial p}{\partial \lambda_{j}} \right)_{\epsilon, \hat{\rho}} d\lambda_{j}  (1.4-8)

Here p, the-pressure, is related to p and c by

c2=(∂p∂p)s1,n1,…,nℓ c^2 = \left(\frac{\partial p}{\partial p}\right)_{s_1, n_1, \dots, n_\ell} \tag{14-9} 

The Ly is a reaction coordinate, varying from 0 tol as the j-th reaction goes to completion 'Eqs. 14-3 through 14-6, together with the path relations, Eqs. 14-7, 'comprise a complete set for the solution of reactive flow problems in the absence of shocks. The shock fronts are treated using the Hugchiot jump conditions, Eqs, 2-133. and 2-134, together with the equation of state. Two numeric the equations and solving for the flow are presented: the'Massau. and the Hartree methods. The discussion here pertains only to points within the flow, not along the _ initial characteristic or on boundaries, (The | reader is referred to Courant 'and: Priedrichs!., Chou, Karpp and. Huang", Hartrve®, and Meyex? for 2) procedures for integrating:
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The Massau coy: {putational -proceduze (see Meyer?) is explaine 4 with teferince-to- Fig, 14-1, a set of 'timedistincé Ciagraris for fi. flow. Lines with positive slape iss Vig. 14-1,¢A) are characteristics for which dx/ét = u ~ c; the others are for u -c. The so " "sin is obtained at the intersection 'points «wf these two choractezistics. Because the slo yx depenrdon the flew variables, 'the grid is cutis susted: (in the numerical order of the points) cca ict' rently with the computation, Fig, 14-1(B). shio¥ $a typical intersection at point D of all three characteristics. An iteration scheme.is adopted. to define the location (x,t) and thermodynamic state (p, u, e, c) at point D. First, u and c are estimated at D; X, and t, are computed and the thermodynamic properties at B are found by interpolation between those at A and C. Then the characteristic equations (Eqs. 14-8), energy equation (Eq. 14-3), and reaction rate equation (14-4) are integrated, taking into account the equation of state (Eq. 14-6), to obtain improved values of the six quantities at point D. This integration is repeated until the differences

e1=eo+12(p1+po)(vo−v1)+c e_1 = e_o + \frac{1}{2}(p_1 + p_o)(v_o - v_1) + c 
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Eulerian variables form a fixed grid in space; the flow moves past them. By contrast, a Lagrangian coordinate system moves with the particles of the flow,

** The reaction terms on the right hand side are obtained from works such as that of Stanyukoyich52,

If the reaction is presumed to occur at the shack front, the energy equation becomes between the quantities on two successive cycies are less than a desired limit.

'One disadvantage of the Massau technique is the lengthy iteration in.space and time-to locate the intersection point D. The Hartree® technique simplifies this problem by choosing all the grid points on constant time lines as shown. in Fig. 14-2. The known points are A, B, and C, The point D is on the particle path from B. 'Points A' and C' aré fourd by extending the estimated characteristic lines back to. the time associated with A, B, and C. After locating.
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' >, Sn te points D, A' and C' approximately, ,the iteration. proceeds as in the Massau technique. The Hartree method has two distinct advantages over Massau's:, (1) Computations occur at constant times, thereby imposiny a nafival order on the computations.

(2). Information is obtained along particle. paths. These data are directly comparable to records from embedded gages which move with the material.

Comparison computations suggest that the

[image: Figure, page 328]



(A) GRID FOR A RIGHT-MOVING WAVE
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(B) GRID FOR MASSAU COMPUTATION SCHEME

Figure 14-1, Typical Characteristic Grids in the Distance- time Plane ce the rete a nt me ame Me Se ck cae tgemee Sone ee em cen a Re ate RO Se ete nm ES eine en enn Re oe em nae Sane theme gh A nh noe a te Ae caer ee em men ena ne errors from the two techniques are similar (see Chou, Karpp, and Huang).

Tf shocks occur; their trajéctions in the (x,t)-plane must be constructed during the computation. Thermodynamic 'state variables on either side of the:shock lines'are computed from the Hugoniot jump conditions. Normally, the starting point of each shock trajectc:y must be anticipated by the programmer; special provision must be-made for each possible occurrence: and disappearance of a shock front. If the computation begins with-a strong shock, asin an impact, the shock is easily followed. If a shock develops or disappears, as in a transistion from deflagration to detonation, then the computations are much more difficult and the shock location is established by trial.

For computational purposes, a shock is assumed to be initiated at a point where two successive characteristic lines of the same sign intersect. To avoid the computational difficulties associated with the presence of shocks, approximate procedures are sometimes used to eliminate these intersections. In the NIP code of Lambourm and Hartley® the lower pressure. characteristic is simply discarded. Another approach is to. average the sound velocities of the intersecting characteristics to produce a pseudo-characteristic; this is the weak-shock analysis of Friedrichs®, Whitham' ,. arid Blackstock® .

Because' of thé inherent compléxities introduced by the 'presence of shocks, a quite different technique for using the method of characteristics has been developed. In_ this approach, exemplified by the Stress Wave Analyzing Program (SWAP) computer program (see Barker®+1°), all waves are represented by a series of shock waves. Hence, the Hugoriiot jump conditions are used throughout the (x,t)-plane, replacing the differential equations for continuous flow, Eqs. 14-1 to 14-8. The grid used is similar-to that for the Massau technique. The isentropic sound speed ¢ is replaced by shock speed U for defining the directions. of characteristics. SWAP is rare among characteristics codes, because it is designed to treat a wide variety of one-dimensional problems (radiation deposition, plate impact, and detonation): Shock trajectories are located by the program; they do not need to be pre-positioned by the programmer. The current program (SWAP-9) does not handle rate-dependent phenomena; hence reaction mechanisms are excluded, although a CJ detonation.is permitted.

For simplicity, this discussion has been. limited to planar one-dimensional. flow. However, characteristics have been used for cylindrical and spherical one-dimensional problems (see Chou, Karpp and Huang"), in two-dimensional planar problems (Barthel and Sirehlow?+), in

[image: Figure, page 329]

Figure 14-2, Characteristic Grid for Hartree Computation Scheme two-dimensional axially symmetric calculations (Richardson?"), and in three-dimensional flows (Chushkin? $ ),



14-2.3 METHOD OF ARTIFICIAL VISCOSITY
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One approach to calculating wave propagation is to simply put the goveriing differential equations in finite difference fo-m, and integrate numerically. Computations of this type generaliy lead to fictitious pressure oscillations near discontinuities. such as shocks. The amplitude of these oscillations may increase indefinitely with time, 'thus effectively terminating the computation. To reduce these oscillations and produce a stable scheme which could account for shocks, von Neumann and Richtmyer?* suggested adding an artificial viscosity. The viscous stresses are significant only at shock fronts, and they act to smooth the shock fronts over several cells of the finite difference grid and reduce oscillations at the wave fronts. The artificial. viscous stress is intrepreted. physically as the difference between mechanical or external stress (which follows the Rayleigh line*) and. thermodynamic _ stress (which lies on the equation-of-state surface) as shown in Fig. 14-3.

_ Many types of artificial viscosity have been introducedf but in one-dimensional problems only the linear*® and: quadratic? * forms are in general use.

The linear and quadratic artificial stresses are given by

qL=−ρCLc(∂u∂x)ΔX q_{L} = -\rho C_{L} c \left( \frac{\partial u}{\partial x} \right) \Delta X  qQ=+ρCQ2(∂u∂x)2ΔX2 q_{Q} = + \rho C_{Q}^{2} \left( \frac{\partial u}{\partial x} \right)^{2} \Delta X^{2}  ∂u∂x<0(14−10) \frac{\partial u}{\partial x} < 0 \quad (14-10) 


	* The Rayleigh line is a straight line in the (P,V)-or (P,u)-planes connecting the initial state to a final shocked state on the Hugoniot curve, It is the locus of P,V or P,u states consistent with a single shock velocity.

	t+ Forms of von Neumann and Richtmyer!* Landshoff!®, Langley?®, and Lax and Wendrof®' are discussed by Frank and Lazarus® and by A.F. E.aery??, Richtmyer and Morten?® descritie the effective viscosity form of Godunov 2 and sume of the above. Additional, more complex forms.are used for two- and three-dimensional problems",



qL=qQ=0 q_L = q_Q = 0  ∂u∂x≥0\frac{\partial u}{\partial x} \ge 0 (14-11)

where p and ¢ are density and.-sound velocity, respectively; u is particle velocit,'; and-AX is the gtid spacing. The dimensionless coefficients, -C, and Cg, which govern the amount of viscous dissipation, normally have values around:0.1 and 2.0, respectively. The quadratic term..provides dissipation only very near the shock front but is not very effective in eliminating small and low-frequency oscillations. Since the linear form does damp out oscillations but increases rise time excessively, it is usually advantageous to use a combination of both forms. Examples of the -use of each form in impact calculations are shown in Figs. 14-4(A) and (B); note that: the wave front remains steep with quadratic viscosity, while the osciilations die out. quickly with the linear form.

Finite difference computations have 'been based on Eulerian, Lagrangian, and hybrid formulations of the flow equations, and have treated one-, two-, and _ three-dimensional: problems. For simplicity, the discussion. of details of the computational proceduve is restricted to-one-dimensional, planar Lagrangian coordinates. For this-geometry the material may be considered discretized into. a large number of cells in the directions of motion and with unit cross-sectional area. The computations then treat motion through this grid or array of. cells. For the most stable and accurate results, the numerical integrations are not. based on the differential equations, but on integral forms of the conservation relations. These conservation relations are, in finite difference form:

X1=Xo+U¯Δt X_1 = X_o + \overline{U}\Delta t  (velocity) (14-12)

D1=ZΔX(mass)(14−13) D_1 = \frac{Z}{\Delta X} \qquad (mass) \qquad (14-13) 

U1=U0=1D[Δ(S+Q)ΔX]Δt U_1 = U_0 = \frac{1}{D} \left[ \frac{\Delta(S+Q)}{\Delta X} \right] \Delta t  (momentum) (14-14)

E1=E0+(S¯+Q¯)(1/D0−1/D1)+1D∑iμiRi (energy)(14−15) E_1 = E_0 + (\overline{S} + \overline{Q}) (1/D_0 - 1/D_1) + \frac{1}{D} \sum_i \mu_i R_i \text{ (energy)} (14-15) 

where Z is the constant mass per unit area of a cell; X and U are position and velocity of the cell boundaries, respectively; AX is the current distance between adjacent cell boundaries; D and E are density and internal energy, respectively; and S and @ are thermodynamic and artificial viscous stresses, respectively. The subscripts o and 1 refer to time ¢, and (t, + At), pte ree dee wee ee
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Figure 14-3. Paths Traversed by Thermodynamic and Mechanical Stress Through-.a Shock Front; Definition of Artificial Viscous Stress respectively. The quantities used for U, D, §, and -Q, AS, AQ, and At are-chosen to provide an accurate representation of the conservation laws; the differences between methods lie in these choices.

The progress of computation is illustrated in the distance-time plane in Fig. 14-5 which shows coordinate points (labeled C and O) and other points (labeled H and A). The flow and thermodynamic variables are computed at some or all of these points. Calculations proceed from left, to right, one coordinate (set of A, C, H points) at a time, updating X, U, D, etc., to the new time, ¢, + At. When the right 'boundary isi reached, computations begin again at the left for the next time increment. The simplest computation scheme is the leapfrog method of von Neumann and Richtmyer!* in which density, energy, and stresses are computed at H points, particle velocity at coordinate C points, and X at A points. With this layout, the computed velocity equals U (the average rey between times associated with X, and X,) in Eq. 14-12, the two derivatives in Eq. 14-14 [8U/8t and 0(S + Q)/OX] aré centered at the same point, and the density calculation of Eq. 14-13 :is exact. The stress quantities in Eq. 14-15 are averages at two: points for successive

'times, hence the stress: at (t, + At) must be known to integrate Eq. 14-15. For equations of state in which density is linearly related to energy, Eq. 14-15 can be solved simultaneously with the equation of state. For more complex equations of state, EF and D are found by iteration. (see Brodie? for an example).
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Another integration procedure is typified. by the two-step lLax-Wendroff method of Richtmyer and Moiton?®, In that, all flow. and thermodynamic quantities. are computed for both C and points. The H points are treated as subsidiary, so the difference equations. (Eqs. 14-12 to 14-15) for those 'points are not required to be centered. The energy equation (Eq. 14: *15) is directly integrable because (S§ + Q)-term 'is taken as the average of the stresses one-hali time step earlier, and these are known at the time of integration. Hence, for complex equations of state, this two-step method has an advantage over the leapfrog method. Because there are twice as many hydrodynamic computations in the two-step as in the:leapfrog method, the computing time is longer for simple equations of state.

Besides the leapfrog and two-step Lax-Wendroff integration schemes, there are several others which have been used successfully,
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Among these are schemes due to Lax?* (a method which uses second derivatives and only 'C points in Fig. 14-5), Lax and Wendroff*7:?° \one-step with second derivatives), Godunov??, arid -Seaman?® (a double-leapfrog scheme eombining, features from the two-step Lax-Wendréff and leapfrog methods). The double-leapirog method aliows direct integration of the energy equation, yet remains stable in the presence of boundaries and high density gadients, unlike the two-step Lax-Wendroff method. Wilkins*? developed a two-dimensional version of the leapfrog scheme; this version is the basis of the general-purpose codes HEMP percent) at any step. and PIPE?®, Other practical two-dimensional (3) The artificial viscosity must pe

; 7 ALS a ee -., 2 Se ca re es Te schemes. are those of Trulio?7, Lax?*, Rusanov?® , and Herrmann?®, in setting up the integration schemes for a computer program, the following genexal rules should be followed to avoid stability problems:


	{1) Centered, first order differences should' be used to represent first order derivatives.

	(2) The time increment must he less than AX/C 'for all-cells.(the Courant-Friedrichs-Lewy conditions?®); It should be much smaller (é.g., 0.02 4X/C)-for the first few cycles, and should be allowed' to increase only gradually (e:g:, 20
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Figure 14-4(A). Stress Histaries Generated in Tungsten by an Impact With C-7 Epoxy: Quadratic Artificial Viscosity Only, With a Coefyicient of 4,0 ent oat
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; sufficient to force the mechanical stress to ; follow the Rayleigh line, but not so large: that the stress-volume path is markedly concave downward.

(4) The ccmputation scheme in a two-step method should exhibit sufficient feedback in the computation of velocity and stress to maintain 'stability; j.e., the equations must be so arranged that an overestimate in , velocity on one cycle-will lead immediately to a stress gradient which will correct the velocity on | the next cycle. The double-leapfrog scheme? ® | features this feedback, and. therefore is usable 'with high density. gradients, _ seriously mismatched materials, and equations of state with regions of imaginary sound speed.

For each problem, a grid or cel! size must be' selected which is appropriate to the materials and: to the detail required in the results.

'Normal values of artificial viscosity will. smear shock fronts over three or four.cells; the cell'size should be chosen with this in mind. At interfaces between materials. the cell thickness, AX, and u&, should be chosen for equal crossing times, 1:e.,

ΔX1c1≈ΔX2c2 \frac{\Delta X_1}{c_1} \approx \frac{\Delta X_2}{c_2} \tag{14-16} 
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"S where c is the relevant wave or shock velocity. The artificial viscosity method is well suited to 'the construction of general purpose programs. Shock formation and disappearance, and shock
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Figure 14-4(B). Stress Histories Generated in Tungsten by an Impact With C-7 Epoxy: Linear Artificial Viscosity Only, With aCoefficient of 0.5 rr Se (PR Re ee ee, \ , A u et NS te te 74 TAS iy Ro iad to o ms Sa, ° { oe Lp eet ee o fo Ss eS ' . + ! ~~ as * 5 a. ac ' ENN i / . . ' ip. "oN \ «f ° mn * %. 1 TM . acy fronts are provided for naturally in the computations, without requiring that the program or programmer know in advance the locations of these phenomena. After a stable scheme for handling the hydrodynamic integrations is produced, arbitrarily complex equations of state, strain-rate-dependence, combustion reactions, radiation deposition, heat conduction, fracturing, and other capabilities may he readily added. For this reason, many artificial viscosity computer programs can handle wave propagation initiated in three ways: by impact, radiation deposition, and detonation. The method is also readily extendéd to two- and three-dimensions.

The principal difficulties with the artificial viscosity method are the erosion of wave fronts, and the computer times required. The wave front erosion is serious if details of the wave front, such as time-dependent precursor decay, are of interest (sce Fig. 14-6 fora comparison of precursor decay from a viscosity calculation with that obtained froma an analy tical calculation). For attenuating waves, the viscosity augments the rate of dissipation. Computing times are usually much longer than for characteristics codes for coraparable problems. For multi-dimensional problems, the computing pe pee irene teen entre Ret ts paren Grereorey <5 vosts can be very high. To minimize costs, the grid. is usually very coarse on these problems; then the results are also coarse.

Many computations are not suited to the Lagrangian formulation. Lagrangian is most appropriate-if the motions and distortions of the material are sufficiently limited for the cells to, retain their basié shape (e.g. a square ces stretched to a long rod no longer represents the material very well). During some computations the distortion is eliminated periodically by "rezoning", i.e., redefining the Lagrangian cells: When there ate large distortions, however, such asin a fluid flow problem, Eulerian (nonmoving) variables are probably appropriate. The Eulerian approach 'is often faster than Lagrangian, but 'is less accurate for solids, and Zequires extensive programming to handle material' interfaces and elastic-plastic behavior. The OIL code®® is one example of an-Eulerian program.

In an effort to combine the advantages of Eulerian. and Lagrangian variables, many programs have been written 'with a mixture of the two types of variables. Frank and Lazarus" treated atwo-dimerisional problem in- which the variables were 'uleriafi in one direction, Lagrangian in the other; this technique is appropriate for many laminar flow problems-in
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Figure 14-5. Grid for Depicting Coordinates und Time Increments
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"> which the motion is--timarily in one direction. The STRIP code was Jeveloped by Trulio?? to handie two-dimensional spherical problems with the radinl variables being Lagrangian, but variables in the @ direction being Eulerian. Noh?? wrote the CEL code for fluid flow past solid objects; for that problem it was convenient to use Lagrangian variables for the solid, and Eulerian for the fluid. In the AFTON codes Trulio?4 attempted to follow the flow with Lagrangian or other moving variables and to rezone frequently to reduce grid distortion; the rezoning tended to erode wave fronts excessively. More recently he has developed a moving coordinate system?' which emphasizes (with a fine mesh) the wave fronts. The moving coordinates. were designed specilically for the problem of radiation deposition in a thin surface layer; at early times, very fine cells are needed in that surface layer, later the small cells are needed eleewhere and the surface layer can be represented by large cells. For the two-dimensicnal radiation problem it has been appropriate to use an Eulerian or PIC (discussed lester) computation during the early, violent motion, and.a Lagrangian grid later. Evidently, a grid system appropriate to the problem at hand can usually be found and used successfully.

The preceding artificial viscosity formulations are ail of the explicit type, except for iterations associated with the equation of state. This approach, in which the variables at each time are determined by extrapolative formulas from the previous time, is by far the most common. By contrast, in implicit methods?® the variables at each time are a function of all other variables at the new time as well as those at previous times. The flow equations are solved by "closed" numerical integration schemes. Implicit methods may be desigied so as not to require short time steps like those needed for explicit methods. Therefore, if details of the wave fronts or other information requiring short time.steps are not of interest, an implicit scheme may be advantageous. The solution at each time increment is. produced'by iteration, the fimt sat of values being obtained from equations of "open" type, and the later values from "closed" type equations A code based on an implicit method was derived from an integration of the flow equations along approximately characteristic lines by Muller*® for the eae,
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Figure 14-6, Stress Profiles Following Impact in a Material Represented by Simple Anelastic Model computation of nonlinear acoustic flow without shocks,



14-24 PARTICLE-IN-CELL METHU)
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The particle-in-cell (PIC) methoa?®-47 jg a mixture of Lagrangian ahd Eulerian techniques, and generally requires a computer with both a large memory and high speed. It is especially useful for problems in which there are large distortions. The fluid miay be visualized as discretized into small Lagrangian particles with mass, velocity, and energy, but no shape. Durning the computation, these cells are passed through a fixed Eulerian grid. During each time step, two types of calculations occur: a computation of pressure and energy in the Eulerian cell based on the number of particles in the cell, then a determination of the motion of each Lagrangian particle from the pressure gradients on the particle, The stability of the computations arises, according to Harlow*®, from an artificial viscosity introduced unintentionally in the averaging process. Some of the disadvantages of the method are it, high computitig cost?®, the jumps in pressure associated with quantized changes in density, and difficulty in handling elastic-plastic properties. Harlow presented figures from two-dimensional PIC computations of a crater formed by the explosion of a spherical charge on the surface of the ground; this exemplifies well the la: zedistortions treated in PIC problems.



14-3 EQUATION-OF-STATE COMPUTATIONS

An equation of state is a relationship between thermodynamic variables which describe equilibrium states of a material. The relationship can be visualized as a multidimensional surface whose coordinates are the thermodynamic variables. In an equilibrium process, the material state moves across the surface; in a shock or reaction process, the end points are on the surface but intermediate points may b¢ off the surface. An example of Hugoniot curves on equation-of-state surfaces is shown in Fig. 14-7, In the shock front the material state follows the Rayleigh line from O to A. In the subsequent reaction, the state follows the Rayleigh Ji: from A to the C-J point.

In this paragraph, computer codes are discussed which develop the equation-of-state relationships for reaction products, given the equations of state of each constituent; ie., these codes could be used to develop the upper curve in Fig. 14-7. The computations generally follow the analyses in Chapter 2 and Appendices A, B, and I. Exampies of these codes are the STRETCH, BKW?®, RUBY?®, and TIGER'®. The TIGER code was constructed with the aid of experience gained from the earlier two; its characteristics are described in the paragraphs which follow.

The TIGER computer code calculates the composition and thermodynamic variables associated with equilibrium states of reaction products. The user supplies the chemical formula (or formulas, for a mixture) of the condensed exnlesive and specifies the state points of interest. State »oints which are obtainable are the C-J point, the constant volume explosion point, a series of Hugoniot points, a series of points on an isentrope, or any arbitrary point for which two thermodynamic variables are specified. The program uses the analysis of Chapter 2 to satisfy the stoichiometric and chemical equilibrium conditions, and the equations of state of each constituent-combined with the Hugoniot, isentropic, and C-J conditions—to find_the state. The printed output for each state point includes the constituents, the thermodynamic variables, and derivatives—such as the specific heat, the thermal expansion coefficient, and the adiabatic exponent. For each point the constituents may be represented by either a perfect gas law or a Becker-Kistiakowsky-Wilson equation of state. The resulting states are equilibrium states and, therefore, do not represent a reaction process. To able 'to estimate properties of nonequilibrium states, points may be computed with the constituents either frozen to those of a prior equilibrium state, or free to assume x new equilitxium configuration. The transient stete may be presumed to lie between these two states.

Within the TIGER program there is a basic thermodynamics routine (THERMO) which solves for equilibrium composition given two equation-of-state variables. Within THERMO the basic variables are the n, (mole numbers for all gas phase constituents}, 1, (parameters related to chemical poten iale—one per element present), temperature 7, and a pressure-related variable P,. Because of the hithly nonlinear relations among these variables, a two-level iteration procedure was devised. To start the procedure the n, are estimated; the n, may be taken as equal for all constituents. This estimate serves as a basis for determining the 1,» T, and P, values from the stoichiometric conditions (which require conservation. of each element in a reaction, see Eqs, 2-5 and 2-10) and the equation of state. With fixed n,» T, and P; the n, are determined from the chemical equilibrium conditions (Eq. 2-30) in the inner iteration locp by. the Newton-Raphson method: With cw values for the nj; the n,, T, and P, are determined in the outer iteration loop' The 'inmer and outer loops are repeated in order until. values computed in successive cycles meet the convergence criteria.

Hugoniot points, the C-J points, isentropes, etc,,, are caiculated: by repeated calls to THERMO. For example, to compute the CJ point, the constant volume explosion -state is first computed by providing THERMO with two state variables, the energy of formation and initial specific volume. The first approximation, to the Ci point is obtained by providing THERMO with T, and V, where T, is the temperature at the constant volume explosion point and a a i Ce ia ag a ae
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V1=Vo(κoκo+1) V_1 = V_o \left(\frac{\kappa_o}{\kappa_o + 1}\right) 

V, and «, are specific volume and adiabatic exponent, respoctively, of the constant volume explosion point, The equation for Vis derived fom the C-J condition. By use of this initial approximation, the iteration procedure finds improved values of pressure and specific volume which are used in the next call. to THERMO.

In wave propagation programs the principal thermodynamic variables. are pressure, internal' energy, ad specific volume (or density). In the artificial viscosity codés, the equation-of-state subroutines are provided with energy and density 'and expected to yield values of.pressure.
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Figure 14-7, Hugeniots and Paths for Steady-state Shock and Reaction in aHomogeneous Explosive enn eer

Therefore, for use in wave propagation calculations, the most convenient equation of state is one in which pressure is an explicit function of energy and density. An example of the transformation which may be fequired to pat an equation of state in tractable form is given by Zernow, etal.*!. Initially, they used the equation of state to compute pressure for a grid of points-in (£,p)-space, and then interpolated in this grid for the wave propagation calculation.
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14-4 REACTION. ° MECHANISMS FOR COMPUTATIONS

The reaction mechanism is the process by which the unreacted material burns or detonates to become the reaction product. If the reaction process is not of interest, then a very simple computational scheme can be used. However, for a study directed toward determining the induction time, initiation and fadeout of detonation, and other phenemena governed by the reaction zone; the reaction process is modeled more carefully. For a homogeneous explosive the Arrhenius equation for the reacted fraction f is used'? 4+ 49

∂f∂t=A(1−f)λexp[−E*/(RT)](14−17) \frac{\partial f}{\partial t} = A(1-f)^{\lambda} \exp \left[ -E^*/(RT) \right] \quad (14-17) 

where A is the frequency factor, E* is the activation energy, R is the gas constant, and A is the order of the reaction (either A = 0 or 1 is used), While the material is reacting, part of the material is obeying the product equation of state and part the explosive equation of state. The products are in pressure equilibrium but not necessarily in thermal equilibrium. Possible computational treatments of this two-phase problem are given by Petrone*? and by Zernow, et al},

For an inhomogenegus (condensed) explosive Warner** and Boyer*® have suggested methods for describing the hot-spot initiation, burning of adjacent material, and detonation. Warner let \ = 2/8, corresponding to a process depending on surface area rather than volume, and made T the temperature of the reacted gas. Boyer*® considered tne condensed explosive to consist of two phases, one of which would detonate by an Arrhenius law (the hot-spot part), and tne other would burn by a law like Warner's with A= 2/3. Both Warner's and Boyer's methods were able to model an underdriven detonation, with subsequent build up of reaction and production of a steady C-J wave front.
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Where details of the reaction process are unimportant, simple reaction mechanisms have been employed, for example, an. instantaneous conversion to the C-J state of the explosive at the front of 'he detonation: wave, This mechanism, available in TOODY?°9 and in NIP*® may be adequate when the explosive propels a flyer plate, and only the terminal velocity of the plate is of interest. For a-littie more fidelity tothe reaction process, Wilkins*? has suggested tyro computational mechanisms:

(1) The detonation is required to travel at the known detonation velocity D, and the time of arrival of the wave at each.cell-is.calculated in advance. When the detonation time is reached at a cell, the heat of reaction is added to the internal. energy of the ceil over several time increments. As with the simpler mechanism previously described, the detonation. wave is forced. to reach the C-J velocity and achieve the C-J pressure, (2} An alternate possibility is to set the burn fraction f to

f=1−V/Vo1−VCI/Vo f = \frac{1 - V/V_o}{1 - V_{CI}/V_o} \tag{14-18} 

where V, V,,, V, are the current, C-J, and initial specific volume, respectively. With this mechanism, the detonation wave is clowed. tc establish itself,

Wilkins has found that the second mechanism does not establish a steady state very rapidly. To. eliminate this problem and.also to allow for an overdriven wave, he recommends computing f as the maximum from the two mechanisms.



14-5 SUMMARY OF CALCULATIONS OF WAVE PROPAGATION WITH REACTIVE MECHANISMS

The preceding paragraphs have contained descriptions of the three basic elements of wave propagation in reactive flow: hydrodynamics, equations of state, and reactive mechanisms. Here, some of the ways in which these elements have been combined are mentioned, and the nature of the resulting solutions are discussed.

One example of a method of characteristics calculation with reactive flow is that of Barthel i a and Strehlow'? to study the effect of transverse waves on: one-dimensional flow. Another is the study of Osborn*? on the _ thermal decomposition, induction, and burning of propellants.

Unsteady aspects of detonation waves have been considéred by Warner with artificial viscosity computations. The _ initiation, induction, and gradual build up to the steady state, instability, and fadeout were treated from a continuum mechanics viewpoint. The- details of hot-spot and' bubble collapse mechanisms for initiation have been studied by Mader*®-49+50 who tated the hot spot:in detail.

Without treating the reaction process in detail, Wilkins? has performed multiple detonation computations to determine the equation of state of reactant products. The equation of state was altered and the calculations were-repeated until there was satisfactory agreement between computed and measured motion of the explosive casing. The preceding references only hint at the variety of problems which have been tackled with wave propagation codes.

Before constructing a code for wave propagation calculations, it is well to decide on the nature of the results desired, whether the code must be general-purpose, ete. Some of 'these code characteristics have been discussed previously; three more will be mentioned here.

First, the code should be easy for the user to understand and: even modify. Normally, this requirement lengthens the program .and extends running time somewhat, but it saves programmer time and encourages people to use the code. If possible, the code should be modular, i.e., with separate routines for hydrodynamics, equations of state, reaction méchanisms, input and. output; this simplifies code rnodification.
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Second, an estimate of the number of computations required in a given project depends strongly on the role that the computations are to play. If the observed detonation velocity or fracture lines are pre-planned for the computation, the computed resulfg serve mainly to correlate the experimental data. Then there may be one or two computations per experiment. On the other: hand, if the computed detonation velocity is the resuli of hydrodynamic and reaction rate calculations, then it is properly termed a theoretical prediction. With such a. code, a variation of parameters is usually helpful, this will require a large number of computations.

The third item is accuracy. With all computations: there will be some errors and, in wave propagation, these tend to grow with time. One aspect of accuracy 'has 'been discussed, namely, the comparison of computed results with an exact analytical prediction. Normally, this type of'error is of less interest (and smaller) than those associated with uncertainties in the parameters of the reaction process and the equations of state. In most of the foregoing computations these parameters are not known 'Closely so that the computed results are primarily of a semi-quantitative nature, although the results may be relied upon to indicate the relative importance of input parameters. In spite of this drawback, the computations are useful for extending our understanding of the detonation process.
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APPENDIX A EVALUATION OF THE THERMODYNAMIC. PROPERTIES


A-1 INTRODUCTION
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The thermodynamic relations of general validity, summarized in par. 2-4, provide the basis for the evaluation of the thermodynamic properties of a system. Since it is a characteristic of these relations that they are in differential form, it is: necessary to integrate them in order to obtain: expressions that can be employed for numerical work. Furthermore, since they are characteristically relations between partial derivatives, the integral expressions are most conveniently stated in terms of lin integrals. Physically a line integral is a way of expressing the change in some property during a process between two different states. In the present application, one state is taken to be that of the system of interest and the other that of a reference system whose properties are known. If the reference state is properly defined, the line integrals needed to evaluate the thermodynamic properties of real systems can be made to involve only properties of the system that are determined by the equations of state of its constituent phases.

In successive. paragraphs of this Appendix, expressions are deducéd for the thermodynamic properties of pure condensed phases and of a gas mixture, Relations are then given for the properties of a general heterogeneous system. It is assumed that the composition of each phase is given. A procedure for the determination of the composition at equilibrium (which is the only composition uniquely determined by thermodynamic considerations alone) is given in Appendix B.



A-2 THERMODYNAMIC PROPERTIES OF PURE CONDENSED PHASES

In the interest of simplicity of ncetation, we dispense. in this paragraph with the component index that has been employ%d in Chapter 2 to identify the chemical species of which the phase iz composed, and with the prime-notation that has been employed to distinguish a condensed phase from a gaseous phase as in Eq, 2-11.

We assume that the molar volume of a pure condensed phase is a known function of pressure and temperature, V = V(p,7). Writing the second of Eqs. 265 and integrating, we obtain an expression for the molar enthalpy H of the phase

H=H*+∫1p[V−T(∂V∂T)p]dp(A−1) H = H^* + \int_{1}^{p} \left[ V - T \left( \frac{\partial V}{\partial T} \right)_{p} \right] dp \qquad (A-1) 

where H* is the molar enthalpy in a reference state at one atmosphere. The quantity H* is a function of temperature only, H* = H*(T), and: the integral is along a path of constant temperature. The quantity H* is undefined to the extent of an additive constant, the specification of which can be arbitrary. The specification of this constant is equivalent to the selection of a standard state or datum base in terms of which the enthalpy is to be .oasured, The standard state is defined by a reference temperature, reference pressure, and reference state (liquid or solid) of each element. We select absolute zero and one atmosphere as the reference temperature and pressure. The reference state is the phase which is stable at room temperature and atmospleric pressure. The quantity H* may then:be defined formally by

H*=H*−H*+ΔH* H^* = H^* - H^* + \Delta H^* 

where (H# ~ H®) is the enthalpy function in the reference state at temperature J measured relative to the same state at a temperature of absolute zero and A,;H? is the molar heat of formation of the materials from the elements at absolute zero and at a pressure of one atmosphere. The quantities (Hp - Hé) and A,HG are listed in standard tables of thermodynamic properties'. The standard state here defined is consistent with that employed for gas mixtures, The molar energy is obtained fom the definition of the enthalpy

E=H*−pV+∫1p[V−T(∂V∂T)p]dp(A−2) E = H^* - pV + \int_1^p \left[ V - T \left( \frac{\partial V}{\partial T} \right)_p \right] dp \quad (A-2) 

The heat capacities can be obtained by differentiation of Eq. A-1 and the use of Eq, 2-69

cp=cp*−∫1pT(∂2V∂T2)pdp c_{p} = c_{p}^{*} - \int_{1}^{p} T \left( \frac{\partial^{2} V}{\partial T^{2}} \right)_{p} dp  cv=cp*+T(∂V∂T)p2(∂p∂V)T c_{v} = c_{p}^{*} + T \left( \frac{\partial V}{\partial T} \right)_{p}^{2} \left( \frac{\partial p}{\partial V} \right)_{T}  −∫1pT(∂2V∂T2)pdp - \int_{1}^{p} T \left( \frac{\partial^{2} V}{\partial T^{2}} \right)_{p} dp  (A·3)

where ce, = dH*/dT = c#(T) is the molar heat capacity at constant. pressure in the reference State of unit pressure. It can be obtained from standard'tables of thermodynamic properties.

Thé chemical potential (equal for a pure phase to the molar Gibbs energy) is expressed by a relation.obtained by integrating the first of Eqs. 2-67

μ=μ*+∫1pVdp \mu = \mu^* + \int_1^p V dp \tag{A-4} 

where p* is the chemical potential in the refererice state of unit pressure. This quantity is a function of temperature only, p* = 44/2), that is tabulated in standard tables of thermodynamic properties. The entropy can be obtained from 'the relation

S=(H−μ)/T S = (H - \mu)/T \tag{A-5} 

which results from the definition of the Gibbs free energy.

As a first approximation, the molar volume may -be assumed to be a constant, independent of p and T, With this assumption

H=H*+V(p−1) H = H^* + V(p - 1)  E=E* E = E^*  cp*=cp=cv=cv* c_p^* = c_p = c_v = c_v^*  μ=μ*+(p−1)V† \mu = \mu^* + (p - 1)V^{\dagger}  (A-6)

where E* and c# denote the molar energy and molar heat capacity at constant volume, resp atively, in the reference state at 1 atm, At low pressures, it is possible to simplify these expressions still further by neglecting the product pV compared to E* and u* so that H

E*, uw * pw*, This: approximation is valid for systems in which a condensed phase is in equilibrium with a gas-phase if npV/RT < <1, where n is the number of moles of condensed phase per mole of gas phase. For the explosion products. of a condensed explosive for which—as we shali: a2, the density of the gas phase is of the order of the densities of normal solids—this approximation is not valid even if it is possible to assume that the condensed phase molar volumes-are constant. _

CO 'as np Rete see Me BS wm » oy

A second approximation may be obtained by assuming that the coefficient .K, of isothermal compressibility

Kp=−1V(∂V∂p)T K_{p} = -\frac{1}{V} \left( \frac{\partial V}{\partial p} \right)_{T} 

and the coefficient K;, of isobaric thermal expansion

KT=1V(∂V∂T)p K_T = \frac{1}{V} \left( \frac{\partial V}{\partial T} \right)_{p} 

are constants independent of temperat. re and pressure. With these assumptions the pressure-volume-temperature equation. of state is

V=Voexp[KTT]exp[Kn(1−p)] V = V_o \exp[K_T T] \exp[K_n (1-p)] 

where V, is the molar volume at a temperature of absolute zero and a pressure of one atmosphere. Then Eq. A-1 becomes

H=H*+(1−TKT)V*Kp{1−exp[Kp(1−p)]}(A−7) H = H^* + (1 - TK_T) \frac{V^*}{K_p} \left\{ 1 - \exp \left[ K_p (1 - p) \right] \right\} (A-7) 

where V* = V, exp [K, 7], and the expression for E follows directly by adding pV to the right hand side. Differentiating Eq. A-7 with respect to temperature at constant pressure and combining the result with Eq. 2-09 gives the following expressions for the heat capacities,

cp=cp*−TKT2V*Kp{1−exp[Kp(1−p)]} c_{p} = c_{p}^{*} - \frac{TK_{T}^{2}V^{*}}{K_{p}} \left\{ 1 - \exp[K_{p}(1-p)] \right\}  cv=cv* c_{v} = c_{v}^{*}  (A-8)

For the chemical potential, we obtain the expression
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μ=μ*+V*Kp{1−exp[Kp(1−p)]} \mu = \mu^* + \frac{V^*}{K_p} \left\{ 1 - \exp[K_p(1-p)] \right\}  (A-9)



A-3 THERMODYNAMIC PROPERTIES OF A GAS MIXTURE

In this paragraph, we present expressions by means of which the thermodynamic properties of a phase consisting of a gas mixture can be evaluated in terms of certain thermal properties of its constituents and an equation of state of the mixture. A comprehensive account of these matters is given in a review by Beattie".
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Our procedure is to define a reference state of the mixture and to calculate the change in the. various thermodynamic properties of the mixture during a process that transforms the mixture in the reference state into the mixture in the actual state of interest. If the thermodynamic properties of the mixture in the refererice state are known in. terms of the properties of the pure constituents, the properties of the mixture in the actual state are then known. It is not necessary that the reference state have physical exister ce; it is only necessary that it be possible to. uctermine its properties and to perform an accurate calculation of its change in the process resulting in the actual state of interest. The reference state may, therefore, be an hypothetical state and its definitior; may be arbitrary.

As reference jitate, we select the hypothetical perfect gas mixture of the samie composition at the pressure aiid temperature of the actual system or, alternatively, at the volume and temperature of the actual system. The data for the mixture are tuken to be the thermal properties of the pure constituents when they are in an hypothetical ideal gas state at a pressure ofone atmosphere. For a constituent iin this state, we let E? be the molar energy and S? be the molar entropy. By definition, E; and S? are functions of temperature only

Eio=Eio(T),Sio=Sio(T) E_i^o = E_i^o(T), S_i^o = S_i^o(T) 

From a knowledge of the energy states and structure of the molecules of gaseous substances, the methods of statistical mechanics have been employed to calculate the quantities ED - EB and Si. for pure substances regarded | as ideal gases at atmospheric pressure. E} and So. are the molar energy and entropy, respectively, at absolute temperature T; E° is the inolar energy at T = 0" K; and the statistically calculated quantity S. = 0 when T= 0.

We may how complete the specification of the EY and S' by defining

Sio=(STo)i S_{i}^{o} = (S_{T}^{o})_{i}  Eio=(ETo−Eoo)i+(ΔfHoo)i E_{i}^{o} = (E_{T}^{o} - E_{o}^{o})_{i} + (\Delta_{f}H_{o}^{o})_{i}  (A-10)

where (A; H') is the heat change of the hypothetical seaction at atmospheric presstire and zero absolute temperature (equal at absolute zero to the energy absorbed) that produces one mole of substance i from the elements, the elements being assumed to be in the state of aggregation that is stable at room temperature: and atmospheric pressure. More briefly, (A; H'), is called the heat of formation at zero temperature. Thus, the energy E? is measured relative to a datum base or standard state consisting .of the elements at absolute zero. The entropy S/ is measured relative to the same standard state because. the entropy of the elements :in their standard states is zero. It may be noted that the specification of a standard state independent of the compaition of the mixture is essential if changes in the composition are to be considered. The quantities E,. ~ E°, A, B®, and Sj, are listed in standard tabulations of thermodynamic data.

The ideal gas pure components satisfy the equation of state

pVlo=RT(A−11) pV_l^o = RT      (A-11) 

where R is the molar gas constant and V} is the ideal molar volume of substance i. The ideal molar enthalpy of substance i at one atmosphere pressure is

Hio=Eio+pVio=Eio+RT=Hio(T) H_i^o = E_i^o + p V_i^o = E_i^o + RT = H_i^o(T)  (A-12)

and the ideal molar Gibbs free energy (chemical potential) of substance i at a pressure of one atmosphere is

μlo=Hlo−TSlo=Elo+RT−TSlo=μlo(T) \mu_{l}^{o} = H_{l}^{o} - TS_{l}^{o} = E_{l}^{o} + RT - TS_{l}^{o} = \mu_{l}^{o}(T)  (A-1.3)

The ideal heat capacities of substance i at a pressure of one atmosphere are the functions

'~ He,
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cvlo=dElo/dT=cvlo(T) c_{v_l}^o = dE_l^o/dT = c_{v_l}^o(T)  cplo=dHlo/dT=cplo(T) c_{p_l}^o = dH_l^o/dT = c_{p_l}^o(T)  (A-14)

Evidently, ¢5, ~ c?, = R. From Eys. 2-66. we have

d(μi0/T)/dT=−Hi0/T2 d(\mu_i^0/T)/dT = -H_i^0/T^2  (A-15)

From Eqs. 2-64 ard 2-65, written for one mole of a substance i, we find that for a substance obeying Eq. A-11

(∂Hi/∂p)T=0;(∂Si/∂p)T=−R/p (\partial H_i/\partial p)_T = 0; (\partial S_i/\partial p)_T = -R/p 

Integrating these expressions between p = 1 and p= p at constant temperature,.-we obtain the relations

Hi(p,T;ideal)=Hip H_i(p, T; ideal) = H_i^p  Si(p,T;ideal)=Sip−Rlnp S_i(p, T; ideal) = S_i^p - R \ln p  (A-16)

and from the definition of the chemical potential, we obtain the additional relation

μi(p,Ti ideal)=μi0+RTlnp \mu_i(p, T_i \text{ ideal}) = \mu_i^0 + RT \ln p  (A-17)

We now define the hypothetical perfect gas mixture as one for which \

μi*(p,T)=μi0+RTℜnp+RTℜnx \mu_{i}^{*}(p, T) = \mu_{i}^{0} + RT \Re n \ p + RT \Re n \ x  xi=ni/n,n=∑ini x_{i} = n_{i}/n, \quad n = \sum_{i} n_{i}  (A18)

for every constituent i of the mixture, wheze we employ an asterisk to designate a property in the reference state: All. of the properties of the mixture in th: reference state are deducible from Eq, A-18, In-particular, since the chemical potential is te partial molar Gibbs free energy, the Gibbs free energy g* of the perfect gas mixture described by the mole numbers n,, . in, is given by

g*=∑iniμio+nRTlnp+RT∑inilnxi g^* = \sum_{i} n_i \mu_i^o + nRT \ln p + RT \sum_{i} n_i \ln x_i  (A-19)

"inca, from Eqs, 2-81, (dg*/dp)e., = T*, the v jxation of state of the perfect gas mixture can i obtained by differentiation of Eq. A-19

pτ*=nRT p\tau^* = nRT \tag{A-20} 

Eq. A-20 is in sccord with Dalton's law of partial pressures..valion's law uf itself:does not, however, form a_ sufficient basis for the definition of the zeference state-since Eq. A-18 cannot be deduced from it without an additional assumption that introduces the concept of equilibrium between the mixture in the reference state and the pure coristijuents (as through appropriately defined semi-permeable membranes}.

arte "t tt S SG a

With. the aid of Eq. A-20, the Helmholtz free energy f{* of the perfe.t gas mixture can be obtained from Eq. A-19.

f*=g*−pτ*=g*−nRT f^* = g^* - p\tau^* = g^* - nRT  =∑ini(μi0−RT)+nRTln(RT/τ) = \sum_{i} n_i (\mu_i^0 - RT) + nRT \ln (RT/\tau)  +RT∑inilnni + RT \sum_{i} n_i \ln n_i  (A-21)

Expressions ft ihe other thermodynamic properties of the m ..'tre in the reference state are easily deduced.

The equation of state of the actual mixture is an expression in one of the forms

p=p(τ,T−τi,⋯τk) p = p(\tau, T - \tau_i, \cdots \tau_k) 

τ=τ(p,T;np,…nq) \tau = \tau(p, T; n_p, \dots n_q) 

We assume the eauation of state, expressed in either way, has the property that pr/(nRT) + 1 as p + 0 or r + =, and further that pr/(nRT) differs from.unity by terms of.at least first order in por 1/r at finite pressures, Thus the actual mixture becomes identical with the reference mixture in the limit asp + 0 or r+,

If the equation of state is explicit in temperature aad yolume, we evaluate the Helmholtz free energy of the actual mixture from that of the perfect gas mixture in a reference state at the: same temperature and volume by meansof volume by means of f(τ,T)=f*(τ,T)−[f*(τ,T)−f*(τ,T)]+[f(τ,T)−f(τ,T)] f(\tau, T) = f^*(\tau, T) - [f^*(\tau, T) - f^*(\tau, T)] + [f(\tau, T) - f(\tau, T)] 

where we use the fact that f*(=,T) = f(»,7'). From Eqs. 2-31, (0//du)y,, =-p. Therefore

f*(τ,T)−f*(ω,T)=−∫ωτ(nRT)τdt f^*(\tau,T) - f^*(\omega,T) = -\int_{\omega}^{\tau} \frac{(nRT)}{\tau} dt 

f(τ,T)−f(ω,T)=−∫−∞τf(ω,T)dω f(\tau,T) - f(\omega,T) = -\int_{-\infty}^{\tau} f(\omega,T) d\omega 

where the integition is along a path of constant temperature and composition, and thus

S sre ha me we me ww. Aste ~ cs) ee temperature and composition, and thus f(τ,T)−f*(τ,T)=∫−∞τnRTτ−pdτ f(\tau,T) - f^*(\tau,T) = \int_{-\infty}^{\tau} \frac{nRT}{\tau} - p d\tau f″(τ,T)=∑ini(μiσ−RT)+RT∑iniΩi(niRT/τ) f''(\tau,T) = \sum_{i} n_i (\mu_i^{\sigma} - RT) + RT\sum_{i} n_i \, \Omega_i \, (n_i RT/\tau)  (A-22)

All of the thermodynamic properties can be derived: from Eq. A-22 by means of the. general relations of.thermodynamics. Using Eq. 2-25, we obtain

μl(τ,T)−μl*(τ,T)=∫∞τ(RTτ−pl)dτ \mu_{l}(\tau,T) - \mu_{l}^{*}(\tau,T) = \int_{\infty}^{\tau} \left( \frac{RT}{\tau} - p_{l} \right) d\tau  μl*(τ,T)=μlo+RTln(nlRT/τ) \mu_{l}^{*}(\tau,T) = \mu_{l}^{o} + RT \ln (n_{l}RT/\tau)  (A:23)

where p, has been detined as p; = (0p/dn,)z,r. From Eq. 2-31, we have s = - (df/07),,, and therefore r

s(τ,T)−s*(τ,T)=∫∞τ[(∂p∂T)τ,n−nRτ]dτ s(\tau,T) - s^*(\tau,T) = \int_{\infty}^{\tau} \left[ \left( \frac{\partial p}{\partial T} \right)_{\tau,n} - \frac{nR}{\tau} \right] d\tau  s*(τ,T)=∑lnlSlρ+R∑lnlℜn[τ/(nlRT)] s^*(\tau,T) = \sum_{l} n_l S_l^{\rho} + R \sum_{l} n_l \Re n \left[ \tau / (n_l R T) \right]  (A-24)

Using Lq. 2-34, we obtain the exoréssion for the energy

e(τ,T)−e*(τ,T)=∫ατ[T(∂p∂T)T,n−p]dτ e(\tau,T) - e^*(\tau,T) = \int_{\alpha}^{\tau} \left[ T \left( \frac{\partial p}{\partial T} \right)_{T,n} - p \right] d\tau  e*(τ,T)=∑iniEi0 e^*(\tau,T) = \sum_{i} n_i E_i^0  (A-25)

and by differentiation with respect to temperature, an expression for the frozén heat capacity at constant volume

cν,n(τ,T)−cν,n*(τ,T)=∫−∞τT(∂2p∂T2)ν,ndτ c_{\nu,n}(\tau,T) - c_{\nu,n}^*(\tau,T) = \int_{-\infty}^{\tau} T \left( \frac{\partial^2 p}{\partial T^2} \right)_{\nu,n} d\tau  cν,n*=∑lnlcνlo c_{\nu,n}^* = \sum_{l} n_l c_{\nu_l}^o  (A-26)

In Eq. 2-61, there is defined the derivative. E, = (de/dn,Jr,7. From Eq, A-25 we obtain the ey veassion

Ei−Eio=∫−∞T[T(∂pi∂T)T−pi]dτ(A−27) E_{i} - E_{i}^{o} = \int_{-\infty}^{T} \left[ T \left( \frac{\partial p_{i}}{\partial T} \right)_{T} - p_{i} \right] d\tau \qquad (A-27) 

Eqs. A-22 to A-27 are the desired expressions for the thermodynamic properties when the equation of state is explicit in the temperature and volume. We notes that the arg: .ent of the logarithm in Eqs. A-22 to A-24 is éxpressed -in units of atmospheres.

If the equation of state of the mixture is explicit in temperature and pressure, we evaluate the 'Gibbs free energy of the actual mixture g from that of the perfect gas mixture g* in a reference state, at the same temperature and pressure by means of

g(p,T)=g*(p,T)−[g*(p,T)−g*(0,T)]+[g(p,T)−g(0,T)] g(p,T) = g^*(p,T) - [g^*(p,T) - g^*(0,T)] + [g(p,T) - g(0,T)] 

where weuse the fact thatg*(0,7) =-g(0,T). From. Eqs. 2-31, (dg/0p);,, = v. Therefore

g*(p,T)−g*(0,T)=∫0p(nRTp)dp g^*(p,T) - g^*(0,T) = \int_0^p \left(\frac{nRT}{p}\right) dp 

g(p,T)−g(0,T)=∫0pτdp g(p,T) - g(0,T) = \int_{0}^{p} \tau dp 

where the integration is along'a path of constant temperature and composition, and thus

g(p,T)−g*(p,T)=∫0p(r−nRTp)dp g(p,T) - g^*(p,T) = \int_{0}^{p} \left(r - \frac{nRT}{p}\right) dp  g*(p,T)=∑lnlμl0+nRTΩnp g^*(p,T) = \sum_{l} n_l \ \mu_l^0 + nRT \ \Omega n \ p  +RT∑lnlθZlx̃l + RT \sum_{l} n_l \ \theta_{Zl} \ \tilde{x}_l  (A-28)

All of the thermodyamic properties can be derived from Eq. A-28 by means of the general equations of thermodynamics, Using Eq. 2-25, we obtain

μl(p,T)−μl*(p,T)=∫0p(V¯l−RTp)dp \mu_{l}(p,T) - \mu_{l}^{*}(p,T) = \int_{0}^{p} \left( \overline{V}_{l} - \frac{RT}{p} \right) dp  μl*(p,T)=μlo+RTℜnp+RTℜnxl \mu_{l}^{*}(p,T) = \mu_{l}^{o} + RT \, \Re n \, p + RT \, \Re n \, x_{l}  (A-29)

— Pd ter

From Eqs. 2-31, we have s = - (dg/0T), and therefore

s(p,T)−s*(p,T)=∫0p[nRp−(∂τ∂T)p,p]dp s(p,T) - s^*(p,T) = \int_0^p \left[ \frac{nR}{p} - \left( \frac{\partial \tau}{\partial T} \right)_{p,p} \right] dp  s*(p,T)=∑iniSio−nRlnp−R∑inilnxi s^*(p,T) = \sum_i n_i S_i^o - nR \ln p - R \sum_i n_i \ln x_i  (A-30)

Using Eq. 2-34, we obtain the expression for the enthalpy

h(p,T)−h*(p,T)=∫0p[τ−T(∂τ∂T)p,n]dp h(p,T) - h^*(p,T) = \int_0^p \left[ \tau - T \left( \frac{\partial \tau}{\partial T} \right)_{p,n} \right] dp  h*(p,T)=∑iniHio h^*(p,T) = \sum_i n_i H_i^o  (A-31)

atid by differentiation with respect to témperature an expression for the frozen heat capacity-at constant pressure

cp,n(p,T)−cp,n*(p,T)=−∫0pT(∂2τ∂T2)p,ndp c_{p,n}(p,T) - c_{p,n}^{*}(p,T) = -\int_{0}^{p} T\left(\frac{\partial^{2} \tau}{\partial T^{2}}\right)_{p,n} dp  cp,n*(p,T)=∑lnlcplo c_{p,n}^{*}(p,T) = \sum_{l} n_{l} c_{p_{l}}^{o}  (A-32)

By differentiating Eq. A-31, we obtain an expression for thé partial' molal enthalpy of the i-th coustituent,

Hi′−Hi″=∫ap[∇i−T(∂Vi¯∂T)p,n]dp H_i' - H_i'' = \int_a^p \left[ \nabla_i - T \left( \frac{\partial \overline{V_i}}{\partial T} \right)_{p,n} \right] dp  (A-33)

Eqs. A-28 to A-33 are the desired expressions for the thermodynamic properties when the equation of state is explicit in presstire and temperature. We note that the argument of the logarithm in Eqs. A-28: tu A-30 is expressed in units of atmospheres,

Activity coefficients /; are sometimes defined by one.of the relations

The coefficients fl f_l  are sometimes defined of the relations lnfl=∫0p(Vl¯−RTp)dp \ln f_l = \int_0^p \left( \overline{V_l} - \frac{RT}{p} \right) dp  lnfl=∫∞τ(RTτ−pl)dτ \ln f_l = \int_{\infty}^{\tau} \left( \frac{RT}{\tau} - p_l \right) d\tau  (A-34)

the first expression being used if the eouation of state is explicit in pressure and temperature, and the second if the equation of state is explicit in volume and temperature. These quantities are used as abbreviations for the definite integrals that express the effect of gas imperfection on the chemical potential.



A-4 THERMODYNAMI: PROPERTIES OF HETEROGENEOUS SYSTEMS

For the general heterogeneous system of unit weight which consists of a gas phase whose composition is described by the mole numbers n; (i= 1, 2,... 8) together with one or more condensed phases whose sizes are described by the mole numbers 1, the extensivé properties are the sums of the contributions of each phase. Therefore, the specific energy is given by

e=∑iniEio+∫−∞T[T(∂p∂T)T,n−p]dτ+∑jnjj(Hjj−pVjj) e = \sum_{i} n_{i} E_{i}^{o} + \int_{-\infty}^{T} \left[ T \left( \frac{\partial p}{\partial T} \right)_{T,n} - p \right] d\tau + \sum_{j} n_{j}^{j} (H_{j}^{j} - p V_{j}^{j})  (A-35)

Ea Re te ee et eR a ©

—_s © a4 ae f. 0% x v 9 lapel "Right at the specific enthalpy by the specific enthalpy by ,h=∑iniHio+∫0p[τ−T(∂τ∂T)p,n]dp , h = \sum_{i} n_{i} H_{i}^{o} + \int_{0}^{p} \left[ \tau - T \left( \frac{\partial \tau}{\partial T} \right)_{p,n} \right] dp +∑jnjjHjp + \sum_{j} n_{j}^{j} H_{j}^{p}  (A-3d)

and the specific entiopy by either of and the specific entropy by either of s=∑ini{Sio+Rℜ[(τ/(niRT))]}+∫∞T[∂p∂T]Ti−nRτdτ+∑iniiSii s = \sum_{i} n_{i} \left\{ S_{i}^{o} + R \Re \left[ (\tau/(n_{i}RT)) \right] \right\} + \int_{\infty}^{T} \left[ \frac{\partial p}{\partial T} \right]_{T_{i}} - \frac{nR}{\tau} d\tau + \sum_{i} n_{i}^{i} S_{i}^{i}  (A-37)

s=∑ini[Sio−Rℜr(pnin)]+∫op[nRp−(∂∂T)p,n]dp+∑iniiSii s = \sum_{i} n_{i} \left[ S_{i}^{o} - R \, \Re r \left( p n_{i} n \right) \right] + \int_{o}^{p} \left[ \frac{nR}{p} - \left( \frac{\partial}{\partial T} \right)_{p,n} \right] dp + \sum_{i} n_{i}^{i} S_{i}^{i}  (A-38)

where the properties of the condensed phases are expressed as functions of pressure and temperature in par. A-2,

The specific enthalpy is an _ implicitly prescribed function of the pressure, temperature, and the mole numbers n,; and nj. It has the partial derivatives has the partial derivatives ∂h∂T=∑lnlcpl2−∫lpT(∂2τ∂T2)dp+∑lnl2cpl′=cp,n \frac{\partial h}{\partial T} = \sum_{l} n_{l} c_{p_{l}}^{2} - \int_{l}^{p} T \left( \frac{\partial^{2} \tau}{\partial T^{2}} \right) dp + \sum_{l} n_{l}^{2} c_{p_{l}}^{\prime} = c_{p,n} ∂h∂p=τ−T∂τ∂T+∑lnl′[Vl′−T(∂Vl′∂T)]=v−T(∂v∂T) \frac{\partial h}{\partial p} = \tau - T \frac{\partial \tau}{\partial T} + \sum_{l} n_{l}^{\prime} \left[ V_{l}^{\prime} - T \left( \frac{\partial V_{l}^{\prime}}{\partial T} \right) \right] = v - T \left( \frac{\partial v}{\partial T} \right) ∂h∂nl=Hl0+∫lp[Vl¯−T(∂Vl′¯∂T)]dp=Hl′¯ \frac{\partial h}{\partial n_{l}} = H_{l}^{0} + \int_{l}^{p} \left[ \overline{V_{l}} - T \left( \frac{\partial \overline{V_{l}^{\prime}}}{\partial T} \right) \right] dp = \overline{H_{l}^{\prime}} ∂h∂nl′=Hl′ \frac{\partial h}{\partial n_{l}^{\prime}} = H_{l}^{\prime}  (A-39)

The <pecific entropy may 'be 'regarded an implivitly.defined f-nction of the sanie variables with the partialder, jives

∂s∂T=cp,n/T \frac{\partial s}{\partial T} = c_{p,n}/T  ∂s∂p=−∂v∂T \frac{\partial s}{\partial p} = -\frac{\partial v}{\partial T}  ∂s∂ni=(H¯i−μi)/T \frac{\partial s}{\partial n_i} = (\overline{H}_i - \mu_i)/T  ∂s∂ni′=(Hj′−μj′)/T \frac{\partial s}{\partial n_i'} = (H_j' - \mu_j')/T  (A-40)

The specific energy can be regarded an implicitly prescribed function of the gas phase volume rf, temperature, and the mcle numbers n,; and nj. If we recall that V/ =V; (p,T), the partial derivatives of the specific energy are we recall that Vj′=Vj′(p,T) V_j' = V_j' (p, T)  , the partis derivatives of the specific energy are ∂e∂T=∑i′,i″,j′∫rT(∂2p∂T2)(∂2p∂T2)dτ+∑i′ri′[ci,j′−p(∂Vi′∂T)(∂Vi′∂T)]−∂p∂T∑i′,j′ri,j′[T(∂Vi′∂T)(∂Vi′∂T)+p(∂Vi′∂T)(∂P∂T)]−∂e∂ri=Ti′∂p∂ri′−∂p∂ri′∑i′ri,j′[T(∂P∂T)(∂P∂T)+p(∂Vi′∂T)(∂P∂T)] \frac{\partial e}{\partial T} = \sum_{i',i'',j'} \int_{r}^{T} \frac{\left(\frac{\partial^2 p}{\partial T^2}\right)}{\left(\frac{\partial^2 p}{\partial T^2}\right)} d\tau + \sum_{i'} r_i' \left[c_{i,j}' - p \frac{\left(\frac{\partial V_i'}{\partial T}\right)}{\left(\frac{\partial V_i'}{\partial T}\right)}\right] - \frac{\partial p}{\partial T} \sum_{i',j'} r_{i,j'} \left[T \frac{\left(\frac{\partial V_i'}{\partial T}\right)}{\left(\frac{\partial V_i'}{\partial T}\right)} + p \frac{\left(\frac{\partial V_i'}{\partial T}\right)}{\left(\frac{\partial P}{\partial T}\right)}\right] - \frac{\partial e}{\partial r_i} = T_i' \frac{\partial p}{\partial r_i'} - \frac{\partial p}{\partial r_i'} \sum_{i'} r_{i,j'} \left[T \frac{\left(\frac{\partial P}{\partial T}\right)}{\left(\frac{\partial P}{\partial T}\right)} + p \frac{\left(\frac{\partial V_i'}{\partial T}\right)}{\left(\frac{\partial P}{\partial T}\right)}\right] ∂e∂ni′=Ei″+∫rT[T(∂P∂T)(∂P∂T)−p]dτ=Ei \frac{\partial e}{\partial n_i'} = E_i'' + \int_{r}^{T} \left[T \frac{\left(\frac{\partial P}{\partial T}\right)}{\left(\frac{\partial P}{\partial T}\right)} - p\right] d\tau = E_i 

The specific entropy can also be regarded an implicitly prescribed function of the gas phase volume.r, temperature, and the mole numbers. fi:. and nj, with the partial derivatives

∂s∂T=1T[cτ,n+∑lrjp(∂Vll∂T)+∂p∂T∑lrjlp(∂Vll∂P)−nR] \frac{\partial s}{\partial T} = \frac{1}{T} \left[ c_{\tau,n} + \sum_{l} r_{j} p \left( \frac{\partial V_{l}^{l}}{\partial T} \right) + \frac{\partial p}{\partial T} \sum_{l} r_{j}^{l} p \left( \frac{\partial V_{l}^{l}}{\partial P} \right) - nR \right]  ∂s∂τ=∂p∂T−∂p∂τ∑lrjl(∂Vll∂T) \frac{\partial s}{\partial \tau} = \frac{\partial p}{\partial T} - \frac{\partial p}{\partial \tau} \sum_{l} r_{j}^{l} \left( \frac{\partial V_{l}^{l}}{\partial T} \right)  ∂s∂ni=(Ei−μi)/T \frac{\partial s}{\partial n_{i}} = (E_{i} - \mu_{i})/T  ∂s∂nil=(Hil−μil)/T \frac{\partial s}{\partial n_{i}^{l}} = (H_{i}^{l} - \mu_{i}^{l})/T  (A-42)

In Eqs. A-30 to A-42, all of the-variabies except the variable in terms of which the differeritiation is performed are to be held constant during the differentiation.

1. D. R. Stull, et al., JANAP Thermochemical Tables, Dow Chemical Company, Contract No. AF 04(611)-7864, Sponsored by Project Principia of the Advanced Research Projects Agency, August 1965, with addenda published in August 1966 and ae ON "
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	2 $d. A. Beattie, "The Contputation of the Therrnodynamic Properties of Keal Gases and Mixtures of Real Guses'', Chem. Rev. 44,141 (1949).







APPENDIX 3 GENERAL PROCEDURE FOR THE CALCULATION OF EQUILIBRIUM COMPOSITION


B-1 INTRODUCTION

This Appendix describes a procedure for the calculation of the equilibrium composition of a heterogeneous system consisting of a gas phase, whose composition is 'described by the mole numbers n,.(i= 1, 2, ... . 8), in equilibrium with cone or more conder.ed phases, each of which we have assumed to consist ofa pure component and whose sizes are determined by the mole numbers'n;. The relations for a system consisting only of a homogeneous gay phase can be obtained by setting all of the nj equal to zero.

The procedure is designed for calculations to be carried out on large computers. For this reason, it takes advantage of the possibilities offered for a general program by the general nature of the notation that has been employed to describe the chemistry of the system. An objective in formulating the procedure is to make the computer program as simple as possible. Simplicity of program is achieved at the expense of the number of individual arithmetic operations that need to be carried out.

If the euilibsium composition is to be 'evaluated in calculations. performed by hand (as with a desk calculator), it is desirable to reduce the number of arithmetic operations as much as possible by a partial reduction of the probieni inj which the chemical nature of the system 's explicitly considered. A procedure of this type for systems consisting of compounds of carben, hydrogen, oxygen, and nitrogen is presented in Appendix C.



B2 LINEARIZATION OF THE EQUILIBRIUM CONDITIONS

The equilibrium conditions, Eqs. 2-80, can be written for the heterageneous system under consideration in the form,

μi=RT∑k=15βikλk(i=1,...,s) \mu_i = RT \sum_{k=1}^{5} \beta_{ik} \lambda_k \quad (i = 1, ..., s)  (B-1)
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μ′j=RTλj if n′j≠0(j=1,...,c) \mu'_{j} = RT\lambda_{j} \text{ if } n'_{j} \neq 0 \ (j = 1, ..., c)  (B-2)

where wu, and y; are the chemical potentials of the i-th gaseous constituent and the j-th condensed component in the heterogeneous

The stoichiométric conditions for the same system are

∑iβijni+n′j=qj(j=1,...,c) \sum_{i} \beta_{ij} n_i + n'_j = q_j \quad (j = 1, ..., c)  (B-3)

where for generality we have assumed that every component may exist as a condensed phase. In practice nj will be zero for most j and if nj = 0 for all j, the system consists of a.gas phase only.

The number of Eqs. B-1 to B-3 is equal to the sum of the number of components, the number of gaseous constituents, and the piimber of condensed phases. This number is e7ual to the number of unknowns n;,, mj, and A,. We will consider the temperature and either we gas phase volume + or the pressure p to be additional unknown variables, and we will supplement Eqs. B-1 and B-2 by two independe " specifications of the state of the system,

The number of equations to be solved can be reduced by the number of components by 'algebraic elimination of the parameters Ay fiom Eos. B-1, to B-3. If this is dune, it tums.out that the number of arithmetical operations in, calculating the cocfficients of *he remaining inkiiowns and in the subsequent solution ofthe equations is just the same as the number of arithmetical operations required to solve the larger set of equations, (The tivo altematives are, in fact, formally identical.) If the >, are eliminated algebraically, a more elaborate program is required. Therefore, there is no benefit from such a procedure if the memory capacity of the computer is adequate to accommodate the problem with the larger number of variables.

The dominant parts of Eq, B-1 are linear in the logarithms of the mole numbers n,, while Eq, 8-3 are linear in the mole numbers, Two computational procedures are possible, each resulting in an approximate set of equations linear in all of the variables. One is fo expand the logarithms of the mole numbers (and the contributions from the equation of state) in terms of the mole nunibors, retaining only linear terms. The other is to expand the mole numbers (and the contributions from the equation of state) in terms of the logarithms of the mole numbers, retaining only linear terms. The second procedure employs the exponential expansion to represent the mole numbers n, in terms of their logaxithms. The first procedure. leads to a computat.on method proposed for ideal guses by White, Johnson, and Dantzig® (although their method of derivation is leas direct). The second procedure leads to computation methods proposed by Brinkley' and by Huff, Gordon, and Morrel", The second procedure clearly leads to the better linearization of the prc*lem since the exponential expansion is much more rapidly convergent than the expansion of the logarithm.

The linearized equations, in either form, constitute the.F - + for the solution of Eqs. B-1 to B38 by 'sive approximations. The coefficients © 'Vinearized equations are evaluated with. approximation to the equilibrium cc,aposition. An improved approximation. is ¢hen obtained by solution of the set of linear equations. The process, consisting of evaluation of the coefficients of the linearized equations end their solution is continued until successive approximations to the composition are identical to some desired degree of precision. The procedure, in whatever form the equations are linearized, is an example of the well-known Newton-Raphson method for the solution of nonlinear algebraic equations,

Efficient and well standardized computer programs exist for the solution of simultaneous linear equations, and the methods employed da not need to be discussed here. This Appendix will therefore, be limited to the presentation of the necessary equations,

We elect to express the mole numbers n, as linear functions of their logarithms, in the form tions of their logarithms, in the form ni=nio+nioΔi+⋯ n_i = n_i^o + n_i^o \Delta_i + \cdots Δi=lnni−lnnio \Delta_i = \ln n_i - \ln n_i^o  (B-4)

Eq. B-4 is just the Taylor expansion of n,, regarded a function of &nn, about a value n? to terms of first order in A; With this approximation, Eq. B-3 becomes

∑iβijnioΔi+ni′=qi−∑iβijnio \sum_{i} \beta_{ij} n_i^o \Delta_i + n_i' = q_i - \sum_{i} \beta_{ij} n_i^o  (B-5)

(i =i, 2,...0c). Eqs. B-5 are the linearized form of the stoichiometric conditions in which the variables are regarded to be the increments A, and the mole numbers nj which describe the sizes of condensed phases.
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B-3 RELATIONS FOR AN EQUATION OF STATE EXPLICIT IN PRESSURE AND TEMPERATURE

Now we suppose that the equation of state of the gas phase is explicit in pressure, femperature, and the mole numbers n;. The linear Taylor expansion of the chemical potential pu, of gaseous constituent i'can be written

μl′RT=(μl′RT)0+∑lγl′l0Δl+(pV¯l′RT)0Δp−(H¯lRT)0ΔT+… \begin{split} \frac{\mu_{l'}}{RT} &= \left(\frac{\mu_{l'}}{RT}\right)^{0} + \sum_{l} \gamma_{l'l}^{0} \Delta_{l} \\ &+ \left(\frac{p\overline{V}_{l'}}{RT}\right)^{0} \Delta_{p} - \left(\frac{\overline{H}_{l}}{RT}\right)^{0} \Delta_{T} + \dots \end{split}  (B-6)

Δp=Ωn(p/p0) \Delta_p = \Omega n (p/p^0)  Δm=Ωn(T/T0) \Delta_m = \Omega n (T/T^0) 

and where the superscript zero means that the quantities so designated are to be evaluated at the point (p®, T;nj,... n°), In writing Eq. B-6, Eqs. 2-66 are employed, together with the following relation. that can be derived from Eqs. A-29:

γtri=(∂(μtr/RT)∂2nnt)p,T=δtri−ntn+ntRT∫0pδVtr¯∂ntdp(E−7) \gamma_{tri} = \left(\frac{\partial(\mu_{tr}/RT)}{\partial \ 2n \ n_{t}}\right)_{p,T} = \delta_{tri} - \frac{n_{t}}{n} + \frac{n_{t}}{RT} \int_{0}^{p} \frac{\delta \overline{V_{tr}}}{\partial n_{t}} \ dp \qquad (E-7) 

where 6,1; is the Kronecker delta (6,.,= 1 when i = j', and 8"; = 0 when i # i'.) With the approximation expressed 'by Eq. B~-6, the linearized form of Eqs. B-1 is

−∑iγiijoΔi+∑jβiijλj−(p∇iiRT)oΔp+(HiiRT)oΔT=(μiiRT)o -\sum_{i}\gamma_{iij}^{o}\Delta_{i}+\sum_{j}\beta_{iij}\lambda_{j}-\left(\frac{p\nabla_{ii}}{RT}\right)^{o}\Delta_{p}+\left(\frac{H_{ii}}{RT}\right)^{o}\Delta_{T}=\left(\frac{\mu_{ii}}{RT}\right)^{o}  (B-8)

(i! =1, 2,...8), The linear Taylor expansion of the chemical potential L;, of Eqs. 2-67 is of the form

μj′′RT=(μj′′RT)0+(pVj′′RT)0Δp−(Hj′′RT)0ΔT+…(B−9) \frac{\mu_{j\prime}^{\prime}}{RT} = \left(\frac{\mu_{j\prime}^{\prime}}{RT}\right)^{0} + \left(\frac{pV_{j\prime}^{\prime}}{RT}\right)^{0} \Delta_{p} - \left(\frac{H_{j\prime}^{\prime}}{RT}\right)^{0} \Delta_{T} + \dots (B-9) 

With this approximation, the linearized form of Eq. B-2 is
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δμjλj−(pVj′RT)oΔp+(HμRT)ΔT=(μj′RT)o \delta_{\mu j} \lambda_{j} - \left(\frac{p V_{j}'}{R T}\right)^{o} \Delta_{p} + \left(\frac{H_{\mu}}{R T}\right) \Delta_{T} = \left(\frac{\mu_{j}'}{R T}\right)^{o}  (B-10)
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(' = 1, 2,...0¢). Eqs, B-5, B-8, and B-10 are (s + 2c) linear relations between the (s + 2c + 2) quantities, Ay... Agsmy,... mas Ay,... Ay; A,, Ar. They will be supplemented by two additional relations prescribing the state of the system,

Jf a condensed form of a _ particular component—e.g., j'is excluded a priori on physical grounds, then nj; is set equal to zero and the corresponding member of Eq. B-10 is eliminated.

If the solution of the equations lea. to the result that nj; < 0, then nj is set equal to zero and the corresponding member of Eq. B-10 is 'eliminated from consideration. As a fornial computation device, this can be done by defining

δj′,j=1 if j=j′ and n′j:>0 \delta_{j',j} = 1 \text{ if } j = j' \text{ and } n'_{j:} > 0  δj′,j=0 otherwise \delta_{j',j} = 0 \text{ otherwise}  (B-11)

It. is now necessary to express the two independent specifications of the state of the system in a manner compatible with the linearized equilibrium and stoichiometric conditions. If the pressure is specified, p = p° and

Δn=0 \Delta_n = 0 \tag{B-12} 

Similarly, if the ternperature is specified, 7' = T° and

ΔT=0 \Delta_T = 0 \tag{B-13} 

Suppose that it is desired to evaluate the composition and thermodynamic properties at a specified' value of the-enthalpy. With the aid of Eqs. A-39, the linear Taylor expansion of the enthalpy can be written in the form that the proof of the following terms of the second h=h∘+∑ini∘(H¯i)∘Δi+∑i(Hii)∘[nii−(nii)∘]+(pV−Tp∂v∂TΔp+(Tcp,n)∘ΔT+⋯) h = h^{\circ} + \sum_{i} n_{i}^{\circ} (\overline{H}_{i})^{\circ} \Delta_{i} + \sum_{i} (H_{i}^{i})^{\circ} \left[ n_{i}^{i} - (n_{i}^{i})^{\circ} \right] + \left( pV - Tp \frac{\partial v}{\partial T} \Delta_{p} + (Tc_{p,n})^{\circ} \Delta_{T} + \cdots \right)  (B-14)

Rearranging, the condition imposed by specified enthalpy can. be written

∑iσio(Hi¯RT)oΔi+∑f(HffRT)σff \sum_{i} \sigma_{i}^{o} \left( \frac{\overline{H_{i}}}{RT} \right)^{o} \Delta_{i} + \sum_{f} \left( \frac{H_{f}^{f}}{RT} \right) \sigma_{f}^{f}  +[pURT−pR(∂v∂T)]oΔp+(cp,hR)oΔT + \left[ \frac{p_{U}}{RT} - \frac{p}{R} \left( \frac{\partial v}{\partial T} \right) \right]^{o} \Delta_{p} + \left( \frac{c_{p,h}}{R} \right)^{o} \Delta_{T}  =h−hoRTo+∑f(nff)o(HffRT)o = \frac{h - h^{o}}{RT^{o}} + \sum_{f} (n_{f}^{f})^{o} \left( \frac{H_{f}^{f}}{RT} \right)^{o}  (B-15)

where h is the specified value of the specific enthalpy. The mixture volume and its fixed composition 'temperature derivative are to be calculated from Eq. 2-41. Proceerling similarly, the condition imposed by specified entropy can be written with the aid of Eqs. A-40-in the fcrm

$$ \begin{split} & \sum_{l} n_{l}^{o} \left( \frac{\overline{H_{l}}}{RT} - \frac{\mu_{l}}{RT} \right)^{o} \Delta_{l} + \sum_{l} \left( \frac{H_{l}^{\prime}}{RT} - \frac{\mu_{l}^{\prime}}{RT} \right) n_{l}^{\prime} \\ & - \left[ \frac{p}{R} \left( \frac{\partial v}{\partial T} \right) \right]^{o} \Delta_{p} + \left( \frac{c_{p,n}}{R} \right)^{o} \Delta_{T} \\ & = \frac{s - s^{o}}{R} + \sum_{l} \left( n_{l}^{\prime} \right)^{o} \left( \frac{H_{l}^{\prime}}{RT} - \frac{\mu_{l}^{\prime}}{RT} \right) \end{split} \end{split} $$ (B−16) (B-16) 

where s is the specified vValie 'of the specific entropy.

If the volume is specified but tne equation of state is explicit.in the pressure and temperature, the condition imposed.by specified volume can be obtained in a siniilar manner. It is expressed by

∑lnlo(pV¯loRTo)oΔl+∑l(pVloRT)onll+[p2RT(∂v∂p)]oΔp+[pR(∂v∂T)]oΔT \sum_{l} n_{l}^{o} \left( \frac{p \overline{V}_{l}^{o}}{R T^{o}} \right)^{o} \Delta_{l} + \sum_{l} \left( \frac{p V_{l}^{o}}{R T} \right)^{o} n_{l}^{l} + \left[ \frac{p^{2}}{R T} \left( \frac{\partial v}{\partial p} \right) \right]^{o} \Delta_{p} + \left[ \frac{p}{R} \left( \frac{\partial v}{\partial T} \right) \right]^{o} \Delta_{T}  =po(v−vo)RTo+∑l(nli)o(pVloRT)o = \frac{p^{o} (v - v^{o})}{R T^{o}} + \sum_{l} (n_{l}^{i})^{o} \left( \frac{p V_{l}^{o}}{R T} \right)^{o}  (B17)

where v is the specified specific volume of the. system. The fixed composition derivatives of the mixture specific volume are to be evaluated with the aid of Eq. 2-43. If the energy is specified but the equation of state is. explicit in the temperature and pressure, the condition imposed by specified energy can be obtained by making use of the relation e = #- pu, There is obtained

$$ \begin{split} & \left[ \sum_{i} \sigma_{i}^{s} \left\langle \frac{H_{i}}{RT} - \frac{\rho V_{i}}{RT} \right\rangle \Delta_{i} + \sum_{i} \left( \frac{H_{i}^{s}}{RT} - \frac{\rho V_{i}^{s}}{RT} \right) \sigma_{i}^{s} - \left[ \frac{\rho}{RT} \left( \frac{\delta \sigma}{\delta T} \right) + \frac{\rho^{2}}{RT} \left( \frac{\delta \sigma}{\delta \rho} \right) \right] \Delta_{s} \right] \\ & + \left[ \frac{S_{i} \alpha}{R} - \frac{\rho}{R} \left( \frac{\delta \sigma}{\delta T} \right) \right]^{2} \Delta_{s} + \frac{\alpha - \sigma^{s}}{RT^{s}} + \sum_{i} \sigma_{i}^{s} \left( \frac{H_{i}^{s}}{RT} - \frac{\rho V_{i}^{s}}{RT} \right) \right] \end{split} $$ (B−1.8) (B-1.8) 

Eqs. B-5, B-8, and B-10 may be employed together with any two of Eqs, B-12, B-13, and B-14 to B-18 to determine by an iterative calculation the equilibrium composition and thermodynamic properties for two independently specified state properties. Pairs that are. independent are: (p,T), (p,h}, (p,8), (p,v), (p;e), (h,s), (hv), (h,e), (s,v), :(s,e), (v,T), and (v,e), The coefficients of the set of linear equations selected for the particular problem can all be evaluated at an approximate determination of the. composition:and state of the system in. terms of tabulated thermal properties of the constituents-of the system and explicit equations of state for each phase by means of expressions given in Appendix A.



B4 RELATIONS FOR AN EQUATION OF STATE EXPLICIT IN VOLUME AND TEMPERATURE

_Now we-suppose that the equation of state of the gas is explicit in gas phase volume, temperature, and the mole numbers 7,;. We employ. tae same procedure as that of the previous discussion, The linearized for of Eq. B-1 becomes

−∑lγllloΔl+∑jβljλj+(pl,τRT)oΔτ+(EllRT)oΔT=(μllRT)o -\sum_{l} \gamma_{l l l}^{o} \Delta_{l} + \sum_{j} \beta_{l j} \lambda_{j} + \left(\frac{p_{l}, \tau}{RT}\right)^{o} \Delta_{\tau} + \left(\frac{E_{l l}}{RT}\right)^{o} \Delta_{T} = \left(\frac{\mu_{l l}}{RT}\right)^{o}  (B-19)
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Δτ=ln(τ/τo) \Delta_{\tau} = \ln (\tau/\tau^{o})  Δτ=ln(T/To) \Delta_{\tau} = \ln (T/T^{o}) 

and where, when the chemical potential is considered a function of volume and temperature, Eq. A-23 can be used io define the coefficient A;1; as

$$ \gamma_{l'l} = \left( \frac{\partial \, \Omega n \, (\mu_{l'} / RT)}{\partial \, \Omega n \, n_{l}} \right)_{\tau, T} \\
= \delta_{l'l} - \frac{n_{l}}{RT} \int_{T}^{\tau} \frac{\partial p_{l'}}{\partial n_{l}} \, d\tau $$ (B-20)
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δjijλj−(pV′jRT)o[τp(∂p∂τ)]oΔτ+[H′j′RT−V̇′j′R(∂p∂T)]oΔτ−∑i(nipiV′jiRT)oΔi=(μ′jRT)o \delta_{jij}\lambda_{j} - \left(\frac{pV'_{j}}{RT}\right)^{o} \left[\frac{\tau}{p} \left(\frac{\partial p}{\partial \tau}\right)\right]^{o} \Delta_{\tau} + \left[\frac{H'_{j'}}{RT} - \frac{\dot{V}'_{j'}}{R} \left(\frac{\partial p}{\partial T}\right)\right]^{o} \Delta_{\tau} - \sum_{i} \left(\frac{n_{i}p_{i}V'_{ji}}{RT}\right)^{o} \Delta_{i} = \left(\frac{\mu'_{j}}{RT}\right)^{o}  (B-21)

The comments made in connection with Eq; B-10 apply to Eq. B-21. Eqs. B-5, B-19, and B-21 are the linearized form of the stoichiometric and equilibrium conditions for use when. the equation of state of the gas phase is explicit in temperature and gas phase volume.

Ii is now necessary to éxpréss the two incspendent specifications of the state of the system in a manner compatible with these linearized conditions. If the temperature is specified, Eq. B-13 applies. The analogue of Eq. B-12, namely that A; = 0 for specified 7 is of no interest except in a system consisting of a gas phase only. If the volume of the mixture v is specified, one may employ the condition

∑j(pVj′RT)αnj′+[prRT(∂v∂τ)αΔτ+[pR(∂v∂T)]αΔT+pαRTα∑i∑j[ninj,i(∂vj∂ni)pi]αΔi] \sum_{j} \left( \frac{pV_{j}'}{RT} \right)^{\alpha} n_{j}' + \left[ \frac{pr}{RT} \left( \frac{\partial v}{\partial \tau} \right)^{\alpha} \Delta_{\tau} + \left[ \frac{p}{R} \left( \frac{\partial v}{\partial T} \right) \right]^{\alpha} \Delta_{T} + \frac{p^{\alpha}}{RT^{\alpha}} \sum_{i} \sum_{j} \left[ n_{i} n_{j, i} \left( \frac{\partial v_{j}}{\partial n_{i}} \right) p_{i} \right]^{\alpha} \Delta_{i} \right]  =pα(v−vα)RTα+∑j(nj′)α(pVj′RT)α = \frac{p^{\alpha} (v - v^{\alpha})}{RT^{\alpha}} + \sum_{j} (n_{j}')^{\alpha} \left( \frac{pV_{j}'}{RT} \right)^{\alpha}  (B-22)

where v is the specified specific volume of the mixture, For a homogeneous system, Eq. B-22 yields the relation Ay = 0 when v = 7 = v°, Suppose that it is desired to evaluate the composition and thermodynamic properties at a specified value of the energy or entropy. If r-e use the linear Taylor expansions of these functions, the conditions imposed by specified energy o* entropy can be written

$$ \sum_{i} n_{i}^{o} \left[ \frac{1}{RT} \left( \frac{\partial e}{\partial n_{j}} \right) \right]^{o} \Delta_{i} + \sum_{j} \left[ \frac{1}{RT} \left( \frac{\partial e}{\partial n_{j}} \right) \right]^{o} n_{j}^{i} + \left[ \frac{\tau}{RT} \left( \frac{\partial e}{\partial \tau} \right) \right]^{o} \Delta_{\tau} + \left[ \frac{1}{R} \left( \frac{\partial e}{\partial \tau} \right) \right]^{o} \Delta_{\tau} \right\} $$ =e−eoRTo+∑j[1RT(∂e∂nji)]o(nji)o = \frac{e - e^{o}}{RT^{o}} + \sum_{j} \left[ \frac{1}{RT} \left( \frac{\partial e}{\partial n_{j}^{i}} \right) \right]^{o} (n_{j}^{i})^{o}  (B-23)

$$ \Sigma_{I} n_{I}^{o} = \left[ \frac{1}{R} \left( \frac{\partial s}{\partial n_{J}} \right) \right]^{o} \Delta_{I} + \Sigma_{J} \left[ \frac{1}{R} \left( \frac{\partial s}{\partial n_{J}^{\prime}} \right) \right]^{o} n_{J}^{\prime} + \left[ \frac{\tau}{R} \left( \frac{\partial s}{\partial \tau} \right) \right]^{o} \Delta_{T} \right] + \left[ \frac{T}{R} \left( \frac{\partial s}{\partial n_{J}^{\prime}} \right) \right]^{o} \Delta_{T} = \frac{s - s^{o}}{R} + \Sigma_{J} \left[ \frac{1}{R} \left( \frac{\partial s}{\partial n_{J}^{\prime}} \right) \right]^{o} (n_{J}^{\prime})^{o} \right] $$ (B-2.4)

respectively. The derivatives of the energy are given explicitly by Eqs. A-41 and the derivatives of the entropy are given explicitly by Eqs. A-42.

If the pressure is specified but thé equation of state of the gas phase is explicit in the gas volume and temperature, the condition imposed by specified pressure can be written

$$ \sum_{l} n_{l} \left( \frac{p_{l} \tau}{RT} \right)^{o} \Delta_{l} + \left[ \frac{\tau^{2}}{RT} \left( \frac{\partial p}{\partial \tau} \right) \right]^{o} \Delta_{T} \\
+ \left[ \frac{\tau}{R} \left( \frac{\partial p}{\partial T} \right) \right]^{o} \Delta_{T} \\
= \frac{(p - p^{o}) \tau^{o}}{RT^{o}} $$ (B-25)

If the enthaipy is specified but the equation of state of the gas phase is explicitn temperature and ges volume, the condition imposed by specified enthalpy can be obtained froin the relation h = e + pu, in the form

$$ \begin{split} & \sum_{n} n_{i}^{n} \left[ \frac{1}{RT} \left( \frac{\partial \mathbf{r}}{\partial a_{j}} \right) + \frac{\rho_{i} \mathbf{r}}{RT} + \frac{\rho}{RT} \left( \frac{\partial \mathbf{r}}{\partial a_{j}} \right) \right]^{2} \Delta_{i} + \sum_{i} \left( \frac{H_{i}}{RT} \right) n_{i} \\ & + \left[ \frac{r}{RT} \left( \frac{\partial \mathbf{r}}{\partial f} \right) + \frac{\rho_{i} \mathbf{r}}{RT} \left( \frac{\partial \mathbf{r}}{\partial f} \right) + \frac{\nu_{i} \mathbf{r}}{RT} \left( \frac{\partial \mathbf{r}}{\partial f} \right) \right]^{2} \Delta_{r} \\ & + \left[ \frac{1}{R} \left( \frac{\partial \mathbf{r}}{\partial f} \right) + \frac{\rho}{R} \left( \frac{\partial \mathbf{r}}{\partial f} \right) + \frac{\nu}{R} \left( \frac{\partial \mathbf{r}}{\partial f} \right) \right]^{2} \Delta_{r} + \frac{h - h^{*}}{RT^{*}} + \sum_{i} (n_{i}^{i})^{*} \left( \frac{H_{i}^{i}}{RT} \right)^{*} \right]^{2} \end{split} $$ (B-26)
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Eqs. B-22 to B-26 reduce to expressions that are algebraically much simpler for 'the case of a system consisting only of a. gas phase. A considerable amount of simplification is achieved if the molar volumes of the condensed phases can be considered constant.

Eqs. B-5, B-19, and B-21 can be employed together with any two of Eqs. B-13, and B-22 to B-26 to determine by an iterative calculation the equilibrium composition and thermodynamic properties for two independently specified state properties. Pairs that are independent are: (u,T), (1,2), (ua), (uP), (v,k), (e,8), (é,p), (eh), (3,p), (s,h), (p,U), and (p,e). The coefficients of the set of linear equations selected for the particular problem can all be evaluated at an approximate determination of the composition and stata of the system in terms of tabulated thermal properties of the constitients of the system and explicit equations of state. for each phase by means of expressions given in Appendix A.

For the ideal gas equation of state and for some forms of equations of state of imperfect gas mixtures, the coefficients y;,, are diggonal (Y%; = 0 when i'#i). If this is true for an equation of state explicit in the temperature and pressure, the gas mixture obeys the Lewis and Randall rule for imperfect gas mixture. If it is true for an equation of state explicit in-the temperature and volume, the gas mixture obeys the Gibbs-Dalton rule for imperfect gas mixture, It is then possible algebraically to eliminate the linearized. equilibrium conditions from the equations to be solved in the method 'of successive approximations and so to reduce the dimensions of the simultaneous linear equatioris by the number s. There is no benefit derived from this procedure unless the computer memory capacity is limited, since the reduction in the number of arithmetic operations resulting from the reduced number of equations is exactly offset by the increase ih the number of arithmetic operations required to calculate the coefficients of the resulting equations.



B-5 THE INITIAL APPROXIMATION

In order to complete the description of a computation procedure employing the method cf successive: approximations, it is necessary to specify a way of obtaining the initial approximation, The hypothetical systein oe Nee ~~ - consisting of components only provides a convenient initial approximation to the composition. Our procedure requires that the n, must not vanish (although they may be negligibly small). This requiremcnt is met if, in the absence of a better approximation, the initial approximation is tak. 4 t ve

nio=ϵ if i≠i(j) n_i^o = \epsilon \text{ if } i \neq i(j) 

'where ifj) is the constituent label of the j-th component and ¢ is an arbitrarily chosen constant smaller than the precision with which the equilibrium composition is to be calculated, and °

ni0=qi n_i^0 = q_i  if i=i(j)i = i(j)

and acondensed phase of the j-th componenit is excluded a.priori, or

nio=ϵ if i=i(j) n_i^o = \epsilon \text{ if } i = i(j) 

and acondensed phase of the j-th componen t may exist, in which case

(ni′)o=qi (n_i^{\prime})^{o} = q_i 

If the temperature and pressure or volume of the system. is not prescribed, initial' estimates of these quantities can be entirely arbitrary (but preferably of the correct order of magnitude) or, when available, the results of some simplified approximate calculauon.

The state for which enthalpy and pressure are specified is called the constant pressure combustion state. That for which the energy and volume are spccified is called the constant volume explosion state, The latter is frequently employed to describe the reaction products of a condensed explosive.



B-6 CALCULATION OF THE EQUILIBRIUM PARTIAL DERIVATIVES

The equilibrium derivatives (0v/0T),, (dv/dp)p, and ec, can be evaluated hy means of Eqs. 2-48 and 2-62 if the partial derivatives of the mole numbers nr; and nj with resvect to temperature and pressure in equiliiium mixtures are determined. Expressions for urese quantities can be obtained by differentiating, with respect to temperature and with respect to pressure, Eqs. B-l to B-3, We obtain for the change in equilibrium composition with respect to temperature at constant pressure the simultaneous linear equations

$$ \begin{split} & \sum_{i} \beta_{ij} n_{i} \left( \frac{\partial \hat{x} n \, n_{i}}{\partial T} \right) + \frac{\partial n_{j}'}{\partial T} = 0 \\ & - \sum_{i} \gamma_{ij} \left( \frac{\partial \hat{x} n \, n_{i}}{\partial T} \right) + \sum_{j} \beta_{ij} \left( \frac{\partial \lambda_{j}'}{\partial T} \right) = - \frac{\overline{H}_{IJ}}{RT^{2}} \\ & \delta_{IJ} \left( \frac{\partial \lambda_{j}}{\partial T} \right) = - \frac{H_{IJ}'}{RT^{2}} \end{split} \right\} $$ (B-27)

For the change in equilibrium composition with respect to pressure at constant temperature, we obtain the simultaneous linear equations

∑iβijni(∂ℜni∂p)+∂nji∂p=0−∑iγii(∂ℜni∂p)+∑jβiij(∂λj∂p)=V¯iiRTδjij(∂λj∂p)=VjiiRT \begin{split} & \sum_{i} \beta_{ij} n_{i} \left( \frac{\partial \Re n_{i}}{\partial p} \right) + \frac{\partial n_{j}^{i}}{\partial p} = 0 \\ & - \sum_{i} \gamma_{ii} \left( \frac{\partial \Re n_{i}}{\partial p} \right) + \sum_{j} \beta_{iij} \left( \frac{\partial \lambda_{j}}{\partial p} \right) = \frac{\overline{V}_{ii}}{RT} \\ & \delta_{jij} \left( \frac{\partial \lambda_{j}}{\partial p} \right) = \frac{V_{ji}^{i}}{RT} \end{split}  (B-28)
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In Eqs. B-27 and B-28, the coeffivients -y;-; are defined by Eq. B-7. The coefficients of the variables of Eqs. B-27 and B-28.are the same and their matrix is the same as the matrix of the coefficients of Eqs, B-5, B-8, and B-10. Since the triangular or inverse form of the letter is obtained in the course of the calculation of the equilibrium composition, the solution of Eqs. B-27 and B-28 can be economically performed.

The equilibrium derivatives (dp/0T),, (ap/dv)p, and c, can be evaluated by the procedure described in par. 2-4 if the partiai derivatives of the mole numbers n, and n; with respect to temperature and gas phase volume in equilibrium mixtures are determined, Expressions for these quantities can be obtained by differentiating, with respect to temperature and with xespect to gas phase yolume, Eqs. Bel to B-3. For the derivatives with respect to temperature at constant 7, we obtain
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∑iβijni(∂ℜnni∂T)+∂nj′∂T=0−∑iγiij(∂ℜnni∂T)+∑jβiij(∂λj∂T)=−EiiRT2δjij(∂λj∂T)=−Ėji′RT2+Vji′RT(∂p∂T) \begin{split} & \sum_{i} \beta_{ij} n_{i} \left( \frac{\partial \, \Re n \, n_{i}}{\partial T} \right) + \frac{\partial n_{j}'}{\partial T} = 0 \\ & - \sum_{i} \gamma_{iij} \left( \frac{\partial \, \Re n \, n_{i}}{\partial T} \right) + \sum_{j} \beta_{iij} \left( \frac{\partial \lambda_{j}}{\partial T} \right) = - \frac{E_{ii}}{RT^{2}} \\ & \delta_{jij} \left( \frac{\partial \lambda_{j}}{\partial T} \right) = - \frac{\dot{E}_{ji}'}{RT^{2}} + \frac{V_{ji}'}{RT} \left( \frac{\partial p}{\partial T} \right) \end{split}  (B-29)

eo

In Eqs. B-29 and B-30, the coefficients 7+; are defined by Eq. B-20. The coefficients of the variables of Eqs. B-29 and B-30 are the same-and their matrix is the same as the matrix of the coefficients of Eqs. B-5, B-19, and B-21. The triangular or inverse form of the latter is obtained.in the course of the calculation of the equilibrium: co:nposition, and thus the soli:tions of Eqs. B-29 and B-30 can be economically obtained.

' 4 For the derivatives with respect to r at-constant temperature, we obtain

∑iβijni(∂lnni∂τ)+∂n′j∂τ=0 \sum_{i} \beta_{ij} n_{i} \left( \frac{\partial \ln n_{i}}{\partial \tau} \right) + \frac{\partial n'_{j}}{\partial \tau} = 0  −∑iγii(∂lnni∂τ)+∑jβiij(∂λj∂τ)=−piRT - \sum_{i} \gamma_{ii} \left( \frac{\partial \ln n_{i}}{\partial \tau} \right) + \sum_{j} \beta_{iij} \left( \frac{\partial \lambda_{j}}{\partial \tau} \right) = -\frac{p_{i}}{RT}  δjij(∂λj∂τ)=+V′jiRT(∂p∂τ) \delta_{jij} \left( \frac{\partial \lambda_{j}}{\partial \tau} \right) = + \frac{V'_{ji}}{RT} \left( \frac{\partial p}{\partial \tau} \right)  (B-30)
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APPENDIX C METHOD FOR THE DESK CALCULATION OF EQUILIBRIUM COMPOSITION OF SYSTEMS CONTAINING COMPOUNDS OF CARBON, HYDROGEN, OXYGEN, AND NITROGEN


C-1 INTRODUCTION
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In this Appendix, we outline.a simple iterative procedure tur the calculation of the equilibrium 'composition of systems containing compounds of carbon, hydrogen, oxygen, and nitrogen. The procedure is designed for hand computations, It is now well adapted to calculaticns on computers since convergence is. not guaranteed. fcr all possible combinatioris, This is not an importasit characteristic 'for hand calculations since the computist can exercise judgment to force convergence by adjusting the approximate solution employed as the basis for each iterative step.

We assume *hat the calculation is to be performed with independent. variables, temperature and pressure, when an equation of state is explicit ian temperature acd pressure; or with independent variables, temperature and gas volume, when the equation of state is explicit in these variables, If the state of the system is specified in another way, it. is. best—in using these methods—to perform the calculation at several appropriate values of the independent variables and to interpolate in the resulting table of. the thermodynamic properties with respect to the property or propertiez-that are specified.

The procedure described in this Appendix does not lead to ar. exact calculation of the equilibrium derivatives, such as the heéiit capacity, If these quantities are required, they must be evaluated either by the exact methods described in Appendix B, using the :omposition calculated by. the method of this Appendix,C, or ky numerical differcntiation in a-vable of the appropriate property prepared by performing the calculations at several values of the independent variables,

The chemicat species considered ix this Appendix, together with the label assianed to each: species, are listed

Elemental carbon, if present,.is assumed to be solid.

We define a quantity y,; for each constituent by the following scheme:

φ1=μ1′/(RT) \varphi_1 = \mu_1'/(RT) \tag{C-1} 

where Hy is the chemical potential of solid carbon, to be evaluated by 'Eq. A-4, and

φi=μi/(RT)−lnnpi=2,3,...12 \varphi_i = \mu_i/(RT) - \ln n_p i = 2, 3, ... 12  (C-2)

where 4, is the cheinical potential of the i-th gaseous constituent, y; is the same quantity less the leading concentration term, and n: ig the: nuniber of moles of the i-th constituerit ix.a unit weight of mixture. The quantity u, is to be evaluated with the aid of Ey, A-v9. éf the equation of state is explicit in temperature we pressure, or with the aid of Eq. A-23° if * equation of state is explicit in temperature: and gas phase volume. We define equilibsivrs constant k, for the /:th species vy the-celaticn.

log10ki=0.43429(∑iβijφi−φi)(Ca) \log_{10}k_i = 0.43429(\sum_i \beta_{ij} \varphi_i - \varphi_i) \qquad (Ca) 

Tables of the coefficients B,, are giveii in tates which follow.

The method is based on the fact tha', veil. one exception receiving. special treatment, 'f-2:%; as calculated by Eq. C-3 for the particular yahues.of the 8), employed. here are all much jess thar. unity at the pressures of infest', tha description of the exvlosion spgucte of condensed explosives.

Gétigrally lid. arbor Is nok sroduced. kt syslog coriteming rmoeb Sleegutr than requited for eodarplete oxiddtio: of the carbon atid hydrogen, Usually, it is hecesswy to- 'determine ie equilibrium composition On "Ge sasingction that solid carbon is presint, !* tnis.calvulation resulis in a negative amount. of carban, the. calculation is then repeated with th4 knowledge that solid carbon is absent.

We denote by dg, Yn, do. Gy tha nuesver af gram atoms -of carbon, mciesten, oxygen, and nitrogen, respectively, that are preseut in une gram of mixture. We aftix a surnicn ytzero to

7 & fers, ee the symbol n; to denote that the sysnbol so designated is an approximation to the composition of the system, arid to the symbol k; to denote that the equilibrium constant so designated is to be. calsulated with the approximation n3, ... nf2 to the composition of:the system.



C-2 SYSTEMS W!TH SOLID CARBON

The equilibrium constants k; are calculated with the aid of the following table of the §,, for each value oft for which entries are given:

Steps in the calculation are:

(1) mg, mg, and ng are calculated from the conservation relationships for oxygen, hydrogen, and nitrogen atoms:

n2=q0−2n30−n50−2n70−n30−n90−n110 n_2 = q_0 - 2n_3^0 - n_5^0 - 2n_7^0 - n_3^0 - n_9^0 - n_{11}^0  n4=34qH−n50−32n90−32n100 n_4 = 34q_H - n_5^0 - 32n_9^0 - 32n_{10}^0  n5=34qN−32n110−32n120 n_5 = 34q_N - 32n_{11}^0 - 32n_{12}^0  (C-4)

Initially, all of the n? in these relationships can be taken to be zero;

(2) 'She remaining mole numbers are calculated with the equilibriurn conditions:

n3=k36n22 n_{3} = k_{3}^{6} n_{2}^{2}  n5=k50n2n4 n_{5} = k_{5}^{0} n_{2} n_{4}  n7=k70n22 n_{7} = k_{7}^{0} n_{2}^{2}  n8=k80n2 n_{8} = k_{8}^{0} n_{2}  n9=k50n2n4 n_{9} = k_{5}^{0} n_{2} \sqrt{n_{4}}  n10=k100n4 n_{10} = k_{10}^{0} \sqrt{n_{4}}  n11=k110n2n6 n_{11} = k_{11}^{0} n_{2} \sqrt{n_{6}}  n12=k120n6 n_{12} = k_{12}^{0} \sqrt{n_{6}}  (C−5) (C-5) 
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(8) Steps (1) and (2) are repeated in sequence until successive iterations give the same values of ng, rg, and ng. The amount of solid carbon is then calculated from

n1=qc−n2−n3 n_1 = q_c - n_2 - n_3 \tag{C-6} 

Tiie calculations for n, < 0 are given in the next paragraphs.



C-3 RICH. SYSTEM WITHOUT SOLID CARBON, 99 <2Gc + 4u/2

The equilibrium constants -k,; are cilculated with the aid of. the following table of-the 8,, for each value of ifor which entries are giveti:
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(1) The Quantities A, B, C are evaluated from the definitions
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A=qC A = q_{C}  B=12qH−qO+qC+2n70+n80+12n90−12n100+n110 B = \frac{1}{2}q_{H} - q_{O} + q_{C} + 2n_{7}^{0} + n_{8}^{0} + \frac{1}{2}n_{9}^{0} - \frac{1}{2}n_{10}^{0} + n_{11}^{0}  C=qO−qC−2n70−n80−n90−n110 C = q_{O} - q_{C} - 2n_{7}^{0} - n_{8}^{0} - n_{9}^{0} - n_{11}^{0}  (C-7)

Initially, all of.the nf in these relationships can be taken to be zero.

(2) mg is the positive root of the quadratic -

(1−k30)n32+(Ak30+B+Ck30)n3 (1 - k_3^0) n_3^2 + (Ak_3^0 + B + Ck_3^0) n_3  −∧Ck30=0 - \wedge Ck_3^0 = 0  (C-8)

(3) ng, 4, Mg, and ng are evaluated from the relations —

n2=A−n3 n_{2} = A - n_{3}  n4=B+n3 n_{4} = B + n_{3}  n5=C−n3 n_{5} = C - n_{3}  n6=12qN−12n110−12n120 n_{6} = \frac{1}{2}q_{N} - \frac{1}{2}n_{11}^{0} - \frac{1}{2}n_{12}^{0}  (C-9)

Initially, the values of n?, and n?, can be taken to be zero.

(4) The remaining mole .:umbers are calculated with the relations

n7=k70n52/n42 n_{7} = k_{7}^{0} n_{5}^{2} / n_{4}^{2}  n8=k80n5/n4 n_{8} = k_{8}^{0} n_{5} / n_{4}  n9=k90n5/n4 n_{9} = k_{9}^{0} n_{5} / \sqrt{n_{4}}  n10=k100n4 n_{10} = k_{10}^{0} \sqrt{n_{4}}  n11=k110n5n6/n4 n_{11} = k_{11}^{0} n_{5} \sqrt{n_{6}} / n_{4}  n12=k120n6 n_{12} = k_{12}^{0} \sqrt{n_{6}}  (C-10)

(5) Steps (1) through (5) are repeated' in sequence until successive iterations. give the same values of ng, ng, Ng, and Ng.



C-4 LEAN 'SYSTEMS WITHOUT SOLID

'The equilibrium constants k, are calculated. with the aid of. the following table of the 8,, for eacn value of i for which entries are given:

Steps in the calculations are:

(1) 1g, ng, 'ng, and m, are calculated from the relations

n3=qC−n20 n_{3} = q_{C} - n_{2}^{0}  n5=12qH−n40−12n90−12n100 n_{5} = \frac{1}{2}q_{H} - n_{4}^{0} - \frac{1}{2}n_{9}^{0} - \frac{1}{2}n_{10}^{0}  n6=12qN−12n110−12n120 n_{6} = \frac{1}{2}q_{N} - \frac{1}{2}n_{11}^{0} - \frac{1}{2}n_{12}^{0}  n7=12qO−12qH−qC n_{7} = \frac{1}{2}q_{O} - \frac{1}{2}q_{H} - q_{C}  +12n20+12n40−12n80−12n90 + \frac{1}{2}n_{2}^{0} + \frac{1}{2}n_{4}^{0} - \frac{1}{2}n_{8}^{0} - \frac{1}{2}n_{9}^{0}  +12n100−12n110 + \frac{1}{2}n_{10}^{0} - \frac{1}{2}n_{11}^{0}  (C-11)

Initially, the values of the n? may be taken to be zero. It go =$ 9H - 24c, it is. necessary initially to take n, to be some arbitrary. small number, ¢.g., 10°°, so that it will not vanish.

(2) The remaining mole numbers are calculated with the relations
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n2=k20n3/n7n10=k100n5/n7 n_{2} = k_{2}^{0} n_{3} / \sqrt{n_{7}} \qquad n_{10} = k_{10}^{0} \sqrt{n_{5} / \sqrt{n_{7}}}  n4=k40n5/n7n11=k110n6n7 n_{4} = k_{4}^{0} n_{5} / \sqrt{n_{7}} \qquad n_{11} = k_{11}^{0} \sqrt{n_{6}} \sqrt{n_{7}}  n8=k80n7n12=k120n6 n_{8} = k_{8}^{0} \sqrt{n_{7}} \qquad n_{12} = k_{12}^{0} \sqrt{n_{6}}  n9=k90n5n7 n_{9} = k_{9}^{0} \sqrt{n_{5}} \sqrt{n_{7}}  (C−12) (C-12) 

(3) Steps (1) and (2) are repeated in sequence until successive iterations give the samé values of "3, Ng, Ng, andnz7.
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APPENDIX D IMPERFECT GAS CONTRIBUTIONS TO THE THERMODYNAMIC PROPERTIES FOR SEVERAL EQUATIONS OF STATE


D-1 INTRODUCTION
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In this Appendix, we list for easy reference expressions for the imperfect gas part of the thermodynamic properties of a.:gaseous phase, employing several of the equations of state that have been used to describe the gaseous-,roducts of condensed explosives. These expressions are obtained by the use of the rélations deduced in. Appendix A.



6-2 THE ABEL EQUATION OF STATE

The Abel niodification of the van der Weal's equation of state has been employed to describe the gaseous products of condensed explosives. The equation is written

pτ=nRT+αp p\tau = nRT + \alpha p \tag{D-1} 

where & is a constant covolume. (For references, see par. 7-9.) The partial derivatives of the equation of state are

∂τ∂T=nRp \frac{\partial \tau}{\partial T} = \frac{nR}{p}  ∂τ∂p=−nRTp2 \frac{\partial \tau}{\partial p} = -\frac{nRT}{p^2}  ∂τ∂nt=RTp \frac{\partial \tau}{\partial n_t} = \frac{RT}{p}  (D-2)

With this equation of state, the nonideal parts of the thermodynamic parts of the gas mixture are given by

h(T,p)−h*(T)=αp h(T,p) - h^{*}(T) = \alpha p  e(T,p)−e*(T)=0 e(T,p) - e^{*}(T) = 0  s(T,p)−s*(T,p)=0 s(T,p) - s^{*}(T,p) = 0  cp,n(T,p)−cp,n*(T)=0 c_{p,n}(T,p) - c_{p,n}^{*}(T) = 0  μi(T,p)−μi*(T,p)=0 \mu_{i}(T,p) - \mu_{i}^{*}(T,p) = 0  (D-3)

The derivative y,;,; employed in. the calculation of the equiligrium composition is

γi′i=δi′i−ni/n(D.4) \gamma_{i'i} = \delta_{i'i} - n_i/n \qquad (D.4) 

where 6 is the Kronecker delta. Although this equation. of state has been used to calculate: detonation 'parameters, it does not satisfy the identiy for volume, Eq. 2-45.



D-3 THE ABEL EQUATION OF STATE AS MODIFIED BY JONES

Jones hac 'modified the Abel equation of state for calculations of the properties of gaseous explosion products of condensed explosives by assuming that

α=α(p) \alpha = \alpha(p)  (D-5)

(For references, see Chapter 7.) With Eq. D-5, the partial derivatives of Eq. D-3. are

∂τ∂T=nRp \frac{\partial \tau}{\partial T} = \frac{nR}{p}  ∂τ∂p=−nRTp2+α′(p) \frac{\partial \tau}{\partial p} = -\frac{nRT}{p^2} + \alpha'(p)  ∂τ∂ni=RTp \frac{\partial \tau}{\partial n_i} = \frac{RT}{p}  (D-6)

The nonideal parts of the thermodynamic properties of the gas mixture are given by Pp

h(T,p)−h*(T)=∫0pα(p)dp h(T,p) - h^*(T) = \int_{0}^{p} \alpha(p)dp  e(T,p)−e*(T)=∫0pα(p)dp−αp e(T,p) - e^*(T) = \int_{0}^{p} \alpha(p)dp - \alpha p  s(T,p)−s*(T,p)=0 s(T,p) - s^*(T,p) = 0  cp,n(T,p)−cp,n*(T)=0 c_{p,n}(T,p) - c_{p,n}^*(T) = 0  μ1(T,p)−μ1*(T,p)=0 \mu_{1}(T,p) - \mu_{1}^*(T,p) = 0  (D-7)

a ae

The coefficient ¥;'; employed in the calculation of the equilibrium composition is given by

γi′i=δi′i \gamma_{i'i} = \delta_{i'i} \tag{D-8} 

This form of the Abel equation doesnot satisfy the thermodynamic identity for volume, Eq, 2-45,



D-4 THE ABEL EQUATION OF STATE AS 'MODIFIED BY COOK

Cook has modified the Abel equation. of state for calculations of the properties of gaseous explosion products of condensed' explosives by assuming that

α=α(τ) \alpha = \alpha(\tau)  (D-9)

(For references see Chapter 7.) With Eq. D-9, the. partial derivatives of Eq. D-1 are

∂p∂T=nRτ−α \frac{\partial p}{\partial T} = \frac{nR}{\tau - \alpha}  ∂p∂τ=−nRṪ(τ−α)2[1+α′(τ)] \frac{\partial p}{\partial \tau} = -\frac{nR\dot{T}}{(\tau - \alpha)^2} \left[ 1 + \alpha'(\tau) \right]  ∂p∂ni=ṘTτ−α \frac{\partial p}{\partial n_i} = \frac{\dot{R}T}{\tau - \alpha}  (D-10)

The nonideal parts of the thermodynamic properties of the gas mixture are given by

e(τ,T)−e⋆(T)=0 e(\tau,T) - e^{\star}(T) = 0  s(τ,T)−s⋆(τ,T)=nR∫−∞τατ(τ−α)dτ s(\tau,T) - s^{\star}(\tau,T) = nR \int_{-\infty}^{\tau} \frac{\alpha}{\tau(\tau-\alpha)} d\tau  cν,n(τ,T)−cν,n⋆(T)=0 c_{\nu,n}(\tau,T) - c_{\nu,n}^{\star}(T) = 0  μl(τ,T)−μl⋆(τ,T)=−RT∫−τ(τ−α)τατ(τ−α)dτ \mu_{l}(\tau,T) - \mu_{l}^{\star}(\tau,T) = -RT \int_{-\tau(\tau-\alpha)}^{\tau} \frac{\alpha}{\tau(\tau-\alpha)} d\tau  (D-11)

The-cdefficient y,:, employed in the calculation of:the equilibrium composition is given by

γt′i=δt′i \gamma_{t'i} = \delta_{t'i} \tag{D-12} 

This form of the Abel equation does not satisfy the thermodynamic identity for volume, Eq. 2-45.
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D-5 THE VIRIAL EQUATION OF STATE OF HIRSCHFELDER AND ROSEVEARE

An equation of state in viral'form proposed. by Hirschfelder and Roseveare has been applied to the calculation of the properties of the gaseous explosion products of condensed explosives by Patterson. 'Patterson employs the expression

pτnRT=1+bτ+A(bτ)2+B(bτ)3+C(bτ)4 \frac{p\tau}{nRT} = 1 + \frac{b}{\tau} + A \left(\frac{b}{\tau}\right)^2 + B \left(\frac{b}{\tau}\right)^3 + C \left(\frac{b}{\tau}\right)^4 

where A, B,:and C are numerical constants. A? 0,625, B = 0;287, C = 0.193, and.

b=∑inibi b = \sum_{i} n_i b_i \tag{D-14} 

where b; is the high temperature second virial coefficient of the k-th gaseous constituent, regarded as independent of temperature. (For references, derivatives of . "equation of staté-are | ~ae, Chapter 7.) The partial

∂p∂T=nΠτ{1+δτ+A(bτ)3+B(bτ)4+C(bτ)4}∂p∂τ=−nRTτ2{1+2(bτ)+3A(bτ)2+4B(bτ)3+6C(bτ)4}∂p∂nt=RTτ{1+(1+nbb)bτ+(1+2nbb)A(bτ)3+(1+2nbb)C(bτ)4} \begin{aligned} \frac{\partial p}{\partial T} &= \frac{n\Pi}{\tau} \left\{ 1 + \frac{\delta}{\tau} + A \left( \frac{b}{\tau} \right)^3 + B \left( \frac{b}{\tau} \right)^4 + C \left( \frac{b}{\tau} \right)^4 \right\} \\ \frac{\partial p}{\partial \tau} &= -\frac{nRT}{\tau^2} \left\{ 1 + 2 \left( \frac{b}{\tau} \right) + 3A \left( \frac{b}{\tau} \right)^2 + 4B \left( \frac{b}{\tau} \right)^3 + 6C \left( \frac{b}{\tau} \right)^4 \right\} \\ \frac{\partial p}{\partial n_t} &= \frac{RT}{\tau} \left\{ 1 + \left( 1 + \frac{nb}{b} \right) \frac{b}{\tau} + \left( 1 + \frac{2nb}{b} \right) A \left( \frac{b}{\tau} \right)^3 + \left( 1 + \frac{2nb}{b} \right) C \left( \frac{b}{\tau} \right)^4 \right\} \end{aligned}  {(D−15)(bτ)4+(1+3nbb)B(bτ)3+(1+4nbb)C(bτ)4} \left\{ (D-15) \left( \frac{b}{\tau} \right)^4 + \left( 1 + \frac{3nb}{b} \right) B \left( \frac{b}{\tau} \right)^3 + \left( 1 + \frac{4nb}{b} \right) C \left( \frac{b}{\tau} \right)^4 \right\} 

The nenideal parts of the thermodynamic propertics are given by

{c(r,T)−c*(T)=0s(r,T)−s*(r,T)=−nR{br+A2(br)2+B3(br)3+C4(br)4}cs,s(r,T)−cs,s*(T)=0ui(r,T)−μi*(r,T)=RT{(1+nbib)br+(vi+nbib)A(br)3+(vi+nbib)B(br)3+(vi+nbib)C(br)4} \begin{cases} c(r,T) - c^{*}(T) &= 0 \\ s(r,T) - s^{*}(r,T) &= -nR \left\{ \frac{b}{r} + \frac{A}{2} \left( \frac{b}{r} \right)^{2} + \frac{B}{3} \left( \frac{b}{r} \right)^{3} + \frac{C}{4} \left( \frac{b}{r} \right)^{4} \right\} \\ c_{s,s}(r,T) - c_{s,s}^{*}(T) &= 0 \\ u_{i}(r,T) - \mu_{i}^{*}(r,T) &= RT \left\{ \left( 1 + \frac{nb_{i}}{b} \right) \frac{b}{r} + \left( v_{i} + \frac{nb_{i}}{b} \right) A \left( \frac{b}{r} \right)^{3} + \left( v_{i} + \frac{nb_{i}}{b} \right) B \left( \frac{b}{r} \right)^{3} + \left( v_{i} + \frac{nb_{i}}{b} \right) C \left( \frac{b}{r} \right)^{4} \right\} \end{cases}  (D−16) (D-16) 
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The coefficient 7; employed in the calculation of the equilibrium coriiposition is given by

ηil=2m∑i=1mAm(br)m1+2m∑i=1mMm(br)m(nibib−nin)[n(m−1)⋅bib+2m∑i=1mAm(br)m] \eta_{il} = \frac{\frac{2}{m} \sum_{i=1}^{m} A_{m} \left( \frac{b}{r} \right)^{m}}{1 + \frac{2}{m} \sum_{i=1}^{m} M_{m} \left( \frac{b}{r} \right)^{m}} \left( \frac{n_{i}b_{i}}{b} - \frac{n_{i}}{n} \right) \left[ n(m-1) \cdot \frac{b_{i}}{b} + \frac{2}{m} \sum_{i=1}^{m} A_{m} \left( \frac{b}{r} \right)^{m} \right]  +2m∑i=1mAm(br)m + \frac{2}{m} \sum_{i=1}^{m} A_{m} \left( \frac{b}{r} \right)^{m}  Man=A Man = A  A0=A A_{0} = A 

A3=B A_3 = B 

A⟂=0 A_{\perp} = 0 



D6 THE HALFORD-KISTIAKOWSKY-WILSON EQUATION OF STATE

Halford, Kistiakowsky; and Wilson have proposed an empirical equation of state for the description of the gaseous products of condensed explosives. As subsequently modified by Cowan and Pickett, it has the form

pτ=nRT(1+xeθx) p\tau = nRT \left(1 + xe^{\theta x}\right)  x=k/[τ(T+θ)α] x = k/[\tau(T + \theta)^{\alpha}]  k=∑iniki k = \sum_{i} n_{i}k_{i}  (D-18)

Here, a, 6, and § are constants to which Cowan and Fickett assign the values & =-0.5, 6 = 0.09) 0 = 400°K. The .k, are. "covclume" constants characteristic of the individual species. (for references, see Chapter 7.) The partial derivatives of the equation cf state are

∂p∂T=nRτ{1+xeβx−(αTiT+θ)(1+βx)xeβx} \frac{\partial p}{\partial T} = \frac{nR}{\tau} \left\{ 1 + xe^{\beta x} - \left( \frac{\alpha T^{i}}{T + \theta} \right) (1 + \beta x) xe^{\beta x} \right\}  ∂p∂τ=−nRTτ2{1+xeβx+(1+βx)xeβx} \frac{\partial p}{\partial \tau} = -\frac{nRT}{\tau^{2}} \left\{ 1 + xe^{\beta x} + (1 + \beta x) xe^{\beta x} \right\}  ∂p∂n=RTτ{1+xeβx+nkik(1+βx)xeβx} \frac{\partial p}{\partial n} = \frac{RT}{\tau} \left\{ 1 + xe^{\beta x} + \frac{nk_{i}}{k} (1 + \beta x) xe^{\beta x} \right\} 

With this equation of state, the nonideal parts of the thermodynamic properties of the gas mix ture"are-given by

e(T,τ)−e*(T)=nRT(αTT+q̂)xeQ̂xe(T,τ)−e*(T,τ)=nR{(αTT+q̂)xeQ̂x−(eQ̂x−1))p̂}ey(T,τ)−êy*(T)=nR{αTT+q̂}xeQ̂x{2−TT+q̂(1+α+αq̂x)}uy(T,τ)−uy*(T,τ)=nR{kyneQ̂x(ky+(eQ̂x−1))p̂} \begin{aligned} & e(T,\tau) - e^*(T) &= nRT \left( \frac{\alpha T}{T+\hat{q}} \right) x e^{\hat{Q}_x} \\ & e(T,\tau) - e^*(T,\tau) &= nR \left\{ \left( \frac{\alpha T}{T+\hat{q}} \right) x e^{\hat{Q}_x} - (e^{\hat{Q}_x} - 1)) \hat{p} \right\} \\ & e_y(T,\tau) - \hat{e}^*_y(T) &= nR \left\{ \frac{\alpha T}{T+\hat{q}} \right\} x e^{\hat{Q}_x} \left\{ 2 - \frac{T}{T+\hat{q}} \left( 1 + \alpha + \alpha \hat{q}_x \right) \right\} \\ & u_y(T,\tau) - u_y^*(T,\tau) &= nR \left\{ k_y n e^{\hat{Q}_x} \left( k_y + (e^{\hat{Q}_x} - 1)) \hat{p} \right\} \end{aligned} 

In the calculation of the equilibrium composition, we employ the dezivative

γij=δji−nin+efinh(nikih−nin)[hx(1+efin)+nkjx2(β−efin)1+2nefin] \gamma_{ij} = \delta_{ji} - \frac{n_i}{n} + \frac{e^{fin}}{h} \left( \frac{n_i k_i}{h} - \frac{n_i}{n} \right) \left[ \frac{hx(1 + e^{fin}) + nk_j x^2 (\beta - e^{fin})}{1 + 2n e^{fin}} \right]  (D-21)
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APPENDIX £ CALCULATION OF THE DETONATION VELOUITY OF THE THERMODYNAMIC STATE OF THE EXPLOSION GAS

As shown in Chapter 6 (Eqs. 6-106 and 6:107), the detonation velocity D and the thermodynamic state at the detonation front satisfy the equations

D=voκ1p1ρ1 D = v_o \sqrt{\kappa_1 p_1 \rho_1}  e1−eo=12(p1+po)(vo−v1) e_1 - e_o = \frac{1}{2}(p_1 + p_o)(v_o - v_1)  1−po/p1=κ1(ρ1vo−1) 1 - p_o/p_1 = \kappa_1(\rho_1 v_o - 1)  (E-1)

where the subscripts o and 1 denote initial conditions and conditions at the detonation front, respectively; K is the adiapatic exponent; ande, specific energy function.
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Let us suppose that. the equation of state is an expression of the form

p=p(v,T)(E−2) p = p(v,T)       (E-2) 

and that with this expression together with tables of the thermal properties of the individual reaction products, the specific energy, and adiabatic exponent are represented as functions of'the same independent variables

e=e(v,T) e = e(v,T)  κ=κ(v,T) \kappa = \kappa(v,T)  (E-3)

Thus, in the solution of Eqs. E-1, we are required to satisfy the functions represented. by Eqs. E-2 and E-3, in which the temperature appears as a parameter.

It the composition of the reaction products is known, if the analytical form of the equation of state is a simple one, and if the thermal properties of the reaction products can be represented with sufficient accuracy by simple empirical equations; then an algebraic solution of Eqs. E-1, E-2, and E-3 can in principle be obtained. As an example of the theory, we derive in Appendix F the sclution for the case when Eq. E-2 is the equation of state for an ideal gas. In gensral, however, the thermal propesties of the reaction products are not analytic functions of the temperature, and the composition of the mixture of reaction products is to be determined on the assumption that the products are in thermodynarnic equilibrium at the temperature and specific volume behind the detonation front. The solution of the equilibrium conditions, necessary for calculating the detonation parameters with Eqs. E-2 and K-3, is itself a problem of considerable complexity. This problem has been discussed in Appendixes B and C where methods for its solutions are discussed in detail. It \is apparent that. the solution of Eqs. E-1, satisfying the fis ichions represented by Eqs. E-2 arid E-3 and. snaject to the equilibrium conditions for the composition of the mixture, must be obtained by an iterative method: With the understanding that the procedures described in Appendix A can be employed to-evaluate the functions of Eqs. E-2 and E-3 for specified values of specific volume and temperature, these functions can'be regarded as known and we can proceed to formulate an iterative method for the solution of Eas. E-1.

Suppose that an approximate solution, e.g., (uv, Ti), te Eqs. E-1 has been found and that

p′1=p(v′1,T′1) p'_1 = p(v'_1, T'_1) 

e′1=e(v′1,T′1)e'_1 = e(v'_1, T'_1)

κ′1=κ(v′1,T′1)\kappa'_1 = \kappa(v'_1, T'_1)

have been evaluated. It is convenient to define the abbreviations

x=p1/p1′ x = p_1/p_1'  y=v1/v1′ y = v_1/v_1'  (E-4)

which are the corrections to be applied to the approximate values p; and vu, to obtain an improved approximation. We also define the quantities F

a=po/p′1 a = p_{o}/p'_{1}  b=vo/v′1 b = v_{o}/v'_{1}  c=2(e′1−eo)/(p′1v′1) c = 2(e'_{1} - e_{o})/(p'_{1}v'_{1})  (E-5)

which can be evaluated at (v',,T,). Now, as an approximation, we assume that the detonation products are polytropic between (v' ,7" )-and the correct solution to Eqs. E-1, (,,' 1) with adiabatic exponent «, = «|. With this assumption

Imption e1−e1′=1κ1′−1(p1v1−p1′v1′) e_1 - e_1' = \frac{1}{\kappa_1' - 1} (p_1 v_1 - p_1' v_1')  (E-6)

By use of Egs. E-4, E-5, and E-6 the bottom two equations inE-1 can be written as

x=(κ′1−1)(c−ab+ay)−2(κ′1−1)b−(κ′1+1)y x = \frac{(\kappa'_1 - 1)(c - ab + ay) - 2}{(\kappa'_1 - 1) b - (\kappa'_1 + 1)y}  y=κ′1κ′1+1b+(aκ′1+1)yx y = \frac{\kappa'_1}{\kappa'_1 + 1} b + \left(\frac{a}{\kappa'_1 + 1}\right) \frac{y}{x}  (E-7)

and solved for x.and-y.

iene a me bor a condensed explosive, the ratio p,/Po is the order of 10°. Since the ratio p,/p', is of order unity, a * 0 to a very. good approximation for condensed explosives, and the solution of Eqs. E-7 can be written

x=−(κ′1−1)(c/b)+2/b x = -(\kappa'_1 - 1)(c/b) + 2/b  y=κ′1b/(κ′1+1) y = \kappa'_1 b/(\kappa'_1 + 1)  (E-8)

For a gaseous explosive, P;/p, is of order 10 and it is not permissible to neglect po in comparison to-p, in the solution of Eqs. E-7. The separation of variables in Eqs. E-7 results in a pair of simultaneous quadratic equations. 'Instead of solving them in this form, it is convenient toa use successive approximations—employing the second of Eqs. E-8 to begin the iteration—and then employing 'Eqs. E-7 in sequence to determine successive approximations to x and y, a process that converges very rapidly.

Having determined x and y, and _ these improved estimates of p, and v,; we can obtain an improved estimate of the temperature Tj from the equation of state. For a condensed explosive, requiring the use of a nonideal equation of state explicit in temperature and volume, the evaluation of the temperature must usually be carried out by successive approximations because of the practical impossibility of inverting the equation of state to obtain an expression giving temperature as function of volume and pressure. For a gaseous explosive, for which the ideal gas equation of state is sufficiently accurate, we can write

T1=T1′xy T_1 = T_1' x y \tag{E-9} 

en i and this expression can be used to start the successive approximations to determine T.

We have developed a -procedure to- obtain an improved estimate (v,,T,) to the solution of Eqs. E-1, satisfying the functional relations of Eqs. E-2 and E-3, when an approximation solution (v\,T,) is known. We have thus, without assumption regarding the form of the equation of state, formulated an_ iterative procedure for the solution of these equations. At each stage of the iteration the equilibrium composition and thermodynamic properties.are evaluated, using standard computational procedures, for the thermodynamic state specified by the approximate solution. When x = y= 1p, =p; v, =v, T, = 7), and the detonation can be calculated with the top equation in E-1. The comparison of x and y with unity affords a test, at each stage of the iteration, of whether or not the iteration has converged. The usefulness of this computational procedure results from the facts that the adiabatic exponent is an insensitive function of state ane +hat the polytropic assumption, Eq. E-6, is employéd between states whose separation tends to zero as the iteration proceeds. In application, this procedure has been found to converge very rapidly.

In order to complete the formulation of the computational procedure, it is. necessary to specify a way to obtain a first approximation to the desired solution. For this purpose, it is convenient to employ the polytropic gas relation between the Chapman-Joujuet pressure and the constant volume explosion pressure p,.

e(pa,va)=ea e(p_a, v_a) = e_a \tag{E-10} 

can be used to calculate the thermodynamic properties of the constant yolurme explosion state by the methods described in Appendix. B.

On the assumption that the detonation products are polytropic between the states (P,.U,) and )p,,Vo), we can write pee Se te eset a ee cane i i ee ne eine a ee

e(p1,v1)−e(pe,vo) e(p_{1}, v_{1}) - e(p_{e}, v_{o})  =1κe−1(p1v1−pevo) = \frac{1}{\kappa_{e} - 1} (p_{1}v_{1} - p_{e}v_{o})  κe=κ(pe,vo) \kappa_{e} = \kappa(p_{e}, v_{o})  (E−11) (E-11) 
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With. Eqs. E-10 and E-11, the Hugoniot equation AN

p1pe(κe+1κe−1−vov1)=pope(vov1−1)+2κe−1(vov1) \frac{p_1}{p_e} \left( \frac{\kappa_e + 1}{\kappa_e - 1} - \frac{v_o}{v_1} \right) = \frac{p_o}{p_e} \left( \frac{v_o}{v_1} - 1 \right) + \frac{2}{\kappa_e - 1} \left( \frac{v_o}{v_1} \right)  (E-12) 12(1+μ22)2(pope)2⋯ \frac{1}{2} \left( \frac{1 + \mu^2}{2} \right)^2 \left( \frac{p_o}{p_e} \right)^2 \cdots  \nis correct to terms of order (po)(p_o) condensed explosive, pop_o can be a comparison to pep_e , and Eq. E-14 reduced.

'Eliminating the ratio of the specific volume by means of the third of Eqs, E-1, we obtain the quadratic equation.

(p1pe)2−2(p1pe)+[(1−μ2)pope+μ2(pope)2]=0 \left(\frac{p_1}{p_e}\right)^2 - 2\left(\frac{p_1}{p_e}\right) + \left[\left(1 - \mu^2\right) \frac{p_o}{p_e} + \mu^2 \left(\frac{p_o}{p_e}\right)^2\right] = 0  (E-13)

where-? = (k, - 1)/k, +1). Since py > pe, the desired root is

=1κe−1(p1v1−pevo) = \frac{1}{\kappa_{e} - 1} (p_{1}v_{1} - p_{e}v_{o})  =1κe−1(p1v1−pevo) = \frac{1}{\kappa_{e} - 1} (p_{1}v_{1} - p_{e}v_{o})  +[1−(1−μ2)pope−μ2(pope)2]12 + \left[ 1 - (1 - \mu^{2}) \frac{p_{o}}{p_{e}} - \mu^{2} \left( \frac{p_{o}}{p_{e}} \right)^{2} \right]^{\frac{1}{2}}  (E-14)

The expansion

With Eqs. E-10 and E-11, the Hugoniot equation can be written p1pe=2−(1−μ22)pope \frac{p_1}{p_e} = 2 - \left(\frac{1-\mu^2}{2}\right) \frac{p_o}{p_e}  p1pe(ke+1ke−1−vov1)=pope(vov1−1)(E−12) \frac{p_1}{p_e} \left(\frac{k_e + 1}{k_e - 1} - \frac{v_o}{v_1}\right) = \frac{p_o}{p_e} \left(\frac{v_o}{v_1} - 1\right) \qquad (E-12)  −vope(1+μ22)(pope)2⋯ - \frac{v_o}{p_e} \left(\frac{1+\mu^2}{2}\right) \left(\frac{p_o}{p_e}\right)^2 \cdots 

¢ 1% is correct to terms of order--(p,/pe)*. For 4 + 1 — condensed explosive, p, can be neglected in Ke Uy comparison to p,, and ig. E-14 reduces to

p1/pe=2 p_1/p_e = 2  (E-16)

Even for a gaseous explosive, tire approximation g iven by Eq. E-16 differs from the result of Eq. E-14 or Eq. E-15 by'at.most'a féw percent.

From this analysis, we conclude that an appropriate first approximation to the:pressure 'P, can be obtained from: the constant volume explosion pressure p, through Eq. E-i6. The corresponding first approximations to the specific volume v, and temperature T, cin then be obtained from, the second of Eqs. E-1 and the equation of state, respectively. With the specification of the initial: appreximation and the formulation of an -iterative procedure, the computational procedure for the solution. of Eqs. E-1 'is completely formulated.
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APPENDIX F CALCULATION OF THE DETONATION VELOCITY FOR IDEAL GASES

As shown in Chapter 6 the detonation pressure p, and the detonation specific volume v, are deterniined by solving the equations

e1−e2=12(p1+p0)(v0−v1) e_1 - e_2 = \frac{1}{2}(p_1 + p_0)(v_0 - v_1)  1−p0p1=κ1(ρ1v0−1) 1 - \frac{p_0}{p_1} = \kappa_1(\rho_1 v_0 - 1)  (F-1)

and the.solution requires the. introduction of an equation .of state. When it has. been obtained, the detonation velocity D and the particle velocity u,.can be evaluated using the equations

D=−o∨ipiρi¯⏟ipipi D = \underbrace{\scriptstyle -_{o} \vee \quad \overline{_{i} p_{i} \rho_{i}}}_{i p_{i} p_{i}}  u1=D(1−ρov1) u_{1} = D(1 - \rho_{o} v_{1})  (F-2)

As an example-of the application of the theory, we derive in this Appendix the solution of Eqs. F-1 for the case where the explosion products are described with sufficient accuracy by the idee gas equation of state

pv=nRT(F−3) pv = nRT         (F-3) 

where n is the number of moles of gas produced by unit weight of explosive. We also assume that the composition of the explosion gas is frozen and is known. In order to calculate the detonation velocity and detonation properties of a gaseous detonation, to which case the ideal gas equation of state is accurately applicable, the results of this Appendix can be employed iteratively with the procedure for the calculation of the equilibrium composition that has been described.in Chapter 2. The results also provide a basis for approximate relations that are of practical interest for the estimation of the explosion properties of condensed explosives.
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It is convenient to transform Eq. F-1 by the introduction of the specific enthalpy h = e + pu and of the specific heat of explosion, defined by Kq. 6-8. When this is done, we obtain

h1−h(p0,T0)=q+12(p1−p0)(v1+v0) h_1 - h(p_0, T_0) = q + \frac{1}{2}(p_1 - p_0)(v_1 + v_0)  (F-4)

where ht(p,, T,) is the specific enthalpy of the explosion products at pressure p, and temperature T, . For an ideal gas, the enthalpy is independent of the pressure and a function of the temperature only. Therefore, theleft-hand side of Eq. F-4 can be written

h1−h(po,To)=ho(T1)−ho(To) h_1 - h(p_o, T_o) = h^o(T_1) - h^o(T_o)  =cpo¯(T1−To) = c_p^{\overline{o}}(T_1 - T_o)  (F-5)

where Hi(T) = h(T, p = 1 atm) is the ideal. gas specific enthalpy of the explosion products.and c® is the average specific heat of the explosion products between temperatures T, and 7,. When this expression is substituted into Eq. F-4 and the temperature J, eliminated by means of Eq. F-3, we.obtain.

Cpo¯(p1v1nR−To) \overline{C_p^o} \left( \frac{p_1 v_1}{nR} - T_o \right) \tag{F-6} 

=q+12(p1−p0)(v1+v0) = q + \frac{1}{2}(p_1 - p_0)(v_1 + v_0) 

When the abbreviations x= vu, /Uo, ¥ =p, /Po, a = 2 ch/nR, b = 2 (q + C& Ti )psv,) are introduced, Eq. F-6 becomes

(a−1)xy+x−y=b−1 (a-1)xy + x - y = b - 1  (F-7)

In the special case that the average specific heat ce? is a constant, Eq. F-7 describes arectangular hyperbola..

For an ideal gas, the adiabatic exponent x is equal to the ratio of the heat capacity at constant pressure to that at constant volume,

κ=c−o/c−o=γo \kappa = c_{-}^{o}/c_{-}^{o} = \gamma^{o} \tag{F-8} 

By using the abbreviations x and, the second of Eqs. F-1 can be transformed to the expression

(γ1o+1)xy−x−γ1oy=0(F−9) (\gamma_1^o + 1)xy - x - \gamma_1^o y = 0        (F-9) 

Eqs. F-7 and F-9 are to be solved simultaneously for x andy,

Upon separation of the variables, a pair of quadratic equations is obtained ate ee lar
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(γ1o+a)x2−(γ1o+1)bx+γ1o(b−1)=0 \begin{pmatrix} \gamma_1^{o} + a \end{pmatrix} x^2 - (\gamma_1^{o} + 1)bx + \gamma_1^{o}(b-1) = 0  [γ1o(a−1)−γ1o−1]y2 [\gamma_1^{o}(a-1) - \gamma_1^{o} - 1]y^2  −(γ1o+1)(b−2)y+b−1=0 - (\gamma_1^{o} + 1)(b-2)y + b - 1 = 0  (F-10)

These equations can be solved with the aid of the usual formula for the roots of aquadratic equation. Each has two real roots. The Chapman-Jouguet detonation, which is here the solution of interest, corresponds to the pair for which x <1, y & gt;1..(The pair for which x> 1, y & lt;1 corresponds to aChapman-Jouguet deflagration.) After x and yhave been obtained, U, and p, can be evaluated and the temperature T, of the Chapman-Jouguet state can be evaulated with the-aid of the equation of state, Kq. F-3.

Both the. average specific heat and the heat capacity ratio are functions of temperature, although the temperature dependence is not very strong. If an attempt is made to include the temperature dependence explicitly by expanding these quantities as a power series of the temperature, the expressions replacing Eqs. F-10 become of order higher than the second and their solution becomes awkward. It seems better, therefore, if precise results are desired, :to conduct the calculations iteratively. The average specific heat and ratio y° are evaluated at an approximate temperature. The solution of Eqs. F-10. and F-3 will then yield an improved value. of the temperature, upon which a second solution can be based. If it is desired to elaborate the calculation to the -extent of requiring that the explosion products be in thermodynamic equilibrium, the composition of the products can be adjusted at each stage of the iteration by calculating the equilibrium composition at the approxirnate temperature and pressure of the particular iteration, Whether the equilibrium calculation is performed or not, the successive approximations will be found to converge rapidly.

As a useful approximation to obtain estimates of the detonation properties, one can assume that the explosion gas is polytropic with a constant heat capacity. Then

a=2γ∘/(γ∘−1) a = 2\gamma^{\circ}/(\gamma^{\circ} - 1)  b=2p∘v∘[q+γ∘nRT∘/(γ∘−1)] b = \frac{2}{p_{\circ} v_{\circ}} [q + \gamma^{\circ} nRT_{\circ}/(\gamma^{\circ} - 1)]  (F-11)

In this approximation, Eqs. F-19 can be written a OE ne OF mt cn ciel Mae eee
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x2−(γ∘−1γ∘)bx x^{2} - \left(\frac{\gamma^{\circ} - 1}{\gamma^{\circ}}\right)bx  +(γ∘−1γ∘+1)(b−1)=0 + \left(\frac{\gamma^{\circ} - 1}{\gamma^{\circ} + 1}\right)(b - 1) = 0  y2−(γ∘−1)(b−2)y y^{2} - (\gamma^{\circ} - 1)(b - 2)y  +(γ∘−1γ∘+1)(b−1)=0 + \left(\frac{\gamma^{\circ} - 1}{\gamma^{\circ} + 1}\right)(b - 1) = 0 

In the polytropic approximation, 7° is a known constant, independent of the temperature. Therefore,. Eqs. F-12 can be solved at once. and an itcrative- calculation is not required.

Relations that are convenient for order of magnitude estimates cof the detonation properties can be obtained: from a further approximation to Eqs. F-12. On the detonation branch of the Hugonict curve, x is of order unity, and y and 0 are latge.compared to unity.. As a first approximation, the roots of Eqs. F-12 corresponding to the Chapman-Jouguet detonation can be written

x=γ∘/(γ∘+1) x = \gamma^{\circ}/(\gamma^{\circ} + 1)  y=(γ∘−1)b y = (\gamma^{\circ} - 1)b  (F-13)

Futhermore, q is much greater than co T,. Therefore, Eqs. F-13 result in the approximate relati ns,

v1=voγo/(γo+1) v_1 = v_o \gamma^o / (\gamma^o + 1)  p1=2q(γo−1)/vo p_1 = 2q(\gamma^o - 1) / v_o  (F-14)

The corresponding approximation to the detonation temperature is obtained by substitution in the equation of state

T1=(2qnR)γo(γo−1)γo+1 T_1 = \left(\frac{2q}{nR}\right) \frac{\gamma^o(\gamma^o - 1)}{\gamma^o + 1}  (F-15)
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'and the corresponding approximations to the detonation velocity and particle velocity are obtained by substitution in Eqs. 6-56

D=2q(γ∘+1)(γ∘−1) D = \sqrt{2q(\gamma^{\circ} + 1)(\gamma^{\circ} - 1)}  u1=2q(γ∘−1)/(γ∘+1) u_{1} = \sqrt{2q(\gamma^{\circ} - 1)/(\gamma^{\circ} + 1)}  (F-16)

In order to estimate the 'accuracy of the approximate relations, Eqs. F-14, we may use the formula for the roots of a quadratic to write the exact. solution, of Eqs. F-12. If this is done and the resulting radical expanded in powers of 1/b, the result to terms of order 1/b can be written

x=γ∘γ∘+1{1−[1+14(γ∘)2(γ∘)2−1]1b+⋯} x = \frac{\gamma^{\circ}}{\gamma^{\circ} + 1} \left\{ 1 - \left[ 1 + \frac{1}{4} \frac{(\gamma^{\circ})^{2}}{(\gamma^{\circ})^{2} - 1} \right] \frac{1}{b} + \cdots \right\}  y=(γ∘−1)b{1−[2+1(γ∘)2−1]1b} y = (\gamma^{\circ} - 1)b \left\{ 1 - \left[ 2 + \frac{1}{(\gamma^{\circ})^{2} - 1} \right] \frac{1}{b} \right\}  (F-17)

Thus, the approximations expressed by Egg. F-14 differ from the exact solutions. of Eqs. F-12 by terms in the quantity 1/b of 'first-and higher orders.
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  in roveratbie process 2-8. description of 1-2 in thermodynamics, second law 2-5 energy of 14-27
Equation
  See: Arhenius equation
  See: Conservation equations
  See: Decomposition equation
  See: Eulerian equations of motion
  See: Hyperbolic equations
 See: Rankine-Hugoniot equation
  See: Stoichiometric equations
Equation of state.3-3, 3-6, 5-1, 5-22, 8-2, A-2,
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  Abel's 7-2, 9-10, D-1
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  14-1
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  caloric 2-10
  Cook's 7-8
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  general derivation 7-5
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 Jones' 7-9
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   -by Jones 7-9, D-1
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  of products 8-9
 Tait 12-17, 13-30, 18-37
 van der Waal D-1
 virial 7-16, D-2
    tabie of coefficients, Table 7-6
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  conditions B-4, C-2
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Equivalent weight, Table 3-9, Table 3-10,
  5-25, 13-38, 3-5
Erpenbeck 8-15
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Ethylene glycol dinitrate See: EGDN
Eulerian
  equations of motion 2-16, 2-18, 2-20
   variables 14-1, 14-9
Eulerian-Lagrangian code 14-9, 14-10
Erying 9-15
 and Powell, Duffey, and Parlin 9-10
                                                       poiat, constant volume 14-11
                                                       pressure, constant 6-3
                                                       products 1-4, 2-1
                                                         in thermodynamic equilibrium 2-3
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                                                         critical temperature for 10-9, Table 10-3,
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                                                         dependence on sensitivity tests 12-6
                                                          of cylinders Fig. 10-5
                                                          of slabs Fig. 10-5
                                                          of spheres 10-12, Fig. 10-4, Fig. 10-5,
                                                     Table 10-6
                                                     shock initiation of 11-10
                                                     stability 10-3
                                                     time 10-9,.10-12, Fig. 10-4, Ig. 10-5, Fig.
                                                     10-6, 10-19, Table 10-6
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                                                       undeswater 13-4, 13-19
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                                                       work of 3-6, Table 3-11
                                                     Explosive
                                                       acceptor 11-1, 11-20
                                                       commercial 1-3
                                                       condensid 14-13
                                                       covalent 4-4
                                                       damage from 13-4, 13-26
                                                       definition of 1-2, 1-4, 3-1
                                                       donor 41-1, 11-20
                                                       homogeneous 11-5, 11-10; 11-17, 11-23
                                                       Hugoniot adiabat 11-2
                                                       inhornogeneous 14-13
                                                      lens 5-9
                                                      nonhomogeneous 11-17, 11-23
                                                      performance 1-2
                                                         evaluation of 1-3
                                                      primary 1-4, 12-8, 12-15
                                                      processes of 1-2
                                                      products 6-1
                                                      secondary 1-4, 12-8
                                                      size, critical 10-9
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Fermat's principle' 9-12 Fickett Table 3-5 and Wood 7-7, 7-13, 13-4 Figure of merit 5-25 Formula vector 2-2. of components 2-3 of constituents 2-2, 2-3 Flash, argon 5-3 Flash X-ray, densitometry 5-7 Fragments, velocities of 3-4 Frank and Lazarus 14-5, 14-9 FrankKamenetskii 10-1, 10-7 Free energy function, Table 3-3 Friedman 12-8, 3-2 Friedérich 7-10 Friederich 14-4 ' Frozen" composition, of mixture 2-1 Fuel, types Table 3-1 G Gage Bikini 5-19 diaphragm 5-19 in-material 5-10; 5-13 manganin 1-2, 5-10, 5-13 'piezoelectric 5-10 piezoresistive 5-10, 5-13 polarization 5-14 quartz .5-10 'sulfur 5-15 Galwey and Jacobs 4-18 Gap test 11-1, 11-20, 11-26, Table 11-3, Table 11-4 argon 5-15 . pressure measurement in 11-2 Gas imperfect, properties of D-1 polytropic 13-23, 13-37, E-2 Geometry, spherical 13-1, 13-2, 13-12 Gibbs-Dalton rule B-5 Gibbe free energy 2-7, A-2, A-3, A-5 in standard state 2-9 specific 2-9 Gibson 5-21, 5-22 Gipson and Macek 11-23 Godunov 14-5, 14-7 Goranson 5-8 Gray 4-4 and Wiliams 4-4 Gumey constants, Table 3-8: comparison of with Q, Table 3-8 formula; definitioa 3-5 H Haleite See: EDNA, Halford, Kistiakowsky, and Wilson 7-18, 8-9, D-3 equation of state'8-9, D-3 Happel and Majumiar 7-16 Harlow 14-11 Hartree method 14-2, 14-3 'Hat 5-23 He ca; acity A-1, A-3, A-5, A-6 conduction 10-7, 10-8, 13-5 of formation A-3 radiation of 13-5 release 3-1, Table: 3-6, Table 3-7, 6-2 computation 3-5 equation for Heiss' law-3-1 in detonation 3-1 sample values Table 3-2 specific 2:10, 2-12, 7-3, 14-11, D-1, D-2, D-3,, F-T transport, cause of) detonation 1-3 Helmholtz. free-energy 2-17, A-4 in standard state 2-9 HEMP 14-7 Herrmann 14-7 Hess' law 3-1 Heterogeneous explosives See: Explosive, nonhomogeneous Heterogeneous system. B-1 Hiisenrath and Beckett 13-10 Hirschfelder and Roseveare 7-16, D-2 Stevenson, and Eyring 7-17 HMX Table 1-1, Table 1-2 Homogeneous explosives See: Explosive, homogeneous Hot spots 10-22, Table 10-5, 11-5, 11-10, 11-13, 11-17, 14-18, 14-14, 11-24, 12-6, 12-9, 12-11 critical 12-11 pressure 11-14 temperature 11-14, '11-15, 11-16, Table 12:3
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Hugoniot 2-29, 13-7 adiabat 11-2 and Rankine 1-1 curve 2-29, 5-10, 6-3, Fig. 6-2 definition for an explosion 8-11 equations, cylindrically symmetric flow 9-7 jump ccnditions 14-2 of explosive 11-2 points 14-31 relations 8-6 shock front 3-1 Huygen's principle 9-12 Hydrodynamics cause of detonation 1-3 conservation equations 1-1 definition 14-1 equations 2-18, 2-20, $1, 14-2 Eulerian equation of 13-28 explosion phenomena of 1-1, 1-6, 2-1 for point source model 13-12 of reacting continua 2-16 theoretical dévelopment 2-1 Hyperbolic equations 2-27

'| Illumination 5-3 Image-converter tube 5-4 Image dissection 5-3 Impsct _ sensitivity 1-3 tests: 12-1 Implicit methods 14-10 Impulse, positive, as parameter of shock wave 5-19 Induction time 10-6, 10-12, 1¢- #, Table 10-5, 11-7, 11-30, Fig. 11-8, Tablé 25-3, 42-11, 14-13 Ynerts as bailast 1-3 'Inhomogeneous explosives See: "vy, 'ueive; inhomogeneous . Initiating mechanisms 11-1 Initiation 11-1, 14-13 air bubbles effect 11-10, 11-17;

by impact 11-17, 12-1, 12-6 cavitation model 11-28, 11-29 confinement effect 12-15 diameter, critical 11-20, Table 11-3 duration of shock pulse effect 11-19 grain size effect 11-24 by friction 11-17, 12-1, 12-14, 3 ~, 12-8 in gas bubble 12-8 inhomogeneities effect 11-5 Mach disc model 11-28 porosity effect 11-3, 11-18 process of low-velocity detonation 11-26,. 11-28 thermal 12-1, 12-6 time, critical 11-20 Initiator, types-of mechanical shock 1-4 thermal source 1-4 In-material gage 5-10, 5-13 Interferometer, laser 5-16 Inviscid motion 2-17 Sonic solids 4-6 Ionization probes 5-4 Irreversibility 12-5 Irreversible process 2-7, 2-18, 2-19, 2-28 a we tee nee wn te Ip eter QI
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Isentrope, properties of 2-16
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Kerr effect 5-3 Kinetics, chemical 1-2 and Bethe 13-8, 13-10, 13-26, 13-27, 13-30, 13-32 arid Brinkley 13-7, 13-27,.13-28, and Wood 8-11, 8-14
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Lagrangian 14-5, 14-9 equations of motion 2-16, 2-20 Lambourn and Hartley 14-4 Landau and Lifshitz 3-5 Landshoff 14-6 Langley 14-5 Laser interferometer 5-16 Law See: Arrhenius equation See; Burning law

See: Conservation equations

See: Dalton's law

See: Hess' law
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Macek 12-15, 12-17, 12-20

Mader Table 3-5, 11-10, 14-14 Magneto-optic effect 5-4 Makine 13-33 Makovsky and Gruenwald 4-6 and Lenji 4-5 Mallard, detonation, theory of 1-1 Manganin gage 1-2, 5-10, 5-13 Massau 14-2, 14-3 Martin and Saunders 12-6 McQueen 13-38 Measurement of detonation parameters 5-1 Mercury fulminate Tabie 1-1 Method See: Argon gap method, See! Characterisitics, method of See: D' Autriche method See: Hartree method See: Implicit method See: Method of characteristics See: Newton-Raphson method See: Up-and-down method Method of characteristics 14-1 Meyer 14-2 Micxroballoons 5-15 Mixture composition of 2-1 constant composition of 2-10 constituents of 2-4 heterogeneous 2-10

Mitchell 4-9 Modular codes 14-14 Mole rumber 14-11 Muller 14-10
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Newton-Raphson method B-2 Nicholson 4-6 NIP 14-4, 14-13 Witrobenzene 5-3 Nitroglycerin 1-1, Table 1-1, Table 1-2, Table 5-2, 5-22,11-26,12-8 , Nitromethane Table:1-1, Tabie-b-2, 5-23, Table 41-2, 11-7, 11-10, 11-13, 11-14, 11-15, 11-16, 11-17 NG-See: Nitroglycerin NM See: Nitromethane Nobel 1-1 Noh 14-10 Nonequitibrium states 14-11 Nuclear fests 5-10

OIL 14-9 Oppenheim and 'Urtiew 8-14 Mar.son, and Wagner 8-14 Ornellas 3-2 'Osborn 14-14 Oxidizer in explosives 1-3 types Table 3-1 Oxygen balance Table 3-6
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Particle-in-cell 14-10, 14-11 Particle velocity 5-7, 5-15, F-1 equation for 6-24, 7-3, 7-4, 7-7 Paterson 7-17 PBX 9404, composition of Table 1-2 Penney and Dasgupta 13-23 Pentaerythritol tetranitrate See: PETN Pentolite 13-33 nomposition of Table 1-2 Perfect gas law 14-11 PE'TN Tables 1-1, 1-2, 5-2; 5-22 as homogeneous explosive 11-10, Table 11-2 charge diameter 9-3 Petrone 14-13
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