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WAR DEPARTMENT • 24 MAY 1944 UNCLASSIFIED
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CHANGES 1 WAR DEPARTMENT, No. 1 J WASHINGTON, 4 December 1944.

FM 17-68, 24 May 1944, is changed as follows:



5. OPERATION OF INTERPHONE AND RADIO. - *-- * * * *

a. MS light tank.

(2) The tank commander depresses the switch on his microphone cord, and orders: CHECK INTER PHONE. NOTE: This command is * * * the interphone check.

***** (3) The gunner, bow gunner, and driver, in turn, throw their radio-interphone switches to INTER PHONE, depress their microphone switches, and re port: "Gunner check," "Bog check," "Driver check." "Upon completion of their reports, they immediately return their switches to RADIO. During this procedure, * * * the switch button.

(5) (Superseded). The RADIO-INT switches on all control boxes, except the tank commander's, must be set on RADIO. This is the normal position for inter phone operation. The tank commander's switch will be set at INT most of the time; he will change it to RADIO only as he desires radio communication.

*****

Except in an emergency, no one but the tank commandsr may operate the RADIO-INT switch on his control box. In an emergency, a member of the tank crew may communicate with the tank commander or an other crew member by throwing his control box switch to INT; but this action will interrupt the tank com mander's radio reception. It is the duty of the tank commander to monitor his radio receiver at all times except when speaking over the interphone or trans mitting over the radio. He can monitor both the inter phone and the radio receiver with his switch set at the INT position.

£ 35. BEFORE OPERATION INSPECTION. Tank locked and covered -with tar- 2 paulin. All crew members check for tampering and damages. g (NOTE: For training * * * deficiencies as found).

*******

PHASE B | Tank Commander Gunner Bow Gunner Driver "*"• * * * * * * * § Close engine compart- Auxiliary generator oil ^ ment doors. level. ~Jn Notify Driver to turn Turn on master g M on switch. switch. W Command REPORT. Report "Gunner ready." Report "Bog ready." Start generator; check H


PHASE C (Superseded) I











	Command

PERFORM
	
	
	
	g



	C

PHASE
	Check

the

following:
	engines

Start
	
	



	Direct

Driver

to

move
	Oil

in

reservoir

turret
	Check
	instruments

,
	



	forward

tank

tank

2
	
	warning
	lights

and

,
	



	lengths
	
	siren
	
	





Tank Commander Gunner Bow Gunner Driver g










	Tank

Commander
	Gunner
	Bow

Gunner
	Driver




	Walk

ahead

of

tank;

check'

condition

of

right

track

shoes

and

inside

wedge

and

nuts

connectors
	Oil

and

stabilizer

can

oil

All

firing

controls

Turn

turret

master

on

switch
	Walk

behind

tank;

check

condition

of

left

track

shoes

and

inside

wedge

and

nuts

connectors
	Drive

tank

slowly

for

ward

tank

lengths

2



	Check

wedge

outer

nuts

and

watch

connectors;

action

and

check

con

dition

of

roll

support
	Check

stabilizer

opera

tion

oil

reservoir

con

,

nections

and

pump
	Direct

Driver

to

move

tighten

inside

to

rear;

sprocket

ring

cap

exposed

screws

as
	Drive

tank

to

rear

directed

by

Bog



	shoes

and

tank

ers

,

,

suspension

tank

as

to

moves

rear
	
	Tighten

outside

cap

screws
	engines

Stop



	
	
	Replace

tools

in

bag;

Driver

to

pass
	Receive

and

tools

stow



	
	
	Help

Driver

check

lights
	Check

driving

and

black

lights

out



	
	
	Check

machine

tri

gun

pod

for

pintle

case

and

elevating

mech

anism
	



	
	
	Install

radio

antenna

Replace

tarpaulin

on

deck

rear
	





H a j£ Pass rammer staff to Bog O and cleaning rod to « Gunner. O Mount to turret. Receive and stow ma chine gun cleaning rod. Check that Driver's and Bog's hatches are closed. Check manual eleva mer staff. Take mounted close hatch.

Receive and stow ram post; Close hatch.

break-away Connect break-away plugs.

Report "Driver ready."

Help check recoil oil. Connect break-away tion, operation of hand and power trav erse, and turret lock.

Check recoil cylinder oil.

Connect break-away plugs. Report "gunner read}'."

Command REPORT (in terphone check).

plugs.

Connect plugs.

Report "Bog ready."

NOTE: In later models of the Light Tank M5A1, there is an emergency ignition switch on the right side of the hull roof. This switch is left in the ON position except in emergencies, when it isi used by the Tank Commander or other personnel within reach.




40. RADIO.

g. Tubes (Superseded.) Turn in defective tubes at the earliest opportunity. * * * * *

* * * * *

[AQ 300.7 (31 Oct44).]

BY ORDER OF THE SECRETARY OF WAR:

OFFICIAL: G. C. MAESHALL

J. A. ULIO Chief of Staff

Major General The Adjutant General

AAF(IO); AGF (10); ASF (10); T of Opns (5); Arm & Sv Bd (2); Def C (5); Tech Sv (2); SvC (10); HD (5); PC&S (1); Gen & Sp Sv Sch (50) excep t Armd Sch (500); USMA (2); ROTC (1); A (10); CHQ (10); D (2) except D 2, 7, 17 (10); R 2, 17 (10); SBn 2, 17 (10); Bn 2, 17 (5); AF (2). T/O &E: 17-2 (5); 17-17 (20); 17-20-1 (5). For explanation of symbols, see FM 21-6.

This manual supersedes FM 17-68, 8 June 1943



ARMORED



CREW DRILL



LIGHT TANK M5 SERIES
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WAR DEPARTMENT - 24 MAY 1944

____. DISSEMINATION OF RESTRICTED MATTER.+tbt Infor mation contained in restricted documents and the essential characteristics of restricted material may be given to any person known to be in the service of the United States and to persons of undoubted loyalty and discretion who are cooperating in Government work, but will not be communicated to the public or to the press except by authorized military public relations agencies. (See also par. S3o, AR 380-5,15 Mar 1944.)

WASHINGTON 25, D. C., 24 May 1944.

FM 17-68, Armored Field Manual, Crew Drill, Light Tank M5 Series, is published for the information and guidance of all concerned.

CA. G. 300.7 (24 May 44). I]

BY OBDER OF THE SECRETARY OF WAR:

G. C. MARSHALL,

Chief of Staff.

J. A. ULIO,

Major General.

The Adjutant General.



DISTRIBUTION:

As prescribed in paragraph 9a, FM 21-6, excep t Armd Sch (500); D 2, 7, 17 (10); R, 17 (10); Bn 2, 17 (5); 1C 17 (5), (20).

1C 17: T/O & E, Hq Co, Armd Div; 17-20-1, Hq and Hq Co, Combat Comd, Armd Div (5); 17-17, Light Tk Co, Tank Bn and Light Tank Co, Cav Mecz Sq (20).

(For explanation of symbols, see FM 21-6.)

No. 1 No. 2

Command EVACUATE GUNNER (TANK COMMANDER)

Mount to top of turret.

Slip pistol belt under each arm of gunner.

Lift casualty through hatch.

Throw first-aid kit (kept in accessible spot in turret) to ground. Mount to top of turret.

Pass pistol belt to No. 1.

Lift casualty through hatch.

Lower casualty to left sponson (or protected side, if tank is disabled).

Jump to ground; suppor t lower portion of body as casualty is moved off tank.

Carry casualty to a pro tected area.

Report location and condi tion of casualty.

Hold body in asitting po sition on hatch cover.

Lower casualty to left sponson (or protected side if tank is disabled).

Jump to ground; suppor t upper portion of body as casualty is moved off tank.

Help No. 1 carry casualty to a protected area.


33. TO EVACUATE BOG (DRIVER). Crew being at mounted posts.

Command: EVACUATE BOG (DRIVER).

Descend through turret opening into Bog com partment, if necessary to open locked hatch cover.

Throw out first-aid kit.

Cross arms of casualty; pull one arm through hatch as No. 2 pulls on other arm.

Turn body to face rear ward as it is lifted out.



No. 2

Move to Bog hatch opening.

Straddle 37-mm gun, fac ing rearward.

Pull one arm of casualty through hatch as No. 1 pulls on other arm.

Turn body to face rear ward as it is lifted out.

Rest body in asupported position on rim of hatch opening.



No. 1

Jump to ground in front of tank; support trunk of body as it falls backward over forward slope of tank.

Carry casualty to a pro tected area.

Report location and condi tion of casualty.

No. 2

Allow body to fall back into No. 1's arms. Make sure legs are freed from hatch opening.

Jump to ground; support lower portion of body as it is carried to a protect ed area.

NOTE: In case a large man is to be evacuated, one man of team may have to enter vehicle and assist from the inside.




Section IX — INSPECTIONS AND MAINTENANCE

34. GENERAL, a. The tank commander is responsible for seeing that all inspections are made. He receives re ports from the various crew members relative to their individual inspections, and he indicates in his repor t anything requiring the service of maintenance person nel. In supervising first echelon maintenance he uses his discretion in delegating additional responsibilities to other crew members.

b. Inspection covers all personal equipment and wea pons, vehicle equipment and weapons and mechanical features of the vehicle. In combat it includes a check of the application of protective cream by the crew mem bers. Checks of instruments, lights, siren, track, sus pension system, and engine performance are made in accordance with provisions of the appropriate technical manual; the driver fills in his Driver's Report indicating required maintenance work. The Driver's Report should be carefully and thoroughly prepared. Any irregularity noted and entered on the report, which is not repaired before the tank is used again, should be re-entered on the repor t continually until it has been properly taken care of.

CN to 35. BEFORE OPERATION INSPECTION. Tank locked and covered with tarpaulin. (NOTE: For training purposes, the inspection is divided into four phases, each phase be ing completed by all crew members before the next phase is begun. Crew members use tools as needed and report and correct deficiencies as found).



PHASE A










	Tank

Commander
	Gunner
	Gunner

Bow
	Driver




	Command

FALL

IN:

PREPARE

FOR

INSPECTION
	
	
	



	Inspect

crew
	Stand

inspection
	Stand

inspection
	Stand

inspection



	Command

PER

FORM

BEFORE

OPERATION

IN

SPECTION
	
	
	



	Supervise

inspection
	Help

tar

remove

paulin
	Help

and

remove

fold

tarpaulin
	and

fold

Remove

tar



paulin

(3'

6')

x



	Fill

trip

ticket

out

during

inspection
	
	
	



	outside

Inspect

equipment
	and

unlock

Mount

tank
	fuel

Check

for

water

,

and

oil

leaks

around

and

under'

tank
	tarpaulin

Lay

to

right

of

tank

,














	
	Open

hatches;

turret

enter

turret

Check

that

turret

clear

guns

are
	Check

radiators

and

fuel

tanks

for

level
	Remove

cannon

muz

zle

and

bow

cover

,

gun

cover




	Receive

and

assem

ble

staff

rammer

from

and

Bog

MG

cleaning

rod

and
	Move

Driver's

to

compartment;

un

lock

Driver's

and

Bog's

hatches
	Pass

staff

to

rammer

Tank

Commander
	



	from

rags

gunner
	Pass

MG

cleaning

rod

and

to

rags

Tank

Commander
	Check

final

drives

for

oil

level
	



	
	Pass

tools

out

to

Driver
	
	Receive

tools

from

Gunner



	
	Receive

and

stow

clear

gun

covers;

bow

guns
	
	Pass

to

gun

covers

Gunner

Lay

tools

tar

on



	
	Stow

breech

covers

Open

fuel

shut

-off
	
	paulin

and

check

them

(Figure



	Command

REPORT
	valve
	
	17)



	
	Report

"Gunner

Ready"
	Report

"Bog

Ready"
	



	
	
	
	Report

"Driver





Ready".

[image: Figure, page 63]

Figure 17. Vehicular tools furnished each light tank (see SNL G-103). (The number and position of tools for a formal inspection is acommand decision.)

1. Bag, tool

2. Bars, utility (2)

3. Chisel, maehs, hand, cold

4. Extension, socket wrench, plain, 10"

5. Files, A.S., 6" & 8" (2)

6. Fixture, track connecting and link pulling w/handle (commonly called "track jack")

7. Gun, lubr., pressure, hand

8. Hammer, machs, ball peen, 32 oz

9. Handle, cross extension, socket wrench, 8"

10. Handle, hinged socket wrench, 12", w/crossbar

11. Handle, socket wrench, offset, dble-end

12. Handle, "T", sliding, socket wrench 13. Joint, universal, socket wrench

14. Pliers, comb., slip-jt, 8"

15. Pliers, side-cutting, fl-nose, 8"

16. Ratchets, reversible, socket wrench, 9" (2)

17. Screwdrivers, including one non-magnetic for Pioneer compass (5)

18. Sockets, 1/2" sq-drive, dble-hex, 7/16" to 3/8" (9)

19. Wrench, adj., sgle-end, 8"

20. Wrench, adj., rgle-end, 12"

21. Wrench, brake, socket, w/liandle

22. Wrenches, engrs, dble-hd, 5/16" to 1-3/8" (7)


	23. Wrenches, socket head set screws, 1/8" hex to 3/4" hex (10)

	24. Wrench, trailing idler wheel nut & track adjusting



25. Wrench, socket, speeder



PHASE B










	Tank

Commander
	Gunner
	Bow

Gunner
	Driver




	Command

PER

FORM

PHASE

B
	
	
	



	Assist

Gunner

in

sight

adjustment
	Make

sight

adjust

ment
	
	Enter

Driver's

seat



	
	See

paragraph

42
	Check

with

Driver

that

switch

master

is

off
	Check

that

master

switch

is

off



	Swab

bore

of

all

guns

Put

muzzle

tape

cov-

all

ers

on

guns
	Open

breech

gun

Check

following:

Coaxial

and

AA

MG

and

adjust

headspace

37

ammuni

-mm

tion

Cal

30

ammuni

tion

37

and

MG

-mm

(close

mounts

breech)
	Open

engine

com

doors

partment

Check

following:

Trigger

oil

type

can

Engine

oil

levels

Engine

compart

for

ment

water

,

oil

and

fuel

leaks

Accessories

and

drives

for

ad

justment

and

se

curity
	Inspect

and

check

following:

Battery

Oil

and

oil

cans

for

vehicle

Transfer

unit

and

differential

oil

level

Steering

levers

,

parking

brakes

Transmission

and

transfer

levers

for

operation















	OI

05
	Commander

Tank
	Gunner
	Gunner

Bow
	Driver




	
	REPORT

Command
	
	and

Air

cleaners

connections

engine

Close

com

doors

partment
	Auxiliary

generator

level

oil



Start

generator;

operation

check



	
	
	"Gunner

Report

Ready"
	"Bog

Report

Ready"
	"Driver

Report

Ready"



	
	
	PHASE
	C
	



	
	Commander

Tank

Command

PER

C

PHASE

FORM
	Gunner
	Bow

Gunner

•

Notify

Driver

to

start

engines
	Driver

notified

by

When

Bog

turn

mas

on

,

switch

ter



	
	track

right

Inspect

suspension

and

system
	following:

Check

in

Oil

turret

reser

voir
	track

and

left

Inspect

suspension*

system
	engines

Start

,

Check

instruments

,

and

lights

warning

siren



	
	Driver

Direct

to

forward

one

move

length

tank
	and

stabili

Oil

can

oil

zer
	
	di

tank

Move

as

by

Tank

rected

Commander



	
	Check

right

support

bogie

rollers

,
	controls

All

firing
	Check

left

support

bogie

rollers

,
	





wheels, idler and sprocket as tank moves forward.

Inspect that part of track not visible before.

Check for tightness of wedge nuts and sprocket ring cap screws.

Replace tools in bag and pass bag to Driver.

Turn on turret master switch.

Check stabilizer op eration, oil reser voir connections and pump.

wheels, idler wheel and sprocket as tank moves for ward.

Inspect that part of track not visible before.

Check for tightness of wedge nuts and sprocket ring cap screws.

Assist Driver in checking driving and blackout lights.

Check MG tripod case for pintle and elevating mechan ism.

Install radio antenna. Replace tarpaulin on rear deck.

Stop engines. Receive and stow tools.

Check driving and blackout lights.











	g
	Commander

\Tank
	Gunner
	Gunner

Bow
	Driver




	
	staff

Pass

to

rammer

,

cleaning

and

Bog

rod

Gunner

to
	Receive

and

stow

machine

gun

rod

cleaning
	and

Receive

stow

staff

rammer
	



	
	Mount

to

turret
	Check

with

Driver

their

and

that

Bog

closed

hatches

are
	and

close

Mount

hatch
	hatch

Close



	
	
	manual

eleva

Check

of

tion

operation

,

and

hand

power

and

turret

traverse

,

lock
	
	



	
	checking

Assist

in

recoil

oil
	recoil

cylin

Check

oil

der
	
	



	
	breakaway

Connect

plugs

Command

REPORT
	breakaway

Connect

plugs
	breakaway

Connect

plugs
	breakaway

Connect

plugs



	
	(interphone

check)
	'Gunner

Report

Ready"
	Ready"

"Bog

Report
	"Driver

Report

Ready"





NOTE: In later models of the Light Tank M5A1, there is an emergency ignition switch on the right side of the hull roof. This switch is left in the "ON" position except in emergencies, when it is used by the Tank Commander or other personnel within reach.



PHASE D










	Tank

Commander
	Gunner
	Bow

Gunner
	Driver




	Command

PER
	
	
	



	FORM

PHASE

D
	
	
	



	Check

following:
	Check

transmission
	Check

bow

and

gun
	Open

hatch



	Gun

books

,
	oil

levels
	adjust

headspace;
	Check

following:



	Manuals

,
	
	cartridge

put

on
	Cooking

stove



	Accident

Forms

,
	
	bag
	,

Periscope

spare

,



	Check

Chart

,
	
	Check

following:
	,

and

head

spare



	Driver's

permit

,
	
	Bow

MG

ammuni
	Safety

belt



	Periscope

spare

,

,
	Notify

Driver

to
	tion

,
	Start

engines

when



	and

head

spare
	engines

start
	Periscope

spare

,

,
	notified

by

Gun



	Safety

belt

Make

first
	
	and

head

spare
	ner



	echelon

check

of

radio
	Check

following:

belt
	Flag

set

,
	Constantly

observe



	and

interphone
	Safety

,

Hull
	Fire

extinguishers

,
	operation

of

en



	system

(See

Par

41)
	compass

,

Periscope
	Decontaminating
	gines

for

smooth



	
	spare

,

,

heads

spare
	apparatus

Vehicular

first

-aid
	synchroniz

ness

,



	
	,

Grenades
	kit
	ation

unusual

,



	
	,

Presence

of

spare
	,

Crew

rations
	noises



	
	tools

and

parts

,
	Escape

hatch

op
	



	
	accessories

for
	eration
	



	
	all

guns
	,

Water

cans

,
	





Canvas bucket,











	OS

o
	Commander

Tank
	Gunner
	Gunner

Bow

belt

Safety
	Driver




	
	Command

REPORT
	
	hatch

Open
	



	
	
	"Gunner

Report

Ready"
	
	





Complete trip ticket. Report READY to Platoon Leader.

Report "Bog Ready".

Report "Driver Ready".

NOTE: The flame thrower, on tanks so equipped, is checked in this phase. The crew member using the weapon checks its condition, mechanism, and the fuel level in its tank in accordance with the appropriate published guide. Where it is used as an alter nate weapon to the bow machine gun, it is mounted on order of the tank commander.

36. INSPECTION DURING OPERATION. This is acontinuous process of checking by all crew members.










	Commander

Tank

for

Remain

alert

un-

usual

noises

or

conditions

avoid

Driver

Assist

to
	Gunner

following:

Check

of

Security

turret

lock

of

Security

gun
	Gunner

Bow

Watch

instruments

lights

warning

and

unusual

for

Listen

noises
	Driver

all

instruments

Check

carefully

controls

Check

unusual

for

Listen

noises






obstacles that Stabilizer opera- Check security of would cause injury tion. bow gun. to tank or crew.

Check radio inter phone system, and security of radio antenna.

Check security of AA gun, stowage, and equipment.

37. INSPECTION AT THE HALT. The length of halt determines the extent of this in spection. Items listed below are in order of normal priority.










	Tank

Commander
	Gunner
	Bow

Gunner
	Driver



	Command

PER
	
	
	



	FORM

HALT
	
	
	



	INSPECTION
	
	
	



	Supervise

halt

in

-
	Clean

sights

and

peri

-
	Disconnect

break

-
	Disconnect

break



	spection

(if

re-
	scopes
	plugs

away
	plugs

away



	quired

dismount

to
	Make

field

check

of
	Dismount

and

close
	,

Idle

engine

4

5

-



	the

Gunner

must
	sights

(par

41)
	hatch
	before

utes

stop



	stand

by

AA

)

gun
	Check

following:
	Check

final

drives

for
	ping






Supervise halt in- Clean sights and peri- Disconnect break- Disconnect breakspection (if re- scopes. away plugs. away plugs, quired to dismount Make field check of Dismount and close Idle engine 4-5 minthe Gunner must sights (par 41). hatch. utes before stopstand by AA gun.) Check following: Check final drives for ping. Security of guns leaks, excessive Check engine synand mounts. temperatures. chronization and

vmusual noises.










	O5
	Commander

Tank
	Gunner
	Gunner

Bow



	N)
	
	Stabilizer

connec

tions

mechanism

Turret

that

bow

(Check

hatches

are

closed

)
	tank

for

Check

under

fuel

oil

water

or

,

,

leaks

Check

radiators

for

level

leaks

,

for

Check

fuel

tanks

level

and

leaks



	
	Stand

by

AA

gun
	Radio

antenna

Security

of

equip

in

general

ment

in

travel

Place

gun

ing

position

lock

Lock

turret

of

Check

stowage

in

equipment

tur

ret
	and

Check

presence

outside

security

of

equipment

and

clean

Check

sus

pension

system

and

Check

presence

outside

security

of

equipment

check

air

Help

cleaners

mounted

Take

post

Clean

periscope



	
	
	
	breakaway

Connect

plugs






Driver Check instruments, warning lights, parking brakes. Cut engines, close hatch and dis mount. Open engine com partment doors. Make visual check of engine compart ment for fuel, ' water and oil leaks, security of acces sories. Check engine oil levels. Close engine com partment doors. Check air cleaners. Mount Driver's seat. Clean periscope. Connect breakaway plugs.

Tank Commander Gunner Bow Gunner Driver Command REPORT.

Report "Gunner

Ready" Report "Bog Ready".

Report READY to Ready". Platoon Leader.

Report "Driver

38. AFTER OPERATION MAINTENANCE, a. After the operation the tank is immedi ately given whatever servicing and maintenance is needed to prepare it in every way for further sustained action. This servicing covers all the points listed in the Before Op eration Inspection and covers them in the same order, with obvious modifications. (For example, the tank is locked at the end of the inspection instead of being unlocked at the beginning; the check for leaks under the tank is more effective after it has stood for a while; battery switches are turned off rather than on and only after all checks requir ing use of battery power; equipment is covered and stowed rather than being uncov ered and made ready for use).

b. The tank will be completely cleaned, serviced, and replenished (fuel, oil—all types, grease, coolant, ammunition—all types, first aid kit, water, and rations). All special pre cautions against fire will be observed while refueling. Crew members will perform the following additional operations not covered in the Before Operation Inspection.
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39. PERIODIC ADDITIONAL SERVICES. NOTE: In garrison these services are per formed weekly; on maneuvers or in combat they are performed after each field operation.
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	Inspect
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Command PERFORM PERIODIC INSPECTION.

Enter turret.

Tighten all wedge nuts, and inspect track and suspen sion system. Tighten all loose bolts, nuts and connections outside tank.

Enter Driver's com partment. Clean battery and case thoroughly. Make hydrometer reading. Check water level. Charge if necessary. Tighten all loose bolts, nuts and connections in compartment. Clean compartment. Operate and check floor drain valve.

Inspect and super vise work of crew members.

Tighten all loose bolts, nuts and connections in turret.

Lubricate gun and mount as needed. Check and clean parts and tools for weapons. Drain sediment from fuel tanks.

Clean fuel filter. Tighten all loose bolts, nuts, and connections in compartment. Clean compartment. Clean and oil escape hatch.
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	40. RADIO. The tank commander will make the follow ing inspection of radio sets (SCR-508, SCR-528, and SCR-538) prior to operation.

	a. Cords. See that insulation and plugs are dry, un broken, and making good contact. Arrange loose cord age to prevent its entangling personnel or equipment.

	b. Antenna. See that




	(1) Mast sections are tight. (Do not remove taped joints.)

	(2) Leads at transmitter, receiver, and mast base are tight.

	(3) Mast base is tight and not cracked.




	(4) Insulators that pass through the armor plate and bulkheads are not broken or out of place.

	c. Radio set mounting, snaps, snubbers, etc. Check for security and condition.

	d. Microphones, switches, headsets. Check for condi tion and proper positions. Replace all defective head sets and microphones from spares and turn defective equipment in for repair or replacement.

	e. Spare antenna sections. See that they are correctly placed in the roll and stowed to avoid being damaged.

	f. Set grounding. Check connections.




	Ife-Tubes. See that th£y are firmly seated in the sockets. Turn in the defective tubes at the earliest opportunity*

	h. Fuses. Check condition, and spare supply for num ber and proper rating.

	i. Cleanliness. See that radio sets and associated equip ment are clean.

	j. Battery voltage. Check with driver to see that the battery voltage is kept up. If voltage is low, have driver start the auxiliary generator. Always have generator running when radio is used and tank engine is not.

	k. Crystals. Check for number, position, and frequency. Be sure required crystals are present.





Section X — SIGHT ADJUSTMENT


	41. FIELD CHECK OF SIGHTS. Frequent checking of the sights is vital in the field. This is done by selecting a distant aiming point as explained in paragraph 42a, and aligning the crosshairs of the coaxial telescope on it. Then check to see whether the crosshairs of the periscopic telescope coincide on the same point. If they do, the sights are assumed to be still in adjustment. If they do not, the adjustment has slipped and a new adjustment for both sights must be made.

	42. SIGHT ADJUSTMENT. Sights are in adjustment when the axis of the bore is parallel to the line of sight ing of the telescope (and periscope). For practical pur poses these lines are considered parallel when they con verge on a point not less than 1500 yards distant.

	a. Distant aiming point method. Select a point such as a building, telegraph pole, or smokestack at least 1500



[image: Figure, page 77]

Figure 18. Sight adjustment on distant aiming point.

[image: Figure, page 78]

Figure 19. Testing target for combination gun mount M23.

yards away, preferably one having distinct vertical and horizontal straight lines which intersect, and thus render the alignment of the crosshairs easier and more accur ate. Line the gun tube on this point, using the issue bore sights if they are available, or improvising cross hairs for the muzzle and sighting through the firing pin well of the closed breechblock. Then move both sights vertically and horizontally until their crosshairs coincide with the selected aiming point (figure 18). When there is a clamping device to secure this adjustment of the coaxial telescope once it is made, recheck after tighten ing to be sure that the adjustment has not been thrown off. Readings of the adjusting knob indices are re corded on all spare heads of the periscopic sights.

b. Testing target. When vision is limited by atmos pheric conditions, close country, or jungle growth, the best field check for sighting equipment is the testing target, since it requires a clearing only 80 to 120 feet long. If issue testing targets are not available they may be constructed using the dimensions indicated for each gun mount in figures 19 and 20.

NOTE: Manufacturing variance frequently causes in dividual tanks to have dimensions varying widely from those used on the issue or constructed testing target. Therefore, the testing target must be carefully checked against the gun and sights which have been adjusted by the distant aiming point method on a clear day. Any discrepancies in dimensions will require that aseparate testing target be constructed for use only with that tank gun.

The boresights are installed as in a, after which the crosshairs in the tube are aligned on the portion of the testing target marked "BORE". Without disturbing the gun, the sights are adjusted until the zero points in the reticles coincide with the intersection of the cross lines marked "PERISCOPE" and "TELESCOPE". Read ings of the adjusting knob indices are recorded on all spare heads of the periscopic sights.

[image: Figure, page 79]

Figure 20. Testing target for combination gun mount M44.



Section XI — DESTRUCTION OF MATERIEL AND EQUIPMENT


	43. GENERAL, a. The destruction of materiel is a com mand decision to be implemented only on authority delegated by the division or higher commander. This is usually made a matter of standing operating pro cedure. It is ordered only after every possible measure for preservation or salvage of the materiel has' been taken, and when in the judgment of the military com mander concerned such action is necessary to preven t

	(1) Its capture intact by the enemy.




	(2) Its use by the enemy, if captured, against our own or allied troops.

	(3) Its abandonment in the combat zone.




	(4) Knowledge of its existence, functioning, or exact specifications from reaching enemy intelligence.

	b. The principles followed are




	(1) Methods for the destruction of materiel subject to capture or abandonment in the combat zone must be adequate, uniform, and easily followed in the field.

	(2) Destruction is as complete as available time, equip ment, and personnel permit. If thorough destruction of all parts cannot be completed, the most important fea tures of the materiel are destroyed, and parts essential to the operation or use of the materiel and which cannot be easily duplicated, are ruined or destroyed. The same essential parts are destroyed on all like units to preven t the enemy's constructing'one complete unit from several damaged ones by "cannibalism".

	c. Crews are trained in the prescribed methods of de struction. Training does not involve the actual destruc tion of materiel.




	d. Methods. (1) The methods below are given in order of effectiveness. If method No. 1 cannot be used, de struction is accomplished by one of the other methods outlined in order of priority shown. Adhere to the sequences.

	(2) Certain methods require special tools and equip ment such as TNT and incendiary grenades, which may not be items of issue normally. The issue of such special tools and materiel, the vehicles for which issued, and the conditions under which destruction will be effected are command decisions in each case, according to the tactical situation.

	44. DESTRUCTION OF THE 37-MM GUN, TANK, a Remove the periscopic and telescopic sights. If evacua tion is possible, carry the sights. If evacuation is not possible, thoroughly smash the sight and all spare sights.

	b. Method No. 1. (1) Open drain plug on recoil mech anism, allowing recoil fluid to drain. It is not necessary to wait for the recoil fluid to drain completely before igniting the fuse in (5) below.

	(2) Remove an HE shell from a complete round and seat the shell in the chamber.

	(3) Plug the bore for approximately two-thirds of its length, using a rammer staff wrapped with cloth or waste to make it fit tightly in the bore. Mud, stones, clay, or other material may be used to plug the bore in lieu of the cleaning staff.

	(4) Cut down a 1/2-pound TNT block to fit snugly in the chamber behind the HE shell. Insert a tetryl non electric cap into the TNT block with approximately 3 or 4 feet of safety fuse. Close the breech as far as pos sible without damaging the safety fuse.

	(5) Ignite the safety fuse and take cover. Elapsed time: 2 or 3 minutes if rammer staff is used to plug the bore and the cut-down TNT block is carried with gun; longer if other bore obstructions are used.




	c. Method No. 2. (1) See b (1) above.

	(2) See b (3) above.

	(3) Insert one complete HE round into gun and close breech.

	(4) Take cover and fire the gun, using a cord. Elapsed time: 1 to 2 minutes using cleaning staff to plug the bore; longer if bore is plugged with mud, or other material.

	d. Method No. 3. From point-blank range fire AP am munition at the gun tube until it is rendered useless.

	e. Method No. 4. (Elapsed time: 2 or 3 minutes.)




	(1) See b (1) above.




	(2) Fire one HE round against a similar round jammed in the muzzle. Take precautions prescribed in c(4) above.





45. DESTRUCTION OF THE GYRO-STABILIZER.


	a. Drain oil from system.

	b. Smash oil lines.

	c. Smash control box.

	d. Place an M14 incendiary grenade on control box and pull pin.

	46. DESTRUCTION OF CALIBER .30 MACHINE GUN. a. Method No. 1. Field strip. Use barrel as a sledge. Raise cover and smash down toward front. De form and break backplate; deform T-slot. Wedge lock frame, back down, into top of receiver between top plate and extractor cam; place chamber end of barrel over lock frame depressors and break off depressors. Insert barrel extension into back of receiver allowing the shank to protrude; knock off shank by striking with barrel from the side. Deform and crack receiver by striking with barrel at side plate corners nearest feedway. Elapsed time: 2-1/2 minutes.

	b. Method No. 2. Insert bullet point of complete round into muzzle and bend case slightly, distending mouth of



case to permit pulling of bullet. Spill powder from case, retaining sufficient powder to cover the bottom of case to a depth of approximately 1/8-inch. Reinsert pulled bullet, point first, into the case mouth. Load and fire this round with the reduced charge; the bullet will stick in the bore. Chamber one complete round, lay weapon on ground, and fire with a 30-foot cord. Use the best avail able cover as this means of destruction may be dan gerous to the person destroying the weapon. Elapsed time: 2 to 3 minutes.


	c. Small arms cannot be adequately damaged by fir ing with the barrel stuck in the ground, with or without a bullet jammed in the muzzle.

	d. Machine gun tripod mount, calber .30 M2. Use machine gun barrel as a sledge. Deform traversing dial. Fold rear legs, turn mount over on head, stand on folded rear legs, knock off traversing dial locking screw, pintle lock, and deform head assembly. Deform folded rear legs so as to preven t unfolding. Extend elevating screw and bend screw by striking with barrel; bend pintle yoke. Elapsed time: 2 minutes.

	47. DESTRUCTION OF THE LIGHT TANK, M5 SER IES, a. Method No. 1. (1) Remove and empty the por t able fire extinguishers. Smash radio (see paragraph 50). Puncture fuel tanks. Use fire of caliber .50 machine gun, or a cannon, or use a fragmentation grenade for this pur pose. Place TNT charges as follows:

	(a) 3 pounds between engines.




	(b) 2 pounds against left side of transfer unit as near differential as possible.

	(c) One-half pound against left fuel tank. Use only a cap (no fuse) in this charge. Point cap end toward 3-pound charge. Insert tetryl nonelectric caps with at least 5 feet of safety fuse in each charge. Ignite the fuses and take cover. Elapsed time: 1 to 2 minutes if charges are prepared beforehand and carried in the vehicle.




	(2) If sufficient time and materials are available, addi tional destruction of track-laying vehicles may be ac complished by placing a 2-pound TNT charge about the center of each track-laying assemblage. Detonate those charges in the same manner as the others. .

	(3) If charges are prepared beforehand and carried in the vehicle, keep the caps and fuses separated from the charges until used.

	b. Method No. 2. Remove and empty the portable fire extinguishers. Smash radio. Puncture fuel tanks. Fire on the vehicle using adjacent tanks, antitank or other ar tillery, or antitank rockets or grenades. Aim at the en gine, suspension, and armament in the order named. If a good fire is started, the vehicle may be considered de stroyed. Elapsed time: About 5 minutes per vehicle. Destroy the last remaining vehicle by the best means available. Danger from cannibalism is inherent in this method.

	48. DESTRUCTION OF AMMUNITION, a. General. Time will not usually permit the destruction of all am munition in forward combat zones. When sufficient time and materials are available, ammunition is destroyed as indicated below. At least 30 to 60 minutes are required to destroy adequately the ammunition carried by com bat units. In general, the methods and safety precautions outlined in TM 9-1900 are followed whenever possible.

	b. Unpacked complete round ammunition. (1) Stack ammunition in small piles. (Small arms ammunition may be heaped.) Stack or pile most of the available gasoline in cans and drums around the ammunition. Throw onto the pile all available inflammable material, such as rags, scrap wood, and brush. Pour the remaining gasoline over the pile. Sufficient inflammable material is used to insure a very hot fire. Ignite the gasoline and take cover.

	(2) 37-mm ammunition is destroyed by sympathetic detonation, using TNT. Stack ammunition in two stacks, about three inches apart, bases toward each other. Use



one pound of TNT to six or seven pounds of ammuni tion. From cover detonate all TNT charges simul taneously.


	c. Packed complete round ammunition. (1) Stack the boxed ammunition in small piles. Cover with all avail able inflammable materials, such as rags, scrap wood, brush, and gasoline in drums or cans. Pour other gasoline over the pile. Ignite and take cover. (Small arms ammu nition must be broken out of boxes or cartons before burning.)

	(2) The destruction of packed complete round am munition by sympathetic detonation with TNT is not advocated for use in forward combat zones. To insure satisfactory destruction involves putting TNT in alter nate boxes of ammunition, a time-consuming job.

	(3) In rear areas or fixed installations, sympathetic detonation may be used to destroy large ammunition supplies if destruction by burning is not feasible. Stack the boxes, placing in alternate boxes in each row suf ficient TNT blocks to insure the use of one pound per six or seven rounds of 37-mm ammunition. Place the TNT blocks at the base end of the rounds. Detonate all TNT charges simultaneously. See FM 5-25 for details of demolition planning and procedure.

	d. Miscellaneous. Grenades, antitank mines, and anti tank rockets are destroyed by the methods outlined in b and c above for complete rounds. The amount of TNT necessary to detonate these munitions is considered less than that required for detonating artillery shells.

	49. FIRE CONTROL EQUIPMENT. All fire control equipment including optical sights and binoculars, is difficult to replace. It is the last equipment to be de stroyed, if there is any chance of personnel being able to evacuate. If evacuation of personnel is made, all possible items of fire control equipment are carried. If evacuation is impossible, fire control equipment is thoroughly destroyed by smashing and burying.




	50. DESTRUCTION OF RADIO EQUIPMENT, a. Books and papers. Instruction books, circuit and wiring diagrams, records of all kinds for radio equipment, code books, and registered documents are destroyed by burning.

	b. Radio sets. (1) Shear off all panel knobs, dials, etc., with an axe. Break open set compartment by smashing in the panel face, then knock off the top, bottom, and sides. The object is to destroy the panel and expose the chassis.

	(2) On top of the chassis strike all tubes and circuit elements with the axe head. On the underside of the chassis, if it can be reached, use the axe to shear or tear off wires and small circuit units. Break sockets and cut unit and circuit wires. Smash or cut tubes, coils, crystal holders, microphones, earphones, and batteries. Break mast sections and break mast base at the insulator.

	(3) When possible, pile up smashed equipment, pour on gas or oil and set it on fire. If other inflammable material, such as wood, is available, use it to increase fire effect. Bury smashed parts whether burned or not.







APPENDIX — REFERENCES

See FM 21-6, List of Publications for Training, and FM 21-7, List of Training Film Strips, and Film Bulle tins, for full list of references.

FM 17-5 Armored Force Drill.

FM 17-12 Tank Gunnery.

FM 21-5 Military Training.

FM 23-40 Thompson Submachine Gun, Cal .45, M1928A1.

FM 23-41 Submachine Gun, Cal .45, M3.

FM 23-55 Browning Machine Gun, Cal .30.

TM 9-250 37-mm Tank Gun M6.

TM '9-732 Light Tanks M5 and M5A1.

TM 9-850 Cleaning, Preserving and Lubricating Materials.

TM 11-600 Radio Sets SCR-508, SCR-528, and SCR-538.

War Department Lubrication Order No. 81.

Preliminary Inspection for Radio Sets SCR-508, SCR-528, and SCR-538.

SNL G-103 Light Tank, M5 Series.

SNL K-l Cleaning, Preserving, and Lubricating Materials.

SNL A-45 37-mm Gun M6.

Training Tank Driving, Part II—Advanced. Film 17-576

Film Strip Cavalry Weapons — Browning Machine 2-18 Gun, Cal .30, M1919A4-Headspace Adjustment, Care and Cleaning, Me chanical Functioning.
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