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UNITED STATES GOVERNMENT PRINTING Ol<'FICE WASHINGTON: 1941

WASHINGTON, September 17, 1941.

PM 21-26, Advanced Map and Aerial Photograph Reading, is published for the information and guidance of all concerned.

IA. G. 062.11 (5-16-41).J

By ORDER OF THE SECRETARY OF WAR:

G. C. MARSHALL, Chiej oj Staff,

!

E. S. ADAMS,

Major General,

The Adjutant General,




DISTRIBUTION:

D (3) ; B t, 2, 4, 6, 7, 17 (2) ; R L-7, IO, 17 (5) ; Bn 1 (10), 2-'1,11, 1'7 (5),9, 10 (2); C 2, 5-7. 17 (10), 1, 3,4, 9-11 (5).

(For explanation of symbols see FM 21-6,)


	(ll GraphU: method (fig. 19l.-Proceed as follows:

	(al Select two ViSible objects on the terrain, as Band C, whose positions band c appear on the map, so situated that lines radiating from observer to objects form an angle of 0 30· to 150 at the observer.

	(b) Rest the map in a horizontal position on some nearby convenient support, such as a fence post, stone, or convenient fold in the terrain, from which the objects Band C on the terrain are visible and set pins through their respective map positions, band c.




	(c) In this position. orient the map,

	(aJ Without moving the map, sight Band C successively on the terrain along a straightedge held against the pIns through the corresponding points band c, respectively, Along the straightedge, draw lines through band c and prolong these lines to intel'section at a. which is the point sought.



[image: Figure, page 41]

FIGURE 21.-Locatlon of one's position On a ma.p by resection from three distant points (tracing paper method).


	(2) By means of compass and protractCfl' (fig. 20) .-Proceed as follows:

	(a) Select two visible objects on the terrain, as Band C, the positions of which. band c, can be identified on the map and which are so situated that lines radiating from observer to object make an angle of 300 to 150 0 at the observer.

	(bJ With the compass sight the objects on the landscape successively, reading the magnetic aZimuth to each.




	(e) Draw magnetic north guide lines through the map position of each object. band c, and with the protractor layoff the respective magnetic azimuths,

	(d) Prolong the azimuth lines through the points band C until theY intersect.

	(e) The intersection of these lines at a is the map position sought.



[image: Figure, page 42]
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FIGURE 21.-Location of one's position on a map by resection from three distant points (tracing paper method)-Contlnued.

e, Location of one's position by resection from three distant points (tracing paper method) (fig, 21) .-This method is useful on unoriented maps when the observer is without a compass in indefinite terrain of which only distant prominent features are recognizable or when local attraction due to presence of ore bodies or other material renders the magnetic needle useless.


	(1) Select three visible cbjects on the terrain such as A, B, and C, so distributed that radial lines drawn from observer to each point will yield good angles of intersection (about 30" to 150") at 0, the position occupied by the observer (fig. 210).

	(2) Place a piece of tracing paper on a fiat surface, supported on a convenient fence post, rock, or on the ground,



[image: Figure, page 43]

FIGURE 22.-Locatlon on map of distant point by Inter section, using compas$. a-nd protractor.

and set a pin in it at any convenient assumed position of the observer at O.


	(3) Place any suitable straightedge against the pin, sight along its edge successively to each object, A, B, and C, on the terrain and dra,w radial lines along the straightedge toward each object (fig. 21@).

	(4) Remove the tracing paper and superimpose it over the map (fig. 21@), shifting it about until the three radial



lines paSs through the conventional signs a, b, and c on the map which correspond to the three objects sighted on the ground (fig. 21@).


	(5) In this position, prick the map through the original pinhole 0 on the tracing, The point thus located on the map is the position of the map reader.

	27, LOCATION OF DISTANT POINT BY INTERSECTION.-a. With, compass and pl'otractor.-It is frequently desirable to locate or post on a map distant or inaccessible obkcts on the tel'l'ain



[image: Figure, page 44]

FIGURE 23.-Location on map of d1stant point by Intersection (graphic metl10d), which do not appear on the map in hand. This may be conveniently done by intersecting lines from two occupied points of known position on the map. Assume that the location of an object C shown in figure 22 is desired on a map. In order to locate the position of C, one must occupy successively two positions, such as A and B, from which the object C is Visible and read the magnetic azimuth of C from A and B, respectively. By aid of a protractor, these azimuths are plotted through the corresponding positions a and b on the map.

The direction lines prolonged wiJI intersect at c on the map. the position sought. Many points may be thus located on the map from two occupied positions.


	b. Graphic method (fig. 23) .-The observer occupies in succession the positions A and B on the ground. In each position he rests the map hOlizontally on some nearby convenient support and sets a pin in the corresponding map positions a and b, respectively. In each position the map may be oriented with a compass, by inspection, or by aJining the positions a and b on the. map with the corresponding objects A and B on the ground. The last method is the most accurate. At each occupied position a straig'htedge is placed against the pin in the corresponding position on the oriented map. the object C, the position of which is sought, is sighted along the straightedge and a direction line drawn thereto. This resUlts in two such direction lines, one from each occupied position, the intersection of which gives the map position c of the object C. The results may be checked by a direction line from a third position of the obselver,

	28. TRAVERSE.-.a. A series of lines of known distance and direction is called a traverse. An approach route to an assembly area. def.ignated with distances and directions from point to point, would form a traverse.

	b. In locating on the terrain objects which do not appear on the map and which cannot be intersected, or in exploring unfamiliar terrain equipped with a compass, the method of traversing is usefuL This consists of starting from a known point and following observed compass courses from point to' point, measuring distances. These course lines and distances, when plotted to scale on the map. show graphically the course followed and the map location of any desired point on the traverse. Whel'e the distance to the point sought is great and the intervening terrain is rough, it is not practicable to attempt its location by means of a simple straight course. In such cases the traverse would consist of a meander of many straight course lines and angles making changes of direction as intluenced by the intervening terrain but ultimately terminating at the· point sought. Scants use this method in registering on a map the route they follow.





SECTION IV — COORDINATES


	29. SYSTEMS OF COORDINATEs.-a. In order to express absolute or relative positions of points, either on a map or on the tenaln. one or more of four different systems of coordinates may be selected. Each system has its appropriate use. The names of these systems are as follows:

	(ll Polar coordinates.




	(2) Rectangular coordinates.






[image: Figure, page 46]

FIGURE 24.-Polar coordinates: BM 38, Accotlnk (vlllage), distance 1,800 yards. on grid azimuth 22'30'.


	(3) Geographic coordinates.

	(4) Grid coordinates.

	b. Rectangular and polar coordinates are classified as relative coordinates because they are determined by reference to base points (and directions) local to some map and selected by some individual. Thus an indefinite number of polar or rectangular coordinates may be assigned to a single point.



Geographic and grid coordinates are termed absolute coordinates because each is determined by reference to a permanently fixed base point and direction which have been officially adopted for that purpose. Thus only one set of geographic coordinates or, for any grid zone, only one set of grid coordinates can be assigned any point and this set of coordinates is not affected by the selection of map.

• 30. POLAR COORDINATES.-Polar coordinates are used in designating points located With a compass in the field and in designating positions on maps not equipped with the military grid. They consist of an angle from a known base direction and a distance from a known base position, The base position is the origin of coordinates. It may be a fixed landmark, a survey monument, or any other position easily identified on the map and on the ground. The base direction may be true. magnetic, or grid north or south. The angle may be expressed as azimuth or bearing, the distance in any convenient distance unit. The base position or origin should be fully described.

Examples: Walla Walla quadrangle, BM 1224, on main road 2 miles westerly from Waitsburg, S. 22'45' W. magnetic (1920) 4.62 miles.

Battle map, Fort Belvoir, 1:20,000 (1935), BM 38, Accotink (village), distance 500 yards N. 30' W. magnetic.

Battle map, Fort Belvoir, 1:20,000 (935), BM 3B, Accotink (village), distance 1,800 yards, on grid azimuth 22°30'. The point so designated is ma.rked b in figure 24. The base position, BM 38, is marked a, the distance from the base pOsition is the line abo the base direction (grid north) is ay, and the angle from the base direction is yab.

In dealing locally With many points common to a single map sheet, the sheet reference may be omitted.


	a. To plot position oj point, polar coordinates oj which are given.-(ll Locate on the map the landmark or other base position (origin) given.

	(2) Through the base position draw a. guide line parallel to the base direction.

	(3) With a protractor, point off from the guide line radially about the base position the given angle (azimuth or bearing) .

	(4) Through the point thus established and the base position (origin) draw a guide line.




	(5) Along this guide line from the base position layoff the given distance to scale.

	b. To determine polar coordinates oj map position with respect to given pOsition and given airection.-Cl) Locate on the map the given base position and through it draw a gUide line parallel to the base direction.

	(2) Draw another gUide line through the base position and the point whose polar coordinates are sought.

	(3) With the protractor, measure the angle (aZimuth or bearing) which the direction line established in (2) above makes with the base direction line established in (1) above.

	(4) With a suitable scale at the RF of the map, measure the distance from the base position to the point the coordinates of which are sought,

	31. RECTANGULAR COORDINATES.-Rectangular coordinates are used in designating points on ungridded maps without the aid of a protractor, They consist of two distances measured at right angles from a base position. The base position (origin) should be a landmark, survey monument, or other well-established position. The base position, distances, and directions should be fully stated, thus:



Walla Walla quadrangle, NE. cor. T. G. N., R. 36 E., thence due east 811.7 yards, thence due north 409.2 yards.

Battle map, Fort Belvoir, 1:20,000 (935), BM 38, Accotink (village) , 1,500 yards east (magnetic), 1,100 yards north (magnetic. The point so designated is marked c in figure 25. The base position, BM 38, is marked a, the base direction (magnetic north) is am, the direction of the line ab (grid east) makes a right angle with the line am, and the respective distances are ab and ac.


	a. To plot map position, rectangular coordinates oj which are given.-(l) Locate on the map the base position (origin) given.

	(2) Through the base position draw a guide line parallel to the base direction.

	(3) Through the base position draw a gUide line at right angles to the base direction.

	(4) From the base position along these lines point off to scale the respective distances in the respective directions as given.




	(5) Treat these distances as the adjacent sides of a rectangle; complete the rectangle Cather two sides) with construction lines. The intersection of these two construction lines is the poin.t sought.

	b. To determine rectangular coordinates of map position with respect to given base position and direetion.-Cl) Identify on the map the given point. and the given base position.

	r:}} Through the base position draw a guide line parallel to the base direction.



[image: Figure, page 49]

FIGURE 25.-Rectangular coordInates: BM 38. Accotink (village). dIstance 1.500 ya.rd6 east magnetic. 1,100 yards north magnetic.


	(S) Through the base position draw a guide line at right angles to the base direction.

	(4) Through the given point drop perpendiculars to the lines established in (2) and (3) above.

	(5) From the base position scale the distance along the guide lines of (2) and (S) above to the respective perpendiculars, These distances are the rectangular coordinates sought,



• 32. GEOGRAPHIC COORDINATEs.-The system of latitUde and longitude lines projected on a map represents the geographic or spherical grid covering the earth. In this system the base position (or origin) is the intersection of the meridian of Greenwich, known as the prime meridian, with the Equator. The base direction is true north (or south). Distance on the spheroid (earth) is reckoned in units of degrees, minutes, and seconds of latitude up to 90' north or south of the Equator, and in degrees, minutes, and seconds of longitude up to 180', east or west of the prime meridian. The location of any point on the surface of the earth is defined in terms

[image: Figure, page 50]

FIGURE 26.-Geographic coordinates: latitUde 38 0 42'20" N., longitude 77'lS'SO" W.

of the parallel of latitude and the meridian of longitude which intersect at the point, thus, latitude 38'32'20" N., longitude 77'34'30" W. The latitude and longitude of a point constitute its geographical or spherical coordinates. However, meridians of longitude converge at the poles. Therefore, units of longitude decrease in units of linear distance from a maximum at the Equator to zero at the poles. Since the sphere cannot be developed as a plane, other variations are introduced in maps by the chracteristics of pro jcctions used in rna p construction. While units of latitude and longitude can be converted to distances in meters, yards, miles, etc., by computation or use of tables, the spherical units would not occur, except by fortunate coincidence, in rational multiples of the linear unit. Lines of the spherical grid are necessarily curves or projections of curved lines and vary with latitude and projection. Such variations from straight lines and true distances within the scope of a sheet of the terrain or the tactical map are negligible. For practical map-reading purposes they may be disregarded and the spherical grid may be treated graphically in all respects as a rectangular grid. The 5-minute lines of the geographic grid appear in full or by border registration on topographic sheets. The I-minute lines of the geographic grid appear registered on SDme large-scale maps by border ticks and grid intersections. Geographic coordinates are used in designating positions in large indeflnite areas, in unmapped areas, and on geographic (ungridded) maps.


	a.. To plot positions 0/ point, geographical coordinates 0/ which are given.-(l) Identify on the map the two lines of the geographic grid, both of latitUde and longitude, which fall nearest to and on each side of the position to be plotted. This may be readily done by inspection of the map in comparison with the given coordinates. In case the lines of the grid do not appear in fUll on the map. draw in the lines by joining the border ticks and grid intersections. In either case the point sought falls somewhere within the quadrangle whose sides are lines (arcs) of known latitude and longitude. For a battle map (1: 20,000), this is a I-minute quadrangle (60 seconds by 60 seconds). For a topographic sheet. this isa 5-minute quadrangle (300 seconds by 300 seconds) .

	(2) The problem then reduces itself to the mechanical operation of diViding the quadrangle into seconds of longitude and seconds of latitUde, pointing olI the seconds place required by each coordinate. One of these points will fall on the meridian of longitude which passes through the point sought. The other will .fall on the parallel of latitUde which passes through the point sought. The significant parallel of latitUde and meridian of longitude are now struck in as guide lines. Theil' intersectioh is the point sought.

	(3) Points on the significant parallel of latitude and meridian of longitude are readily located with the engineer's scale



used as a diagonal scale of proportional parts between the available grid lines. For the I-minute grid the scale should be placed across the lines at any angle so that 60 convenient divisions span the distance. For the 5-minute grid 300 divisions of the scale should span the distance between lines. In each case each division of the scale indicates a second of latitude or longitude, depending upon which coordinate is being plotted.


	(4) Figure 26 illustrates the location of a point a, the geographic coordinates of which are latitUde 38'42'20" N., longitude 77'13'30" W.

	b. To determine geographic coordinates of map positions. (1) By inspection of the map, identify the grid quadrangle in which the point lies, drawing in the sides of the quadrangle when the grid appears registered only. The value in degrees and minutes of the meridians of longitude and parallels of latitude which form this quadrangle appears in print on the borders of the map. The problem, then, is to determine the position of the point within the quadrangle in seconds of latitude and seconds of longitUde.

	(2) Use the engineer's scale as a scale of proportional parts as described in a(3) above to establish the seconds lines within the significant quadrangle, except in each case (the two positions of the scale, one for latitUde and one for longitUde, respectively) the scale should pass through the point whose coordinates are desired. The number of seconds sought may now be read directly from the edge of the scale at the point in the direction of increasing grid values within the grid quadrangle. This added to the recorded value in degrees and minutes of the side of the significant quadrangle lowest in value yields the coordinate sought in degrees, minutes, and seconds.

	33. GRID COORDINATES.-a, General.-(1) In order to provide a standardized system of rectangular coordinates which are easy to read, the military grid is printed upon the map. The grid is composed of a set of parallel grid north and south lines shOWing distances in thousands of yards grid east of the origin, and a set of grid east and west lines showing distances in thousands of yards grid north of the origin of coordinates for the grid zone. The distance of any point grid east of the origin is caned the X-coordinate. The distance



./ of any point north of the origin is called the Y -coordinate. In writing coordinates the X-coordinate is written first and the Y-coordinate last, with a dash I:letween, and the whole inclosed within parentheses. Thus in figure 27 point A is located at (198-262). The coordinates are read in the same manner as they are written. In locating a point the key phrase "READ-RIORT-UP" should be remembered.

(2) Coordinates are written and read to 1,000 yards and decimal parts thereof. In figure 27 the coordinates of point B arE (197.8-263.7).

[image: Figure, page 53]

FIGURE 27.--Coordinates.


	(3) It is customary to drop all but the last two digits; hence the coordinates of point B may be written or read (97.8-63.7) .

	(4) When a point is easily identified and only one of such exists within the grid square, it is necessary merely to refer to the southwest corner of the grid square tn which it is 10- . cated. For example. in figure 27 crossroads 121 could be designated as "CR 121 (96-63)."

	b. Coordinate scak-The use of the COOrdinate scale in reading or plotting the coordinates of a print on a map is explained in detail in FM 21-25.

	c. Coordinates with engineer's sea/e.-The engineer's scale or any other suitably graduated scale may be used conveniently as a scale of proportional parts to plot a paint Within



the significant grid square. Let it be required, for instance. to plot a point N, the coordinates of which are (25.35-76.60) (fig. 28). Select any 10 equal subdivisions on the scale such that their toCallengCh is equal to or slightly greater than the grid interval on the map. Lay the scale on the map in pOSition Q) shown in figure 28 so that the zero is on the 25,000 grid line and the 10 is on the 26,000 grid line. Mark on the map the paint a at 3.5 on the rUler. Slide the scale down to position ® and again mark on the map the point a' at 3.5 on the scale. Draw the line aa'. Now place the scale on the map in Position ® so that the zero is on the 76,000 line and

[image: Figure, page 54]

FIGURE 28.-To plot position 01 poInt (25.35-76.60) with engineer's scale on terrain map (1: 20,000) having 1,000-yard grid. (Not reproduced to scale.)

the 10 is on the 77,000 line. Mark on the map the point b at 6.0 on the scale. Slide the ruler to the right to position @ and again mark on the map the position b' at 6.0 on the scale. Draw the line bb'. The intersection of the lines aa' and bb' is the plotted point N required. If desired, the subdivisions may be further subdiVided into 10 equal parts, as on the engineer's scale, to give the position of the point by grid Jines of IO-yard intervals. It can be seen that reading coordinates With the engineer's scale is accomplished in the same manner. (See fig. 29.)

• 34. MILITARY GRID SVSTEM.-a. The standardized system of rectangular coordinates discussed in paragraph 33 is the grid system devised for use on military maps in order to avoid the difficulties and inconveniences inherent to the spherical grid. A rectangular grid superimposed on a polyconic projection of the whole continental United states would prove no more useful than a map on that pl'ojection and for the same reasons. Distances on the rectangular grid woUld vary prohibitively from true ground distances in the distorted areas near the edges of the map. However, by limiting the Width of the projection to about 9' of longitude, the maximum distortion along the edge of the projection never exceeds 2.57 yards per 1.000 yards, or about % of 1 percent, a·n error of

[image: Figure, page 55]

Flam!': 29.-Ta read grid coordinates of point (87.45-26.80), on terrain map (1: 20.000 scale) having I.OOO-yard grid. with en gineer's scale.

no ml11tal'Y consequence, since the changes in dimensions of an ordinary map sheet due to weather conditions may exceed that amount.

b. For the purposes of superimposing the rectangular grid, the northern half of the continental Western Hemisphere has been divided into seven zones, each 9' of longitude wide. Each zone Is a separate polyconiCprojection. When the roilitary grid system was first established it extended from 28° N. latitude to 49° N. latitude. This system, known as the continental system, was sufficient for continental United States only. Later, in order to take care of Panama and the Caribbean area, tbe equatorial system, extending from

7' N. to 28' N., wa" set up. These two systems have different Y origins, and hence any point in this area will have the same X-coordinate in both systems but different Y-coordinates. All grids are identical in structure but each has a separate origin 8' of longitude distant from its neighbor,

[image: Figure, page 56]

FIGURE 30.-Speciat mllltary map of continental system grid zone C.

The grids therefore overlap 1· of longitude along the borders, With a net width of 8° of longitude between the central meridians of the overlaps, These zones are designated by a letter in accordance with the following table, that portion

',\

TABLE III.-Grilt ;rone "Ystems in 7U>rl:hern. half of continental Western Hemisphere of the state of Maine falling to the east of longitude 68"30' being included in zone A.

c. The limits of the grid zones are shown in table III and illustrated in figure 31. The zone letter appears on all maps containing grids. In designating points by grid coordinates,

[image: Figure, page 58]

'\

[image: Figure, page 59]

.... ""

FIGURE 31.-Designation of military grid systems-Continued.

the name of the map sheet and not the zone letter should be used as primary reference.


	35. CONTINENTAL SVsTEM.-a. In each zone the intersection of its central meridian with the parallel of latitude 40·30' is selected as the origin of coordinates designated by O. The central meridian is chosen as the Y-axis and a right line tangent to latitude 40·30' at 0 is chosen as the X-axis. In terms of yards, the grid coordinates of all 5-minute intersections of latitude and longitude within the whole grid zone are computed with respect to these axes and the origin O. The coordinates of intersections in all other quadrants, except the first, involve some negative quantities which are undesirable for simplicity. In order to make positive all coordinates which appear on military maps embraced within the zone. the computed values are transferred to a new origin 0' exactly 1,000,000 yards grid west and 2,000,000 yards grid south of the origin O. This is effected by simply adding 1,000.000 yards to all computed X-coordinates and 2,000,000 yards to all computed Y -coordinates. It is the point 0' and axes o'-x and o'-y to which all grids and grid values appearing on all military maps are related. The original origin 0 has no further significance. This scheme is shown in figure 30 and table TIl, and the rectangular grid system illustrated therein is referred to as the military grid system.

	b. Since the grids for all zones are identical in structure, only one set of original computations suffices for all zones simply by changing in the tables the longitude values successively through So, 16°.24°, etc., of longitude, respectively. (See Special Publication 59, U. S. Coast and Geodetic Survey.)

	c. The military grid appears registered on gridded maps in two series of parallel lines at right angles to each other. On sheets of the terrain map (1: 20,000). these lines form 1,000 yard squares. On sheets of the tactical map (1: 62,500) , these lines form 5,000-yard squares. The central meridian of the overlap between adjacent grid zones is the dividing line between the zones. Any map which falls within the 1· overlap between grid zones always shows in solid black lines the grid of the zone to which the map pertains. The grid of the adjacent overlapping zone may also appear registered by means of grid intersections (small crosses) on the face of the sheet and ticks around the border lines. The scheme is useful in effecting



transition of data from one zone to another. The lines of the overlapping zone when needed may be struck in by simply joining the registration points. Since the grid lines of each zone are all parallel to the central meridian of the zone and since meridians converge to the poles, the Jines of overlapPing grids will always cross at distinct angles.


	d. The distance of each north and south grid line, grid east of the zero point or origin of coordinates, is marked in thousands of yards along the south border of a gridded map. The distance of each east and west grid line, grid north of the zero point or origin, is marked in thousands of yards along the west border of a gridded map. The numbers which identify the north and south grid line and the east and west grid line which intersect at or nearest to the southwest corner of a gridded map are written out in full in yards. In marking all otber grid lines, the digits common to the sheet may be omitted. When the grid of an overlapping zone appears registered by ticks and grid intersection on a map, the ticks of the north and south and east and west grid lines, respectively, which Intersect at or nearest to the southeast corner, are marked In full to yards. No other grid lines of the overlapping zone are marked.

	e. By agreement with the War Department, sheets of the topographical atlas of the United States Geological Survey adopted as tactical maps will have the 5,OOO-yard grid registered by ticks along the borders.



NOTE.-The above methods of showing grids on a. map are followed by the Corps of Engineers in the reproduction of all grldded maps. There are maps in common use for school purposes, sucli as the Gettysburg map, on whiCh only a local grid system is used. The reader should not confuse such a grid with the military grid system.


	36. EQUATORIAL SYSTEM,-a. The equatorial system, using the same zones as the continental system, has the latitudinal origin at the Equator, and covers the area between the T N. and 28° N. parallels. The system is otherwise similar to the continental system. Tables and methods of computation for the equatorial system are found in Corps of Engineers publication "Grid System for Military Maps for 70 to 28° North LatitUde."

	b. In the overlapped areas below 28° N. in Texas and Florida, care must be taken not to confuse the two grid systems. In the absence of other data, it may be assumed



that the continental system is used within the limits shown on figure 31®.

• 37. DETERMINATION OF UNKNOWN DIRECTIONS, DISTANCES, OR COORDlNATES.--a. To determine distance between two points, grid coordinates ot which are given.-Cl) GraphicallY.-Plot

[image: Figure, page 62]

FIGURE 32.-Distance between two points on map by solution of right triangle.

[image: Figure, page 62]

FIGURE 33.-Determination of grid azimuth of tine on gridded map.

the positions of the two points on the map. If no map is available, plot the relative position of the points to scale on an improvised grid. In either case, scale directly the distance between the plotted points.


	(2) By solving right triangle (fig. 32) .-The distance between the two points is the hypotenuse of a right triangle whose legs are the differences, respectively, between the X- and Y-coordinates of the two points, The distance in yards is therefore the square root of the sum of the squares of X difference and Y difference. The method is completelY illustrated in figure 32.

	b. To determine grid aZimuth of line between two points, grid coordinatelf of which are known (fig, 33L-(1) From map.-Plot the position of the two points A and B on the map or plot the relative position of the points on an improvised grid to scale as shown in figure 33. Join the plotted positions by a straight line and prolong if necessary to intel' sect a north-sound grid line. With a protractor, as shown in figure 33(IJ, measure the angle from the north-south grid line clockwise to the straight line indicating the significant direction, bearing in mind that a line has two directions differing in azimuth by 180'.

	(2) By plotting right tn'angle.-Plot to scale on plain or cross-section paper or the gridded map the right triangle whose legs are the X-difference and the Y-difference of the given coordinates of the respective points which may be represented by A and B in figul'e 33. In the triangle ABC so formed, CB is the base or grid north direction. With the protractor at B (fig. 33@), measure clockwise the angle from CB prolonged either to AB prolonged or to BA, depending upon which azimuth (differing by 180') is required.

	(3) By trigonometric functions (fig. 33) .-(a) The grid azimuth sought is, by inspection of the figure, seen to be equal to the angle ABC, whose tangent is



AC/BC=X−differenceY−difference=3,000/4,000=0.75 AC/BC = \frac{X - \text{difference}}{Y - \text{difference}} = 3,000/4,000 = 0.75 


	(b) From a table of natural tangents this corresponds to the angle 36 0 52'. which Is the grid azimuth of the line in the first quadrant.

	(c) In the 8E quadrant subtract this angle from 180', in the SW quadrant add to 180 0 , and in the NW quadrant subtract from 360'.

	(d) The method is useful when the points fan on separate sheets or the map is distorted.

	c. Determination of coordinates of point when distance and directions are given from point with known grid coorclinates,



When the distance between tWfr points is comparativeIy great or lie on sheets of a different scale, the coordinates of one are established mathematically from the one with known coordinates as follows:


	(1) Convert direction into bearings using grid north (see par. 21).

	(2) Look up sine and cosine of the angle and multiply by the distance.

	(3) The sine multiplied by the distance will give the east or west distance to be added algebraically to the first coordinate given; an east bearing is plus.: a west bearing is minus.

	(4) The cosine mUltiplied by the distance will give north or south distance to be added algebraically to the last coordinate given; a north bearing is plus; a south bearing is minus.

	(5) Example (fig. 34). _






Given: Coordinates of point a (898-252).

Direction of line from a to b=magnetic azimuth 317' 28'.

Grid declination 9 '31'. Distance 9,720 yards.

Required: Coordinates of point b.

Solution: Grid aZimuth=317'28' plUs 9'31'=326'59'.

Bearing=36()' minus 326'59'=N. 33'01' W.

From tables of natural trigonometric func tions-

Sine 33'01'=0.54488.

Cosine 33'01'=0.83851.

0.54488 times 9,720=5,296 yards.

0.83851 times 9,720=8,150 yards.

Coordinates (898-252 mean 898,000 yards east of basic origin and 252,000 yards north of ba sic origin.

Since the bearing of the line is N. 33'01' W.

(IV or NW quadrant).

898,000-5,296=892,704 yards.

252,000+8,150=260,150 yards.

Hence coordinates of point bare (892.7 260.2) .

d. To superimpose grid on map from point with 7cnCYlJm grid coordinates (fig. 35) .-Establish, by some means previously mentioned, the grid north on the map. Draw lines N-S and E-W through the known point, Along these lines scaleair the desired grid spaces. Extreme care should be exercised in establishing a grid from one point to insure accuracy.

[image: Figure, page 65]

FIGURE 34.-Grld coordinates from known point.

When some other point of known coordinates eXists on the map a check should be made with it.

• 38. CONSTRUCTION OF MILITARY GRID FROM GEOGRAPHIC COORDINATEs.-For transformation of geographic coordinates to grid coordinates. or vice versa, see United States Coast and Geodetic Survey Special Publication No. 59 and "Grid System for Military Maps for 7' to 28' North Latitude"; paragraph 61. TM 5--230; and paragraph 117/. TM 5-235.



SECTION V — ELEVATION AND RELIEF

• 39. ELEVATlON.-Elevation is the measure of vertical distance from a known datum plane. For most maps the datum

[image: Figure, page 66]

FIGURE 35.-To superimpose a grid on a.. map_ from a point with known coordinates.

is mean sea level and zero elevation. Elevation is expressed in feet above or below mean sea level. When above melUl sea level, elevation is plus; When below mean sea level, elevation is minus.. Where no indication is given the elevations are always taken as plus.

• 40. RE'LIEF.~. The variation in the height of the earth's surface, as ridges. valleys, etc., is termed "relief." As the exact nature of the terrain has a marked influence on military' operations. it is important that the military commander of every unit familiarize himself with the "lay C>f the land" in which he is operating. This familiarity cannot always be

·/ obtained by actual reconnaissance beforehand but often-must be gained solely by study of topographic maps. The map. then. must convey to the map reader a definite impression of the ground forms. The ability to comprehend relief from the map requires an understanding of the way in which the various ground forms have been produced by nature.


	b. There is a considerable degree of regularity and system in ground forms. due to erosion. Not all the water from heavy rains can seep into the soil; much of it runs off. At one point II little stream begins; as it flows downward another joins it; soon several unite into a fair-sized creek, which rushes along, carrying its burden of soil into the main valley; whence the :river may carry it into the sea. This simple process, continued for ages, has sufficed to carve the sur-" face of the earth into the form we find today.

	c. Since most of our present ground forms are the result of erosion, it is evident that the drainage scheme of an area is the key to its topography. On maps where streams are indicated and on aerial photographs, this key is in evidence; converging streams show a general slope to a valley; diverging fingers of streams pOrtray a crest or ridge. The drainage net and ridge lines constitute the "master lines" of the terrain. Points of change in horizontal or vertical direction of these lines are known as "critical points." Getting the "lay of the land" consists of grasping the significance of these master lines. The methOd adopted for showing relief on a map must be one which will convey to the map reader an immediate conception of the drainage and ddge line$ of the system of relief.

	41. METHODS OF REPRESENTING RELrEF.-'Since the map -is fhit. special conventional signs are necessary to show relief. The most common methods used on maps are as follows:

	a. Hachures (fig. 36) .-A method frequently used to indicate relief in a generai way is by the use of hachures. It is particUla:rly useful when the available data are inadequate for the more accurate representation of relief by contours, or when the purpose of the map does not justify the more complicated and time consuming methods. This method of representing relief has been adopted for the Strategic Map of the United States (scale 1:500,000) and will be freqUently found on large as well as small scale foreign maps. Hachures



aTe short parallel or slightly divergent Jines drawn in the direction of slopes. closely spaced on steep slopes,' wide' apart on gentle slopes. and convergent toward the tops of ridges and hills. The resulting shadow effect gives an excellent pictorial representation of hilltops. ridges, and valleys, and enables the map reader to gain a fair conception of the relative slopes of various parts of the terrain.

[image: Figure, page 68]

FIGURE 36.-Relief by hachures.

b. Color-layer syste"L~olor-layer systems of relief representation consist of using different colors or different tones. of the same color to distinguish different zone& of elevation. These resulting color bands are hounded by contours which are usually shown on the map. Contours falling within color zones are usually omitted. A key to the color system showing the succession of colors and the elevation zones to which they pertain is given on the map margin. The colors of the elevation gradient should be selected to produce a harmonious effect but there should be sufficient contrast between the colors to insure ease Of reading. .This method is used ·on aerial navigation charts published by the Army. The color gradient used on these maps is shown in FM 21-30.


	c. Contours.-A contour line l'epresents an imaginary line on the ground, every part of which is at the same elevation usually applied to mean sea level. Such a line could be drawn at any altitucle but in mapping only the contours at regular intervals of altitude are shown. The line of the seacoast itself is on the zero contour line if mean sea leveiis assumed to be the zero datum plane. If th" sea should rise 20 feet above mean sea level. the new seacoast line would then be on the 20-foot contour line. Contour lines show the shapes of the hills, mountains, and valleys, as well as their altitudes. Successive contour lines that are far apart on the map indicate a gentle slope; lines that are close together indicate a steep slope; and lines that run together indicate a cliff. Contour lines never cross except ia the case of an overhanging cliff. The sketch in figure 37(j) represents a river valley that lies between two hills. In the foregrou~d is the sea, With a bay that is partly inclosed by a hooked sand bar. On each· side of the. valley is a terrace into which small streams have cut narrow gullies. The hill on the right has a rounded summit and gently sloping spurs separated by ravines. The spurs are truncated at tbeir lower ends by a sea cliff. The hill at the left terminates abruptly at the valley in a steep scarp from which it slopes gradually away and forms an inclined tableland that io traversed by a few shallow gullies, The manner in which contour lines express altitude, forni, and grade is ·shown in figure 37@. E&.ch feature shown in figure 37(j) is represented on the contour map (fig. 37@) directly beneath its position in figure 370.

	d. Depth curves.-A contour showing points of equal elevation below the level of any body of water Iscalled a· depth curve. These curves will indicate depths below a certain datum, usually mean low water level for thehody otwater concerned. The vertical interval is frequently expressed in fathoms (6 feet).



"


	42. CHARACTERISTICS OF CONToURS.-In order to appreciate .the representation of relief and elevation differences by contours, .study must be given to the basic characteristics of them. PM 21-25 describes very thoroughly these characteristics. Briefly, it may be observed that contours on a map

	a. Are wavy in appearance.




	b. Are usually V-shaped in narrow valleys and U-shaped on noses of hills.
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FIGURE 37.-Relief by contours.


	c. Always close, on or ot! the map.

	d. Are at right angles to the lines of steepest slope.

	e. Are spaced directly as the variation of the slope; close on.steep slopes, far apart on gentle' slopes.

	f. Are roughly parallel to the adjacent contour lines. Figure 38 shows the relation of profile to contours.



• 43. CONTOUR INTERVAL.-----a. The contoUl: interval, or the vertical distance in feet between one contour and the next, is stated as marginal information. usually under the scale, at the bottom of each map, This interval differs according to the topography of the area mapped and the scale of the
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FIGURE 38.-Relation of profile to contours.

map; in a fiat country it may be as small as 1 foot; in a mountainous region it may be as great as 250 feet, b. For military use it is necessary that the various sheets of a map of any given area have a common scale and contour interval or intervals that match~ In order that peacetime practice throughout the United States be consistent. the War Department (AR 300-15) and the United States Geological Survey have adopted the foI!owing contour intervals for standard quadrangle maps. The intervals in general conform to contour inten'als found on most existing topographic maps.


	(1) Contour intervals of 5, 25, 50, or 100 feet in the States which lie alI or mostly west of longitude 103 0 as folIows: Washington, Oregon. California. Idaho. Nevada. Utah, Arizona. Montana, Wyoming, Colorado and New Mexico.

	(2) Contour intervals of 5, 10. 20, 40, or 100 feet in the States which lie alI or mostly east of longitude 1030 • The 5-foot contour interval is USed only on lal'ge-scale maps of limited areas.

	c. On most maps every fifth contour line is made heavier than the others and is accompanied by figures showing the altitude at convenient intervals.

	44. ELEVATIONS of IMPORTANT FEATUREs.-The elevations of important features such as road junctions, summits, and surfaces of lakes, caJled spot heights. and those of bench marks are given on the map in figures to the nearest foot. More exact altitudes of bench marks are published in buI!etins that are issued by the Geological Survey and the Coast and Geodetic Survey. On coastal charts the datum is mean low water.

	45. INTERPREI'ATION OF RELIEF BY CONI'OURS AND MARKED POINI'S OF ELEVATION.-a. Further understanding of the means of representing and interpreting relief and elevation on maps may be obtained from a study of the sketch represented in figure 39. This shows a section of a map contoured with a vertical interval of 20 feet.

	b. The numbers along the edge of the sketch represent the respective elevations of the contours above mean sea level. By following the several contours across the sketCh the elevations of various points may be determined. By study of the contour net as a whole the relief of the ground may be interpreted qUickly by the practiced map reader. Thus the closed contours at points X, Y. and Z indicate hilltops. The numbers indicate that these hills are at elevations of 1.110, 1.130, and 1,105 feet, respectively. In speaking of unnamed hilIs on a topographical map, they are referred to by use of



their elevation; for example, hills Y and Z would be designated hill 1,130 and hill 1,105, respectively.

c. A further study of the sketch will indicate how the various terrain features are recognized. Point K represents a saddle between hills X and Y. It is also thewatersi'led between the head of the stream system at P and the slope toward the bottom of the sketch from point A. The elevation of point K is approximately 1,030 feet (being between the 1,020- and 1,040-foot contours). Point N between hills Yand Z represents a saddle at an approximate elevation of 1,090
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FIGURE 39.-Interpretation of relief.

feet. Along the dotted line 0), the uniform spacing of the contours and their distance apart indicate a uniform, gentle slo.pe. Along the dotted line ®, the spacing of the contours is irregular, indicating varying slopes. Along the dotted line @, the slope is steep, terminating in. a cliff where the contour lines meet each other. Along the dotted line @, the contours, being almost straight, nearly parallel and quite far apart. represent a very gently sloping plane surface. Along the nose indicated by the dotted line ®. the contours are U-shaped with the botton of each U pointing down hill. Where the contours cross the stream vaHey G-G', they run up the valley on one side of the stream, turn in a sharp V and run back down on the other side; the bottom of the v formed at the stream crossing points up stream in contradistinction to the U's of the contours on the shoulder of the ridge at ®.


	d. Since on maps, road junctions usually are given a number corresponding to their elevations above sea· level, the road junction at R, about halfway between contours 980 and 1,000, would be designated RJ (road junction) 990. Crossroads are· designated OR (followed by the elevation in the same way) .

	46. APPROXIMATE CONTOURS AND FORM LINES.--a. APPToxi mate contours.-When it has not been possible for the topog~ rapher to locate accurately contours for a map, they are shown to be approXimate only by the use of broken lines.

	b. Form lines.-Form lines are similar to contours in that they are· drawn at right angles to the direction of steepest slope. However, form lines have no fixed interval and do not indicate elevations. Their purpose is to show the configuration of the ground.

	47. LOGICAL CONTOURING.-a. In mapping, contouring may be done by the topographer in the ffeld by one of several methods:

	(1) He may actually run out the location of the contours on the ground~ This method is applicable to large-scale maps when great accuracy is desired .and the expenditure of time and labor is economically justified.

	(2) He may run out enough contours to define the ground forms and interpolate between them by eye.

	(3) He ma.y run out only stream and ridge lines, getting elevations on these lines at each change of slope or ground form. Such elevations defining the ground forms are known as "critical elevations." The contours may then be sketched in the field by eye between critical elevations. This method is the cheapest, quickest, and most commonly used.

	b. Logical contouring may best be explained by an illUStrative example. In figlITe 40(j) critical elevations have been measured by the tOj!lographer. The problem is to interpolate



lO-foot contours so that the ground forms depicted will be logical.

OJ First, along the main stream, interpolate the elevations of all stream junctions not shown by assuming that the stream has a uniform slope between critical points. For example, there is a stream junction of unknown elevation
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FIGURE 40.-Method of dra.wing contours by Interpolation on drain age net where elevations a.re given.

between elevations of the stream of 91 and 97 feet, respectively, Between these two points the stream rises 6 feet, Because the stream junction, the elevation of Which is sought. is approximately half the distance measured along the stream between elevations 91 and 97, it is assumed that the stream bas risen to that point only one-half of 6, or 3 feet. The elevation sought is therefore 94 feet.


	(2) In this way, interpolate elevations which are multiples of 10 feet on all the streams. These are the points where contours cross the stream and are shown as V-shaped marks painted upstream as in figure 40®.

	(3) By interpolation between critical elevations determine Where 10-foot contours round the ridges and indicate by lightly drawn U's. Since hills are normally rounded at top and slope off gradually at the bottom with the steepest rise on the slope of the hill (fig. 38), contours will have slightly closer spacing on the rise than at the crest or bottom.

	(4) By building up one ground form at a time, connect the V's and U's with smooth contours as shown in figure 40®. Each spur between two streams in the illustration should be drawn in separately.

	(5) Every fifth contour (starting from 0) should be made aeavier than the rest and should have the elevation written on it.

	c. The contours should be sketched while in the field. However, if enemy action or other cause makes this impossible, contours may be interpolated in the office, preferably with the aid.of aerial photographs and a stereoscope, provided that critical points have been adequately determined.

	48. DETERMINATION OF ELEVATION.~. In the discussiOn in paragraph 45, approximate elevations of specific points on the map were determined roughly by inspection. Where more accurate elevations are desired, some means of interpolation between contours becomes necessary. In the follOWing procedure the refinement is for theOretical purposes only. Any interpolation from contours is an approximation upon which undue refinement may be misleading.

	b. Refer to the margin of the map. To determine the elevation of any specific point, proceed as follows (fig. 41) :

	(1) If the point faJls on a heavy contour; it is only necessary to follow that contour until the elevation appears and read it. For example, the elevation of the point B in the figure is read directly as 1,300 feet.

	(2) If the point falls on a light contour, the elevation is found by reference to the adjacent heaVy numbered contour



lines and interpolating. For example, the elevation of the point A is 1,260 feet.


	(3) When the point lies between two contours as at a in figure 41

	(IL) Find the elevation of the nearest contour line.




	(b) Measure the shortest distance between the two adjacent contours along a line pas&ingthrough the point C.

	(0) Measure the distance along this line from the point in question to the nearest contour.
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FIGU'R€ 41.---Determination of elevation on. contoured map.

(d) Solve the following equation;

Distance from point to nearest contour . t

Distance between contours Xcontour In erval

=difference in elevation between point in' question and the nearest contour.

Since the distance between adjacent contours at this place is 375 yards and since C is 125 yards from the nearest contour (the 1,260 contour), entering the equation given above,

125375×20 \frac{125}{375} \times 20  feet=6% feet.

.Taking' the nearest whole number of feet (7), the elevation at point C is 7 feet less than the elevation of the nearest contour, or 1,260-,'1=1,253 feet, If the nearest contour is of lower elevation than the point in question, the difference in elevation must of course be added.

(4) When a point, the elevation of which is reqUired, lies within a closed contour forming the top of a hill or the bottom of a depression, only an approximation of its actual elevation is possible.



SECTION VI — SLOPE. PROFILE, AND VISIBILITY


	49. SLOPE.-The inclination of· the land surface relative to a horizontal plane is the slope, and slope is a function of two factors-horizontal distance and vertical distance.' Two points are therefore necessary to determine theSe factors. The vertical distance is the difference in elevation of the points and on a contoured map may be interpolated from the contours. The horizontal distance is scaled from the face of the map. Along a straight line it is the scaled length of the straight line. Along a meandering stream, irregular road. or broken line, it is the scaled length of the meander line or other irregular distance under consideration. Both horizontal and vertical distance must be expressed by the same units, preferably feet. Slope may. be computed or measured and expressed in terms of percent, mils. degrees, or as gradient. The slope of roads, railroads, embankments, and cuts 'is referred to as grade. While the most commonly used method of expressing slope.is by percent, the advanced map reader should be familiar With other methods.

	50. SLOPE IN PERCENT.-Percent is the most convenient and commonly used method of expressing slope. A slope of 1 percent is a slope which rises vertically a distance of one unit in a horizontal distance of 100'units or one which has this rate of rise (fig. 43). A 2-percent slope rises two units, a 3-percent slope rises three units, and so on, in a horizontal distance of 100 units. The value in percent of any slope is the number of units which it rises vertically in a horizontal distance of 100 units. Thus a rise of 26.8 feet in a horizontal distance of 100 feet is a slope of 26.8 percent (fig. 42).

	51. SLOPE IN MILs.-The mil is a unit of angular measurement. A true mil is an angle which subtends an arc of unity at a radiUs of 1,000 units (fig. 43). A 2-miI slope subtends an arc of two units. a 3cmil slope subtends an arc of three units. and so on, at a 1,000-unit radius. The value of slope in mils



.7 .I is therefore a function of the angle of slope. The vertical rise of a mil slope is not exactly equal to the subtended arc. the vertical rise of a slope of 2 mils is not exactly twice the vertical rise of a slope of 1 mil, and the variation increases with the angle of slope. However, for slopes up to 350 mils,
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FIGURE 42.-Determtnation and expression of slope between two points A and B on map.

the variations are inappreciable and may be disregarded for average purposes. Thus a slope which rises 268 units in a horizontal distance of 1,000 units is a slope of 268' mils (fig. 42). Slopes may be measured with instruments graduated in the arbitrary mil which is 1,4;.00 of e, circle. For ordinary slopes the results would not differ appreciably from the valUe in true mils, of which the circle contains approximately 6,283.


	52. SLOPE IN DEGREES,-Many instruments for measuring slope are graduated in degrees, The degree is a unit of angular measurement and is %60 of the circle. A degree is an angle which subtends an arc of unity at a radius of approximately 57,3 units (fig. 43). A 2· slope subtends an arc of two units, a 3· slope sUbtends an arc of three units, and so on, at a 57.3-unit radius. The value of slope expressed in degrees is therefore a function of the angle of slope (fig. 42). The vertical rise of a degree slope is not exactly equal to the subtended arc, a slope of 2· is not exactly twice the vertical rise of a 1· slope, and the variation increases with the angle of slope. However, for slOpes up to 20· the variations are negligible and may be disregarded.

	53. GRADIENT.-The gradient is the unit usually used In the measurement of steep slopes. It is the ra,tio of vertical to horizontal or of horizontal to vertical distance (fig. 42). The manner of expressing this ratio has not been standardized. Two methods are in common use as follows: A gra;dient of 1 on 3.7 and a gradient of 3.7 to 1.

	54. SLOPE BETWEEN Two POINTS ON MAP.-a. SUbtract the elevation of the initial point from the elevation of second point to determine the difference in elevation or vertical rise.

	b. Scale from the map the horizontal distance between the two points along the line whose slope is to be determined and express in the same units of measurement, preferably feet.

	c. Compute the value of slope from 'the appropriate one of the following formulas:

	(l) Percent = c:Iifference in elevation X100 horizontal distance




	difference in elevationX 1,000 (2) Mils horizontal distance




	(3) Degrees difference in elevation X57.3 horizontal distance .




	(4) G d' t difference in elevation expressed as a frac ra len 'horizontal distance tion reduced to simplest terms.



• 55. CONVERSION OF SLOPE EXPRESSION UNITS.--a. Unit degree, percent, and mil slopes are illustrated in figure 43. If arc and tangent are assumed to be equal. it is apparent that the relation may be expressed as follows:

Degree: percent: mil: 157.3 \frac{1}{57.3}  : 1100\frac{1}{100} : 11,000\frac{1}{1,000}

Qt',

57.3∘=100 percent=1,000 mils 57.3^{\circ} = 100 \text{ percent} = 1,000 \text{ mils} 

Hence,


	(ll 1°=100/57.3=1.75 percent, or 1,000/57.3=17.5 mils.

	(2) 1 percent=57.3/100=0.57°, or 1,000/100 ~1O mils.

	(3) 1 mil=57.3/1,OOO=0,057', 01' '100/1,000=0.1 percent.



[image: Figure, page 81]

FrnuRE 43.-Relatinn of units of slope.

b. The relations thus expressed, while suitable for conversiOn of angles up to 20', are decreasingly accurate as the angle of slope increases, 'due to the fact that the assumption of equality of arc and tangent becomes increasingly erroneous as the angle increases. The amount of error inherent in this method of conversion for various slope angles is. shown as follows:











	

Angle or slope
	Actual 'l:cr­



	Degrees
	Mils
	cent of s ope
	slop~ com­

puted by con-

version fa.ctor
	




	1
	17.5
	1.75
	1. 7.\
	



	6
	87.3
	8.75
	8.73
	



	10
	174.5
	17.63
	17.4.5
	



	20
	349
	36.40
	34.90
	



	30
	523.5
	57.74
	52.35
	



	15
	785
	100.00
	78.53
	



	57.3
	1,000
	155.77
	I

100.00
	






	56. AVERAGE SLoPEs.-In determining slopes by the methods and formulas described. it should be remembered that the result expresses the slope of an inclined plane surface. whereas the actual surface of the intervening ground may vary quite irregularly up and down. It is therefore customary to refer to slopes thus determined between points over broken terrain or irregular surfaces as "average slopes."

	57. PaOFILE.-The most satisfactory way of showing the slope of the g·round is by making a profile. A profile is a cross section of a specific slope or hill cut by the intersection of the earth's surface by an imaginary vertical plane (fig. 38).

	a. Profile from contoured map.-Figure 440 represents a portion of a contoured map. It is desired to construct the profile of the ground represented by the map between the points A and B. Proceed as follows:

	(0 Connect the points A and B by a straight line and assume that a vertical plane is passed through the line AB.

	(2) Use a piece of ruled paper which has parallel lines equally spaced; cut or fold the paper along one of these lines.

	(3) Refer to the map and determine the highest and lowest elevation along the line AB: number the lines on the paper to correspond with the elevations on the map beginning with the highest elevation near the top edge of the paper (fig. 44@).

	(4) Place the top edge of the paper along the line AB and, where the edge intersects each contour, drop a perpendicul ar to the horizontal line on the paper corresponding to the elevation of the contour being considered. Proceed in the same



manner with each contour. The profile is then formed by drawing a line between the points of intersection of the perpendiculars with the horizontal lines on the paper. Or, use another piece of paper ha.ving a straight edge. Place the straightedge along the line AB and make tick marks along the edge of the paper where it intersects each contour. Draw a vertical control line on the first piece of paper which has horizontal ruled lines. MDve the paper with tick marks up
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FIGURE 44.-Constructlon of profile.

and down the vertical control line, keeping the same tick mark on the control line. Place a point on each horizontal line where the tick mark with corresponding elevation intersects it. The profile is then formed by drawing a line between these points. The profile is then complete except between adjacent contours of the same elevation which require the determination of intermediate elevations.


	(5) When the line crosses spurs or valleys, examine the map on both sides of the line, estimate the length of the crestline connecting the two adjacent contours and estimate the ratio of this line which lies on each side, of the profile line, Compute the desh'ed elevation, using the ratio of these two lengths to the cantour interval. Where the line crosses a contour "circle" which forms a knob or depression, an elevation is sometimes found in this area which is of assistance in completing the profile,

	(0) If a profile is desh'ed of an irregular line on the map, such as a road or trench, divide the line into a series of sections approximately straight and plot as directed above, turning the paper at each angle to make a.continuous profile,

	b. EXa{/geration.-For the purpose of clarity, profiles are usually exaggerated vertically in comparison with the horizontal, which for convenience is ordinarily the same as that of the map used (fig. 44@1. Any selected horizontal or vertical scale may be used depending upon the material on hand and the information desired. In figure 44®, the horizontal profile lines represent IO-foot intervals; they could represent 5-foot intervals, thus further exaggerating the protile. The use of cross section paper will be found most convenient for constructing profiles, as the vertical lines aid in dropping perpendiculars to the horizontal lines. .

	<II 58. VISIBIT.ITY.-A contoured map can be used to determine whether or not a point, a route of travel, or an area is visible from a given point. Because of inaccuracies inherent to map consh'uction, it is unsafe to conclUde that one given point can be seen from another given point if a profile, made tram a map and between the points, shows the objective point to be only barely visible. One of the important uses made of maps by a miHtary commander is to conceal lines of marcR or troop positions from an enemy's observation station, He gnd his staff officers are thus· solving problems of visibility; by inspection of the shape, location, and elevation of map contours, they are determining approximately whether or not certain points can be seen from other points shown on the map. '1'0 be a successful troop leader, every officer and noncommissioned officer shoUld be able to solve map visibility problems with reasonable accuracy and rapidity. Frequently the desired information can be obtained by inspection, but when



this is not possible some graphical or mathematical method should be used. The most common are the profile,'similar triangle, and graphical methods. The profile method is more laborious than the others, but it is the best because of the completeness and clarity of its results, especially in determining visible areas. The similar triangle method can be used to abbreviate the profile method in many cases, especially in determining the visibility of points, short lines, and small
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FIGURE 45.-Determlnation of visibility by profile method.

a.reas. The graphical method is convenient for checking up visibility along a line without drawing a profile. The extent to which visibility may be determIned from a map depends upon the contour interval. The unrepresented variations in relief are of minor cha·racter if the contour interval is small. If the contour interval is large, unrepresented ground features may have an impOrtant inftuence.


	a. Inspection method.-The following rules may be helpfully applied in determining by inspection the intervisibility Of two points shown on a map:

	(1) The points; iion opposite sides of a valley and located well above the intervening ground, are intervisible.

	(2) If between 'two points there is a feature represented higher than both, they are not intervisible.

	,(3) If between the two points a feature is represented which is higher than one of the points, the points mayor may not be intervisible;

	(4) If the slope of the ground between the two points is convex, thi'Y are not intervisible.

	(5) If the slope of the' ground between the two points is' concave, they are· probably intervisible.

	(6) When the ground between the two points is level, their intervisibility depends upon the presence of vegetation and 'works of man.
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Flotrn" 46,-Defilade ,


	b. Profile method.-(l) Figure 450 represents a portion of a contoured inap. It is desired to determine whether or not B is visible from A. By use of cross section paper, construct a profile along the line AB as described in paragraph 57 (fig. 450). Draw a line ac representing the line of sight from A tangent to the crest at C. This line strikes the ground at h. Therefore that portion of the ground between C and H, including B, is not visible from A.

	(2) It may be noted that in the above example points A and B were both selected at ground level. Had it been de~ sired to determir.e whether a man at A, eyes 5 feet above the ground, could see a truck 8 feet high at B, it would have been necessary to plot a in the profile (fig. 450) with an elevation of 1,135 feet and b with an elevation of 1,108 feet. The result would be similar to that illustrated in figure 46. However the maP reader will seldom be concerned with



the eye level of a man in a standing position. In combat the available map will probably be uncontoured or of such a; scale that 5 feet would make little difference. Also the observer near combat operations will probably observe from as near ground level as possible.


	c. Defilade.-In figure 46, B repl'esents the topographical crest, that is, the highest crest of a hill; and C represents the military crest, that is, the highest crest from which the entire lower part of the hill can be observed, If an observer at B is unable to see an object at A, due to an intervening hill, spur, wood, or other terrain feature, the object at A is said to be "sight defiladed." The intel'vening defilading feature is called the "mask," In'figure 46, the crest at C interferes with the view of the fo-regrOund from the top of the hill; thus the military crest forms a mask for the topographical crest. The amount which the fOl'eground at A is 'defiladed is equal, to the vertical distance AB' from A to the prolongation of the line "observer-mask," Thus in figure 45, the'distance be, which scales 13 feet, represents the defilade at:B caused by the mask C when viewed from A. The term "height of mask" means the height of a mask abOve the line of sight between two objects at that point. In figure 45, ca, which scales 8 feet, represents the height of mask, Defilade problems like visibility problems may also be solved by a number of graphical and analytical methods.

	a. Hasty PTofile,-The elementary example of defilade above may be mentally expanded to cover many cases of visibility. In a war of movement and aerial observation, terrestrial or captive balloon observation, the consequent visibility problems tend to decrease in importance. The advanced map reader may make some type of hasty profile based· on the method employed in figure 47 shOWing the observer at A.

	e. Defiladed area.s.-From any point as an origin, a line on a map can be extended in any given direction. A profile or partial profile of the terrain passed over by this line can be drawn. Such a profile makes it possible for us to ascertain just what portions of the tenain over Which the line passes are visible and just What portions are not visible from the point from which our line was extended. Carrying this factor further and by making a number of profiles, each correspond· illg to one of a number of lines radiating from a given point, we are able to calculate just what portions (areas) of the



terrain are and are not visible from any given point. Suppose X (fig. 48(1) represents the plotted location on a contoured map of an DbservatiDn station. It is desired to determine the areas tD the east of X that can be observed and the areas that are defiladed. To solve this prDblem, first draw from X a number of radiating lines such as XY, XY" XY', and XY', so that the lines cover or include as much of the area in front Df X as 1s desired. Afterward, construct a profile correspDnding to each of these lines. Three such profiles, XY, XY', and XY', are shown in figure 48®. Next, determine on the
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FIGURE 47.-DeterminRtlon of viSibility by hasty profile method.

profiles the parts of each that are defiladed. This may be done by simply drawing lines from X to the various crests indicated Dn the profiles; as in figure 48® Y, we see, by prolonging lines from X which just touch the tops of the various crests in frDnt of X, that those parts of the line XY between a and b and between e and j are defiladed; similarlY, in figure 48® Y', that a,' b', C' d 2 , and e' l' are defiladed; also in figure 48® y', that a' b " c' d " and e' f' are defiladed. If, after solving a number of these prDfiles, we nDW plot on our map the exact locations of the limiting points of the defiladed positions of each line and then afterward join these points as in figure 480. we can connect up areas such as those shown by the shaded lines in figure 480. It is then known that all shaded areas, such as those shown in this figure, are not visible from the observation point at x.
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j. Foliage.-In solving prOblems of visibility, there often appears an intervening woods that mayor may not interfere With the visibility. Any group of trees that may possibly defilade one object from another must be carefUlly considered.

• 59. VISIBILITY DIAGRAMS (fig. 49) .-Visibility diagrams indicate which portions of the ground are visible and which are invisible to an observer at some definite observation post. They are also a practical aid in identifiying objects from an observa tion post when a good map is available. The determination by means of a map of the visibility of areas from·a given point has been explained in paragraph 58,but personal reconnaissance is also necessary, because trees, hedges, and other objects not shown on the map may considerably affect the view. In constructing a visibility diagram, one should identify on the map the observation post and select a reference object. A line should be dmwn joining the two and marked 00 • Lines are then set off at about 10' intervals on both sides of the
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FIGURE 4B.-Deflladed areas-Continued.

zero line radiating from the observation post. These serve as lines of sight to be investigated. Next study the features, mark on the map those which interfere with the view, and then determine those areas which are invisible from the observer's position.

• 60. CURVATURE AND REFRACTION.-In computing intervisibility of points on a map by the methods described herein, the ground is assumed to be flat like the map and the light rays undeftected. Errors resulting from these assumptions are

,/ negligible in average problems on local terrain. However, the earth is a spheroid, and distant light rays are bent from their path by passage through the atmosphere near the earth. The
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FIGURE 49.-Visibility diagram.

combined effects of curvature and refraction become appreciable at distances greater than 1 or 2 miles and should be duly considered when accurate results are desired.



SECTION VII — AERIAL PHOTOGRAPHS


	61. AERIAL PHOT@GRAPHS.-a. An aerial photograph is a perspective picture, with either a vertical or an oblique view" point, taken from any kind of an aircraft. Except for color values and a certain capacity of the eyes to perceive differences in relief. the aerial photograph conveys tNe same impression in image as received by the human eye from the same viewpoint. Since the average person is unaccustomed to the vertical Viewpoint, the images of familiar objects on photographs may at first appear strange and unassociated with the objects represented. The difficulties presented in interpretation of vertical aerial photographs appear to be no greater than those ordinarily encountered in learning to read conventional military maps and are overcome in the same way.

	b. The vertical aerial photograph is a valuable instrument for conveying topographic infOll'mation for the following reasons:

	(1) It possesses in pictorial effect a wealth of detail which no map can equal.

	(2) It possesses accuracy of form.




	(3) With freedom of flight, an aerial photograph may be prepared in a short time.

	(4) It may be reproduced in quantity by lithography.




	(5) It may be made of an area otherWise inaccessible because of either physical or military reasons.

	c. The vertical photograph is inferior to a map in respect to the following features:

	(1) Important military features which are emphasized on a map are sometimes obscured or hidden by the other detaIl.

	(2) Neither absolute position nor absolute elevation can be obtained.

	(3) Relative relief is not readily apparent.




	(4) Displacements of position caused by relief and camera tilt usually do not permit the accurate determination of either distance or direction.

	(5) Because of a lack of contrast in tone, it is difficult to read in poor light.

	(6) Marginal data furnished on maps are generally lacking.







	d. A large portion of the area of the United States has never been mapped. Of the area mapped, a large percentage is considered inadequately mapped because of having been mapped more than 40 years ago or to scales unsuitable for military use. The preparation of military maps under service conditions involves factors of both time and space. In consequence, it may require a period of some length before a satisfactory map can be prepared covering territory which has not been adequately mapped. On the other hand, a film may be exposed in an aerial camera over either enemy or fFiendly territory, the negative developed, and the photograph printed in the course of a few hours. In consequence, the value of the aerial photograph as a means for supplying topographic information before maps can be made available, or before existing maps can be revised, is readily apparent. However, because of its limitations, the aerial photograph does not constitute an ideal map, and its best use is either as a map substitute or as a map supplement. The ideal situation would include the availability of the most accurate topographic map possible, supplemented by the most recent aerial photographs.

	II 62. TyPES OF AERIAL PHOTOGRAPHS.-a. Aerial photographs used for military purposes are made with the Air Corps cameras listed in the following table:



TABI.E IV.--Characteristics of photographs made with U. S. Army Air Corps cameras

<0 <:>

TABLE IV.-oharacteristics of photographs made with U. S. Army Air Corps cameras-Continued 0'>


	b. 'l'he photograph.s made with the camera.!; listed in a above are classified a5 follows:

	(1) Plain verticals (fig 50). ·····(a) The term "plain vertical photograph" is applied to aU those ob (lined by pointing a single-lens camera at time of exposure 50 that the optical axis is as nearly vertical as possible. PlRin verticals are made with Air Corps K-lypc cameras. Since the camera film i.~ practically horizontal, features on the g1'Ound are registered on a vertical photograph in perspective with little or no distortion in
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EDGE OF PRINT WHICH VARIES WITH DIFFERENT COPIES

FIGURE 50. Plain vertical made wit.h Ail' Corps K-Lype camera.

their relative shapes and sizes. This .is the most w,eful type of photograph for genera.l military pUl-poses and is the one commonly referred to as an ael'iaJ photograph.

(b) The neat lines as shown on the vertical in figure 50 are not always the s"me on photographs made from the same negative. In order to fgdUtate accurate location of points on vertical photographs, ticks or collimation mal'ks are registered in the center of the four sides of the negative at the time of exposure by means of a templet in the camera. The method of measuring from these collimation marks is given in paragraph 104b.

(2) ObliqueS.-..···Oblique aerial photographs are obtained by intentionally tilting the optical axis of the camera from the vertical. The oblique photograph is a rectangle, while the area of ground photographed is a trapezoid (fig. 51).

In making obliques the optical axis of the camera is usually held inclined about 30' to the horizontal (fig. 51) at a comparatively low altitude and such obliques are termed "low obliques." Those exposed so as to include the image of the
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FIGURE 51. ..Relative shape of area covered by obUque photograph compnre<\ to photogmph it'elf.

horizon are termed "high obliques." Obliques are useful in emphasizing ground forms, in studying vertical dimensions of terrain features or works of man, or in interpreting detRil not easily distingUished on vertical photographs when the clarity of perspective is desirable. Obliques Cannot be accUrately scaled. An oblique may be regarded as a highly improved and economical substitute for a panoramic .~ketch.

(3) Cum'J)08ilel;.-A composite photograph is one rlHlf.!0 by joining several photographs transformed to a common plane which have been taken at a single-camera position. Vertical composites are made with the Air Corps T-3A type multiplelens camera. This camera has one central chamber, the optical axis of wbich is beld in a vertical position at ex ·posure, and four peripheral chambers, the lenses of which are inclined at an angle of 43' with the central lens (fig. 52). The camera has a focal length of 150 millimeters (approximately 6 inches). The result of a single exposure with this camera is one plain vertical photograph which trims to 5.4 by 5.4 inches and four obliques (called wing photographs)
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which are transformed to the plane of the center photograph, joined to it, and mounted to produce. a single photograph in the shape of a Maltese cross approximately 32 by 32 inches (fig. 53). The transformation of the wing photographs to the plane of the center photograph is effected by means of a transforming printer which projects the wing negatives
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FIGURE 5S..-Diagram of composite photograph made With Air Corps five-lens T-3A type camera.

to print paper which is inclined at an angle corresponding to the lens inclination in the T-3A camera (fig. 91> . The term "contact prints" applies to photographs made from negatives before their tranSformation. Thus the contact prints of all five chambers of the T~3A Camera measure 5.5 by 5.5 inches. Due to the wide angular scope of 140' and the short focal length of the T-3A camera, a. single photograph from a relatively low altitude will cover an area of great width. For example, a single picture at 18,000 feet altitude gives a picture approximately 18 by 18 miles in dimension. It if: this feature which makes this camera particUlarly adaptable to military mapping and to exploiting the detail of a large expanse of terrain from a single photograph. It has also been founq possible to make a nine-lens composite (fig. 93) by taking two pictures with T-3A cameras with the vertical axis of the pictures skewed at 45' in respect to one another, thus using the wing photographs of one composite to fill the voids of the other. A photograph of a large area can be produced much more quickly by this method than by the construction of a mosaic.


	63. Pm POINTs.-Two or more stereoscopiC photographs of an isolated object or spot constitute a pin point. Airdromes, supply depots, dumps, road crossings, bridges, or other bottlenecks on lines of communication requiring detailed study are SUitable objects for pin point photographs.

	64. STRIPS (fig. 54) .-Successive overlapping photographs made from an airplane flying a selected course line or direction constitute a photographic strip. Vertical photographs are usually taken in such strips with a constant overlap of approximately 60 percent between successive pictures forming the strip. A strip made in order to secure information regarding the condition of, or activity along, a more or less extended but narrow section of terrain, such as along a. road, a railroad, a stream, an avenue of approach, a zone of action, or a stabilized front line, is called a "reconnaissance strip." When the several photographs of a single strip are joined together or mounted to form a mosaic, the result is a "strip mosaic." Strip mosaics may be either controlled or uncontrolled.

	65. MOSAICS.--a. Uncontrolled mosaic.-A mosaic is formed by joining several overlapping vertical photographs taken at different camera positions. When several photographs are oriented by matching the detail along their borders, the result is an "uncontrolled mosaic," which gives a good pictorial effect of the ground but will contain serious errors of scale



[image: Figure, page 101]

FIGURE 54.-Section of index map showing strip or K -type aerial photographs plotted on map ()f 1: 62,500 scale.

and azimuth. While care in matching the photographs will assist in approaching accuracy, the only way that scale accuracy can be obtained is by having recognizable control on the ground.

b. Controlled mosaics.-By adjustment of vertical photographs to plotted portions of ground control points and by various other modifications of the photographs as obtained directly from the camera, errOrs of scale and direction inherent to single photograpl1s and uncontrolled mosaics may be greatly reduced, If the indiVidual prints are prePared by contact printing directly from the aerial camera negatives, they may vary considerably in ovel'-aJl or average scale due to changes in plane altitude and ground elevation between successive pl1otographs. In tl1e preparation of controlled mosaics from such prints it is customary to determine the average scale of all the photographs by reference to ground control data and to assemble the mosaic on a control plot prepared at that scale, The technique of this operation is descl'ibed in paragraph 101, TM 5-230. The variation in scale of the individual prints from the average scale of all the prints used, as well as local scale errors caused by camera tilt, will result in mismatching of detail where the prints are joined. The controlled mosaic, therefore, is frequently less pleasing in appearance than the uncontrolled mosaic; however, it is much more reliable for the measurement of distances and direction, If equipment and time are available the individual prints may be reduced or enlarged to the same scale and, in addition, the tilt errors partially or completely removed. These processes are referred to as ratioing and rectifying, If sufficient data as to ground elevation are available, local scale errors caused by variatjon of ground elevation within the scope of each individUal print may be reduced by rephotographing each print in two or more sections, This process is called "pyramiding." Mosaics which are prepared from ratioed. rectified, and pyramided prints approach the accuracy of the best maps in representation of distances and directions. Because of the time involved in these processes as well as the necessity of obtaining extensive ground control data, the highly accurate controlled mosaic will seldom be encountered during initial stages of combat.


	66. PRINT PAPER.-Photographs may be printed on either glossy, matte, 01' semimatte paper of single or double weight. Unfortunately print paper shrinks in the processes of development, sometimes to a most disconcerting extent. Glossy paper gives clearest definition of detail.but will receive marks or notations only in ink, Light matte paper shrinks badly and lacks sharpness of detail but will receive either penGi! or ink marks, Doubleweight semimatte paper of best qual~ ity has low shrinkage, will l'eceive pencil marks, may be used unmounted, and has clearer definition of detail than matte paper of the same weight, Changes in temperature and moisture cause glazed print paper to CUrl up and become refractory, In general, all prints intended for extensive use should be mounted on manila or similar paper with rubber cement. Photographs used on mapping projects are mounted on heavy cardboard or on thin metal sheets in order to reduce their shrinkage,

	67. PICTURE POINTS.-In studying one or more aerial photographs it is sometimes desirable that one be able to identify readlly selected points of detail. Points thus chosen al'e marked on the photographs by small circles about 0,2 inch in diameter. They are known as "picture points." By marking points in this mariner adjacent detail is not obscured.

	68. OVERLAYS•.....,.Not only is it difficult to mark on the face of a glossy photograph, but marks on the face of any photograph tend to clutter it up, obscure important detail, and diminish its usefulness. Yet it is sometimes desirable that positions of objects be emphasized or that military information such as that representing the disposition of troops, organization of ground, enemy or friendly works, supply and circulation activities, and other information shown graphically on special milital'y maps be recorded by some means without unnecessarily damaging the print. This has been satisfactorily solved by means of overlays of high-transparency paper, A light, tough, almost colorless tracing vellum is most suitable for this work, yet any kind of transparent tracing paper which will take pencil and ink marks will answer the purpose. The tracing should be cut to fit the photograph and then carefully registered to the photograph (fig.. 55) , This may be done by tracing in the neat line in full or only



at the four corners, by tracing in the border ticks and the center cross, or by any convenient combination of these, The serial number of the photograph should always be traced in. Significant marginal information on the photograph should also appear on the margin of the overlay as far as consistent. The overlay should be fastened to the photograph along one edge by a little mucilage or, better still, by means of two ordinary paper clips. This will enable the overlay to be lifted at one edge for direct examination of detail without disturbing the relation of the overlay to photograph. (All
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FIGURE 55.-Registered overlay.

photographs destined for extensive use should first be mounted with rubber cement on a sheet of stiff manila or similar paper CUt slightly larger than the photograph and the overlay tacked to the mount as described above.)

• 69. CONVERSION TO LINE MAP.--a. Methods.-It is sometimes desirable to convert a photograph to a line map. By doing so, unnecessary detail can be eliminated on the one hand and on the other hand important military features can be emphasized through their representation by conventional map symbols.

This can be done in two ways: either by tracing on a sheet of transparent overlay the topographical detail desired,or by bleaching the photograph. The latter method is seidom used.


	b. Tra<:ings,-A tracing of the detail of a good vertical photograph of average terrain in which the features are repre~ sented by map ~ymbolsin the conventional way and supplemented by useful marginal information, such as the magnetic: north point and scale, becomes for practical military purposes an uncontoured map of the area photographed at the scale of the photograph. In this way every detail on the face· of a photograph is preserved unblemished and yet the information recorded stands out emphatically. The original tracing may be used as a, map or the tracing may be used to reproduce the mal' in quantity by any of the authorized reproduction processes.

	II 70. To INDEX AND PLoT.-On receipt of one or more photographs of an area. of which some sort of a map is available, examination and study of the photographs are facilitated by first outlining On the map the area or areas covered by the photograph or photographs as indicated in figure 54. This is best done by determining the scale of the photographs and using the relation to scale of map to construct a templet of tracing paper or other SUitable transparent material which represents the dimensions of the photograph to the scale of the map. Thus a templet outlining the grOund covered in a photograph having a scope of 7,000 by.9,OOO feet ana. map having an RF of 1 :20,000 would measure



7,000×1220,000 \frac{7,000\times12}{20,000}  by 9,000×1220,000\frac{9,000\times12}{20,000} or 4.2 by 5.4 inches.

If transparent material is not available, the templet may. be made from opaque material by constructing a frame inclosing a cut-out area having the scope of the photograph to the scale of the map. The templet is placed on the map and shifted about until its outline inclUdes the details shown on the photograph. The area covered on the map is then outlined by marking around the templet, The serial ntlmber of the photograph is entered in the outline. The DrocesS is repeated for any number of photographs in hand. The result is an index sheet of the photographs showing com prehensively the relation of the photographs to one another and to the area.


	71. CARE OF AERIAL PHOTOCRAPHs.-Unmounted aerial photographs should always be flled flat and kept weighted down when exposed to changes in temperature. Never place them near a radiator, stove, or other heating device, as the photographs will curl up tightly and set in that shape. Never roll up the photographs for any purpose. When in the field, protect them from moisture as much as practicable. A heavy manila envelope is suitable for this purpose and is a convenient container.

	72. SOURCES OF ERRoR.-Were it possible to photograph an area of perfectly fiat terrain from a perfectly level plat
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FIGURE 56.-Relation of imagE On photograph to ObjEct on ground under ideal conditions of level ground a.nd camera.

form at a desired elevation, the result would be a perfect map in all planimetric detail, assuming the camera registered a true image. This may be verified by examination of figure 56. Any image u' would appear on the negative in the same relation to all other images on the photograph as the object a on the ground bears to all other objects on the ground, and similar relation would obtain between the lines d'e' and de. The ground is seldom, if ever, perfectly level. and it is impracticable to fly an airplane continuously in any selected horizontal plane. Air currents and variations of air density cause the airplane to tilt about either axis and rise and fall in elevation. Distortions are also caused i /.r hy the c!lmeralens. the shutter speed in a rapidly moving airplane, the roughness of tile film, the departure of the film from the focal plane (warping of the film), and temperature and moisture changes of the film and the print paper. which may result in errors in the photographic record of the terrain. By careful photography. with good instruments and good materials at elevations of 5.000 feet or higher. all errors of sources other than tilt and relief may be neglected in practical military uses of aerial photographs. At elevations lower than 5.000 feet the aggregate effect of such errors may be very material.
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P"IGURE 57.-Diagram showing displacement of position on: aerial photographs caused by relief.

• 73. EFFECT OF RELIEF.-a;, In making a map, all topographic detail is in effect projected vertically upon a horizontal plane. This reSUlts in such detail being relatively correctly located so as to permit accurate measurements of direction and distance. Reference to figure 56 will indicate that only one point c is projected vertically from the earth to the photograph. The remainder of the photograph is a conic rather than a vertical projection. The effect of such a conic proj ection is illustrated in figure 57CD. In this figure, L represents a camera lens witp.

the negative of a plain vertical photograph the focal distance f above it. The line LV is vertical to the earth at point V, therefore the image of V or v' is called the plumb point of
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FIGURE 57,-Diagram showing displacement of position on aerial photographs caused by relief--Cont1nued.

the negative. Since in this case the optical axis of the camera is assinned to be held truly vertical, v' is also the principal point of the negative as well as the plumb point. The dis tance LV is equal to the height of the camera lens above the ground and ,is designated H. If we consider the monument ABhaving its base in the datum plane passing through. the point V and having a height of h, it is apparent from the rays of the camera, indicated by broken lines, that whereas the base of the monument point A will appear at a' on the negative, the top point B will appear at b' or in the same position on the negative that the point C in the datum plane of V would appear. The apparent displacement of B is in consequence the distance D. The displacement on the negative is the .distance a'b' and is outward from the plumb point V'. In the same figure it may be observed that the image j)f the point E, which is below the datum plane passing through the point V, is displaced inward toward v· to e'. Errors due to relief are present to some extent in all photographs of natural terrain. They cannot be eliminated by rephotographic processes and remain present in all reductions, enlargements, or transformations. In figure 57® is shown in fUll scale the resulting photograph of the ob,jects shown in figure 57Q), and in figure 57@, for the purpose of comparison, their vertical projection as they would be represented upon a map..

b. In figure 57Q) the triangles LVC. BAC, and LV'b' are similar right triangles. Consequently the following equations obtain:

tana=VCH=Dh=v′b′f \tan a = \frac{VC}{H} = \frac{D}{h} = \frac{v'b'}{f} \tag{1} 

Therefore

D=htanα D=h \ tan \ \alpha  (2)

and

D=hv′b′f D = h \frac{v'b'}{f} \tag{3} 


	c. From the above discussion it is apparent that

	(1) All displacements due .ta the elevation of a point ",hove or below the datum plane are radial from the plumb poInt V'.

	(2) Since tan a increases as the horizontal distance of the observed point from the point V increases, from equation (2), we know that displacements are greater at the outer edges of the photograph.

	(3) Similarly since tan a increases as the elevation of the camera above the grOUnd decreases, from equation (2) . we knolV that displacements inCrease as the camera lens height H is decreased. For this reason it is usual when photographs



are to be used as a map to photograph terrain of average relief from heights of not less than 10,000 feet, (4) Since in figure 57([> displacements are radial from the plumb point v', the directions of only those lines which pass through that point can be accurately measured. Errors in
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FIGURE S8.-Diagram showIng errors in d1rection caused by relief.

the direction of other Jines on the photograph can be caused by relief as illustrated in figure 58. The points A and B shown in this figure inprotile are shown on the photograph (not to scale) displaced to a' and 0', respectively, because of relief, their true positions being plotted at a and D, respec-
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FIGUllE 69.-Diagram showing e!feet ot rellet upon scale.

tively. The direction line between A and B (or ab) is therefore incorrectly shown on the photograph as a'b'.

(5) In figure 57(j) while h equals h' and MV equals VA, e'm' does not equal a'b'. It can therefore be stated that the scale of all parts of a photograph of terrain having relief will not be the same. Those objects or features on high ground will be shown at a larger scale than those on lower ground. This is illustrated in figure 59 which shows the appearances of a hill when represented by a vertical projection on a map (Map), when photographed from directly above (Photo No. 1) and when photographed from a point to one side (Photo No.2) . The lens positions Land L' may be considered to be consecutive positions and the hill to appear in the overlap of the two pictures of the same strip. The difference in the appearance of the road aa is shown. Obviously such images in the overlap of successive photographs cannot be "matched" successfUlly as, for example, in the preparation of a mosaic. Since the images of two objects in the overlap area of successive photographs of rolling country are displaCed in different degree and almost opposite direction, two photographs of such terrain cannot be accurately oriented by merely matching detail.


	d. Since the distance v'b' (fig. 57(j)1 and j (the focal length of the camera) are known or measurable, the actual displacement of an object such as point B in figure 57(1) may be determined from formula (3), b above, when its height h above the datum plane passing through the point V is known.

	74. EFFECT OF TrLT.-a. Because of the instability of an airplane, so far no means have been discovered of maintaining the camera in a truly vertical position at the instant of exposure. Level bubbles are .used to indicate the tilt of the camera both in the direction of flight (sometimes defined as tip) and in the transverse direction. However, the bubbles are alfected by centrifugal force as well as by gravity when the airplane is skidding, and their reactions. are too slow to record SUdden deviations from the horizontal. The effect of tilt is illustrated in figure 60. In this figure a section of theoretically level terrain is represented as being photographed with a camera having its lens position at L. The camera, instead of being truly vertical with its axis as the line vLV and the negative in a horizontal position, is tilted about L by an amount equal to the angle 0, and the camera axis takes the position p'LP. The principal or,center point of the tilted negative is p'. ,The line from the lens vertical to the ground LV when extended upward intersects the tilted negative at



V', the plumb point. The plumb point of the untllted negative v is also its principal or cenGer point. The plane of the tilted negative passes through the plane of the untilted negative along a trace called the "axis of tilt." The middle point of the axis of Gilt, point i', is called the "isocenter." Since both Lp' and Lv equal the focal length of the camera, triangles Lp'i' and Lvi' are similar right triangles. If the angle e is a small angle. i'v may be said to equal i'v' in length, Consequently p'; is equal to i'v' and the isocenter i' is midway between the plumb point v' and the principal' point p'.As sume that points A and B are points on the ground forming two of the four corners of a rectangle. Their images appear on the, tilted negative at a' and b', respectively, and 'on the untilted negative at a and b, respectively. On the depressed side of the negative the image of the point A is displaced inwardly to a' along a line passing through the isocenter i'. On the elevated side of the negative the image of the point B is displaced outwardly along a line passing through the isocenter i'. Thus the area abed registered on the untilted'negative as a rectangle is registered on the tilted negative as the trapezoid a'b'c'd'. It may be noted that the axiS of tilt is common to both the tilted and the untilted negatives. It is the line of unchanged scale on the tilted negative. It is obvious that as the angle of tilt B decreases, points p'. i'. and v' approach coincidence. When the tlit is slight the distances p'i' and v'i' become inappreciable at the scale of the negative. This same relation holds true for the corresponding photo. graph which is shown by a broken line at the same focal distance below the lens L. However. in the photograph the point A would be registered on the elevated side, for which the angle of tilt 8 is given a positive (+) value. On the other side of the photograph the tilt would be considered negative in sign.

b. It is also to be observed that the angles at i' formed by the lines radiating from i' to a. b,. c. and d. respectively. remain unchanged by tilt. The scale of a tilted negative' de, creases progressively from i' outwardly in the dll'ecttonof tilt on the depressed side and increases progressively outwardly in the direction of tilt on the elevated side. Therefore. lines parallel to the axis of tilt are lines of uniform scale but the scales of no two such lines are the same. For the

[image: Figure, page 114]

FIGURE 60.-Diagloam showing effect of tilt.

same reason diagonal lines joining points unequally distant from i' are not lines of Uniform scale and do not represent true direction.


	c. The displacement due to tilt of casual points and directions is illustrated in figure 61. The images of the ground points W, x, Y, and Z are registered at w', x',y', and z', respectively, on the tilted photograph negative, whereas the correct positions of the points would have been shown on an untilted photograph at w, x, y, and Z, respectively. The displacements of position and direction are apparent.

	75. COMBINED EFFECT OF RELIEF AND 'I'ILT.-Many puzzling discrepancies are sometimes found on close examination between the map and the vertical photograph, but when understood they will rarely present insuperable difficulties to the map and photograph reader. It has been seen that taken separately the effects of tilt and relief follow simple rules. However, it is their combined effect which is the ,cause of errors appearing on aerial photographS. These may be cumUlative (fig. 62) or may be compensating. The displacements due to relief are radial along a line passing through the plumb pOint, and those due to tilt are radial along a line passing through the isocenter. The correction of the combined effect is simplified, however, in that these two points apprOach coincidence at the' principal or center point of the photograph With decrease in the angle of tilt. It is therefore possible to assume in the case of slightly tilted photographs that for aJ1 practical purposes both. displacements are radial along a line passing through the principal or center point. This assumption is made use of in the radial line method of restitution explained in paragraph 113. It does not obtain when the amount of tilt exceeds 3°. However, extensive tests have indicated that few photographs made by experienced aviators in favorable weather are tilted in excess of 3° and that the majority of the photographs are tiJt.ed less than 1,'. In plain vertical photographs of average tilt taken over gently roIling or fairly flat terrain, the combined effect of errors of relief and tilt over the center half is negligible for ordinary use as a map SUbstitute (precise mE.asurements excepted) and is rarely prohibitive in the marginal portion. Such photographs if tilted in excess of 5° or containing a relief range in excess of 500 feet are



unsuitable for general use as contemplated herein because distances and angles measured on the photograph, as is ordinalily done on a map, will be appreciably inaccurate,

[image: Figure, page 116]

.F'lGUaE 61.-Diagram showing displacement of position on aerial . . photographs caused by tilt,

"\
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FIGURE 62.-Diagram. showing displacement of position on aerial photographs caused by combined effect of reliflf and tilt.

..



SECTION vrn



IDENTIFICATION OF TERRAIN FEATURES ON SINGLE PHOTOGRAPH


	76. G ENE RAL.~. ToPographical identification.-Topographical identification is the art of identifying visible features of terrain from their images on a photograph, or in deducing the existence of hidden features by their characteristic effects on images of visible features. For instance, roads, railroads, houses, woods, brush, orchards, cuitivated lands, etc., are easily identified, and in general closely resemble the conventional signs by which they are represented on maps. On the 'otl)er hand, the eXistence of a small stream in heavy woods is inferred b~' the irregular variation in the density of the woods and aSliociation with visible parts of the local drainage net. Likewise, the existence of an invisible stream may be inferred by the narrow irregular band of brush or trees through cultivated lands, or the existence of a fence or land subdivision from a straight hedge line. Successful identification implies familiarity with the characteristics of vertical 'images and intelligent association of visible effects with hid .den causes.

	b. Tactical interpretation.-Tactical interpretation of aerial photographs is an art highly developed by the staff intelligence personnel of all armies during the World War. It is properly a spp.cialty of the intelligence sections of staffs; is an advanced phase of aerial photograph reading; and implies tactical experience and knowledge. For treatment ot'this sUbject, see FM 30-21.

	-77. MARGINAL DATA.-As aids in reading and use, aerial phOtographs to be used indiVidually will have information along the black strip at the l>ottom, reading from left to right as follows:

	a. An arrow y" inch in length in the lower left corner of the negative indicating north, with letter N superimposed over the center of the shaft.

	o. Name of locality or nearest locality.




	c. Approximate military grid coordinates of the center of the photograph.




	d. Scale of the pbotGgraph expressed as a representative fraction, in case of a vertical; altitude above the ground in feet and focal length of camera, in case of an oblique.

	e. Hour.




	t. Date arranged in the following order: day, in figures; month, in letters; and year, in figures.

	g. Designation of squadron.




	h. Serial number of negative. For example, the fGllowing is the legend on a vertical:



Saranac, N. Y.-(321-437)-1:20,OOO-(2:011PM-)-(24 Aug-40)-97th-M5.


	78. ORIENTATION.-The pictorial effect of an aerial photograph is influenced by shadow. In order that this effect will aid rather than hinder the interpretation of the photograph, the lighting conditions as they occurred in nature at the time that the photograph was taken should be simulated. To do this the photograph should be oriented so that the rays of light from a window or an artificial source strike the photograph from the same general direction as did the sun's rays on the ground. If this is not done, the effect of the light is contrary to that of nature and high' ground appears to be a depression and vice versa, to the confusion of the interpreter (fig. 63).

	79. IDENTIFICATION OF OBJECTs.-Theidentification of objects.on an aeJ.ial photograph or a mosaic is effected through four means as follows:

	a.Shape of object.




	b. Relative size of object.




	c. Tone, or shade of gray, in which object appears.




	d. Shadow which object casts.




	80. SHAPE.-On a photograph taken from the ground or on an oblique, objects appear in profile as is customary for the eye to view them. On a vertical photograph they appear in plan. A knowledge of their characteristic appearance is best gained by comparison of the photographic image with the object on the ground or with the map symbol representing it.

	81. RELATIVE SIZE.-The relative size of an object is a valuable aid in reading photographs. A truck on a road



gi\..,,,,,,an idea of t.he road width; outlying residential 11'Ou"es may be compared to warehouses. etc.; and in many parts where farming is intemive. the size of farm block;:; offer a means for comparing si~c:; of objcc!.,~,


	82. TONE.-The shade of gTay in which an object appears is known as the tone of the image. It is due almost entirely to the amount of light-which is iTfl.ccted by the object to the ramen.. The more light rfn cl rei by t.he surface of an object toward the camera, the whi c:~' it appears on the photograph A surface which ldlce~s no light toward the camera '.IlJIX';;,rs blRck on the photo ·a,ph. The !\mount of light l'etl.cctcd dcpcnd~ un them~tun.: ;Ino t.exture of tne surface .fmd the angle Il,t which it reftect,<;.iidH toward the camera. Therefore t.he tone of an object on two consecutive photographs of a strip will Viti'S OCC<l.lE" t.he reflection of t.he sun's rays on the two photograph.;: will not be at t.he same angle. Because of the prepondt>nmt effect of texture, t.he tone of objcct.~ will often aPP"ar illuch lighter or darker than t.he color would appear to W81'nmt. The following tone p.ffccts should be understood:

	(I, A smooth snrhce i", a good reflector of ltght and appen.rs whitJ~ wlwn the c~'[\1er&. .i.& in thllt posil,ion whic.h c!l.tches the reflected rays of the sun. Howev".. jf Hle light is not reflected to t.he ()amer~. a smooth surfRce wm b~ dark. The image of ;,lIwoth water, whir]) Is ~n f'"ampl", oJ such a surface. ts found sometimes toaj;.pi?'H to be light and sometimes dark depending upon the lll'1Hlc at which the sun's rays fall upon it.

	0. The majority of natlltRI surfac("$ reflect light in all directi.ons and appear inU,rmediate in tone bccauF.c some of the reffected l.ight finds its way to the camera.

	c. Since not all reflecting surfaces. for example. roofs and sides of slopes. ~I'e level. there il)ll,y be some, no matter what the position of the SUll, which will reflect the light and appear white.

	d. Rollgh surfac,"ii reflect light at ma.ny diITerent angles in !I.n amount depending upon the nature of the object. Theil' tone is usually an intermediate one. Roads, unless t~rred or oiled. are by nature good rcftedors of light and pOf-~ess a surface sufficiently rough in texture to reflect light through a wide range in position of the sun. As a reSUlt. roads almost inv3J'j~bly show as a light line.



e. Any change in the texture of a portion of an object is evident on an aerial photograph through a resulting difference in tone when compared with the other portions. Thus the trampling of a field of grass by walkin~ across it alters the rf'ftection of light and registers a dIfference in tone on a photograph.

[image: Figure, page 121]

FIGURE. 63.--EfIect of ,haclow upon p~rc('ptjon d rclief. TI1e two illUstrations are an i<lentical plluLugl-aph ciilfering by 180 0 in Oricn ta tion .

• 83. SHADow.-The effect of shadow is a most important consideration in the interpretation of vertical aerial photographs and mosaics. The shape of an object is often nJOl'e discernible by the shadOW it casts than by either its image or jts tOnE'. This is because it.s vertical dimensions shown by the shado\\' may bc more chal'actenstic than its horizontal dimensions which are shown by thc image; Or its tone Inay blend into t.he surrounding landscape while its t.)'l.~·'dDW may stand out in cont.rasl. The effect of shadow is an index to valuable In.iJitfl.l'Y infonnation such as the approxiu,Qt,' hf'ight, the number of spans Rnd ty1''-' of a bridge, t.he height of trees. the shflPc and height of buildings; and the depth of cut.. .';,

[image: Figure, page 122]

FIr'mU'~ 6J.....·1"(((' 'l "f !In(h),,, upon. perceptlo!, of rellr,r, 'I'M", two il !);!<tmtlolls !Ire l'n. lct~r.tkil.1 phutogn,ph differing by 180' .tn orlentet!on···Cont.l.IJ,)J(c'f:l.

pits. Rnd quarries. A shadow will sometimes make the general character of relief discernible but, as has already been mentioned, if the photograph is not held so that the direction of the shadows coincides with the observer's sense of direction of the source of the light, t.he effect is reversed and a depression will appear to be an elevation. This is illustrated in figure 63.

[image: Figure, page 123]

i: Summer. FIGURE 64.· ····Effect of season.

[image: Figure, page 124]

@ Winwr. !"IG'URE 64. Effect of :s:ertSOIl Continued.


	!Ill 84. PHOTOGRAPHY.·· ···1n order to reduce the length of shadows. photography is usually undertaken when the sun is 3 hours or more above the horizon. Light may be diffused by excessive moisture or dust in the atmosphere. resulting in lack of definition in the prints. Intense light produces sharp definition of detail and sharp shadow contrasts. The highangle sun around noon produces the least shadow effect. and photographs taken around noon are best suited for study of detail through forest canopies and for depicting exact outhnes. The low-angle sun, morning or afternoon, produces the greatest shadow effect. Low-lying solid cloud masses effectively prohibit high-altitude photography, and broken clouds seriously interfere by producing white spots on pictures and cloud shadows on the terrain.

	m 85. EFFECT OF SEASON (fig. 64 cD and 0) .~Seasonal changes produce corresponding characteristic changes in the phy,ical appearance of terrain on aerial photographs, In summer, deciduous forests show impenetrable expanses of luxurifmt treetops, resembling the effect produced by the convenUnnaJ signs used on some topographical maps. LeE-ser detRil ..·.,f the terrain is largely hidden. The line of demarcation between forest and open arel'cS is sharply and exactly defined. In Winter, deciduous forests On lar;::e-scale photographs show a confusion of tree skeletons through which the light penetrates to reveal roads, trails, drainage. and relief with good effect. The line of demarcation between forested and open terrain is not so clear, however, a.s on small-seale photograph,,; the tangle of t.ree trunks and limbs imparts a blurred aPPf0/&TICC to the terrain. The appearance of gra"s and farm bnd on aerial photographs changes with the seasonal state of culture, Streams in the wet season are broad and may cover extensive back-water areas in flood. The same streams in t.l:w dry season may show dry beds or insignifieant threads of water, Snow in winter may completely blanket an area which is normally rich in detail.

	m 86. TOPOGRAPHICAL FEATuRFs.~a. Woods On aerial photographs appear as dark masses of irregular outiine. The exact shape, size. and density are much lUore clearly and accurately shown than on the average topographical map. The seasonal characteristics aI''' reflected in the photographs.



In winter photograph~ of dccjduoi.ls forests. the leafy canopy is absent. pxposjng substJmtiaJ)y all ~round detail 'whirh would be wholly or p~.rtial1y ob~eured in surnmer pholugraphs of the ii;;<}j){;' fUT,/:.<tS. Evergr::""lJ fon:sts shuw dHrk i'<-ud den:"f: ,in all S('!:"SOO.5 (t!K 65 CD and (0).
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b. Bru:,:,h appears similar to light woods but may be distingUished by its sparse character and lack of height (fig. 650>.

c. Bodies of water have a characteristic appearance appreciably lighter or darker than the surrounding land. de pending upon the amount of reflection from the surface when the photograph was made dig. 65:'))).

d. Streams appeal' in characteristic wavy traces and show presence of water by darker or lighter lines. In woods, the exact location of small streams may be difficult if not im-

[image: Figure, page 127]

possible to determine except by reference to a. map or inspection of the ground. The visible evidences of such st.reams are breaks or variations in density of the forest canopy (fig. 650. 0). and 0).

c. Cultivated fields show clearly as rectangles or irregular figures of definite shapp.s and shades. The nature of the crop u:m!:llly cannot be determined from the face of smallsClJ.le photographs but rnay be recognized on large-scale photographs. Grain in shocks is conspicuously shown b}" r('''J;ljlarly j!p:,.ci~d dots in a lighter bac.kgfound. PW s from Whi('h crops hRve bCd, hfl.fVestcd show light areas. F'ields.
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with heavy standing crups and gras.'dfl.nds show dark areas. On large-scale photographs they present rough surface appearances. Plowed fields show distinct shading (fig, 65@; and CD),

I. Pences. on large-scale photogl'aphs, are distingUished by shadows of the fence po:>t.". On small-scale photogr'aphs.

fences are inferred from hedge Jines, section lines, outlines of cultivated lands, and t.he characteristics of paths, trails, and roads (fig. 650).

g. RoadS show up in general as light lines or nanow bandsthe more used the lighter the appearance. Improved roads
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show regularity in width, long tangents, and easy cUXves. The hard surface is clean-cut in outline and may show dark along the middle from the oil drips of automobiles. and light along each edge. Unimproved roads are of incguJar width and tl'ace, and may contain sharp turns. Evidence of condi tion of road surface is usually apparent from blemishes. shadows, and color variations (fig. 650 Rnd 0).

h. Railroads show straighter, darker traces than highway;,;. have fewF.!' changes of direction. long ca,~y curvrp., and heavy cuts and fills lfig, 65(1) and '10).

[image: Figure, page 130]


	i. Small bridges may be looked for at alllessel' stream crossings and may be id€l1tified by the narrowing of l'oadbed and shadows c~st.

	i. Buildings .~how as indistinct roof images and are somethncs difficult to distinguish from blemishes on prints. The



decisive evidence of the presence ot a building is provided by it., ~hadow. GI"OUpS of buildings may be blurred by the collective shadow effect. The shape of the shadow is an index of the type and SiZE of the building. The building site is usually the terminus of a road or path (fig. 658 and (0).
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	k. Villagl'l:) and towns are ca;;i!y distinguished and appear much the same as they do on maps.

	l. Trails and paths appeal" P.S irregular white bands, lightne~s and width indicating degree of use (fig. 65(0).

	m. Works of fflan appear in straight lines, in geometrical form, in unnatural l'E;gUlarity. and t"plation (fig. 650)).




	n. Natural features ocCUr in irregular lines, without precision of form and rplation.

	II 87.M:II.. ;:tiUiY FF,ATUilEg.·~·Militaryworks and :'l.r:'U',H.ie:,; produce characteristic imagO's and terrain effect.s which lURke aerial photographs one of the most important sources of
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• 88. RF;I.JEF.~Single verticill photographs afford only certain clues in regard to relief. F}gllre 66 represents an untrimmed vertical photograph from the B (central) chamber of a T-3A camera. Compare this photograph with a sketch of the same area shown in figure 67. The most important clues are those afforded by strea.ms and ponds which indicate low ground. Other clue" indicating relief al'e the aHnCfo""t

[image: Figure, page 133]

FIGURE 66.-Photograph made with B (central) chamber of Air Corps five-lens T-3A type camera.

and gl'ading of roads and the shadows cast on and by slopes; these. especially the latter, may be very misleading. Direct evidence of l'eUef can be obtained only by stereo examination of an overlapping pair of aerial photographs.



SECTION IX — STEHEOVISION AND EXAMINATION

II 89. STRREOVISI0N.--a. Gcneral.-The ordinary vertical photograph has a flat appearance. which makes it difficult to distingui"h between hills Rnd valleys. If two overlapping vertical photographs are viewed ;o;ither with the naked eyes or

[image: Figure, page 134]

FIti\.HfF; 67. Sketch of area I:;hown lYi figure GG, repre:::.cnting r.:Jkf (other deti'\11 omitted).

with some type of stFl'coscopic instrument, the observer wJII get the effect of depth or relief. This type of study gives valuable training in the understanding and reading of single vertical photograph., ~nd photomaps. There are several methods which will ai'~i8L in acquiring this ability and each individual should experiment until he finds the method which gives the best results. This ability comes very quickly to most men; others wlil have to use patlence and perseverance to obtain it. Experience with large groups of men reveRIs that anyone with eyes good enough to be in the Army eRn acquire the ability to see stereoscopically. Stereo studies properly done put no strain on the eyes, and some oculist;s even prescribe similar exercises to strengthen the eyes, However, when magnifying spectacles are used, they should bc removed from the eyes before looking up from the photographs,


	b, stereogram.-A pair of small pictures, geometric figures, or portions of two overlapping aerial photographs arranged for stereovision is called a stereogram. Fig'-lre 68 shows four simple stereograms; figures 69 and 70 show portions of aerial photographs al'l'anged as stereograms.

	c. Stereo-pair.-Two vertical photographs of Bn object or group of objects taken from the same elevation from two diJferent camera positions and with an overlap of not less than 60 percent nor more than 75 percent are known as a stereo-pair (see fig. 72).

	d. Stereo-triplet.···-Three verticals such that the entire area of the center picture is overlappcd by the other two is called a stereo-triplet. For methods of mounting, tilting, Bunking, etc., see F'M 30-2l.

	e. Anaglyph.-An anaglyph is a form of stereogl'am on which a picture is formed by almost superimposing an image in red over one in blue to secure sterco or perspective effeet when observed through an anaglyphoscope--- spectacles with one blue and one red lens. Several methods of indicating perspective relief of the terrain are in use. With aerial photographs availablc, the simplest method is the overprinting in two colors of a stereo-pair, Another method, the anaglyph of the contoured map, is t.he result of an expensive Rnd time-consuming procesi', 'rue polaroid anaglyph is still another form of portraying three dimensions. The anaglyph, as a rule, gives less detail than a stereo-pair of the same scale. However, the anagiyph is of gl eat value in stereo instruction. F'or an illustration of an anaglyph. see TM 5-230.

	90. STEREOvIsloN"ExERcIsEs.--a. Prelin-lino,ry exerci:scs.~ ... Experience has shown that the best method of quickly ac-



QUiring t.he ability to lice photographs stereoscopically either with the naked eyes or with an jn~tI'lll11ent is to practice cer~ tain pre!inlinaxy exerci$(·~. :F'igure 71 illustrates a simple devic" which can be quickly and easily prepared by the student for lwe in th",',;e exercise". Cut two pieces of white cardboard each 5 inch('J:. long by 3 inches wide. At the exact center of each piece of cardboard describe a drcle exactly 1 ~2 inches in dia.meter. NlIlnber thcc.e pice.." of cardboard 1 and 2. respectively. On card No. 2 draw a smaller circle exactly 3,'8 of an inch in diameter. with its center 1 Ya inches to the left of t.he center of t.he large drc.1e. Draw a cross % by % inch with its intersection 1% inches to the right of the center of t.he large drcle. Label the revet"e of card No. 1 as No.4, and the reverse of C'lrd No.2 as No.3, and draw a line on each as iJlul'itratcd in fig'ure 71. Now cut out the large circle from 0vch card. Do not cut out the small circle on ca.rd No.2. Sit in a chaJr and look across the room at a fairly dil;tant wall. Hold card NO.1 about 6 inches in front of the eyes, with the hole directly in front of the bridge of the nose. Look at the wall. through the hole, with both eyes open. Note that there are apparently two distinct holes in the card. This i:> the first 6tep of stereovision. Take cllJ'd NO.2. This card is like No. 1 ",xcept that it ha.f'. a circle printed on one side of the hole and a cross on t.he other side. The methOd of using this c~nd is exactly the same as No. 1. However, when you see the two hole:> you will also see between them the ejrfJe with f.he cro.~~, inside. Concentrate your eye!> on the image. Twi;;t the cArd and notice how the crO"-,,, mOves With relation to the circle. You will note that .if the crOSs mOV€$ up, the cil'cle moves down and vice versa. 'The holes may appear to be slightly overlapping at some times; at other tim,"/; the eil'cle and the hole may appear to be floating in the holes entirely off the card. Try holding a strip of paper between the two holrs with the images of the circle and the crol'.'> on the strip. ),lJhi)c you are secing the hole double, move the pRper nearer Rod farther from the eyes. Watch what happens to the ima,ge. When you can see these images, and thus see dOUble, you have accomplished t.he necessary mu!>cular control to read a stereogram. Practice with t.his card !mtil you can sec theBe images without efIort. \Vhen you have acquired skill with No.2, go on to Nos. 3 and 4. Theile are used together, No.3 on t.he left, No.4 on the right.

Place the two cards together with the black lines matched and hold them against the nose with the holes in the same position as if they were glasses. The hales should be the same distance apart as your eyes. The distance is normally about 2.6 inches, center to center. Looking through the holes, focus on a distant object. Now move the cards in the direction of this object until they are about a foot from the eyes. You will now see three holes with the object viewed in the center hole. Remember during this that the eyes mVA<t remain focused on the distant object. When the three holes are seen. the eyes are in the proper position for stereovision. The imag8s of the three holes appear although you are not looking aL them. You are looking at the distant object. This is similar to lining up your sights on the target range, You are focusing at the front sight but you see both the bUll's-eye and rear sight. Practice at this exercise will enable the three holes to be seen without first focusing on a distant object. This means that you have acquired sufficient muscular control over your eyes to see stereoscopically.


	b. Fu.sion exercises.~The next step is practice in fusing two pictures. In figure 68 the drawings can be fused as follows. Focu... the eyes on a distant object. Without changing the focus, brmg figure 68 in front of the eyes and about 6 to 10 inches away. As you continue to gaze at the drawing the dots will merge until apparently you have one dot on one figure. You will still get three images but the center one IS the important one on which you should fix your attention disregarding the other two outside images, Now sec what effect you get with the pair of dots helow on figure 68.

	c. Exercises jor perception oj relief.~l"igure 68 shows two views each of two geometric figures. Using the same methods as in b above, fuse the first pair of drawings. which should cause you to see a square pit with a pyramid sticking up out of the bottom. In other words. instead of a fiat geometric draWing, you are seeing a three-dimensional picture, F'use the other pail' of drawings and observe the results.

	d. Stu.dy of stereograms.~Figure,69 and 70 are stereograms. To see these properly. use the Earne methods as prr~,cribcd above. First. fuse the square points markcd A in figure es. You will again get three images, but the center one is t.he one on which to focus, and is the one on which relief will be visible. If you have difficulty seeing this center image clearly,



hold a piece of cardboard vertically up to the nose so tha t it is perpendicular to the picturcs and one edge of the cardboard lies on the line dividing the two pictures of the stereogram. This will eliminate the two outside images and leave only the center ima~e. F'oeus on this, and the trees and buildings will appear to stand up high above the page. Practice with figures 69 and 70.


	e. Cross-eyed stcreovisiol1. While the great majority of people can see stereoscopically by the method described above, there are a few who may be able to sec better by using another method. The diITerence lies in the fact that in the parallel vision system described above. the right eye lOoks at the right picture and the left eye at the left picture. In this second method, the right eye looks at the left picture and the left eye at the right picture 01 in ot.her worrls with the eyes crossed. In using the stereOgl ams, the relief will be reversed with this met.hod The hills will look like valleys and the valleys like hills. Therefore, for study of overlapping pairs, the right and I"tt pictures should be placed on the left and right, respectively. This will give the stereo observer using the cross-eyed rnet.hod the proper effect of relief.

	•• 91. STEREOSCOPES.······a. Types.-The stereoscopes used for the interpretation of aerial photographs may be classified as mirror, lens, or prism types. The mirror stereoscope 'fig. 74) possesses t.he advantage of a large field of view and is considered to be the most adaptable for general military use. The lens stereoscope (fig. 75), although affording only a limited field of View, has the advantage of permitting the introduction of magnification. The prism stereoscope (fig. 76), which is larger and more expensive than either of the other two type,;. possesses the advantage of permitting a wide separation of the two overlapping photographs and is therefore paTticlllal'1y sllitable for examining T-3A photog1aphs. The instrument illustrated has a magnification of 2 power.

	b. Improvised stereoscopes..·····A suitable stereoscope for interpreting detail on ae1'ial photographs may be improvised by means of two magnifying glasses of equal power (fig. 77). One gla~s may be held in each hand and stereoscopic fusion obt.ained by looking through the inner half of each lens. 1"01' more prolonged inspection the glasses may either be



[image: Figure, page 139]

FU'U'1I1" 68...-Simple stereogmnls.

supported on an improvised stand or, if of appropriate size, may be mounted in a spectacle frllme. Cellulose tape may be used to hold the glRSSf'i:' to the frame. A pair of strong

[image: Figure, page 140]

FIGUhE 6!l. St~rcogl'mn.

reading glasses w.ill serve as a spectacle stereoscope but wW permit only a ~mal1 separation of the pail' of photographs with a corresponding reduction of the effective overlap area.

[image: Figure, page 141]

FIGURE 70... -Another \'iew of a stereogram.
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Illustration (It c~rds for use In .ster€Qv1ston eXerCi8€s.
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FIGURE 72. Diagram of a slcn'O-pail' of aerial photographs,
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FWUl(r. 73.· DiF.lgtam .c.;ho,.".. ing stexco perception.
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•
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• 92. STEREO EXAMINATION OF AERIAL PHOTOGRAPH.-a. Gen eral.-(ll Appreciation of relative distances is based fundamentally on the slightly different view of various objects presented by each of the two eyes. A person with one eye or a person with only one eye open cannot perceive relative distance any more than a person can perceive depth looking at a single vertical photograph. Under such conditions, distance is sensed only through experience.

[image: Figure, page 148]

FIGlJRE 77.-Diagram showing stere(} examination by means of improVised lens stereoscope.

(2) Unaided eyes vieWing a distant object (fig. 78(D) have their lines of vision almost parallel. AI; the object comes nearer (fig. 78@), the focal length of the eyelens decreases and depth perception is better. If each eye looks straight ahead with line of Vision parallel, and the eyelenses are kept at a short focal length, the two images (fig. 78@) will fuse, the result being the same as in figure 780. This latter

./ process usually requires training of the eyes, while with little training stereovision can be obtained with the use of spectacles (fig. 78@).

(3) If two vertical photographs of an object or a group of objects are taken tl> the same scale from two different camera positions as in figure 72. and each picture is viewed by one eye to the exclusion of the other but both pictures viewed simultaneously (fig. 73), the appreciation of distance is then possible because a different view is presented to each
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FIGURE 78,-Stereovision.

of the two eyes as is the case in ordinary vision. In order that a combined Or "fused" image. may be obtained, certain conditions must be satisfieclin.thear!angement and in the viewing of the two photographs. Thesea.rejlriefiy as follows:

(a) Both eyes of the observer should· be of equal power or corrected by optical aids, and the two photographs should be equally distinct and equally illuminated.

(b) The pictures should be so arranged with respect to each other and to the eyes of the observer that exposure conditions are restored. The distance between the centers of the two photographs corresponds to the base between camera positions, and the positions of the eyes correspond to the positions of the camera lens. The eyes must be paraUel not only to the line joining the centers of the photo parallel directions, of magnifying spectacles,

[image: Figure, page 150]
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Ere lens.es at ~hOrl focat Eye lens.es relaxed, focused lenqth to view near object at c>c. looking poroHet, bot seeing neor objects because but still looking in olmost


	

	@StereoscopiC viewing-training @ Stereoscopic viewing-training to see stereoscopically with to see stereoscopically with unaided eye. spectacles which decrease focal length of eyelens.



FIGURE 78.-,stereovislon---Gontlnued.

graphs but also to a line on each photograph drawn between points of detail marking the two corresponding center points. The stereograms shown in figures 69 and 70 are the overlapping portions of two such vertical photographs. They have been mounted side by side in the proper relation with each other to secure stereovision. Any pair of overlapping vertical photos (taken at approximately the same elevation) , if arranged in this same manner, cat) be read stereoscopically.


	b. Method.-(l) Place one photo on top of the other so that overlapping detail common to both roughly coincides (fig. 79).

	(2) Next note the position of an imaginary line joining their approximate centers. The eye base of the observer must be parallel to thiS line of centers. Turn the photographs as a unit until the condition is satisfied.

	(3) Now separate the photos along the line joining the centers (fig. 80), moving the one on the, right to the right and Viewing it with the right eye. and the one on the left toward the left and viewing it with the left eye. The exact orientation of the photographs with respect to each other can be obtained by keeping detail, such as roads or streams, which appear in the overlap area parallel to ea:ch~ other. For example, take a road that appears on both photographs. Rotate one photo until the image of the road on this photo is parallel to its imag.e on the other photo. The distance that two objects appearing in the overlap area have to he separated depends on whether the photos are to be examined by the naked eye or by some stereoscopic instrument. For beginners with the unaided eye, this separation of detail should be not more than 1% inches. With practice after the steroscopic effect is obtained, the photographs can be gradually separated until a large portion of the overlapping area can be seen. If the stUdy is made first with the righthand photograph overlapped on top of the left and then With the left-hand photograph placed on top of the right, the entire overlaPPing area of a 9- by 9-inch stereo-pair with 60 percent overlap can be studied stereoscopically with the unaided eye.

	c, Procedure of using stC1~eoscope.-Thefollowing procedure should be observed when making a stereo examination of aerial photographs (see also sec, VII, TM 5-230> :

	(1) Orient the stereo-pair in the direction of flight so that the overlapping detail common to both is roughly in coincidence (fig. 79).

	(2) Place the photographs under the stereoscope so that the left print (taken by the camera on the left of the overlap area) is observed by the left eye and the right print by the right eye.

	(3) Shifqhepliotographs so as to bring an imaginary line drawn between the center points parallel to the eye base and



in prolongation with one another in the center of the field of view of the stereoscope.


	(4) Without changing the relative position of the imaginary lines drawn through the center points, bring together or separate the photographs until stereo conditions of fusion are best fulfilled (fig. 80),

	93. FAmTY STEREO EFFECTS..--Cl. Faulty stereo orientation. FaUlty orientation of a stereo-pair with respect to the eye base introduces false parallax difference and lack of correspondence. These make it difficult to fuse detail and cause a diminution of relief.



[image: Figure, page 152]

FIGURE 79.-Flrst step In arranging photographS for stereo study (detail in overlap area- matched) ,


	b. Tilted photographs.-Photographs which are tilted cannot be brought into accurate correspondence as described in paragraph 92 and sometimes must be shifted as the field of view of the observer is moved from point to point. Distortion of relief results from such a condition.

	c. Pseudoscopic etJect.-If the position of two photographs forming a stereo-pair is reversed so that the left print (taken by the camera on the left side of the overlap) is viewed by the right eye and the right print by the left eye, the impression of relief is reversed; that is, the point of lowest elevation is reconstructed nearest to the eye and appears to be of high-



est elevation. Practical use may be made of this fact<lr in that drainage lines may be traced by making them appeal' as ridge lines,



SECTION X — PREPARATION OF AERIAL PHOTOGRAPHS FOR USE AS MAP SUBSTITUTE

• 94. GENERAL.-In order to make a photograph or groups of photographssufliciently accurate and detailed for most efficient use, certain mechanical operations must be effected. Certain inaccuracies inherent in a single photograph may

[image: Figure, page 153]

FIGURE aO.-Photographs arranged for stereo study.

be overC<lme in the compilation and finishing of a group, and with the aid of machines,stereocpairs may be accurately contoured. By these procesSes theva.Jue. of photographs as map sUbstitutes or photomaps is greatly enhanced.

• 95, SCALE.-An important difference between military maps and vertical photographs used as maps lies in ·t@Cch6ice of -scaJeso Military maps conform to a prescribed range of stlaIlClIll"Q.scales expressing the relation of ground to map ihsimple terms. The horizontal scale is uniform throughout the map: On the other hand. the scales of vertical photo graphs are dependent principally upon the variable and uncertain factors of lens height, camera tilt. and relief of the ground in the photographic field at the moment of exposure, The scale of a vertical photograph, therefore, not only changes on the several photographs of an overlapping series but is also not uniform on a single photograph. If the degree of scale variation is small the resulting errors become inappreciable, and probably no greater than those which result from average measurements made on a map in the field with the relatively crude instruments used in map reading.

[image: Figure, page 154]

FIGlTR.E 81.-Deterrntnation of scale from height.

• 96. DETERMINATION OF SCALE.-a. By lens height.-By Inspection of figure 81 it may be seen that, if the ground is assumed to be a. plane surface, any distance on the negative, such as ab, bears a relation to the corresponding distance on the ground AB equal to flH where f Is the focal length of the camera and II is the height of the camera lens above the grDund (both f and II being expressed in the same unit Df measurement). Hence:

𝐑𝐅=fH \mathbf{RF} = \frac{f}{H} 

Since the altimeter of the airplane usually expresses the elevation above sea level in place of H, the expression Ho-E may be substItuted, H. being the altimeter elevation above

[image: Figure, page 155]

FIGURE 82,-Diagl'am showing .relation of. scale. focal length, and lens height.

sea level and E the average elevation 6f the terrain shown in the phOtograph (fig, 82). We rnayaccordingly write

RF=f in feetHα in feet−E in feet RF = \frac{f \text{ in feet}}{H_{\alpha} \text{ in feet} - E \text{ in feet}} 

Example:

Focal length of camera is 6 inches or %2 feet. AltItude of the airplane is 10,000 feet above sea level. Elevation of the ground is 1,000 feet above sea level.

𝐑𝐅=%1210,000−1,000=118,000 \mathbf{RF} = \frac{\%_{12}}{10,000 - 1,000} = \frac{1}{18,000}  150

It is usual for a request for aerial photographs to state the scale desired. The flying altitude of the airplane is determined from this formula.

b. By comparison with map or ground.-(l) In a above it was stated that the scale of an aerial photograph is equal to the quotient of the focal length of the camera divided by the height of the camera lens. The scale determined by this formula would be the true scale of the entire photograph under the conditions of absolutely accura te altimeter records, complete absence of tilt, and perfectly level terrain. However. altimeter records are often appreciably affected hy local

[image: Figure, page 156]

FIGURE 83.-Diagram showing proper loco t10n of scale lines.

atmospheric conditions, and the effects of tilt and relief will usually cause some scale variation within the limits of the photograph. For this reason, scale can be determined more accurately by comparing distances measured on the photograph With corresponding distances either on a map or on the ground. Such distances should he between points which are well defined both on the photograph and on the map (or ground). When it is desired to apply the scale to the entire photograph, the distances measured on the photo graph should represent the average flCale of the photograph. In the discussion which follows, the selected distances are termed "scale lines."


	(2) In order to represent the average scale of the photograph, a scale line should extend well across the face of the photograph (fig. 83). Since the effect of tilt is assumed to be radial along a line passing through the center of the photograph and because of its effect in compensating on opposite sides of the' photograph, the scale line should pass near to its center. In order that the scale determination will not be affected unduly by relief, care should be taken that there is not a pronounced cllffe'rence in relief between the points at the ends of the scale line. With the scale line thus determined, its RF can be solved in tllcsame manner as given for maps in paragraph 14; the RF of the scale line being roughly the RF of the photograph.

	(3) Ground.-The distance between the identified pOints is measured. Then:



photo distance in inches RF of the scale line ground distance in inches

Ordinarily it should prove convenient and satisfactory to select two points on a straight stretch of a highway and use the distance along the highway as the scale line in the computation of the RF of the photograph.


	(4) Map.-(a) The most simple method of determining the RF of a scale line from a map of known RF is by converting the distance on the map to the eqUivalent distance on the ground and proceeding as in (3) above.

	(b) A more rapid method of determining the RF of a scale line is by the direct formula:



photo distance in inches x RF f RF of scale Iine map distance in inches' 0 map (e) Although for terra·in of low relief one such well-chosen scale line will otten sUffice, it Is preferable that the average scale of the photograph be determined from two or more scale lines, the value assigned to the denominator of the RF of the photograph being the average of the denominators of the computed RF's- of each scale line. Thus we may write

Average RF of the photo= 1 mean of the denominators of the , RF's of the scale lines

Example:

Distance AB on photO=8 inches Distance AB on map=6 inches Distance CD on photo=9 inches Distance CD on map=6.65 inches RF of map is 1:20,000

Using scale line AB

RF=86×20,000=115,000 RF = \frac{8}{6 \times 20,000} = \frac{1}{15,000} 

Using scale line CD

RF=96.65×20,000=114,778 RF = \frac{9}{6.65 \times 20,000} = \frac{1}{14,778} 

Average RF of the photo =112(15,000+14,778)=114,889 =\frac{1}{\frac{1}{2}(15,000+14,778)} = \frac{1}{14,889} 

FOl' ordinary purposes a 1:15,000 scale will serve in measuring distances on the photograph.

• 97. ScoPE.-The area covered by an aerial photograph can be calculated readily by either of the following methods;

a. By the ratio ground distancephoto distance=Hf(H and f being ex-pressed in the same \frac{\text{ground distance}}{\text{photo distance}} = \frac{H}{f} \frac{\text{(H and f being ex-}}{\text{pressed in the same}} 

II II Therefore the ground scope of any photograph = w7 Xl! where w =width of the photograph l=length of the photograph

H=height of camera lens f =focal length of. camera

For K-3B type photographs (1=12 inches, w=7 inches, 1=9 inches)

Scope = 712×1212×H×912×1212×H=712H×912H \frac{7}{12} \times \frac{12}{12} \times H \times \frac{9}{12} \times \frac{12}{12} \times H = \frac{7}{12} H \times \frac{9}{12} H  square feet

For T-3 type photographs (1=6 inches, 1=w=32 inches)

Scope=3212×12H6×3212×12H6=163H×163H S_{cope} = \frac{32}{12} \times \frac{12H}{6} \times \frac{32}{12} \times \frac{12H}{6} = \frac{16}{3}H \times \frac{16}{3}H  square feet

Thus at a height of 12,000 feet the scope of these photographs is as follows:

7 9 For the K-3B type, scope= 1212,OOOX1212.000=7,OOOX9,OOO square feet=2.26 square miles.

For the T-3A type, scope=64,OOOX64,OOO square feet=146.9 square miles (overall).

photo distance b. By the ratio, RF ground distance

Therefore scope= wRF×lRF \frac{w}{RF} \times \frac{l}{RF} 

where w=width of the photograph 1=length of the photograph

Example: I

For a K-3B photograph having an RF of 12,000

Scope= 712 \frac{7}{12}  (12,000) ×912\times \frac{9}{12} (12,000)

=7,000X9,OOO square feet=2.26 square miles


	98. GRAPHIC SCALE.-The preparation of a photograph for use as a map may include the cOnstructioh of a graphic scale in yards or other appropriate units. When given, or having determined, the RF of the photograph, the _graphiC scale is constructed by the methods employed in constructing such scales for maps or sketches (see sec. II). On mounted- photographs the scale so constructed should be placed on the lOwer margin of the mount, and if desired may extend entirely across the mount. On unmounted photographs, it should usually be placed on the back of the print in order not to obscure unnecessarily the detail on the face of the print. See paragraph 105 for the atlas grid.

	99. To TRANSFER DETAIL OR CHANGE SCALE.--<t. By photographY.-Photographs may be enlarged or reduced by rephotographing when the necessaryfacilit.ies are available. The resulting prints are usually not as good as the originals, and enlargements lose definition of detail.

	b. By rectangular grid (fig. 84) .-For average military purposes the detail of a vertical photograph may be roughly enlarged, reduced, or transferred by means of a special rectangular grid on the photograph. To transfer by this method at a changed scale proceed as follows:

	(1) Fit a transparent overlay to the photograplicandlay out on ita rectangular grid to a scale which issome-:f1:actional parto! 1.8 inches (atlas grid, par. 105).
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ENLARGEMENT Seale 1'10,000

PHOTO Seale 1'20,000

FtGURE 84.-Change of scale by rectangular grid method.
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	(2) Trace through on the overlay the topographical detail which it is desired to transfer.

	(3) Layout the atlas grid on a suitable sheet of paper at the new selected scale.

	(4) Copy from the photograph overlay to the changed scale overlay (or map), square by squal'e, the detail appearing therein in its proper relation to the square.

	(5) For more accurate detail, construct a grid card for each scale. Witb these cards, important features may be much more accurately located.



Caution: It is to be understood that the above methods for changing scale merely result in copying or reproducing the detail as it appears on the photograph and in no sense should be considered as methods of rectification or elimination of inherent errors.


	100. DISTANcE.-Having determined the RF of a vertical photograph intended for use as a map and having constructed a graphi.cal scale of yards for use on it, the photograph reader is ready to scale distances as required. The methods used in the measurement of horizontal distances on maps explained iIi 'section II or some elementary-text, are also applicable to vertical photographs used as maps. It should suffice' to state that. the paper strip. and graphic scale method is probably the mo~t universal and satisfactory general method. The engineer's scale and the map measurer each serve in their respective fields of usefulness.

	101. DIRECTION.-a: -It has been stated that in a vertical photograph which is of average rolling or fairly flat terrain and which has 'asm3JI angle of tilt, the combined effect of errors over the center half of the photograph is entirely negligible for ordinary use as a map and is rarely prohibitive even in the marginal areas. Therefore. for normal military uses, direction angles and azimuths on a photograph have the same signincance as they do ori maps, and may be measured and laid out with the protractor exactly as is done with maps. The methods of measuring angles and directions on maps in section III apply,

	b. In order to layout or measure directions on a photograph with the facility with which this can be done' on a map, it is obviously necessary to equip the photograph with



the magnetic north, true north, or grid north line. When practicable and desirable, all three of these are shown. Magnetic north, however, is the most sUitable ,base direction for

[image: Figure, page 162]

FIGURE: 85.-0vel"lay of section of contoured aerial photograph.

photographs intended as substitutes for military maps and is the most available base direction for photographs of unmapped country. The magnetic north line may be traced on the photograph negative with a stylus to print in black lines for reproduction in quantity.


	102. ELEVATloN.-The determination of elevations by the use of a formula such as was developed in paragr~ph 73b is theoretically possible. The accuracy of' results secured from the use of such a formula is dependent upon the accuracy of measurements on the face of the photographs. the reliability of corresponding map and ground positions, the determination of the lens height and elevation of the ground plumb point, and the, assumption that the effect of tilt is negligible. Possible error introduced from these sources cannot be discounted in the evaluation of the character of the results. The most practical method of determining elevations is by trigonometric leveling. In order that elevations may be determined accurately direct from aerial photographs, photogrammetric equipment must be employed.

	103. CONTOURS.-a. In unusual situations it may be desired to contour a photograph in the field. This may be done by copying contours onto the photograph from an existing contoured map of the area, or by interPOlating logical contours from selected spot elevations determined' on' the ground. Contouring shOUld be done With the aid of a stereoscope.

	b. To contour accurately an aerial photograph it is necessary to have numerous ground control points,and the drawing of the contour lines must be done With the aid of a stereo-comparagraph or some similar instrument. When these and other photogrammetric instruments are used, contouring is done b:>" trained personnel. Engineer topographic organizations prepare accurate large-scale topographic maps, ,solely from photographs taken on planned flights over large areas upon which ground control. has been established.

	c. Ridge and streamlining may be accomplished in the fieldon a photograph or stereo-pair, as an aid to interpretation of reiief. After this has been done, contouring may "be accomplished as described in a above and then placed on an overlay (fig. 85).

	104. LoCATION OF MAGNETIC NORTH OM PHOTOGRAPH.--a. When map showing magnetic north is available, (fig. 86). Select two poinls identifiable both on the photograph and on the map and so located that the line joining them passes



through or near the center of the photograph. The direction of such a line will be little if at all affected by relief and tilt. By means of a protractor, determine from the map the mag netic azimuth of the line joining the points selected. From the corresponding line on the photograph, shown in figure 86 as AB, turn off counterclockwise an angle equal to the magnetic azimuth measured on the map to AM, This estab . lishes on the photograph the magnetic base corresponding ·to that shown on the map.

b. By means oj c01npass.-Ol'ient the photograph by corresponding points on the photograph and on the ground.

[image: Figure, page 164]

Flo""" 8B.-Diagram showing methoti of locating magnetic n01·th llne on photograph.

Place a compass on the photograph and dra·w a line on the photograph parallel to the direction of magnetic north indicated by the compass needle.

• 105. ATLAS Gam (fig. 87L-a. Because of variation in scale, other inMcuracies, and the difficulty of locating grid lines, the military grid is not used on single photographs or uncontJ'olled mosaicS. Instead of the military grid, the atlas grid is used. The grid lines of the atlas grid are always La inches

/ apart-rega:rlil~_Lof the scale.:With this interval, on a -1:'20,660 pij-oto;~ffie .gila 'ntieS"-are=&!l""t-4iOOOva~~-t~ The lines are numbered from the bottomup-aird lettered from left to right.. ThuS the origin of the cOOr(l.inates is at the lower left corner'of the 'photo; nUmbers 1. 2. ek. upward; letters A. B. etc.. to the right; the coordinates of the origin being (A.O-l.O). - - b.To su/perimpoJie aticl$grid on phOtogrtiph. In the proces~cDfr'el>roduction,the edges of a photograph may vary
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FIGURE 87.-Atlas grId and m"rglnal data.

and successive prints maydiJfer. In order to provide an accurate origin from which to measure, collimation marks are registered at the center of the foutslg¢,s oia vertical photograph (par. 62bW (b». To superJIIl!J{lsell.n accurate atlas grid on a photograph, the true edges-mUSt he, established from the collimation marks. and the grid'iinesthen:spaced l.8 inches apart beginning at the intersection ot-Uie irue edges at the lower left corner of the photograph. Thus on a 9- by 9-inch print the true edges would be 4 \12 inches from a. line drawn between the opposite collimation marks. and the l.8-inch grid would be laid off along these true edges. Figure 87 reprl",,;cnt<; a 7- by 9-inch photograph which is not quite full 1,. r l 'cphoto were exactly 9 inches wide the F-coordJilate line would exii'iL I! nnu,t bOl"lle in mind that the atlas grid has no definite limits as to the total area covered by it.


	106. MILI'l'ARY GRID.--a. Gcneral.,.····While the milita.xy grid ts not Ilsed on single photographs or nncf;ntrolled mosaics, it is highly desirable on controlled mo,ales and photomaps lU?-.de from them. Becaul\e of the iflh rent characteristics of mosaic.", the miUtary grid when ~UP<'rlmposed upon them is only approximate. If a gddded rrm.p of the photographed area is avaHllble, the military grid n:,sy be transferred without dit.l'kuHy tD the mosaic by pro(~'0ding as follows:

	(1) Three pOints, A, B, and C are selected on t.lle photo-B:raph (tlg. 36) which can be readily identified on the map. POl' gr(,f,t(~;t accuracy, t.he points selected should be wellspaced anmnd the cent.ral area of thc photograph.

	(2) Determine the averRge seRk of the photograph by t,he comparison of map and photo![mph distances as explained in pa.l'agraph 95. In this C3.se the average scale is assumed to be



1 inch .... 434 yards or RF 1 15,624 (3) Determine the grid coordinates of A, B, and C from the map, These are as follows:


A <1359.35--1789.52) B· 11361.351790.16) C 11360.88-1788.00)



(4) To determine the position of the 1790 X (or east-west) grid line, determine the distance .frmn the two pOints nearest that grid line.

In this case the distance from A to the 1790 grid line is 1,790,000 1,789,520";'480 yards •measured north). and the distance from B to the 1790 grid line is 1,790,160 1,790,000 160 yards 'measured :xibth).

Draw arcs from pOints'A~';'d B. respectively, flB shown with these distances as radi j.

[image: Figure, page 167]

FIGURE !JR. -Method of 'Upcrilllp().'hl~ military grid on Rt>rial photo graph or t(~(::f.~:<ic.

(5) To determine the position of the 1361 north-south grid line, determine its! distance from two points, in this case Band C. The distance from B to the 1361 grid line is 635 yards measured west, and the distance from C to the 1361 grid line is 120 yards measured east.

Draw arcs from points Band C, respectively, as shown with these distances as radii.

(6) Draw the remaining grid lines parallel to the two already obtained at a distance corresponding to 1,000 yards on the photograph, or

1,000434=2.3 \frac{1,000}{434} = 2.3  inches


	(7) Number the grid lines properly and indicate the direction of magnetic north. BefOl'e inking, compare the photograph grid critically for any discrepancies which clearly cannot be attributed to relief or tilt displacements.

	(8) Although three points, such as A, B, C, are preferable, two points, as A and B, would suffice for transfen-ing the grid. In this case the procedure for establishing the grid base line is the same, but the 61 north-south grid line is established by drawing line 61 tangent to its arc about B (635 yards) and intersecting line 90 at right angles.

	(9) The grid maybe superimposed roughly by drawing the lines on the photograph through images which correspond to objects or features through which the grid lines on the map pass.

	b. Reproduction.-To reproduce a gridded mosaic, in quantity, either draw the grid on the mosaic in black ink and then photograph it or else fit the film negative to the back of the photograph over an illuminated glass plate, carefully register it, cut the grid through the film coating with a stylus, and print from the original negative.

	107. ORIENTATloN.-a. In the field, the photograph, when equipped with a graphic scale and magnetic north point, may be oriented accordi nil to the several methods prescribed for maps. All images on the oriented photograph are correct as to direction from a point near the center of the photograph, but serious discrepancies may exist in the outer portion of the photograph where great diffel'ence in relief exists. Therefore, use of the outer areas of the photograph shOUld be



avoided where possible and resort made to an overlapping photograph which shows the area under consideration nearer to its center.


	b. A rough means of determining north on certain photographs, which is not possible on maps,is by the use of shadows. At noon, in the Northern Hemisphere and out of the Tropics, the shadows will appear on the north side of the objects. The accuracy depends upOn the proximity of the noon hour when the photograph was taken and the length of the shadow. For more details on the path of the sun, see paragraph 25.

	108. RESTITUTION.-It should be realized at this stage that vertical aerial photographs cannot be accurate maps in fact unless a variety of impossible or impracticable conditions is satisfied. These conditions would inclUde perfectly level terrain, a perfectly level stationary camera platform, a mechanically perfect camera, and a perfect camera lens, film, print paper, and weather. It has been shown that good vertical photographs of terrain of small relief approximate the characteristics of a map. However, it is desirable that the photograph reader be able to use. either in conjunction with maps or as substitutes for maps. photographs which contain tilt or obliquity and relief. He should be able to plot the map positions of images recorded on such photographs and know how to transform the detail from the oblique to the horizonta when desired for correcting or posting existing maps. Restitution is the process of determining the true positions of objects the images of which appear dlstort€d or displaced on aeTlal photographs. Some usefUl methods of restitution are d€scribed In the following pamgmphs. Each method has its 1imitations. Some of those described do not coneet displacements due to relief and serve only to rectify the photograph. More complete detaib using actual photographs are given in paragraphs 97 and 98. TM 5-230.

	109. RECTIFICATION OF AREAS BY GRID METHOD.---<l.. Pur pase.-The grid method of enlarging', reducing, or reproducing an aerial photograph or map is described in paragraph 99. Homologous grids also may be employed as a rough expedient to rectify slightly tilted photographs. This method is not applicable to oblique photographs nor. will it eliminate the effect of displacements of position caused by relief.




	b. Procedure.-In order to rectify a photograph, select foul' well-distributed points, such as A, A', I, and r in figure 890), about the margin of the photograph which can be identified on a map. Crossroads, road junctions, important buildings, bridges, or other well-defined locations are suitable. Join :the four points on both the photograph and the map by straight lines to form a four-sided homologous figure on each. ;Divide the opposite sides of the two flgures into the same number of equal parts from Y2 to 1 inch in length. Joining the divisions laid off, draw on both the photograph and on the map, grids which serve to subdivide the respective areas into the same number of small homologous figures. Finally copy in homologous relation the detail appearing in each grid subdivision of the photograph in the corresponding subdivision of the map.

	110. RECTIFICATION OF AREAS BY TRIANGULAR DIVISION METHoD.-a. Purpose.-This method may be used to rectify either a tilted or an oblique photograph. It is based upon the theory that straight lines on the map appear as straight lines on the photograph. It will not eliminate the effect of displacements of position caused by relief.

	b. Procedure.-(l) When only four control points are available.-Select four points, such as A, E, C, and D in flgure 90, on the photograph which can be identified. on the map and so distributed as to include the area under consideration. Join these points with straight lines to form a four-sided figure such that the opposite sides, when extended, will meet in points F and G at a convenient distance. If these points fall off the photograph, either they must be extended onto another piece of paper or an overlay of a large sheet of tracing paper must be u.sed. Draw the diagonals AC and ED. Through their intersection 0 draw lines FH and GI fl'om F and G, respectively. It may be observed that in addition to the four control points originally selected, there are now five more points on the photograph, F, G, H, I, and 0, the map positions of which are fixed. The figure ABCD has been subdivided into four smaller four-sided figures. Draw diagonals in each of these and continue the process until the "controlled" subdivision of the area results in triangles of suitable size, usually of about V2-inch sides. Using the corresponding points a, b. C, and d on the map or on an overlay traced



from the map, proceed similarly to produce the same number of homologous triangles. Finally, copy in the triangles of the map figure the corresponding detail as it appears in homologous relation in the corresponding triangles of the photograph figure.
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FIGURE 89.--Grid method of restitution.

(2) When more than tour points at control are available. When more than four points- of control are available the method is simpler and can be done in less space. On an overlay, trace from the map a large number of well-distributed control points, such as a, b, C, d, e, etc., in figure 91, which can be identified readily on the photograph. Proceed to join by lines, these pOints as they appear on the map and the photograph, respectively, producing homologous figures. Using diagonals as necessary. carry the subdivisions further to pro-

[image: Figure, page 172]

FIGURE 90,-fiiangular division method of restitution With four control points.

Iduce triangles small enough for the desired accuracy without 'causing undue congestion. Proceed to copy the detail from the photograph triangles to the corresponding map triangles.

Figure 91 illustrates the mechanics of the method in its application to the rectification of an oblique photograph.

• 111. LoCAO:ION OF POIN:I: llY ThACING PAPER ME:I:HOD OF RE-SECO:ION.-a. Purpose.-The method of resection by means of a piece of tracing paper may be used to plot roughly the map position of a limited number of points appeal'ing on a vertical photograph.

[image: Figure, page 173]

To avoid congestion subdivisions not carried to smallest possible.

[image: Figure, page 173]

FIGURE 91.~Triangular dlvi8ion method of restitution where more than four control points are available.

b. Procedure (fig. 92) .-Identify on the photo at least three points (preferably five) that appear on the map. Mark on a sheet of tracih!( paper the position of these points and of the point to be located on the map. This is done most readily by t!lcldngthe photograph over the tracing paper and with a pin pricking through each point. On the tracing paper.

draw rays from the point P, the location of which is desired, to each of the known points. Place the tracing paper on the map so that the ray to each of the known points PIIsses through the map location of the corresponding' point. The point, the location of which is desired, is then in its relative ',position to the known points. Its position may be pricked onto the map.


	c. Limitations.-This method cannot be proPerly termed restitution because errors of tilt and relief in the photograph are in no way corrected unless the point, the location of which is desired, chances to fall, in their respective cases, either on the isocenter or the plumb point of the photograph. However. the error of location can sometimes be reduced by selecting more than the minimum of three known points. Thus five known points may be selected and it may not be possible to cause all five rays to pass through the respective map positions at one time. If four rays can be made to do so, the other ray may be deemed in error and disregarded.

	112. LOCATION OF POINT BY PAPER STRIP METHoD.-a. Purpose.-This method may be used to determine the map location of a few points on an aerial photograph. It may be employed with both tilted and oblique photographs. It will not eliminate the effect of displacements of position caused by relief. It is especially useful in bringing maps up to date by locating on the maps features which did not exist at the time that the area waS surveyed. It is not necessary that the map and photograph be of the same scale.

	b. Procedure (fig. 93) .-Assume that it is desired to determine the map location of the cross road at Y and the house at X, respec'tively, on an aerial photograph.

	(1) Select as control, four points readily identifiable on both the photograph and the map (A, B. C. D) and join them by lines as shown. In general the points, the locations of which are desired, should be within or neal' this quadrilateral.

	(2) Draw the diagonalsAC and BD.




	(3) From any two of the foUl' control points on the photographs, as A and C, draw rays through the points X and Y. Select the ray centers to give good intersections at the desired paints.




	(4) Place a paper strip as in ftgm'e 93(!) and mark on the paper strip e, t, and g (points where the lines of the figure cross the strip) and x and y where the rays to X and Y, respectively. cross it.

	(5) Place the paper strip as in figure 93@ so that e, t, and g fall on their respective lines from' A. and mark on the map the points x and y as determined by the marks on the paper strip.

	(6) Draw rays on the map from A through X and Y.






[image: Figure, page 175]

FIGURE 92.-Location of point on map by tracing paper method of resection.


	(7): Similarly place another strip on the reverse side of the paper over the photograph as in figure 93@, marking the position of the five rays from e.

	(8) Place this second strip on the map as in figure 93@, mark on the map the points X' and y', and draw the rays ex' and Cy'. The intersections X' mi.d Y' give the locations o~ the map of the points X and Y on the photograph,

	.113. LOCATrDN OF POINT BY RADIAL LINE METHOD.--{£. Purpose.-It will be recalled that in paragraph 75 it was stated that for practical purposes the combined effect of relief



and tilt in slightly tilted photographs is assumed to cause displacements along a radial line passing through the principal point (center) of the photograph. Use is made of this assumption to provide a method for determining accurately the map position of a point appearing in the overlap of two aerial photographs taken at different camera positions. This method of restitution is the only one which will correct for both relief and tilt. When the tilt is small (3° Or less) the assumption that displacements are radial along a line pass ing through the principal point is within the bounds of plotting accuracy. The method fails, however, in the presence of excessive tilt and cannot be used with oblique photographs. It is not necessary that the two photographs used are of the same scale. However, if the point sought falls on or near the line joining the centers of the two photographs, the method fails because of the lack of a good' angle of intersection.

[image: Figure, page 176]
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b. Procedure (filL 94) .-Let it be assumed that it is desired to locate on a map,an-object A which appears on two overlapping vertical photographs. Proceed as follows:

/


	(1) Identify on the map and on each of the two photographs, three points which will serve to orient the photograph with respect to the map. A different set of points may be selected for each photograph or the same identical points, as X, Y, and Z shown in figure 94Q). The points selected should be well out from the center of each photograph and sO distributed that the rays drawn from them to the" center of each photograph provide good three-point resection. Points grouped too closely cause acute intersection angles between the rays drawn to the center of the photograph and make accurate work difficult,

	(2) Inclose the three points selected on the photograph and the map in small triangles. Inclose the object A to be located on the map in a small circle on each photograph.

	(3) Place a piece of vellum over the map and mark on the vellum the map positions of the points X, Y, and Z (fig. 94Q)) .

	(4) Locate on each photograph (marked Nos. 1 and 2) the principal point (center) and mark this with a cross C, and C" respectively. Draw rays from the photograph positions of X, marked X, and X" respectively, Y, Z, and A to C, and C2, respectively (fig. 94® and @).

	(5) Place the vellum over photograph No. 1 and orient it so that the points X, Y, and Z marked on the vellum will faU on the rayS drawn on the photograph through the images of those points (X" Y" and Z,). Trace on the vellum the ray drawn throngh the object A, (fig. 94@).



No'n':.-In doing this we have in eficct located on the vellum by resection the position of Ol and the direction of the position of A with respect to C,. Any displacement of A, due to reHef or tnt is radial along this line.


	(6) Next place the vellum over photograph No.2 and orient it bO that the points X, Y, and Z marked on the vellum again will fall on the rays drawn on the photograph through the images of those points X" Y" and Z,. Trace on the vellum the ray drawn through the object A, (fig. 94@).

	(7) The intersection of the two rays through the objects A, and A" respectively, as traced on the vellum, plots the position of A to the scale of the map. The vellum may again be placed over the map and oriented so that the positions of points X, Y, and Z on the vellum and on the map are superimposed one above the other (fig. 94@). The position of A may then be pricked onto the map.



• 114, RECTIFICATION BY PHOTOGRAPHY (fig. g5l,-By mea.ns of the Air Corps transforming printer. tilted and oblique photographs ma,y be projected through the required angle so as to bring the photograph into a horizontal or any desired plane,

[image: Figure, page 179]

FICURE 94.-Radialline methOd of restitution.

This prOcess of rectification of the photograph does not C01' reet for the effects of relief. As previously stated. during the transformation, images lose definition to a val'ying degree depending upon the amount of enlarging,



SECTION XI — PHOTOMAPS

• 115. GENERAL.-A photomap is a single photograph, composite, or mosaic which has been prepared by the addition of grid, marginal and place-name data, and produced in quan

[image: Figure, page 180]

FIGURE 94.-Radial line method of restltutton-Contlnued.

tity by contact printing or lithog\'aphy, When time for preparation and available information permit, these data wm be in the same form and as complete as for standard maps.

[image: Figure, page 181]

FIGURE 94.-Radial line method of restitution-Continued.

Since the photomap, however, finds its greatest use in providing information quickly, quite frequently much of the data usually found on a map will be missing.


	116. 'TYP;ii;S OF PHOTOMAPS.' ·The types of photomaps most frequently encountered are l'\-5 follows:

	a. Reproduced single lens photographs.-These photog'raphs may be either verticals or obliques (fig. 96) and may be prepared by lithography or by contact printing, at the same scale as taken or by enlargement or reduction. Because of the wide area coverage. the '1'-5 (wide angle) photograph, pl'int si7..e 9 by 9 inches, provides [I·n excellent source for the preparat.ion of a hasty photOluap. Normany the photograph wJll be t.aken at 20,000 feet above ground level (scale 1/10.000) and will be enlarged to Ino.OOO.

	b. Reproduced cmnposiJes (fig. 97) .-The ta.ndem T:...3A composite, utilized extensively for mapping photography. is



[image: Figure, page 182]

fr{'({Urntly com'Nt:e£! to a photomap by enlargement and reprodl.lc ion of U,\(, C' nt ·r or "h. ~.'. A~ a rUle. a square 5ec1..1 Ot.•.•f the c<;nter uf Ihe CCoIl:lpo it . lJ1:"n:-;..JI'I.ng about 9 by 9 inch('!c:, .is 1.",;:0.


	c. Rep;'·odu.ced mOSt1:Cs (ftg.D8l .....·'n:l(O UAJa! form of photomap is j1i:epared by lCpIo(hn:JioD. of a contl'ollcd or uncont.rolled mo ie. constn.!ctzd lIS ind.tcs.tcd in prHHgniPh 65. TIIlg. type of photornap xua.y be rn.lvJe up i.n as .many .sheets as ["(tlitU' i to cover a given area. providing continuity between adjac.:nt sheets in the Sfl..me ruanner as a series of map sheets.

	lii 117. MARGINAL DATA. MArginal data for the reproduced individulll photograph will be thllt given in paragraph 77.



[image: Figure, page 183]
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Photomaps which 3re nmde frolTI 1J:JO&Ri.cs (!.nd cet;J~m wide coverage photogra.phs rl'lRy have, inaddjtion, the following information:


	a.. Marg'ina,l infm'Jl:llltion sil'nihr to that shown on lllaps, SUcb?!' ttil' gnlphi.c .sCg!{? in yards.

	D, Fk)}n~: "Y':',;(:J:o o[grids,u$l.wJly tb.' .atlf.lJi grid deS(;:i'ibcd pbotograph fh;ure.



[image: Figure, page 184]


	c. Names of towlj,~, streams. mountains, highways, and other irnportant foatures,

	IIIl 118. CAllE IN USf: O' PHo10:MAPs.······Photomap users will make their own estinW;l;ti; of the reli9.bility of the information portrayed by examir.:n.tlon of the marginal information and by cansi.deration of the tHis;e materials used in their prepa.ration. The datc of thc aerial photography gives an indication



[image: Figure, page 185]

FIGURf: 98·· Reproduced mosaic.

of the probable accuracy of portrayal of cultural features as the~ now exist. If the photomap is a simple reproduction of a single photograph or composite, it will be understood that the indicated scale is approximate and that over-all scale errors due to tilt and relief displacements will exist. Photomaps from mosaics will be indicated as "controlled" or "uncontrolled." Photomaps made from uncontrolled mosaics !Ore important primarily because of their pictorial value, and should not be considered as accurate for the determination of distances and directions. If the area is relatively flat and the photographs have been taken at fairly constant elevation with little tilt, even the uncontrolled mosaic \\111 approach the dimensional and directional accuracy of the best maps. A photomap from a controlled mosaic may be accepted as reasonably accurate for measurement of distances and directions, despite the fact that image displacements at the junctions of the individual prints will be apparent. When the photomap has been prepared from a mosaic of high accuracy, as explained in paragraph 65b, the legend Will so state. Such photomaps may be accepted with the same degree of confidence as a first class planimetric map of the same scale.


	119. AIDS IN USE OF PHOTOMAPS.-Photomaps reproduced in quantity by photolithography lose some of the clarity, sharpness, and contrast of the original copy. Even in poor reproductions, however, the principal features of the terrain can be discerned b~' careful study and through the application of general knowledge of terrain characteristics. It will assist the map reader considerably to trace out the drainage system. accentuating the stream lines with a sharp blue pencil, avoiding, at the same time. the obliteration of essential details. In the ssme manner, the permanent ridge lines may be traced in brown lines, thus enabling the map reader tv grasp at a glance the major features of the terrain.

	120. METHODS OF REPI\ODUCTION.-Photomaps are reproduced in quantity by contact printing, by continuous tone lithography, or by halftone lithography. The contact process produces the best results, but is much more expensive and time consuming than lithography. Furthermore, rapid contact printing of large size photomaps requires equipment which is too bUlky for field use. In the continuous tone



lithographic process, much of the contrast of tone which appears in the original photograph or mosaic is lost. As a re.sult, many small features become merged into the background and are difficult or impossible to discel'll. When the original photography has been satisfactory, the best results in quantity reproduction are obtained by halftone photolithography. Reading glass examination of a photomap reproduced by this p/.·ocess, will disclose that the individual images are made up of a series of dots, the darker the object, the denser the dots. Most of the ol'iginal tone contrast of the photogmph is retained. However, in the halftone process also, some details of the landscape such as indiVidual bushes, small houses, etc., may be too small to create a sufficiently distinct dot pattern to render them recognizable. Another feature to be observed in the stUdy of photomaps from mosaics is the changes in tone and contrast between the adjacent sections of the separate photographs used in the preparation of the mosaic. Because of changes in exposure conditions, as Well as variations in printing of individual photographs, marked differences in the tone of adjacent sections of the mosaic frequently occur. Such diJIerences in tone should be recognized readily and should not be misinterpreted as actual changes in landscape texture.
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