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Copy 3 FM 4-45

WAR DEPARTMENT

SEACOAST ARTILLERY SERVICE OF THE PIECE 12-INCH GUN, RAILWAY MOUNT, M1918, RAILWAY ARTILLERY

REGRADED UNCLASSIFIED B AUNT? DOD DIR. 5200. 1 R sY LI14.)z, - ^ Lzi,~

12-INCH GUN, RAILWAY MOUNT, M1918, RAILWAY ARTILLERY

CHANCES WAR DEPARTMENT, No. 2 J WASHINGTON, May 6, 1943.

FM 4-45, April 10, 1940, is changed as follows:

* 49. (As changed by C1.) LIQuID FOR RECOIL AND REOU;PER, ATOR MECHANISMS.

b. This recoil fluid * * gravity and viscosity. When cannon are to be fired where Arctic temperatures are prevailing, the temperature of the recoil mechanism should be raised above O' F. before firing, if practicable in order to avoid injury to materiel or personnel during firing.

[A. G. 062.11 (3-26-43).] (C. 2, May 6, 1943.)

mm


SECTION VIII1/2 (ADDED)



DESTRUCTION OF MATE RIEL


	1 68. GENERAL PRINCTPLES.-a. Tactical situations may arise when, due to limitations of time or transportation, it will become impossible to evacuate all equipment. In such situations it is imperative that all materiel that cannot be evacuated be destroyed to prevent-

	(1) Its capture intact by the enemy.




	(2) Its use by the enemy, if captured, against our own or allied troops.

	b. The working principles to be followed are:




	(1) Methods for the destruction of mat6riel subject to capture or abandonment in the combat zone must be adequate, uniform, and easily' followed in the field.

	(2) Destruction must be as complete as the available time, equipment, and personnel will permit. If thorough destruction of all parts cannot be completed, the most important features of the materiel should be destroyed, and parts essential to the operation or use of the materiel, and which cannot be easily duplicated, ruined or removed. Theesame essential parts must be destroyed on all like units to prevent the enemy's constructing one complete unit from several damaged ones by "cannibalization."

	(3) The destruction of mat6riel subject to capture or abandonment will be undertaken only when ordered by the harbor defense or higher commander.

	c. To accomplish adequate and uniform destruction of mat6riel,-it is essential that-

	(1) All echelons prepare plans for the destruction of materiel in the event of imminent capture. Such plans must be flexible enough to make allowance for variations in available time, equipment, and personnel.

	(2) All echelons be trained to effect the desired destruction of materiel issued to them. Training will not involve the actual destruction of materiel.
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	d. Certain of the methods outlined require special tools and materials, such as TNT and incendiary grenades, which normally may not be items of issue. The issue of such special tools and materials, the materiel for which issued, and the conditions under which destruction will be effected are command decisions in each case, according to the tactical situation.

	C 69. PRIORITY OF DESTRUCTION.-a. Destruction should be accomplished in the following priority:

	(1) Tube, breech, and recoil mechanism.




	(2) Power equipment.




	(3) Carriage and mount.




	(4) Sights and observation instruments.




	.(5) Plotting room equipment.

	(6) Ammunition.







	(7) Locomotive and railway cars.




	b. In the event of imminent capture, everything that could be of possible use to the enemy should be destroyed. If evacuation is probable, all sights, optical instruments, and other valuable small items should be evacuated.

	[ 70. TuBE.-a. General.-The selection of a method of demolition will depend on the tactical situation and the materials available. The methods for the destruction of the tube are presented in the order of their effectiveness.

	b. Demolition by unfuzed HE shell and either M9A1 AT grenade or M6 AT rocket.--(1) Remove the recoil cylinder plug. It is not necessary to wait for the recoil fluid to drain completely before firing the piece as in (4) below.

	(2) Lay an armed (safety pin removed) M9A1 AT grenade, HE~ or M6 AT rocket in the tube about 6 inches in front of the projectile (in (3) below) with the ogive nose end toward the shell. The grenade or rocket must be centered in the tube, using either a wooden adapter or a wad of waste.

	(3) Place an unfuzed, boostered, point-detonating HE shell and propelling charge in the gun and close the breech.

	(4) Fire the gun electrically if possible; if not use a lanyard at least 100 feet long. The person firing the piece should be under cover in rear of the'piece and about 20 .off the line of fire.

	(5) When using this method, the danger zone is about 500 yards in radius.




	c. Demolition by TNT blocks and IIE shell.-Remove the reco. Il cylinder drain plug. Ram an lHE shell (without base fuze, into the forcing cone, place 120 1 /-pound TNT blocks in the, chamber of the gun, and close the breech. Detonate the TNT with a detonating cord routed through the primer vent. A sufficient length of safety fuze should be used to permit personnel to reach cover.

	d. Demolition by TNT blocks.-(1) Remove the recoil cylinder drain plug. Insert 120 '/2 -pound TNT blocks in the chamber and close the breechblock, Plug the muzzle end of the tube tightly with earth to a distance of approximately 3 feet from the muzzle. Detonate the TNT charge by means of a detonating cord routed through the primer vent.

	(2) The firer should be under cover. The danger zone is about 500 yards.

	(3) For instructions on the wiring and firing of TNT, see FM 5-25.

	e. Demolition by incendiary grenades.-If evacuation is imminent and it is desired to accomplish demolition without telltale explosions, the following method should be used: Place 15 to 25 unfuzed M14 incendiary grenades in the chamber. They should be placed on their sides and stacked one on top of another. Close the breech. Equip another incendiary grenade with a 15-second B;ckford fuze, ignite it, and throw it in the muzzle. Elevate the gun quickly to its maximum elevation. The metal from the grenades will fuse with the interior of the breechblock, making it impossible to open the breech.

	* 71. BREEcH.-Any of the above methods for destroying the tube should also destroy the breech; but if the method selected does not, a heavy sledge may be used to render the breech useless.

	C 72. RECOIL MECHANISM AND CARRIAGE.-The method explained in paragraph 70 b, c, or d for destroying the tube will destroy the recoil mechanism and carriage if the drain plug on the recoil mechanism is opened, allowing the recoil fluid to drain before detonating the TNT charge. It is not necessary to wait for the recoil fluid to drain completely before detonating the charge.




	U 73. RAILWAY MOUNT.-a. The truck is the critical part of the railway mount and the parts contained in the journal boxes of the trucks are the most important to attack. in the demolition of the mount. Only one journal box and the parts contained therein need be destroyed for each pair of wheels as the wheels are pressed on the axle and must rotate together. The journal box and journal-box parts may be destroyed by removing the journal-box packing, placing %2-pound TNT blocks inside the journal box, and detonating the charge. The machined surface of the axle journal may be mutilated or defaced by a sledge or track chisel. The journal bearing and journalbearing wedge should be broken with a sledge if they are not destroyed by the detonation of the TNT.

	b. The coupler knuckle pins may be removed and the knuckles thrown away, into deep water if possible. The lack of coupler knuckles will prevent the coupling of the railway mount to a locomotive or another railway car except by the use of chains.

	c. The triple or AB valves should be broken with 'a sledge. The destruction of the valves will render the air brakes useless.

	d. The air-brake hoses on the mount should be cut off.




	e. If motive power is available, the mount should be derailed before car parts are destroyed by-

	(1) Running the mount through a switch with the switch points open.

	(2) Running the mount off the end of a spur track.




	(3) Removing a rail and running the mount off the track.




	(4) Disconnecting the rail at a rail joint, spreading the rail, and running the mount off the track.

	f. If possible, cars should be derailed down an embankment.




	* 74. POWER EQUiP'MENT.-All auxiliary power equipment should be rendered useless. Electric motors and generators can most effectively and easily be put out of operation by injuring the field or armature windings. If time is available, the motor shell may be broken with a sledge and the coils ruined with a crowbar. If time is short, a small-arms bullet may easily be directed into the coils through the air vents in either end bell, but care should be taken to see that nobody is
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in the path of a possible ricochet. Switch panels, sockets, plugs, and fuse or circuit-breaker panels should be smashed with a sledge or ax.


	· 75. SIGHTS AND OBSERVATION INSTRUMENTS.-Sights and observation instruments should be evacuated if possible. If they cannot be carried away, they should be smashed thoroughly.

	* 76. PLOTTING RooM EQUIPMENT.-All boards and instruments should be smashed and burned if possible. Data transmitters and all communication equipment should be smashed.

	U 77. AMMUNITION.-a. Projectiles.-Projectlles are stacked horizontally with ogive ends pointing in the same direction. Remove the fuze from the center shell in the top row of each pile. Pack a detonating cap, with detonating cord attached, next to the booster in each center shell and detonate. The danger zone is at least 200 yards. Shells standing on their bases cannot be destroyed satisfactorily by sympathetic detonation.

	b. Powder.-Separate loading propelling charges can be destroyed best by burning. This is accomplished most effectively when the charges are out of their containers or the containers are split.

	* 78. LocoroTIrE AND RAfIWAY CARs.-See FM 4-51 (when published) for detailed instructions.





SECTION IX (SUPERSEDED)



STATISTICAL DATA AND DRILL TABLE










	* 79.

GUN, M1895A1 AND M1895MIA1.

12-INc}




	Diameter of bore between landsinches
	12.00
	
	



	Diameter of bore

between

groovesinches
	12.12
	
	



	Length of guncalibers
	35
	
	



	Length

of gun

inches 442.6
	
	
	



	Weight of gun (approximate)pounds 119,400
	
	
	







* 80. AMMUNITION.











	Kind
	Type
	Mark or model
	Nominal

weight
	Mark o

model fuze




	Projectile
	-

A. P
	(Navy) -

-
	870
	X.



	Projectile
	A. P
	XVI -

-
	975
	X.



	Projectile
	A P
	XVIII
	975
	X.



	Projectile
	A P
	XIX
	975
	X.



	Projectile
	A. P
	XXIII -

-
	975
	X.



	Projectile
	A. P


	XXV
	975
	X.



	Projectile
	C.I
	.(Navy) -

-
	870
	



	-



Shell
	A. P
	.I900
	
	X.



	Shell
	A P
	M1912A -'
	1,070
	X.



	Shell
	A

P


	XXVII
	1,070
	X.



	Shell
	0 t-
	XXI
	

975
	



	Shell
	O I
	M1911
	1,070
	



	Shot
	A P


	M1913 .


	1,070
	X.



	Shot
	A. P
	II

-
	1, 070
	X.



	Shell
	.1 I


	XV
	900
	



	Shell
	Empty

-
	VI
	700
	



	Shell
	Empty
	X

-
	700
	IV or M471.



	

Shell
	H. E
	VI
	700
	V.



	Shell
	E. E
	X
	700
	M46 2.



	Shell
	H. E
	-

X
	700
	M47 .





I Fuze, inert, P. D., Mk IV or M47.


U 81. RAILWAY MOUNT, M1918, 1 2 -INCH GUN (see fig. 6).-a. Flevation.









	Maximum
	degrees
	38



	firing



Maximum
	degrees

_
	38



	firing

Minimum
	degrees
	15



	Loading
	degrees
	-5



	

Traveling
	degrees
	5



	Weight of tipping partspounds
	
	155,414



	Traverse.

b.
	
	



	Totaldegrees
	
	10



	c. Recoil mechanism.
	
	



	Weight of recoiling parts
	pounds
	123, 628



	Recoil
	2 hydraulic brakes
	



	

Counterrecoil


	air
	recuperator





2 Or Mk. III.

3 Or Mk. IV-Star.
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d. Railway data.








	at rail

Total

weight

pounds 334, 900
	



	Weight

on front truck

end)pounds

(muzzle
	165,168



	Weight on rear truck (breech end)

pounds:_
	169, 732



	Height

(traveling

position)

feet-inches
	13-10



	Length between couplers

feet


	66.4



	(traveling position)

Width

feet-inches


	10-0



	Diameter of wheelsinches
	36. 22



	Journals, inside, diameter

and lengthinches
	6. 693 x 12. 2



	Type of trucks
	French



	pounds

Weight of trucks, each
	32, 500



	miles per hour

Maximum operating speed
	25



	Limitation of curvature on movement:
	



	of curve

Radius

feet




	270



	Curvaturedegrees
	21.22



	[A. G. 062.11 (3-26-43).]

(C 2, May 6,1943.)
	





BY ORDER OF THE SECRETARY OF WAR:

G. C. MARSHALL, Chief of Staff.

J. A. ULIO,

Major General,

The Adjutant General.
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12-INCH GUN, RAILWAY MOUNT, M1918, RAILWAY ARTILLERY

CHANOES WAR DEPARTMENT,

No. 1 WASHINGTON, January 12, 1Q42.

FM 4-45, April 10, 1940, is changed as follows:

* 49. LIQUID FOR RECOIL AND RECUPEBATOR MECHANISMS.--a. The glycerin-water mixture used in the recoil and recuperator cylinders will conform to the following:

Glycerin, grade A, USP, 50 parts by volume.

Water sufficiently pure for use in storage batteries, 50 parts by volume (such as filtered rain water or, in case of doubt, distilled water).

To each 3 gallons of the mixture add 1 ounce of sodium hydroxide, CP (NaOH), sticks or pellets.


	b. This recoil fluid will not function properly at Arctic temperatures. However, the changing of -the formula must not be attempted for this or any other reason. Either raising or lowering the glycerin content will vary antifreeze protection and Will change considerably the specific gravity and viscosity. When cannon are to be fired where Arctic temperatures are prevailing, the temperature of the recoil mechanism should be maintained above 100 F. if practicable in order to avoid injury to materiel or personnel during firing.

	c. Excess of sodium hydroxide will cause disintegration of the packings and corrosion of the bronze surfaces in the mechanisms.



* These changes supersede paragraph 3, Training Circular No. 59, War Department, 1941.


COAST ARTIAl;.ERY FIET.D -MANUAL

d. Glycerin-water recoil liquid should be replaced with fresh liquid whenever it is found necessary to drain cylinders. In cases of emergency the old liquid may be strained through a clean piece of linen or muslin and used for re.. filling the recoil mechanism.

[A. G. 062.11 (9-9-41).] (C. 1, Jan. 12, 1942.)

BY ORDER OF THE SECRETARY OF WAR:

G. C. MARSHALL, Chief of Staff.

OFFICIAL:

E. S. ADAMS, Major Gcneral, The Adjutant General.




COAST ARTILLERY FIELD MANUAL

SEACOAST ARTILLERY SERVICE OF THE PIECE 12-INCH GUN, RAILWAY MOUNT, M1918, RAILWAY ARTILLERY


Prepared under direction of the Chief of Coast Artillery



[image: Figure, page 12]

UNITED STATES GOVERNMENT PRINTING OFFICE WASHINGTON: 1940

FM 4-45, Coast Artillery Field Manual, Seacoast Artillery, Service of the Piece, 12-inch Gun, Railway Mount, M1918, Railway Artillery, is published for the information and guidance of all concerned.

[A.G. 062.11 (3-4-40).]

BY ORDER OF THE SECRETARY OF WAR:

G. C. MARSHALL, Chief of Staff.

E. S. ADAMS, Major General, The Adjutant General.





APPENDIX — LIST OF REFERENCES








	

Ammunition, drill-
	[TM 9-905 (now

as

published

TR 1370-D).




	Ammunition, general

-


	TM 9-905 (now

published

as

TR 1370-A).



	Camouflage, cover, local security, machine-

against

air and

protection

gun

defense,

chemical attacks.
	FM 4-5.



	Care and maintenance of mat6riel
	TM 4-245, (now

published

as

TR 1160-20).

TM 9-850 (now

as

published

TR 1395-A).

FM 4-20.



	Commands
	FM 4-5.



	and

their

Description

12-inch

guns

of

breech mechanisms.
	Ord.

Doc.

No.

1665.



	Examination for gunners



Fire control and position finding

Gunnery
	FM 4-150.

FM 4-15.

FM

4-10.



	FM

Organization of the battery
	4-5.

i T/O

4-57.



	Railway operating equipment
	Rail

American

way

Associa



	and

Reconnaissance,

selection,

occupation

of positions.
	tion rules

FM

4-5.



	Safety precautions in firing -{


	AR 750-10.



	
	FM 4-20.



	Service at the emplacement

12-inch gun, railway carriage, M1918, and

ground platform car.
	FM 4-20.

Ord.

Doc.

No.

2020.
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