









  
    
    
    
    
    
    
    
    
    
  
  
  
  
  


This EPUB was converted from a scan of the original printed edition of
FM 5-31 Land Mines and Booby Traps (1943),
published by the U.S. War Department.

The conversion from the scan may have introduced small errors in
complex tables or equations, so engineering and artillery data should always be checked against
the original files, which can be found at www.trex-arms.com.
T.REX ARMS is not affiliated with or endorsed by the U.S. War Department.



FM 5-31 — Land Mines and Booby Traps
	FM 5-31 — Land Mines and Booby Traps
	CHAPTER 4 7	SECTION I . — . MINE-FIELD RECONNAISSANCE '


	APPENDIX I — ELECTRICAL MINE DETECTORS
	APPENDIX II
	About this edition



  
    	
      Cover
    

    	
      Table of Contents
    

  




FM 5-31 — Land Mines and Booby Traps

.

WAR DEPARTMENT FIELD MANUAL | | _ GORPSOF ENGINEERS

RESTRICTED DISSEMINATION OF RESTRICTED MATTER . The information contained in restricted documents and the essential characteristics of restricted material may be given to any person known to be in the service of the United States and to persons of undoubted loyalty and discretion who are cooperating in Government work, but will not be communicated to the public or to the press except by authorized military public relations agencies. {See also par. 18b, AR 380-——-5, 23 Sep 3942.)

EE

WA DEPARTMENT ° . 1 NOVEMBER 1943

This manual supersedes chapter 3, chapter 4, section IV of chapter 8, chapter dl, and appendix of PM 3-30, 30 Jane 1943; TM $+325, 19 April 1943, including Changes No, 1,30 July 1943 ;and appendix of Training Circular No. 62, War Department, 1943.


LAND MINES | vio ANDY

[image: Figure, page 1]

/ /

~

RESTRICTED DISSEMINATION OF RESTRICTED MATTER The foimatiay contained in restricted documents and the essential characteristies of resericted material may be given to any person known to be in e service Gf the United States and to persons of undoubted loyalty and secretion who are cooperating in Government work, but will not be unicated to the public or to the press except by authorized military ic relations agencies. (See also par, 186, AR 380-5, 28 Sep 1942.) : : ;

FM 5-31, Engineer Field Manual, Land Mines and Booby 'Traps, is published for the information and guidance of all concerned. . \ OrrFiciaL: . . '

TA, G. 300.7 (26 Aug 43)4

; _ By oRDER oF THE SECRETARY OF War:

G. C. MARSHALL, "Chief of Staff, .

j. A. ULIO, 1 Major General, not The Adjutant General.

; DISTRIBUTION

¢

H (6); Bo1, 2, 4-6, B, jot. 44, 55 @), 3,7, 9 (4); Ci, Rees , 10-16, 19, 44, 35 (2), 2,5,7, 9 17, 18 (4), (For explanation of symbols see FM 21-6.)



a "FOREWORD

hl * oe ; . ' . ' This manual contains in loose-leaf form the latest information on characteristics'of mines and fuzes and on the tactics and techniques of their usd. Monthly supplements will keep the manual up to date. Like the manual, the supplements will be loose-leaf, decimal-indexed, and dated, so that obsolete pages can be removed easily and the new pages inserted in their proper places, The manual is organized as follows:

'

a, Chapters 1 to 4 inclusive, deal with United States mine tactics, technique, and doctrine. The pages in these chapters are ; numbered as follows: Chapter number

[image: Figure, page 3]

\

The number shown in the example is paragraph 4, section IT, chapter 3, The illustrations in-chapters | to 4, inclusive, are numbered in the same way. For example, figure 41.02b is the second illustration in paragraph 2 of section I of chapter 4. ; ¢. Chapters 5 to 13, inclusive, discuss mine tactics, individual ) mines, fuzes, 'and booby traps of allied and enemy nations, Pages

7 are numbered as follows: \
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The example shown would be on page 2 of the discussion of the c. The illustrations in chapters 5 to 13, inclusive, are not numbered. .





CHAPTER 4 7


MINE-FIELD BREACHING AND CLEARANCE '



: SECTION I



GENERAL



41.01. ENEMY MINE FIELDS ; ;


	a. Genergl. The enemy lays: antitank and antipersonnel mines at every opportunity. Avenues of approach usually are mined, and must' be cleared. This requires rapid and accurate reconnaissance to locate the enemy mine fields, and employment of personnel thoroughly trainedin mine clearance.

	b. In territory which has been occupied by the enemy, personnel and vehicles must avoid movement on avenues of approach which have not been investigated and cleared of mines. Mines are found on roadway surfaces and shoulders, and in the ditches. The areas adjacent to craters will be mined to prevent bypassing., Frequently the sides of these craters are mined with antipersonnel mines. Crossroads and road junctions, turnouts, parking areas, and culverts usually are mined.

	, 6 The enemy's prepared defense Position will be covered by mine fields which may include wire obstacles and tank ditches. _ These mine fields will have belts 'of various types of antitank and antipersonnel mines, Nuisance mines are to be expected in any area favorable for troop concentrations in front of the enemy position. FM 5-31 1 NOV 1943 41.01-41.02





'41.02. MINE-FIELD DISCOVERY

a. To investigate every yard of ground with a mine detector or by probing would slow the advance too much. 'Risks must be taken, but losses will be lessened considerably if all personnel are alert, and are trained to search visually for mines at all times. A

,

' . oy . i . . visual search is effectivé on many types of ground. Disturbed soil, piles of stones, mine boxes or traces of mine material, and unnecessary pickets all are likely indications of mined areas. Low wires of all types must be approached with caution. Anything unusual is worth suspecting, and any investigation must be made with care. |


	b. The study of aerial photographs is a supplementary means of locating enemy mine fields, Large scale photographs (minimum : ~—1:15,000, desirable—1: 10. 000) are necessary. (a) Fences or other markers at mine-field boundaries, ' area. ; 1

	(1) The following evidences of mine fields may be noted.

	




	(b) Vehicle tracks ending in craters.




	(¢) The absence of vehicle tracks in an otherwise well-traveled

	(d) Tracks converging for no obvious reasons may indicate a gap.




	(e) Regular paths and tracks made by mine-laying party and their vehicles.

	(fy Mine crates or boxes may indicate a mine fieldin the vicinity.




	(g) Newly buried mines show a characteristic pattern of 'dis turbed earth. Under favorable conditions, the number of rows in' the field, patterns, details of, the spacing, and presence or absence of gaps can be determined.

	(2) Camouflage, weather, and' random laying of mines partially defeat the efforts of the interpreter. Photographs offer information on enemy rear areas, but front-line terrain must also be checked on the ground as the advance progresses. Inability to identify a mine ' field on an aerial photographis not proof that mines have not been laidin that area.

	¢, The Germans have no standard, universally used mine-field pattern or plan. Many of their mine fields have patterns so complicated as to appear haphazard. Normally they consist'of successive : nonparallel mine belts laid in considerable depth. Single mines or small, isolated groups of mines may be found laid forward, of the main mine field. Usually they are marked with small mounds of stones or other inconspicuous material. Booby-trapped mines may be found in any type mine field or isolated mine installation, Generally fewer mines are booby trapped and fewer antipersonnel mines are laid, if the enemy is withdrawing rapidly. nt Anh . amu +1a4e was ge ot

	d. With sufficient time to prepare his position, the enemy mines it carefully with both antitank and antipersonnel mines. Careful ground reconnaissance and a detailed: plan then are required ; to breach it successfully.

	e. Often the civiliansin the area suspected 'of containing mine fields have observed the enemy's mining activities and can give accurate information as to the location of these mines and marking devices. \ v4





! . 41.03. ENEMY-MINE-FIELD RECONNAISSANCE :


	a. Reconnaissance of enemy mine fields is started as soon as - possible and completed rapidly to prevent the enemy consolidating his mine-field defense. Reconnaissance normally is made at night.

	b. Engineer and specially trained reconnaissance parties are employed actively along the entire front\in order to obtain quickly a clear picture of' the trace and pattern of the enemy mine-field lay-out.

	¢. Reconnaissance objectives include—.







	1) Locating front edge of enemy field.






:


	(2) Obtaining deepest possible cross section of enemy field, including location, depth, pattern, and types of successive mine belts,

	(3) Obtaining details of obstacles, fences, and antitank ditches.

	(4) Checking natural obstacles or unfavorable terrain for track or wheeled vehicles.

	d. The results from these mine-field reconnaissance largely . ye . | : * determine the additional reconnaissance' necessary, and provide information on which to base plans for an attack.



FM 5-31 1 NOV 1943 41.03



SECTION I . — . MINE-FIELD RECONNAISSANCE '

42.01, ORGANIZATION OF MINE-FIELD RECONNAISSANCE - ' PARTY The mine-field reconnaissance party consists of one officer or noncommissioned officer and six enlisted men, two of whom are armed with carbines or submachine guns. The remainder of the ' party is armed only with hand grenades. All personnel are equipped as lightly as possible. } so , a ' 42.02, OPERATION OF MINE-FIELD RECONNAISSANCE PARTY (fig. 42.02) a










	
	
	. MINE-FIELD RECONNAISSANCE '
	



	
	
	42.01, ORGANIZATION OF MINE-FIELD RECONNAISSANCE

-

PARTY The mine-field reconnaissance party consists of one

'

officer

or noncommissioned officer and six enlisted men, two of whom are

armed with carbines or submachine guns. The remainder of the

party is armed only with hand grenades. All personnel are equipped
	




	
	
	Personnel Equipment Duties a)
	



	Officer

or noncom-

missioned officer

in charge

'

'
	Map, compass,

nails, 200-yd.

spool of strong

cord, hand

,

grenades, flash-

light, pliers,

|

_
	Leads party to starting point, indi-

be followed

cates

direction

to

through mine field, and checks

to see proper direction is main-

and

tained.

Follows closely behind Nos.

1

2 as they

move through field,

Pins No, 2's tape to ground at end
	-

'



	'

,

~
	\

~

, . the field,)
	and every 20 feet.

'

and

cord

Reels

out

pins

to

ground immediately to

it

of

left

tape, (This cord

is jeft in place

after the reconnaissance is com-

and serves

to mark for

leted

ater use the safe path through
	



	'
	
	Investigates each mine or trip wire

and

discovered, disarms

re

it,

cords\type by knots in tape:

Trip wire—I knot

Antipersonnel 'mine—2 knots

Antitank mine—3 knots

New type of mine—4 knots

~ Each mine inyestigated and dis

armed is replaced carefully and

recamouflaged. New type of

mines

are not disarmed until party! is

returning from completed recon-
	\



	
	
	naissance,

\

'

cord

Before

returning,

fastens

: firmly to, ground and picks up : mo

tape laid' by No. 2, and all odd

pieces of tape left in path. \
	:

,



	1
	|
	Brings up rear of returning party

\ in order to disarm new type of

mines which have been. found.

Other

personnel

return

along

tape in same order and spacing

as before, and withdraw to a dis-

. ' tance while new type of mine is
	4





[image: Figure, page 53]









	Personnel
	Equipment
	Duties




	No,

man

1

{detector)
	Short-arm

electrical mine

detector.
	Operates mine

detector,

locating

mines and trip wires on a 4-foot

path. Prods for mines, if detec

tors are not available.

'If taut trip wire is found, immedi-,

ately calls officer or noncommis

and

charge

sioned

in

officer

warns No. 2, who withdraws 25

yards and

takes hold of cord,

Officer or noncommissioned offi

cer in charge follows trip wire to

each of its ends, disarming fuzes

to which it is attached, cuts trip

wire, and lays ends on ground

path on either

clear of

patrol

side, No, r

then pulls on cord to '

signal No, 2 to rejoin him.

Uses particular caution

to locate

booby traps, if wire fence is en



	'No. 2 man
	Reel of white tape,
	countered.

Follows No.

1 'closely and 'places



	(marker)
	imine markers.
	markers on all mines No. | finds.

Carries tape and unreels

it as he



	
	
	moves forward.

Cuts loose trip wires and fastens

their ends to ground, clear of the

with

markers

path,

4-foot

to

which pieces of white tape are

attached.,

'

°



	Nos. 3 and 4 (lecal

security)
	Carbines or sub

machine guns,

'hand grenades,
	Follows 25 yards in rear of Nos.

and

ready

open

on

1

to

2,

fire

enémy patrols, but does not fire

unless absolutely necessary.



	No. 5

(relief)
	Supplies: tape,

markers,

nails, 6d.
	Carries supplies.

Relieves No.

at 20-minute inter.

1

vals.



	
	
	Disarms but does not lift any mines

marked by No, 2 and passed by

officer or noncommissioned offi-

cer in charge.



	
	
	NOTE: If four knots in tape indi

cate niine is new type of mine,

marker is left intact and 'mine is

disarmed by officer or noncom

missioned

officer in charge on

||

return trip,

n

{



	No. 6

(reserve)
	Spare electrical|

mine detector}

hand grenades,
	(1) Remains

at point where party

entered mine field, as reserve.

Carries spare mine detector,

(2)






42.03. INTERPRETATION OF RECONNAISSANCE TAPES

'The knotted tapes brought in by a reconnaissance party give valucable information concerning the enemy mine field. When laid out on the ground in a rear area, it provides records of mine pasitions, trip wires, and mine types. When several of these records are incorporated on a sketch of the mine-field area they provide an indication of the mine-belt axis. 42.04. RESUME . . ' naissance party prods for mines, : secrecyand escape enemy fire. 7


	a. When detectors are not available, No. 1 man of the recon-

	b. Every member in a party must be trained to handle any one of the assignments. Jf

	¢. Reconnaissance normallyis carried out at night to preserve

	d. No evidence of reconnaissance except the cord is left'on the path when the mission is completed.

	@. The greater the number of reconnaissance lines completed _ arid tapes studied the more accurately the mine field can be plotted and the more effectively breaching plans can be organized,





' SECTION HI



MINE-FIELD BREACHING AND ' MARKING



43.01. MINE-FIELD BREACHING |


	a. Mine-field breaching is performed by specially trained troops. To insure success the entire operation requires careful train- .ing and coordination of all arms.

	b. Breaching a mine field in preparation for an assault re- "sembles the. opposed crossing of a river and requires the establishment of an infantry bridgehead force to cover the troops clearing vehicle lanes through the mine field. Since the enemy maintains a close watch over, his mine fields with observers and patrols, and frequently covers them with fire, it will seldom be possible to clear lanes without opposition, therefore full use is made of darkness, smoke, and heavy artillery concentrations and barrages. FM 5-31 5 1 NOV 1943 42.03—42.04—43,01

	¢. If reconnaissance shows the mine field contains large num- -bers of antipersonnel mines and trip wires the breaching operation



must start with clearing narrow paths to permit rapid passage of the bridgehead troops with a minimum of casualties.


	d. The number of personnel paths established will depend on the size of the bridgehead force, the depth of the mine field, and the density of antipersonnel mines in the mine field belts. One foot path, per assault company is a minimum.

	@. The path-clearing parties normally will operate under cover . of darkness usually beginning at such time as to permit the establishment of the bridgehead by daylight. When the footpaths are cleared the assault infantry parties pass through and establish the bridgehead. . '

	f. Combat experience shows that even behind an_ infantry bridgchead the difficulties of mopping-up and the danger of enemy infiltration make mandatory a small infantry protective detachment for the enemy end of each mine-field vehicle lane. ,

	g. The task of rapidly clearing and marking vehicle lanes through the mine field usually will employ fully all available engineer or other specially trained troops. ; h. Specially trained personnel infantry and/or engineers are

	employed in clearing paths for infantry troops through mine fields. If prior reconnaissance has indicated.the presence of barbed-wire obstacles these parties should use bangalore torpedoes to byeach them. The parties may use scorpions or other mechanical means to explode the antitan!nk and antipersonnel mines in the footpaths, or they may use mine detectors and remove them by hand. If mine detectors are used each party is organizedin the same manner as the mine-field reconnaissance party (par. 42.02). However, the operational procedure is 'modified as follows:




	(1)-No cord is laid,




	(2) White tape is laid and securely fastened to the ground on the center line of the path. Itis not knotted. This tape remains in place as a guide to troops passing through the lane. antitank guns, and other support weapons. s




	(3) All antitank and antipersonnel mines in the path are disarmed, lifted, and placed well clear of the path,








43.02. TACTICAL CONSIDERATIONS IN BREACHING


	a. Breaches through the mine fields must be opened rapidly so the' protecting infantry bridgehead may be reinforced with tanks,

	b. Antitank guns must get through the mine field or other obstacle rapidly. The time of attack and the time required for breaching must be planned t6 allow antitank guns to get to their positions in time. f3.01-43.02 1 NOV 1943 "EM 5=31



¢. The later passage of a complete armored force through the mine fields to exploit success is a phase separate from the initial passage of the infantry support weapons. The passage of an exploiting armored force usually necessitates clearing additional lanes, because those originally made for the infantry-bridgehead force will be full of supply traffic for the bridgehead troops. mine-field breaching are— . : - a. Mine-lifting methods 1 metallic mines. \ b. Mechanical methods '

4 t «


	43.03. MINE-FIELD BREACHING PHASES Mine-field breaching closely resembles an assault river crossing, Principal phases of

	a. Reconnoitering and selecting suitable sites for the breaches.




	b. Establishing a protective infantry bridgehead to covel—




	(1) Clearing and marking lanes through mine field,

	(2) Controlling and assisting the passage of exploiting support vehicles. Controlling and assisting this traffic is extremely important and must be flexible to provide alternate routes for traffic since some lanes may become blocked with disabled vehicles and other lanes' - may fail of ultimate completion.





43.04. METHODS OF BREACHING MINE FIELDS


	(1) Locating mines by the electrical detector, followed by hand removal, is the most reliable and quickest method.

	(2) Prodding for mines, followed by hand/ removal, is slow. It requires the minimum of equipment. It must be used to clear non-




	\(). The "scorpion," or mechanical flail, which is mounted on a 'tank, can be operated under small-arms fire. It is slow and those used so far have had frequent break-downs,

	(2) Roller devices, propelled either by tanks or by special pilot vehicles, are intended mainly for mine-field reconnaissance in an , assault to locate the near edge of the enemy mine field.

	(3) Tank-operated plows excavate mines in their path.








c. Explosive or blast methods


	(1) The "snake"—an enlarged, tank~pushed bangalore torpedo.

	(2) The "carrot'—an explosive charge carried in front of a tank and fired from inside when over the mine field,

	

	(3) The primacord net. (4) Charges placed on mines and exploded to destroy thlerh when locdted by electric detector or by hand prodding. ' im FM 5~31 1 NOV 1949 43,02-43.03-43,04—43,05





43.05. PLANNING MINE-FIELD BREACHING

a, The method adopted for breaching a mine field depends upon various 'factors such as— 4


	(1) Nature of terrain and physical, obstacles.

	(2) Types of mines in field metallic or nonmetallic and their susceptibility to blast.

	(3) Climatic conditions—amount of moonlight; chances of fog, and suitability for use of smoke. fields. . ' (8) Whether or not enemy will use gas. :

	, (4) Possibilities of deception or surprise.



¢


	(3) Whether or not armor is to pass through lanes.

	(6) Over-all depth and number of belis in enemy system of mine

	(7) Availability of mechanical and explosive means of clearing mines. . :

	

	b. Whatever combination of methods is employed, the basic essentials are—

	"q) Accurate, detailed reconnaissance to locate 'near edge of mine fields and, as far as 'possible, to discover lay-out of whole field in are: ~ ,

	depth, (2) A detailed all-arms plan for assaulting and reducing enemy position, based on available tactical and technical data.

	(3) Rehearsal of assault under realistic conditions on similar ground in rear, to achieve necessary coordination and timing.

	(4) Provision for adequate reserves, and a plan to deal with unexpected mine fields.

	(5) Provision for bringing forward supporting weapons of infantry, especially antitank guns, in time to bein position to repulse a counterattack.

	¢. Factors bearing upon the planning of breaching operations

	(1) 'The attack generally should be launched as quickly as possible to prevent the enemy from further consolidating his defenses and strengthening his mine fields. aration usually will fail. _

	(2) Reconnaissance of a mine field, containing antipersonnel mines, is slow, and usually can be made'only at night or under an effective smoke screen,

	(3) An attack launched with inadequate reconnaissance and prep-

	(4) Rehearsal takes time; but many other essential preparations for the attack, such as establishing supplies of gasoline and ammunition, can be going on simultaneously. 43.05 — 1 NOV 1943 FM 5-31

	(3) Because of the scarcity of trained personnel and the danger involved in breaching operations the number of lanes for vehicles must be kept to the minimum — probably one per assaulting-battalion




	(6) Priority of traffic through lanes and traffic control on both sides of a mine field must be organized carefully.

	(7) The lanes, and the routes up to and beyond them, must be marked clearly, .

	(8) Adequate equipment and stores, including reserves, must be prepared and supply points established before the operation begins.

	(9) Good means of communications from each mine-field lane to using units and higher headquarters must be provided in duplicate so the failure of one method will not cut communication permanently.

	(10) It must be remembered that once the attack is launched, weak spots will be found where breaches can be made by the energetic action of comparatively few men. Hence it is essential that all minefield breaching operations be flexible in application and capable of being started by the men available at the critical time and place.



43.06, ELECTRICAL- DETECTOR METHOD OF MINE-FIELD BREACHING (see app. I) aa Objective The objective is to make an 8-yard lane


	through' the minefield as rapidly as possible, and then to widen it to 16' yards. b.. Detachment Using electrical detectors, a rnine-field-°

	breaching detachment of an engineer platoon-— 1 officer, 5 noncommissioned officers, and 39 men —- provides a 16-yard lane through a mine field' If sufficient personnel is not available the number of parties may be reduced. No. 1 party—taping . 1 9

	(1) The detachment uses nine electrical detectors and has thtec detectors in reserve. If the mine field is less than 250 yards deep, the forward detector party and three detectors may be eliminated. The breaching detachment is organized as follows: Noncommuissiofed Officer Officers "Men Advance party ..\..-.. teenies 1 vl 3












	and

commissioned

officers,

through a mine field' If sufficient personnel is not available the

number of parties may be reduced.
	39 men

—- provides
	a

16-yard
	lane



	(1) The detachment uses nine
	
	electrical detectors and has thtec
	



	detectors in reserve. If the mine field is less than 250 yards deep,
	
	
	



	the forward detector party and three detectors may be eliminated.
	
	
	



	The breaching detachment is organized as follows:
	
	
	



	
	Officer
	Noncommuissiofed

Officers
	"Men




	Advance party\ teenies
	
	vl
	3



	No.

party—taping

1
	1
	1
	9



	No. 2 party—detection 1 . 9

No. 3 party-—detection
	
	
	



	No. 4 party—reserve and supply.
	
	1

1
	9

9






	(2) Party' personnel is interchangeable. Each numbered party is trained in detecting and taping technique and is capable of performing either task. 5

	(3) Each numbered party consists of 10 enlisted men, including 1 ' noncommissioned officer, 3 detector operators, 3 assistants, 2 mine. lifters, and 1 runner. ¢. Party duties ,




	(1) The advance party indicates to the taping party the location of the starting tape and lays out the direction of the center tape by magnetic azimuth. This detail also locates all cross tapes.

	(2) No. 1 party, using tape, marks out two 8-yard lanes from the base tape. It becornes a detector party on completion of lane taping.

	(3) No. 2 and No. 3 parties each clear a single 8-yard lane.

	(4) No. 4 party is in reserve, and assembles supplies..

	(5) The initial 8-yard lane is on the right, so tape laid to the right 'of the initial lane will remain untouched.-

	(6) All men work facing the enemy.





43.07. PROCEDURE FOR BREACHING MINE FIELD BY ELEC-TRICAL DETECTOR

vy









	Personnel
	Equipment
	Duties




	Advance party:

1 officer

1 noncommis

sioned officer.
	Lensatic compass,

stakes,

marking lights.
	Officer supervises work of entire

breaching party.

Noncommissioned

officer. directs

advance party.



	3 men

+S
	
	Advance patty selects best location

for breaching; establishes start

ing 'line for No,

party; pro

using

1

ceeds through mine

field

borrowed detector

necessary,

if

finds its outer limit and locates

guide stakes or lights for No.

1

party; and establishes location of

cross tapes on way back.



	No.

party

1

taping:

1 noncommis

sioned officer

9men
	3 electric

detectors, 1000

yards white tape

in rolls, mine

markers, 'com

pass, nails, 6d,

pliers.

,
	Lane Taping

Tapes two 8-yard

forward,

lanes

from base tape as follows:

Men Nos, 1, 2, 3, taped together

at 8-yard spacing, run out main

tapes from base line, using elec

trical detectors to check ground



	
	
	immediately

they

front

as

to

move

forward

43.07-a}.

(fig.

Tapes may be run out from reels

holders

fastened

special

in

'to

their backs, leaving their hands

free. (Detectors operated within

Styards of each other may cause



	
	
	interference which decreases their

In

this case the two

efficiency.

side detector men drop back in

line with

the noncommissioned

officer who follows 10 to 15 yards

behind the center detector 'oper



	
	
	atot, The side detector men are

noncommissioned

taped

the

to

officer to maintain proper 8-yard

spacing.)

Men. Nos, 4, 5, 6 (assistants) 'fol

jow, pin 'down tapes and cut



	
	
	them when required, place mark

ers on mines found along tape

lines, investigate, disarm, and cut

trip wires located by detector

men and run out cross-line tapes

when ordered. Cross tapes are set



	
	
	at tight angles to center tape,

and extend 5-yards beyond lane

boundary

Normally

they

tape.

Placed at approximately 100-

are

intervals, to equalize clear

yard

ing tasks, Several cross tapes are



	
	
	required for a deep mine field.

Man No.

7 is a runner who accom~

panies noncommissioned

officer

in charge.













	\ Persunnel
	Equipment
	Duties

Z




	
	
	Noncommissioned officer in charge

commands party and establishes

proper direction of tapes.

Mine detection

On completion of lane-taping, party

returns along hdundary 'tapes to

and becomes

assembly

area

detector party, widening to a 16-

yard lane, the 8-yard lane cleared

by No.2 party (fig. 43.07c¢).



	No, 2 party—

detecting:

1 noncommis

sioned officer

9men.

'
	3 electrical

detectors,

mine markers,

wire.

,
	As soon as taping party has ad

yards, No,

2 party

vanced

15

forward

from

detecting

starts

tape line in right-hand lane (fig.

43.07b).

Men Nos. 1, 2, 3 operate electrical

'

sweeping

8

detectors,

feet

of

frontage working irl echelon at

15-yard intervals.

Men Nos. 4, 5, 6 follow in rear as

assistants and mark mines found.

They switch places with detector

operators at 20-minute intervals.

Men Nos. ? and & disarm and lift

mines, ¢ither by hand lift or by

with

a

50-yard

pulling

wire.

Place lifted mines outside lane

boundary tapes.

Man No. 9

is a runner who accom

noncommissioned

panies

officer

in charge.

Noncommissioned officer commands

party.



	1 No, 3 party—

detecting:

1 noncommis

sioned officer

. 9men
	3 electrical

detectors,

mine markers,

wire.
	When

ordered, walks up

tape 'and

center

detecting

starts

line'

forward from cross-line tape in

right-hand lane, using same pro

cedure as No, 2 party.

On completion, returns down cen

tape to

tape

ter-line

cross-linc

and starts widening to 16 yards

lane it has just finished, unless

No, 4 party is used to widen it.

(fig. '43.07¢).



	No. 4 party—

' reserve and

supply:

1 noncommis

sioned officer

9 men
	'
	Replaces

both men

casualties

in

and equipment.

Unloads and distributes lane-mark

ing supplies.

1

Erects lane miarkers.

Checks for mines' converging ap-

proaches to lane.

:

.| Maintains communication,
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\ 43.08. SUPPLIES The following supplies are required to clear a 16-yard lane for 400 yards. Ttem Quantity Remarks









	Mine detectors

Tape, tracing—white

Wire pins005

Tape, tracing—white

Barbed wire

"le eees

Pickets, 6 feet long

-(angle-iron preferred) .

Lane markers

Mine Markers .

J

Nails,"6d

Sledge Sf cnicrs

Wire cutters

Wire or rope

Lights, amber

te]

Lights, green0006
	wc.

e aaa

12

13 pairs

cence

BF

ee ee

48 (4 spares).
	Minimum

12

(50 percerit

spares—not included —are

desirable).

To tape lane.

For fastening tape to ground.

For marking edges of lane, on

pickets, and approach lines

to lane.

For fencing lane.

For

supporting

lane-marker

wire and tape.

One every 25 yards on picket.

To fasten tracing tape.

100 yards,, | For pulling mines.

Lane-marker lights. If battery,

percent replacement

50

a



	
	
	stock of batteries and bulbs

is necessary.






	a. The original 8-yard lane is marked only by tracing tape. When it is widened to 16 yards lane markers are erected (fig. 43.09a). Standard lane marking includes erecting high pickets at 25-yard intervals along each side of the lane from entrance to exit. Double marker signs are placed on the lane entrance and exit pickets, and single marker signs on all other pickets. The signs must be placed at least'5 feet high on the picket. A two-strand barbedwire fence is erected between pickets, and the white tapes which . originally marked the boundary of the 16-yard lane are raised and placed on the top strand of the barbed-wire fence to serve as an additional warning marker. Centerline tapes are removed.

	b. The standard lane-marking sign is rectangular (fig. 43.09a), pointed at one end, and painted half red and half white on both sides. The white portion points to the cleared lane; the red, to the mine field. '




	c. At night, colored lights are clipped to the marker signs at 25-yard intervals (fig. 43.09b). These may be issue flashlights with colored lenses, shaded by C-ration cans to restrict and direct the' light beam (fig. 43.09c). A green light is clipped to the white or safe side of the marker, and an amber light to the red or danger side. On each of the double-lane markers at the entrance and exit of the lane (fig. 43.096) an additional green light is placed below the amber and green lights. All markers are placed at least 5 feet 43.08=43.09 1 NOV 1943 FM 5-31
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Figure 43.092. Mine-field lane marking.

[image: Figure, page 68]
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Figure 43.09c, Improvised mine-feld lane-marker lamp.

' f above the ground so drivers, particularly tank drivers, can,see mark- : ers and lights clearly. \


	d. Converging markers on long pickets are placed at 50-yard intervals on the friendly side of the lane. They should extend a minimum of 150 yards to the rear of the lane opening. At night green lights or luminous discs are mounted on them. on this fence. : ul Loe .

	e. The rear mine-field boundaries are marked with long pickets on which barbed wire and white tape are strung for 100 yards» on each side of the lane. Standard mine-field marker signs are placed

	43.10. CHECKING THE LANE When the lane has been cleared of mines and marked, and before it is opened to traffic, a -pilot vehicle passes through it to test for any mines which may not have been discovered. 1 . markers and to improve the lane. Rigid traffic control is necessary '

	43.11. MAINTENANCE AND TRAFFIC CONTROL A squad from the unit which cleared the lane remains at the site to maintain at each lane to regulate speed of vehicles and to avoid congestion. This control is provided hy the higher eommand. 4






AY FT



43.12. PRODDING METHOD OF MINE-FIELD BREACHING


	a, Objective The prodding method of mine-field breaching is designed to clear initially an 8-yard lane, later widened to the - standard 16-yard width. used. ' »

	b. Method Hither a bayonet or the mine probe, M1, may be




	(1) The bayonetis.inserted 2 to 4 inchesiin the ground at a 45° angle (fig. 43.12a).




	(2) The mine probe M1, is a 3%4-foot hollow metal cylinder, . jointed' at the center, having a 9-inch steel point at the lower end. When the entire probeis used, the prodder stands and holds the probe in one hand (fig. 43.12b), When striking a foreign object, the hollow tube emits a distinctive sound. When the lower halfis used, it if used like the bayonet (fig. 43.12c).






[image: Figure, page 70]

Figure 43.12a, Bayonet used as probe.

[image: Figure, page 71]

Fisnre 43.12b, Probe M1.

[image: Figure, page 71]

Figure 43.12c. Probing with lower half of probe Mi.
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, Se Detachment 'The basic prodding party consists of one noncommissioned officer, eight prodders who also mark mines found, * and two lifters. Breaching a 16-yard lane is a platoon task. The platoon is divided into the following, parties:








	
	Noncommissioned

fl Officer ; Officers Men




	Advance party ues s es ccea sees 1 1 3

No. 1 prodding party teeeuee i 10

No. 2 prodding party seve ebeeene 1 10

No. 3 prodding party¢sse|eeeees beens , 1 10

Supply party oc ceca sees es Lecce
	eas eaee i. 6



	
	Total cc. cise see eee 1 5 39





The officer in charge of the breaching controls all 'operations of the vatious parties. Usually he is stationed at the base tape.



43.13. PROCEDURE FOR BREACHING 'MINE FIELD BY PRODDING METHOD (fig. 43.13)









	
	Personnel Equipment Duties
	




	1 noncommis

stoned officer

3 men

:
	lofficer ¢ or probes, 1,000

yards white tape

in rolls,

nails, 6d}

mine markers.
	Advance party: Electrical detector | Detérmines starting and fihishing

points for prodding parties clear

ing initial 8-yard gap.

By magnetic azimuth, establishes

and lays out center tape between

starting and finishing points,

Disarms

mines

antipersonnel

all

along center line,



	No. | prodding

party:

1 noncommis-,

sioned officer

(in charge)

0 men
	32 mine markers,

nails or wire,

compass,

- wire

cutter,

flashlight,

white tape.
	Prodders (8 men), spaced at l-yard

intervals with left-flank man on

center tape and right-flank man

on lane boundary tape, search by

prodding at a 45° angle, and

found Each

mark

mines

all

prodder carries four mine mark

ers on his belt and several short

pieces of wire in his pocket for

disarming antipersonnel mines.

Lifters (2 men) follow the prod

ders, lift or pull all mines, trace

out trip' wires, and kcep tape

markersin place,

Noncommissioned officer in charge

follows immediately in rear of

prodders, keeps party properly

spaced, maintains direction and,

if necessary, assists prodders to

disarm antipersonnel mines, and

lifters to remove or cut trip wires.

On reaching cross-line tape party

becomes reserve, replacing No. 3

prodding party.













	Personnel Equipment
	
	Duties



	No. 2 prodding Same as No. 1

1 noncommis

sioned officer

10 men

\
	party: prodding party.
	Walksin single file up center tape

and prodsin right lane, working

forward from cross tape (fig,

43.13), and using same proced

ure as No. 1 prodding party.

On completion, returns to cross

tape and prods forward in left

lane,




	No. 3 prodding Same as No. 1

1 noncommis

sioned officer
	party: prodding party.
	: w

Acts as reserve at'base tape until

No. 1 party has finished its 8-

yard lane and has returned to

base tape.

10 men Then starts prodding to widen lane

cleared by No. 1 party (fig.

~ 43,13), using same procedure as

No, 1 party.



	1 noncommis- nails, 6

\

sioned officer

6 men ' .
	probe:
	Supply party: White tape, Unie ds and assembles lane-mark

i













	Ttem ,
	
	Remarks




	Tape, tracing, white
	
	



	(spools)
	seve

seeeeee | 2,000 yards
	For taping lane.



	Wire pins
	100 wo
	veces For fastening tape to.ground.



	Wire cutters ,
	
	



	Mine markers
	
	



	Nails, 6d
	
	



	Wire or rope
	
	For pulling mines.



	Sledge hammers
	
	



	Lane-marker signs .
	
	



	Lights, amber
	
	Lane-marker lights.



	Lights, green
	48 (4 spares)
	Lane-marker lights.

,



	Pickets, 6 feet long
	
	



	(angle-iron preferred). | 45
	
	



	Barbed wire . sheen eee 3,000 yards
	
	For fencing lane.





43.15. COMPLETION The completed 16-yard lane is checked, marked, lighted, and maintained, and traffic control is established as indicated in paragraphs 43.09, 43.10, and 43,11.



"SECTION IV

ROAD AND TRACK CLEARANCE | 44.01, GENERAL - ' \ 1 a. The enemy use of nuisance mines and booby traps along

;


	roads and road shoulders creates a clearing' problem as serious as mine-field breaching. , ' .

	b, Every route capable of carrying advancing units must be reconnoitered 'and cleared in the shortest possible time. Clearing routes sufficiently to get troops forward permits pursuit and attack before the enemy has consolidated his new positions. Clearing roads completely before they are opened for general traffic prevents heavy casualties, delays, and serious traffic congestions. ; | 1 " '





44.02. ORGANIZATION :


	a, Strict traffic control is required. It is essential that the maximum available personnel work simultaneously at clearing the road, ° without interference, in order to finish the task quickly. If men and vehicles cfowd onto a road before it is ready for traffic, the rear portion of the road becomes congested and perhaps even the movement of essential road-clearing equipment is prevented.

	' _b. Two sets of conditions may be met:




	(1) When 'the ground on either side of the road is open and capable of carrying traffic, units move forward over the open country, well off the road. In this way obstacles can be bypassed rapidly, and traffic moyes forward while the main roadway is being cleared.

	(2) When the only means of getting forward is along the mined road itself, as is normal ih rough, mountainous country, or where rivers and valleys are numerous, specially trained road-clearing detachments are deployed simultaneously along the greatest possible length of road. In this case, the first step is to get the road opened to traffic as rapidly as possible.To do this a specially organized FM 5=31 1 NOV 1943 44.01~44.02



reconnaissance and road-surface-clearing detachmentis used which reconnoiters the road rapidly and clears at least a 16~ foot lane on its surfaced portion. For suggested organization and procedire sec figure 44.02. ~



44,03. TACTICAL PROTECTION OF ROAD-CLEARING PAR-

TIES Local protection is given engineer road-clearing parties by \, troops which usually move ahead of them along bypasses. When rough terrain bordering the road prevents this, the leading roadclearing detachments move with the leading combat troops. \ - j units. . mines. ; areas. ,



44.04. STAGES OF CLEARING ROADS | a, First Stage


	(1) Whatever method of clearing is used, the first stage will consist of— {a} Removing sufficient mines, derelict vehicles, and road blocks

	to clear a one-way route.

	(b) Bypassing craters, and finding alternative routes around obstacles whenever possible. traps. a

	(c) Checking crossroads and road junctions for mines and booby

	(d) Widespread and energetic reconnaissance for bypasses to avoid having to clear the whole road.

	(e) Proper use of standard mine-warning signs to warn following

	(2) First-stage work often must be done by leading units without engineer assistance. Hence the importance of thorough, all-arms . training in mine dlearance. ; b. Second Stage The second stage usually handled by ensafety. \ '

	gineers, includes—., .

	(1) Clearing road shoulders, improving bypasses, filling in craters, and moving derelict vehicles clear of the roadway._

	(2) Completing the checking of crossroads and road" junctions 'for

	(3) Clearing and marking safe turn-offs from road to unit dispersal

	(4) Clearing 20-foot strip, which should include the line of tele- " phone poles, on either side' of road so vehicles can halt off it in mines have not been cleared. \

	(5) Fencing and marking all mine fields alongside road from which 4 {

	44.05, CLEARING DERELICT VEHICLES, GUNS, AND OTH-ER IMPEDIMENTA OFF ROADS Wrecked vehicles, guns, and miscellaneous equipment reduce the effective width of the road and 44,.02-44.03- 44.04—44.05 1 NOV 1943 FM 5-31



[image: Figure, page 77]

slow up traffic. All units must make a point of clearing all road obstructions as quickly as possible. Precautions against booby traps must be taken.



44,06. CLEARING ROAD SURFACES OF MINES BY AN EN-GINEER RECONNAISSANCE DETACHMENT


	a. 'Speed is of primary importance. Mine detection is primarily visual, confirmed by checking with a mine detector where necessary. The party travels in Y4-ton trucks and dismounts to work on foot when mines are numerous. The reconnaissance officer leads, followed by a mine-detection and pulling party. Mines usually are pulled out with a 50-yard length of wire or rope. With this method "time is not spent looking for booby traps connected to them. If the enemy has disengaged to any appreciable distance, a succession of clearing parties, leapfrogging one another, may be used further to speed the operation. ' .

	b. Derelict vehicles, some of which will have been boobytrapped, are towed off the road with a 50-yard wire rope, operated if possible by the winch on an inclosed armored vehicle. This vehicle should accompany the leading engineer road-clearing party. It is also valuable for extra protection in case of ambush by the enemy.

	¢. The detachment must have long-range radio communication over the command radio net with the engineer battalion and on the division traffic-contro] point. This will be the normal method of reporting progress. Radio security is maintained by the use of code.





44.07. WHERE TO SEARCH FOR MINES


	@. Pot holes or soft spots in the surfaced roadway are carefully checked with a mine detector, and, if nonmetallic mines have been encountered, also are probed.

	b. The junction of the road surfacing and road shoulder should be given special attention because sometimes mines are in serted under the edges of the road surfacing. \

	¢. The whole area of the shoulders is swept with mine detectors. A portable detector mounted ahead of a 7a ton vehicle has been used for this purpose.

	d. Mines buried deeply in the road shoulders are difficult to detect, and they may explode only after the passage of numerous vehicles has compacted the earth over them. Careful detector-sweeping is necessary to locate them. . e. The 20-foot strip on each side of the road normally is

	searched visually; suspicious areas are thoroughly probed and checked with electrical mine detectors. 44,05~44.06-44.07 1 NOV 1943 . FM 5=31








ra 44, ob. DISPOSAL OF MINES


	The method of disposal of mines is a command function. All mines are disarmed and hand lifted when time permits, When speed is important mines are pulled at once. The resulting craters are filled in,

	kh. Lifted mines are defuzed and stacked in a conspicuous place, out-of the way of traffic. Mines which have been disturbed by blast are destroyed by explosive charges, either in place or when pulled off the road, If possible, mines and fuzes should be kept out of the direct sunlight. °





44.09, CRATERS, DEMOLISHED BRIDGES, AND BYPASSES


	@. Craters and demolished bridges are favorite places for laying antipersonnel mines. Thede will often be encountered inside and around 'the edges of craters. Carefully concealed groups of mines frequently are laid where bypasses are likely to be built. to be safe. . - '

	b. To avoid nuisance mines, bypasses are made well clear of craters. The places where the bypass leaves and returns to the main| road are carefully checked. Previous vehicle tracks are not assumed

	' €, Bypasses are clearly marked to warn trafficin time to reduce spéed. A normal arrangement is to place. standard warning signs to point to the entrance. Both sides of the bypass track are fenced off and clearly marked with tape.





44.10. DEALING WITH VARIOUS TYPES OF OBSTACLES


	a. When wire-fence obstacles are found across roads they sholld be examined carefully for antipersonnel mines with trip wires laid underneath the obstacle. One method of procedure is to pull the fence clear with 50 yards of cable attached to a vehitle. Then clear away the remaining debris and search for mines underneath.

	b, When -tar barrels) oil drums, and similar objects are found across the road, roll them clear with ropes. Exarnine the road where they stood for mines and booby traps.

	¢. When clearing derelict vehicles from roads, first examine the shoulder of the road where the vehicle is going to be pulled off. Before releasing its brake, examine carefully for booby traps. Then pull the vehicle clear with a wire cable from the winch of an armored vehicle. , FM 5-31 \ 1 NOV 1943 44,08-44.09 —44,10-44.11





44,11, SPECIAL PRECAUTIONS IN CLEARING ROADS

a. Special care should be taken to search crossroads and road junctions for antitank, antipersonnel, and nonmetallic mines. Other likely places for nuisance mines are sharp corners and defiles, obvious turnout and parking places, and areas around houses, Often houses are booby-trapped. ua


	'b. Be suspicious of areas near any unusual roadside markers such as stakes and boxes. Milestones and even graves sometimes are sown with antipersonnel mines. So ¢. Dry river beds under demolished bridges, and the ap-

	proaches on either side of the bridge, are places where antipersonnel mines are found. |

	d, Abandoned airports usually are thickly 'sown with! all types of mines, and must be examined carefully before use. Fresh vehicle" tracks running aimlessly over the ground on an airfield may indicate mine laying. , ' rain. ' b. Empty mine boxes, often hiddenin cellars, under culverts,



44,12, INDICATIONS AND WARNINGS OF MINES "Some signs have already been explained. Others are— / a, Disturbed ground, or hollows where earth has. sunk 'after


	

	and similar spots. If found, they must be reported quickly.

	




	¢. Pickets or stakes planted for no apparent' reason. d. Traces of a removed barbed- wire fence, odd lengths of ' wire, or pickets.

	e. Small rock piles.








a vi 44,13. ROAD- REPAIR EQUIPMENT : ' a


	@. Speedin repairing mined or cratered roads depends largely upon whether heavy equipment, such as bulldozers, isi available, and how fait it can-be moved forward. The bulldozer'is 'invaluable for fillingin craters, ramping down embankments, and for similar work, and must be moved' as far forward as possible so it can start work without delay. 'A special traffic;priority classification should be given to'engineer equipment of this type. Rapid movement of equipment is obtained through close liaison between the engineers and the provost marshal. Road discipline and control of traffic are required, especially through bypasses.

	b, Special care is taken to protect heavy equipment ,and its operators against damage from mines. Armored bulldozers are advisable. Working sites are searched carefully for mines before work begins. :

	¢. Continuous; heavy equipment operation under front-line conditions requires frequent reliefs for operators. Each bulldozer-and similar machine needs at least two full crews. Operation for any considerable time at full capacity, 24 hours a day, requires three crews? :




	44.14,' COMMUNICATION During a road-clearing operation, ; an efficient radio net is essential to transmit progress reports regu- ' larly to contral traffic, Telephone communication between the opposite ends of bypasses around special obstacles, such as craters and ~demolished bridges, assists greatly in regulating traffic and prevent- ing congestion, aan \

	44.15. PROTECTION FROM AIR ATTACK Special local air protection should be requested at important places to prevent enemy interference with the clearing of obstacles, especially demolished bridges and bypasses around craters.
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_ SECTION V



DELIBERATE CLEARING OF | MINE FIELDS,

45,01, GENERAL The deliberate clearance of mine fields normallyis done after the battle area has moved forward and the clear- : ing troops are not under fire. The corps in whose area the mine fields are located designates the mine fields to be cleared and the . priority of clearance. i ! \



45.02, TYPES IN MINE-FIELD CLEARING


	@. Mine fields ordered cleared are divided into the following main types: .

	(1) Clearance of enemy mine fields on which no records are available other than reports from troops who have passed through them.

	(2) Clearance of mine fields originally laid by our troops but which were in enemy possession or were entered by the enemy.




	(3) Clearance of mine fields laid by our troops in which no records exist, . .

	(4) Clearance of mine fields laid by our troops on, which: records are available and which were not entered by the enemy.

	b. Mine fields subjected to artillery fire or aerial bombing have certain areas where the mines may be effected by blast. In these areas the mines invariably are destroyed in place and will be handled only when absolutely necessary. (1) Everything possible must be done to clear all the mines. \





45.03. MINE-FIELD CLEARING PRINCIPLES


	a. The following principles apply to all mine-field clearing:

	

	(2) Speed is a secondary consideration to the safety of personnel.

	(3) Clearance of mines normally will take place during daylight.

	(4) Reporting the clearance of a mine field is the responsibility of the unit clearing the field. Upon completion 'of the clearing operations, reports immediately are made to the corps ordering the clearing. | ' Noncommissioned i ' . Officer Othcers Men



45.04, ORGANIZATION FOR DELIBERATE MINE-FIELD CLEARING The followingis the suggested platoon: organization for the deliberate clearing of mine fields.







	(3) Clearance of mine

fields laid by our troops in which no records

exist,



	(4) Clearance of mine fields laid by our troops on, which: records

are available and which were not entered by the enemy.



	b. Mine fields subjected to

artillery fire or aerial bombing



	have certain areas where the mines may be effected by blast. In



	these areas the mines invariably are destroyed in place and will be

handled only when absolutely necessary.



	45.03. MINE-FIELD CLEARING PRINCIPLES



	a. The following principles apply to

all mine-field clearing:



	(1) Everything

possible must be done to clear all the mines.

\

(2) Speed



	is a secondary consideration to the safety of personnel.



	(3) Clearance of mines normally will take place during daylight.



	(4) Reporting

the clearance of a mine field is the responsibility of

the unit clearing the field. Upon completion 'of the clearing opera



	reports immediately are made

to the corps ordering the

tions,



	clearing.



	}



	45.04, ORGANIZATION

FOR

DELIBERATE

MINE-FIELD

CLEARING



	The followingis the suggested platoon:

organization

for the deliberate clearing of mine fields.



	Noncommissioned

i

Men

'

|

Othcers

Officer

'



	sees

Officer in charge.

ceeeeneeeye

bape eeenene

1



	A

Advance party.

6



	Detecting party

6

1

Detecting party

6

1



	Detecting party

6

1

Clearing party

1!

14



	5

\

j

"

Totalcc ccc ceee eee enes

38

i

1



	45.05. PROCEDURE FOR CLEARING

First, enemy mine fields;

second, friendly mine fields which have been entered by the en



	emy; third, friendly mine fields on

which no records

'or inadequate



	records exist. oo



	D



	Equipment

Personnel

Duties

'

'



	Officer in charge |

Map, lensatic

Designates location of field,



	| Directs work of entire platoon.

compass, all

available infor- |

~-

Submits report to corps headquar-




	which

mation on field.

includes

location,

,ters

sketch of field, total number of

'

'



	mines* cleared, 'and number

of

1"

mines recovered.



	rm



	NOV 1943

)

FM 5-31

45.02-45.03~-45.04—45.05

1















	45.05. PROCEDURE FOR CLEARING

First, enemy mine fields;

second, friendly mine fields which have been entered by the en

emy; third, friendly mine fields on

which no records

'or inadequate

records exist. oo

D



	Officer in charge |

Map, lensatic

compass, all

available infor- |

~-

mation on field.

'

'

1"
	Designates location of field,

| Directs work of entire platoon.

Submits report to corps headquar-

which

includes

location,

,ters

sketch of field, total number of

mines* cleared, 'and number

of

mines recovered.

rm
	
	
	






—,











	+

Equipment

Personnel

Duties

Advance Party:

Map, lensatic'

compass, 2 mine

1 noncommis~

field.

sioned officer

detectors,

2 detector men

tracing tape.

tion in each belt of field.

2 tape men

/

pattern

ascertain

2 supply men

possible,

If

tion to detecting party,

When

3 mine detectors,

Detecting Party

a

section

is

No. 1:

3 shovels, mine

1 noncommis

markers, safety

sioned officer

pins.

6 men

wy

a

boundaries,

lon at 30 yard intervals.

vals.

Equipment

Personnel

Duties

Detecting Party

No, 2:

Same as No, 1)

Same as No. 1.

Same as No. 1

Detecting Party

Now

Same as No. 2

Same as No, 2.

Same as No. 2.

Nos. 1-7 Disarm main fuzes in AT

Clearing Party:

Safety pins, rope
	
	
	
	




	
	
	Locate and mark safe approach to
	
	



	
	
	Locate and tape edges of each sec
	
	



	
	of
	cach section and pass informa
	
	



	
	as
	marked with

tapes the detecting party starts

locating mines. Detector operat

ors work down the length of

each section and not across

in breaching. Sweep entire sec

tion overlapping 8 yards beyond

Nos. 1, 2, and 3 operate electrical

detectors, each sweeping 8 feet
	
	



	
	
	offrontage and workingin eche

Nos, 4, 5, and 6 follow Nos, 1, 2,

and 3, respectively, uncovering

and marking all AT mines and

disarming and marking all anti

personnel mines. Also lay any

additional longitudinal tapes in

deep sections to assist in main

taining direction, Relieve detec

tor operatorsat 20-minute inter
	
	



	stoned officer

detector, TNT,

by

14 men

swept

completely

primacord, and

electric or non

party.
	
	Mines and remove all antiperson

nel mines as soon as a section is

detecting
	or wire, electric
	1 noncommis



	electric firing

equipment.'

groups

three

of

to

ropes.

'
	in
	Nos, 8-14 Attach short ropes or

wires to top of each disarmed

mine. Tie these short ropes

100-yard
	
	



	positions and

No.

1
	
	When all mines are disarmed and

tied, entire party moves to cover

pulls mines from

holes. Wait 30 seconds after last

mine is pulled before moving.

checks each mine hole with

electric detector. Nos, 2-14 de
	
	





fuze or otherwise prepare serviceable mines for transporting











	Personnel
	Equi pment

|
	Duties
	
	




	
	any

I
	and stock

'

_ be picked. up later by truck. Un-

'serviceable

rhines

draggedinto a pile and expldded.

Notr: Mines should be exploded

*

in place

jected to blast.
	them in small piles to

be

should

if field has been sub

j
	\



	PROCEDURE

45.06.
	
	FOR CLEARING ACCURATELY RE
	
	



	CORDED FRIENDLY FIELD

BY THE ENEMY
	,
	WHICH HAS
	NOT, BEEN ENTERED
	



	Personnel
	Equipment
	Duties
	
	



	Officer in charge:
	q

Same as para- *
	Same as par, 45.05
	
	1







45.06. PROCEDURE FOR CLEARING ACCURATELY RE-CORDED FRIENDLY FIELD WHICH HAS NOT, BEEN ENTERED BY THE ENEMY









	Officer in charge:

Advance party:
	Same as para- *

graph 45.05.
	



	Same as

"par. 45.05
	Same as para

graph 45.05,
	Same as par. 45.05.



	Detecting party

No, 1:

Same as

par. 45.05
	Same as para

graph 45.05.
	'

Noncommissioned® officer indicates

to detector operators the location

of- antipersonnel mines.




	
	
	: i

Coordinate detector: parties opera

tions,

Nos. 1, 2, and 3 sweep down a



	
	
	mine row locating all AT and

-|,;

antipersonnel mines.

Same

Nos.

4, 5, and

par.

as

6.

45.05.

1

'



	Detecting party

No, 2:
	'
	



	5 Same as above

Detecting party

- No. 3: '
	Same as above.
	Same as above. t rt

t ° :

, '



	Same as above

Clearing party:

Same as
	Same as above.

}
	Same as above.

Me , oo

roto f.



	par. 45.05

\
	Same as par. 45.05.

1
	Noncommissioned officer . oversees

party and marks all mines which

are booby trapped.

Entire party disarms and 'lifts all

mines including those booby j

trapped.







/45.07. SAFETY PRECAUTIONS IN MINE FIELD CLEARING

The following safety precautions will be observed:

a. If available, all personnel in mine fields or suspect areas :

1 s should wear gym shoes 'and not bpots. Gym: shoes enable a man to know and take appropriate 'action if he has trodden on an "S" miric. |


	b. If a belt contains "S" mines the pattern 'generally will not be regular. When the rear edge of a fieldis marked with a low trip 'wire S mines may be 3 yards outside this wire 'and fhe ground should be swept. lanes. ' \

	ec, It should be assumed that all AT mines are liable to be' antipersonnel and there should be no walking about except in swept

	*d. Mines and fuzes are stacked separately and removed in separate vehicles. For best destruction mines are stacked on edge in convenient groups of not more than 20 mines. Fuzes are made as safe as possible when removed from mines. '

	e. Evenin the presence of craters it is not safe to assume that the gaps in a regular pattern of a mine field are clear unless bits of detonated mines are' definitely 'identified.. These spots should be marked out and searched properly until it is absolutely certain they are free of mines. ' were used by traffic. .

	#. Lanes swept during battle should be swept again even if they

	g. Where a track or road crosses a mine belt the bordering " area will be swept for scattered mines for at least 150 yards on . each side of the field.

	h. Before. sweeping, it is advisable to burn standing crops or 5 long grass. where S mjnes with trip wires are syspected to exist. S mines are unaffected by burning but antitank mines may be detonated and others made .unsafe by partial melting of the shear wires." The fire must he controlled by cutting a lane around the » ground to be burned or by having beaters at a safe distance (300 yards) down wind. ,




	i, Hawkins grenades which have been in position for any length of time are particularly sensitive. They should be destroyed in place. Never attempt to lift or defuze them. Scattered grenades often are found and are dangerous in long grass.




	j. Before attempting to salvage a vehicle in a mine field ascertain from the regular pattern of the belt whether there should be an unexploded mine or mines under the vehicle. In this case the detector will not function properly and it is necessary to locate the mine by prodding under the vehicle. ' boys

	k Sandbag all vehicles collecting mines from swept fields.







	FM 5-3] . 1 NOV 1943 1 All' buildings, abandoned enerhy vehicles, dugouts, wells, machinery; road blocks, bridges, and the like should be checked for booby traps, '



wa 45.07 m. Assume all gullies and covered approaches to old enemy positions contain unmarked S mines and booby traps. .

a


	n. Sometimes a buried "egg" grenade is used to booby-trap wire fences marking mine fields. The'cord of the grenadeis attached ito the wire in the fence, therefore check all wires for traps before

	removal, ' : ' : o. Booby-trapping devices may be fitted with a 414- to Is*second delay igniter. Allow 30 seconds to claps before collecting mines after withdrawal. .

	" p. After mines, fuzes, and detonators are lifted keep them out "of the sun. . '



oN



AMERICAN

[image: Figure, page 88]

[image: Figure, page 89]

TYPE. Antitank

COLOR. Olive-drab, yellow, or olive-drab with yellow band and 7 bottom

CASE. Steel -

. WEIGHT. 1024 pounds '

' EXPLOSIVE. 6 pounds cast TNT, .

' EFFECT, Disables 'tanks

FM 5-31 1 Nov 1943 51.01—a



U. 8. ANTITANK MINE MAI ot

[image: Figure, page 90]


	T. Pressure of 500 pounds directly on fuze head, or 250 pounds on edge of spider, depresses outer sleeve, cutting shear pins and aligning holes in outer sleeve with steel balls lodged in inner sleeve. : .

	2. Steel balls are forced into holes in outer sleeve releasing striker,

	é 3. Striker 'thus freed, driven 'by striker spring, sets off percussion cap detonator—booster—main charge. '



Examine mine and fuze carefully for signs of rusting, corrosion, or damage to mine case or fuze assembly. If there is no visual sign of damage of misuse the mine jnay be considered to be in satisfactory condition for re-use.

: *



Le a 'US. ANTITANK: MINE MIAt

[image: Figure, page 91]

[image: Figure, page 91]


	

	

	

	4. Pass other two legs of . spider through notches and turn spider one-eighth of a turn. - 3. Remove safety fork, ° .



[image: Figure, page 91]


	

	

	




	TO BURY 'MINE WITH SPIDER UP T. Remove thin layer of sod and place on a sandbag.

	2. Dig hole, placing spoilin sandbag.




	




	4. Place mine in cover. Cover must be loose over spider.. -




	5. Place mine in hole.




	6. Fill in, with spider at least 34 inch above original ground level, and pack earth around sides of mine.




	7. Replace sod, and complete camouflage.







	To BURY MINE WITH SPIDER DOWN 1, Remove thin layer of sod and place it on a sandbag.

	2, Dig hole, placing spoilin sandbag.




	3. Remove safety fork from mine.




	4. Place mine in cover. Cover must be loose over spider. 5. Place mine in hole, spider dowh, with upper surface not




	more than | inch below ground surface. FM 5-31 1 NOV 1943 51,.01=c

	6. Replace spoil to original ground level.




	7. Replace sod, and camouflage.








U.S. ANTITANK MINE MAT . -



DISARMINGAND REMOVING © ,


	1. Cut away cover to reveal fuze. '

	2. Replace safety fork, if fuze is not damaged.

	3. Check for booby-trapping devices. .

	4. Lift mine. '



CAUTION Lo a, If mine field has been in enemy's hands, treat it as enemy field. , If field has been subjected to blast, or if safety fork does not go on'easily, do not attempt to force on fork, or to remove mine by hand: Attach a 50-yard rope or wire, drag mine to safe . place, and'destroy with explosives; or, destroy in place. ' DEFUZING ' from cavity. to PACKING AND TRANSPORTING - ; . '

After disarming and lifting mine, remove spider and lift fuze :

[image: Figure, page 92]

Mines are packed in a wooden case holding five mines, five, fuzes, and five covers. Case is divided into six compartments by separators which can be removed and. used as bases for, the mines in soft soil. Fuzes are! in compartment at one end of case. One mine'is in each of the other compartments. Separators can be moved to other positions in case, dividing it into five equal : compartments for carrying fuzed mines. Safety forks always are left on fuzes during transporting and handling.}Case measures about 10 by 10% 'by 26 inches. Loaded with five mines and fuzes, case weighs 71 pounds. When mines are transported . without packing in wooden cases'place on edge.

[image: Figure, page 93]

. The antitank mine M1, the original model, is no longer being manufactured or issued. Itis handled exactly the same as the antitank mine M1A1, ; :

. f

[image: Figure, page 94]

The principal difference between the two models is that in the mine M1 the booster is an integral part of the fuzé; in the mine MIAI the booster is a separate part. | '

[image: Figure, page 94]

[image: Figure, page 95]

[image: Figure, page 95]

TYPE, Antitank ' '

" / GOLOR. Olivedrab

CASE, Nonmetallic

WEIGHT. Approximately 14.5 pounds ' a

, EXPLOSIVE. 5.6 pounds, tetrytol or TNT '

\ EFFECT. Disables tanks, destroys vehicles

FM 5431 1 NOV 1943 51.03—0



'U.S. ANTITANK MINE M5'

[image: Figure, page 96]


	A . 7

	pressure of 275 to 425 pounds causes striker, bearing on wooden anvil, to break glass vial containing chemical. 2. Mixture of chemical in glass vial with chentical substance : surrounding the vial causes flash. ; 3. Flash created by mixture of chemicals sets off detonator—- booster—main charge,

	






81,.03—b - 4 NOV 1943 FM 5-31

[image: Figure, page 97]

to see that it is not broken or otherwise unserviceable, ' sert fuze into cavity and screw is free of foreign material. Intight by hand. .

[image: Figure, page 97]

[image: Figure, page 97]

3. Place mine in hole with 4. Screw fuze tight by hand. its surface not more thari Linch . below original ground surface. 5. Pack earth around sides Remove safety ring. of mine, and camouflage.

[image: Figure, page 97]



U. s. ANTITANK MI M5

1. Check mine for booby-trapping devices.

a

2. Lift mine.


	1. Remove fuze from mine.

	2. Replace safety cap on base of fuze.





PACKING AND TRANSPORTING oO

" Mines are packed in a wooden case holding four mines and four fuzes, Caseis divided into four compartments by removable separators. One fuze, in individual container, and one mine, are packed in each 'of the four compartments, Loaded with four mines and fuzes, case weighs 87 Pounds. Tt measures about 12 by 13 by 26 inches, RE-USE \— -

Mines may be re-used any number of times provided the fuzes and mines are not damaged, and do not show evidence of deterioration.



SPACEFOR NOTES = /

[image: Figure, page 98]

; '

[image: Figure, page 99]

TYPE. Antipersonnel fragmentation

| COLOR. Both tubes, olive-drab; base flange, black with yellow

CASE. Steel . ;

WEIGHT OF SHELL. 3 pounds

EXPLOSIVE. 0.4 pound

EFFECT. Casualties to most personnel within 10 yards, dangerous to 150 yards. i

- :



U.S. ANTIPERSONNEL MINE M2Al ~~

[image: Figure, page 100]


	1. Pressure of 20 pounds on pressure cap, or pull of 3 to 6

	pounds on pull ring, releases striker. 2. Striker, driven by spring, sets off percussion cap, which firesigniter, which sets off propelling charge.

	3. Explosion of propelling chargé ejects shell from tube and, 4 , alt same time, ignites delay fuzein base of shell.

	4. When shellis 6 to 8 feet from tube, delay fuze detonates explosive i in shell, throwing fragmentsin all directions.






TO ASSEMBLE : 1. Test fuze by testing safety pin for free' imovement when locking screw is removed. | +

[image: Figure, page 101]

2. Remove percussion- cap cover and screw fuzein place.



TO INS'TALL WITH TRIP WIRES

« Place mine inshole so release-pin ring of fuze' barely pro- jects above ground surface, and pack dirt around mine. 3. Remove locking screw from fuze. . 1

2. Install trip wites by attaching them first to anchor stakes and then to pull ring.

. 4. Place cord from safety pin in position convenient for removal, and camouflage installation.

[image: Figure, page 101]

[image: Figure, page 101]

1 Place mine in hole 80 top of pressure cap is about 1%4 inch below ground surface, and pack dirt around and above mine up to level of locking screw. ,

. 2. Place cord from safety pin in position convenient for re- 'moval, and remové locking screw.

3. Complete coveting and camouflage of mine.

[image: Figure, page 102]

4, Remove safety pin by pulling on cord attached to it. Effective pressure area can be increased by installing pressure board | to bear on pressureCap of fuze.



DISARMING AND REMOVING


	TRIP-WIRE INSTALLATION 1. Insert safety pin and locking screw. { '

	2. Disconnect trip wires. ,




	







	

	

	3. Check for booby traps and lift mine.



After disarming and lifting, remove fuze from mine and re- an place percussion-cap cover. Return mine 'and fuze to original ' package. von .

Each mine is, packed iin corrugated paper carton also contain- f ing one condbinatign fuze without base and one spool of four 26-foot lengths of trip wire. Ten containers are packed in } wooden box about 10 by 13 by 32 inches, weight, 93 pounds.



. RE- USE ose

Mine 'may be re-used any-number of times if not. damaged or { ' \ deteriorated. Do not use mines if either firing base containing 5 percussion cap; or cap covering tube, isi loose. CAUTION - oo Never rotate release ringwhen both safeties are not in position oo oe as 'even a quarter-turn may telease firing pin:

[image: Figure, page 103]

TYPE. Antipersonnel

COLOR. Olive-drab an

CASE, Cast iron . ! , WEIGHT. ols pounds :

EXPLOSIVE. 0.9 pound flaked TNT

EFFECT. Casualties to ali personnel within 10 yards. Dangerous up to 100 yards.

[image: Figure, page 104]

FUNCTIONING . ' 1. Pull of 3 to 6 pounds on pull ring, or pressure of 20 pounds on pressure cap, releases striker.

i


	2. Striker, driven by spring, fires percussion cap.

	3. Flash -from percussion cap detoriates nonelectric cap crimped on base of fuze.

	. @, Detonation of nonelectric cap explodes high-explosive filler in mine, throwing fragments in all directions.



\

[image: Figure, page 105]


	

	packed with mines and screw in from fuze. fuze with nonelectric cap at- 6. Camouflage installation.



[image: Figure, page 105]


	

	pin for free movement when attaching them first to anchor locking screw is removed. 'stakes and/then to pull ring of 2. Remove plastic plug from fuze. one cap well by using wrench - 5. Remove locking screw

	
	




	











FOR PRESSURE OPERATION

1. 'Test and attach fuze as above. .

[image: Figure, page 105]

[image: Figure, page 105]


	2, Plaée mine in hole with top, of pressure cap just below

	3. Place string from safety pin in place convenient for removal, and remnove locking screw from fuze. - 4. Place pressure board to bear on pressure cap. t

	

	

	



U.S. ANTIPERSONNEL MINE M3 ; , DISARMING AND REMOVING i TRIP-WIRE INSTALLATION oot, x 1. Replace safety pin and locking screw. °


	

	2. Disconnect trip wires.

	



3., Lift mine. PRESSURE. ACTUATED INSTALLATION . . 2 Replace safety pin, and locking screw.


	1. Remove presstire board.

	3. Lift mine. °,

	





\ 4 : Pa DEFUZING .

After disarming and removing, remove fuze from mine and replace plastic plug covering cap well. Return both mine and fuze to original containers.

Six mines and six combination fuzes M1 with nonelectric caps ° attached are packed iin wooden case weighing 72 pounds when loaded and measuring about 9 by 9 by 18 inches. Fuzes are contained in individual, sealed, cylindrical, fiber éontainers, packed in compartments at one end of case. Case also contains wrench for removing plastic plugs in mines, and six 26-foot spools of trip wire. Cases are marked "Olive-drab" or "Sand color" to indicate color or wire packed therein. RE-USE im , Mine may be re-used any number of times ifnnot deteriorated ~

. or damaged. . ; - >

- Never rotate pull ring when safeties are removed, for as little as a quarter-turn may release firing pin.

en AS ws hbase CRA wes po oma



SPACE FOR NOTES - a

[image: Figure, page 107]

TYPE. Pressure. fuze

COLOR, Olive-drab

CASE. 'Alloy metal 4 .

' EMPLOYMENT. In antipersonnel mines and booby traps *

FM 531° 1 NOV 1943. S4.O1len



U. $. PRESSURE FUZE MIA -

[image: Figure, page 108]


	FUNCTIONING on ds on pressure Cap compresses * 1. Pressure of 20 or more poun rigger pin into barrel. trigger spring and pushes t of keyhole slot in trigger pin is in 9, When enlarged portion

	position, striker is released.




	3, Striker, driven by striker spring, nee 4At fires percussion cap-








U. $, PRESSURE FUZEM1At

a


	1. Remove and invert base so projection is inside case, facing striker.

	2. Remove safety clip and positive safety pin.

	3. Apply pressure to pressure cap. Striker should strike base sharply. . 4. Recock by pushing striker with unsharpened pencil or small

	rod, at same time pressing on pressure cap so spindle can pass through larger part of keyhole. keyhole to engage reduced section of striker spindle. :

	5. Release pressure on pressure cap to allow smaller part of

	6. Replace safety pin and clip.



[image: Figure, page 109]

1. Remove base.

ae


	2. Place fuze on firm, flat base.

	3. If adjustment rod is needed, screw it into pressure cap. Adjust by screwing up adjustment rod snugly against object, then back off one-quarter turn. If three-prong attachment is to.

	be used, screw it intg pressure cap. 4. Remove cardboard protector tube and crimp a U. S, non- electric cap onto base. '



[image: Figure, page 109]


	

	6. Insert cap in charge. When detonating cord is used, tape one end of it to cap and run other end to charge.



[image: Figure, page 110]

7. Remove safety clip. It should pull off easily. A sudden jerk may cause fuze to fire. If safety clip does not pull off easily, ' check installation to make sure there is np pressure on pressure cap. |

[image: Figure, page 110]

8. Remove safety pin. If pin does not come out easily, striker' head probably has fallen and' is pressing against it. Unscrew base and check mechanism. If defective, discard fuze and lise another. DISARMING - ' of.

Replace' safety pin and safety clip.


	DEFUZING ~ \ ' \ 1. After replacing safety pin and clip, detach 'fuze from charge. . ' y+ 2. Unscrew and destroy base or store in safe place. Do not 1 attempt to remove cap from base.

	






( Five fuzes, complete with percussion caps, are packedin a box. full "box weighs 1 pound 14 ounces. Size 54% by 434 by 15% 'inches. .



REUSE :

Fuzes may be re-used any number of times if tests prove them not defective. If percussion cap has been fired and deviceis to be used again, remove fired percussion cap and\ press a No. 3 . { cap firmly into place. Clean and lubricate fuze before re-using . to insure proper functioning. : aw .t at 4 a te ments aman 7 wan = =e



(yg PULL FUZE MI

[image: Figure, page 111]

TYPE. Pull fuze . ;

COLOR. Olive-drab .

_ CASE. Alloy metal

EMPLOYMENT. In antipersonnel mines and booby traps

Five fuzes, complete with percussion-caps in their bases, and two 80-foot spools of trip wire, packed in watertight cardboard box, about 5 by 5 by 124 inches. Loaded, weighs 134 pounds.

FM 5-31 + NOV 1943 ~ $3.02—a

[image: Figure, page 112]


	5. Anchor charge or fuze with anchor cord. .

	6. Install loose trip wire, attaching anchor end first.



[image: Figure, page 112]


	7. Remove head safety pin. if it does not pull out easily probably trip wire is too tight. Check. If pin still binds, remove base and check mechanism. Tf defective, discard fuze and use another.

	8. Rethove positive safety pin. It should come out easily; if not, striker head probably has fallen andis pressing on it, Unscrew base and check mechanism. If defective, discard fuze and use another. :




	1. Insert both safety pins,

	2. Disconnect trip, wires. _




	1. Remove fuze and cap from charge.,

	2. Unscrew base and destroy it, or store 'in safe Place. Do not attempt to temove cap from base.





RE-USE f

Fuzes may be re-used any number of tlmes if tests show they are not defective. If percussion cap has been fired, and fuzeis to be used again, remove cap and press new No. 3 cap tightly into place, Clean and lubricate before re-use.

[image: Figure, page 113]

; TYPE, Release fuze i COLOR. Unpainted : CASE, Alloy metal

" . :

EMPLOYMENT. In antipersonnel mines and booby traps.

7 ' * 1 4

° 53.03—0 FM 5~31 "1 Nov 1943



U.S. RELEASE FUZE M1 Doe :

[image: Figure, page 114]

; . /


	latch releases spring lever. | 2. Lever, propelled by spring, swings down atid strikes firing' { : 7. Replace lid. : ; ' ° 8. Screw on base. _

	pin.




	3. Impact of firing pin fires percussion-cap.








TESTING | ' '


	

	1. Unscrew base. 1 2. Hold fuze in one hand, press downward on0 latch, remove

	3. Release pressure on latch. Spring lever should strike firing 5. Pull spring lever back and catch with latch hook. At same| 2

	4. To recock, remove lid.

	

	6. When hole in latch lines, up with hole in bracket, insert safety pin.

	

	



[image: Figure, page 115]


	1. Place nail in safety holes.

	2. Remove base.



[image: Figure, page 115]


	3. Remove cardboard protector from base, and crimp on

	y S. nonelectric cap. *

	. Screw base to fuze.



[image: Figure, page 115]

5. Insert cap in charge o1or, if detonatifg cordis used, tape one end to cap and run other end to charge.



U.S. RELEASE FUZEM1

[image: Figure, page 116]


	6. Provide level foundation for fuze to rest on.

	7. Place restraining load on exposed surface of latch.

	8. Gently remove safety pin by pulling attached string.

	9. If no clicking soundis heard, pull out nail. If nail does not come out easily, spring lever probably has fallen. If so, remove charge, unscrew base, remove load, and check. Tf defective, discard fuze and use another. si. Insert nail. - ~ DEFUZING :




	

	2. Insert safety pin.




	. After inserting nail and safety pin, remove restraining load. 2 Remove fuze from charge,

	

	3. Unscrew and destroy base, or store in a safe place. Do not attempt to remove blasting cap from base.



Fuzes may be re-used any number of times if tests prove them satisfactory, If percussion cap in fuze has been fired, and fuze is to be re-used, remove cap and press new No. 3 cap firmly into place. . . . : 53.03—d an 1 NOV 19430 ~ FM 5--3T



M1

[image: Figure, page 117]

COLOR. Unpainted except for safety tab.

CASE. Upper half copper, lower half brass,

EMPLOYMENT. Delayed-action fuze for firing a delayed-action mine, , ; .

BM Apt! - 1 NOV 1943 53.04<4



U.S. DELAY FUZE MP =

[image: Figure, page 118]


	FUNCTIONING 1. When glass ampoule is crushed, corrosive liquid is released.

	2. Corrosive liquid eats through restraining wire, releasing firing pin. . ' '






3. Firing pis, driven by spring, fires percussion cap.

53.04=b 1 NOV 1943

¢

[image: Figure, page 119]


	1. Consult card found in each box for tab color that gives required delay atprevailing temperature.

	

	3. Look in or insert' nail through inspection holes to make sure firing pin has not been released. Inspect portion of fuze that contains ampoule to see it has not been crushed.



[image: Figure, page 119]

[image: Figure, page 119]


	. 5. Insert cap in charge or, if detonating cord is used, tape one end to ¢ap and run other end to charge,

	6. Crush ampoule




	7. Inspect through hole to see if striker has fallen.




	8. Withdraw identification and safety strip.








U.S. DELAY FUZE M1 "DISARMING | |

Thereis no safé way of disarming. Hiabsolutely necessary to disarm, insert safety pin through inspection holes. PACKING AND TRANSPORTING uw

Ten fuzes are packed in a box. Included are instructions for use and a table siving delays under various temperatures,

2" nal

Once actuated, fuzes cannot be re-used.

Troops must not approach an installed charge employing this delay fuze. Areas where they have been installed should be marked. Time delay period starts when tubeis squeezed, not when safety tabis withdrawn.

| ( :

a mma Han ren ekone



SPACE FOR NOTES 1



_ BOOBY-TRAPPING:U. 8. aT MINES, M1 AND MIAI

[image: Figure, page 121]

RELEASE FUZE MI, "CHARGE (AT) MINE.M1 OR MIAI

NOTE: MINE COVER ~NOT SHOWN



'DESCRIPTION =~ mo

Booby-trapped antitank mine, As commonly used, it rests on release fuze M1, to whichis aftached a ¥%-pound block of TNT. EMPLOYMENT | _ FUNCTIONING - \ ' When "antitank mine is lifted, fuze detonates TNT, sets off FM 5~31 ¥ NOV 1943 55.01-a 1 eee

To hinder removal of antitank mines.

mine.

* COMMENT Mine may be booby- trapped by attaching pull "fuze to mine, ~

. 1 N i

/



BOOBY- TRAPPING U.S. AT MINES, Mi AND iMTAI


	INSTALLING AND ARMING | 1 Dig hole deep enough so top of spider of booby-trapped mine is at least 4% inch above surface of ground.

	2. Place nail through positive safety holesin fuze and unscrew




	base. 3, Remove cardboard protector from fuze base.




	4. Crimp nonelectric cap to base. _f ;




	5. Screw base into fuze, ' 4




	




	, 6. Insert cap in TNT block. ' ' " : ' 7.- Provide level, solid foundation for fuze to rest on. Sepa

	rator from mine case may be used. 8. Place fuze and TNT block on foundation, and place antitank mine on exposed surface of latch.




	9, Fill hole.




	10. Remove safety fork from mine.




	11. Remove safety pin from fuze by string attached to. it.




	12. If no clicking soundis heard, remove nail from positive ' : safety holes by string tied to nail. Tf it, does net come out _ easily, remove installation and check telease fuze.





DISARMING , ue


	1. Dig under miine to get at fuze.

	2. Insert nail through positive 'safety holes.

	3. Insert safety pin through safety-pin hole. ~

	4 Replace safety fork.




	1. After disarming, remove mine and defuze.(Seepage51!.01-d.) ,

	

	2. Remove fuze from TNT block. , 3. Unscrew base, with attached blasting cap, from fuze. ,



' SPACE FOR NOTES ' "Tf soil is sandy it may be necessary to put fuze/in burlap or cloth wrapping.

1 4

[image: Figure, page 123]

DESCRIPTION Antitank mine, M5 ordinarily iis booby trapped by pull-fuze, M1, screwed into botton well. Pull wire is attached to pull' ring of fuze, and to stake. 1 eM a1 foo ne saan rT a a

Booby trapping makes removal more hazardous and time-consuming; however, use of metallic fuze permits detection by sdnsitive mine detector. FUNCTIONING , When mine is lifted, pull wire trips fuze, sets off mine. r



BOOBY-TRAPPING U.S.A.T. MINE, M5



INSTALLING ANDARMING ~ ,

- Dig hole with tapered sides. Deepen and widen hole at oneTM wie to form a trench.

, ,


	2. Drive stake into bottom of hole.

	3. Unscrew base from fuze and remove cardboard protector

	_ fuze, ¥ from base. 1 4. Crimp nonelectric cap to base, and screw base back- into

	5. Unscrew plug from well in bottom of mine. ,




	6. Screw fuze into well! :




	7. Tie short wire to stake and to fuze pull ring, and lower




	ming into hole, 8. Lead strings from safety pins of secondary fuze out to side of excavation.




	9. Fill hole.




	10. Remove safety ring from mine fuze. '

	11, Remove safety pin from head of fuze by pulling on'string.

	12. Remove positive safety pin from fuze by pulling gently on string. If pin binds, 'remove fuze and check.* i



Note: Other methods of anchoring and installing pull wire also are used. 1



DISARMING- nn


	1._Uncover top, and remove fuze. . ;

	2. Dig under mine, and disarm secondary fuze.




	1. After disarming cut pull wire and remove mine. "

	2. Unscrew secondary fuze from mine, and remove base.



N



a _ U.S. RELEASE FUZE WITH RIFLE

[image: Figure, page 125]

The fuze is set off when the rifle is moved.



a INSTALLING \

Follow directions .given for installing pull fuze M1 (page . . ' Locate fuze. Follow directions given for disarming pull fuze

MI (page 53.02-d) , : ' FM 5-31 1 NOV 1943 55.03-a

[image: Figure, page 126]

[image: Figure, page 127]

Pull fuze is placed-between turret basket and hull of medium tank to detonate when turret is rotated.

Follow directions given for installing U. 8. pul fuze M1 ( page 53.02-c).

'Locate fuze and follow directions given for disarming U. S. oe pull fuze Mi (page 53.02-d). \

FM 5-31 . { 1 NOV 1943 1 §5,.04—a

[image: Figure, page 128]

[image: Figure, page 129]

~. 'Fuze is detonatedby pressure on Seat cushion.

Follow directions given for installing U. S. pressure fuze MIAL '

Locate fuze and follow directions given for disarming U. S.. pressure fuze MIA1 (page 53.01-d). ° "|

[image: Figure, page 130]

[image: Figure, page 131]

Chargeis detonated when vehiele isi moved.


	INSTALLING ' o. 1. Dig hole under wheel, saving spoil, .

	




	2. Crimp blasting cap on end of primacord. : 3. Insert crigaped blasting fap in TNT block. Add rest of

	charge. : . 4. Crimp angther blasting cap to base of release fuze,

	' 5. Tape loose ¢ nd of primaeprd to cap on fuze.

	




	7. Refill hole and camouflage.




	8. Push truck sos wheelis ovér release latch. '




	9. Pull string, removing safety pin.













	10. If no clicking sound is' heard, and safety nail is easily moved, pull string removing'it. i, Best locafion is on a ie Brake wheels. When brakeis . . released, vehicle moves and séts off trap. 7 : DISARMING um - , \ Locate fuze and follow directions given for disarming U.S.

	






[image: Figure, page 132]

[image: Figure, page 133]

The charge is fired when the window is either raised or lowered.

a - (page 53: 02-c). ;

DISARMING ; f pF an » Locate and identify fuze. Follow directions given for disarming ' , (page 53.02-d).! I

- I . «© unmur tnm4ae0 cE AQ_a f

[image: Figure, page 134]

[image: Figure, page 135]

' Puze is detonated when chair is moved.

INSTALLING Follow directions given for: installing pull fuze MI (page 53.02-c). . :

Locate fuze. Follow directions given for* disarming pull fuze M1 ( page 53.02-d),

FM 5-31 1 NOV 1943 55.10—a t

[image: Figure, page 136]

[image: Figure, page 137]

Follow directions given for installing pull fuze M1 (page ry \ 53.02-c} and pressure fuze MIA1 (page 53.01-c). . " Locate fuzes, and follow directions given for disarming (pages & EM £.21 as wAY 19044 RE Ioan

' 53.02-d and 53.01-d). \ 7 -

\

[image: Figure, page 138]

[image: Figure, page 139]

ATTACHED TO : CEMENT BAG .

TRIP WIRE PULL FUZE M1 PRIMACORD «= CHARGE

Sack-of cement or other material is booby trapped as shown in sketch,

Follow directions given for installing U. S. pull fuze M1 (page 53.02-c).

Locate- fuze and follow directions given for disarming (page 53.02-d). Me

[image: Figure, page 140]



i BRITISH —

. ' ey

MINE TACTICS, MINES AND FUZES

60. 01 GENERAL British and American thin'. warfare policy is nearly identical in all major respects, drid mine danger signs are similar. , :


	60.02 DEFENSE ~ a i a. The British base their, antitank defenst bn an1 antitank gun "screen," with which they closely coordirlate their mine fields. Their defensive policy is i to concentrate irltéinse fire of all arms on anenemy attackin ortleg td separate. 'thé attacking infantry from the tanks, thus compelling the tariks to continue the ad-' vance alone and partially blind. The enemy tanks then are héld up in the mine fields dnd destroyed by the antitank gun

	screen. i b. The defenses are sited in considetabll depth, each :de- fended locality being capable of all arounil defehse and able to continue fighting even though surrounded. These defended localities are connected by:mine fields rintining both, laterally and from front to rear, so as to canalizé ard delay any enemy penetration and to give tine for launcliig a counterattack.




	60,03 MINE-FIELD MARKING. Mine-field, tharking is of great importance, and all miné fields are surkoliided by wire fences except the most advanced thine fields direct facing the enemy, the front edges of which are not fenced.

	60.04 MINE-FIELD RECORDING Mine- field records are kept at corps and army headquarters, where the chief engineer is responsible for maintaining them up-to- datk, Units entering a new sector 'usually obtain mine-field- record data/from the chief .engineer at corps headquarters.



[image: Figure, page 143]

TYPE, Antitank mine

COLOR. Sides and top dark green; bottom yellow, with cross of FM 5~31 1 NOV 1943; , 61.01—a

WEIGHT. 834 pounds ; uo i

EXPLOSIVE. 4 pounds TNT or baratol

EFFECT

Breaks tracks on light and medium tanks, disables vehicles

Steel case contains eight mines and eight fuzes.

[image: Figure, page 144]

TM.

1. Forcing down pressure plate crushes thin-walled brass sleeve.

' '


	2. Head and plunger forced downward. Four prongs on brass safety sleeve release grip. Spring compressed. '

	3. Released balls forced outward into recess. .

	4. Released striker fires percussion cap—detonator—booster main charge.



[image: Figure, page 144]



! BRITISH G.S, MARK'Il MINE


	i}. Dig hole deep enough so top of mine will be just' below ground surface.

	



[image: Figure, page 145]

3. Unscrew removable plug in center of mine body'.

[image: Figure, page 145]


	

	. 5. Place mine pressure plate up. .

	








BRITISH G. 8. MARK Il MINE

To disarm, defuze.

Unscrew fuze from bottom, and remove.

Tnspect fuzé to see thin-walled brass sleeve has not been crushed.

61.01 1 NOV 1043 cae oe oaa

[image: Figure, page 147]

: TYPE. Antitank mine. .

' COLOR. Khaki-green. ; -

CASE. Steel. ,

WEIGHT. 1254 pounds.

EXPLOSIVE. 824 pounds TNT or baratol. .

; EFFECT. Disables tanks and vehicles.

FM 5-31 1 NOV 1943 6102-0

[image: Figure, page 148]



FUNCTIONING vu .


	' 1. Pressure forces pressure plate down onto striker.

	2. Striker is pushed down, cutting shear pin.




	3. Released striker fires percussion cap—detonator-—booster ye main charge,



61.02-b , 1 NOV '1943 FM 5=31

(



' | BRITISH ¢.S. MARK IV "MINE — INSTALLING AND ARMING : .

' . \

\ :

f

; :

Y

[image: Figure, page 149]


	

	2. Remove adhesive tape binding pressure plate to container./

	3. Remove pressure plate.

	4. Put mine in hole.



[image: Figure, page 149]


	5. Remove paper which seals fuze well.

	. 6. Make sure shear pin is in position, insert fuze and remove an) . sdfety pin. The unit should be an easy fit; do not use force.



[image: Figure, page 149]

[image: Figure, page 150]


	f 7. Replace pressure plate.

	8. Cover with loose earth or sod. ;



Remove pressure plate, insert safety pin in safety-pin hole,



DEFUZING i

After disarming, take fuze from well. Lift mine. Replace pres- 'sure plate. Stackmines and fuzes separately.

Wooden box contains five mines. Fuzes are packed separately, 20 to a wooden box.

n

{ f)

Inspect fuze to see shear pin is in1 position, and not cut or | Partially cut, ,



SPACE FOR NOTES , oy

[image: Figure, page 150]

61.02—d 1 NOV 1943 . FM 5-31



BRITISH C.8. MARK V MINE

[image: Figure, page 151]

TYPE. Antitank

COLOR. Khaki-green :

CASE, Steel . ,

WEIGHT. 8 pounds ;

~ EXPLOSIVE. 4¥% pounds TNT or baratol

EFFECT. Immobilizes tanks and vehicles

Wooden box contains five mines. Fuzes packed separately, 20 to a wooden box, 1. Remove spider. '


	

	2. Lift'out pressure cap. .

	« Insert safety pin into striker head.



[image: Figure, page 152]


	FUNCTIONING 2 ' . 1. Pressure forces spider onito pressure cap; \

	




	2. Strikeris pushed down, cutting shear pin. 3. Released striker fires percussion cap—detonaitor—booster— ! \ - main charge,






After disarming fuze, extract it from well. '

sure cap without strain.

t -

61.03=b 1 NOV 1943 EM RAY no



ees BRITISH Go. MARK V. MINE


	| : INSTALLING AND ARMING ' : \o 1. Dig hole so top, of spider will protrude YA inch above ' ground.

	: \ 2. Place mine.



[image: Figure, page 153]

[image: Figure, page 153]

4. Make sure shear pin is,in place,

[image: Figure, page 154]


	5. Insert fuze, using no force. Extract safety pin. '

	6. Place pressure cap over fuze 0 it rests on rubber washer. '



[image: Figure, page 154]


	7. Replace spider, making sure pins engage in slots in straps. \

	8. Cover with earth or sod,



[image: Figure, page 155]

TYPE. Antitank mine e .

COLOR. Khaki-green

CASE. Steel :

WEIGHT..12 pounds ~ \

EXPLOSIVE. 814 pounds TNT f '

This mine has a G. S. Mark V body, with explosive, filling occupying space on both sides of wall within explosive compartment. Greater amount of explosive in the Mark VH. C. causes greater damage to tank tracks and to vehicles. Functioning, installing, defuzing, method of packing, and re-use de- "scribed for Mark V (see p. 61.03-a, b,c, d). '

eM e431. 1 NOV 1943 / 61.04~0

[image: Figure, page 156]

[image: Figure, page 157]

TYPE. Antitank mine ;

COLOR, Olive-drab

CASE, Steel :

WEIGHT. 3 pounds an

EXPLOSIVE, 134 pounds Nobel's ammonal 704

EFFECT. Disables light tanks and vehicles

, i]

t

[image: Figure, page 158]


	In hasty mine fields to protect forward trqops. 2. Buriedin deliberate' mine fields. 3. In road blocks. 4

	

	




	' 1. Pressure causes pressure plate to bend.

	2. Fold in pressure plate crushes vial in fuze. '




	3. Resulting chemical reaction of fuze ingredients produces flame which sets off detonator—booster—main charge. 1 i 61,05—b 1 NOV 1943 : FM 5-31





BRITISH NO. 75 HAWKINS GRENADE MINE, MARK 1

?

[image: Figure, page 159]

[image: Figure, page 159]

2. Insert fuzes into two detonator end in first an pockets under pressure plate, pushing d insuring that red paint is visible in

[image: Figure, page 159]

3. Close flaps at ends of pockets,



BRITISH NO.75 HAWKINS GRENADE MINE, MARK1.

. To disarm, defuze -

Open flaps of fuze pockets and remove fuzes. Take fuze as-' semblies apart. Store detonator and fuze separately,



PACKING AND TRANSPORTING 2

\

[image: Figure, page 160]

Can be re-used as often as necessary. Inspect. Fuze to see it has not been crushed. »

61.05—d ' 1 NOV 1943 1 FM S41



BRITISH NO. 75 HAWKINS GRENADE MINE, MARK tI -

. ¢

[image: Figure, page 161]

ONE-PIECE FUZE ASSEMBLY FOR NO. 75 HAWKINS GRENADE MINE MARK II

Similar to Hawkins grenade mine, Mark I, with exception that _ fuze is in one piece, and is fired by pressure pin; and the fuze pockets are inclined at an angle to permit easier insertion. For description of Hawkins grenade mine, Mark I, see p. 61.05-a.

. SPACE FOR NOTES 4

[image: Figure, page 162]

[image: Figure, page 163]

CASE. Steel



BRITISH SHRAPNEL MINE, MARK I

[image: Figure, page 164]


	1, Minimum pull.of 4 pounds on trip wire pulls tip plate

	2. Strikeris freed, and driven down by striker spring. :

	3. Striker fires cartridge,

	4. Pressure fram explosion shears studs and projects inner , - case upward.

	5. As case leayes cannister, lever on detonator-pistol auto> matically pulls out of recess and springs outward, releasing 7. Detonator explodes. charge when case is about 3 feet above ' 62.01—b 1 NOV 1943 FM 5=31

	striker. 6. Spring drives striker against detonator.




	








; BRITISH SHRAPNEL MINE, MARK Hi

INSTALLING AND ARMING 1. Dig hole so mine can be laid upright, with trip plate at ground level. _

2. Unscrew gartridge-pistol with spanner tool. See that cartridge recess is clear.

[image: Figure, page 165]

3. Insert ballistite cartridge provided with mine.

[image: Figure, page 165]

'a. Re place cartridge-pistol and screw tight, making sure safety pin is pushed in. .

5. Remove detonator-pistel, making certain safety pin is in place. Inspect socket to see if clear.

[image: Figure, page 165]

6, Insert detonator, small end first, so cap end rests on shoulder in socket.

7. Replace'detonator-pistol so its firing lever engages in recess. Be sure safety pin is in place.

8. Put mine in hole, and pack earth around it. .

9. Attach loose trip Wire.

[image: Figure, page 165]

10. Remove detonator-pistol safety pin. ;

11. Fill hole.

12. Remove| cartridge-pistol safety pin. If safety pin cannot be withdrawn easily, release tensidn and reset. trip plate.

62.01-<

BRITISH SHRAPNEL MINE, MARK Il DISARMING - ' 1. Replace detonator-pistol safety pin.


	

	2. Replace cartridge-pistol safety pin.

	3. Cut trip wire.



After disarming, defuzé mine by reversing fuzing procedure and removing detonator and cartridge.

Mines complete with cartridge-pistols and detonator-pistols are packéd four in a wooden box, with four cartridges, four detonators, a spanner tool, and two coils of trip wire. Total weight, 54 pounds,

Before re-use, test as follows: After disarming pistols, lift mine and examine externally. In removing cartridge and detonator, note any tendency to stick, If either cartridge or detonator cannot be removed, discard mine» Examine cartridge and detona- ~ tor for corrosion. Examine empty pistol sockets, and cartridge and detonator recesses, for corrosion and wetting. Detonator socket particularly should be inspected for blue or green incrustation, If found, discard mine. Test some of removed hallistite cartridges and detonators by firing separately. ' t



SPACE FOR NOTES 'ot



7 BRITISH SHRAPNEL MINE, MARK |

[image: Figure, page 167]

The Mark I is the earlier issue of the shrapnel mine and differs only slightly from the Mark IT (page 62.01-a). These differ- ' ences are as follows:


	1. The Mark I spring leaf lever is shorter, and recess for it does not extend full depth of mine. 1

	2. Mark I has a leather carrying strap.

	' 3.' Detonator of Mark I has a slight delay action; that of Mark IT has none. .



[image: Figure, page 168]

[image: Figure, page 169]

TYPE. Antipersonnel mine ° ;

COLOR. Black, olive-drab, or aluminum color

CASE. Stee! , "

This self-contained unit, which discharges a bullet, is sunk into roads and pathways. It is fired by pressure. Bullet will perforate a man's foot or Severely damage a pneumatic tire.

Remove cartridge.

Devices, complete with cartridges, are wrapped in waxed paper, packed in flat tin box, and sealed with adhesive tape. Ten per tin. Twenty tins per wooden box 28 by 11 by 8% inches, Weight, 94 pounds. FM 5=31 - 1 NOV 1943 52.03—<c

\

[image: Figure, page 170]

Never put cartridge into spike except when laid. FUNCTIONING _ 7)


	1. Slight pressure on top of bullet forces hollow stem of striker over umbrella catch, releasing sleeve holding spring in com- | pression.

	2. Spring drives sleeve upward against striker head.

	3. Impact drives striker against cartridge.



Test by cocking firing sleeve and inserting striker, Depressing striker with, unsharpened end of pencil will compress catch, releasing firing sleeve. Impact can be felt in pencil.

Usually comes cocked ready for use, being kept in position in spike by a cork. Ifnecessary to cock— 1. Push empty barrel into ground to level flange.


	

	2. Place firing sleeve, rounded. end down, over spring, and push down until catch engages.

	3. Place cocked mechanismin barrel.

	4. Lower striker into barrel.

	5. At arm's length, lower cartridge gently into barrel point upward, Hold" cartridge between fingers; then in case of a pre- mature firing a finger will not be blown off, 62,.03=b ' 1 NOV 1943 FM 5~31



[image: Figure, page 171]

COLOR, Olive-drab

CASE, Brass body and base plate

Used under boards, door mats, and the like in booby-trap installations where actuation by pressure is desired. , Fuzes, assembled with percussion caps and fuze adapters, are

Wrapped in waxed paper and packed in tens in flat, tin boxes» \ sealed with adhesive tape. Twenty tins per wooden box, 26 by ' 9% by 834 inches. Weight, 92 pounds.

[image: Figure, page 171]



_ BRITISH PRESSURE FUZE NO. 2

[image: Figure, page 172]


	FUNCTIONING 1. Load of 30 to 40 pounds causes V-shaped cutting edge of shear stud to break striker rod.

	2. Striker, driven forward by spring, fires cap.








INSTALLING AND ARMING i


	1. Remove pressure cap from base plate, to which it is 'at- ' tached during transport.

	2. Insert pressure cap in holein body, and position it to strad- _dle striker rod. If properly placed, pressure cap cannot be 'rotated: , DISARMING .

	3. Unscrew collar and remove fuze adapter. 5. Reattach collar and fuze adapter. +




	4. Place fuze in position.




	




	6. Remove safety pin.






Insert safety pin. Lift pressure cap out of casing. If this is not possible, cut fuze connecting fuze to charge.

Unscrew collar, remove fuze adapter, and make sure striker is in cocked position. 'If striker rod has been sheared, striker will fall out of barrel and fuze cannot be re-used. 63.01-—b 1 NOY 1943 FM 5-31 f



7 _ BRITISH PRESSURE FUZE NO.5

[image: Figure, page 173]

TYPE. Pressure fuze

COLOR. Dull khaki

CASE. Alloy metal .



EMPLOYMENT , 4

To explode booby--trap charge by pressure. Adjustable exten- sion rod enables mechanism to be used under railway track.

Two devices, complete with extension rods and adapters, per, . cardboard carton. Five cartons per tin. Twenty tins per-wooden box, 22% by 1134 by 8% inches, Weight, 90 pounds. RE-USE . : t ' » TO RECOCK 2. Withdraw striker. ' EM 5a41 y NoV 1943 63.02-a


	1. Unscrew fuze adapter. .

	

	3. Reinsert striker and striker spring, notch facing downward.

	4. Push back striker with wooden rod until lips of trip lever. engage notch. : 5. Insert safety pin. fr

	








BRITISH PRESSURE FUZE NO. 5

[image: Figure, page 174]


	1. Pressure required to operate varies with position on lid on which it acts. At end farthest from hinges 21 pounds, and at center of lid 50 to 60 pounds are required to force lid down.

	2. Double trip leveris depressed against resistance of spring.

	3. Trip lever clears notch, freeing striker.

	4. Striker spring drives striker against pércussion cap.





WITHOUT EXTENSION ROD


	1. Set deviceiin desired position,

	2. Connect charge.

	3. Withdraw safety pin,





WITH EXTENSION ROD


	1. Screw brass cylinder tightly into lid, and screw extension rod to its lowest limitin cylinder.

	2. Set device jn position.

	3. Unscrew rod until contact is made with rail or other object. ,

	4. Connect charge.

	5. Withdraw safety pin.



Insert safety pin in safety-pin hole. Remove fuze adapter.

[image: Figure, page 175]

i ' , :

. 5 '

TYPE, Pull fuze

COLOR. .Olive-drab |

CASE. Steel

Primarily for use with" trip wire in booby traps; also to fire


	1. Pull of about 2 pounds pulls release pin outwards."

	2. Split tail of striker contracts and passes through opening in plug. : \ 3. Striker spring drives striker onto percussion cap.

	



To test for re-use, unscrew collar and remove fuzé adapter. Hoid fuze with 'open end against piece of wood. Take out safety pin and gently pull release pin. Striker should descend, driving its point well into wood. To recock, push back striker with wooden rod until release pin slips into end of split tail of striker and locks it in place. © FAA 5..31 1 NOY 104% 63.03—_£50



BRITISH PULL FUZE NO.1


	INSTALLING AND ARMING 1, Remove fuze adapter by ynscrewingcollar. |

	




	2." Anchor by means of bracket. 3. Slip barrel through outstandingleg of bracket,




	4. Replace collar without fuze adapter.




	8. Install loose trip wire.




	6. Connect charge to fuze adapter by detonating cord.




	7. Reset fuze adapter on fuze by collar. s




	8. Withdraw safety pin gently. With installation properly set, safety pin should be Joose irrits hole.






as



4 DISARMING:

Insert safety pin in safery:-pin hole. Cut trip wire. Remove fuze adapter. ,

Completely assembled with percussion caps and fuze adapter, ~ fuzes are wrapped in waked paper and packed in flat tin boxca sealed with adhesive tape. Ten fuzes 'per tin. Twenty tins per wooden box 14 by 9 by 9 inches. Weight, 52 pounds,

[image: Figure, page 176]

63,03=b 1 NOV 1943 FM 5=31

[image: Figure, page 177]

- CASE. Brass . .

4. Fit U;shaped clip over ball end of striker rod. : 5. Allow striker to come forward about \% inch.

Two per carton. Five cartons per.tin. Twenty tins per case FM 5-31 4 Nev 1943 63.04—c


	

	2., With pencil, push back striker as far as it will go.

	3. Use safety pin to twist striker rod until safety--pin holeis in line with two slotsin body. °

	

	

	6. Insert, safety pin,

	7. Screwin new adapter with percussion cap.





BRITISH PULL FUZE! NO. 4

[image: Figure, page 178]


	end of striker.

	2. Spring drives striker onto percussion cap.




	

	

	3. Attach trip wire to U-shaped chp, adjust tension, until safety pin lies about halfway along slotsin body.

	4. Connect charge to fuze adapter, screw adapter into end ofpull fuze.

	5. Withdraw safety pin. Too much tension on trip wire jams safety pin against ends of slots and prevents easy withdrawal.



Tf close inspection is possible, insert safety pin through slot in 1 body and through safety--pin hole"in ball end of striker. Check , both ends r trip wire. Cut trip wire. Remove fuze adapter. 63.04—b. 1 NOV 1943 FM 5-31

[image: Figure, page 179]

TYPE. Fuse lighter'

CASE. Unpainted brass

As fuze lighter, manually operated, in firing charge nonelectrically. Operated by trip wire in improvised mines and booby ' traps. Ignites safety fuze, and fires blasting caps,

To eliminate noise and flash in igniting safety fuze, base of empty rifle cartridge case may be drilled to receive safety fuze, and open end flared so collar holds it.


	1, Pulling out safety pin releases striker. .

	2. Striker, driven by spring, fires percussibn cap, which' fires, ' fuze in adapter. .





BRITISH PULL FUZE\(PERCUSSION) :

Insert fuze in open end of adapter. Attach trip wire to safety' pin. . ' t DISARMING . pd 2. Cut or detach fuze. ' PACKING AND TRANSPORTATION ; Ten per tin. ' oe .


	1. Cut trip wire. . '

	



[image: Figure, page 180]

63.05<b 1 NOV 1943 1, BM 5031 ,

[image: Figure, page 181]

} TYPE. Release fuze

COLOR. Olive-drab )

. CASE. Flat steel box ;

Placed under crates, packages, or other suitable objects in booby-trap installations.


	1. On, removal of pressure, pressure of spring on inclined ' tongue forces lid upward. 1 '

	2. Spring and striker relcased.

	3. Striker driven against percussion cap. '



[image: Figure, page 182]



INSTALLING, FUZING AND ARMING

1. Bend leaf spring back until holein 'striker comes opposite safety-pin hole.

- ay


	2. Insert safety pin. '

	3. Insert fuse adapterin holein side of box.

	4. Close lid.

	5. Place under object so lid is closed tightly.

	6. Connect fuze to charge. ~ '

	7. Withdraw safety pin. With sufficient weight on cover, safety pin will be loose enough to pull out easily.



Tf deviceis accessible; insert safety pin in safety-pin hole side of box. If inaccessible, cut fuse connecting release fuze to charge.

Fuzes and percussion caps wrapped in wax paper are packed 10 per tin in flat, tin boxes sealed with adhesive tape. Twenty tins per wooden box 26 by 944 by 8% inches. Weight, 77 pounds. adjustment.. ' 63.06-b 1 NOV 1943 ' / 7 OM 5-31

Test by cocking device and slowly releasing pressure on lid. After testing, recock. After test firing, striker may need re-

[image: Figure, page 183]

TYPE, Release fuze : yo

COLOR, Matt khaki

CASE. Alloy metal i" 1

' Inserted into narrow opening, as under door or behind drawer. , Will withstand heavy weight, such as packing case.


	1. Connect fuse, to detonator by adapter.

	2.-Install fuze in desired position.

	3. Connect charge.




	4. Withdraw safety pin, which should come out easily. ~ 4






DISARMING . Insert safety pin through safety-pin hole. Disconnect,cap holder.

PACKING AND TRANSPORTING : Tiwo per cardboard carton. Five cartons, per tin, Twenty tins per case about 22 by 10% by 6 inches, Weight, 60 pounds.

FM 5-31 1 NOV 1943 ' /ea. O7—a



BRITISH RELEASE FUZE NO.6

[image: Figure, page 184]


	1. When load on lid is removed, pressure of trip lever forces lid upward. '

	2. Pressure of cocked striker swings trip lever counterclockwise and disengages' notch. 63.07b 1 NOV 1943 -" BM 5-31

	3. Pressure of corhpressed spring drives striker against percussion cap,








TO RECOCK—


	\ 1. Unscrew cap holder and fuze adapter.

	2. Withdraw striker and spring.




	13. Throw trip lever over until it rests on stop pin.

	4. Insert spring and striker, notch uppermost.







	5. Push back striker with pencil or rod, and insert safety pin. 8. Screwin new fuse adapter with cap. 1



,


	6. Throw trip lever forward.

	7. Close lid.

	



[image: Figure, page 185]

TYPE. Delay fuze ' i

SHAPE. Pencil

MATERIALS, Aluminum and copper


	1. Action starts when copper sleeve is crushed and ampoule broken. '

	2. Acid attacks and eats through wire.

	3. Spring drives released striker against percussion cap.



If you can see through inspection holes, or insert a nail through them, the striker is cocked. If sleeve has been crimped, discard. If sleeve is intact, unscrew cap and see whether capsule is intact. If so, time pencil can be re-used. t



BRITISH TIME PENCIL

. 1. For delay effect, so a charge can be left, to go off after a

é


	time interval. 2. To light safety fuse, which, when pared slightly, will fit

	into adapter. 3. To set off directly a detonator crimped over adapter.



TIMING Approximate times of delay are shown by colors on safety strip. Following table shows variation of delay with temperature:












	
	
	
	
	
	Temperature °C. Red White Green Yellow Blue |'Temperature °F.




	43
	—20 75 min. | 19 hr. | 3% dayk | 10 days] —- | —4

—10 63 min. | 13 hr. zn days Sdays| —- | 14

0 43 min. 5 hr. 28 hr. —— 32

10 31 min. | 234 hr. 3 hr 18 hr. | 34 hr. 50

15 27 tin. |, 2 hr. 5% hr. | 12 hr. | 24 hr. 59

20 23 min. | 14% hr. 4 hr. 9 hr. | 20 hr. 68

25 19 min. | 1144 hr. 3 br.| 6 hr. | 15 br. 77

37% 1214 min. | 4% hr. 114 hr. 3 hr. 6 hr] ° 9914

914 min. | 34
	min. | 80 min.
	2 hr.
	5 he.
	10914,



	
	10-minute delay, is issucd for training only.

INSTALLING AND ARMING'
	
	
	*
	Above times may vary 25 percent either way. Do'not use fuze

marked with blue if temperature is likely to be below freezing

when explosion is due to occur. Fuze marked with black, with






	

	1. Refer to table and select proper delay fuze. 2. Look through or pass nail through inspection holes to see striker has not fallen.

	3. Connect charge.

	4. Crimp copper sleeve flat. Do not bend ot crush hard enough to fracture copper sleeve.

	5. Withdraw safety strip.

	6. Use two fuzes for each important charge.





DISARMIN ;

- Cannot be disarmed safely. If essential to disarm, insert safety strip through inspection holes, or cut fuze.

After inserting safety strip remove time pencil from charge.

PACKING AND TRANSPORTING Five per tin. 150 tins per case about 16 by 13 by 8 inches. Weight, 57%4 Pounds.



BRITISH LEAD-BREAK DELAY FUZE

[image: Figure, page 187]

TYPE, Delay fuze

CASE, Alloy metal

To explode charge by delayed action.

Impossible to disarm. |

Cannot be defuzed safely. If necessary to defuze, cut detonating cord or disconnect fuze from charge.

Ten per tin. Fifty tins per wooden box about 26% by 10 by 7 inches, Weight, 66 pounds. , : FM 5~31 : 1 NOV 1943 63.09—a

RE-USECannot be re-used,

[image: Figure, page 188]

When safety pini is removed, tension in spring is taken by lead rod. Lead stretches, breaks, allows spring to pull striker onto perc: ussion cap.


	1. Refer to table and select proper fuze.

	2. Withdraw safety pin.

	3. Connect charge.



q

[image: Figure, page 189]



TYPE. Electric fuze ;



DESCRIPTION ;

:

Two red rubber tubes connected by wire, each tube containing two braés strips held apart by insulators. - EMPLOYMENT

In specialized form of trap for destroying wheeled or track vehicles. Laid across road surface probable path of traffic.

Vehicle passing over either tube forces brass strips into contact, tonator, sets off 3- to 10-pound explosive charge. ; INSTALLING AND ARMING electric blasting cap to see— 1. Brass strips are not in contact. ' SPACE FOR NOTES ° . FM 5-31 1 NOV 1943 Before connecting battery to charge, test contact strip with


	

	2. Pressure produces proper contact.

	3. Contact is not maintained after pressure ceases.



[image: Figure, page 190]

[image: Figure, page 191]

: fuzes, safety device removed. Place board under shells' for firm base, and on top of shells; cover to mdtch road surface. , , 2. Remove fuzes from shells. FM 5=31 1 NOV 1943 . 64.01—a


	

	

	3. Lift shells.



[image: Figure, page 192]

[image: Figure, page 193]



TYPE. Improvised électric contact



INSTALLATION . '

Make ball-bearing contact as shown in sketch, and fasten with ' string or adhesive tape to stem of inside door knob. Fix just above the horizontal, so turning knob will roll ball bearing against nails.

DISARMING. Disconnect battery :

[image: Figure, page 194]

[image: Figure, page 195]

4 TYPE. Improvised 'electric contact

blade in contact with nail and completes circuit to fire electric

FM 5=31 1 NOV 1943 i 64,03-0



BRITISH TABLE-KNIFE SWITCH


	1. Attach lead wire and trip wire to knife blade.

	2. Secure knife handle firmlyin position.

	3. Anchor trip wire in tension.

	

	4. Drive nails for fixed contacts. * §. Install lead wire to connect nails to one terminal of battery.

	6. Connect lead wire from knife blade through detonator to . second terminal of battery.

	7. Connect main charge.






Disconnect battery.



BRITISH PULL OR RELEASE ELECTRIC FUZE

i

[image: Figure, page 197]

TYPE. Improvised electric contact

As circuit closer for electrically fired 'pooby-trap charge.

Additional pull or release of tension in trip wire raises or lowers metal weight, which acts as bridge' between to complete circuit. contact terminals

Construct as shownin illustration. Battery can be mounted on backboard so switch and battery form a single assembly. Arm as fallows: FM 35-31 1 NOV 1943 64.04—-0


	1. Test for short circuit and for break.

	2. Adjust trip-wire tension and insert safety pins 50 weight hangs between them without touching. either.

	

	+ Connect charge. he. Remove safety pins. ; so, 'DISARMING == ~~



Disconnect battery.

[image: Figure, page 198]

[image: Figure, page 199]

May be used in booby trap installed under flooring as shown in sketch.

° é

Follow directions for installing release fuze (see page 63.06-b).

Locate fuze, identify, and follow directions for disarming it {same reference).

[image: Figure, page 200]

[image: Figure, page 201]


	1. Connect lead wires to metal plates and attach string from, rear plate to drawer.

	2. Connect battery and charge and lock adjoining drawer.




	1. Working from above or below the booby-trapped drawer o disconnect lead wires from metal plates. : FM 5~31 1 NOV 1943 65,05—a

	2. Disconnect battery and charge.






[image: Figure, page 202]

[image: Figure, page 203]



| FUNCTIONING t

When water in rain barrel reaches level of two electric contacts, circuit is closed and charge fired. INSTALLING | |

Install wiring. Place copper sulphate in barrel. Gonnect charge FM 5=31 . Y NOV 1943 $5.06—a



DISARMING ; vo {

[image: Figure, page 204]



FRENCH

MINE TACTICS, MINES, .

| AND FUZES ©

[image: Figure, page 206]



} FRENCH LICHT ANTITANK MINE

[image: Figure, page 207]

TYPE. Antitank mine '

COLOR. Dull green

CASE. Steel

\

|WEIGHT. 141% pounds

EXPLOSIVE, 534 pounds | '

EFFECT. Disables tanks ; '

FM 5-31 1 NOV 1943 "7101-9

RFATSTNIATPA a_i

[image: Figure, page 208]



FUNCTIONING Lo . ,


	1, Pressure of 300 to 500 pounds on cover depresses striker head of one or both fuzes, breaking shear pin and: releasing striker. : ' 2. Driven by striker spring, striker fires percussion cap—de-

	tonator——booster—main charge.



[image: Figure, page 209]

[image: Figure, page 209]

[image: Figure, page 209]

3. Replace cover. .

[image: Figure, page 210]

4. Search for booby traps. Cut any trip wires attached to hole in base flange. Lift mine.


	

	1, Lift'cover and screw in fuzes. . 2. Insert safety barin cover, and lockin place with safety pin.

	3. Replace cover, and fasten with chain and clip. Lo q

	4. Bury mine flushy with surface of ground or slightly below it. :

	5. Remove safety pin.

	6. Withdraw safety bar.



CAUTION - The cover on this mine may be' booby-trapped. After loosening chain, examine carefully, or pull off from'a safe distance. ! SPACE FOR NOTES ;

a



GERMAN

\

MINE TACTICS, MINES ; . AND FUZES — -

[image: Figure, page 211]



'MINE TACTICS *



80.01. GENERAL {

, to cross t. Germans employ efsentially the same principles in mine-field siting as those outlined in American and British mine-field policies. Maximum use is made of surprise. Natural and artificial barriers are utilized fully to force approaching vehicles he mine field. Mine fields are closely coordinated with antitank and supporting-weapon fire, Extensive use is made of antipersonnel mines: and booby-trapped antitank minés.



30.02. TYPES OF MINE FIELD

|


	a. The Germans distinguished between laying minés broadcast - andin regular fields, Strict rules regulating the laying and recording of patternedimine belts have been drawn up by the German General Staff. Frequently it has proved possible to forecast the location of every mine in a section once the first few have been located. In such fields the mines are laid at regular intervals in equidistant rows, the mines of one row lying behind the gaps in the row in front, sometimes| centrally, sometimes offset. Where speedis the main consideration, or during \ a withdrawal, mines are laid indiscriminately and in small groups. During the later stages of the North African campaign| mines usually were laidin this way, causing considerable delay* and casualties even though frequently the mirie fields'were not covered by fire. This practice may be expected in all future campaigns when thé enemy is in full retreat and does not ex. pect to reoccupy lost ground, b. The main belts of a major antitank mine field laidin uni-'

	form pattern normally consist of antitank mines with a sprinkling of antipersonnel mines in the forward edge of the field. Both types may be fitted with antilifting devices, and some of the antipersonnel mines normally have trip-wires attached. In some cases these mines are placed if the intervals between the diagonal wires of a double-apron fence, with trip wires fastened to the diagonals. The trip wire is the first part of the fence touched by the approaching enemy, 80.01-80.02 1 NOV 1943 ' FM 5~31



\ : Q ; *@. Frequently a number of antitank mines-are laid in the for ward edges of antipersonnel mine fields to prevent the use of armored vehicles for detonating the main belt of antipersonnel - mines, N

" ' ° - :


	' d. The forward edges of mine fields of all types often are sown with explosive charges placed in wooden boxes fitted with pressure fuzes. These act as both antitank and antipersonnel mines, and tend to prevent determining the exact location of mines by use of detectors. .

	e. Forward of most regular fields, and particularly in front of lanes, mines may be found widely spaced or scattered, at random in unmarked groups. Mines also are laid in spurs running at right angles to the forward edge-of the mine field to damage xehicles moving along the field in search of lanes. is shown in figure 80.03a, "





80.03, TYPICAL GERMAN MINE-FIELD PATTERNS.


	a. The pacing method normally is used to establish the locar tions of individual mines in a mine-belt section, Five paces is the normal interval between mines. Both hasty and deliberate mine-belt sections are used. .

	b. An example of the lay-out for a German hasty mine belt



[image: Figure, page 213]

It has sections 30 paces wide by 30 paces deep, or appfoxi- ' mately 80 by 80 feet. Each section contains 12 mines. The " density averages 1 mine per 2 yards of front. The sections are repeated to extend the mine belt as desired. ¢. A typical German deliberate mine belt is shown in figure \ : 80.03-b.

[image: Figure, page 214]

NOTE: 10 PACES26 FEET=8 METERS =|

' Figure 80.03b. German deliberate ming-field pattern. ' . FM 5-31: £0.03 1 NOV 1943

This mine belt is laid'in sections 30 paces wide by 40 paces deep, or approximately 80 by 105 feet. The section contains 24 mines. The density averages 1 mine per yard of mine-field " front. The sections usually are staggered, and for extensive ' mine belts are combinedin units of three or four as shownin figures 80,03c, and 80.03d, '

[image: Figure, page 215]

| Figure 80.03c. German panel arrangement. .



80.04. PROTECTION OF MINE FIELDS

The Germans teach that mine fields must be covered by fire, although during the withdrawal in North Africa many nuis-

/ : ance fields were left unmarked and without fire cover. It is common for a regular mine field to have at the rearward edge a listening post of two men and about 70 or 80 yards to their rear a covering party of four or five men with one or two light ' machine guns. .



80.05, IRREGULAR OR NUISANCE MINE FIELDS '


	a. An indication of the haste with' which the.German withdrawals in Tripolitania and Tunisia were carried out was the comparative rarity of regular mine fields and the large number of small nuisance fields which were laid. These nuisance fields | contained many different types of mine, often were unmarked, and showed every evidence of having been laidin a hurry. The consequent lack of uniformity made their detection and clearance a laborious and dangerous business. Though no consistency was noted in lay-out and types of mines used in such fields the Germans showed certain marked preferences in their choice of sites for them. i tectors. .

	(1). In general, mines were laid either close to or on roads, on airfields and railways, and along telegraph-line routes.

	(2) The surfaced portion of roads usually defeated the hasty mirle layer, but khaki-painted Tellermines sometimes were placed on the road where it dipped sharply, in the hope that drivers would be unable to check their vehicles in time .to "avoid them,

	(3) The main effort was directed towards catching vehicles off the road at narrow places where they had to pull out to ~ pass and at entrances to defiles where they had to pull 'off the road and wait for vehicles moving in the opposite direction. Other places frequently sown with antitank mines were turnouts, sharp bends which fast-moving traffic might overshoot, the unsurfaced island sometimes found at crossroads, berms, and well-worn wheel ruts. (4) Efforts to evade detection included—

	




	(a). Burying mines as much as 24 inches below the surface where they, would explode only after the passage of a number of vehicles had compacted the earth cover sufficiently to operate the fuze,




	(b) Putting explosives in wooden boxes to foil mirle de-




	(c) Marking tire prints in the earth on top of the mine by drawing a detached axle and wheels over it.

	b. The Germans showed considerable ingenuity in siting random antipersonnel mines on the line of the British advance. 'Road demolitions were plentifully sown with S mines, and kilometer posts at points where vehicular drivers would have to dismount to read the directions'were similarly treated. S mines also were placedin ditches often close to the trip-wire peg of another mine. Trip wires of white string were difficult



to see against a background of sand but the pegs to which they were attached, and sometimes a peg at the actual mine, pointed' to the presence of S mines with pull fuzes. S mines, with push ae fuzes normally were buried with the prongs either level with the surface of the ground or projecting about 3 inches above it, sometimes carefully camouflaged with twigs. S mines with push-firing devices also have been found sometimes buried to a depth of 4 inches. ¢. Nuisance fields on lines of communication generally were -- | crates. N closely spaced—occasionally so closely as to cause sympathetic detonation, particularly when the mines were laid with their pressure plates almost flush with the surface of the ground and ' German methods of marking mine fields are not uniform. The only lightly covered with earth.



' 80.06. MARKING ,

front edge of the field oftenis unmarked, the rear' edge seldom so. Sdme fields have been found both unmarked and unwired, Certain markings usually indicate the presence of mines. The ( following are typical examples of such 'markings: ! wire onf the friendly side, or the' reverse. b. A single knee-high wire, cattle fencing, and empty mine a. Double-apron fence on the enemy: side and a single trip

¢. Notices bearing the word "Minen" fixed to the perimeter wiring, the wording facing away fror 'the mines. strips visible at night, sometimes marked lanes. .

d. In Tunisia ration boxes and pickets marked the corners of some fields.

@. Parti-colored red and white rectangular boards, or luminous

. Jerricans on'kilometer posts indicate mines in the vicinity, and small pickets have been found marking mined turn-outs.

g. Empty mine containers normally are buried or dumped some distance away from the field. The buried crates may be 1 used as reference points by the Germans, as S-mine crates have been found buried flush with the ground at the foot of the teldgraph pole nearest to a nuisance field ion the roadside. : from kilometer posts, track junctions, or other fixed objects '

h. Definite reference points generally are lacking; the Germans probably locate their fields by taking azimuth and distance. or points.

1, Individual mines sometimes are disclosed by the disturbed appearance of the ground above them, and many hundreds of ' mines in Tunisia thus were detected by eye. , .



\ 80.07. ANTILIFTING DEVICES AND BOOBY TRAPS:

'The proportion of mines having antilifting mechanisms varies 4 ; greatly frem field to'field; in some cases every mine is thus ' treated and in others none, or only a few, depending on the ~ \ haste of laying. Examples of the commonest methods observed' ' in North Africa are:


	3 ' , a. Tellermines were laid upside down with pressure fuzes in the base well. :

	b. Tellermines were laid on the surface with the fuze set at "safe" and with a wire attached to the base or handle leading to a pull fuze fitted in either a 3-kilogram charge or in another Tellermine buried underneath. '

	¢, Armed and buried Tellermines commonly were attached by two separate wires to an S mine fitted' with two pull fuzes, buried about 5 feet away.

	d. In some cases the wire from a pull fuze—presumably in 'the side pocket—led from a Tellermine to a stake about 1 foot away, so anyone digging around the mine n would depress the wire and fire the charge. ,

	e. A wire attached to a pull fuze in an S mine was found anchored to a small bush; when the bush was removed the mine exploded.

	f. British GS'MK IV mines were laid with a wire leading to a pull fuzein a 3-kilogram explosive charge. Lids of both British GS MK II and Italian B 2 mines are reported to, have been similarly treated. 80.08. DUMMY MINE FIELDS :



German dummy mine fields take various forms. In some cases a trip wire is laid to give the appearance of a mine-field perimeter wire, with the usual lanes, and the ground is disturbed at regular intervals. Scrap metal is placed in shallow holes to cause a reaction in the mine detector. Smoke candles were buried 4 inches below the surfacein one of the dummy fields at Merduma West landing ground. The lids of Italian B 2 mines frequently were laid in dummy fields, wired in, and sbooby traps interspersed. . : \

[image: Figure, page 220]
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TYPE. Antitank mine \

COLOR. Gray or dark green, European pattern: tan, desert pattern

,

CASE. Steel :

WEIGHT. 20 pounds '

EXPLOSIVE. 12 pounds TNT

EFFECT. Disables tanks

FM 5-31 1 NOV 1943 t BIOlema



_ GERMAN TELLERMINE35

[image: Figure, page 222]


	1. Pressure of 200-400 pounds on pressure plate depresses plate and fuze housing. :

	2. Fuze housing presses on top of striker, shearing shear pin which holds strikerin cocked position.

	3. Driven by striker spring, striker sets off percussion cap, de- -tonator, booster, main charge.





FUNCTIONING OF SAFETIES

Fuze T. Mi. Z. 35 has two safeties, as follows:


	+ 1. Safety bolt, which passes though slotted hole in topof striker and prevents it falling. Bolt pulled out by 4 claw.

	2. Rod attached to SCHARF-SICHER dial with cam at lower end. When dial is set at SICHER (safe), cam is beneath striker. When set at SCHARF (armed), cam is withdrawn. Main' use of this safety cam is to taks pressure off shear wire when striker is not in use. | .






Mine has shear-pin fuze. Blast or other disturbance may have partially sheared pin. If disturbed, do not attempt to disarm or defuze. Destroy in place with explosive. Or, lying prone, pull mine loose with 50-yard rope or wire, drag to safe place, and destroy, | ;

[image: Figure, page 223]



IF UNDISTURBED

1. Press safety bolt -home. If safety bolt does not press home easily do not force. Treat as disturbed mine.

[image: Figure, page 223]

2. Pull mine from holé with 50-yard rope or wire. Or, seek and disarm secondary fuzes (page 85.01-a) and lift mine.



GERMAN TELLERMINE 35

[image: Figure, page 224]

1. After disarming, remove fuze and turn dial from SCHARF : ' to SICHER. Use coin or knife—not screwdriver.

[image: Figure, page 224]

2. Tape or wire safety bolt in place; replace fuze in mine.

(For booby-trapping, see page 85.01-b).


	1. Dig circular hole 7 inches deep, 1}4 feet across at bottom, 3 feet across at top.

	2. Place mine in hole, with handle horizontal or down not up. .

	. 3. .Turn dial from SICHER to SCHARF. |

	. 4. Cover mine, and from safe distance withdraw safety bolt.





ASSEMBLING '

Use standard Tellermine tools, since correct assembly cannot : be made without them. If improperly adjusted, mine will not ' function properly.


	1. With small screwdriver, loosen set screw in adjusting collar.

	2. Using Tellermine box spanner, adjusting collar jand threaded washer.

	3. Insert detonator whose protective label is undamaged.

	4. Screw threaded washer in position, tighten with. box spanner.



[image: Figure, page 225]

1 . TELLERMINE ADJUSTING GAGE


	: a. Slip leather or rubber washer onto gauge as far as collar

	
	b. Screw gauge into cover and tighten.







	¢. Press measuring bolt down, turn until adjusting pins en-




	
	







	in washer, turn collar % inch to left before screwing.




	7. Place sealing ring and washer over head of collar. Mine now is ready for fuzing. 8. If adjusting gauge is not available, an approximate adjust- :




	ment can be obtained by screwing the threaded washer down tight on the detonator and screwing in the adjusting collarin 41f turns. ' FM 5-31 ) 1 NOV 1946 | . 81.01-0



. Immediately before reusing, test fuze as follows:


	1. Remove fuze and hold away from mine.

	2. Tur dial from SICHER to SCHARF, and, pointing bottom of fuze away from body, withdraw safety bolt. If fuze . ~~ ' fires, pin was sheared. '





GERMAN TELLERMINE 35 cos

3. If fuze does not fire, turn dial from SCHARF to SICHER, push in safety bolt with claw, and replace fuze in mine,

Transported with disarmed fuze in place. Has two German cases: one holds two mines, weighs 51 pounds loaded; the other holds one mine, weighs 28 pounds loaded.

[image: Figure, page 226]

Tellermine 35 has been used with fuze T. Mi. Z. 42, and opening in cover filled with screw plug. If used this way, treat like , Tellermine 42. .

gpenavs. es pees be

[image: Figure, page 227]
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TYPE. Antitank mine . °

COLOR. Gray ° ° .

CASE. Steel i-

WEIGHT. 21 pounds

EXPLOSIVE. 12 pounds TNT

EFFECT, Disables tanks Lo ' eas) ay y pre, eman



CERMAN TELLERMINE 35 (STEEL)

[image: Figure, page 228]

[image: Figure, page 228]

The Tellermine 35 (steel) is a modification of Tellermine 35. It uses either fuze T. Mi: Z, 42 or fuze T. Mi. Z, 35. If used , with fuze T. Mi. Z. 35 (screwed into cover plate), treat exactly like Tellermine 35 (page 81.01). Detonator and adjusting collar ' are in placein, the mine. If used with fuze T. Mi. Z. 42 (screw plug in cover plate), treat exactly like T. Mi. 42 (page 81.03-c). Detonator and adjusting collar are removed and a ob. adapteris installed. Screw plug takes place of hexagonal cap. \

\ 4b 1 ee an wee ee



C GERMAN TELLERMINE 42

[image: Figure, page 229]

[image: Figure, page 229]

1 : TYPE. Antitank mine

COLOR. Gray °

' CASE. Steel

, EXPLOSIVE. 12 pounds TNT ,

- EFFECT. Disables tanks © . .

: FM 5-33 1 NOV 1943

31,.03—a

[image: Figure, page 230]


	1. Pressure of 250-400 pounds on pressure plate depresses hex-2. Striker shears shear pin. , 3. Released striker, driven by spring, explodes pokeussion cap,

	

	—booster—main charge.



! Mine has shear-pin fuze. Blast or other disturbance may par- ' tially shear pin. If there is evidence of disturbance, do not . attempt to disarm or defuze. Destroy in place with explosive; or, lying prone, pull mine loose with 50 yards of rope or wire, : ' drag to a safe place, and destroy. ,

[image: Figure, page 231]



IF UNDISTURBED vo

1, Remove hexagonal cap, lift out fuze, and replace cap.

[image: Figure, page 231]

. 2. Pull out mine with 50 yards of rope or wire; or, search for, | . 'and disarm secondary fuzes (page 85.01-a), and then lift mine.



GERMAN TELLERMINE 42.

DEFUZING . In this mine disarming, as; explained above,is defuzing.

qt mine is to be booby-trapped, see page 85.01-b.)


	. Dig circular hole 7 inches deep, 1% feet across at bottom, and 3 feet across at top. e uo '

	2: Set mine in hole, with handle horizontal or down—not up.

	3. Remove hexagonal cap, insert fuze.

	4. Replace cap, cover mine.





PACKING AND TRANSPORTING . uo

ownnig ee

Transport_mine. and fuze separately, 'using either one- or twomine carrying case. Latter, loaded, weighs 51 pounds. One-mine case, loaded, weighs 28 pounds.

Examine shear pin_and cap for deterioration or evidence of having been fired, If hexagonal cap is in place, it is almost certain explosivein mine is in good condition.

[image: Figure, page 233]

[image: Figure, page 233]

TYPE. Antitank | " so os

; COLOR. Gray

CASE. Steel

WEIGHT. 18 pounds

EXPLOSIVE. 12 Pounds TNT '

EFFECT. Disables tanks '

FM 5-31 , 1 NOV 1943 81.04—c



GERMAN TELLERMINE 43 (MUSHROOM) e

[image: Figure, page 234]

T. Mi. 43 (mushroom) is a modification of T. Mi. 42 (page 81.03), uses same fuze (T. Mi. Z. 42), and is handled same way. Principal difference is that the entire pressure plate T. Mi. 43 (mushroom), rather 'than just hexagonal cap as in T. Mi: 42, unscrews to uncover fuze. Initial resistance to pressure is provided by thin walls of pressure plate rathey than by an : , inner spring, ' ' ;

SPACE FOR NOTES ° ,

21n4—h aNAYV 104% eAA £41



oo | 'GERMAN L.'P. Z, MINE

[image: Figure, page 235]

TYPE. Light antitank mine, convertible to antipersonnel.

COLOR. Gray ,

\

CASE. Sheet metal '

WEIGHT. 9 pounds '

EXPLOSIVE. 5 pounds TNT cos f EFFECT. Disables vehicles, breaks tracks on light tanks, sometimes on medium tanks

[image: Figure, page 236]


	1. Pressure crushes mine covers, pushes one or more fuze housings downward over their plungers. Notr. If mine is used against personnel, bottom fuze nuts'are removed and mine, resting on threaded end of plungers, is placed on flat, hard surface. Light pressure on mine cover depresses entire mine and forces plungers upward into fuze housings.

	2. Either actiori compresses outer spring, allows steel balls to be forced outward into upper recesses, releasing striker.

	3. Released striker, driven by striker spring, explodes percussion cap.

	4. Flame from cap travels through flame tube and chamber, ignites detonator—booster—main charge.



No

«marked SICHER on screw head 'is opposite white mark on mine, beveled end on screw closes flash hole leading to detonator. . . 81.05—b 1 NOV 1943 | \ FA 5-31 te 1

[image: Figure, page 237]
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	1. Unlock bayonet catches, re- 2. Turn safety screw tight, move cap above safety screw. clockwise, untjl line marked SICHER coincides with white mark on case. A °

	3. Lying prone, pull mine from hole with 50 yards of wire; or disarm booby traps and lift mine from hole without tilting. Before setting down, examine to see if all bottom nuts are ih place. If not, defuze immediately,



a


	1. Stand mine'on edge and remove five top fuze bolts and cap- holders atid caps.

	'~ 2, Turn mine upside down, remove all bottom nuts.



[image: Figure, page 237]

bottom cover. body from top cover.

[image: Figure, page 237]


	5. Unscrew retaining collar, and remdve detonator. 6. Reassemble case.

	





GERMAN L. P. Z. MINE

With mine covers, fuzes, and detonators in place~-


	1. For antitank use, remove cap, unscrew safety screw.

	. 2. For antipersonnel use, reniove bottom nuts from fuzes; set on flat, hard surface} remoye cap; unscrew safety screw. .



PACKING AND TRANSPORTING - Germans transport réine complete with detonator and fuzes, safety screw turned down firmly. Safer to transport with cap holders and caps removed. Wooden box containing five mines weighs about 60 pounds.

RE-USE \ If tape is undamaged, and cap over safety screw is in place, 4 mine probably is serviceable. Check to see percussion caps are . in position before installing. , '

Without nuts on fuze phingers mine is so'sensitive that its own weight is almost enough to set it off.

wv

{

~

[image: Figure, page 239]

TYPE. Bounding antipersonnel mine

COLOR. Olive-drab

CASE. Steel ~

WEIGHT. 9 pounds

EXPLOSIVE. 6.5 oz. TNT

EFFECT. Causes casualties up to 150 yards

Examine mine for signs of rust or deterioration around fuze well, detonator wells, or top edge. If minc has seal around top edge, and cap on fuze well, probably it is in good condition.

ae 7

[image: Figure, page 240]

FUNCTIONING. { . Pressure fuze S. Mi. Z. 35, pull'fuze Z. Zz 35, pull tension- release fuze Z. U. Z. Z. 35, or electric fuze E. S. Mi. Z. 40, commonly are used with this mire. Other standard German fuzes may-be used.



in ALL TYPE FUZES


	

	

	. Flash from fuze sets off 414-second-delay pellet. 2 Pellet ignites black-powder propelling charge. 3. Powder charge projects inner case upward and at same time ignites short-delay pellets.

	4, Short-delay peilets set off detonators and maincharge when mine is 3 to 7 feetin air. \

	5. Main charge scatters 320 steel balls and fragments 'of case, up to 200 yards.



DISARMING Disarming the "S" mine mcans disarming attached fuze or fuzes.

[image: Figure, page 241]
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	1. Insert pin in safety hole. "9. Gut any trip wires after

	checking anchor ends. 3. Check for booby traps and remove mine from hole.





DEFUZING ~ 5

[image: Figure, page 241]
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	1. Remove fuze or fuzes. 2. Unscrew three plugs from . detonator wells; remove deto-

	'nators. 3. Replace plugs; place cap on or plug fuze well.



FM 5—31 / 1 NOV 1943 i 82.01—c



GERMAN "S" MINE:

1. Remove three screw plugs from detonator wells, insert either three standard German detonators or three United States non-electric blasting caps, OPEN END DOWN.

2. Replace screw plugs. '

3. Remove cap from fuze well, attach pressure fuze, or Y

connector and two pull fuzes. 4. Place mine in hole so that ends of presdure prongs or pull rings are just above ground level; if pull fuzes are used, attach trip wires, ANCHOR END FIRST., :

5. Cover and camouflage mine; remove safety pins.

Store and transport "'S" mines with detonators removed, plugs in detonator wells, cap on fuze well. Watertight, pressed-metal carrying case, containing three mines, weighs 33 pounds. Wooden case containing three mines weighs about 35 pounds.' Fuzes' and other accessoriés are packed separately.

[image: Figure, page 242]
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NOTE' / Some of latest "S" mines have a spring beneath each detonatorwell plug. This holds detonators in contact with short-delay . pellets and insures uniform explosion; has no effect upon disarming or installation. In some mines balls are diamond shape, or pieces of ¥%-inch steel pod.

[image: Figure, page 243]

TYPE. Antipersonnel .

COLOR, Gray

CASE. Concrete with inserted steel fragments

, WEIGHT. 434 pounds

' : EXPLOSIVE. Standard German borehole charge

EFFECT. Causes casualties up to 50 yards - '

EMPLOYMENT, With trip wires and pull fuze Z. Z. 42, issued with it' Also used with pull fuzes Z. Z. 35 or Z. U. Z. Z. 35.

[image: Figure, page 244]


	1. Pull on trip wire withdraws pin from striker of Z. Z. 42 fuze.

	2. Released striker, driven by spring scts off percussion capr- —* detonator—borehole charge. °





yo GERMAN STOCK MINE (CONCRETE) |. DEFUZING "

IF PULL FUZE Z. Z 4218 USED —

[image: Figure, page 245]

1. Hold pin firmlyin place, cut trip wire. 'CAUTION | '

If pin is partially pulled out, do not attempt to disarm. Kx plode from safe place by charge placed near mine.

[image: Figure, page 245]

[image: Figure, page 245]

3. Pull mine and stake loose with:50-yard length of wire. Stake

[image: Figure, page 245]

4. Remove stake and charge from mine. IF PULL FUZE Z. Z. 35 or Z. U. Z. Z, 35 IS USED, insert safety pin before cutting trip wire; then repeat above procedure.



GERMAN STOCK MINE (CONCRETE)


	1. Drive stake until about 5 inches remains above ground. 2. Assemble mine by inserting German standard borehole '

	charge in bottom and screwing into top of charge either pull a fuze Z. Z. 42 or Z. Z, 35, with German detonator, or U. S. . nonelectric cap attached. alongside mine, so that trip wire will run up over it and pull .

	3. Impale mine on stake; or, if tree is used, tie mine to tree and plug hole in bottom. Germans provide cork plug for this. If fuze Z. Z. 35 is used, drive second stake, higher than and upwards on fuze when tripped. . ,




	4. Anchor trip wire. '




	5. Attach loose trip wire to pin if fuze Z. Z. 42 is used, or to trip-wire slot if fuze Z. Z, 35is used. Camouflage.




	Pull safety pin if pull fuze Z. Z. 35 is used.






[image: Figure, page 246]
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N Stakes,in bundles of six, furnished with chests. Fuzes, borehole { charges, and detonators are obtained from German demolition stores.

[image: Figure, page 247]

TYPE. Antipersonnel bomb

COLOR. Green-gray

CASE, Sheet metal

WEIGHT. 41% pounds

EXPLOSIVE. Yellow TNT, (7.5 02.)

EFFECT. Causes casualties within a radius of 50 feet

EMPLOYMENT. Dropped from low-flying aircraft.

Container holds 23 bombs.

Three types of fuze have been found in bomb. In 41 fuze, selector screw can be set at ZEIT to explode bomb 3 seconds after arming, or at AZ to explode on impact. Clockwork in 67 fuze is adjustable for delays of 10, 20, or 30 minutes. ZEIT and AZ often are stamped on this fuze for deception. Fuzes 70 (A) and 70 (B ) are antihandling devices, probably similar in action to that in Italian thermos bomb. Bombs extremely _ dangerous when armed with them. FM 5-31 1 NOV "1943 82.03=a

[image: Figure, page 248]


	FUNCTIONING 1. Container holding 23 bombs opens after falling predetermined distances, allowing bombs to scatter.

	2. Springs force apart two halyes of bomb case.,




	3. Halves of case and two butterfly vanes moye to top of spindle wire, arming bomb.




	4. Bomb explodes at predetermined time, on impact, or when handled, depending on type of fuze installed. '






If case still is closed,-bomb is unarmed and fuze may be removed. If bomb is armed, wait 45 minutes To destroy bomb, build sandbag wall around it and, from behind sandbags, pull, bomb with rope; or, set off small charge next to it.

enias iL e amu 184 1 eee eae

[image: Figure, page 249]

TYPE, Pressure fuze '

COLOR, Olive-drab

'CASE, Aluminum : '

This is the standard German pressure fuze for the "S" mine. Usually only tips of prongs are above ground surface.

Before reuse, check fuze by testing safety pin to see if it can be withdrawn, and looking at cap to see if it has been fired. Do not test by firing, as fuze cangdt be recotked without specia) . FM 5231 4 1 NOV, 1943 83.01-a

[image: Figure, page 250]


	1. With safety pin removed, 8-10 pounds pressure on prongs overcomes resistance in outer spring, and depresses plunger.

	2. This permits two locking balls to be forced outward, releas- .

	3. Released strjker, driven by striker spring, explodes per-



Insert pin or wire in safety hole.


	

	2. Install mine and camouflage. 3. Remove safety pin. | )

	



83,01—b J 1 NOV .1943 boo FM 5221



GERMAN PRESSURE FUZE D. Z. 35

[image: Figure, page 251]

TYPE. Pressure fuze .

COLOR, Large type, brown; small type, unpainted

CASE. Large type, aluminum; small type, brass

Large type generally used in improvised wood mines; small mine. of FM S=<31 1 NOV 1943 ui 83.02—0

Insert safety pin in hole of plunger.


	J. Remove fuze and detonator from charge or mine.

	2. Detach detonator from fuze. No detonator if used with "S"



Use standard German fuze container.

Examine to see an unfired cap is in place.

[image: Figure, page 252]


	1. Pressure (130-160 pounds for large type, 15-20 pounds for small type) on pressure' cap forces plunger downward against resistance of outer spring.

	2. Two locking balls (large-type fuze) 'or two locking pins (small-type fuze) are forced outward into lower open space, releasing striker. Lo 24 79.8 9s ALA (18644 —_——_ = mow

	3. Released striker, driven by striker spring, sets off percussion cap. ,







	1. Attach German detonator to base of fuze or wedge United States nonelectric cap into it. i

	2. Attach fuze to charge or mine. Detonator must go inside mine. '

	3. Adjust height of pressure cap. By raising or lowering pressure cap, vary distance top of mine must be depressed to bear on cap, thereby varying operating pressure of mine.



4. Remove safety pin. ; -

[image: Figure, page 253]

TYPE, Pressure fuze

COLOR.

EMPLOYMENT. With improvised mines

Remove fuze and attached detonator from charge.


	1. Fuze comes with detonator attached. If detonator has been 'removed, remove screw collar at base, insert standard German detonator, screw on collar to hold in place.

	2. Insert detonator in charge., '

	3. Remove safety pin. |



[image: Figure, page 254]


	: 1, Pressure on pressyre cap overcomes resistance in spring, shears shear pin, and forces striker onto percussion cap.

	2, Flame from percussion cap ignites attached detonator.








FUNCTIONING OF SAFETY

Safety pin holds toggle in position covering percussion cap. When pin is removed, toggle spring swings toggle away from above cap. Fuze should not be reused if safety pin is withdrawn.

, Fuze transported with cap and detonator in place. Use standard German metal fuze container.

24 O4—b 1 NOV 1943 FM 521

' wey (

[image: Figure, page 255]

TYPE, Pull fuze

COLOR. Unpainted brass

. CASE, Brass

Standard for "S" mines and prepared charges, for boobytrapping Tellermines, and 'for booby traps employing trip wires, Threaded base fits all standard charges, grenades, and mines, j

Use German standard fuze container.

Check fuze by testing safety to see if it can be withdrawn, and '~ ' ' look at cap 4o see if it has been fired. Do not test by, firing, as fuze cannot be reset without special tools.


. i EM 5WW44 1NQY 1047 24 AAAs





GERMAN PULL FUZE Z. Z. 35

[image: Figure, page 256]



FUNCTIONING f


	"1. Pull on trip wire moves plunger upward against resistance of outer spring.

	2. Two locking pins are forced outward when they come op-

	3. Released striker, driven by striker spring, sets off percussion cap.



oa


	

	2. Remove trip wire, first checking anchor end. '1, Remove fuze and detonator from charge or mine. '




	

	'2. Remove detonator from fuze.




	(INSTALLING AND ARMING 1. Attach German detonator to base of fuze, or wedge United States nonelectric cap into it. u on mak - Bhs taaAn mae eae

	2. Attach fuze to mine or charge, detonator inside.




	3. Attach loose trip wire, first to anchor then to trip wire slot.




	4, Unscrew nut and remove safety pin.






[image: Figure, page 257]

TYPE. Either pull or tension-release fuze"

CASE. Brass

"Used with "S" mines, prepared charges, and booby traps.

Trip wire on this fuze must be under tension. Fuzeis fired by pulling on trip wire; or, by loosening, cutting, or breaking it.


	1. Pull on trip wire pulls plunger upward against resistance of outer spring; two locking pins are forced outward into upper 1 NOV 1943 8305-0

	2. When trip wire is cut,outer spring forces 'plunger down until two locking pins areforced outward into lower space, releasing striker.

	3. In either case released striker, driven by striker spring, sets off percussion cap.





GERMAN PULL-RELEASE FUZE ZU. Z. 2.35 DEFUZING '


	1. Insert pin in safety slot.

	2. Remove trip wire, first checking anchor end.




	'1. Remove fuze and detonator from charge. |

	2. Detach detonator from fuze.




	1. Attach German detonator to base of fuzc, or wedge U. S.,, nonelectric cap into it. '

	2. Attach fuze to charge or mince. Detonator must go inside charge. Ly :

	3. Anchor trip wire. a

	4. Attach trip wire to trip-wire slot, adjusting" tension so that safety pin comes just past middle of safety-pin slot.

	5. Remove nut and pull out safety pih.





PACKING AND TRANSPORTING sO!

Use German standard fuze container,

| SJ

Examine fuzé to make sure unfired cap is in place.



NOTES

This fuze has proved so 'dangerous td use that a number have been returned to the factory and modified. The modified fuze is stamped NUR ZUGZUNDER (only pull fuze). Interior' works are the same, but trip-wire' slot has been cut off end of plunger, and fuze is tripped by withdrawal of safety pinto which trip wire is attached. : / /

[image: Figure, page 259]

TYPE. Pull a eet

COLOR. Unpainted '

CASE. Bakelite

EMPLOYMENT. In booby traps and with stock mine

PACKING AND TRANSPORTING° . This fuze comes as part of STOCK MINE SET. If carried separately, p ut cap over its base _and/or carry in German standard fuze container.

Before using as pull--type fuze, make sure spring is strong enough to hold safety pin firmly.

[image: Figure, page 260]


	1. Pull on trip wire withdraws tip 'pin, releasing striker. 3. Anchor far end of wire. Moy .

	2. Striker, driven by spring, explodes percussion cap.




	1. Hold pin in position, cut trip wire near trip pin.

	2. Remove fuze and detonator from charge. INSTALLING AND ARMING '




	1. Attach detonator.

	2. Insert id charge.

	

	4, Fasten other end to trip pin, making sure wire is/not taut. ' This fuze can be used as a release fuze by removing trip pin



y and holding striker in a cocked position with a tight trip wire. 83.06—b 1} YNOv 1943" FM 5~31



"GERMAN ELECTRIC' FUZE E. §, MI. Z. 40

we

[image: Figure, page 261]

TYPE, Pressure

COLOR, Initiating fuzes, black; firing bridge, aldminum :

CASE, Initiating fuzes, ebonite; firing bridge, aluminum

_ To explode German "S" mine. For each "S" mine, use a firing bridge and two chains of nine electric fuzes each.

FM 5~31 "4 NOV 1943 ° 83.08-a

y

[image: Figure, page 262]


	

	'1. Pressure on prongs of electric fuze depresses plunger. 2. Two steel balls disengage from groove in head of striker, releasing striker,

	3. Striker, driven by spring, breaks ampoule.




	4. Electrolyte in ampoule' sets up electric current between electrodes, '

	5. Current induces flash,in flash tube of firing bridge, ex- ploding mine. °



~



GERMAN ELECTRIC FUZE £.$. MI. Z. 40

To disarm chain of electric fuzes, remove lead plugs from sockets in bridge. INSTALLING AND ARMING ,

To disarm individual electric fuzes, insert nail in\ safety-pin holein top of plunger tube.

1. Connectin parallel two chains each of nine electric fuzes, ae 2 feet 7% inches of wire between fuzes, and 5 feet 3 ches between end fuzes and plugs. ' PACKING AND TRANSPORTING ;

2. Make. two furrowsin ground to receive wires, drive down fuzes to top of safety transit cap. '

3. Test electric leads with lead tester by plugging into tester and short-circuiting' most distant fuze. . 4 Unscrew safety transit cap, release safety-pin rings from plunger tubes, attach withdrawal cords to ririgs. SPACE FOR NOTES "

5. Screw firing bridge onto "S" mine and set mine in U- clamp.

6. Insert red plugin red bridge socket, and blackiin black,

7. Pull withdrawal cords.

Gase carries U-claimp, bridge, and two metal bars each holding mine fuzes in sockets.

Test leads before re-using.

NOTEPressure bar, 1 foot 4% inches long, ©can be placed between prongs of adjacent fuzes.

GERMAN ELECTRIC FUZE E. S. MI. Z. 40 SPACE FOR NOTES a

[image: Figure, page 265]

COLOR. Black . '

CASE. Aluminum casting or Bakelite

EMPLOYMENT. For large-scale delayed demolitions. May be set for "-hour to 2i-day delay



GERMAN CLOCKWORK LONG-DELAY FUZE FUNCTIONING

[image: Figure, page 266]

1. At end of delay period, lever arm on rotating control disk . in clockworks bears against trip lever, disengaging striker.

2. Striker, driven by spring, explodes percussion cap in base.



"GERMAN CLOCKWORK LONG-DELAY FUZE

[image: Figure, page 267]

1, Remove set screw marked SCHARF to allow spring to push safety block between striker and cap, and screw in plug marked BLIND.

[image: Figure, page 267]


	2. Turn red mark on release ring from GEHT (go) to STEHT (stop), arresting clockwork.

	+ 3. Remove fuze and detonator from charge.



[image: Figure, page 267]


	1. Unscrew cover and wind clock by turning knurled cylinder clockwise.

	2. Set time-setting knob for desired delay. Setting is visible through glass window, TAGE for days and STUNDEN for hours.

	3. Attach detonator to cap holder, insert in charge.

	4, Remove plug marked BLIND and screw in fully set screw marked SCHARF.

	8.'Turn red mark on release- ring from STEHT to GEHT.





GERMAN CLOCKWORK, LONG-DELAY FUZE oe

[image: Figure, page 268]

Fuzes ; individually packed in biack wooden boxes stenciled "J-Féder 504." Cap holdér and cocking device inserted in welled blocks. 1

RE-USE - ' Test fuze, with percussion cap removed, by setting clockwork for 14 hour. After testing, recotk striker with recocking device., y

[image: Figure, page 269]

COLOR. Unpainted

EMPLOYMENT . , Attached to either safety fuze or detonator to set booby traps, to booby-trap mines, to ignite smoke candles and prepared charges.

Safe to handle as found. Fasten safety ring to body of fuze with tape to prevent its being pulled. Discard if ring has been partially pulled. PACKING AND TRANSPORTING : FM 5-31 1 NOV 1943 83.10—0

\

{ Remove fuze and detonator from charge, detach detonator.

Fuzeis easily damaged by moisture. Pack in waterproof case, with cover cap in place on fuze base. .

[image: Figure, page 270]


	| 1. Pull on trip wire attached to safety ring separates cap and hook from body:

	2. Hook draws coated wire through friction compound, causing fame to spout out opening in. threaded base. i ,7







	1. Attach German detonator'to base of fuze, or wedge United States nonelectric cap into it. Length of saftey fuze may he, inserted between fuze and detonator. 83.10-b \y Now 1943 ', FM: S=31

	2. Attach fuze to mine or charge. Detonator must be inside.




	3. Detach safety ring from side of mine.




	_ 4. Attach loose trip wire to safety ring.






[image: Figure, page 271]

«TYPE, Pull friction fuze, ;

» COLOR, Field gray ; fl

CASE. Aluminum

¢

' EMPLOYMENT , | Primarily used for the ignition of safety fuze in demolition \ work. Also used to ignite smoke candles, to booby-trap Tellermines and grenades, and to set off improvised mines and booby traps.

, Important to keep fuze dry. With cap and base cover in place fuze is fairly waterproof. However, it should be stored and transported in a watertight container. ;

nAraTninrrn



GERMAN FRICTION FUZE ZDSCHN. ANZ. 39

[image: Figure, page 272]



WITH CAP REMOVED °


	1. A pull on pull disc and cord—

	-2, Draws the coated wire through the friction compound—

	3. And ignites the friction compound, which shoots flame out the open end of thé threaded base.




	DISARMING . Unfasten pull cord from anything tot which it might be attached

	2. Remove fuze and detonator from charge.




	3. Detach detonator from fuze and replace cap if available.







	1. Attach German detonator to base of fuze, or wedge U. S. nonelectric cap into it.

	2. Attach fuze to mine. Detonator must be inside.

	3. Remove cap (left hand thread to distinguish from friction fuze B. Z. E.), attach trip wire, and conceal. B3.1%=b 1 NOV 1943 FM 531



me nenineSre

Examine for signs of water deterioration before using.

[image: Figure, page 273]

TYPE. Pull .

COLOR, Head blue when used with "egg" grenade; red when used with "message-box" smoke flare \

CASE. Brass body; steel tube .

EMPLOYMENT. Generally with "message box" smoke flare and "egg" or "shaving stick" grenades

Check for presence of delay pellet in steel tube.

Blue pellet used with "egg" grenade gives 424-second delay. Red pellet used with "message-box" smoke flare gives 1-second EM 5=31 1 NOV 1943 83.121

Germans vary color of head and length of delay. Always check delay before using.

[image: Figure, page 274]


	

	2. 'Flame from compound sets off delay pelletin tube.

	3. Burning pelict ignites*attached fuze or detonator.



DISARMING ~ , When headis screwed to body, fuzeis safe to handle. If fuze is found with trip wire— 1. Screw into grenade or flare. '


	1. Cut trip wire near pull wire.

	2. Unscrew head of fuze.




	

	2. Unscrew head of fuze (right hand thread to distinguish from friction fuze Zdschn, Anz, 39). N 83,.12—b 1 NOV 1943 FM 5-31



[image: Figure, page 275]

TYPE, Pull

CASE. Soft lead sheath; brass fitting; steel tube

EMPLOYMENT. "B. Z. 24 fuze generally used with "stick" grenade; 'Nb. B. Z. 38 with smoke grenade.

RE-USE Make sure lead sheath'is flattened at end, to prevent accidental firing.

|

\ mrRASRI ASEH

NOTEBand at base of lead sheath on Nb. B. Z. 38 appears to 'be white. Pelletin B. Z. 24 igniter has 4¥4-second delay.



CAUTION .

Duration of delay frequently is reduced in booby-trap installations, making grenades extremely dangerous.

i \ .

FM 5=31 1 NOV 1943 83.13<a

' ,



GERMAN FRICTION FUZES B. Z. 24. AND NB. B. Z, 38, WITH DELAY PELLETS

[image: Figure, page 276]


	1. When pulled, loop is freed from flattened lead sheath, draw- ing coated wire' through friction compound in capsule. + Resulting flame ignites delay pellet. "

	

	+ Burning pellet ignites fuze or detonator attached to fitting.



Enclose pull loop completely in lead sheath, flatten sheath; or, , cut pull loop near friction wire.


	1. Unscrew cap from fitting.

	2. Screw entire fyze into head end of grenade. 3. Attach fuze loop to trip cord in grenade,

	



\

[image: Figure, page 277]

TYPE. Improvised antitank mine

CASE. Aluminum alloy from salvaged aircraft " .

WEIGHT. 14 to 16% pounds

EXPLOSIVE. 7 to 9 pounds of cheddite with tolite boosters

EFFECT. Disables tanks

In transporting, remove fuzes and place adhesive tape over holesin lid.

RE-USEIf T. Mi. Z. 42 fuzes are used, make sure shear pins are not NOTE : FM 5-31 1 NOV 1943 84.01—a

Can be detected by mine detector.

PRESSURE FUZE D.Z. 35

[image: Figure, page 278]


	1. Pressure of 130 pounds on sides to 390 poundsin center depresses: cover and sets off one or more of three pressure fuzes, holes; if T. Mi. Z. 42, remove from mine. . 2. Remove mine cover, ' : tached cords, .

	_ 2. Fuzes explode detonators, boosters, main charge. , ~ 1] Remove cover.




	

	2. If fuzes are D, Z, 35, insert nails or stout wires in safety-pin 1. Remove D. Z, 35 fuzes. ' equally, '




	

	' 2. Unscrew detonators from fuzes.

	








ARMING AND INSTALLING


	1. Screw detonators on fuzes, making sure safety pin is thsertedin D. Z, 35 fuzes.

	

	3. Install fuzes, making sure pressure heads are adjusted 84.01—b 1 NOV 1943 FM 5=-31

	4. Replace cover.




	5. Remove safety pins from D. Z. 35 fuzes by pulling on at-






[image: Figure, page 279]
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TYPE. Antitank mjne

' COLOR. Tan

CASE. Wooden box

WEIGHT. 7 to 20 pounds ~



"/ EXPLOSIVE

5 to 18 pounds of trinol, borehole charge (model 28), or metalcontainer HE charge (models 24 and 28}. .

/ SFM 5=31 - 1 NOV 1943 84.02—0



_GERMAN IMPROVISED WOODEN BOX MINES ©

Z

1. Pressure on hinged or loosely attached lid' depresses Pres: sure cap of pressure fuze, usually D. Z. 35 type.

be

2. Fuze explodes detonatorin prepared charge, which acts as booster setting. off main charge.



a DISARMING uo ~


	+ Investigate for pull fuzes. If, one is attached to lid of mine, wet pull wire and remove lid; or, from covered position, pull off lid with 50 yards of rope or wire. SPACE FOR NOTES :

	2. Insert safety pin in pressure fuze.







	

	» Unscrew pressure fuze from prepared charge. 2. From covered position, pull out mine with 50 yards of rope

	or wire. 3. Wait at léast 10 seconds before leaving position, in case delay-action secondary fuze has been attached.




	1. Place box packed with explosive in hole.

	2. Attach pull fuzeto side or bottom.

	3. Screw into prepared charge pressure fuze with detonator.

	4. If feasible, attach pull fuze to lid,

	5. Remove safety pins. \

	6. Cover with 5 to 6 inches of earth; camouflage.



Inspect explosive carefully for deterioration. °

NOTEMines buried 5 to 6 inches cannot be detected by mine detector.

"a

~



ae" - GERMAN IMPROVISED RAMP MINE

[image: Figure, page 281]

COLOR, Natural

EXPLOSIVE. Three or more standard kilo cartridges. - ' EFFECT. Disables tanks ;

Laid at railroad crossing, simulating ramp to assist vehicles in crossing rails.

Pressure on hinged plank depresses pressure caps on three 'pressure fuzes, setting off percussion caps—detonators—kilo cartridges. | «



DEFUZING ' co


	1. Examine for booby-trapping.

	2, Cut tie wires and lift lid. .

	3. Insert safety pins in D, Z. 35 push fuzes.

	4. Remove fuzes from charges, charges from mine.





INSTALLING .

Use standard procedure for installing any improvised mine using D. Z. 35 fuzes. \ '

[image: Figure, page 282]

[image: Figure, page 283]

The Germans usually booby-trap mines to make removal - of their mine fields and road blocks more hazardous and time-consuming. The number booby-trapped depends upon the _,, . purpose the Tlellermines have two secondary fuze wells, one in the side and the other in the bottom. (See sections 81,01- 81.04, Tellermines.) Any of the standard pull fuzes, with defonator attached, fits into these 'wells. : DISARMING AND DEFUZING 4 To disarm and defuze a booby-trapped mine, cautiously iun-. IF A SILENT LIFT IS REQUIRED ondary fuze on side is found. . ' 3. Disarm side fuze.

cover top of mine and disarm main fuze. Then remove mine by attaching a 50-yard rope or wire and pulling it from the hole. FM 5-31 1 NOV 1943 | 85.01—0


	1. Cautiously uncover top of mine and disarm main fuze.

	2. Gradually scoop earth away from sides of mine until sec-

	

	4. Gommence about 6 inches from edge of mine and dig beneath it, locating bottom fuze.

	5. Disarm bottom fuze. .

	" 6 Cut both trip wires, femove mine from hole.

	7. Remove fuzes from mine,








GERMAN BOOBY-TRAPPED TELLERMINES


	1, Dig a hole %-foot deep, 11% feet in diameter at bottom / and 3 feet at the top.

	2. Dig two trenches into hole, each about one hand wide. Make one trench %-foot deeper than mine hole and extending to its middle, the other same depth as mine hole and ex--., tending about | foot from side.

	3. Drive stake at end of each trench. ' yO

	4. Attach standard German detonators, or,wedge.U. S. nonelectric caps into bases of two pull fuzes.

	5. Insert pull fuzesin wellsin Tellermine.

	6. Attach short length of trip wire to trip-wire slots and safety pins on fuzes. | ~

	7. Place mine in hole, attach loose ends of trip wires to stakes, arrange safety-pin wires for easy removal.

	

	8. Fill bottom hole, remove safety pin from bottom fuze. ' 9. Fill around sides of mine, remove safety pin from side fuze.

	10. Arm main fuze.

	1. Cover mine.



[image: Figure, page 285]

SHAVING STICK GRENADE

[image: Figure, page 285]

'German grenades employ a friction fuze with a 4%4-second . delay pellet so the grenade reaches the target before exploding. Friendly troops using captured grenades sometimes find they explode immediately upon pulling the friction wire. This means grenades have been booby-trapped by removing the delay pellet. Before using captured gren'des, examine as follows: FM 5-31 1 NOV 1943 ' 85,02—a,


	'1, Remove fuze from one grenade, examine pellet, jerk pull

	wire, and time its delay before firing. 2. Remove all fuzes. Pellet, locatedin tube between fuze and base, should be solid and dry. A pin hole through it will make it burn much more rapidly. 4. If pellets are same as one tested, reassemble spades and




	mark them with delay period.








GERMAN BOOBY-TRAPPED GRENADES

This booby-trapping is most easily done with grenades employing friction fuze B. Z. E. with delay pellet. Friction fuze Zdschn, Anz. 39, having the same general appearance but no delay pelletis substituted. It may he identified either by color or by the fact that its remoyable head has left hand thread ' rather than right | hand thread as in friction fuze B. Z. BE. . SPACE FOR NOTES i

[image: Figure, page 287]

Germans leave booby traps for the unwary to tread on, particularly in populated places but also in the 'fields, The fuze tay be either D. Z. 35, S. Mi. Z. 35, or Es. Mi. Z. 40. The charge may be an "8" mine, a grenade, one or more slabs of tolite, a Tellermine, or a shell or. bomb. To find and disarm these traps- 4


	1. Examine carefully for pressure firing devices all loose floor boards, trench boards, areas just in front of wheels of abandoned vehicles, any recently disturbed patches of ground, and similar suitable locations, 7 FM 5=31 "NOV 1943 . 85.03-a

	2. Identify fuze and disarm. aan




	3. Remove fuze and detonator from charge, and charge from its locations.
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German fuzes/Z. Z. 35, Z. U. Z. Z. 35, and the various friction fuzes, are commonly used in booby traps. The above illustration of a booby-trapped door is a simple example. The charge .employed usually consists of two to eight slabs of Tolite, two to eight cylindrical cartridges, 'an "S" mine, Tellermine, or one or more grenades, To discover these traps and disarm them--


	1. Never disturb any movable object without first searching for attached trip wires. |

	2. Follow all trip wires to their source.

	

	3. Identify fuze and disarm. 4. Remove fuze and detonator from charge, and charge from its location.
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A favorite German trick is to leave large charges of explosive eo, s~as much as 2,000 pounds—-in abandoned buildings. Basements are favorite locations, though stoves, furnaces, chimneys, attics, and cupboards have been used. Clockwork fuzes. arc used, set for delays from several hours to many days. To find 'and disarm this type of booby trap— ' booby traps.

le Systematically search all buildings, particularly prominent ones, since Germans booby-trap them on theory they will be used for higher headquarters, Look in all nooks and cranies, _ examine all piles of rubble, being careful of other types of

" , Tf found, either rope off building and area as unsafe, or _ find and disarm fuzes and remove charges carefully, piece N by piece. "

[image: Figure, page 292]



HUNGARIAN

MINE TACTICS, MINES, AND FUZES , : \

[image: Figure, page 294]
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TYPE, Antitank mine; adjustable for use against personnel by either presspre or trip wire. "

COLOR. Olive-drab 'or black .

CASE. Steel '

WEIGHT. 8 pounds

EXPLOSIVE. 314 pounds of TNT

EFFECT. Breaks tank tracks, Effective up to 25 yards

As issued, wooden plug with threaded aluminum cap is in fuze well. Plate is held in place above this by placing split pins in upper holes in studs. Six 'fuzes are carried in separate, circular, steel carrying case. Six mines and one case of fuzes are strapped togetherin a long cylinder by slotsin mine lids, Total weight, about 55 pounds. FM 5-31 '1 NOV 1943 va 91,.01—a
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1. Pressure on pressure plate depresses plunger, compressing striker spring and striker.

2. Striker is forced downward against resistance of shear blade which cuts through triangular brass flange on side of striker.

3. Released striker, driven by striker spring, sets off percussion cap-—detonator—booster—-main charge.



FUNCTIONING OF SETTING RING

Operating pressure for this mine is varied by rotating the setting ring. Eccentric segment on base of ring projects into slot in shear blade and moves it in or out as ring is revolved. This varies amount and thickness of triangular flange on striker through which blade must cut; hence varies operating pressure of mine. Red setting mark on ring, and scale on igniter body. indicate settings as follows: SCALE SETTING OPERATING PRESSURE , (Pounds)








	nRK
	77



	
	220 :



	a
	440



	a
	660



	
	770



	M
	When set at "H" mine can be



	'
	fired by pulling on

wire

trip



	
	attached to shear blade.
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1, Cut trip wires, 'if any, without exerting pressure on shear blade; remove pins from studs; remove Pressure plate.

[image: Figure, page 297]

2. Insert heavy piece of wire or 16-penny nail into safety-bolt hole.

FM 5-31 1 NOV 1943 B 91.01



HUNGARIAN VARIABLE PRESSURE MINE C.V.P.

[image: Figure, page 298]


	1, If setting ring is at "H," press in shear blade.

	2. Unscrew fuze. :



[image: Figure, page 298]

3. Replace 'pressure cover, hold in place by pins or wife in upper holes in studs.


	1. Set ring for desired pressure.

	2. Place fuze in mine, set mine in hole. '

	3. Attach trip wire, if ring setting "ET" is used.

	4. Place cover on mine, pins in lower stud holes. |

	5, Cover, camouflage.,



i 1

6. Withdraw safety pin by attached string.

Check both fuze and fuze well for dampness or deterioration. Before inserting fuze in mine, check safety pin by pulling out. If it does not come easily, striker has fallen and its shoulder is engaging shoulder on safety. Discard fuze and use another.

[image: Figure, page 299]
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TYPE. Antipersonnel mine : . .

COLOR. Green :

CASE. Metal

WEIGHT. 5 pounds . : .

EXPLOSIVE. 2 pounds TNT - ~

EFFECT. Causes casualties to personnel up to 20 yards

FM 5-31 . 1 NOV 1943 . 92.01—a *

[image: Figure, page 300]

1 FUNCTIONING With mine set for pressure firing, strikeris heldin1 edeked Pposition by tongue of stand, which projects 'downward through , holein striker handle. 1. Pressure on mine cover presses whole mine \ downward, used. 2


	releasing striker.

	2. Released striker, driven by striker spring, sets off percussion cap—detonator—booster—main charge.



With mine set for trip-wire firing, striker is held in cocked position by safety pin with trip 'wire attaclied. Stand is not


	» Pull on trip wire withdraws safety pin, releasing striker. ". 2 Released striker, driven by striker spring, sets off mine.

	






' 92.01b 4 NOV 1943 FM 5-31
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If mine is set with free safety hole on inside, hence not visible, grasp striker firmly and pull out until free hole is visible,

[image: Figure, page 301]



HUNGARIAN RAMP MINE _ :

[image: Figure, page 302]


	1. Unscrew and remove fuze and detonator.

	2. Detach detonator from fuze.




	1. Attach detonator to fuze. . .

	2. Cock striker and insert' safety pin in either hole.

	. 3. Insert tongue of standin other hole.

	4. Install fuze. :




	5. Place mine in position and attach trip wire to safety pin if trip wire is to be used. . '




	6. Withdraw safety pin if stand is used.






Transported with fuze separate.



ITALIAN

MINE TACTICS, MINES, AND FUZES

[image: Figure, page 304]
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5 TYPE. Light antitank mine

COLOR.: Black

CASE. Welded sheet steel

WEIGHT. 33. pounds . ;

EXPLOSIVE. 'T'wo 4-pound charges, probably TNT

EFFECT. Disables tanks

\



ITALIAN B-2 MINE

[image: Figure, page 306]


	1. Pressure of 300 pounds or more moves cover downward against compression of springs.

	2. Edge of caver moves end of lever enough to free its hold in striker. At same time cutter shears wire, releasing striker. 101.01—b . 1 NOV 1943 , FM 5-31

	3. Striker spring forces striker against percussion cap.




	4. Flame from cap ignites detonator which sets off two cord-






1. Uncover mine, fecling for 'trip wires, Attach 50-yard rope or wire to both lids and pull open from cover position.

[image: Figure, page 307]

/2. Insert strong wire through safety pin hole in side of cover,

[image: Figure, page 307]
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	2. Withdraw safety pin and lift off cover.

	3. Unscrew and remove detonator.

	4. Release tension on striker spring by turning screw head.





ITALIAN B-2 MINE INSTALLING AND ARMING ¥


	1. Open hinged lids of cover, and cock striker spring by turning knurled thumb screw until safety lever falls. 2. Insert detonators and attach cordtex. detonator. \ 1

	

	3. Insert safety pin in hole through side of box.

	4. Insert cap in removable holder and placein slot opposite

	5. Close the lids, cover mine with earth, and from safe distance withdraw safety pin, porting. |



Mine always is defuzed completely before packing or trans-

\

Examine mines for evidence of deterioration, ¢or damage caused by blast or handling.

, . 1

[image: Figure, page 309]

TYPE. Antitank mine

COLOR. Camouflage-painted '

CASE. Wooden box :

\

- WEIGHT. 141% pounds'

EXPLOSIVE. 11 pounds of TNT ;

:



ITALIAN. FOUR-FUZE° MINE , a



FUNCTIONING — son ;

NI

When armed with friction fuze :


	1. Pressure of 100 to 360 pounds on cover crushes one or oy

	. tonator. more fuzes, 4. Flash from friction compound in crushed fuze explodes de- "

	3. Detonator explodes mine. :






[image: Figure, page 310]

ITALIAN PERCUSSION FUZE

When armed'with percussion fuze


	1. Load on cover forces fuze lid downward.

	_ 2. Fuze lid crushes bakelite supporting 'cones and forces strikers down. _ .

	* 3, Upturned cone at base of striker breaks apart bdkelite striker' sleeve, permitting striker to coritinue downward.

	4. Striker fires percussion cap. : 5. Flame from cap explodes detonator—main charge. - "








-ATALIAN. FOUR-FUZE MINE DISARMING -

Avoid applying pressure on false pressure lid. If mine appears 1 deteriorated,.or has been disturbed by blast or artillery fire, destroy by hanid-placed charges. ' : DEFUZING =, 1"

[image: Figure, page 311]
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3. Detach detonators from percussion type fuzes. Detonators.

4. Plug arming holes and prepare mine for transport.



ITALIAN FOUR-FUZE MINE


	1, Remove cover.

	2. Remove detonators and fuzes from storage recesses.

	3. Fasten detonators to fuzes and insert into corner holes.

	4. Replace cover and fasten clips.

	5. Place mine in hole, with cover 2 to 3 inches below ground surface. PACKING AND TRANSPORTING —°~



o

6. Cover with earth, and camouflage.

[image: Figure, page 312]

Before transporting, each mine is packed as follows:


	1. Insert wooden spacer cubes with pins in four fuze holes.

	2. Place fuzes upside down in circular recesses in lid piece.

	3. Store detonators in wooden block. Lug on block fits into



Make sure dowel pins in cover are not partially sheared, Inspect fuzes for cracks. 101,03—d 41 NOV 1943 FM 5-31

Mine was designed to avoid detection by mine detectors, However American detector detects mine at 6 inches.

[image: Figure, page 313]

TYPE. Antitank mine |. .

CASE. Wooden box

EXPLOSIVE, 534 pounds gelignite


	1. Pressure of 185 to 380 pounds on cover shears copper shear pins. '

	2. Springs drive strikers onto percussion caps.



i ' i

3. Caps explode detonators—main charge.

FM 5-31 \ . 1, NOV 1943 : " 101.04—0



ITALIAN WOODEN-BOX MINE

Inspect for booby traps before moving. .


	1. Remove cover.

	2. Lift out fuzes.

	3: Remove detonators.




	1. Remove cover.

	2. Insert detonators in holes in mine lid.

	3. Place fuzes in detonators. ,

	4. Replace cover and fasten with wire handles,

	5. Bury and camouflage.



Make sure shear pins are not partially sheared.

[image: Figure, page 315]

TYPE. Antipersonnel mine and booby trap

CASE. Sheet metal surrounded by. steel spiral \

EXPLOSIVE. 344-ounce borehole charge

EFFECT. Effective fragmentation within radius of 10 yards; dan-~ gerous at greater distances.

EMPLOYMENT. As antipersonnel mine in forward areas.

FM 5-31 - ' 1 NOV 1943 102,01—a

pe nen as

[image: Figure, page 316]



FUNCTIONING N


	

	Trip-wire pin holds striker in cocked position. 1. Pull on trip-wire pin releases striker, 2. Striker 'driven by striker spring sets off cap—detonator— main charge. .



102.01-b

1 NOV 1943 FM $—31
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	3. Remove pin and lower striker gently. Notch in cap holder : engages end of striker when holder is in safe position.

	






[image: Figure, page 317]


	

	2. Unscrew striker group and remove detonator.





ITALIAN PICKET MINE :


	1. Drive metal-covered picket in ground to form hole for mine. Remove. 2. Place mine upright in hole, with 734 inches extending :

	above ground. 6. Attach trip wire to pin. ' { '

	3. Insert detonator and screw on striker group. '

	4. Lay trip wire and anchor other end.

	5. Raise striker and insert pin in bottom hole, \

	

	

	7. Camouflage 8. Place cap in cap holder, and push to armed position.



Wooden box contains 20 mines, one mallet, and oné metal-covered wooden picket 15 inches long and 1 ¥% inchesin diameter. '

NOTE : Itis possible to armn this mine by inserting the safety pin in the top hole. Disarm by pulling up on striker and sliding cap holder to safe position. \

NX

[image: Figure, page 319]

TYPE. Antipersonnel mine

COLOR. Black

CASE. Sheet metal

WEIGHT. 24 pounds

EXPLOSIVE. 14-pound powdered TNT

EFFECT. Causes casualties within radius of 10 to 15 yards.

[image: Figure, page 319]
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	4. When tension wire is released, or either of two trip cords is pulled, keyhole slot in trip key disengages striker, :

	2. Striker, driven by striker spring, sets off percussion cap detonator-—booster—main charge.






102.02—b 'a 1 NOV 1943 FM 5=31

1 1 RPECTRICTEN

[image: Figure, page 321]

Do not cut cords or wires. Insert nail or stout wire in safety-



DEFUZING ; 4

[image: Figure, page 321]
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ITALIAN B4 MINE .

[image: Figure, page 322]

3. Disengage key from striker.



EMPLOYMENT r

In antitank mine fields, laid in irregular line in front of field. In wire obstacles, spaced about 5 yards apart. In antipersonnel mine fields, laid 7 to 10 yards apart in combination witha few - German "S" mines. As booby traps. .


	1.°Anchor far ends of cords and wire to wooden pegs, bushes, or the like.

	2. Attach other ends of pull cords to trip key, and other end of tension wire to lever, passing all three through guide ring. Leave pull cords loose, tighten tension wire until there is a Y4-inch gap between trip key and nose of lever.

	3. Insert safety pin and engage trip key with striker.

	4. Insert cap and cap holder in side of mine. Make sure holder is turned so cap is directly below point of striker.

	5. From safe distance, withdraw safety. pin by a 'ong cord.



Mines are shipped in wooden packing boxes 22 x 25% x 5 inches. Each box holds three rows of seven 'mines, on their sides. Mines are shipped complete except for percussion caps,


	1. Remove base screw plug and make sure booster charge has not leaked out.

	2. Make sure percussion cap is fitted to cap holder.





, ROTES oo |


	+ Spools of cord and wire are storedin recesses in top séc- tion \ of mine. mh !

	2. Pin from flap can be used as a safety pin. \
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_ COLOR. Buff or green

CASE. Metal cylinder resembling thermos bottle

WEIGHT. 83% pounds

EXPLOSIVE. 134 pounds TNT

EFFECT. Causes, casualties'to personnel up to 150 yards '

EMPLOYMENT. Dropped from planes in latge numbers; design j indicates use as antipersonnel mine. '4 FM 5-31 . TY NOV 1943 102.03-0



ITALIAN. THERMOS BOMB

\1. As bomb falls, vanes rotate, unscrewing aluminum nut holding cap on. . few seconds. 5. Bomb now will explode if moved. .

wT


	2. Capis pulled off by projecting tabs.

	3. Removal of cap releases six clips which partially arm bomb.

	4. When bomb lands, it is fully armed by internal action in a

	



Do not try to disarm it; destroy it.


	1. Explodes by small-arms fire frorn safe distance, or by small charge next to it.

	2. Coil rope on gropnd around bomb without touching it, and jerk on rope from safe distance. If bomb must be moved, carry it gently and horizontally, never 7 i \ RE-USE . '



vertically. Destroyin safe place. When armed, bombis extremely sensitive to any jerk or jolt. .

Impossible.



CAUTION a

Never touch it except in extreme emergency, and then only with greatest care. If it is to be exploded, soldier exploding it, or any nearby installations, can be protected by sandbags.

' I



oe JAPANESE a : Mine! Tactics, MINES (°° oe AND FUZES '

- : . '

[image: Figure, page 326]



"JAPANESE ANTITANK MINE, TYPE 93°

[image: Figure, page 327]

TYPE, Antitank mine

' COLOR. Olive-drab, with red ring on top

CASE. Tin

WEIGHT. 3 pounds

. "EXPLOSIVE. 2 pounds picric acid : i

: EFFECT. Disables vehicles. Used in groups of three to disable tanks.

RE-USE

. Mines can be reused if shear pin is not cut or partially cut, and if the mines otherwise are in good condition.

[image: Figure, page 328]

1. Two hundred and fifty pounds pressure applied on pressure 1 plug depresses striker pin and cuts shear pin.

\

2. Spring drives striker pin downward, firing percussion cap detonator—booster—main charge.

[image: Figure, page 329]


	1. Examine area around mine for booby traps.

	2. Without moving mine or exerting any pressure on pressure plate unscrew brass pressure plug.



[image: Figure, page 329]

3. Screw brass safety cap, if available, firmly into top of fuze; similarly, if combination washer and sleeve are available place them over brass safety cap and replace pressure plug.

[image: Figure, page 330]


	1. Unscrew 'pressure plug.

	2.' Unscrew whole fuze. : Y




	1. Unscrew pressure plug and remove leather washer.

	2. Lift off combination washer and sleeve (tab attached).

	3. Unscrew safety cap from fuze,

	4. Replace leather washer and screw pressure plug into place.

	5. Bury mine with pressure plug at ground level.



[image: Figure, page 330]

, Each mine is packed in a small wooden frame. No data on shipping crate. e.



. NOTE ;

" Japanese have two sizes of shear wire for this mine. One, for antipersonnel use shears at 70 tbs. The other, for antitank use shears at 250 Ibs. These mines have been found buried upside down, with additional .xplosives placed beneath them to in- ' crease their effect. \

ia

[image: Figure, page 331]

. TYPE. Magnetic antitank charge

COLOR. Khaki

CASE. Canvas covering

WEIGHT. 2% pounds

EXPLOSIVE. 134 pounds

EFFECT. Single mine perforates 34-inch armor plate. Two mines used in combination perforates 114-inch armor plate.

' For direct use against armored vehicles, doors of pill-boxes, and similar targets. Mine is placed in contact with iron or steel ' objects and adheres by attraction of four magnets. Soldier plac- , ing mine removes safety pin and depresses a plunger on delayaction fuze. He then has 4 to 5 seconds to take cover. Usual practice is to use two mines together.

FM 5-31 1 NOV 1943 VVO2—a

[image: Figure, page 332]



FUNCTIONING ao


	1. Hand pressure on end of fuze depresses plunger releasing steel balls into groove in sliding cap. ,

	2. Striker, driven by spring, fires percussion cap—delay pellet —detonator—main charge.



T11.02—b ' 1 NOV 1943 FM 5-31
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Insert safety pin in safety-pin hole.

[image: Figure, page 333]
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	po! 2. Remove fuze from mine body.

	3. Unscrew detonator from fuze to make parts safer to handle.






FM 5=31 1 NOV 1943 TILO2c|



JAPANESE MAGNETIC MINE .


	' 1. Remove mine fron{ carrying pouch.

	"2, Remove wooden plug from mine body.

	3. Screw fuze into mine body. Cf : "







	4, Pull out safety pin. : , ,




	5. Press on cap. Four to five seconds later mine will detonate.






[image: Figure, page 334]

J

Carried in a stiff canvas pouch which attaches to soldiers belt. Fitted to inside of pouch is a cylindrical, metal container for ° holding fuze., '

111.02-d 1 NOV 1943 FM 5-31

1 \ . .

[image: Figure, page 335]

TYPE, Antitank and antipersonnel mine

CASE. Wooden box

EXPLOSIVE. 334 pounds "yellow explosive," probably picric acid or TNT ;

Pull on side trip wire or on booby-trap wire underneath causes friction fuze to flash and fire detonator-—main charge.


	' 1. Cut side trip wire.

	2. Carefully remove soil where trip, wire enters ground to buried mine.




	3. Wedge pull rod firmly in place where it cmerges from box.




	4. Cut booby-trap wire just below bottom of box.




	5. Remove lid and cut pull wire. '








JAPANESE FRICTION-FUZED LAND MINE



DEFUZING . oo

Withdraw fuze. Separate fuze from detonator.


	1. Drive stake into prepared hole.

	2. Tie bottom booby-trap wire to stake.

	3. Lay mine in place.

	4, Thread booby-trap wire into box. '

	5. Attach one end of the side trip wire to pull rod, and other end to tree or other object.

	(6. Insert fuze through hole in partition. \

	7. Thread pull wire through loop of supporting wire, and tié to loop of pull rod.

	8. Fasten booby-trap wire to pull wire. , .

	9. Fill hole and camouflage.





RE-USE : .

Check condition of explosive and friction fuze before re-use.

[image: Figure, page 337]

TYPE, Antitank and antipersonnel mine

. CASE. Wooden box Z _

EXPLOSIVE. 2 pounds "yellow explosive," probably picric acid or TNT EMPLOYMENT > :

No information as to uses to which this mine is put. Assumed it may be used as a road mine, or placed in trail as an antipersonnel mine. By increasing size of box, amount of explosive can be increased to make it effective for antitank use. FUNCTIONING , FM 5—31 1 NOV 1943 114,02—a

Can be fired by one or more of three methods.


	1. Pulling trip wire, free end of which is attached to tree or , stake.

	2. Lifting box and exerting pull on portion of trip wire fastened to stake. \

	3. Pressing on lid, making block depress pivoted wire rod. In all three cases movement of wire rod by either pull or push causes pull in wire, which fires fuze—detonator—main charge.





JAPANESE PRESSURE AND TRACTION LAND: MINE DEFUZING :



_ DISARMING


	on Cut trip wire.

	2. Remove retaining strips and lift off lid. '




	3. Cut pull wire.






Cut portion of trip wire between pivoted wire rod and stake. Remove friction fuze and detonator and, if possible, separate friction fuze tube from detonator tube. I rod. } ' RE-USE 4


	1. Drive stake into excavated hole. Tie wire to stake.

	2. Lay minc in holé so stake is just under hole of box.

	3. Pass wire from stake through hole of box and tie to wire

	4. Tie trip wire to wire rod,

	5. Insert friction fuze and detonator in hole provided in charge. place. ,

	6. Pass pull wire under wire hook ard through coiled wire, and tie it to red.

	7. THread trip wire through lid.

	8. Set lid in place on springs, and fasten retaining strips in

	9. Cover and camouflage.

	10. Make fast end of trip wire. It must be loose.



Check condition of explosive and fuze before re-use.



SPACE FOR NOTES'

DrOTDINTCHR



RUSSIAN.

MENE TACTICS, MINES, AND FUZES

[image: Figure, page 340]



MISCELLANEOUS. - } | '

WINES AND FUZES ' i . |

[image: Figure, page 342]
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TYPE. Antitank and antipersonnel mine

COLOR. Olive-drab

CASE. Sheet steel

WEIGHT. 934 pounds .

EXPLOSIVE. 514 pounds cast TNT

EFFECT. Breaks tank tracks; causes casualties to personnel within radius of 20 yards.



EMPLOYMENT

Supplies of this type mine have been captured by the Japanese, who use them mainly against personnel, laying them in narrow trails, on beaches, and at entrances to bivouac areas. Normally they lay it on top of ground. ' : . rhrAFnIATFTER

FM 5-31 ' ; 1 NOV 1943 131.01—0



FUNCTIONING \

[image: Figure, page 344]


	1. A 180-240 pound pressure on cover shears copper shear pin, releasing striker.

	~ 2. Striker, driven by spring, explodes percussion cap.

	3. Flame from cap fires detonator—-hooster—main charge.






[image: Figure, page 345]
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2. Insert nail or stout wire in safety-pin hole. Some models of this mine do not have a safety-pin hole.



DEFUZING

[image: Figure, page 345]


	1. Unscrew and remove fuze.

	2. Replace cover plug.





DUTCH MUSHROOM-TOP MINE



INSTALLING AND ARMING


	1. Remove brass cover plug and wax cork from fuze cavity.

	2. Screw in fuze.

	3. Remove safety pin. :

	4. Replace cover plug.





PACKING AND TRANSPORTING

[image: Figure, page 346]

Wooden packing box holds five mines, and five fuzes each sealedin a tin container.



RE-USE . B

Remove plug and cover. Check presence of helical spring and make sure waxed cork in fuze cavity is intact. -

X

NOTE . ~ The mine described here is the'model that was manufactured in the United States, A slightly different model, manufactured in both Holland and Java, has been used by both the Germans and the Japs. This model has an operating pressure of only 50 pounds, has no safety pin, and is so made that the booster is an integral part of the fuze, It functions and js treatedin the same way as the American model, \ :

131.01—d 1 NOV 1943" FM 5=31






APPENDIX I — ELECTRICAL MINE DETECTORS

The SCR 625 electrical mine detector fs a precision instrument and must be treated as such. In combat eperations there should be a 100 percent reserve of electrical detectors available to cach 'engineer unit at a mine-detector repair depot established at a central point as far forward as hattle conditions permit. Normally, signal corps personnel operate this depot, to which, during battle, all units send minc-detector units for repair, receiving workable detectors in exchange.


2. TRAINING


	a. Regular training in the usc of electrical detectors is a neces- sary part of all engineer training. Ail other combat uriits should have certain personnel capable of using the detector. Only by continued training is it possible to establish the proper speed and swing for its effective use. A trained detector operator can 'sweep a 9-foot front.

	b. While searching for mines, the operator must keep the detector head parallel with the ground and 9 inches above it' throughout the full swing, stepping forward between swings the length of the detector heads. To avoid incomplete sweeping as a result of fatigue, operators should he relieved regularly, at no time using the detector for longer than 20 minutes con- tinuously. ,

	¢. Detector operators"must become familiar with all types of enemy mines and trip-wire installations and with the methods' of neutralizing each. They must be picked men who can be trained to accomplish their task under all battle conditions, even during a complete blackout.

	d. When breaching a mine field, the three detector men' in each party must work as a team. They make sure the necessary frontage is covered and that no strip between their individual areas is unswept. They must coordinate their speed and cover carefully the lanes assigned to them.



SN

[image: Figure, page 348]

Figure 1.2. Electrical mine detector. ° a





APPENDIX II

st NOTES ON HOUSE BOOBY TRAPS FOR ARMS OTHER THAN ENGINEERS ' a. A house: booby trap consists of a main charge, a detonator,


. 1. TYPES AND CHARACTERISTICS


	and a fuze. The fuze may be attached directly to the detonator or connected to it with a length of blasting time fuze or primacord. The trap may be rendered inoperative by disconnecting any one of these components from another. , ' pull fuzes which fire when the attached trip wire is pulled. This

	b. The most commonly used fuzes are:




	(1) PULL FUZES. Most enemy house booby traps are set with type fuze is set in a great variety of, ways, but usually by attaching a wire to objects likely to be moved, such 'as doors and ' furniture, . : respond to préssure from the side ds well as from above. Ve left for engineers to deal with.

	(2) PRESSURE FUZES. Pressure fuzes are fired by pressure - on a'cap or prong. In a house device, they may be installed to




	(3) RELEASE FUZES. These are fired when a weight is lifted _ off them,

	(4) COMBINATION PUZES. Any combination of the above three types.




	c. A fuze whose type is not recognized should be marked and




	(1) ELECTRICALLY OPERATED TRAPS. These rarely are encountered. They can be identified by the presence of electric leads, dry cells, or batteries. If found, they should be left for the engineers—but marked.




	(2) TIME FUZES. Those are long cylinders or clockwork devices. They are easy to recognize and easy to disarm. When disarmed they can be removed safely.




	d. The sequence of dealing with booby traps is—




	(1) Find the trap.




	(2) Find and recognize fuze used. (3) Disarm trap. ~




	







	\ (4) Defuze trap.






The first step is the most difficult. Once tound, house booby traps usually are easy to deal with. 2. LOCATING HOUSE BOOBY TRAPS. , a. Before opening a door look at the other side of it to see if it is trapped. Usually this can be done by looking through a window. Beware of pressure operated traps laidin the ground by'the doors or windows. ,


	b. Don't open 4 window until you have examined both sides. ¢. If you must open doors or windows and are unable to look . j

	'at both sides, pull them open with a long rope.

	d. Because you have found one trip wire attached to a door or other object do not assume there are no others.




	e. Look carefully where you are treading—loose tiles, floor boards, or carpets may conceal traps with pressure fuzes.




	f. Don't thove furniture, pictures, or similar objects before . examining them carefully for release flzes or wired attached to pull fuzes. } ' amined. " : ! i. Avoid doing the obvious or natural thing until you are sure ' it is not what the enemy wanted you to do. . ,

	gy. Don't open'any box, cupboard, lid, or drawer before examining it carefully.




	h. Don't sit on any chair, sofa, or bed until it hds been ex-




	k. Because traps are not found immediately, do riot assume a :




	j- When, removing the main charge ofa trap make sure it, in turn, is not trapped.




	without further investigation that the ehtire arda is not booby trapped. ' 3, DEALING WITH HOUSE BOORY TRAPS : " , ' screwed or detached safely. 5

	1. Look before you leap. Afterwards, you may hot be able to.







	a. Slack trip wires are safe to cut. If tight, you must find the fuze and put in the safety pin before you cut the wire. If you cannot reach the fuze, pull the wire from a safe distance.

	b. Insert' the safety pin in pull fuzes; then it is safe to unscrew or detach them;

	¢. In presstire fuzes, insert a safety pin thick enough to fit or * nearly fit the hole. When this is done the fuze can be un screwing or cutting the fuze connecting therm. :

	gd. Time fuzes are safe to handle except at the time set for the explosion. They are detached from the main chatge by unremoving thd weight from them, \ ' . ' 1 NOV 1943 EM 5~31

	@. Release fuzes are disarmed by inserting a safety pin before





1. GENERAL ~

Officers and enlisted men of all arms must have some training ' in mine warfare and enemy mine technique. \All combatant personnel must know how to employ mines effectively.



2, TRAINING STANDARDS


	

	a. Officers and enlisted men of all arms should know-— (1) Enough about the common types of mines—allied and enemy-~-to be able to locate, recognize, disarm, and remove them with a rope, even when they are booby-trapped.



(2) How to find mines by eye and by prodding,

, (é5) Simple mine-field reconnaissance and reporting procedure.


	(4) The common types of roadside mines and booby traps, where to expect them and how to avoid them.

	; / (5) The standard mine-field marking signs and danger signs, ' ; both allied and enemy. .

	(6) Simple marking ahd reporting procedure for mines and - booby traps.

	(7) How to Jay and report a liasty, local, protective mine field.






b. Minefield specialists must be trained—


	(1) 'To recognize, disarm, remove, and defuze all U. S., Allied, \ and enemy mines and booby traps.

	(2) To reconnoiter and report enemy mine fields.




	\ (3) To clear and mark lanes through mine fields.

	: 7 (4) To clear roads, bridges, and other localities of mines and - booby traps and to remove delayed-action charges.




	. (5) To clear houses of booby traps.

	







	(6) To lay, mark, and |report mine fields. ¢. Combat engineers must be thoroughly trained and regularly drilledin the standard procedure for breaching mine fields in cooperation with other arms. ' d. Each division must be trained in the method of crossing

	mine fields. For deep mine fields, this will involve both day and night training. ,@. Every man should be as accustomed to mines as he is to his ' rifle. Continuous practice under realistic conditionsis essential. ot 3. EMERGENCY MINE-FIELD BREACHING I : All unit mine-warfare training must be based upon the fact ; that engineers often will not be available at a critical time and

	






place to breach mine fields encountered unexpectedly in battle. Therefore, units have specially tramed detachments capable of breaching a mine field and of marking the lane clearly. These detachments are organized as follows: N r \


	a. In each infantry battalion the pioneer platoon is trained| in mine field breaching. This training is extended, as quickly & gt; as possible, so not less 'than 20 men in each infantry company are fully trainedin the prodding method of clearing a 16-yard gap. \

	b. Detachments of other arms are trainedin mine clearance 'according to the following scale:



(1) Artillery, 10 men per battery.


	(2) Tank battalion, both light and medium, 2 men | per tank crew,

	(3) Reconnaissance battalion, 20 men per company.



(4) Signal company, 15 men per company. |:

(5) Trains, 20 men selected from the units represented.

The number of personnel designated above is the minimum required for efficient 'operations in combat theaters. All possible personnel shouldbe trained in mine clearance.



4. PRECAUTIONS


	a. To keep alive and able to fight, you must know and obey these precautions of mine warfare:

	(1) Let one man deal with one mine, while the rest stay out of danger.

	(2) Whenin doubt, get help from specially trained troops.



(3) Be careful when you are most tired.


	(4) Kecp your eyes on the ground while moving through a mine ficld.

	(5) Keep yourself and your meh in constant practice.

	(6) Remember that in mine warfare time spent on reconnaissance saves lives.

	(7) Expect and be prepared for continual changes in enemy methods,

	(8) Remember that the man who does the wrong thing usually kills not only himself but others.

	(9) Insist on alertness and the strictest discipline in dealing with mines.

	(10) Remember that knowledge gives confidence.

	

	(11) Treat mines as just one of the normal risks of war. (12) Mark the area or lane' you clear, and report it.

	(13) Mark all mines and booby. traps you find.



b. Also remember the following:

(1) DO NOT trust anything—suspect everything.

(2) DO NOT bunch together.

(3) DO NOT pull a loose trip wire, DO NOT ¢cuta taut one.

(4) DO NOT run in a mine field.


	(5) DO NOT get careless or overconfident.

	(6) DO NOT rush into a mine field to help a man who has been hit or blown up. 1 NOV 1943 FM 5-31




	*(7)"DO*NOT "assume. an enemy: fence mearis' there*are' no

	mines beyond it. (8) DO NOT jump to the wrong conclusion because the first few mines you find are not booby-trapped.

	(9) DO NOT forget your enemy iis a ruthless, cunning, and

	ingenious killer. : (10) DO NOT sit back and do nothing when you encounter mines. You can get through them if properly trained.

	(11) DO NOT forget to look for booby traps. (12) DO NOT use the obvious 'and easiest terrain without |

	searching it first.

	c. Remember, the enerny uses mines to delay you. If you are slow, he has succeeded and you have failed. Everybody elseis held up while you are doing your job. You MUST get through, IN THE SHORTEST POSSIBLE TIME. This means intense determination and great practical skill, which can come only from continual training and practice under realistic conditions.
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{pace 53 01-¢c). R
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¢
PRESSURE COVER ~

: } ‘ WIRE HANDIE
METAL PRESSURE HEADS i

SHEAR PINS

STRIKER SPRING '
STRIKER ./

: PERCUSSION, CAP.

DETONATOR ) " CHARGE
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. BRITISH GONTACT STRIP
’ ’-—'———iﬂ.om‘—'-l-——alr;.—-‘ork:—vz‘n_om.———*'
E%@on

RUBBER PLUGS

SECTION

CHARGE

BATTERY

' y ~

TYPE. Electric fuze
DESCRIPTION

Two red rubber tubes connected by wire, each tube containing

two brads strips held apart by insulators. )
EMPLOYMENT Es, 1 :
. In specialized form of ‘trap for destroying wheeled or track

vehicles. Laid across road surface probable path of traffic.
FUNCTIONING

Vehicle passing over either tube forces brass strips into contact,
combleting electric circuit Nine-Volt hatiery firec eleptiie deo
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LEAD SHEATH

STEEL TUBE

BRASS FITTING
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COMPRESSION SPRING

PERCUSSION AP

, e

FUNCTIONING
. Pressure of 300 pounds or more moves cover downward

agamst compression of sprmgs
2.- Edge of cover moves end of lever enough to free its hold
in striker. At same time cutter shears wire, releasing striker.
3. Striker spring forces striker against percussion cap.
4. Flame from cap ignites detonator which sets off two cord-
P O L
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VNTEANLOL FRNLOVUIL ARV - 1NRVTIVE LARD  Inineg ¢

WIRE ROD
PULL WIRE

FRICTION FUZE 1

DETONATOR : i HOOBY-TRAP WIRE

EXPLOSIVE

* CHARGE
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ASSEMBLING i

Use standard Tellermine tools, since correct agsembly cannot

be made without them. If improperly adjustcd mine will not

function properly. - .

1. With small screwdriver, loosen set screw in adjusting collar.

2. Using Tellermine box spanner, adjusting collnr \and
iy ; ' threaded washer. s gl

d 3. Insert detonator whose pnotectlve label is undamaged. .
4. Screw threaded washer 'in posmon, hghten thh bo\
spanner.

MEASURING
MARKS

MEASURING BOLT

"I’Eli.ERMINE ADJUSTING GAGE

} "5, Screw collar in place, wsing Tellermine adjusting gauge
: as follows to obtain proper clearance between washer and collar.
a. Slip leather or rubber washer onto gauge as far as collar
at base. /
b. ' Screw gauge into cover and tighten.
€. Press measunng bolt down, turn \mtll ad]usung pm\ en-
gage holes in collar.
d. By rotating bolt right or left bring mark on measuring
bolt to same height as mark on gauge casing.
@. Release measuring bolt and unscrew gauge.
6. Screw in set screw tichtlv. 11t coincides with one of sockets
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SAFETY PIN

STRIKER
SPRING
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PRESSURE PLATE

3V IN.

COVER PIN

TYPE. Antitank mi\ne 5

COLOR: Sides and top dark green; bottom yellow, with cross of
red and: green

5
CASE. Steel ) ‘
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6. Provide level foundation for fuze to rest on.

7. Place restraining load on exposed surface of latch. i

8. Gently remove safety pin by pulling attached string.

9, If no clicking sound-is heard, pull out nail: If nail does not
come out easily, spring lever probably has fallen. If so, remove
charge, unscrew base, remove load, and check. Tf defective,
discard fuze and use another. . )

/ i -

DISARMING : - t
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Before transporting, each mine is packed as follows:

1. Insert wooden spacer cubes with pins in four fuze holes.
2. Place fuzes up51de down in circular recesses in lid pxece
3. Store detonators in wooden block. ‘Lug on block fits into
another circular recess in lid piece.

RE-USE Ty
Make sure dowel pins in cover are not partially sheared In-
spect fuzes for cracks.

NOTE ]
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U, 5. ANTIPERSONNEL MINE M3
RN : 2 B ) ;

o~ e SAFETY PIN
PULL RING . e B LOCKING SCREW

#

. PRESSURE CAP ——

STRIKER

FUZE BASE

|

DETONATOR
(NON-ELECTRIC, C\AP)

CAST IRON
‘CASE
~ FUZE WELL :

i
{

“FILLING PLUG

\:
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SAFETY. FORK
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GERMAN PULL FUZE Z.Z.35

PLUNGER

TRIP. WIRE
SLOT

SAFETY PIN

LOCKING. PINS
—— STRIKER

~ _ 'PERCUSSION
© cAP

FUNCTIONING /
1. Pull on trip wire moves plunger upward agains
of auter spring.
2. Two locking pins are forced outward when the;
pasite open spaces, releasing striker. .
3. Released striker, driven by striker spring, sets off
cap.

DISARMING - ’
1. Insert pin in safetv-pin hok_
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- PRESSURE CAP
SHEAR PIN

LOCKING BALL ] §  sTRIKER
PERCUSSION CAP DETONATOR

BOOSTER CHARGE

EXPLOSIVE
COMPARTMENT
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BOTTOM FUZE WELL

{ PRESSURE PLATE

CARRYING
HANDLE

ToP ViEW BOTTOM VIEW
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— BRASS CYLINDER

/
D
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HINGE PIN
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RELEASE FUZE M1 ', |~ CHARGE

(AT).MINE .M1. OR M1

NOTE: MINE COVER |NOT SHOWN

'DESCRIPTION = " :
Booby-trapped antxtank ming. -As commonly u:ed it rests ¢
release fuze Ml to which is agtached a ¥-pound block of TN

EMPLOYMENT | :
To hinder remOVal of antntaqk mmes

FUNCTIONING * v :
When anutank mme is llfted fuze detonates TNT, ‘sets «
mine.
" COMMENT

Mine may be boohy trapped by attachmg pull x’uze to mi
or sack:






EPUB/media/file252.jpg





EPUB/media/file242.jpg
6% FT.
PRESSURE FUZES D.Z. 35-

" STEEL STRAP /. 1 BY 12N, R.R. RAIL
HINGE ; :

“TYPE. Antitank Y L
COLOR. Natural '
CASE. Wood .o }
EXPLOSIVE. Three or more standard kilo cartridges
EFFECT. Disables tanks
EMPLOYMENT - °
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T..Remove percussion cap from holder. ) £
2. Unscrew striker group and rémove detonator.

FM 5-31 @ 1 NOV 1943 S ~ 107 01 e
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| BOOSTER CHARGE :
, S0 DETONATOR - ‘
! < VIAL OF CHEMICAL

EXPLOSIVE COMPARTMENT' ..

STRIKER

WOODEN ANVIL.

<

-

; BOTIOM FUZE-
K DETONATOR
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WINDING

RING .

TRIP LEVER

i

e e STRIKER

s STRIKER SPRING

oy . POSITIVE
T TS SARETY.

> SPRING ON - POSITIVE SAFETY
ARMING SCREW.
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BRITISH C. 5. MARK IV MINE

7. Replace pressure plate.
i 8. Cover with loose earth or sod.

DISARMING | #
Remove pressure plate, insert tsafety pm in safety -pin_hole.

DEFUZING s -
After disarming, take fuze from well Lift mme Replace pres-
'sure plate./Stack mines and fuzes separately

PACKING AND TRANSPORT!NG
Wooden box contains ﬁve -mines. Fuzes are packed separately,
20 to a wooden box.

b

RE-USE E c 2
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COMBINATION .
FUZE M1

CANNISTER -

FUZE TUBE
6%:IN. . :

TYPE Antlpcrsonnel frag‘mentauon
COLOR. Both tubes, olive-drab; base flange, black. wlth ye]low

markine





EPUB/media/file152.jpg
CHARGE ' ELECTRIC \INSULATED > BATTERY . ELECTRIC CONTACTS
2 CAP ELECTRIC WIRES ’

NCTIONING
When water in rain barrel reaches level of two electric con-
" tacts, circuit is closed and charge fired.

STALLING | -/ Lo
Install wiring. Place Lopper sulphate in barrel Connect charge
last. : {

SARMING . : : © ¥y
Disconnect batterv and chnrze | .
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TIGHT TRIP WIRE

SAFETY.PIN HOLE

: : SAFETY-PIN
OUTER SPRING, [ or >
. STRIKER SPRING
4% IN.
STRIKER i
LOCKING PINS
\
PERCUSSION
cap e
STANDARD _ STANDARD
BASE - BASE
: : P
TYPE. Either pull or tension-release fuze* ‘
COLOR. Unpainted ; ) ; .
CASE. Brass ; ’
-EMPLOYMENT s
“Used ‘with “S” mmes prepared charges, and booby traps.
- FUNCTIONING

Trip wire on this fuze must be under tension. Fuze is fired by
pulling on trip wire; or, by loosening, cumng, or breaking it. -
1. Pull on trip wire pullﬂ plunger upward against resistance of
outer spring; two locking pins are forccd outward into upper
oben space. releasing striker. 1 z
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FUZE T.Mi.Z. 42 : . SCRE\W PLUG ,ST!IKER SPRING
SH'EA;"( PIN i . PRESSURE PLATE STRIKER

BOTTOM FUZE
CHARGE CAVATY ‘ WELL
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CHARGE
DETONATOR
FRICTION FUZE

PARTITION
PULL WIRE
BOOBY-TRAP WIRE
PULL ROD

\‘ BOOBY-TRAP $TAKE
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e FusE
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| COATED WIRE

*CAPSULE CONTAINING
FRICTION COMPOUND

EUNCTIONING
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PRESSURE CAP

SAFETY PIN
PLUNGER

OUTER SPRING

STRIKER

(M

LARGE TYPE

PRESSURE CAP

% SAFETY PIN
/ STRIKER SPRING

OUTER SPRING

LOCKING PIN -

FUNCTIONING .

STRIKER SPRING

LOCKING BALLS

STANDARD BASE

"

PERCUSSION CAP

STRIKER
PERCUSSION cap SMALL TYPE
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. PRESSURE PLATE PRESSURE CAP, - . ' BOTTOM FUZE WELL

¢ CARRYING HANDLE

% ’ BOTTOM VIEW

TOP VIEW

~ TYPE. Antitank mine
COLOR. Gray
CASE. Steel
WEIGHT. 20 pounds
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2. Plafe mine in hole with top of pressure cap ]uat below
ground level.

3. Place string from safety pin in place convenient - for re-
moval, and- remuve lockfng screw from fuze. = -

4. Place pressure board to bear on pressure cap. f

5. ‘Cover and camouflage. { I \
6. Rernove safetv ninhv falling on chrine attsched 4 it
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Insert fuze and screw it in finger tight.
5. Place mine pressure plate up. , s
> .6, Fill hole and conceal. :

T D RS Wik d
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{

FRONT—30 PACES (24 METERS) e

v
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24 MINES
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4, Remove safety pin by pulling on cord attached to it. Effec-
tive pressure area can be increased by installing pressure board
to bear on pi‘essure capof fuze.

DISARM|NG AND REMOVING

TRIP-WIRE: INSTALLATION
1. Ingert safety. pin and locking screw.
2. Disconnect trip wires... * 7
3. Chec for booby traps and lift niine,

PRESSURE INSTALLATION' | ; \
: 1. Remove J pressure board. ’ i
2, Insert saféty pin'and locking screw.
3. Check for booby traps-and lift mine,

. DEFUZING iy Jm )

After dlsarmmg and lifting, remove fuze from mine and .re-
place percussion-cap cover. Retum mine and fuze to original -
* package. ;

PACKING AND TRANSPORTING /=~ = ot o S

[
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PRESSURE PLATE

TYPE. Antitdnk mine .
COLOR, Olive-drab ' .
CASE, Steel .
WEIGHT. 3 pounds U
EXPLQSlVE. 134 pounds Nobel's ammonal 704 .
EFFEGT, Disables light tanks and vehicles ) &

M 5=31 -1 NOOY 1042 FAN. 1 ey
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RESTRAINING WIRE

y !
!

1

STRIKER SPRING

STRIKER

INSPECTION !

IDENTIFICATION

AND SAFETY Hote

© STRIP . .
PERCUSSION CAP |

/
: ~ STANDARD

BASE
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BRITISH PULL FUZE' NO.4

U SHAPED cuP

SAFETY-PIN
HOLE

PERCUSSION CAP

FUNCTIONING
1. Pull of 6 to 8 pounds withdraws U -shaped clip from ball
end of striker,

2. Spring drives striker onto percussion cap.

INSTALLING AND ARMING
T. Unscrew fuze adapter.
2. Attach fuze to desired object,
3. Attach trip wire to U-shaped clip, adjust tcnsnon until
safety pin lies about halfway along slots in body.
4. Connect charge to fuze adapter, screw adapter into end of -
pull fuze.
5. Withdraw safety pin. Too much tension on trip wire jams
" safety pin against ends of slots and prevents easy withdrawal.

DISARMING i .
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-

! ! BULLET:

" UMBRELLA STRIKER

CATCH:

CAUTION
Never put cartndge into spike except when laid.

FUNCTIONING. S v Lo
1. Slight pressite on top of bullet forces hol!ow stem of striker
over umbrella catch, releasing sleeve holdmg spring: in ‘com- .
pression. ;
2. Spring drives sleeve upward against striker head. .
3. Impact drives striker against cartridge.;

TESTING
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S o
i, - DETONATOR

TYPE. Improvised electric cortact
EMPLOYMENT

TRIP WIRE
-

ONTACT TERMINALS

SAFETY PIN
METAL WEIGHT

. SAFETY PIN

ACT TERMINALS
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Do not cut cords or wirés. Insert nail or stout wire in safety-
pin hole in striker. ’

DEFUZING s b

{ . 2. Cut cords and wire. . L)
FM 5~31 b 1 NOV 1943 102.02-c

: RESTRICTED





EPUB/media/file247.jpg





EPUB/media/file56.jpg





EPUB/media/file204.jpg
. Hoh;l pin'firmly in place cut trip wire,
CAUTION '
If pin is partially pulled out, do not attempt to disarm, Ex-
plode from safe place by charge placed near mine.

3. Pull mine and stake loose wlth 50-yard length of wire. Stake
mav be boobv-trapped.
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{ g

PACKING AND TRANSPORTING i

Each mine is packed in a small woodeni frame. No data of

shipping crate. 4, B,
NOTE .
" Japancse have two sizes of shear wire for this mine, One, fo
antipersonnel use shears at 70 Ibs. The other, for antitank us
shears at 250 1bs. These mines have been found buried upsid
down, with additional explosives placed beneath them toin
crease their effect. T !

111.01-d L% 1 NOV 1943 ’ FM 5-3
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1. Remove base.
2.. Place fuze on firm, flat base.
3. If ad]ustment rod is needed, screw. it jinto, pressure cap.
Adjust. by screwmg up ad]ustment rod snugly against ob]ecl
then back off’ one-quarter turn. If three- prong attachment is to:
be used, screw it into pressure cap.
4, Remove cardboard protector tube and cnmp a U.'S. non-
' electric cap onto base. ;

5. Screw base to fuze. . - !
6. Insert cap in charge When detonating cord is used tape
onie end of it to cap and run other énd to charge.

M 831 i " Y NOV 1943 ‘ 53.0%-¢
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BRITISH PRESSURE FUZE NO. 2

SAFETY-PIN' HOLE

|

 PERCUSSION CAP

SHEAR STUD

STRIKER

STRIKER SPRING

\
RETAINING PIN

FUNCTIONING
1. Load of 30 to 40 pounds: causes V shaped cutting edge of
shear stud to break striker rod.
2. Striker, driven forward by spring, fircs cap.

INSTALLING AND ARMING
1. Remove pressure cap from base plate, to which it is at-
tached during transport.
2. Insert pressure cap in hole in body, and position it to strad-
dle striker md If properly placed, pressure cap cannot- be
rotated. | F
3. Unscrew (:o]lur and remove fuze adapter. S oae
4. Place fuze in position.
5. Reattach collar and fuze adapter,
6. Remove safety pin. .

DISARMING
Insert safety pin. Lift pressure cap out of casing. If this is'
possible, cut fuze connccting fuze to charge.

‘RE-USE
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'ERMAN PRESSURE FUZE S. MI. Z. 35

~—— PLUNGER °

OUTER SPRING
STRIKER SPRING

LOCKING BALL (2) &

FUNCTIONING : ' i
1. With safety pm removed, 8-10 pounds pressure on prongs
overcomes resistance in outer spring, and depresses plunger

+ 2. This permits two 1ockmg bal\s to be forced outward, releas- |
ing striker. :
3. Released str;ker, drlven by striker spring, explodes per-
cussion cap. i

DISARMING i
Insert pin-or wire in safety hole.

INSTALLING AND ARMING
1. Attach fuze to mine.
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DISARMING
. Uncover mine, fecling for 'trip- wires. Attach 50-yard rope
or wire to both lids and pull open from cover position.

~ 2. Insert strong wire through safety pin hole in side of Lover,
“case, and fuze héusing. i <
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; . CHARGE
"' DETONATOR
PERCUSSION CAP

’

STRIKER SPRING

5

‘WOOD BLOEK
STRIKER
TONGUE

STAND |
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TRIP WIRE SLOT

TRIP WIRE LOOP,

CASE
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PACKING AND TRANSPORTATION
Ten per tin.

RE-USE /
After firing, rcplace percusswn cap.

SPACE EOR NOTES . L
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1. Avoid all trip wires and 2. Cut trip wires,

slide cap holder to safety po- b4 E

sition, B
3. Remove pin and lower striker gcntly Notch in cap ho
engages end of striker when holder js in safe position.
4. Replace pin in unper hole.
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. TIN CONTAINER

ELECTRIC
LEADS

TYPE. Improvised électric contact
INSTALLATION
Make ball-bearing contact as shown in skeétch, and fasten with
string or ‘adhesive tape to stem of inside door knob. Fix just
above the ‘horizontal, so. turning knob will ‘roll ball bearmg
" ‘against nails. *

DISARMING stccnnect battery ; \

M 5-31 , 7 .1 Nov 1943 e T S 68.02~a
. DCOTRINTED
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GERMAN TELLERMINE 43 (MUSHROOM)

: PRESSURE " PLATE -
STRIKER SPRING SHEAR PIN

PERCUSSION CAP

THIN. METAL
SECTION

DETONATOR BOTTOM FUZE
; WELL

B

(CHARGE CAVITY “- : ;
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|
e S
REMOVABLE |

HEAD

PULL CORD |

\
RIGHT HAND THREAD

FRICTION COMPOUND

COATED WIRE =~

DELAY PELLET

FUNCTIONING

i . When head is unscréwed and' cord pu]lcd coated “wire
xgmtes friction compound. in body.
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3. Detdch detonatora Irum percuasmn type fuzes. Detonators,
‘are not detactable from friction Qype.
4. Plug arming holes and prepare mine for transport.

M 5-31 : 1 NOV -1943. 101,08
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" TENSION SPR!NG’

PERCUSSION CAP

SAFETY PIN
CLIP,

§

) o
STRIKER

FUSE ADAPTER
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|
TRIP WIRE SLOT

TRIP PLATE

'\ \

SAFETY PIN

\ : : : R CARRYING

HANDLE

. TYPE. Antipersonnel mine
s "~ COLOR. Yellow
" CASE. Steel
WEIGHT. 10 pounds
} : 5 :EXPLOSIVE.' 1 pound ;:matol
ai [EFFECT, Casualties to personnel within 30 yards.

3% IN.

i T TEM 831 Al 1 NOV- 1083 - . 62.01—a





EPUB/media/file52.jpg





EPUB/media/file95.jpg
PRESSURE
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stRikep spring: IR
STRIKER

PERCUSSION

EXPLOSIVE

'BOOSTER CHARGE
COMPARTMENT R CHAR
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2. Pull mine from holé¢ with 50-yard rope or wire. Or, seek
and disarm secondary fuzes (page 85.01-a) and lift mine.

M &.a1 Y NOV 1041 < RY BYe
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IDENTIFICATION -
/AND SAFETY
STRIP

STANDARD
BASE - £

TYPE. Chemical delay fuze. . . Ly '
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BULLEY

BARREL

\

TYPE. Antipersonnel mine
COLOR. Black, ohve-drab or alummum color
CASE. Stee] § X Bt
EMPLOYMENT.

This sclf-contained unit, which dlscharges a bullet, is sunk into

roads and pathways, It is fired by pressure. Bullet will per-
forate a man’s foot or §everely damage a pneumatic tire.

DISARMING

Remove cartridge.

PACKING AND TRANSPORTING Tl
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LARGE CHARGE
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DUTCH MUSHROOM-TOP MINE

FUNCTIONING
PRESSURE CAP
PRESSURE A 5 SAFETY PIN
COVER :

HELICAL SPRING

SHEAR PIN
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CERMAN FRICTION FUZE ZDSCHN. AN

s : REMOVEABLE '~ '

: . HEAD J S

STANDARD
BASE
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/ ) PRESSURE PLATE

BOOSTER, ‘
L CHARGE cAVITY
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DEFUZING
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 ADJUSTING VANE

PRESSURE CAP

SAFETY PIN

SHEAR PIN

. SCREW COLLAR

DETONATOR

TYPE. Pressure fuze
COLOR. _
CASE. Metal . -
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COVER

. K
GLASS —
WINDOW

~ BODY

¥
CAP HOLDER
Sl

TYPE. Clockwork . '
COLOR. Black : A <o
CASE. Aluminum casting or Bakelite

EMPLOYMENT. For larg'e-scale delayed demolitions. May be set
for ‘%,-hour to 21-day delay

M 5-31 1 NOV 1943 © 83.09-¢





EPUB/media/file67.jpg
The fuze is set off when the rifle is moved.-

INSTALLING \
Follow directions \given for mstallmg pull fuze Mi (pagc

- 53,02~c).

/

DISARMING
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“WITH TRIP: WIRES |

1. Test fuze by testing safety
pin for free movement' when
locking screw is removed. "=

2. Remove plastic plug from
one cap well by using wrench
packed with mines and screw in
fuze with nonelecmc cap at-

tached.

3.
a,

6.
7.

Tie mine to stake.
Install loose trip wire
attaching them first to an
stakes and’then to pull rin
fuze.
5.
from fuze.

Remove locking sc

‘Camouflage installat

Remove safetv nin.
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" ter 3, The illustrations in -chapters 1 to 4, inclusive, are numbered
"in"the same way. For Example, figure 41.02b is the second illustra-
tion in paragraph 2 of section I of chapter 4. ;
b, Chapters s to'13, inclusive, discuss mine tacucn, individual
" mines; fuzes, and booby traps of alhed and enemy nations, Pages
are numbered as_follows: A

Ghapter number—one chapter for each country
in alphabetical order.
ection number—one.section for each type, 1 for
antitank mines, 2 for antipersonnel mines, 3
- for fuzes, 4 for 1mprov1sed types, 5 for booby-
traps. ’
. I__..._Item number,

82,03

age number w;thm the mm

The example shown would be ‘on page 2 of the dlscussxon of the
“third in the series of Ceéerman antipersonnel mines.
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FUNCTIONING . ok Y \
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DETONATOR
| PERCUSSION CAP

. HOLE IN COVER
CHARGE:CAVITY FOR EXTRACTING
i ’ - SAFETY PIN )
FUNCTIONING | ; ) i .
1. Pressure’ of 130 pounds onsides to 390 pounds in center
depresses cover and sets off one or more of three pressure fuzes,
either German D. Z. 35 or T. Mi. Z. 42. ;
. 2. Fuzes explode detonators, boosters, main charge.

DISARMING |
* 1§ Remove cover.
2. If fuzes are D, Z, 35, insert nails or stout wires in safety-pm
holes; if T. Mi, Z. 42, remove from mine. ’

DEFUZING S
1. Remove D. Z. 35 fuzes. {

2. Unscrew detonators from fuzes. b
3. Replace cover. i
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U. 5. RELEASE FUZE

INSTALLING k3 !
1. Dig hole under wheel, savmg spoil.
2. Crimp blastxqg cap on end of pnmacord
= 3. Insert crq’nped blamng 'ap in TN’I block Add rest “of
charge. i
4. Crimp angther blastmg ip to base of release fuze,
LBy Ta/pe loosc end of prima; prd to cap on fuze,
6. Place con}p ete assembly in hole.
7. Refill hole aqd camouflage.
8. Push truck so wheel is over release latch.

9. Pull string, removing saféFy pin. ;
10. If no clitking sound is heard, and safety nail is easnly
st ng removing it. ;
11. Best location is on 4 slqpe Brake wheels. When brake is
released, vehxpl' moves and sts off trap.

- DISARMING
A Locate fuze, and follow directions given fot dxsarmmg U. S
release fuze M1 - (page 53.03-d)’
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PRESSURE COVER

FUZE WELLS

' BODY

TYPE. Improviseci antitank mine
COLOR, Tan :
CASE. Aluminum a]loy from salvaged aircraft
WEIGHT. 14 ta 1624 pounds -

EXPLOSIVE. 7 to 9 pounds of cheddite with tolite boosters
EFFECT. Disables tanks

PACKING AND TRANSPORTING
In tramportmg, remove fuzes ‘and place adhesive tape ove
holes in lid.

RE-USE
If T. Mi, Z. 42 fuzcs are used, m.xkf. sure shear pins are .no
partiallv cut. 3
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PRONGS %

TYPE. Pressure fuze ‘ ‘
COLOR. Olive-drab

CASE. Aluminum - .. *
EMPLOYMENT

This is the standard German pressure fuze for the “S” mine.
Usually only tips of prongs are above ground surface.

PACKING AND TRANSPORTING
. - Use standard German fuze container.

RE-USE

Before reuse, check fuze by testing safety pin to see if it can be
withdrawn, and looking at cap to see if it has been fired. Do '
not test by firing, as fuze canpjt be recocked without special
tools. § \
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2 ~

To assemble mine
1. Remové spider. {
2, Place fuze in' cavity: of
mine body.
Hook - two lezs of spider

To lay mine on surface of
ground'

1. Place mine on ground.

2. Remove safcty fork.

a4 Conceal mine with logse”
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\
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PERCUSSION CAP
| PRIMARY ‘DETONATOR
'SECONDARY DETONATOR ;

MAIN CHARGE

FUNCTIONING
1. Two hundred and ﬁfty pounds pressure applied on pressure
plug depresses striker pin and cuts shear pin.
2. Spring drives striker pin downward, firing percussion cap—
detonator—booster—main charge.

$11.01-b : 1 NOV 1943 FM 5-31
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' ANCHOR BRACKET
E. Pull fuze A
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LOYMENT

ananly for use with” trip wire in booby traps, also to ﬁre
mines. charees and fares. i
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INNER CASE *

|cannister
Plhag

FUNCTIONING

1. Minimum pulliof 4 pounds on mp wire pulls trip platc
out of carmdge -pistol,

2. Striker is freed, and driven-down by striker spring.

3. Striker fires cartridge,

4. Pressure frqm explosion shears studs.and projects inner
case upward.

5. As-case leayves cannister, lever on detonator-pistol auto>
matically pulls out of recess and springs outward, relemmg
striker,

6. Spring drxv¢s striker against detonator:

7. Detonator explodes: charge when case is'about 3 feet above
eround. B
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FUNCTIONING
" 1."Pressure forces splder onto Ppréssure ca.P,
2. Striker is pushed down, ‘tutting shear bih.
3. Released striker fires petcussion cap—detonator—booster——-
- main charge. -

" DEFUZING - i :
After dlsatming fuze, extraét it from well.

RE-USE . E
Inspect fuize to see shear pin has not been cut or parnally cut.
' Straighten straps‘ if bent: see that spider can be fitted on pres-
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FRENCH LlGHf ANTITANK MINE

4. Search for booby traps. Cut any trip wires attached to hole
in base flange. Lift mine.

INSTAI.LING -AND ARMING
1. Lift'cover and screw in fuzes.
2. ‘Insert safety bar in cover, and lock in place wnth sat‘ety pin.
3. Re,placc cover, and fasten with chain and clip. - -
4. Bury mine ﬂush> with surface of ground or sllghtly below it.
5. Remove safety pin.
- 6. Withdraw safety bar.

RE-USE

Inspect fuzes for signs of rust or deterioration.
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base of: fuze and examine fuze  from fuze cavitv and seé cavity
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M Al i

CHARGE  'PRIMACORD.  TRIP WIRE . PULL FUZE M1

Sketch shows typical combination pull— and pressure~fuze in-
stallation, ) ;

INSTALLING . - .
Follow : directions ngen for mstallmg pull fuze M1 (page
53.02- c) and pressure fuze MlA] (page 53.01- c) .

DISARMING .
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PULL CORD. -

PULL DISC

LEFT HAND
THREAD

COATED WIRE
FRICTION COMPOUND

- STANDARD BASE

FUNCTIONING,
WI TH CAP REMOVED
. A puil on pull disc and'cord—
2. Draws the coated wire through the friction compoun:
3. And ignites the friction compound, which shoots flax
the open end of the threaded base.

DISARMING
1. Unfasten pull cord from anythmg to which it mig
attached.
2. Remove fuze and detonator from charge.
3. Detach detonator from fuze and replace cap if availal

INSTALLING AND ARMING
1. Attach German detonator to base uf fuzc or wedge
nonelectric cap into it.
2. Attach fuze to mine. Detonator must be inside.
3. Remove cap (left hand thread to distinguish from fr
fuze B. Z. E:), attach trip wire, and conceal.

RE-USE
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TYPE. Bounding antipersonnel mine

COLOR. Olive-drab : ;

CASE.Steel ~ . | o
WEIGHT. 9 pounds

EXPLOSIVE. 6.5 oz. TNT ,
EFFECT.. Causes casualties up to 150 yards
RE-USE
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