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TECHNICAL MANUAL


Operator, Still pretence Field and Depot Maintenance Manual

TM 11-1036 CHANGE No. 1

HEADQUARTERS, DEPARTMENT OF THE ARMY WASHINGTON, D.C., 27 September 1963

TM 11-1036, 20 March 1945, is changed as Equipment. Use equipment forms and records in follows: accordance with instructions in TM 38-750.

The title of the manual is changed to read as shown above.

Page tii. Delete information in its entirety.

Page 1-1. Add paragraphs 1.1 and 1.2 after paragraph 1.



1.1. Index of Publications

Refer to the latest issue of DA Pam 310-4 to determine whether there are new editions, changes, or additional publications pertaining to the equipment. DA Pam 310-4 is an index of current technical manuals, technical bulletins, supply bulletins, lubrication orders, and modification work orders available through publications supply channels. The index lists the individual parts (-10, -20, -35P, etc.) and the latest changes to and revisions of each equipment publication.



1.2 Forms and Records

a. Reports of Maintenance and Unsatisfactory b. Report of Damaged or Improper Shipment. Fill out and forward DD Form 6 (Report of Damaged or Improper Shipment) as prescribed in AR 700-58 (Army), NAVSANDA Publication 378 (Navy), and AFR 71-4 (Air Force).

c. Reporting of Equipment Manual Improvements. The direct reporting by the individual user of errors, omissions, and recommendations for improving this manual is authorized and encouraged. DA Form 2028 (Recommended Changes to DA Technical Manual Parts Lists or Supply Manual 7, 8, or 9) will be used for reporting these improvements. This form will be completed in triplicate using pencil, pen, or typewriter. The original and one copy will be forwarded direct to Commanding Officer, U.S. Army Electronics Materiel Support Agency, ATTN: SELMS-MP, Fort Monmouth, N. J. 07703. One information copy will be furnished to the individual's immediate supervisor (e.g., officer, noncommissioned officer, supervisor, etc).

Page 3-2-—4-0. Add section III.1 after section III.




SECTION IIl.1



PREVENTIVE MAINTENANCE INSTRUCTIONS


1. Scope of Maintenance

The maintenance duties assigned to the operator and organizational repairman of the equipment are listed below together with a reference to the paragraphs covering the specific maintenance functions.


	a. Daily preventive maintenance checks and services (par. 4).

	b. Weekly preventive maintenance checks and services (par. 5).

	c. Monthly preventive maintenance checks and services (par. 6).

	d. Quarterly preventive maintenance checks and services (par. 7).

	e. Cleaning (par. 8).

	Touchup painting (par. 9).
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2. Preventive Maintenance

Preventive maintenance is the systematic care, servicing, and inspection of equipment to prevent the occurrence of trouble, to reduce downtime, and to assure that the equipment is serviceable.


	a. Systematic Care. The procedures given in paragraphs 3 through 9 cover routine systematic care and cleaning essential to proper upkeep and operation of the equipment.

	b. Preventive Maintenance Checks and Services. The preventive maintenance checks and services charts (pars. 4 through 7) outline functions to be performed at specific intervals. These checks and services are to maintain Army electronic equipment in a combat serviceable condition; that is, in good general (physical) condition and in good operating condition. To assist operators in maintaining combat serviceability, the charts indicate what to check, how to check, and what the normal conditions are. The refer-



ences column lists the manuals that contain detailed repair or replacement procedures. If the defect cannot be remedied by performing the corrective actions listed, higher echelon maintenance or repair is required. Records and reports of these checks and services must be made in accordance with the requirements set forth in TM 38-750.



3. Preventive Maintenance Checks and Services Periods

Preventive maintenance checks and services of the equipment are required daily, weekly, monthly, and quarterly.


	a. Paragraph 4 specifies the checks and services that must be accomplished daily (or at least once each week if the equipment is maintained in standby condition).

	b. Paragraphs 5, 6, and 7 specify additional checks and services that must be performed on a weekly, monthly, and quarterly basis, respectively.





4. Daily Preventive Maintenance Checks and Services Chart










	Sequence

No.
	Item
	Procedures
	References




	1
	Completeness vacikterit ea. actos
	(TM 11-6625-— | None.

See that the equipment is complete

257-12P).
	



	2
	Exterior surfaces+
	Clean the exterior surfaces, including the panel and | None.

(par. 8). Check the meter glass and

meter glass

indicator lens for cracks.
	



	
	Connectors (ete) teen
	Check the tightness of all connectors.
	None.



	4
	Controls and indicators

eee
	While making the operating checks (item 5), observe | None.

that the mechanical action of each knob, dial, and

switch is smooth and free of external or internal

binding, and that there is no excessive looseness.

Also, check the meter for sticking or bent pointer.
	



	5
	Operation:
	ee ee During operation, be alert for any unusual perform- | Section IV, pars.

ance or condition.
	4, 5, and 6.
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5. Weekly Preventive Maintenance Checks and Services Chart



6. Monthly Preventive Maintenance Checks and Services Chart



7. Quarterly Preventive Maintenance Checks and Services Chart



8. Cleaning

Inspect the exterior of the equipment. The exterior surfaces should be clean, and free of dust, dirt, grease, and fungus.

a. Remove dust and loose dirt with a clean soft cloth.

Warning: Cleaning compound is flammable and its fumes are toxic. Provide adequate ventilation. Do not use near a flame.


	b. Remove grease, fungus, and ground-in dirt from the cases; use a cloth dampened (not wet) with Cleaning Compound (Federal Stock No. 7930-395-9542). After cleaning, wipe dry with a cloth.

	c. Remove dust or dirt from plugs and jacks with a brush.



Caution: Do not press on the meter face (glass) when cleaning; the meter may become damaged.

d. Clean the front panel, meter, and control knobs; use a soft clean cloth. If necessary, dampen the cloth with water; mild soap may be used for more effective cleaning. Wipe dry with a cloth.



9. Touchup Painting Instructions

Remove rust and corrosion from metal surfaces by lightly sanding them with fine sandpaper. Brush two thin coats of paint on the bare metal to protect it from further corrosion. Refer to the applicable cleaning and refinishing practices specified in TM 9-218.

Page 7-3—7-4. Add appendix after section git






APPENDIX — REFERENCES








	DA Pam 310-4
	Index of Technical Manuals, Technical Bulletins, Supply Bulletins, Lubri

cation Orders, and Modification Work Orders.




	TM 9-213
	Painting Instructions for Field Use.



	TM 11-6625-257-12P
	Operator's and Organizational Maintenance Repair Parts and Special Tools

List and Maintenance Allocation Chart for Radio Frequency Wattmeters

TS-118/AP and TS-118A/AP.



	TM 11-6625-257-35P
	Field and Depot Maintenance

Repair

Parts and Special

Tools

List for

TS-118/AP and TS-118A/AP.

Radio Frequency Wattmeters



	TM 38-750
	The Army Equipment Record System and Procedures.





Page 6-1. Delete the introduction in its entirety.

Page 6-3 through 6-11. Delete table of parts.

EARLE G. WHEELER, General, United States Army, Official : Chief of Staff.

J. C. LAMBERT, Major General, United States Army, The Adjutant General.


Distribution:



Active Army:

Seventh US Army (2) 11-7 (2) EUSA (2) 11-16 (2) USARJ (2) 11-57 (2) USASTC (10) 11-98 (2) USA Engr Cen (5) 11-117 (2) USAINTC (5) 11-155 (2) USAADS (10) 11-157 (2) Redstone Arsenal (3) 11-500 (AA-AB) (2) USA Elct RD Lab (2) 11-557 (2) USAEPG (2) 11-587 (2) USA Elct Mat Spt Agey (15) 11-592 (2)

NG: None. USAR: None.

For explanation of abbreviations used, see AR 320-50.

USAMC (5) Units organized under following TOE:

11-597 (2)
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HANDBOOK OF MAINTENANCE INSTRUCTIONS FOR RADIO FREQUENCY WATTMETER TS-118-AP

This is not a revision. This is a reprint of AN 16-35TS118-2 dated 20 March 1945, including revised pages dated 5 July 1945, for stock only. No initial distribution will be made to personnel possessing original publication.
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United States Government Printing Office Washington : 1950
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WasuineTon 25, D. C., 20 March 1945

TM 11-1036, Handbook of Maintenance Instructions for Radio Frequency Wattmeter TS-118/AP, is published for the information and guidance of all concerned.

[AG 300.7 (20 Mar 45) J

By ORDER OF THE SECRETARY OF War:

J. A. ULIO Chief of Staff Major General The Adjutant General

OFFICIAL: G. C. MARSHALL

DISTRIBUTION :

Stock.
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SECTION Vil
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Figure 7-1. Radio Frequency Wattmeter TS-118/AP—Blower Motor Circuit, Schematic Diagram
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Figure 7-2. Radio Frequency Wattmeter TS-118/AP—R-F Power Measuring Circuit, Schematic Diagram
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About this edition
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Public domain (U.S. Government work)

Public domain (U.S. Government work). Mirrored by T.REX ARMS.

Source: https://archive.org/details/tm11103600unse
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