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WARNING



DANGEROUS VOLTAGES EXIST IN THIS EQUIPMENT

Be careful when working on the 115-vo·It motor circuit.

DON'T TAKE CHANCES!
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Figw·e 1. Test Set TS-2/TG .





CHAPTER 1 INTRODUCTION


Se ctio n I. GENERAL



I. Scope


	a. This manual covers the installation, operation, theory, maintenance, and repair of Test Sets TS-2 (*) / TG (:fig. 1).

	b. Basic nomenclature followed by (':') is used to indicate all models of the .equipment covered herein. Thus, Test Set TS-2 ( *) / TG refers to Test Sets TS- 2/TG, TS-2A / TG, and TS- 2B/ TG.

	c. Forward comments on this publication directly to the Commanding Officer, The Signal Corps Publications Agency, Fort Monmouth, N.J.





2. Forms a nd Recor ds

a. Unsatisfactory Equipment Reports. Fill out and forward DA Form 468 (Unsatisfactory Report) to Commanding Officer, Signal Equipment Support Agency, Fort Monmouth, N.J., as prescribed in AR 700- 38.


	b. Damaged o1· Improper Shipment. Fill out and forward DD Form 6 (Report of Damaged or Improper Shipment) as prescribed in AR 700- 58 (Army) ; Navy Shipping Guide, Article 1850- 4 (Navy); and AFR 71-4 (Air Force).

	c. Preventive Maintenance Forms.

	(1) Prepare DA Fo,rm 11- 252 (fig. 9) (Operator First Echelon Maintenance Check List for Signal Corps Equipment- Teletypewri ter) in accordance with instructions on the back of the form.




	(2) Prepare DA Form 11-253 (fig. 10) (Second and Third Echelon Maintenance Check List for Signal Corps Equipment-Teletypewriter) in accordance with instructions on the back of the form.











Section II. DESCRIPTIO N AND DATA


3. Purp ose a nd Use

Test Sets TS-2 (*) /TG are teletypewriter signal distortion test sets that are capable of sending normal or distorted signals for test ing teletypewriter circuits and equipment. They are used to determine operating margins of start-stop teletyp ewriter mechanisms and to test the efficiency of the selecting mechanisms in teletypewriter selector units. These test sets are also used to test and calibrate the bias meters of Line Units BE-77- A, BE-77-B, and BE- 77- C, and Switchboards BD-100 and BD- 100-A. They may also be used with Allied (British) teletypewriter equipment operating at a speed of 404 operations per minute (opm).



4 . Technica l Charac te ristics

Type of installation ___ Tactical or fixed station; send only; direct wire .








	Signaling codeFive-unit, start
	-stop; stop im

pulse length equals start im

multiplied by

pulse length

1.42.




	
	Types of signaL Neutral (60 milliampere).



	
	Speed 368.1, 404, 460, or 600 opm.



	Power demand Aprx 100 watts.
	



	Motor type Series-governed.
	



	
	Motor speed 2,100 revolutions per minute.



	Motor power requir e-

ments.
	110 to 120 volts, 50- to 60-

cycle, single phase alternat

ing current.



	Signal bias 0 to 50 percent,
	adjustable,

marking or spacing bias.



	End distortion Q to 50 percent,
	adjustable,

marking or spacing end dis

tortion.



	Suppression of inter-

ference with radio

reception .
	Does not interfere with radio

recept ion at frequencies be

tween .15 and 1,000 mega

cycles when located 2 feet o1·

more from radio antenna.



	Weight 7Q pounds.
	







5. Description

(figs. 1 and 2)

a. Gene1·al. Test Set TS-2 (*) /TG is a selfcontained unit, 23 inches long, 17 inches high, and 14 inches deep overall. It weighs 70 pounds. The test set is mounted on a base casting which is attached to a reinforced wooden base. A strongly reinforced wooden cover with two carrying handle s houses the test set and fastens to the wooden base with four trunk-type latches. One half of the top of the wooden cover consists of a hinged lid. When this lid is open, it exposes the control panel, which is equipped with control switches and local test jacks, and permits the test set to be operated without removing the wooden cover from the wooden base. Both the wooden cover and the wooden base are painted olive drab.

b. Controls. The control switches and jacks, with the exception of the target light and the radio filter cut-out switches, are mounted on the control panel which is located above the motor. A small door on the control panel permits access to the target light switch. The radio filter cut-out switch is mounted in the base casting of the test set.

c. Motor. The motor is an alternating current (ac) governed series motor which may be adjusted for use at 368.2 or 404 opm.

d. Cm·ds. The test set is equipped with all necessa ry signal and power cords.

e. Spare Parts. A small wooden box containing a spare target light, two spare fuses, sandpaper, two small brushes, and two large brushes, is mounted on the wooden base at the motor end of the test set.



6. Differences in Mode ls

In external appearance, the several models of the test sets vary slightly. The later mocleh; have been modified to improve operational fcalures. The differences between the models of the tesl sets are given in the following table.

[image: Figure, page 5]

Figu1·e 2. Test Set TS-2/ TG, wooden cove?· ?'emoved.











	Item
	TS-2/ TG
	TS-2A / TG
	TS-2B/TG
	TS-2B/TG

Orders No. 26796-Phila -54,

No. 31164-Phila-55, and

No. 15698-Phila-55




	I

and

calibration

Pointer

scale.
	pointer

is

scale

is

fixed,

Calibration

justable
	Same

as
	as TS-2/TG

1

Same
	with

adjustable

Calibration

scale

is

re

Lateral

spect to a fixed

pointer.

move

made

calibration

s.cale

is

ment of

the

cali

elongated

by

providing

possible

mounting

holes.

bration

scale



	(motor

speed

Resistor

control).
	1

resistors

12,500-ohm
	I

as TS-2

/TG

Same


	as TS-2/TG

Same


	are replaced

two 500-ohm

resistors

The

250-ohm

resistor.

by

a single



	I

pinion

guard

Motol'


	I

casting

on the

base

Mounted


	as TS-2/TG

1

Same
	/TG

as TS-2

Same


	mounted

guard

is

motor pinion

The

on

motor hub.

the



	et assem- , Mounted

brack

Resistor

bly.
	, Same

on the

motor
	as TS-2/TG

1
	as TS-2/TG

1

Same
	previously

bracket

assembly

The

resistol'

is

not used.

A

mounted

on the

moto1·

bracket

l'esistor

capacitor

and

assem

to accommodate

designed

has

been

bly

this

resistor.



	I

housing

Governor


	a governor shell,

assembly;

Three-piece

a target ring.

cover, and

a front
	I

as TS-2/TG

1

Same
	/TG

as TS-2

Same


	up of

governor housing

is

made

The

a

rear cover, a governor shell,

and

a

target markings

cover. The

front

are

cover in

front

directly

on the

placed

stead

of

on a separate target.



	and

resistor

Capacitor

assembly.

bracket
	assembly

extends

be

bracket

Capacitor

top surface

of

the

base

tween the

cast

surface

of

the

and

the

under

ing

con

so that

the

is

turned

trol

panel.

It

toward

the

inward,

capacitol'

is

facing

motor.
	2/TG

j

as TS-

Same


	/TG1

as TS-2

Same
	bracket

1·esistor

capacitor

and

The

as

the

top surface

extend

between

sembly

under

and

the

of

the

base

casting

sur

turned

panel.

is

the

control

It

face

of

components are facing

so that

these

accessible

easily

outwar d,

making

them

for

maintenance.



	1

Control

paneL
	are used

for

panel

Metal

markmgs.
	I

Same

as
	as TS-2/TG

Same


	I

control

panel

for

the

Metal

nameplates

marking

are not used.

The

s are not

directly

are applied

changed

and

to

panel.

the



	bearings

Motor
	I

periodic

. Require

face

bearings

Open

lubr

ication.
	I

and

gl'eased

Factory

Will

require

sealed.

lubrica

no further

tion.
	I

as TS-2A/TG

Same


	/TG.

as TS-2A

Same



	contact filter

Governor

assembly.
	I

the

base

casting

Mounted

inside


	I

base

Mounted

on the

casting.
	I

· 1

as TS-2A/TG

Same
	as TS-2A

/

TG.

Same



	casting

Base


	iron

Cast


	/TG

as TS-2

Same


	I

Aluminum.
	I

as TS-

2B/TG.

Same










CHAPTER 2 INSTALLATION


Section I. SERVICE ON RECEIPT OF EQUIPMENT


7. Siting

Place the test set on a convenient workbench or table, or on the floor, near enough to the equipment to be tested so that connections can be made to the test set. Locate the test set so that the cords do not interfere with exposed wiring and cabling. When the equipment to be tested is located in a tent or temporary building, select a site for the test set that will be as free from moisture and dust as possible. In cases where a ground connection must be provi ded at the test site, locate the equipment as near as possible to a source of good ground.



8. Unpacking (fig. 3)


	a. Packaging Data. When packaged for export shipment, these test sets are packed with a dehydrating agent. The test set is blocked and braced by plywood sheets or pads of corrugated fiberboard . The fiberboar d box is sealed in a moisture-vaporproof barrier, which, in turn, is inclosed in a nailed wooden shipping case, reinforced with steel straps. Crated for shipment, t he test set weighs approx imately 160 pounds and has a volume of approximate ly 3.5 cubic feet.

	b. Removing Contents. Be careful when unpacking equipment. Do not thrust tools into the



interior of the shipping container; this procedure may damage the equipment. Follow the steps given below.


	(1) Place the packing case as near the operating position as possible and cut the steel straps .

	(2) Remove the nails, using a nail puller, and remove the sides and top of the packing case. Do not pry the sides and top off. This procedure may damage the equipment.

	(3) Remove the moistureproof barrier.

	( 4) Slit the taped seams of the outer corrugated carton.

	(5) Remove the moisture-vaporproof barrier covering the inner corrugated carton.

	( 6) Slit the taped seams of the inner corrugated carton, remove the corrugated filler and remove the test set.





9. Checking


	a. Check the contents with the packing slip.

	b. Examine the equipment carefully for possible damage during shipment.

	c. Report damaged equipment in accordance with instructions contained in paragraph 2b.



[image: Figure, page 8]

Fiuw·e 3. Test Set TS-2/ TG, packaged for oversea shipment .




Section II. PREINSTALLATION SERVICES


1 0. Fuse Check

Check the motor .fuse located in the base casting of the test. set be.fore applying power to the unit. This fuse is a plug type fuse rated at 1.6 amperes, 125 volts.



11. Preparation


	a. Geneml . These test sets are usua lly adjusted at the factory before being packed for shipment. Before any test set, new or used, is placed in service, make the checks outlined in b through f below.

	b. Lubrication. Carefully check the lubrication requir ements for the equipment. The code disks



and gears should have a thin film of grease. If is required, follow lhe detailed lubricating instruct ions given in paragraph 100.

c. Moto1·. Turn the motor by hand in the normal direction of operation (counterclockwise when viewed from the governor end of the motor). Make certain that there is no binding between the motor pinion gear and the main shaft fiber gear, or that there is no binding in olher parts of the equipment . If binding occurs, adjust according to instr uctions in paragraph 37.

C aution : Do not turn the motor in the wrong direction . This procedure will turn the distributor

[image: Figure, page 9]

Figure 4. Test Set TS- 2/TG, top view.

brushes backward and cause damage to the brush holders because the brushes may catch on the ·edges of the commutator segments.


	d. Distributor Brushes. The distributor brushes should make contact with the commutator segments. They should have the proper tension and position (pars. 49 and 50).

	e. Code Disk Transmitter. All contact tongues and contact springs should be undamaged.

	f. Control Switches. Operate the switches to check freedom of action. Check the contacts for damage, dirt, and loose connections.





12. Moto r Spee d


	a. Plug the ac power (MOTOR) cord into a source of 110- to 115-volt, 50- to 60-cycle ac.

	b. Turn the motor switch to MOTOR ON and allow the motor to run a few minutes.

	c. Open the door on the control panel (fig. 4) to expose the governor target, turn on the target lamp and adjust the motor speed as follows:

	(1) Strike an 87.6 vibrations-per-second (vps) (for 368.2 opm) or a 96.1 vps (for 404 opm) tuning fork against the palm of your hand to cause the tuning fork to vibrate. Do not strike the tuning fork against a metal or solid object or the fork may become damaged.




	(2) View the white target spots at the end of the motor governor through the vibrating shutters of the tuning fork. If the motor is operating at the correct speed, the target markings will appear stationary when viewed through the vi-







	brating shutters of the tuning fork. If the motor is turning too fast, the target markings will appear to be moving in the direction of rotation. If the motor is turning too slow, the target markings will appear to be moving in the opposite direction.

	(3) If the motor speed is too fast, stop the motor and, if necessary, rotate the governor until the speed adjusting wheel is in its highest position above the armature shaft. Then turn the speed adjusting wheel counterclockwise about onefourth turn. Start the motor and recheck the speed. Repeat the adjusbnent if necessary.

	( 4) If the motor speed is too slow, follow the procedure given in (3) above, except that the speed adjusting wheel should be turned clockwise about one-fourth turn. Start the motor and recheck the speed. Repeat the adjustment if necessary.





13. Distortion Settings (Pe rce ntages)

For most tests, the adjustable distributor disk is set for 35 percent bias or end distortion; however, it may be set for any percentage, from 0 to 50. To set the percentage of distortion, first make the local test, preliminary checks and adjustments as instructed in paragraph 15a. Then loosen the adjustable distributor disk clamping screws (fig. 4) and rotate the disk counterclockwise until the printer is set for the desired (35) percent of bias or end distortion on the calibration scale. Tighten the three clamping screws.



Sectio n Ill. SIGNAL CONN ECTIONS



14. Gene ral

The test sets may be installed to meet several operational requirements. This variety is achieved by varying the connections of the signal lines to the test sets.



15. Powe r Connect ions

(fig.4)


	a. Local Test, Preliminary Checks and Adjustments.

	(1) Set the motor switch to the MOTOR OFF position.




	(2) Plug the ac power (MOTOR) cord into







	a source of 110- to 115-volt, 50- to 60 cycle ac.

	(3) Plug the direct current (de) power (LOCAL TEST) cord into a source of 115-volt de.

	(4) Plug the signal line (SIGNAL) cord into one of the LOCAL TEST JACKS.

	(5) Plug a milliammeter capable of measuring .060 ampere of current (accurately) into the other LOCAL TEST JACK.

	(6) Turn the character selecting switch to the Y position.

	(7) Loosen the adjustable distributor disk




	clamping screws and rotate the disk clockwise unti1 the pointer is off the calibration scale (fig. 22).

	(8) Move the distortion switch to the ED M position and turn the motor by hand slowly in the normal direction of rotation (counterclockwise when viewed from the governor end of the motor) until the brush arm approaches the beginning of the No. 5 segment of the stationary disk. Continue to turn the motor slowly until the milliammeter just registers current. Observe the caution notice g iven in paragraph 11c.

	(9) Allow the brush arm to remain in this position and turn the distortion switch to the BIAS S position. The milliammeter should now register no current.

	(10) Rota te the adjustable distribu tor disk ring slowly counterclockwise until the milliammeter again just registers current. Tighten the adjustable distributor disk clamping screws.

	(11) Adjust the position of the pointer by loosening the mounting screws and moving the pointer to 0 on the calibration scale. Tighten the pointer mounting screws. On Test Sets TS-2B / TG bearing Orders No. 25796- Phil a- 54, No. 31154-Phila-55, and No. 15598-Phila- 55 the pointer and calibration scale has been modified by making the calibration



scale adjustable with respect to a fixed pointer. Lateral movement of the calibration scale is made possible by pro- . viding elongated calibration scale mounting holes. Aften the adjustable disk ring has been clamped in position, loosen the calibration scale mounting screws and move the calibration scale so that the pointer registers 0 on the calibration scale. Tighten the mounting screws.


	b. Teletypewriter Connections Test Set Supplying Signal Cu'rrent.

	(1) Set the motor switches of the test set and the teletypewriter to the MOTOR OFF position.




	(2) Plug the signal line cord into one of the LOCAL TEST JACKS (fig. 5).




	(3) Plug the de power cord into a source of 115-volt de.




	( 4) Plug the receiving cord of the teletypewriter into other LOCAL TEST JACK.




	(5) Plug the ac power cords of the test set and the teletypewriter into a 110- to 115-volt 50- to 60-cycle ac source.




	(6) Set the character selecting and the distortion switches to the positions desired.




	(7) Turn the motor switches to the MOTOR ON position and perform the required tests (par. 20a and b). ·






[image: Figure, page 11]

Figu1·e 5. Connections fot· supplying &-ignal cu1·rent from the test set.


	c. Teletypewriter Connections with Teletypew1·ite1· (Lin e Unit) Supplying Signal Cur1·ent.

	(1) Set the motor switches of the test set and the teletypewriter to the MOTOR OFF position.




	(2) Set the characte r selecting switch to the STOP position.




	(3) Set the LOCAL-DISTAN T CURRE NT SUPPLY switch of the line unit to the LOCAL CURRENT SUPPLY position.




	(4) Set the RELAY IN-OUT OF CIRCUIT switch of the line unit to the RELAY OUT OF CIRCUIT position.




	(5) Place a strap (short) between the LINE and G ND binding posts of the line unit.




	( 6) Plug the signal line cord of the test set into the BLK jack of the line unit (fig. 6).




	(7) Plug the red (rec eive) shell plug of the teletypewriter into the RED j ack of the line unit. (The black shell (send ) plug of the teletypewrite r is not used for this installation.)




	(8) Plug the ac power cord of the test set into a suitable source of ac. (The de power cord is not used for this installation.)







	(9) Plug the de power cord of the line unit into a source of 115-volt de.

	(10) Plug the ac power cord of the teletypewriter into a suitable source of ac.

	( 11) Turn the rectifier (or other source of de) on to supply de. If a vacuum tube rectifier is used, allow sufficient time for the unit to warm up. Adjust the LINE RHEOSTA T of the line unit to obtain a 60 milliamper e reading on the meter.

	( 12) Set the character selecting and the distortion switches to the positions desired.

	(13) Turn the motor switches of the test set and teletypewriter to the MOTOR ON position and perform the required tests (par. 20a and b).

	cl. Bias Meter Test Connections for Line Units BE-77 -A, BE-77-B, ancl BE-77- C. It is not necessary to remove the bias meter from the line unit for testing and calibration .

	(1) Remove any plugs or teletypewriter con-· nections from the line unit.




	(2) Place a strap (short ) between the LINE and GND binding posts of the line unit.




	(3) Remove the line unit relay.




	( 4) Remove the plug from the signal line cord of the test set.






[image: Figure, page 12]

Figu1·e 6. Connections joT supplyin g signal cuT?·ent jt·om the teletypewrite?· (line unit ).


	(5) Using suitable alligator clips, attach one wire of the signa l line cord to the center terminal of the relay mounting bloc k and attac h the remaining wire from the signal line co r d to the top center terminal of the relay mounting block (fig. 7). If extensive tests of this nature are to be made, use a salvaged 41- C r elay to makean adapter for these connections. Completely remove all parts of the relay such as coils, magnets, springs, contact points, and adjusting knob. Utilize the hole in the top of the plastic cover (after removing the white adjusting knob) to mount a j ack. Wire the jack to the proper terminals of the salvaged r elay so as to make connections with the specified terminals (center and top center) of the r e lay base within the line unit. This will eliminate the necessity of removing the plug from the signal line cord for this test .

	( 6) Plug the de power cord of the line unit into a source of 115-volt de.

	(7) Turn the filter switch on the test set to the FILTER OUT position.

	(8) Set the distorti on switch to ZERO and the character selecting switch to RPT SP.

	(9) Set the meter switch on the line unit to BIAS.




	into asuitable source of ac. (The de

	(10) Plug the ac power cord of the test set power cord is not used for this test.)

	(11) Turn the motor switch to the MOTOR ON position and perform the required test (par. 20c) .

	e. Bias Mete-r Test Connections {01· S·witchboa?·d BD-100 and BD-100- A. It is not necessary to remov e the bias meter from the switchboard for testing and calibration, or to remove the switchboard from service .

	(1) Plug the signa l line cord of the test set into the BIAS METER jack of the switchboa rd. The switchboard must be connected to its regular source of de (fig. 8).




	(2) Plug the ac power cord of the test set into a suitable source of ac. (The de power cord is not used for this test.)




	(3) Turn the filter switch on the test set to FILTER OUT position.




	( 4) Set the distortion switch to ZERO and the characte r selecting switch to RPT SP.




	(5) Set the switchboard METER key to the BIAS position.




	( 6) Turn the motor switch of the test set to the MOTOR ON position and perform the requir ed test (par. 20d ).






[image: Figure, page 13]

Figu1·e 7. Connections /o1· calibmting bias ?neter in line units .

[image: Figure, page 14]

Figure 8. Connections /o1· calibmting bias mete?· in switchboa ·rds.



16. Changing Operating Speed

Test Sets TS-2 ( •:,) / TG are shipped from the manufactur er ready for use on 60 words per minute (wpm) equipment. However, these test sets are capable of testing teletypewr iter equipment utilizing either 75 or 100 wpm operation by replacing the existing drive gears with gears of a different ratio . These (motor pinion and main shaft) gears may be procured thr ough regular supply channels when required.

•






CHAPTER 3 OPERATION


Section I. CONTROLS


17. General

The following chart lists all controls used in the operation of the test set. Operati ng personne l should become thoroughly familiar with the location and operation of each control befor e operating the equipment.



18. Controls

•








	Control
	Function




	MOTOR ON MOTOR

OFF switch .
	Turns the motor on or off.



	Distortio n switch
	Selects the type of distortion re

It may be set in any

quired.

one of five positions : BIAS

BIAS S

M (bias marking),

spacing ), ZERO

(no

(bias

E D M (end dis

distortion),

and E D S

tortion marking),

(end distortion spacing) .












	Control
	Function




	select ing

Character

switch.
	of repeated

the

Selects

type

signals to be transmitted.

It

may be set in any one of



	
	STOP , TEST

five positions:

(te st message ), RPT

MSG

SP (repeat space), R, and Y.



	OUT F IL

FILTER

TER IN switch .
	filter

rad io

the

Disconnects

the signal line.

from



	toggle

light

Target

switch.
	Turns the target lamp on or off .



	distl·ibutor

Adjustable

disk.
	Regulates the amount of distor

tion desired.



	LOCAL TEST JACKS
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Section II. OPERATION UNDER NORMAL CONDITIONS


19. Preliminary Starting Procedures


	a. Plug the ac power cord into a source of 110 to 115-volt, 50- to 60-cycle ac.

	b. Turn the motor switch to MOTOR ON and allow the motor to run for a few minutes.

	c. Turn on the target lamp and adjust the motor speed as directed in paragraph 12.

	d. Calibrate the distortion setting as directed in paragraph 15a.

	e. Loosen the adjustable distributor disk clamping screws and rotate the disk counterclockwi se until the pointer is set for 35 percent bias or end distortion on the calibratio n scale. Tighten the adjustab le distributor disk clamping screws . For m ost tests, the disk is set for 35 percent bias or end distortion; however, it may be set for any percentagefro m 0 to 50.





20. Types of Operation

The type of operation of the test set is deter mined by the distortion switch position. The positioning of the character selecting switch deter mines what letter or series of letters (R, Y, RPT SP or TEST MSG) will be sent out on the signal line. The percentage of distortion, if any, is determined by the position of the adjustable distri butor disk and is indicated on the calibratio n scale. The detailed switch settings for each condition are given in a through d below.


	a. Bias Test of Teletype'W?'ite'r Selecto1· Unit.

	(1) Make the connections as directed in paragraph 15b when the test set is to supply current, or as directed in paragrap h 15c if the teletypewriter is to supply current.




	(2) If the test set or the teletypew riter is equipped with governed motors, adjust the motor speeds as directed in paragraph 12.




	(3) Set the character selecting switc h of the test set to either R or Y.







	( 4) Set the distortion switch to BIAS M, which controls the transmission of signals with marking bias.

	(5) Check the range of the teletype machine to determine the upper limit of the range .

	(6 ) Set the distortion switch to BIAS S, which controls the transmission of signals with spacing bias.

	(7) Check the range of the teletype machine to determine the lower limit of the range.

	(8 ) Midway between these two settings is the point where the teletypewriter will tolerate the maximum bias. Determ ine the maximum amount of bias by use of the following formula:



Maximum Upper limit Lower limit bias = 35 + BIAS M BIAS S 2



b. End Distortion Test.


	(I) Make the connections as directed in paragraph 15b when the test set is to supply current, or as directed in paragraph 15c if the teletypewriter is to supply current.

	(2 ) If the test set or the teletypewriter is equipped with governed motors, adjust the motor speeds as directed in paragraph 12.

	(3) Set the character selecting switch of the test set to either R or Y.

	( 4) Set the distortion switch to ED M, which controls the transmission of signals with marking end distortion.

	( 5) Check the range of the machine -co determine the lower limit of the rangE!.

	(6) Set the distortion switch to ED S, which controls the transmission of signals with spacing end distortion.

	(7) Check the range of the machine to determine the upper limit of the

	(8) The maximum amount of end distortion the teletypewriter will tolerate can be determined from the following formula:



Maximum Upper limit Lower limit end distortion= 35 + ED S-ED M 2


	c. Calibration of Line Units BE- 77- A, BE- 77- B, and BE- 77-C Bias Meter. It is not necessary to remove the bias meter from the lin.e unit for testing and calibration.

	(1) Install the test set and line unit as directed in paragraph 15d .




	(2) With the test set trans mitting undistorted signals, the bias meter should indicate 0.




	(3) If it does not, adjust the small rheostat in the front of the line unit by first removing the nut which forms a cap covering and turning the adjusting screw with a screwdr iver until the meter shows zero bias.




	(4) Tighten the cap on the rheostat securely to prevent accidental turning of the adjusting screw .




	d. Calibration of Switchboard BD-100, BD-100-A Bias Meter. It is not necessary to remove the bias meter from the switchboard for testing and calibratio n, or to remove the switchboard from service.

	(1) Install the test set as directed in paragraph 15e.




	(2) With the test set transmitt ing undistorted signals, the bias meter should indicate 0.




	(3) If the meter does not indicate 0, adjust the rheostat, located at the bottom of the switchboard, until zero bias is obtained.








21. Stoppi ng Procedure


	a. Turn the character selecting switch to the STOP position.

	b. Turn the distortion switch to the ZERO BIAS position.

	c. Turn the motor switch to the MOTOR OFF position.






Section Ill. OPERATION UNDER UNUSUAl CONDITIONS


22. General

<I a. Operation and maintenance of these test sets in arctic, tropical, or desert regions creates a number of problems peculiar to those regions.

Moisture condensation due to extreme humidity causes short circuits and cross fire. Deterioration of parts due to rust and corrosion often results in a complete breakdown of the equipment. Dust, dirt, or sand encountered in desert regions will affect operation and may cause equipment failure.

b. To prevent corrosion, keep the equipment as dry as possible. In cold regions, heat the shelter in which the test set is installed whenever possible. Use all po&sible measures to prevent quick changes in room temperature which might cause moisture condensation.



23 . Operation in Arctic Climates


	a. Provide a reliable source of heat whenever possible. A temperature of at least 40° F. should be maintained in the room containing operating test equipment.

	b. The standard lubricants specified in paragraph 96 provide the proper lubrication for low temperature operation.

	c. Allow the motor to run for a warm-up period of approximately 15 minutes.





24. Operation in Tropi ca l Climates

Heat and humidity are the major climatic problems which must be overcome to permit reliable ope r ation of this equipment in tropical areas.

a. High humidity may cause condensation of moisture on the equipment whenever the temperatu re of the equipment is lower than that of the sur r ounding area. Equipment corrosion and the presence of fungi are inevita ble results of this condition unless preventive measures are taken. A continuously lighted bulb placed within the equipment at the operating site can minimize corrosion and growth of fungus .

b. The disadvantages of excessive heat may be partially or wholly overcome by providing as much ventilation as possible around the test set, particular ly around the motor. Increased friction caused by lack of lubrica tion and dirty mechanisms also results in unnecessary heat.



25. Operatio n in Dese rt Climate s

Operatio nal problems in desert areas are muc h the same as those in tropical areas, except for the Jack of humidity. Dryness may require more frequent lubrication. Dirt and dust can damage bearings and moving parts of mechanisms. Ap p ly measures similar to those given for operation under tropical conditions to insure efficient operation of the equipment.


	a. Protect the equipment against dust, dirt, and sand. Dustproof the shelter in which the equipment is installed. If necessary cover the inside walls with heavy pape r.

	b. Provi de adequate ventilation to prevent overheating.

	c. See that proper lubricants are used to protect the equipment.

	d. Make frequent preventive maintenance checks.








CHAPTER 4 ORGANIZATIONAl MAINTENANCE


Section I. FIRST ECHELON (OPERA TOR) MAINTENANCE


26. Scope

,,

'J l

This section contains information on mainte nance to be performed by the operator. This is accomplished by routine inspections, cleaning and visual checking of the test set.



27. Materi a ls

The materials necessary to maintain the equipment at this level are as f ollows:


	a. Cheesecloth or other lint free cloth.

	b. Cleaning Compound, liquid form (Federal stock No. 7930- 395-9542) .





28. Preven tive Ma inte nan ce


	a. Inspections. The test sets require regular inspections to detect and correct deficiencies caused by continuous use, as follows :

	( 1) Daily : Check presence of running spares. Check all screws, bolts, and nuts on the chest. Check all electrica l connections for firmness of seating and proper contact.




	(2) W eekly : Inspect the chest for cracks ' missing or broken screws, damag ed or worn load mountings; all wiring and cabling for cracks, rotting insulation, frayed, cut or gouged jacketing . Check operation of the test set for smoothness of operation, signs of wear, or evidence of the motor overheatin g.




	b. Deficiencies. All deficiencies should be noted on DA Form 11-252 and brought to the attention of the technician at the next higher echelon of maintenance for correction .





29. Visual Inspectio n


	a. Wooden Cover.

	(1) Inspect the wooden cover thoroughly. Look for cracks, marred painted surfaces, loose or missing screws, and






faulty hinges. See that the latches are in good condition.

(2) Clean the outer surfaces of the cover with a piece of cheesecloth slightly moistened with water. To remove oil, grease, or gummy stains on the outer surface of the wooden cover, slightly moisten the cloth with cleaning compound.


War ning: Prolonged breat hing of cleaning compound fumes is dangerous. Make certain that adequate ventilation is provided. Cleaning compound is flammable; do not use near a flame.





b. TestSet.


	(1) Inspect the test set control panel for marred painted surfaces, missing or loose screws, dust and dirt.

	(2) Clean the outer or painted surfaces of the test set by using c h e e s e c I o t h moistened with water or cleaning compound.

	(3) Check each switch knob to be sure that it is fastened securely to the switch.

	( 4) Check all visible wiring for cracked or deteriorated insulation, frayed or cut insulation at connecting or supporting points, kinks, and strain caused by improper placement. Make certain that the outer insulating cover on cords and cables is wiped clean. Do not use oil or cleaning compound on rubber insulation.

	c. Miscellaneous. Perform all additional maint enance checks listed in DA Form 11-252. ·





30. Use of Ope rato rs Preve ntive Mai ntena nce Form

(fig.9 )

a. DA Form 11- 252 (fig. 9) is a preventive maintenance checklist to be used by the ope1·ator as directed by his commander.

TM2208- 31 b. Items not applicable to these test sets are lined out on figure 9. References in the item block in the figure are to paragraphs in this manual which contain additional maintenance information pertinent to the particular item.




Section II. SECOND ECHELON MAINTENANCE


3 1. Scope

This section contains information on the maintenance to be performed by the organizational maintenance (second echelon) technician. This maintenance consists of some removal and replacement, disassembly and .reassembly, adjustments, isolation of faults, and repairing cordage and wiring.



32. Tools, Materials, and Test Equipme nt


	a. Tool Equipment TE-50-B contains all tools necessary to maintain Test Sets TS-2 ( *) /TG.

	b. Cleaning Compound (liquid form ) which is necessary to maintain the test set is not contained in the TE-50-B.

	c. Multimeter TS-297/U (part of TE-50-B) is used to check the circuits of the test set.





33. Preventive Mai ntenan ce

Preventive maintenance is work performed on equipment (usually when the equipment is not in use) to keep it in good working order so that breakdowns and needless interruptions in service will be kept to a minimum. Preventive maintenance differs from troubl eshooting and repair in that its object is to prevent certain troubles from occurring. The technician at this level of maintenance should, in addition to performing all tasks assigned to the operator, check, remove, replace, repair, and adjust those items on DA Form 11- 253 not crossed out (with the exception of item 29), and for which he is authorized replaceable parts.



34. Use of Second Echelon Preventive Mainte nanc e Form

(fig.lO)


	a. DA Form 11-253 is a preventive maintenance checklist to be used by second echelon repairman as directed by his Commander.

	b. Items not applicable to Test Set TS-2 (*)I TG are lined out on figure 10. References in the ITEM block in the figure are to paragraphs in · this manual which contain additional maintenance information pertinent to the particular item. Item 29, lubrication, although not CI'Ossed out on this form, will not be performed at this echelon of maintenance .



TM2208-32

Fig ure 10. DA Fo1•m 11-253 .




Section Ill. ADJUSTMENT PROCEDURES


35. General

This section presents the requirements and adjustment procedures for the test set. Perform adjustments described in paragraphs 36 through 57 in the order presented.



36. Main Shaft Position

(fig. 11)


	a. Requirement. The center of the main shaft fiber gear should line up with the center of the motor pinion gear.

	b. Adjustment. Loosen the upper and lower bearing bracket mounting screws. Position the main shaft to meet the requirement. Tighten the upper and lower bearing bracket mountin g screws.



[image: Figure, page 22]

Figm·e 11. Main shaft assembly .



37. Motor Position

a. Requirement. Ther e should be a minimum amount of backlash between the motor pinion gear and the main shaft :fiber gear throughout a complete revolution of the main shaft.

b. Adjust ment. Loosen the motor mountin g screws and position the motor to meet the requirement. Tighten the motor mounting screws.



38. Governor Shell

(figs. 12 and 13)


	a. Preparation. Remove the brush sprin g plat e and governor cover (fig. 12). Remove the speed adjusting spring (fig. 13).

	b. Requi1·ements.

	(1) The govern or contacts should meet squarely and there should be at least .010-inch clearance between the governor spring bracket and the rim of the governor shell.




	(2) There should be a gap of .015 to .040 inch between the governor contacts when they are open.











c. Adjustments.


	( 1) Remove the governor shell from the armature shaft. Loosen the governor spring bracket mounting screws. Position the governor spring bracket to meet t he requirement. Tighten the governor sprin g bracket mounting screws.

	(2) Bend the governor contact spring to meet the requirement. Replace the governor shell on the armature shaft. Re p lace the speed adjusting spring, the governor cover and the brush spring plate.





39. Governor Speed Adju sting Wheel Friction Washer

(figs. 12 and 13)

a. Prepa1·ation. Remove the brush spring plate and governor cover (fig. 12). Hook a 32-ounce

[image: Figure, page 22]

Figw·e 12. Gove1·nor assembly.

[image: Figure, page 23]

Figu1·e 13. Governor shell, gove1-nor cove1· 1·emovecl.

scale over the governor conlact spring arm near the contacts and pull in line with the speed adjusting spring (fig. 13). Turn the spee d adj u sting wheel to the right or left until a pull of 13 to 14 ounces just separates the governor contacts.


	b. Requirement. Hook a 32-ounce scale over· a bank pin inserted radially in the leather of the speed adjusting wheel and pull at right angles to the radius of the wheel. A pull of 16 to 20 ounces should be required to start the wheel moving.

	c. Adjustment . Remove the governor shell from the armature shaft. Remove the fri ction washer and bend the large proje ctions to meet the requirement. Replace the friction washer, governor shell, governor cover, and the brush spring plate.





40. Governor Inner and Outer Disk Co ntact Spri ngs

(fig. 14)


	a. Preparation. Remove the brush spring plate and governor cover.

	b. Requi'rements.

	(1) The distance from the inner surface of the governor cover to the highest point on the contact spring s should be twentyfive thir ty-seconds to twenty-seven t hirty-seconds inch.




	(2) Place a D socket wrench over the nut located in the center of the governor cover. Using a 6-inch scale, measur e the radi al distance from the verti cal surface of the wrench to the point where the scale touches the curved surfac e of the inner disk contact spring. This distance should measure seventeen thirtyseconds to nineteen thirty-seconds inch.




	(3) Measure the distance from the wrench to a point of contact on the outer disk









contact spring in the same manner as described in (2) above. This distance ·should measure seven-sixteenths to onehalf inch.

c. Adjustments. Bend the inner and outer disk contact springs to meet the requirements. A void sharp bends or the sprin gs may break. Replace the governor cover and thebrush spring plate.


[image: Figure 14. Govenw1· innet· ancl oute1· disk contact springs.]
Figure 14. Govenw1· innet· ancl oute1· disk contact springs.



41. Governor Brush Spring Plate Bracket (fig. 12)


	a. Requirements.

	( 1) A line throu g h the center of the outer disk should pass through the center o f each cavbon contact brush.




	(2) The surface of the brush spring plate bracket on which the brush spring plate is mounted should be. in line with the outer surface of that part of the governor cover on which the target is mounted.




	(3) The brush spring plate bracket shoul d be par allel to the surface of the governor cover.




	b. Adjustment . Loosen the brush spring plate bracke t mounting screws. Position the brush spring plate bracket to meet the requiremen ts .



Tighten the brush spring plate bracket mounting screws.



42. Governo r Brush Spring Pressure (fig. 12)

a. Requirements.


	( 1) Apply an 8-ounce scale to the brush spring near each carbon brush and pull (inner disk brush spring) or push (outer disk brush spring) horizontally in line with the armature shaft. A pull or push of 4ljz to 51;2 ounces should be required to start each brush moving away from its associated disk.

	(2) Both carbon brushes should lie fiat against their associated disks, and the outer edges of the brushes should be flush with or not more than three sixtyfourths inch inside the outer edges of the disks.

	b. Adjustments. Loosen the two brush spring clamping screws and slip out the brush springs. Bend the springs to meet the requirements. Remount the springs and position them properly. Tighten the clamping screws.





43. Code Disk Sha ft End Play (fig. 15)

a. Requirement. The code disk shaft should have some end play, but not more than .006 inch.

b. Adjustment. Loosen the code disk assembly mounting screw. Position the code disk assembly on its shaft to meet the requirement. Tighten the code disk assembly mounting screw.



44. Intermediate Sha ft End Play (fig. 15)

a. Preparation. Remove the intermediate shaft gear guard.

b. Requi'rement. The intermediate shaft should have some end play, not more than .003 inch.

c. Adjustment. Unscrew the intermediate shaft collar setscrew and position the collar to meet the requirement. Tighten the setscrew.



45. Intermediate Shaft Bake lite Gear (fig. 15)

a. Requirements. The center of the intermediate shaft bakelite gear should be in line with the center of the main shaft pinion gear, and the play between the gears should be a minimum without binding throughout a complete revolution of the intermediate shaft bakelite gear .


	(1) Loosen the intermediate shaft gear clamping screw and position the gear. Tighten the intermediate shaft gear clamping screw.

	(2) Loosen the four mounting screws that fasten the code disk assembly subbase to the distributor base and position the ·assembly to m e e t the requirement. Tighten the four mounting screws. Recheck adjustment in (1) above.





46. Code Disk Sha ft Gear (fig. 15)


	a. Requirements. The code disk shaft gear should line up with the driving gear on the intermediate shaft, and the play between the gears should be a minimum without binding throughout a complete revolution of the code disk gear.

	b. Adjustment. Loosen the code disk bracket mounting screws. Position the code disk bracket to meet the requirement. Tighten the code disk bracket mounting screws.





47. Contact Bra cket Assemb ly (fig. 16)

Note. To check these adjustments, it will be necessary to remake them in accordance with the following instructions.

[image: Figure, page 24]

Figure 15. Code disk and inttwmediate shaft assemblies.


	a. Contact Lever Bmcket Position.

	( 1) Prepa'ration. Loosen the contact setscrews and back off the upper and lower contact screws all the way. Rotate the motor manually until the No. 1 and No. 5 contact levers rest on a high part of their respective code disks.




	(2) Requi'rement. There should be .002- to .030-inch clearance between the No. 1 and No. 5 upper contacts and their respective contact tongues.




	(3) Adjustment . Loosen the bridge bracket mounting screws. Position the bridge bracket to meet the r e q u i r e m e n t. Tighten the bridge bracket mounting screws.








b. Contact Tongues.


	(1 ) Preparation . Rotat e the motor manually until all the contact levers rest on the low part of their respective code disks.

	(2) Requi1·ements. Contact tongues Nos. 2, 3, and 4 should line up with contact tong ues No. 1 and 5 with a variation not to exceed .030 inch.

	(3) Adjustment. Bend the contact tongues as required.





c. Contact Se1·ews.


	(1) Prepamtion. Rotate the motor manually until the No. 1 contact lever rests on the high part of its code disk.

	(2) Requi?·ements and Adjustments. Turn in the No. 1 upper contact screws so



that it just mak es contact with the No. 1 contact tongue. Then advance the screw 2% additional turns and tighten its set scr ew. Adju st the No. 1 lower contact screw until there is a gap of .006 to .010 inch between the tongue and the lower contact. Tighten the setscrew . Adjust Nos. 2, 3, 4, and 5 upper and lower contact s c r e w s in the same manner.



48. Contact Levers Spring Tens ion

(fig. 16)


	a. Preparation. Rotate the motor manually until the No. 1 contact lever rests on the low part of its code disk.

	b. Requirement. Hook an 8-ounce scale under the horizontal portion of the contact lever (the scale rod j u st clearing the contact tongue pivotal mounting) and pull up in a vertical line. A pull of 3 to 33,4 ounces should be required to separate the contacts.

	c. Adjustment. Loosen the spring anchor clamping screw. Positi on the spring anchor to meet the requirem ent. Tighten the spring anchor clamping screw. Adjust Nos. 2, 3, 4, and 5 contact lever springs in the same mann er.





49. Distributor Brush

(fig. 17)

Note. If either of the brushes that ride on the two segmented rings is readjusted or replaced, the calibration adjustment described in paragraph 15a should be made.

a. Preparation. Rotate the motor manually un-
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A. fRONT VIEW Figure 16. Contact lever and contact b1·acket assembly.

til the brush arm is parallel to the inscribed line on the commutator disk.


	b. Requirement. The trailing edge of the inner segment brush should make contact with its associated ring at a point in line (within .020 in.) with the inscribed line on the stationary disk. All brushes should be centrally located with respect to their associated commutator rings.

	c. Adjustment. Loosen the brush spring clamping screws. Position the distributor brushes to meet the requirements. Tighten the brush spring clamping screws.





50. Distributor Brush Spring Tens ion (fig. 17)

Caution: Replace brush springs that are kinked or have sharp bends.


	a. Requirement. Hook an 8-ounce scale under the end of each distributor brush spring and pull upward at right angles to the end of t-he brush spring, A pull of 21;2 to 31;2 ounces should be required to lift the brush from its commutator ring.

	b. Adjustment . Loosen the brush holder clamp screw until the brush holder is frictiontight. Rotate the brush holder clockwise until the brushes rest against the segments with a pressure of 21;2 to 31/2 ounces. Tighten the brush holder clamping screw.

	c. Resu1·jacing Brushes. If it is. necessary to readjust the brush holder to obtain the proper spring tension, the brushes should be resurfaced. Place a piece of No. 0000 sandpaper (approx lin. wide) face up on the distributor disk so that the brushes will pass over the sandpaper . Draw
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Figu1·e 17. Distributo? · b?·ush and b?-ush sp'ring.

I the brushes across the sandpaper two or three times or until the bottoms of the brushes are parallel to the surfa ce of the segments. Recheck the spring tension of each brush and readjust if requirements are not met.



51. Code Disk Position


	a. Requirement. Each contact tongue should close with the lower (marking) contact before the distributor brush is within two segment lengths of the associated distributor segment and should remain closed until the brush has passed beyond the associated segment by two segment lengths. Use the inner segmented ring when checking these requirements. Refer to figures 15, 16, and 17 fo r location of parts.

	b. Adjustment . Rotate the motor in its normal direction slowly by hand until the intermediate shaft bakelite gear clamping screw (fig. 15) is accessible. Continue to rotate the motor slowly until the No. 3 lower (marking) contact just closes. Loosen the clamping screw and, with the code disk (fig. 16) held stationary, again rotate the motor until the brush riding on the inner segmented ring (fig. 17) is within three segments, p lus or minus one-half a segment length of the front end of the No. 3 segment. (One-half segment length r.efers to the length of one-half of any segment except the stop segment.) Tighten the clamping screw on the intermediate shaft bakelite gear. Recheck the requirement for all contacts. Check the code disk shaft end play (par. 43).





52. Code Disk Friction Assembly Torque (fig. 18)


	a. Preparation. Remove the intermediate shaft gear guard. Connect the motor power cord to 115-volt, 50- to 60-cycle. .ac and move the motor switch to MOTOR ON. Allow the motor to run for at least 10 minutes.

	b. Requirement. With the motor r unning, hook a 32-ounce scale in the bottQm of the slotted end of the friction drag lever (next to the stop post) and pull up vertically . A pull of 20 to 32 ounces should be required to start the arm away from the stop post.

	c. Adjustment. Loosen the lock nut on the end of the code disk shaft and r egulate the tension by the :slotted nut. Tighten the lock nut. Move




[image: Figure 18. Code disk /?'iction assembly.]
Figure 18. Code disk /?'iction assembly.

the motor switch to MOTOR OFF. Replace the intermediate shaft gear guard.



53. Distortion Switc h a nd Deten t Cam (fig. 19)

Note. Before making further adjustments, position the switch knob and detent cam to meet the following requirement s.



a. Requirements.


	(1) The switch knob setscrew should engage the flat side on the shaft, and there should be some clearance, not to exceed .025 inch, between the knob and the dial.

	(2) The detent cam setscrew should engage the flat side on the small diameter end of the shaft, and the vertical position of the cam should be such that the detent level roller rides centrally on the cam.





b. Adjustments.


	(1) Loosen the switch knob setscrew and position the switch knob to meet the requirements. Tighten the switch knob setscrew.

	(2) Loosen the detent setscrew and position the detent cam to meet the requirements. Tighten the detent cam setscrew.





54. Dete nt lever

(fig. 19)


	a. Requirement. With the detent roller in the center indent of the detent cam, the switch knob indicator should point to the center of the ZERO mark on the dial.

	b. Adjustm ents. Loosen the detent lever eccentric mounting screw. Position the detent lever to meet the requirement. Tighten the detent lever eccentric mounting screw.
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Figu1·e 19 . Di8to1·tion switc h assembly.



55. Distorti on Switch Cont act Cam (fig. 19)


	a. Prepa1·ation. Move the switch knob to the ZERO position.

	b. Requi1·ements. The setscrews of the switch contact cam should be at right angles to the switch knob pointer and the heads of the setscrews should be toward the left side of the unit.

	c. Adjustments . Loosen the switch contact cam setscrews. Position the switch contact cam to meet the requirement. Tighten the switch contact cam setscrews.





56. Switch Detent lever Spring Tension (fig. 19)


	a. Requirement. With the detent lever roller in an indent on the detent cam, hook a 32-ounce scale over the detent lever roller and pull horizontally and at right angles to the detent lever. A pull of 22 to 30 ounces should be required to sta rt the detent lever roller moving away from the detent cam.

	b. Adjustment. If the requirement is not met, replace with a new spri ng.





57. Distortion Switch Contact Assembly (fig.20)


	a. Prepamtion. Move the switch knob to the ZERO position.

	b. Requi1·ements and Adjustments.

	(1) The contact pile-ups (numbered 1 to 8, from top to bottom) should be as follows:









No. 1-All open.

No. 2-All open.

No. 3-0pen.


	No. 4- Back closed, front open.

	No. 5-Back closed, front open.

	No. 6-Back closed, fron t open.

	No. 7-Ba ck closed, front open.

	No. 8--0pen.

	(2) With the switch knob at the ZERO position, the eight cam follower springs should bear against the cam. While holding the long contact spring s (swingers) out of the way, hook an 8 ounce scale over the end of each cam follower spring at the cam and pull at right angles to the spring. A pull of not more than 1 ounce should be required to start each spring moving away from the cam. Adjust by bending the spring s.

	(3) Turn the sw.itch knob to the EDM position. The cam follower spring of the p ile-ups No. 3 to No. 8 inclusive should assume the same position (within .010 in.) as in the ZERO position. If necessary, refine the switch contact cam adjustment (par. 55). Turn the switch knob to the BIAS S position and check the cam follower springs of contacts No. 1 and No.2 for the same requirements.

	( 4) With the switch knob in the ZERO position, the long contact springs (swingers) should bear against the cam follower spring or the next inner long contact spring (swinger). Hold the short contact springs and the outer long contact springs (swingers) out of the way while measuring the pressure of the inner long contac t springs. Hold the short



contact springs out of the way while measuring the pressure of the outer long contact spring s (swingers) of pile-ups No. 5 and No. 6. Hook an 8-ounce scale over the end of the long contact sprin gs (swingers) and pull at right angles to the spring s. A pull of 11;2 to 3 ounces should be r equir ed to start the springs m oving. Adjust by bending the springs.

(5) Turn the switch knob to the EDS position. The contacts which were closed (when the switch knob was in the ZERO position) should now have a gap


	of .015 to .025 inch. Adju st by bending the short contact springs.

	( 6) Turn the switch knob to the ZERO position . The contacts which are now open should have a contact gap of .015 to .025 inch. Adju st by bending the short contact springs. With the switch knob in the ZERO position the swin ger spring studs of pile-ups No.4 to No.7 inclusive may not normally rest against 1:he preceding swinge r or cam follower springs. This is permissible if the r equirements in ( 3) and ( 4) above are met.
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Figw·e 20. Distortion switch contact a.ssembly.






CHAPTER 5 THEORY


Section I. THEORY OF TEST SETS


58. General

This chapter contains a complete explanation of the theory of operation of Test Sets TS-2 (*)I TG. The 'first section covers the overall fundamentals of the test sets and the second section explains the overall theory of operation of the various control mechanisms.



59. The Distributor


	a. The distributor face is equipped with four concentric rings. The two outer rings are segmented and the two inner rings are solid conductor rings. The outer segmented ring is movable so that it can be adjusted with respect to the inner segmented ring to send any amount of distortion from 0 to 50 percent . The amount of distortion is indicated on the scale at the side of the distributor disk. An overall view of the distributor is shown in figure 21.

	b. Attached to the main shaft assembly is a brush holder assembly (fig. 21) . The brush holder assembly mounts two sets of brushes which are drawn, in a clockwise direction, across the concentric distributor rings. One pair of brushes makes contact with the outer (movable) segmented ring and the outer solid ring. When undistorted signals are transmitted, these brushes are the only ones involved. The other pair of brushes makes contact with the inner segmented ring and the inner solid ring. Both sets of brushes and rings are used to transmit distorted signals by connecting the corresponding segments of the movable ring and the stationary ring electrically, either in series or in parallel.

	c. The distributor rings are electrically connected, through the transmitting contacts and the c hara cter selecting switch, to the signal line. This provides a means of transmitting the signals at the correct speed and sequence to the equipment under test.




	d. The segmented rings correspond to the impulses of the teletypewriter code; that is, a start segment for the start impulse, five code segments for the intelligence impulses, and a stop segmen t forthe stop impulse. The distributor brushes make one complete revolution to transmit the code combination for each character or function. When a brush passes over the start segment, a spacing impulse is always transmitted. When a brush passes over the stop segment, a ma/rking impulse is always transmitted. These two impulses keep the distributor and the receiving teletypewriter equipment in step or synchr onism. A detailed explanation of the selection of character impulses is given in paragraph 61.

	e. Distortion is introduced into the signa l by positioning the outer movable segmented ring and by connecting these rings in either series or parallel by means of the distortion switch before com p letion of the electrical path to the signal line. Exact details of this procedure are discussed in paragraph 62.





60. Code Disk Transmitter Assembly


	a. The code disk transmitter assembly (fig. 22) consists principally of five code disks, five contact levers, five contact tongues, and ten contacts. The code disks are driven by an intermediate shaft assembly which, in turn, is driven by the main shaft through a gear arrangement.

	b. The five contact levers pivot about a shaft in the contact lever bearing. At the outer end of the contact levers are pivotal mountings. Attached to these mountings, but insulated from them by fiber insulators, are contact tongues which ride between the upper (spacing) and lower (marking) contacts. Springs are connected between the contact tongues and a terminal block. These springs serve a dual purpose. They hold the contact tongues on the lower contacts until



j
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FigU?·e 21. Distri but01· and main shctft assemblies.

the tongues are forced up by the code disks, and they afford an electrical connection between the terminal block and the contact tong ues. Thus, when the tongues are in the lower position, an electrical connection exists from the terminal block, through the contact tongues, and through the lower contacts to the character selecting switch.

c. The five code disks (fig. 22) contain cams of various lengths spaced around their outer rims. The disks are bolted together and rotate with a fixed relationship to the rotation of the distributor brush arm. A friction assembly, located at the end of the code disk cam assembly, applies a drag 0'!1 the shaft and prevents backlash. The five contact levers have pointed arms which press against the coded disks. As a contact lever rides up on a raise d cam, it is forced to pivot about the contact lever bearing shaft, raising the contact tongue against the upper (spacing) contact and thus transmitting a space (no current) impulse. When the contact lever rides into a low position of the coded disk, the contact tongu e is pulled down to the lower (marking) contact, tran smitting a mark (current) impulse. The coded disks are so arranged that at any one position, the five contact levers hold the contact tongues in the positions necessary to transmit marking and spacing impulses in the correct sequence to form a complete character or function in accordance with the teletypewriter 5-unit start-s top code. One complete revolution of the code disks on Test Sets TS-2 / TG and TS-2A / TG transmits the test message THE QUICK BROWN FOX JUMPED OVER A LAZY DOG'S BACK 1234567890 TESTING, followed by one carriage return and two line feed combinations. One complete revolu-

[image: Figure, page 32]

Figu1·e 22. Code disk and contact leve,· assemblies.

tion of the code disks on Test Sets TS- 2B/ TG transmits the same test message fo11owed by four letters combinations, two carriage return combinations, one line feed combination and one letters combination.

d. The electrical circuit from the distributor through the transmitting contacts to the signal line is completed by setting the character selecting switch in the TEST MSG position. When the character selecting switch is in any other position, the transmitting contacts are open and the test message is not transmitted to the signal line.




Section II. CONTROL MECHAN ISMS


61. Character Selecting Switch

The character selecting switch is a 6-pole, 5 position switch. The positions are: R, Y, TEST MSG, RPT SP, and STOP. In the TEST MSG position, the character selecting switch connects the code disk transmitter to the signal line. In the R, Y, and RPT SP positions, the switch disconnects the code disk transmitter from the signal line and connects the distributo r rings in the correct sequence to the signal line. With the switch in the R position, segments 2, 4, and the stop segment are connected to the signal line. With the switch on Y, segments 1, 3, 5, and the stop segment are used. The switch, in any of the above positions, permits a continuous selected function to be transmitted. When the character selecting switch is in the STOP position, the signal line is shorted, preventing any signals from being transmitted but providing a closed circuit to the equipment under test.



62. Distorti o n Switch


	a. The distortion switch is a system of makebreak spring contacts which are ganged together and operated by a bakelite camshaft. The switch may be set for ZERO distortion, BIAS M, BIAS S, ED M, and ED S. The selections are defined by a detent roller and lever which presses against a detent cam mounted on the lower end of the bakelite camshaft.

	b. When bias is provided by the test set, all space-to-ma'rk transitions are advanced or retarded with regard to the beginning of the start impulse of a teletypewriter character. End distortion differs in that all mark-to-space transitions are advanced or retarded with r egard to the beginning of the start impulse. Figure 23 shows examples of distorted signa ls.

	c. When spacing bias is desired, the segments of the segmented commutator rings are connected




	in series as shown in figure 24 by setting the distortion switch to BIAS S. The segments are connected in series; the refore, current will flow through the selected segments o f the two rings only during the time these segmen ts overlap. The beginning of the mark impulse is retarded as shown in (a) figure 23.

	d. When marking bias is desired, the segments of the commutatoc rings are connected in parallel as shown in figure 25 by turning the distortio n to BIAS M. Since the segments are connected in parallel, current flows as illusb·ated in (b) figure 23. This shows the beginning of the mark impulse advanced with regard to the start impulse.

	e. When spacing end distortion is desired, the segments are connected as shown in figure 26 by setting the distortion switch to ED S. Since the segments are again connected in series, current flows when the selected segments overlap, with the result shown in (c) figure 23. end of the mark impulse is advanced. Note that the start and stop segments of the movable segmented ring are connected, resulting in a start impulse always equal to a unit length impulse.

	f. When marking end distortion is desired, the segments are connected as shown in figuxe 27 by setting the distortion switch to ED M. Note that in this case, only one movable stop segment is used
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Figtw e 29. Examples of disto1'ted sig1wls.
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Figw·e 24. Connections /O?' spacing bias.
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Figtwe 25. CO?mectiO?tB fO?· mm·king bias.

[image: Figure, page 34]

Figu1·e 26. CO?tnections for spacing end disto1-tion.

[image: Figure, page 34]

Figw· e 27. CO?mections !o1· ma,.king end distO?·tiO?t.

r and that the several selecting segments are connected in parallel. The resultant current flow is shown in (d) figure 23. The end of the mark in g impulse is delayed.

g. Signal traces (a), (b), (c), and (d) in figure 23 have been re-drawn and are shown as traces (e), (f), (g), and (h). The latter four traces are identical with the former except that the beginning of the start impulses are brought into line with each other to illustrate the manner in which the signals appear to a start-stop receiv i ng selector mechanism .

h. Unbiased signals are obtained from the fixed segmented ring and its associated continuous ring by setting the distortion switch to ZERO. The resultant current impulse is shown in (i) figure 23.



63. Motor Gove rnor

A governor is used on series motors to maintain proper operating speed. It consists essentially of a pair of centrifugally controlled contacts which shunt .a resistor in the motor circuit. When the motor is not runn ing, the contacts are closed and a low-resistance path is connected across the termina ls of the governor resistor . When the motor is connected to the power supply and power is applied, the armat u re begins to turn. Its spee d increases until the centrif ugal force causes the governor contacts to open. The speed at which the contacts just open is called the critical s peed. The opening of the contacts r emoves the low-resistance path across the governor resistor. This increases the resistance of the motor circuit, reduces the current throu g h the motor and causes a drop in the motor speed . Whenthe speed has dropped below the critical speed, the contacts close and the cycle repeats. The contacts open and close several time s a second, producing an average speed that is almost constant. The critical speed can be changed by varying the tension of the governor contact spring by turning the speed adj u sting wheel. This method of changing the critical speed provides the means of obtaining the correct average speed of the motor.






CHAPTER 6 FIELD MAINTENANCE INSTRUCTIONS

Note. This chapter contains information pertinent to field maintenance. The amount of repair that can be performed by units having field maintenance responsibility is limited only by the tools and test equipment ava ilable and the skill of the repairman.


Section I. GENERAL TROUBLESHOOTING TECHNIQUES


64. General

t


	a.. A thorough knowledge of the functioning of each unit of the test set is of fundamental importance in analyzing trouble . The maintenan ce man must be able to determine quickly whether the trouble is due to a mechanical failure within a specific part of the equipment or whether the trouble is in some electrical circuit. The appearance of a particular operating failure may immediately indicate the exact location of the faulty adjustment or damage. If it does not, the maintenance man must determine exactly what parts are functioning properly and what parts fail to do so.

	b. The isolation of trouble can usually be accomplished quickly by the process of elimination. If the test set, when connected into a circuit which was previously known to be in good operating condition, fails to give satisfactory service, the trouble is probably in the test set itself.



Ct;mtion: Do not take the test set apart or make readjustments until it is certain that the equipment is faulty.

c. When it has been reasonably established that the trouble is within the test set, the next step is to localize the trouble to a particular electrical circuit or mechanical element. The troubleshooting chart (par. 67) gives the most common troub les and the probable causes. Use this chart as a reference when locating trouble .



65. Localizing Electrical Troubl es

All electrical circuits are wired to terminal blocks mounted on the under side of the base casting from where they are taken by cords and plugs to their external destination . The localization of tl·ouble in the circuits is discussed in the following subparagraphs.


	a. Code Disk T'ransmitter Circuit. The probability of trouble in the code disk transmitter circuit is always present , but it is a troubl e which can be readily isolated. The code disk transmitter circuit operates only when the character selecting switch is in the TEST MSG position. Therefore, when trouble arises, the transmitter can be isolated by merely turning the character selecting switch to R or Y. If trouble persists, it is not in the code disk transm itter circuit.

	( 1) An open in any lead from the code disk transmitter causes the impulse to be transmitted as a spacing impulse, that is, a no-current impulse. This causes a partial garbing of the transmitted message.




	(2) An open in the distortion control circuit may cause a no-current impulse to be sent out. It may also have the effect of sending out an undistorted signal when the distortion control switch is set for a distorted signa l.




	(3) A short in two leads from the code disk transmitter circuit causes a marking impulse to be transmitted at a point when one is not desired. It has the same result as though two segments of the distributor were shorte d.




	b. Cont1·ol and Distributor Circuits. The various circuits are selected for operatio n by the character selecting switch. This switch changes the electrical circuit in such a manner as to select the desired signal for transmission .

	(1) An open in any of the leads from the






character selecting switch causes a spacing impulse to be transmitted, thereby garbling the transmitted signal. In like manner, a short between any of the leads causes an erroneo us mark ing impulse to be transmitted . This short can be localized by switching to the various signals.

(2) The most common electrical troubles caused by the distributor are excessive spar king and shorts between t h e brushes. Metal and carbo n particles occasionally accumul ate between the ends of the segments and between the concentric rings . If the accumulation becomes great enough to short the segments, false impulses are transmitted. If the concentric rings are shorted, a stea dy marking signa l is transmitted. Excessive sparking of the distributor brushes usually is caused by brushes that are worn or improp erly seated . Excessive sparking causes irregu larities of the marki ng impulse.

c. Motor Circuit. Motor circuit troubles depend upon the type of motor used. The most common trouble is caused by worn or dirty motor brushes or by w.orn, burned, or shorted governor contacts.



66. l oca lizing Mechanical Troubles

Mechanical faults may develop in the test sets, but little trouble should be experienced in localizing them if the logical sequence of checks outlined in the following subparagr aphs is followed.

a. Code Disk Transmitting Assembly. After the set has been runnin g a few minutes, set the character selecting switch to TEST MSG. If the signal shows signs of garbl e or erroneou s spac e impulses, turn the selectin g switch to anoth er chara cter. If trouble no longer exists, the trouble probably lies somewhere in the code disk transmitting assembly. To corr ect the trouble, refer to paragraphs 47 and 48 for the proper adjustment of trans mitter contact l evers and tongues.

b. Dist1'ibutor. If errors continue to be transmitted on a ll settings of the characte r selecting switch, a fault in the distributo r is indicated. A poorly adj usted commuta tor brush or pits on the commutator caused by arcing will cause spas modic errors in the tran s mitt ed signal. Consistent errors in all settings may indicate that the distributor is not prop e rly adjusted to trans mit ZERO distortion. Correc t these errors by proper adjustment according to instructions given in paragraphs 49 and 50.



c. Controls.


	( 1) Cha1·acter selecting switch. Turn the characte r selecting knob to the various signals . If characters other than those selected are tra nsmitted, the characte r selecting switc h is at fault. Excluding tro uble in the electrical circuit, the fau lt is probab ly caused by open or dirty contacts or an improper ly adjusted knob.

	(2) Distortion switch. If distortion is present when the distortion knob is set at ZERO or if no distorti on can be obtained by turn ing the distortion knob, the trouble is caused by dirty, pitted, or improper ly adjusted contacts. The distortion switch should be adjusted in accordance with the requirements in paragraphs 53 through 57. The detent cam or distortion knob also may be out of adjustment.

	d. Motor and Governor. If the test set seems to run too fast or too slow or if there is a marked fluctuation in the speed, the governor assembly requir es adjustment. Check the adjustments with t he requir ements given in paragraphs 38 through 42 . Weak or poorly adjusted governor springs or p itted or dirty contacts will cause this trouble. Make adjust ments according to instructions in paragra ph 40.





67. Troub leshooting Chart

The most common troubles that occur in these test sets, together with a listing of the probable causes and the corrective action, are given in the following chart. This list of trouble s does not repre sent all the troubles that might occur or all the probable causes for each condition, but does include those which occur in the majority of cases. The probable causes or the items in which the causes may be found are listed under each heading. The references included after the corrective action furnish a cross-reference to paragraph s in other sections of this manual.









	Condition
	Probable trouble
	Correct ive action




	
	Motor fails to start Ac power cord not plugged in Plug in ac power cord.
	



	
	motor fuse Replace fuse.

Burned-out
	



	
	Power switch inoperative
	Clean or replace switch.



	
	Motor bru shes ditty or inoperative
	80

(pars.

Clean or 1·eplace brushes

and 81).



	
	Open connection in power cord
	Repair connectio n or replace cord.



	Motor run s too fast or too slow. Gov-

ernor cannot be adjusted.
	inoper

dirty

Governor

contacts

or

ative.
	(pars. 38 and 39) Ol'

Adjust contacts

clean or replace (pars. 87-90).



	
	disks

and

contact

Governo r brushes

dirty or inoperative .
	Clean or adjust (pars. 40-42 ) brushes

and disks.



	Tran smits garbled test message
	transm itting con

Dirty or inoperative

tacts.
	(pars. 47 and 48)

Clean or adjust

contacts.



	
	Code disk phasing out of adjustment
	Phase code disks (par. 51).



	
	to transmitting

in leads

con

Open

tacts.
	Repair open.



	
	transmitting

leads

Shorted

to

con-

tacts.
	Remove short.



	Sends garbled signals in all positions of
	shorted

Distributor

segments
	Remove short.



	character selecting switch.
	Shorted wiring or lead s from coding

unit assembly.
	Remove short .



	
	distributor

adjusted

Improperly

brushes.
	Adjust brushes (pars. 49 and 50).



	other than those

Transmits characters

selecting

character
	positioned

knob

selecting

Character

improperly on shaft.
	Reposition knob.



	indicated

by

switch.
	Short or open in wiring or leads from

coding unit assembly.
	Remove short or repair open.



	
	distributor

adjusted

Improperly

brushes.
	49 and 50).

Adjust brushe s (pars.



	
	Open lead in chcuit for that position
	Repair open.



	Tran smits garbled signal s in one posi

tion of character selecting switch.
	Shorted lead in circuit for that posi

tion .
	Remove short .



	spasmodically

Tran smits

enoneous
	Distr ibutor segments dirty or shorted
	Clean segments (par. 75) or locat e

short and remove.



	impulses.

marking
	Grounded lead in distributor
	circuit Remove ground.



	
	Shott in leads to distortion switch con-

tacts.
	Remove short.



	be obtained
	or is Distributor brushes shorted Remove short.
	



	Distortion

cannot

present at all times.
	distributor

adjusted

Improp erly

brushes.
	49 and 50).

Adjust brushes

(pars.



	
	rings short-

Transmitting

commutator

ed.
	Remove short.



	
	Short in leads to distortion switch con-

tacts.
	Remove short.



	
	switch con-

Open in leads to distortion

tacts.
	Repair open.



	
	improperly

switch

control

Distortion

adjusted or worn.
	or replace

53)

switc h (par.

Adjust

(par. 94).



	
	in

adjusted

springs

Weak or poorly

distortion switch .
	(pars. 54-57)

Adjust springs

or re

place switch (par. 94).



	be in

of distortion

cannot

Amount

creased or decreased.
	Open or short in leads from distributor

disk.
	Repair open or remove shor t.



	to transmit

but fails

Runs properly
	Open in line cord
	Repair or replace cord.



	signals.
	Open connection on terminal block
	Resolder connection.



	
	in filter switch

capacitor

Shorted

distributor

adjusted

Improp erly
	Replace capacitor .

49 and 50).

Adjust brushes

(pars.



	
	brushes.

Open in local test jack
	Repair open.



	Local test circuit inoperative
	Short in local test jack
	Remove short.



	
	Open resistor in test jack circuit
	Repair open or replace resistor.



	
	Open in local test circuit cord
	Repair or replace cord.





,



Sec tion II, REMOVAL AND REPLACEMENT



68. General

Most assemblies of Test Set TS-2 (*) / TG should be removed from the base before they are dismantled for repairs . This section describes the recommended procedure for removing, repairing and replacing defective parts of the test set. It does not duplicate information on preventive maintenance contained in chapter 4. Except in cases of extreme emergency, all repairs should be completed by personnel thoroughly trained in teletypewriter maintenance.



69. Remova l and Replaceme nt of Moto r


	a. Remove the motor from the base for all repairs except replacement of motor brushes.

	( 1) Remove the test set from the wooden chest base.




	(2) Remove the motor pinion guard.




	(3) Loosen and lay aside the control panel. Be careful not to crack or damage any insulation or pull apart any connections.




	( 4) Unscrew or untape any motor leads and clip any waxed string or other lacing which holds the wiring to the base. The governor and motor pinion gear need not be removed until the motor has been taken off the base.




	( 5) Carefully slide out the governor brush bracket assembly and motor governor filter assembly and lay them to one side.




	(6) Remove the four motor mounting bolts and carefully work the motor from the base.




	b. Replace the motor on the base by reversing the procedures outlined above.





70. Remova l a nd Replaceme nt of Main Sha ft


	a. Remove the main shaft as follows:

	(1) Remove the brush holder assembly from the main shaft. The screw that holds the brush holder assembly on the main shaft is located on the shaft under the distributor disk.




	(2) Loosen the clamping screw on the bakelite gear on the intermediate shaft and slide the gear off the end of the intermediate shaft.







	(3) Remove the upper and lower bearin g retaining caps.

	( 4) Lower the shaft so that it will clear the bottom of the distributor disk and swing the top end of the shaft clear of the disk.

	(5) Ease the main shaft assembly out and upward.

	b. Replace the main shaft by reversing the procedures outlined above. Adjust the interm ediate shaft bakelite gear according to instructions in paragraph 45.



71. Remova l and Re placeme nt of Contact Lever Bracke t, Code Disk Beari ng, and Intermed iate Shaft Assemblies


	a. The contact lever bracket and the code disk bearing assemblies are mounted on a base which forms a part of the intermediate shaft assembly . This base, in turn, is fastened to the base of the test set with four screws located on the underside of the test set base.

	(1) Remove the bottom plate of the test set to get at the four screws which secure the intermediate shaft base to the base of the test set. Be careful not to break or put any strain on the wiring to the contact lever bracket assembly.




	(2) Remove the four screws which fasten the contact lever bracket assembly and the code disk bearing assembly to the intermediate shaft base.




	b. Replace the above assemblies by reversing the procedures outlined above.





72. Remova l a nd Replace ment of Char acter Se lecting Switch


	a. Remove the bakelite knob by loosening the setscrew which holds the knob in place.

	b. Remove the mounting nut and gently work the switch out. Be careful not to damage any wiring.

	c. Unsolder the leads and tag them to facilitate connecting the new switch.

	d. Replace the switch, following in reverse order, the procedure for removal.





73. Clea n ing Procedure for Majo r Overhaul

a. General. Equipment that has been disassembled for maj or overhaul can be cleaned by immersing or brushing the mechanical parts in vats of appropriate cleaning material or by wiping the parts thoroughly with a cloth dampened with appropriate cleaning material.

Carttion: Do not immerse, brush excessively, or dampen motor windings and armatures, equipment, wiring, capacitors, and resistors.



b. Mate'rials.


	(1) Cleaning Compound, liquid form. Use Cleaning Compound, liquid form (Federal stock No. 7930-395-9542) to remove oil, grease, gummy deposits, and small amounts of soluble materials such as dirt, dust, mud, paper, and lint. Do not use on rubber products. After using Cleaning Compound, wipe the equipment dry so that no film or residue is left when the Cleaning Compound dries.

	(2) Water. Use water only to remove excessive amounts of mud, dirt, or other soluble foreign materials from the exterior of the chest.



Cautio n : Do not allow water to dampen the motor windings and armature, equipment wiring, capacitors, or resistors.



c. D111ing.


	(1) Wiping. Wipe smooth-surfaced parts with a clean, dry cloth until they are dry. Be sure that all crevices and corners are dry.

	(2) Oven. If possible, dry all parts that have been washed or flushed with water in an oven or under heat lamps for 1 to 2 hours at 160° F .

	(3) Air blast. Parts that have been washed with water or Cleaning Compound may be dried by using an air blast. Dry all parts thoroughly.



W arn ing : Be careful when drying parts with an air blast to prevent loss of parts or serious injury to personnel from flying parts.



74. Mai n Shaft Repairs (fig. 11)

Repairs on the main shaft consist principally of replacement of parts . Before any repairs can be made on the main shaft it must be removed (par. 70) from the test set. The main shaft should be disassembled as follows:

a. Remove the upper and lower ball bearings by taking off the nut and lockwasher which hold them in place. Remove the bearing covers.

b. Remove the main shaft pinion gear by loosening the setscrew in the hub and slipping the pinion gear off.

c. Remove the main shaft gear by unscrewing the screws which hold it to the main shaft hub.

d. The main shaft hub is pressed on the shaft and secured by a pin. For most repairs the main shaft hub need not be removed.

e. Reassemble the main shaft by reversing the procedures outlined above.



75. Re finishing Distributor Disk


	a. Loosen the brush holder arm retaining screw and remove the brush . holder assembly. Wrap a piece of cheesecloth or other cloth around the main shaft and the code disk transmi tter below the distributor disk to protect them from metal particles and grit.

	b. Wrap a piece of No. 000 sandpaper around a block of soft wood with dimensions of about 2 by 5 by 1%, inches. Place the block on the distributor disk and press down with the fingers. Rotate the block about the axis of the main shaft, avoiding undue pressure on any one point. As soon as the segments are almost smooth, remove the No. 000 sandpaper and replace it with No. 0000 sandpaper. Repeat the finishing process until the segments are smooth and polished. Do not remove any more metal than is necessary. Remove any dust or metal particles which may have accumulated between the segments.

	c. Carbon particles from carbon brushes become imbedded in the surface of the copper commutator segments, causing them to become dark. The discoloration is a form of case-hardening and greatly increases the life of the segments. Do not remove this discoloration unless the segments are deeply grooved.



d. After refinishing the distributor, trim off any burrs that may have formed on the ends of the segments. These burrs cause the carbon brushes to chip. Coat the ends of the segments with a coat of insulating varnish to prevent car bon dust or copper particles from shorting the segments.



76. Disassembly- of Motor fo r Repa i rs


	a. General. Remove the motor from the base as directed in paragraph 69. Unsolder any leads so that the motor will be totally disconnected from the set. Label the leads to facilitate reconnection.

	b. Step-by-Step Disassembly of Motor in Test Set TS- 2/ TG.

	(1) Remove the motor pinion gear and the governor. Be careful not to lose any of the shims that may be on the armature s haft between the governor and the end of the frame casting of the motor.




	(2) Remove the brush holder caps and the brushes.




	( 3) Remove any external bearing retainer screws.




	( 4) Remove the motor bolts and take off the end bell by prying gently with the blade of a screwdriver. Lift out the armature. Be caref ul not to drop the armature or damage the windings. Do not lose any of the parts such as bearing retainers, springs, or washers.




	(5) Remove the armature bearings with a suitable bearing puller.




	c. Step-by-Step Disassembly of Moto1·s in Test Sets TS- 2A/ TG and TS-2B / TG.

	( 1) Remove the motor pinion gea r and the governor .




	(2) Remove the brus h holder caps and remove the brush and spring assemblies.




	(3) Remove the two screws on the plain end of the motor. This will allow the motor to be pulled apart and the armature removed. Be careful not to drop the armature or damage the windings. Do not lose the tension washer located under the armat u re bearing.




	( 4) Remove the armatu re bearing with a suitable bearing puller.






Caution: Be careful when using a bearing puller on bearings which have built-in dust shields. Position the puller so that it presses on the outer bearing race only. Pressure exerted on the dust shield will crumple the shield and destroy the bearings. Do not attempt to puU the bearings off with a sC?·ewdrive?·.



77. Special Cleaning Instructions for Motor

The instructions given in t his paragraph are for cleaning the internal parts of the motor.


	a. Disassemble the motor (par. 76).

	b. Remove all dust, paper lint, nonoily dirt, etc., from the arm ature and stator windings by brushing· carefully with a clean, dry sash brush. Do not damage the windings .

	c. Remove all oil, grease, or gummy deposits from the face of the armature and stator by wiping them with a piece of cheesecloth, dampened with Cleaning Compound. Do not use too much Cleaning Compound. ·

	d. Clean the end frames, bearings , motor pinion gear, and any other metal parts by immersion in a container of the appropriate cleaning fluid. Be sure to dry and lubricate the parts as directed.

	e. Remove all dust, dirt, oil, grease, gummy deposits, or other foreign matter from the commutator by rubbing it with a piece of cheesecloth dampened with Cleaning Compound. Be careful not to damage the windings. The copper segments of the commutator may become quite dark and discolored. Do not polish the commutator to remove this discoloration unless the commutator has become so deeply grooved, or unless it causes such excessive sparking at the brushes , as to require being turned down on a lathe. When the armature requir es such action, it should be re p laced and the old armat u re returned to supply or qualified armature repair personnel.





78. Replacemen t or Repa ir of Motor Armature


	a. After long periods of operation, the commutators of series-wound motors become worn and grooved by brush wear, and they require resurfacing. If the surface of the commutator is not deeply grooved and has an even, smooth, grayish coating of oxide, resurfacing is not required unless there is excessive sparkin g at the brushes when the motor is under load.

	b. If there is excessive sparking of brushes on a commutator that is not grooved or pitted, clean it with a cloth moistened with Cleaning Compound, turning the shaft over by hand after the



brushes are removed, as described in paragraph 80.


	c. If there is still excessive sparking, remove the armature from the motor and clean the commutator by lightly applying No. 0000 sandpaper. To do this, wrap a piece of sandpaper aro und th e commutator and rotate the armatu1·e, holding the sandpaper against the rotating commutator very lightly.

	d. Inspect the commutator carefully to determine if it is necessary to undercut the separating insulators between the segments (par. 79). The top of the insulating materia l must be below the level of the commutator bars on either side. This is necessary to prevent small carbon particles from lodging in the separators and building up to a point where the adjoining commutator segments or bars will be short-circuited.





7 9. Undercuttin g Commutator Bar Sepa rato rs (Insulators)

T ool ·equipments available at larger repair shops may include any one of several types of undercutting tools. Do not attempt to use suc h tools until the direct ions furnished with them have been carefully studied. If no standard undercutting tool is available, improvise a substit ute from a piece of hacksaw blade, as follows:


	a. Grind the sides of the cutting edge of the hacksaw blade until the total width of the teeth is a little less than the width of the slot between the commutator segments.

	b. Fit a wooden handle to the unground portion of the blade to protect the fingers against injury.

	c. Hold the improvised tool at an angle so that only one or two teeth are in contact with the separator material, which is usually mica. Draw the tool-in a direction away from the windings- and cut away a portion of the separator. Repeat the process until the surface of the separa tor material is a maximum of one sixty-fourth inch below the surfac e of the adjacent metal commutator segment bars, uniformly, along the entire slot. Repeat for all the separator slots in the commutator. Be sure that the1·e a1·e no slive1·s of metal 1·emaining in the slots afte?· the cutting process. Such slivers will short-circuit the commutator segments and burn out the windings when the motor is sta rted.





80. Rep l acing Motor Brushes


	a. When removing the brushes, mark the upper surface so that the brush may be replaced in the same holder with the same side uppermost. If the brush has a number stamped on the upper side of the carbon, this number may be used as a guide.

	b. I nspect the brushes as follows:

	( 1) See that at least five-eighths inch of brush material remains.




	(2) Be sure that at least one-third of the brush face bears upon the commutator surface.




	(3) See that the brushes make contact across at least 75 percent of the long dimension of the brush face.







	c. If the above requirements are not met, re p lace it with a new brush .





8 1. Surfacing and lnstal i ng Motor Brushes

To shape the contact face of the brush to the cur vature of the commutator, proceed as follows:


	a. Wrap a piece of No. 0000 sandpaper around the commutator under the brush holder with t-he abrasive side away from the commutator face.

	b. Insert the brush in the brush holder with the numbered or marked side uppermost, so that the brush bears against the sandpaper under the normal pressure of the brush spring .

	c. Rotate the armature back and forth by hand, so that the sandpaper will wear a surface of proper curvature in the contact face of the brush. The last rotation of the armature should be in the direction in which it would turn during operation of the motor.

	d. After the proper curvature has been cut in the brush face, remove the brush from the brush holder. Bevel the edges, slightly, with sandpaper.

	e. Wipe the brush with a cloth moistened with Cleaning Compound.

	f. Examine the brush spring to see that it is in good condition. See that the pigtail within the brush spring is intact and free from kinks, and that it will permit the spring to extend proper l y.

	g. Clean out the brush holder with a piece of cloth moistened with Cleaning Compound wrapped around a stick, or an appropriate ly shaped tool such as a screwdrive r. Be careful not to score the sides of the brush holder.




	h. Reinsert old brushes in brush holders from which they were removed for resurfacing. See that the brush is restored in the same position that it occupied before removal.

	i. Always insert a new brush that has just been resurfaced with the numbered side uppermost.

	j. See that the brush moves freely in the brush holder. Check the pressure of the brush spr i ngs and see that they meet the specified requirements.





82. Replacing Arma ture Bearing s


	a. General. Install new bearings if those in use are burned, cracked, badly worn, or damaged in any way. Handle the bearings carefully. See that no dirt gets into the bearing races. Except on Test Sets TS-2A / TG and TS-2B / TG, lubricate all bearings including used bearings that are found to be in good condition when cleaned and inspected. Apply grease, Signal Corps stock No. 6G650, to new bearings before they are installed on the shaft . In addition to its lubricat ing properties, the grease prevents dirt from entering the bearings. Place a paper washer over the expose d side of the bearing to further prevent dirt or dust from entering. The motors in Test Sets TS-2A / TG and TS-2B/ TG are equipped with factorygreased and sealed bearings and will not require further lubrication .

	b. Installation of Bea'rings. The following procedure outlines a typical method of installing bearings on the armature shaft.

	(1) General. Bearings fit tightly upon the armature shaft. Therefore , they must be pressed onto the shaft with an arbor press, vise, or similar tool. Such tools are normally available at field repair shops. It is important to see that the bearing is pressed onto each end of the shaft carefully, so that the pressure exerte d by the press or vise will not bend the armature shaft or force the bearing on the shaft at an angle to the axis of the shaft .




	(2) Prepamtory. Prepare two blocks of hardwood , equal in length and about 1 inch longer than the armatu re shaft extension. Shape one end of each block so that it will not bear against the ball bearing or outer r ace of the bearing. Prepare another block (fig. 28) large






enough to be used against the rear jaw of the press or vise. Slip a bearing onto each end of the shaft as far as it will go, fingertight. On Test Sets TS-2A/ TG, slide the bearing onto the fan end of the armature shaft only. Be caref ul to see that the bearings are at right angles to the axis of the armature shaft.



( 3) Installing .


	(a) If the bearings have dust covers see that the dust cover of each bearing is nearest the winding. Place the two wooden blocks of equal length at either side of the armat u re shaft extension (fig·. 28). Place the other block of wood against the r ear jaw of the press or vise. See that the armature is set in the press or vise so that each end of the armature shaft is near the center of the face of each jaw. Tighten the tool very slowly until there is even pressure applied to both sides of the bearings. Be ca?·eful not to bend the armatu ,re shaft. Continue to slowly tighten the tool until the bearing is pressed onto the shaft and is again st the armature shaft shoulder (fig. 28) . Repeat the procedure to mount the bearing on the opposite end of the shaft. Some types of bearings can be taken apart. If possible, disassemble and assemble this type of bearing on the shaft. The inner race can then be removed and replaced on the shaft with less danger of damage to the other parts of the bearing.

	(b) When a suitable press or vise is not available, bearings can be installed on the armature shaft, when authorized as a field expedient, by the following method:

	1. Slide the bearings on the armature shaft as described in (2) above.




	2. Prepare a piece of copper or brass p ipe 1 inch longer than the shaft extension (fig. 29) with an inside diameter slightly larg er than the diameter of the diameter of the armature shaft. If copper or brass p ipe is not available, and iron pipe






can be substituted, provided a brass washer is used to protect the inner race of the bearing against the iron pipe. Slip the copper or brass pipe onto the shaft so that it bears against the inner bearing race.


	8. Stand the armature on end with the pipe resting on the bench or work table.

	4. Place a block of hardwood over the other end of the armature shaft. Drive the armature shaft down by pounding the upper end of the armature shaft (protected by the hardwood block) with a hammer (fig. 29) . Use steady, even strokes of the hammer until the bearing is forced firmly against the shoulder of the shaft.



Cauti o n: Make certain that the pipe bears against the inner bearing race. Do not bend or otherwise damage the armature shaft .



83. Reasse mbly of Motor

a. Preya'ration. Thoroughly clean and dry the motor before reassembling. Examine the bearings and parts, which should be free from dirt before beginning to reassemble the motor.


	b. Step-by-Stey Reassembly.

	( 1) Remove the brush es if they are still in the end frame section that fits over the commutator.




	(2) Position the bearing retainer so that the holes match the positions of the retainer screws.




	(3) Insert the armature into the stator so that the bearing on the shaft, opposite the commutator end, enters the end frame section. Do not use force because the bearing should fit easily into the end frame section.




	( 4) Place the end frame section on the cornmutator end of the shaft . Gently tap the end frames into position.




	(5) Insert the motor frame bolts. Tighten the opposite ends at the same time to be sure that the end frame sections are mounted correctly and seated in the motor frame .




	(6) Use a toothpick, piece of wire, or any other convenient means to move the bearing retainer ring into position so that the bearing retainer screws can be sta rted. Tighten both retainer screws at the same time.




	(7) Replace the motor pinion gear and the governor.






[image: Figure, page 44]

Figu1·e 28. Pressing a1-mature bem'ing onto its shaft by use of a vise.

[image: Figure, page 45]

Figu1·e 29. Mounting bea?·ings on the a1·matw·e shaft by use of hamme1· and soft metctl pipe.



84. Moto r Arma ture Thrust Spring Compression (fig. 12)

a. Requirement. Apply the push end of a 12 pound scale horizontally against the governor outer contact disk and push toward the pinion end of the motor. A push of at least 7 pounds should be required to start to overcome the compression of the armature spring.

b. Adjustment. If the spring does not meet the above requirement, replace with a new spring .



85. Gov ern or Re pa irs

a. General. Governor contacts cause considerable trouble when they are not in good condition. All governor contacts in good condition have an overall grayish appearance. When the contacts have become pitted, or the grayish color does not cover 75 percent of the contact surface area, replace both contacts with new ones (pars. 87 and 88). Always replace governor contacts in pairs. Never touch the contacting surface with the fingers because even very small deposits of moisture or dirt will cause arcing and pitting.

b. Contacts in Satisfactory Condition. The ideal condition for governor contacts is when both contact surfaces are exact ly parallel and the area of contact is a maxim um (A, fig. 30). However, contacts may be satisfactory under the condition that one contact has build -ups and the other has corresponding craters, provided that the craters will accept the build-up (A, fig. 30), and thus maintain contact over an acceptable area. Contacts in this condition are considered to be good and need not be replaced unless there is trouble in obtain ing and maintaining proper motor speed.



c. Common Causes of Contact Trouble .


	(1) Trouble due to poor surface contact is frequently the result of a previous attempt to burnish or file contacts to produce better surfaces . In such cases the build-ups have been removed, with the result that the craters that still rema in do not meet the renewed surface (B, fig. 30), thus reducing the amount of effective contact surface.

	(2) If the contacts are rotated or shifted in position, as shown in C, figure 30, the build-ups and craters will not match . This condition results in extremely erratic motor speed because practically all of the contacting surface has been lost.





86. Disasse mbly of Governo r

When necessary to completely disassemble the governor, proceed as follows:


	a. Remove the two screws that mount the brush spring plate on the brush spring plate bracket (fig. 12) and move the brush spring plate to the right far enough to clear the edge of the governor.

	b. Remove the screw holding the governor on the motor shaft and slip off the governor.

	c. Remove the screws securing the target and governor cover. Remove the target and cover.

	d. Unhook the speed adjusting spring (fig. 13).




	e. Loosen the screw which clamps the feather spring to the end of the governor contact spring and lift the governor contact spring out of the governor shell.

	f. Remove the nut and lockwasher on the contact screw mounted on the fixed contact bracket and lift out the contact screw .




[image: Figure 90. GO'IJentor contacts surfaces, enlarged diag1·am8.]
Figure 90. GO'IJentor contacts surfaces, enlarged diag1·am8.



87. Replacing Governor Contact Points


	a. Contact points are made of tungsten. They are welded to the contact spring (upper contact) and to the contact screw (lower contact). When removing the old contact points, replace both the upper and lower points at the same time to avoid difficulties in seating them.

	b. Replace the new points with their associated contact springs and contact screws. The new lower point with a contact screw is properly alined when the contact surfac e of the new point



is perpendicular (or at right angles) to a line through the axis of the contact screw (A, fig. 31) . The new upper point and contact spring is properly alined when there is no appreciable gap between any part of the contacting surface of the new point and a stra ightedge (B, fig. 31) .

Note . Old sty le contac t springs had contact points that screwed into the spring and were bonded in position by a drop of solder on the spring or wero solde1·ed dir ectly to the contact springs. New style contacts are welded and require replaceme nt of upper spr i ng and lower screw with contacts .

[image: Figure, page 46]

Figu1·e 91 . Alinement of new governo1· contact points .



88. Repa ir of Cont act Points

In emergencies, when trouble is due to buildups or pitting and new contact points are not available, remove the points and dress them very lightly with a :fine carborundum stone. Such a stone is part of Tool Equipment TE-50, TE-50- . A, and TE-50-B. It may be necessary to remove a particularly large build-up by knocking if off with a screwdr iver and then dressing the contact surface with the stone. When resurfacing a point with the stone, be careful to see that the stone is clean and has a level surface. Hold the point as :flat as possible against the surface of the stone. To be sure that the entire face of the point is dressed level, use a rotary motion when dressing the contact point. In this way all parts of the face of the point will be dressed. Do not use too much press ure. Examine the point after every rotation. Stop when the face of the point meets the require ments mentioned in paragraphs 85b and 87b. Clean the dressed points with Cleaning Com- . pound. Replace both points as soon as possible. This is necessary to avoid trouble from build-ups and pitting, . which form quickly on resurfaced contacts.



89. Reassemb ling Governor


	a. Insert the contact screw in the hole in the :fixed contact bracket. Place the lockwasher and nut on the end of the contact screw. Tighten the nut securely.

	b. Insert the feather spring of the contact spring assembly (:fig. 31) under the clamp on its mounting block and tighten the clamp screw until the contact spring is held friction tight. The contacts should remain slightly separated (aprx. .005 in.).

	c. Hook the speed adjusting spring onto the governor contact spring. Turn the speed adjusting wheel until all tension is released. Contacts should · ret urn to the slightly separated position indicated in b above.

	cl. Insert a piece of white paper behind the contacts.

	e. Turn the speed adj usting wheel until the contacts just touch. Use a :flashlight or other small bright light to illuminate the contacts during this adjustment .

	f. Slide the governor contact spring to the right or left until the sides of the upper and lower con-



tacts are alined vertically. If a gap can be seen on either side of the contacts, loosen the nxed contact bracket retaining screw and move the top of the :fixed contact bracket to the right or left. At the same time, shift the governor contact spring to keep the contact points in line. Tighten both the contact spring clamp screw and the :fixed contact bracket retaining screw.


	g. If a gap at the front or back of the contacts is observed, twist the feather spring on the end of the governor contact spring. Use a pair of longnosed pliers for the purpose . Repeat the above adjustments until the contacts are correct ly positioned.

	h. Turn the speed adjusting wheel so that the tension of the spring is near the midpoint of its range.

	i. Clean the points with Cleaning Compound applied with a toothp ick or an orange stick. Reassemble the governor cover and the target to the governor, and remount the governor on the motor.





90. Inspection , Cleaning, and Repair of Governor Contact Disks


	a. Clean governor contact disks with a piece of cloth moistened with Cleaning Compound. A smooth, even, gray coating of oxide is desirable, and the contact disks should not be disturbed unless there is excessive sparking at the brushes.

	b. To remove pits or burned spots from the contact surface of the disks use No. 0000 sandpaper. Hold the sandpaper against the disk surface by hand while the motor is running at normal speed. Hold a piece of cloth with the sandpaper in such a way that cuttings and particles will be immediately wiped away during the sanding process.

	c. Never touch the contact surface of the contact disks with the fingers. Very small deposits of foreign matter will cause arcing and pitting. It is good practice to :flush the contacts with Cleaning Compound immediately after they have been polished. This can be done by repeatedly applying the :fluid to the contact, by means of a toothpick or orange stick, to :flush away all foreign matter, grease, or moisture . Be careful to prevent the Cleaning Compound from coming in contact with wire insulation or plastic parts .





91. Replacement of Inner and Outer Disk Contact Brushes

Replace the carbon contact brushes (fig. 12) on the inner and outer disk contact springs when the brushes are worn down to one-eighth inch. The carbon contact brushes and springs may be replaced as a unit or the carbon contact brushes may be replaced individually when it is not necessary to replace the entire brush assembly.


	a. Replacing Carbon Contact Brushes and Spt'ings as a Unit.

	(1) Loosen the screws that secure the spring and insulator pile-ups to the brush spring plate. It is not necessary to unscrew them completely as the spri ngs have slotted ends and can be slid free of the brush spring plate.




	(2) Slide the new springs into the same position in the insulator pile-up. Adjust and position the new springs and carbon contact brushes according to instructions in paragraphs 41 and 42. Tighten the screws.




	b. Replacing Ca1·bon Contact B1'UShes.

	(1) Remove the carbon contact brushes and springs as directed in a(l) above.




	(2) Unsolder the old brush from the spring. Clean off any solder that remains in th e mounting hole in the spring from which the brush is removed.




	(3) Insert a new brush in the mounting hole and solder it securely in place. Clean the brush with Cleaning Compound applied with an orange stick or toothpick.




	(4) Replace the springs as directed in a(2) above.











92. Testing Repaired Governors


	a. After the governor is completely reassembled, seat the new contacts by running the motor on test for at least an hour. Check the speed every 15 minutes and immediately investigate any change in motor speed.

	b. If the motor speed is erratic and the trouble cannot be traced to other parts of the motor, disassemble the governor and check the contacts for build-ups and alinement. If build-ups are found, replace the contacts. After the contacts have been properly realined, reassemble the governor and run the motor again for an hour.



c. Proper operation of the governor is indicated if the motor speed does not change appreciably during the hour test run.



93. Disassembly and Reassembly of Conta ct Leve r Bracket

Not e. After any parts on the contact lever bracket assembly have been replaced, make an overall adjustment of the test set.

The contact tongues and the upper and lower contacts may become pitted, broken, or otherwise damaged so that they require replacement.


	a. Upper Contacts. To remove an upper contact, proceed as follows:

	( 1) Remove the two screws that secure the upper insulator bridge to the bridge bracket.




	(2) Lift the insulator free and loosen the setscrew of the contact to be removed.




	( 3) Remove the contact screw using an open-end or socket wrench of the correct size. Do not use a screwdriver in the slotted end of the contact screw for any purpose other than final adjustment of the contact gap. If the slot in the contact screw has been spread, burred, or damaged, file off such portions before removing the screw from the insulator to prevent damage to the thread in the insulator.




	( 4) Reassemble in reverse procedure to disassembly. Adjust according to instructions in paragraph 47.




	b. Lower Contacts. To remove a lower contact, proceed as follows:

	(1) Remove the screws that secure the lower insulator bridge to the bridge bracket.




	(2) While holding the insulator bridge clear of the bracket, loosen the setscrew and the terminal screw.




	(3) To remove the contact screws refer to a(3) above.




	( 4) To reassemble the lower contact screws refer to a ( 4) above.




	c. Contact Tongues. To remove a contact, proceed as follows:

	(1) Remove the four screws that secure the contact screw bridge assembly to the contact lever bracket.







	(2) Slide the bridge assembly clear of the contact lever bracket and the contact tongues.

	(3) Unsolder and remove the helical spring from the contact tongue.

	(4) Remove the two screws that secure the contact tongue and the insulators to the contact lever.

	(5) Reassemble in reverse procedure to disassembly. Adju st according to instructions in paragraph 47.

	d. Contact Levers. To remove a contact lever, proceed as follows:

	(1) Remove the contact bridge assembly and the h e 1 i c a 1 springs on the contact tongues.




	(2) Remove the two screws that secure the contact lever bearing to the contact lever brac ket.




	(3) Remove the bearing with the contact levers from the contact lever bracket.




	( 4) Loosen the two setscrews that hold the contact lever shaft in the bearing and slide the shaft out.




	(5) Remove the contact levers from the shaft.




	(6) Reassemble in reverse procedure to disassembly. Adju st according to instructions in paragraphs 47 and 48.








94. Disassembly a nd Reassembly of Disto rtion Switch Assemb ly

The distortion switch is easily accessible and is built of units. The individual contact spri ng assemblies and the detent assembly can be removed without disturbing or removing other parts.


	a. Detent Lever and Detent Cam.

	(1) Remove the detent lever spring .




	(2) Remove the nut on the detent lever cam screw. The detent lever and the cam screw will then drop free.




	(3) Remove the setscrew in the detent cam and slide the cam off the shaft .




	( 4) Reverse the above procedure for reassembly. Adjust in accordance with instruct ions in paragraphs 53 and 54.




	b. Contact Cam and Shaft.

	(1) Remove the detent cam and loosen the setscrews in the bakelite cam sleeve. Pull the shaft out by the knob, and the bakelite cam will fall free.







	(2) Reassemble, following the disassembly procedure in reverse order. Adju st according to instructions in paragraphs 53 and 55.

	c. Contact Spring Assemblies.

	(1) Remove the mounting screws that pass throu gh the insulator pile-up. Note the position and order of the springs and insulators in the pile-up.




	(2) Unsolder the leads and tag them to facilitate reconn ection.




	(3) Reassemble; follow in reverse order the procedure used for disassembly. Adjust according to instr uctions in paragraph 57.








95. Cleani ng Transmitting and Distortion Switch Contacts


	a. Cleaning Nonpitted Contacts.

	(1) To clean nonpitted contacts, use a clean toothpick to flush the contacts with Cleaning Compound. Dip the flat end of the toothpick into the Cleaning Compound to a depth of about one-half inch, and deposit the liquid on the contacts without rubbing. Hold the contacts slightly separated during this operation.




	(2) Dip the flat end of another toothpick into the Cleaning Compound and deposit it on the contact, without rubbing, to flush away the dirt that was loosened on the first application. Be careful to keep the Cleaning Compound away from the insulators.




	(3) When the contacts are thoroughly dry, burnish them so that no deposit or residue from the solution or other foreign material remains on the contacts.




	b. Burnishing Contacts.

	(1) Clean the contact burnishers before using by wiping with a clean, dry cloth, and wipe frequently with a clean cloth moistened with Cleaning Compound.




	(2) When burnishing normally open contacts , press the contacts together by hand to give a slight pressure on the blade of the burnisher . When contacts are normally closed the tension of the springs will usually furnish sufficient pressure against the burnisher.







	(3) Rub the burnisher back and forth against the contacts two or three times. When contacts are pitted, additional strokes of the burnisher may be re-

	quired. Do not use abrasives other than the burnisher blade.

	( 4) After cleaning and burnishi ng operations, check the adjustments of the contact springs.






Section IV. LUBRICATIO N


96. Recomm e nded lub ricant s

..

The only lubricants recommended for 'these test sets are:


	a. Oil, lubricating, Signal Corps stock No. 6G-1325 (1 q t can) .

	b. Grease, Signal Corps stock No. 6G650 (llb container) .





97. Reco mmended Lubrica tion Sched ule

The lubrication instructions listed in paragraph 100 are based on normal operating conditions with the equipment in service for an average o f 8 hours a day. Under these conditions, the lubrication interval should be every 30 days with the exception of the code disk cam surfaces, which should be lubricated weekly. When equipment is operated more than 8 hours a day, reduce the time interval proportionally. When equipment is operated in tropical climates, a further reduction in the interval is required. Do not lubricate the equipment while the motor is running. Complete all necessary cleaning and adjusting before lubricating the equipment. Do not apply oil or grease in excess of the quantities recommended. Wipe off any excess oil.



98. Prepa ratio n for Lub ricati on

To lubricate the test set thoroughly, remove it from service and partially disasseii].ble it as outlined in a below.


	a. Disassembly. Disassemble the test set as follows:

	( 1) Disconnect the ac and de power cords and the signal line cord.




	(2) Remove the wooden cover.




	b. Old Lubricants. Remove all old grease and oil with a clean, dry, lint-free cloth. Wrap the cloth around the end of a screwdriver or an orange stick to remove old lubricants from hard-to-reach places.





99. Gene ral lubrication Instructions


	a. Methods of Applying Grease. Use the grease gun supplied with Tool Equipment TE-50-B to apply grease. To g1·ease the gears, hold the nozzle of the grease gun against the gear teeth at an angle of about 45°. Operate the handle until enough grease is ejected and, at the same time, turn the gear or move the nozzle to form a continuous ribbon of grease.

	b. Methods of Applying Oil. Apply oil with the oiler furnished with Tool Equipment TE-50-B 01· with a piece of wire approximately .025 inch in diameter . Dip the wire one-half inch into the oil. Withdraw the wire and apply a drop of oil where specified.





100. Detai led lubrication Instructions (fig. 32)

Thepoints to be lubricated , the type of lubricant to be used, and the quantity to be applied are listed in b below. The item numbers are arranged according to the method of application, so that the test set can be treated by one lubricant or by one method at a time in a systematic way. Item numbers shown in figure 32 correspond with the item numbers listed in the chart below.


	a. BaU Bearings. To clean and lubricate ball bearing assemblies properly, it is necessary to l'emove them from the main shaft or the motor armature. Clean the bearing assemblies by brushing and flushing in Cleaning Compound. Thoroughly dry the assemblies and repack them with grease. Wipe off excess grease and reassemble the equipment. The motors in Test Sets TS-2A / TG and TS-2B / TG are equipped with sealed, factorygreased bearings and will not require further lubrication.

	b. Gears. Wipe the old grease from the gears with a clean, dry, lint-free cloth. Apply fresh grease as follows:
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Figure 92. Location of lub1·icating points.


	1 Felt washers, code disk friction assemb ly

	2 Code disk shaft bearings

	3 Contact lever bearings and slots

	4 Contact lever pivot bearings

	5 Intermediate shaft bearings

	6 Detent leve1· spring

	7 Detent lever bearing

	8 Detent roller

	9 Detent cam




	10 Motor pinion gear

	11 Main shaft gear

	12 Main shaft pinion gear

	13 Intermediate shaft gear

	14 Intermediate shaft p inion

	15 Code disk gear

	16 Main shaft bearings

	17 Motor bearings

	18 Code disk cam surfaces



Figw ·e 32-Continued .










	Item

No.
	Name of part
	l Lubricant 1
	Method

and quantity




	1
	







Felt washers, code disk friction assembly
	Oil
	Saturate



	2
	Code disk shaft bearings

(on TS-2/TG and TS-

2A/TG

(two)

only).
	Oil
	1 to 2 drops in each oilhole.



	3
	Contact lever bearings and slots (five)



-
	Oil
	1 drop eac h slot and bearing.



	4
	(five)



Contact ' lever pivot bearings
	Oil
	1 drop each pivot .



	5
	(on TS-2/TG and TS-

2A/

Intermediate

shaf t bearings

(two)

TG only) .
	Oil
	1 to 2 drops in each oilhole.



	6
	Detent lever spring
	Oil
	1 drop to each loop.



	7
	Detent lever bearing










	Oil
	1 drop.



	8
	

Detent roller









-
	Grease
	Thin film.



	9
	







Detentcanl
	Grease
	Thin film.



	10
	









Motor pinion gear


	Grease
	Thin film.



	11
	Main shaft gear
	Grease
	Thin film.



	12
	









Main shaft pinion gear


	Grease
	Thin film.



	13
	







shaft gear

Intermediate


	Grease
	Thin film.



	14
	







shaft pinion

Intermediate
	Grease
	Thin film.



	15
	











Code disk gear
	Grease
	Thin film.



	16
	Mai n shaft bearings
	Grease
	Repack and wipe off excess grease.



	17
	Motor bearings
	Grease
	1 or 2 strokes of grease gun plunger

to each oiler.



	18
	Code disk can1
	Grease
	Thin film.








Section V. WEATHERPROOFING

Test Sets TS-2 ( *) / TG have been moistureproofed and fungiproofed at the time of manufacture . Retreatme nt may be required after a period of use. During overhaul of the equipment, moisturep roof and fungiproof the equipment in accordance with current directives.


Rustprooflng and Painting

a. If the finish on painted portions of the test set or wooden cover is scratched or scarred, prevent rust and corrosion by painting the damaged surfaces. Use No. 00 or No. 000 sandpaper to clean the surface s. Obtain a bright, smooth finish.

101. Weatherproofing Procedures Do not use steel wool when working on the test set because very small particles of steel wool may enter the electrical parts and cause internal shorting and grounding of circuits.


b. When retouching is neoossary, apply the paint with a small brush. If numerous scars and scratche s warrant complete repainting, remove the test set from service. Remove s)ight rust or corrosion from metal by cleaning with Cleaning Compound to soften the rust, then sandpape r to complete the preparation for painting . Place protective masking over areas that do not require paint or where paint may cause damage; then spray -paint the entire surface.






Section VI. FINAL TESTING


103. Purpose

Equipment that has been repaired must meet definite minimum performance standards before it is returned to service. The tests outlined in this section are designed to measure the performance capability of a repaired test set. Equipm ent that meets the minimum standards stated in the tests will furnish satisfactory operation .



104. Test Equipment Required for Final Testing

In addition to the test equipment listed in paragraph 32, Distortion Test Set TS-383 / GG (fig. 33) is required for final testing.



105. Test Setup

Distortion Test Set TS-383 / GG is designed to receive and analyze distortion in the signals transmitted by teletypewriter equipment. When performing any tests on Test Sets TS- 2 ( *) / TG, it is preferab le to use synchrono us motors on both test sets because an accurate check of the calibratio n adjustment cannot be made with the variation in speed caused by governed motors. Any speed variation will cause a wavering of the impulses as viewed on the stroboscope, making it difficult to measure accurate ly the impulse length.


	a. Connect the ac motor power cord of the TS-383/ GG into a suitable 110- to 115-volt, 50- to 60 cycle ac source.

	b. Plug the stroboscope cord into one of the LOCAL TEST JACKS of the test set.

	c. Plug the signal line cord of the TS-2 (*) / TG into the other LOCAL TEST JACK. This provides a source of de for the signal and for the stroboscope lamp.

	· d. Plug the ac power cord of the TS- 2 ( *) /TG into a source of 110- to 115-volt, 50- to 60-cycle ac.

	e. Plug the de power cord of the TS- 2 (*) / TG into a source of 115-volt de.

	f . Place the radio filter cutout switch on the test set in the FILTE R OUT position during the time that the test set is being checked.

	g. Place the keys and switches on the TS-383 / GG in the following positions:










	MOTOR switch ON
	




	RUN-STOP switch RUN
	



	

LINE-DIST key
	LINE



	

BIAS-END DIST key
	

· Neutral



	IT key

VIEW -

TRANSM
	

-TRANSMIT



	MARK- ZERO-SPACE key ZERO
	



	Code selecting switch R or Y
	



	STOP PULSE switch ON
	





[image: Figure, page 53]

Figu1·e 38. Dist o1·tion Test Set TS- 383/GG.


	h. On the TS- 2 ( ::•) / TG, set the distortion switch to ZERO and the character selecting switch to STOP.

	i. Turn the motor switches of both test sets to MOTOR ON.

	j. Move the chara cter selecting switch on the TS-2 ( ::•) / TG to ihe SEND R position and observe the signal produced on the stroboscope of the TS-383 / GG. The ma1·king impulses (2 and 4) should occupy 100 scale divisions on ihe distortion measuring scale of the TS-383 / GG.

	k. Move the character selecting switch on the TS-2 c:•) / TG to the SEND Y position and observe the signal produced on the stroboscope of the TS- 383/ GG. The marking impulses (1, 3, and 5) should occupy 100 scale divisions on the distortion measuring scale of the TS-383 / GG.

	l. If the markin g impulses observed inj and k above are more or less than 100 points in length recheck the motor speed adjustment (par . 12) the contact brack et assembly (par. 47) and the contact levers spring tension (par. 48).
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CHAPTER 7 — SHIPMENT AND LIMITED STORAGE AND DEMOLITION TO PREVENT ENEMY USE


Section I. SHIPMENT AND LIMITED STORAGE


106. Disassembly

Prepar e these test sets for storage as follows:


	a. Disconnect the signal and power cords of the test set.

	b. Coil the cords under the reta ining brackets on the operating panel.

	c. Close and latch the hinged lid.




	d. Be sure that the cover is in place and is securely latched.





107. Repacking for Shipment and Limited Storage


	a. If the original packing materials are on hand, use them and reverse the unpacking procedures given in paragraph 8. General repacking information is usually ava ilable at depots.

	b. The prime r equirement is to pack the equip m ent so as to prevent damage during transit or limited storage. Package the equipment securely and use sufficient wadding to minimize the effects of severe jolting. Make sure that the equipment is protected from r a in or snow.






Section II. DEMOLITION OF MATERIEL TO PREVENT ENEMY USE


108. General

Demolition of the equipment will be accom p lished only upon the order of the commander. The demolition procedur es outlined in paragra p h 109 will be used to prevent the enemy from using or salvaging the equipment.



109. Demolition

a. Smash. Smash the test set and all other parts; use sledges, crowbars, axes, handaxes, p ickaxes, hammers, or heaVY tools.


	b. Cut. Cut all cords and wiring; use axes, handaxes, or machetes.

	c. Burn. Burn technical manuals, circuit labels, other diagrams, resis.tors, coils, capacitors, cords, and wirin g; use gasoline, kerosene, oil, flame throwers, or incendiary grenades.

	d. Explode. If explosives are necessary, use firearms, grenades, _or TNT.

	e. Dispose. Bury, scatte r, and destr oy parts in slit trenches , foxholes, or throw them in streams.
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FiguTe 35. Test Set TS-ZA!TG, wi1-ing diag1·am /o1· moto1· connections.
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the associated segment by two segment lengths.
Use the inner segmented ring when checking these
requirements. Refer to figures 15, 16, and 17 for

SterTEDINUT T 20 TO 32 OUNGES

STOP POST
9
CONTACT
LEVER
LOCK NUT BRACKET

FRICTION

DRAG

LEVER TM2208-10

Figure 18. Code disk friction assembly.

the motor switch to MOTOR OFF. Replace the
intermediate shaft gear guard.
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