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TM 11-2525, Miller Utility Heater Model OG-31-A, is published for the information and guidance of all concerned.

[A. G. 300.7 (1 May 1944).]

BY ORDER OF THE SECRETARY OF WAR :


G. C. MARSHALL, Chief of Staff.



OFFICIAL :


J. A. ULIO, Major General, The Adjutant General.
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DISTRIBUTION :

1C 11 (5)

(For explanation of symbols see FM 21-6.)
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trouble must lie between this fitting and the burner. Tighten hut (18) to prevent any more fuel leaking out.


	(2) Check metering valve (63) to make sure it raises to open position when lever [fig. 4 (9) ] is raised. If it does not raise, it may be loosened by tapping slightly on side of float chamber.

	e. If this does not loosen metering valve :




	(1) Remove burner from heater [par. 16o(l) to (6)].

	(2) Remove cover from float chamber (par. 19a to e).

	(3) Check metering valve. Clean metering valve (par 19f).

	(4) Clean metering- valve seat.

	(5) Check inlet needle valve for dirt or other obstructions (par. 191 and-j).

	(6) Check inlet needle valve seat. Clean inlet needle valve seat (par. 19m and 19n).





29. BURNER GOES OUT. If burner goes out after being in operation :


	a. Check to make sure whether stack plug (3) (fig. 4) or diffuser plug (5) (fig. 6) is in the open position.

	b. Check safety shut-off to make sure it is in the correct position (par. 12a and b).

	c. Check motor and fan to make sure they are operating.




	d. Check vent hole in fuel-tank cap to make sure it is clear.






30. MOTOR AND FAN DO NOT OPERATE. If motor and fan do not operate, proceed as follows:


	a. Check motor switch to make sure it is in the ON position.

	b. Check battery clamps to make sure they are connected and making good contact.

	e. Check batteries to make sure that they are NOT DEAD or very weak.

	d. Rotate fan blades counterclockwise. The motor shaft may be stiff. Rotating the fan will break the tension on the motor shaft and will allow motor shaft to rotate under its own power.

	e. If motor still does not operate, check wiring for breaks or corrosion.

	f. If all of above are operating normally, remove motor switch and replace with a new switch.

	g. If after checking all of the preceding points and making sure that all parts are functioning properly the motor still fails to oper ate, remove motor and replace with a new motor.

	31. MOISTUREPROOFING AND FUNGIPROOFING. Moistureproofmg and fungiproofing will not be required for this equipment.
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