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WASHINGTON 25, D. C., 28 JULY 1944.

TM 11-338, Telephone Central Office Set TC-10, is published for the information and guidance of all concerned.

[A. G. 300.7 (22 June 44).]

BY ORDER OF THE SECRETARY OF WAR:

G. C. MARSHALL, Chief of Staff.

J. A. ULIO, Major General, The Adjutant General.


DISTRIBUTION :

As prescribed in paragraph 9a, FM 21-6:

Armies (10); Corps (10); SvC (10); Depts (10); Def Comds (2) ; D (2) ; IBn 11 (2) ; 1C 11 (5) *(2) ; С of Tech Sv (2) ; Arm & Sv Boards (2) ; PC & S (1) ; PE (Sig Sec) (5) ; Sig С Deps (15); AGF Repl Deps (Sig Sec) (10); Sig С Labs (10); Sig С Rep Sh ( 10) ; Sig С Inspec Zones (2) ; Sig С Proc Dists (2) .

IBn 11: T/O 11-95.

1C 11: T/O 11-97; 11-107; 11-127; 11-237; 11-587; 11-592; 11-597; гT/О 11-500, Sig Sv Orgn-2 Position Switchboard Team (GC), 3 Position Switchboard Team (GD) ; Switchboard InstlSec (GF).

(For explanation of symbols, see FM 21-6.)
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TABLE VI

NOTE: Reference symbols appear in schematic diagrams or in the text.










	Ref.

ymbol
	Name of part and description
	Function
	Fig.

No.




	9
	DROP: magneto; shutter-type; manual restoring; 3½" long, ½" Line signal (1.); magneto line circuit. diam; 670-ohm d-c coil resistance.
	Line signal (1.); magneto line circuit.
	34



	6
	JACK: for single-screw mounting on 5/8" panel; 33/8" long; 3-conductor Dial jack (DIAL); trunk circuit. cut-off; 1 make contact.
	Dial jack (DIAL); trunk circuit.
	35



	10
	JACK: same as ref. No. 9, except 3-conductor with no cut-off contacts and with 1 make contact.
	Line (LINE) and telephone (TEL) jacks; auxiliary telephone circuit.
	$



	11
	JACK: same as ref. No. 9, except 3-conductor with no cut-off contacts and with 2 make contacts.
	Answering (ANS) jack or multiple (MULT) jack;. trunk circuit.
	35



	12
	JACKS: ten 3-conductor cut-off jacks in a mounting strip 11%" long, 1/2" thick; to mount in an 111/4" jack field.
	Answering jacks; magneto line circuit.
	¥



	13
	JACKS: in mounting strip; same as ref. No. 12 except with 20 jacks per strip.
	Multiple jacks, magneto line circuit; and conference 34, 41 jacks, conference circuit.
	34, 41



	14
	JACKS: 20 jacks; 3-conductor cut-off with sleeve circuit make contacts; jacks set in mounting strip 11% long and ½ thick; to mount in an 11¼ jack field.
	Answering and multiple jacks; common battery line circuit.
	33



	24
	KEY: single-throw, rotating-button type; locking; mounts on 1/8" panel; 31% long, 1/2" diam; black phenol button with white arrow engraved; one break-make contact assembly.
	Emergency ringing key (EMG) to switch to hand generator, ringing circuit.
	37



	25
	KEY: lever-type; double-throw; nonlocking panel mounting; 2½" x ½ top, approx 4½" long; 1 make contact assembly in each position.
	Auxiliary operator's busy test key (BT); auxiliary operator's circuit.
	$





Pasmill

2 68

NOTE: Reference symbols appear in schematic diagrams or in the text.

















	Fig.

No.
	35
	38
	36
	38
	88
	38
	88
	88
	38
	35



	Function
	Signaling operator (A); trunk circuit.
	D-c blocking, capacitors (T) and (R); operator's telephone circuit.
	D-c blocking capacitors (T) and (R); cord circuit.
	A-c by-pass capacitor (P); operator's telephone circuit.
	Busy test capacitor (A); operator's telephone circuit.
	Transmitter battery supply coil (A); operator's telephone circuit.
	Busy test coil (BT); operator's telephone circuit.
	Allows operator to talk and listen on line; operator's telephone circuit.
	Monitoring coil; operator's telephone circuit.
	Trunk repeating coil; trunk circuit.



	Name of part and description
	CAPACITOR: same as ref. No. 79.
	CAPACITOR: same as ref. No. 79, except 2.14- to 2.18-mf.
	CAPACITOR: same as ref. No. 79, except 2.16- to 2.28-mf.
	CAPACITOR: fixed; 1.0-mf; tolerance 1.0-1.25-mf; 180-v at 0°-55° C; A-c by-pass capacitor (P); operator's telephone cirpaper; hermetically-sealed; 5½ x ½ x 1½ over-all; stud mounting.
	CAPACITOR: same as ref. No. 83, except 0.5-mf; tolerance 0.5- to 0.625-mf.
	COIL: retardation; 165-ohm d-c; straight iron core, 5½" long over-all; 1½" diam, metal case; panel mounting.
	COIL: retardation; same as ref. No. 85, except with 2 windings; parallel wound; each 100-ohm d-c.
	COIL: induction; straight iron core, 3 windings: 10-ohm, 500 ohm, and 5.9-ohm d-c; 4½ x 1½ x 1½; base mounting.
	COIL: repeating, shell-type iron core; 2 windings: 9-ohm and 400-ohm d-c; 5" x 31/8" x 11/6" over-all; metal case; stud mounting.
	COIL: repeating; toroidal permalloy core; 4 windings: 2 parallel-wound 35.5-ohm each, and 2 separately-wound 51-ohm each; 43/6" x 3%" x 11/6" over-all; metal case; stud mounting.



	Ref.

symbol
	&
	81
	82
	83
	$
	82
	98
	81
	88
	6 6









	2" x ¾" x ¼" x ¼"; equipped with 2 fuse mounting. nent, medium screw base; 3" long, np, 10-v; and 0.176-amp, 90-v. fer contacts and 2 make-before-break 00-ohm d-c; panel mounting; approx ct assembly; windings: primary 250-c; panel mounting, approx 4" long x 1 to inctive and 2,030-ohm noninductive and 2,030-ohm noninductive and 2,030-ohm noninductive and 2,030-ohm noninductive and 2,030-ohm noninductive and 2,030-ohm noninductive to fact assemblies; windings: primary 155-ohm d-c, secondary 2,230-45/6" long x 13/6" wide x 11/6" high. break contact assemblies; windings: primary 700-ohm noninductive, tertiary mounting, 41/2" long x 13/6" high; mounting, 41/2" long x 13/6" high; panel mounting 42/6" long x 13/6" high; ma ± 5/0.
	06
	FUSE: indicating alarm-type; rated 1½ amp; 1½, long, ½, wide; Battery fuse for cords 1-15, trunks 1-4, telephone fits under No. 10 screws on 1¾, centers; white bead.
	Battery fuse for cords 1-15, trunks 1-4, telephone and auxiliary telephone circuits.
	40



	LAMP: resistance; Jungsten filament, medium screw base: 3" long, 1½2" max diam; approx 0.046-amp, 10-v; and 0.176-amp, 90-v. RELAY: flat-type; 2 sets of transfer contacts and 2 make-before-break contact assemblies; winding 1,000-ohm d-c; panel mounting; approx 4" long x 1" wide x 1¾8" high. RELAY: flat-type; 1 make contact assembly; windings: primary 250-ohm d-c; secondary 270-ohm d-c; panel mounting, approx 4" long x 1" wide x 1¾8" high. RELAY: flat-type; 2 transfer and 1 break contact assemblies; winding 1,000-ohm d-c; (1,975-ohm inductive and 2,030-ohm noninductive windings in parallel); panel mounting, approx 4" long x 1" wide x 1¾8" high. RELAY: flat-type; 1 make contact assemblies; windings: primary 15% high; approx 1" wide. RELAY: flat-type; 4 make contact assemblies; windings: primary 475-ohm d-c, secondary 3,200-ohm d-c; panel mounting, 4½" long x 1½8" high; approx 1" wide. RELAY: flat-type; 1 make and 2 break contact assemblies; windings: primary 1,500-ohm d-c, secondary 700-ohm noninductive; tertiary 300-ohm noninductive; panel mounting, 4½" long x 1½8" high; approx 1" wide. RESISTOR: fixed: wire-wound; flat-type; noninductive; wound on a core of heat-resisting material; panel mounting 4½8" long x 1½8" high x 1½8" wide; 5-w, 1,000-ohm ±5%.
	91
	2" x 34" x 76"; equipped with 2 fuse mounting.
	Holds battery fuse.
	40



	RELAY: flat-type; 2 sets of transfer contacts and 2 make-before-break contact assemblies; winding 1,000-ohm d-c; panel mounting; approx 4" long x 1" wide x 13%" high. RELAY: flat-type; 1 make contact assembly; windings: primary 250-ohm d-c; secondary 270-ohm d-c; panel mounting, approx 4" long x 1" wide x 13%" high. RELAY: flat-type; 2 transfer and 1 break contact assemblies; winding 1,000-ohm d-c; (1,975-ohm inductive and 2,030-ohm noninductive windings in parallel); panel mounting, approx 4" long x 1" wide x 13%" high. RELAY: flat-type, individual cover with removeable cap, 1 set of transfer contacts; windings: primary 155-ohm d-c, secondary 2,230-ohm d-c each; panel mounting, 45%" long x 1%" wide. RELAY: flat-type; 4 make contact assemblies; windings: primary 475-ohm d-c, secondary 3,200-ohm d-c; panel mounting, 41%" long x 11%" high; approx 1" wide. RELAY: flat-type; 1 make and 2 break contact assemblies; windings: primary 1,500-ohm d-c, secondary 700-ohm noninductive, tertiary 300-ohm noninductive; panel mounting, 41%" long x 11%" high; approx 1" wide. RESISTOR: fixed; wire-wound; flat-type; noninductive; wound on a core of heat-resisting material; panel mounting 44%" long x 11%" high x 14%" wide; 5-w, 1,000-ohm ±5%.
	92
	
	Resistance lamp for ringing supply lead; ringing circuit.
	37



	RELAY: flat-type; 1 make contact assembly; windings: primary 250-ohm d-c; secondary 270-ohm d-c; panel mounting, approx 4" long x 1" wide x 13%" high. RELAY: flat-type; 2 transfer and 1 break contact assemblies; winding 1,000-ohm d-c; (1,975-ohm inductive and 2,030-ohm noninductive windings in parallel); panel mounting, approx 4" long x 1" wide x 13%" high. RELAY: flat-type, individual cover with removeable cap, 1 set of transfer contacts; windings: primary 155-ohm d-c, secondary 2,230-ohm d-c each; panel mounting, 4½" long x 1½" wide x 1½" high. RELAY: flat-type; 4 make contact assemblies; windings: primary 475-ohm d-c, secondary 3,200-ohm d-c; panel mounting, 4½" long x 1½" high; approx 1" wide. RELAY: flat-type; 1 make and 2 break contact assemblies; windings: primary 1,500-ohm d-c, secondary 700-ohm noninductive; panel mounting, 4½" long x 1½" high; approx 1" wide. RESISTOR: fixed; wire-wound; flat-type; noninductive; wound on a core of heat-resisting material; panel mounting 4½" long x 1½" high x ½" wide; 5-w, 1,000-ohm ±5%.
	101
	RELAY: flat-type; 2 sets of transfer contacts and 2 make-before-break contact assemblies; winding 1,000-ohm d-c; panel mounting; approx 4" long x 1" wide x 1%" high.
	Relay (M) to switch monitoring coil; operator's telephone circuit.
	38




	RELAY: flat-type; 2 transfer and 1 break contact assemblies; winding 1,000-ohm d-c; (1,975-ohm inductive and 2,030-ohm noninductive windings in parallel); panel mounting, approx 4" long x 1" wide x 1½% high. RELAY: flat-type, individual cover with removeable cap, 1 set of transfer contacts; windings: primary 155-ohm d-c, secondary 2,230-ohm d-c each; panel mounting, 4½% long x 1½% wide x 1½% high. RELAY: flat-type; 4 make contact assemblies; windings: primary 475-ohm d-c, secondary 3,200-ohm d-c; panel mounting, 4½% long x 1½% high; approx 1" wide. RELAY: flat-type; 1 make and 2 break contact assemblies; windings: primary 1,500-ohm d-c, secondary 700-ohm noninductive, tertiary 300-ohm noninductive; panel mounting, 4½% long x 1½% high; approx 1" wide. RESISTOR: fixed; wire-wound; flat-type; noninductive; wound on a core of heat-resisting material; panel mounting 4½% long x 1½% high x ½% wide; 5-w, 1,000-ohm ± 5%.
	102
	RELAY: flat-type; 1 make contact assembly; windings: primary 250-ohm d-c; secondary 270-ohm d-c; panel mounting, approx 4" long x 1" wide x 13%" high.
	Relay (T) to complete busy test circuit; operator's telephone circuit.
	38



	RELAY: flat-type, individual cover with removeable cap, 1 set of transfer contacts; windings: primary 155-ohm d-c, secondary 2,330-ohm d-c each; panel mounting, 4½" long x 1½" wide x 1½" high. RELAY: flat-type; 4 make contact assemblies; windings: primary 475-ohm d-c, secondary 3,200-ohm d-c; panel mounting, 4½" long x 1½" high; approx 1" wide. RELAY: flat-type; 1 make and 2 break contact assemblies; windings: primary 1,500-ohm d-c, secondary 700-ohm noninductive, tertiary 300-ohm noninductive; panel mounting, 4½" long x 1½" high; approx 1" wide. RESISTOR: fixed; wire-wound; flat-type; noninductive; wound on a core of heat-resisting material; panel mounting 4½" long x 1½" high x 1½" wide; 5-w, 1,000-ohm ± 5%.
	103
	RELAY: flat-type; 2 transfer and 1 break contact assemblies; winding 1,000-ohm d-c; (1,975-ohm inductive and 2,030-ohm noninductive windings in parallel); panel mounting, approx 4" long x 1" wide x 13%" high.
	Relays (FS) and (BS) for front and back cord battery control; cord circuit.
	36



	RELAY: flat-type; 4 make contact assemblies; windings: primary 475-ohm d-c, secondary 3,200-ohm d-c; panel mounting, 47%" long x 11%" high; approx 1" wide. RELAY: flat-type; 1 make and 2 break contact assemblies; windings: primary 1,500-ohm d-c, secondary 700-ohm noninductive, tertiary 300-ohm noninductive; panel mounting, 47%" long x 17%" high; approx 1" wide. RESISTOR: fixed; wire-wound; flat-type; noninductive; wound on a core of heat-resisting material; panel mounting 44%" long x 11%" high x 13%" wide; 5-w, 1,000-ohm ± 5%.
	12
	RELAY: flat-type, individual cover with removeable cap, 1 set of transfer contacts; windings: primary 155-ohm d-c, secondary 2,230-ohm d-c each; panel mounting, 45% long x 136" wide x 11% high.
	RELAYS (A) and (C) for cord supervision; cord circuit.
	36



	RELAY: flat-type; 1 make and 2 break contact assemblies; windings: primary 1,500-ohm d-c, secondary 700-ohm noninductive, tertiary 300-ohm noninductive; panel mounting, 4½ long x 1½ high; approx 1" wide. RESISTOR: fixed; wire-wound; flat-type; noninductive; wound on a core of heat-resisting material; panel mounting 4½ long x 1½ high x ½ wide; 5-w, 1,000-ohm ±5%.
	105
	RELAY: flat-type; 4 make contact assemblies; windings: primary 475-ohm d-c, secondary 3,200-ohm d-c; panel mounting, 4½" long x 11%" high; approx 1" wide.
	Signaling relay (R) trunk circuit.
	35



	RESISTOR: fixed; wire-wound; flat-type; noninductive; wound on a core of heat-resisting material; panel mounting 424 long x 11/2 high x 134 wide; 5-w, 1,000-ohm ±5%.
	106
	
	Sleeve-operated relay (SL); trunk circuit.
	35



	
	112
	RESISTOR: fixed; wire-wound; flat-type; noninductive; wound on a core of heat-resisting material; panel mounting 4% long x 11/2 high x 13/4" wide; 5-w, 1,000-ohm ±5%.
	Battery supply resistance (A); auxiliary telephone circuit.
	40






TABLE VI (continued)

NOTE. Reference symbols appear in schematic diagrams or in the text.










	Ref.
	Name of part and description
	Function
	Fig.

No.




	113
	RESISTOR: same as ref. No. 112, except 5,000-ohm ±5%.
	Busy test ground resistance (B); auxiliary telephone circuit.
	40



	114
	RESISTOR: same as ref. No. 112, except 600-ohm ±5%.
	Contact protection resistor (E); dial cord circuit.
	42



	115
	RESISTOR: same as ref. No. 112, except 9,000-ohm ±5%.
	Resistor (A) and (B) of busy test network; operator's telephone circuit.
	38



	116
	RESISTOR: same as ref. No. 112, except 6,000-ohm ±5%.
	Resistor (C) of busy test network; operator's tele-

phone circuit.
	38



	117
	RESISTOR: same as ref. No. 112, except 8,080-ohm ±5%.
	By-pass resistor (D) for busy test; operator's tele-

phone circuit.
	38



	118
	TERMINAL PUNCHING: U-shaped solder terminal; 3/8" high x 3/8" x 5/8".
	Terminations for ground wires at location of battery fuses.
	9



	119
	TERMINAL STRIP: insulating strips clamped to a steel base strip to hold 4 rows of 5 terminals each; 121/4, high x 13/4, wide x 21/5, thick.
	Connecting strip for trunk relay unit.
	35



	121
	THERMISTOR: in a nitrogen-filled glass tube inclosed in a fiber tube with metal ends; 15% long, 14" diam; 50,000-ohm, 0-amp; 250-ohm, 0.025-amp.
	Signaling time delay element (C); trunk circuit.
	35



	122
	VARISTOR: half-wave; 22 disks; panel mounting; 3%" long x 111/2" wide x 7%" high.
	Rectifier (B) for signaling circuit; trunk circuit.
	35



	123
	VARISTOR: conducts current in both directions; 0.5-w; resistance is approx 2,000-ohm, 0.1-v; 15-ohm, 1.5-v; 6 disks; panel mounting, 21/8" long x 11/16" high x 11/16" wide.
	Nonlinear element (E) for click reduction; operator's telephone circuit.
	38








	40
	40
	36
	42
	33, 34
	33, 34
	33, 34
	7.1
	11
	11




	Connects field telephone set to auxiliary telephone circuit.
	Connects line or trunk jacks to auxiliary telephone circuit.
	Line and trunk connecting cords (ANS) and (CALL); cord circuit.
	Dial cord.
	Connection to lines and trunks through the spade 33, 34 terminals of connectors.
	Multiple connections between switchboards.
	Multiple cable terminal strips at top of switchboard. 33, 34
	Cable for heater units and light outlets.
	110-v power connection at top of switchboard.
	110-v power connection at top of switchboard.



	CORD ASSEMBLY: patching; 2-conductor, rubber-insulated with green cotton covering; 9'6" long, 3-conductor plug on one end and phone tips on the other.
	CORD ASSEMBLY: patching; 3-conductor; low-resistance (0.24-ohm) rubber-insulated with black cotton covering; 6 ft long with 3-conductor plug on each end.
	CORD ASSEMBLY: switchboard; 3-conductor rubber-insulated with red cotton covering; 8 ft long with 3-conductor plug on one end and spade tips on the other.
	CORD ASSEMBLY: same as ref. No. 127, except with slate cotton covering.
	BINDING POST TM-197: brass, compression type, slotted top; approx 11/6" long over-all; No. 10-32 thread mounting stud.
	CABLE AND CONNECTOR ASSEMBLY: metal-covered phenolinsulated connector, 29 x 2 1/4 x 1 nover-all; with 50 angle terminals connected to 26-pair cable; 6' 4" free cable length when connected in place.
	TERMINAL STRIP: insulating strips clamped to fanning strip and steel base strip to hold 6 rows of 25 terminals each; 72½" long x 25% high x 31½" wide; with 4 roundhead machine screws No. 8-32 x 5% for mounting in switchboard.
	CABLE: steel-armored; flexible; 2-conductor; 14 AWG copper; approx 10 ft required per switchboard; 600-v insulation.
	RECEPTACLE: porcelain; female; twist-lock type; 2-conductor; 20-amp, 250-v; mounts in outlet box.
	RECEPTACLE: flush base; male; twist-lock type; polarized; 2-conductor; metal shell; composition base; 20-amp, 250-v; mounts on outlet box cover.



	125
	126
	127
	130
	149
	152
	162
	163*
	181*
	182*





* These reference symbols appear only on figure 71.

[image: Figure, page 66]




PARTS REFERENCE TABLE

NOTE: Peterence symbols appear in schematic diagrams or in the text.










	R.J.
	
	Function
	Fig.

No.



	183*
	RECEPTACLE: composition; female; duplex; 2-conductor; 10-amp, Outlet for soldering iron, lights, etc. 250-v; or 15-amp, 125-v; mounts in outlet box.
	Outlet for soldering iron, lights, etc.
	71




	* † 8 ;
	E10% medium screw
	Heater element.
	11



	311
	CORD CD-333: rubber-insulated and covered 26-pair cable; 35' free length with a 50-terminal spade connector on one end and a binding post terminal strip connector on the other end.
	Cords (UL), (UR), (LL), and (LR) to connect lines and trunks from frame to switch board.
	32



	316
	HEAT COIL: black; insufating shell; 36" diam, 242" long; 3.45-ohm resistance; will carry 0.35 amp for 3 hours.
	shell; 3/6" diam, 21/2" long; 3.45-ohm Protects office equipment from sneak currents on for 3 hours.
	32



	317
	PROTECTOR MOUNTING: 19" x 6" x 1%" steel support provided with springs equipped with heat coils and protector blocks (ref. Nos. 316, 318, and 319) to protect 50 pairs of wires.
	High potential and sneak current arrestor.
	32



	318
	PROTECTOR BLOCK: plain hard carbon block; 1" x 1/4" x 1/4",
	Used with porcelain block (ref. No. 319).
	32



	319
	PROTECTOR BLOCK: groved porcelain block; 1/8" x 2/6" x 3/6" x 3/6" with a carbon insert held in place by fusible cement.
	Used with carbon block (ref. No. 318) to provide an air gap cut-out for protection from high potentials.
	32



	352
	STRIP: black phenolic terminal mounting strip; 27% x 21% x 3%; drilled to mount 100 binding posts in two equal rows, with 50 holes drilled along one edge for fanning wires.
	Terminal strip for line wires and for cross-connection from protectors.
	32



	407
	itchboard plug and 1 special
	Test cord.
	84



	•
	These reference symbols appear only on figure 71.
	
	








	
	•
	
	-



	408
	CORD: black; 8-ft; 2-conductor, with 3-conductor switchboard plug and push-button key; rubber-insulated.
	Test cord.
	$



	409
	CORD: green; 10-ft; 2-conductor, with 3-conductor switchboard plug and 2 suspender clips; rubber-insulated.
	Test cord.
	$



	410
	CORD: green; 3-ft; 2-conductor, with 3-conductor switchboard plug on each end; rubber-insulated.
	Test cord.
	8



	411
	6-ft; 3-conductor, with 3-conductor
	Test cord.
	48



	413
	JACK: 3-conductor; used with W. E. Co. 310 plug; mounted 10 per strip on mounting of insulating material; 11% x 21% x 1%; fits 111% jack field.
	Test jacks (A) to (J) for switchboard tests.
	4 8



	414
	JACK: singly-mounted; 3-conductor; 1 independent make contact; 33% long, for 16, mounting hole in panels up to 5% thick.
	Test jack (TST) for voltmeter tests.
	47



	415
	tip and mount-
	(TLK) jack for ringing and talking on lines under test.
	47



	416
	efore-make contact assemblies; key top
	Reverses connections to line under test.
	47



	417
	KEY: keyshelf mounting, lever-type, double-throw; locking; staggered insulation; key top engraved G and RG, 1 make contact in G position; 1 break contact in RG position.
	(G) position grounds line; (RG) position opens t p side of ringing circuit.
	47




	423
	RESISTOR: fixed; noninductive; 400-ohm ±1%; 5-w; panel mounting, 45% x 11/2" x 1/4".
	Switchboard test circuit (A1).
	48



	424
	ref, No. 423, except 1,000-ohm ±1%.
	Switchboard test circuit (F) and (G).
	4 8



	425
	RESISTOR: same as ref. No. 423, except 750-ohm ±1%.
	Switchboard test circuit (B).
	48



	426
	RESISTOR: same as ref. No. 423, except 1,800-ohm ±5%.
	Switchboard test circuit (H).
	84



	427
	RESISTOR: fixed; noninductive; 2-section; 380- and 900-ohm ±1%; 5-w panel mounting, 45% x 11/2" x 1/4".
	Switchboard test circuit (E).
	48



	
	
	
	İ





NOTE: Reference symbols appear in schematic diagrams or in the text.










	
	Name of part and description
	Function
	Fig.

No.



	RESISTOR: sam
	RESISTOR: same as ref. No. 427, except 20- and 5,590-ohm ±1%.
	Switchboard test circuit (C).
	8




	RESISTOR: san
	RESISTOR: same as ref. No. 427, except 44- and 3,480-ohm ±1%.
	Switchboard test circuit (A).
	48



	RESISTOR: san
	RESISTOR: same as ref. No. 427, except 69.6- and 5,245-ohm ±1%.
	Switchboard test circuit (D).
	$



	TERMINAL PI
	TERMINAL PUNCHING: U-shaped; for solder connections; 11/6" x 11/2" x 11/2"; single-screw mounting.
	For connecting a field set to the test circuit.
	41



	VOLTMETER val movemen
	VOLTMETER: d-c; 0- to 100-v; 2% accuracy; 100,000-ohm D'Arsonval movement; flange 3½" diam; self-contained.
	Testing meter.
	47



	AMMETER: dohm; D'Arsocalibrated for
	AMMETER: d-c; 20-0-20 amp; zero center; 2% accuracy; 0.00125-ohm; D'Arsonval movement; 3½" flush mounting; self-contained; calibrated for 0.09" steel panel.
	Battery charge and discharge meter.
	$



	BELL: a-c or c 3½" x 1½".
	BELL: a-c or d-c type; 680-ohm d-c resistance; 24- to 60-v; 51/3" x | Audible night alarm bell. 31/2" x 11/2".
	Audible night alarm bell.
	$



	BINDING PO.
	BINDING POST TM-109: screw-type insulated top; 3% diam; 13% D-c power supply terminals (C). long (open); No. 10-32 thread 3% long.
	D-c power supply terminals (C).
	4



	BUZZER: a-c

2" x 11/8".
	BUZZER: a-c or d-c type; 680-ohm d-c resistance; 20- to 60-v; 2¾" x Audible fuse alarm buzzer (FA). 2" x 1½".
	Audible fuse alarm buzzer (FA).
	4



	BUZZER: sam
	BUZZER: same as ref. No. 507.
	Audible no-voltage alarm buzzer (C).
	45



	CAPACITOR:
	CAPACITOR: fixed; paper; 4.0-mf; tolerance 4.0- to 5.0-mf; 200-v d-c; 4%4\% x 1%1\% x 1%1\% voer-all; stud mounting.
	To provide a slight time delay for night alarm circuit; capacitors (A) and (A1).
	3



	CAPACITOR min 1.7-mf; ing.
	CAPACITOR: fixed; paper; oil-filled; hermetically-sealed; max 2.3-mf; min 1.7-mf; 2,500-v d-c (working); 4%" x 1½" x 1½%"; stud mounting.
	Interrupter contact protection; capacitors (C) and (D).
	94








	512
	CAPACITOR: fixed; paper; oil-filled; hermetically-sealed; max 9.2-mf; min 6.8-mf; 2,500-v d-c (working); 55%" x 5" x 1½"; stud mounting.
	Interrupter contact protection; capaictors (A) and (B).
	46




	513
	CIRCUIT BREAKER: magnetic; 2 poles; 15-amp; toggle action; manual reset; time delay curve D; black bakelite case.
	Control and overload protection for battery main discharge leads.
	46



	514
	CIRCUIT BREAKER: magnetic; 1-pole; 10-amp; toggle action; manual reset; time delay curve D; black bakelite case.
	Control and overload protection for leads to (A) and (B) receptacles.
	46



	515
	CIRCUIT BREAKER: same as ref. No. 514.
	Control and overload protection for leads to (C) binding posts.
	46



	516
	CIRCUIT BREAKER: same as ref. No. 514.
	Control and overload protection for battery leads to interrupter (INT).
	46



	517
	COIL: repeating; toroidal core; 2 primary windings each 2.35-ohm d-c; 27.8-ohm secondary tapped to give ratios of 1.9 to 1, 3.02 to 1, and 3.18 to 1; 8\%" x 11" x 51\%".
	Ringing transformer used with the interrupter (ref. No. 526).
	46



	518
	COIL: retardation; toroidal core; 2 windings each 3-ohm ±1%; 85%" x 11" x 51%".
	Coil (A) of bridge network for night alarm circuit.
	43



	520
	CORD: 7-ft; two No. 18 AWG conductors; rubber-covered; black; plug on one end.
	Telering 110-v a-c supply cord.
	46



	522
	FUSE: alarm-type; 11%-amp, 90-v; white glass indicating bead; interchangeable with fuse (ref. No. 90) of Switchboard BD-110; 111/16" x 13.6.".
	Battery fuse for voltmeter test and night alarm circuit.
	43



	526
	INTERRUPTER: ringing; vibrating pole-changer type; 1,300-ohm operating coil: 9½" x 1½%" x 5½".
	To furnish ringing current from 48-v d-c.
	46



	527
	KEY: lever-type; single-throw; locking; panel mounting; top 214214 " x 166166 , approx 412412 long; 2 sets of transfer contacts in each position.
	Night alarm key (NA).
	43



	528
	KEY: push-button type; nonlocking; 2 make contacts; 21/2 diam; approx 31/2 long.
	No-voltage alarm audible cut-off key (D).
	45



	529
	KEY SW-178: rotating-button type; double-throw; locking; 3 make contacts in each position; ½ diam; 3½ long.
	No-voltage alarm control key (G).
	45



	532
	LAMP: telephone switchboard; 36-v, 0.032- to 0.044-amp; tungsten flament.
	No-voltage alarm lamp (E).
	45






TABLE VI (continued) PARTS REFERENCE TABLE

NOTE: Reference symbols appear in schematic diagrams or in the text.




















	Fig.

No.
	46
	46
	9
	46
	46
	43
	43
	43
	45
	45
	43
	46
	+3



	Function
	Ringing power outlet (TELER).
	Ringing power outlet (INT).
	For connection to battery charger (BAT CHG).
	D-c power outlets (A) and (B).
	For connection to battery and to switchboard.
	Night alarm release relay (AR).
	Night alarm lock-in relay (NA).
	Night alarm relay (AU).
	No-voltage alarm control relay (A).
	No-voltage alarm audible cut-off relay (B).
	Resistor (C) to delay operation of night alarm relay (NA).
	Interrupter contact protection resistor (A).
	Resistors (A) and (B) of night alarm bridge network.




	Name of part and description
	RECEPTACLE: twist-lock; midget motor base; male; flush mounting; polarized; 2-conductor; 10-amp, 250-v.
	RECEPTACLE: same as ref. No. 536.
	RECEPTACLE: twist-lock; motor plug; flush base in casing; male; polarized; 3-conductor; 20-amp, 250-v.
	RECEPTACLE: motor plug; flush base; male; polarized; 3-conductor; D-c power outlets (A) and (B). 10-amp, 250-v; or 15-amp, 125-v.
	RECEPTACLE: metal housing equipped with 2-conductor, round-prong, female, polarized receptacle; 30-amp, 250-v.
	RELAY: flat-type; 3,500-ohm winding; 1 break contact; equipped with individual cover.
	RELAY: flat-type; 750-ohm winding; 2 make contacts; equipped with individual cover.
	RELAY: polarized; 25-ohm winding; 1 set of transfer contacts.
	RELAY: a-c. operated; 3,000-ohm winding; 1 set of transfer contacts; equipped with individual cover.
	RELAY: general purpose; 3,300-ohm winding; 1 set of transfer contacts.
	RESISTOR: fixed; wire-wound; flat-type noninductive; 5-w; 5,000-ohm ±5%.
	RESISTOR: same as ref. No. 548, except 5-ohm ±5%.
	RESISTOR: fixed; wire-wound; noninductive; flat; punched; iron core; 3-ohm.



	Ref

symbol
	536
	537
	538
	539
	542
	543
	544
	545
	546
	547
	548
	549
	550














	552 TELER

60-cyc

562 VOLTM

type;

panel.

603** RECEP

250-v;

compc
	
	Ringing power generator.
	46




	
	le; delivers 95-v, 20-cycle current. ETER: d-c; 0- to 75-v, 2% accuracy; 75,000 ohms, D'Arsonval-3½ flush mounting; self-contained; calibrated for 0.09 steel TACLE: composition; duplex; female; 2-conductor; 10-amp, or 15-amp, 125-v.
	:
	



	
	ETER: d-c; 0- to 75-v, 2% accuracy; 75,000 ohms, D'Arsonval-3½ flush mounting; self-contained; calibrated for 0.09 steel TACLE: composition; duplex; female; 2-conductor; 10-amp, or 15-amp, 125-v.
	
	



	
	TACLE: composition; duplex; female; 2-conductor; 10-amp, or 15-amp, 125-v.
	Indicates the battery voltage.
	46



	
	
	For connection to circuits requiring a-c power, receptacles 3, 4, 5, and 6.
	65



	
	KECEFIACLE: female; twist-lock; 2-conductor; 20-amp, 250-v; composition body 1%" diam and 1%" long, flush mounting.
	For connection to circuits requiring a-c power; receptacles 1, 2, 7, and 8.
	65



	605** RECEP ing; e
	RECEPTACLE: metal housing 2¼" diam and 1¾" long, base mounting; equipped with 2-pole, round-prong plug receptacle; female; polarized: 30-amp, 250-v a-c (same as ref. No. 542).
	For connection to a-c power supply.
	65



	606** CIRCUI action 31%", 3
	CIRCUIT BREAKER: magnetic; 2-pole; 230-v a-c, 25-amp; toggle action, manual reset; time delay curve D; black bakelite case; 5%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%" x 3%
	Control and overload protection for circuits con-

nected to receptacles (ref. Nos. 603 and 604).
	65



	701 CHEST with s
	CHEST UNIT T-26: carbon transmitter fastened to metal chest plate with special hinged fastening; includes 2 straps and 1 switch.
	Operator's transmitter unit.
	38



	709 PLUG F
	PLUG PL-58: 3-conductor; 3 brass prongs molded in phenol mounting.
	For connecting head and chest set to switchboard.
	38



	710 | RECEIV | 23%" c
	RECEIVER R-22: telephone receiver in metal case with phenol cap; 23%" diam; 1½" long.
	Operator's receiver.
	38



	722 RECEIV
	RECEIVER R-30: magnetic receiver unit in small metal case.
	Operator's receiver.
	38



	731 CHEST
	CHEST SET TD-1.
	Operator's transmitter unit.
	38



	741 CORD:
	CORD: 4-conductor; rubber-insulated; 6 ft long.
	Connects plug to transmitter and receiver.
	38



	742 PLUG:
	PLUG: two 2-conductor plugs loosely mounted in a phenol shell.
	For connecting telephone set to switchboard.
	38



	743 RECEIVER:
	RECEIVER: magnetic-type receiver unit in a phenol case; 135-ohm, 1.000-cycle.
	Operator's receiver.
	38



	744 TRANS
	FER: carbon transmitter unit in metal case which is a metal chest plate; curved phenol transmitter horn.
	Operator's transmitter.
	38





** These references appear only on figure 65.
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Figure 34. Magnéto line circuit, wiring diagram, Switchboard BD-110-(


	17. LINE CIRCUIT, MAGNETO (flg. 34). This circuit can be used with equipment employing 16- to 20-cycle ringing current for signaling. It cannot be used with telephones or circuits which require direct current for supervisory or transmission purposes, since no direct current is applied to the line through this circuit. Ringing current applied to the circuit from the line causes the drop to fall. Contacts on the drop close a night alarm circuit and give an audible signal when the drop falls. When a line is in use, a busy signal is provided through the sleeve of the plug in the multiple jacks from battery in the associated cord circuit. The magneto line circuit may be connected to the following types of equipment or circuits:

	a. Military local battery (magneto) telephones such as Telephone EE-3-C ),EE-4-( ),EE-5,andEE-8-( ).

	b. Commercial local battery (magneto) telephones.




	C. Switchboards as follows :




	(1) Magneto line circuits in Switchboard BD-14, BD-71, BD-72-( ), BD-80-( ), BD-89-( ), BD-91-( ), BD-96, other BD-110-( ), and commercial switchboards.

	(2) Line circuits equipped with ring-down relays and arranged for twoway ringing in Switchboards BD-74 and BD-78 and in commercial switchboards.

	18. TRUNK CIRCUIT, UNIVERSAL TWO-WAY TO DIAL OR MANUAL OFFICES (flg. 35). This is a universal trunk circuit with its associated dial circuit providing for two-way service between Switch board BD-110-( ) and a dial (automatic) or a common battery tele phone central office. This circuit can be connected to a telephone line circuit or a trunk circuit of a dial or manual common battery telephone central office. The trunk can be connected in place of any dial or manual common battery telephone.

	a. Functions. The functions of the trunk circuit are as follows:




	(1) To provide means for establishing incoming or outgoing connections to dial (automatic) or common-battery telephone central office.

	(2) To provide a locked-in line lamp on incoming ringing signals.

	(3) To make the jack-sleeve test busy when the line lamp is lighted.

	(4) To provide an operating path for the night alarm circuit when the line lamp is lighted.

	(5) To extinguish the line lamp when the call is answered.

	(6) To close the loop toward the telephone central office when a plug is in the answering jack or in a multiple jack.

	(7) To provide a through-ringing path for operating the cord-ringing relay when a plug is in the answering jack or in a multiple jack.
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Figure 35. Universal trunk circuit, schematic diagram, Switchboard BD-110-( ).


	(8) To prevent a false line-lamp signal upon disconnection.

	(9) To provide a dialing path in the trunk which is free from series or bridged apparatus when the dial cord plug is in the dial jack.

	(10) To prevent a false pulse when the dial cord plug is inserted in the dial jack.

	(11) To provide a talking path when a cord plug is in the answering jack or in a multiple jack.

	(12) To provide for dial cord dialing.

	b. Detailed Description of Outgoing Calls. (1) TO MANUAL COMMON BATTERY CENTRAL OFFICE. A cord-circuit plug inserted in the answering jack or in a multiple jack causes ground to be connected to the С lead which, in turn, operates relay SL. Relay SL closes the bridge on the inside of the repeating coil which signals the called central office.

	(2) TO DIAL CENTRAL OFFICE. A cord-circuit plug inserted in the answering jack or a multiple jack causes ground to be connected to the С lead which, in turn, operates relay SL. Relay SL closes the bridge on the inside of the repeating coil to the central office. This operates the equipment at the called central office and dial tone can be heard in the operator's receiver. When the dial cord plug is inserted in the dial jack, the trunk circuit is disconnected from the line and short-circuited, and the dial is connected to the line. The short circuit in the repeating coil (in the trunk circuit) at this time prevents a dial pulse from being trans mitted back through the switchboard to the calling party. When dialing is completed, the dial cord plug must be removed from this dial jack to permit listening for the ringing or busy back tones. ,».

	c. Detailed Description of Incoming Calls. (1) GENERAL. When ringing current is applied on the trunk circuit at the associated central office, relay R operates on its secondary winding and locks on its primary winding under the control of relay SL. Relay R does not operate immediately on the ringing current, because thermistor С is in series with the secondary winding. The thermistor is a thermal device which ordinarily has a very high resistance, approximately 100,000 ohms. During the ringing period, the thermistor heats up (in about % second) and its resistance drops to approximately 1 ,000 ohms. This permits relay R to operate on the half-cycles of ringing current which are blocked by varistor В. In addition to locking up, relay R, operated, lights the lamp associated with the answering jack, connects ground to the night alarm circuit, connects battery through the 700-ohm winding of relay SL to the jack sleeve, and serves as a busy test in multiple switchboards.

	(2) ANSWERING ON INCOMING CALLS. The insertion of the answering plug of a cord circuit in the answering jack extends ground over the С lead, through the contacts of the jack, and operates relay SL.



[image: Figure, page 76]

Relay SL, operated, removes the short circuit from one winding of the repeating coil, closes the repeating coil across the line, and opens the ground to the contacts of relay R. This releases relay R which ex tinguishes the lamp and opens the circuit to the night alarm circuit. When the circuit on the inside of the repeating coil is closed, it also discharges capacitor A through the varistor B and the 300-ohm winding of relay SL. Although this winding prevents the possibility of heavy surges of current from the capacitor which would result in welding or pitting of relay contacts, it does not interfere with the operation of relay R or ringing current. The closing of two windings of the repeating coil across the trunk trips machine ringing in the central office and provides a holding bridge for the central office connection.


	19. UNIVERSAL CORD CIRCUIT (fig. 36). These cord circuits are of the universal type. They provide for connections between com mon battery lines, between magneto lines, from common battery to magneto lines, and from magneto to common battery lines or trunks. Signal lamps located on the keyshelf (fig. 21) between the key and plug provide for supervision on common battery lines. Signal lamps located in the face of the switchboards behind the plugs and below the magneto line drops (fig. 20) provide for recall and disconnect signals on magneto lines.

	a. Functions. The functions of the universal cord circuit are as follows:

	(1) To provide means for supervising common battery connections.

	(2) To provide means for making busy tests.

	(¿3) To provide means for. connecting the operator's telephone set to the cord circuit.

	(4) To provide means for ringing on either the tip or ring of the calling cord.

	(5) To provide means for establishing talking connections.

	(6) To provide a nonlocking lamp ring-off signal on magneto line con nections.

	b. Connection to Magneto Lines. (1) INCOMING CALLS. The insertion of the plug of the answering cdrd into the jack of a magneto line in response to a call prevents the BS relay from operating, and the A lamp from lighting, since the sleeve circuit of the line jack is open (fig. 34). Under this condition, the three windings of the A relay are connected-series aiding, and remain bridged across the tip and ring of the answering cord for ring-off supervision. Answer the call with the talk-ring key in the TALK position.

	(2) OUTGOING CALLS. The insertion of the plug of the calling cord into a multiple jack of the magneto line prevents FS relay from operating since the sleeve circuit of the line jack is open. Under this condition, the
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Figure 36. Universal cord circuit, schematic diagram, Switchboard BD-110-( ).

windings of the С relay are connected-series aiding, and remain bridged across the tip and ring of the calling cord for the ring-down supervision. Operating the ringing key supplies ringing current to the line and rings the called party. The talk-ring key should be in the TALK position while not ringing so that 'the operator may know when a call is answered at the distant end of the line, since no supervision is obtained when the call is answered.


	(3) COMPLETION OF CONVERSATION. When the magneto tele phone user disconnects, ringing current is applied to the line through the operation of a hand generator at the magneto station, operating either the A or С relay, depending upon which cord is connected to the magneto line. The operation of the A or С relay lights the R lamp during the time that ringing current is applied, thus providing a non-locked-in disconnect signal.

	c. Connection to Conference Circuit. The insertion of the plug of a cord into a conference circuit jack prevents the BS or FS relay from operating because the jack circuit is open at the sleeve. The three wind ings of the A or С relay are connected series-aiding, and remain bridged across the tip and ring of the cord. In the normal use of the conference circuit, the relays associated with the half of the cord circuit connected to the conference jack do not function.

	d. Connection to Common Battery Lines. (1) INCOMING CALLS. When the plug of the answering cord is inserted into the jack of the common battery line in response to a call, the ground on the line jack sleeve causes the BS relay to operate and light the A lamp. The operation of the BS relay connects ground and battery to the tip and ring of the cord through the SI and S2 windings of the A relay, operating the A relay which short circuits the A lamp, thus extinguishing the answering supervisory lamp. Now, with the talk-ring key in the TALK position, the call can be answered.

	(2) OUTGOING CALLS. The insertion of the plug of the calling cord into a multiple jack of a common battery line causes the^FS relay to operate and the С lamp, in series with the FS relay, to light. The oper ation of FS relay connects ground and battery, respectively, to the tip and ring of the calling cord through the SI and S2 windings of the С relay. Operating the ringing key applies ringing current to the line and rings the called party. When the called party answers, the С relay operates and short circuits the С calling supervisory lamp, thus ex tinguishing the lamp.

	(3) COMPLETION OF CONVERSATION. When a conversation is completed and the parties hang up, the circuit is broken at each tele phone hook switch or lever switch. This releases the A and С relays and lights the A and С supervisory lamps. The associated cords may now be



disconnected from the jacks. This releases the BS and FS relays, and extinguishes the A and С lamps, thereby restoring the circuit to normal. The noninductive windings of relays FS and BS act to slow down the collapse of the magnetic flux of these relays on disconnection.


	e. Connection to Universal Trunk Circuits. (1) INCOMING CALLS. In response to an incoming call signal, the plug of an answering cord is inserted into the line jack of a trunk. The supervising lamp A will not light as it does when the plug is connected to a common battery line, since the sleeve of the trunk jack is not grounded. Supervision of the connection depends upon the lamp associated with the cord connected to a local line. Should the local operator fail to disconnect the cords at the completion of a call, the distant operator can light the A supervisory lamp by placing ringing current on the line thus causing the recall lamp to light through the operation of the A relay.

	(2) OUTGOING CALLS. The insertion of the plug of a calling cord into the line jack of an answering or multiple jack of a trunk circuit prevents the FS relay from operating, since the sleeve of the trunk jack is not grounded. Therefore, lamp С associated with the calling cord will not light and will not provide calling cord supervision.

	(3) COMPLETION OF CONVERSATION. When the conversation is completed and the parties hang up, the A or С relays associated with the cord connected to the line in Switchboard BD-110-( ) are released. This lights the A or С supervisory lamp and serves as a disconnect signal. The cords are taken down, releasing BS or FS relays, extinguishing the A or С lamp, and restoring the circuit to normal.

	f. Busy Test. When making a busy test, the TALK-RING key is operated to TALK. The tip of the plug of the calling cord is touched to the sleeve of the multiple jack of the called line. A click of the receiver of the associated operator's telephone circuit indicates a busy line. If there is no click, the line is idle, and the plug of the calling cord may be inserted into the multiple jack of the called line. (See par. 21b (2) for a detailed description.)





20. RINGING CIRCUIT (flg. 37).

a. With the keys of the ringing circuit in the normal position, ringing current passes through the resistance lamp and over the No. 2 lead; through the talk-ring key of the cord circuit, when operated to the ring position ; and out on the ring side of the line to ring bells connected from the ring side of the line to ground. With the master ringing MR key operated, the ringing leads to the cord circuit are reversed, and ringing current goes out on the tip of the line to ring bells connected from the tip to ground. Bells connected across the line will ring with the MR key in either position from ringing current on one side of the line through the bells to generator ground on the other side of the line. The resistance
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Figure 37. Ringing circuit, schematic diagram, Switchboard BD-110-().

lamp protects against overload by the increase in resistance of the tungsten filament as the current through the lamp increases.


	b. Operation of the emergency ringing EMG key opens the continuous ringing lead and places the hand generator across the ringing leads. Turning the crank of the hand generator provides the ringing power.

	21. OPERATOR'S TELEPHONE CIRCUIT (fig. 38). This circuit is used by the operator for talking, monitoring, and making busy tests.

	a. Functions. The functions of the ringing circuit are as follows:




	(1) To permit the operator to talk over cord circuits.

	(2) To permit the operator to monitor.

	(3) To permit the making of busy tests.

	(4) To permit the operator to use cords of adjacent switchboards.

	b. Detailed Description. (1) TALKING AND MONITORING. The operation of the talk-ring key of the associated cord circuit connects the telephone circuit to the cord circuit for talking, monitoring, or for making busy tests. The operation of first the MON key and then the talk-ring key to TALK allows monitoring of a connection. The MON key operates the M relay; the M relay disconnects the tip and ring leads and the operator's receiver from the induction coil, and connects them to the monitoring repeating coil. This permits the operator to listen in on the connection and renders the transmitter ineffective. The repeating coil bridged across the tip and ring of the cord circuit causes very little transmission loss. Restoring the MON key to normal position causes M relay to release, and restores the circuit to normal.
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	(2) BUSY TEST. By means of the A, B, C, and D resistors, the A capacitor, and the BT retardation coil, tests may be made on the sleeves of lines which are connected either to battery or to ground when busy. The insertion of the plug of the operator's telephone in the telephone jack operates the T relay, and connects ground to the C resistor which, with the A and B resistors, forms a potentiometer. Current flowing through this potentiometer sets up a potential at the junction of resistors B and C. This junction is connected with the A capacitor and the tip and ring of the telephone circuit through the windings of the BT retardation coil. When the tip of the cord touches the busy-line sleeve (which may be connected to either battery or ground), the difference between the potential of the junction of the B and C resistors and the potential of the sleeve of the line causes a surge through the winding of the induction coil and causes a click in the listening operator's receiver. This click re-occurs when the tip of the cord is removed from the busyline sleeve of the jack. If the line is not busy, no click occurs when the tip of the plug is touched to the sleeve of the jack.

	(3) GROUPING (figs. 36, 38, and 39). Operation of the GR key of Switchboard BD-110-( ) opens the T and R connections between the talk-ring keys of the cord circuits and the telephone circuit. The T and R leads from the cord circuits are connected through the make contacts of the GR key to the telephone circuit of an adjacent position. With the GR key operated, operating the talk-ring key of any cord circuit to TALK on a position will allow the operator on the adjacent position to talk to or monitor on parties connected to this cord circuit and to test for busy with the calling plug of this circuit.

	(4) ALTERNATE OPERATOR'S SET. To permit the use of a standard Headset HS-30 and Chest Set TD-1 instead of the conventional 4-wire operator's set, a 3-wire jack and associated repeat coil are provided.





22. AUXILIARY OPERATOR'S TELEPHONE CIRCUIT (fig. 40).

This circuit is used to permit a second operator on the switchboard when traffic conditions warrant.


	a. Functions. The functions of the auxiliary operator's telephone circuit are as follows:

	(1) To permit the operator to talk over magneto lines and universal trunks from field telephone used as an operator's telephone by means of a patching cord or the universal cord circuit.

	(2) To permit the operator to talk over common battery lines by means of the universal cord circuit.

	(3) To permit the making of busy test.

	(4) To provide busy signals on magneto lines when a patching cord is used.
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Figure 38. Operator's telephone circuit, schematic diagram, Switchboard BD-110-(


	b. Detailed Description. The location of front and keyshelf equipment is shown in figures 20 and 21.

	(1) AUXILIARY OPERATOR'S CIRCUIT. The auxiliary operator's telephone circuit is completed by patching from the TEL jack to a field telephone by means of a two-wire, plug-ended cord (fig. 40).

	(2) ANSWERING CALL. When the answering plug of a universal cord circuit is inserted into the jack of the calling line or trunk, and the calling plug is inserted into the LINE jack, the line is connected to the field telephone. With magneto lines and trunks, a patching cord with
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Figure 39. Grouping circuit, functional diagram, Switchboard BD-liO-(
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Figure 40. Auxiliary operator's telephone circuit, wiring diagram, Switchboard BD-110-( ).

plugs on each end can be used instead of a cord circuit.


	(3) MAKING CALL. When the answering plug of a cord circuit is inserted into the LINE jack, and the calling plug is inserted into the jack of the desired line or trunk, ringing current is supplied through the talk-ring key of the cord circuit. Magneto lines are connected with a patching cord instead of a cord circuit. In this instance, ringing current is supplied from the field telephone.

	(4) BUSY TEST ON MAGNETO LINE OR TRUNK. A circuit is prepared for testing on a magneto line or a universal trunk by operation of the BT key to MAG which grounds one side of the circuit through the busy test circuit. When the sleeve of the jack being tested is touched with the tip of the plug of the patching cord, a circuit is completed through the field telephone. If the line or trunk is busy, battery is con nected (from the cord circuit causing the busy condition) to the sleeve. The test completes a circuit through the capacitors of the field telephone and the B resistor to ground. The surge of current in the charging of the capacitors in the field telephone causes a click in the receiver. When the circuit is broken, the discharge of the capacitors causes another click.

	(5) BUSY TEST ON COMMON BATTERY LINE. A circuit is prepared for testing on a common battery line, by operation of the BТ key to CB. In this instance, ground is connected to the jack sleeve of a busy line. The test completes a circuit to battery through the field tele phone and the A resistor.

	(6) BUSY SIGNAL. When the patching cord is used in connection with magneto lines instead of a cord circuit, a busy signal is provided by the extension of battery through the A resistor to the sleeve of the line jack.
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Figure 41. Conference circuit, wiring diagram, Switchboard BD-110-( ).

23. CONFERENCE CIRCUIT (flg. 41). This circuit consists of ten jacks wired in parallel to connect a number of lines for conference pur poses. All lines connected to the conference circuit by switchboard cords (par. 12f) are connected together by straps between the conference jacks. A person talking at any station can then be heard by all connected stations.

[image: Figure, page 86]

24. DIAL CORD CIRCUIT (fig. 42). With the plug of the dial cord circuit inserted in the DIAL jack of the trunk circuit, the equipment in the dial office is held through the pulse con tacts of the dial. When the dial returns to normal from any oper ated position, the pulse contacts are momentarily opened a num ber of times, corresponding to the operated position. Thus if
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Figure 42. Switchboard BD-l)0-( ), dial cord circjtit, schematic diagram.

the dial% is pulled to 9 and released, the dial contacts will be momen tarily opened nine times while the dial is returning to normal. Capacitor B and resistor E protect the dial contact from excessive arcing.


	25. CABINET BE-72 TEST CIRCUITS. The test circuits in Cabinet BE-72 provide a convenient means of setting up connections for testing various circuits in the switchboard, and for testing on lines. For use and detailed function of test circuits see paragraph 31.

	a. Voltmeter Test Circuit. The voltmeter test circuit can be used to perform the following functions:

	(1) To ring on magneto or common-battery lines.

	(2) To provide a talking connection to magneto or common-battery telephone users with the operator's telephone set in a switchboard position, or with a subset connected to the test set.

	(3) To provide for disconnecting the voltmeter and test battery when ringing or talking on a line.

	(4) To reverse the connections from the tip and ring of the line to the voltmeter and test battery.

	(5) To connect ground to one side of the line for the purpose of making tests for crosses and Insulation resistance.

	b. Switchboard Test Circuit. The switchboard test circuit is used for making routine tests and for locating trouble in the switchboard circuits. It can be used to perform the following functions:

	(1) To check the continuity of lamps in common-battery line circuits.

	(2) To check the make-and-break- contacts of the common-battery multiple line jacks.

	(3) To apply a d-c operate test to the line drops of the magneto lines and trunk circuits.

	(4) To check the operation and to provide means for readjusting the night alarm relays.




	(5) To provide means for testing for defective cords, plugs, and keys.

	(6) To apply an operate-and-release test to the supervisory relay.

	(7) To apply a nonoperate test to the sleeve relay.

	(8) To apply an operate test to the sleeve relay.

	(9) To provide means for testing the ringing contact of the ringing keys.

	(10) To provide means for testing for non-click on the TALK-RING keys.

	(11) To provide operate test on a-c ringing relays in universal trunk circuits:

	(a) To apply a ringing current operate test to the a-c ringing relay of the universal trunk circuits.

	(¿) To apply a d-c operating test to the bridging relay of the universal trunk circuit.





26. NIGHT ALARM CIRCUIT (flg. 43).


	a. Functions. The night alarm circuit can be operated to perform the following functions:

	(1) To give an audible signal on incoming calls from common-battery subscriber lines, magneto lines, and trunk lines.

	(2) To silence the audible night alarm signal for common-battery lines when the RLS key is operated.

	(3) To remove the night alarm circuit from service when the night alarm signal is not required.

	(4) To open both sides of the winding of the AU relay when the NA key is operated.

	(5) To connect the battery directly to the AU lead for the purpose of lighting the line lamp without giving an audible signal.

	b. Detailed Description of Night Alarm Circuit. When the NA key is normal and there is an incoming call from any magneto line, the drop shutter closes the circuit to ground. This causes the NB bell to operate, providing an audible signal to the operator. Restoration of the drop shutter to normal opens the circuit and silences the bell. When a call originates on any of the common-battery lines, common-battery manual trunks, or dial trunks, a circuit is closed from battery through the Wheatstone net which consists of the A retardation coil and the A and B resistors through the line lamp to the ground. When the circuit is first closed, a surge of current flows from the battery through the В resistor, the AU relay, the A resistor, the line lamp, and the line to ground, and operates the AU relay. This current flows through the relay since the inductance in the windings of the A retardation coil prevents the current from building up rapidly in these windings. When the build up is complete in the windings of the A retardation coil, the current no
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•3 longer flows through the AU relay, and the relay releases. By operating the AU relay, ground is connected to the NA relay which operates and holds through the back contact of the AR relay. The NA relay, when energized, operates the NB bell as an audible signal. Operating the RLS key energizes the AR relay and releases the NA relay which, in turn, silences the NB bell. When the night alarm is not required, the NA key is operated. This opens the operating path of the NB bell from the magneto line, connects battery directly to the AU lead, and disconnects the winding of the AU relay from the Wheatstone net circuit.

27. FUSE ALARM CIRCUIT (fig. 44). When a grasshopper battery fuse blows, its spring makes contact with the alarm stud of its fuse block. Battery on the spring connects through the FA buzzer to ground, and operates the FA buzzer as a warning signal that a fuse has blown. When the fuse is removed from the fuse block, the FA buzzer is silenced.
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Figure 44. Fuse alarm circuit, schematic dia gram, Panel BD-90.

28. NO-VOLTAGE ALARM CIRCUIT (flg. 45). This circuit pro vides an alarm when the ringing voltage decreases below a given value. The A relay is connected directly across the output leads from the ring ing supply and is normally held operated by the ringing voltage. When the ringing voltage decreases below a predetermined value, the A relay releases, lighting the E lamp and operating the С buzzer. The buzzer is silenced by the operation of the (nonlocking) D key which operates the В relay. The B relay, operated under the control of the A relay, locks itself and silences the buzzer by opening the buzzer circuit. When the ringing voltage has been restored to normal, the A relay operates, re moving ground from the rest of the circuit. This extinguishes the E lamp and returns the circuit to its normal condition.



29. PANEL BD-90 POWER AND RINGING CIRCUITS (fig 46).

a. The meters, receptacles, and circuit breaker switches on the upper front panel of Panel BD-90 provide for control, interconnection, and
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Figure 45. No-voltage alarm circuit, schematic diagram, Panel BD-90.
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Figure 46. Panel BD-90, power and ringing supply circuits, schematic diagram.

protection of the 48-volt, d-c power circuits (fig. 8). The ammeter is con nected to show the difference between the charge and discharge cur rents. Deflection in the charge or discharge direction will indicate which current is the greater. With the MAIN circuit breaker switch in the ON position, 48-volt, d-c power is connected to the switchboard and the alarm circuits. Power is connected to the A and B receptacles, the С binding posts, or the ringing interrupter when, with the MAIN circuit breaker operated, the respective circuit breaker switch is thrown to the ON position.


	b. In the telering ringing generator, 60-cycle commercial power through the transformer drives a vibrating reed by buzzer action. The reed is tuned by a small weight and makes contact at proper intervals to allow 20-cycle current to be delivered at the TELER socket. Capacitors and radio-frequency chokes are used to avoid interference with radio circuits.

	e.* In the Western Electric Company's No. 84G ringing interrupter, a tuned vibrating reed is driven by 48-volt direct current through a buzzer contact. The reed vibrates at 16 to 20 cycles per second. Contact arms attached to the reed make a contact at each end of the stroke. Alternate make and break of the two contacts allows current to flow alternately through opposite transformer (repeating coil) primary windings to ground at the center tap. The secondary of the transformer is adjustable to provide the ringing voltage required. Capacitor and resistors are pro vided to prevent excessive burning of the contacts. The a-c line key is provided to prevent damage to the contacts; should the armature stick when the interrupter is started. Another key, not shown on the sche matic, is provided but is not used in this circuit. This key reverses the d-c supply leads when the circuit is designed to connect these leads to terminals 1 and 2 of the interrupter.
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SECTION IV MAINTENANCE

NOTE: Unsatisfactory performance of this equipment will be reported immediately on W.D., A.G.O. Form No. 468. If Form No. 468 is not available see TM 38-2SO.



30. GENERAL.


	a. Major sources of trouble in telephone equipment are:

	(1) Wires broken off.

	(2) Relay and keys out of adjustment.

	(3) Dirty key and relay contacts.



Trouble can be reduced to a minimum by careful handling while trans porting, installing, and maintaining the equipment. This is particularly true of the cords attached to Frames FM-19 and to Switchboards BD-110-( ). Reduce contact troubles by keeping the relay covers in place and the rear and cordpit doors of the switchboard closed when not working on the equipment. Move the wires as little as possible when locating trouble and repairing equipment, and do not move the wires to perform routine testing or cleaning.


	b. Routine tests using the switchboard test circuit of Cabinet BE-72 are explained in paragraph 31 below. Make these tests immediately after installing the set; after a general cleaning of equipment; and, periodi cally, about once each month or as required. At frequent intervals, the switchboard cords and plugs should be inspected for worn cords and bent or worn plugs. Make an occasional inspection for tightness of the screws holding the fuses, cord tips, and terminal strips. Tests on a line should be made when the line is connected to the switchboard. These will ordinarily be made using Cabinet BE-70-( ), but the voltmeter test circuit of Cabinet BE-72 can be used as explained in paragraph 31 below. Insulation resistance tests made on lines, especially if made during wet weather, are a good indication of the condition of the lines, and can be used as a guide in routine line maintenance. .Refer to para graph 13 for the working limits of connected lines.

	c. Dirty key, relay, and jack contacts are the most common causes of central office trouble. Other common causes are open lamps, broken wires, and relays sticking due to dirt. Less common causes are crosses between apparatus terminals, lamps turned in their jacks to short the



lamp jack springs, and foreign material in the line and trunk jacks. If previous experience does not give a clue to the location of the trouble, set up the circuit, using the test circuits of Cabinet BE-72 or other switchboard circuits to simulate the conditions under which the trouble occurred. Examine the action of the circuit under these conditions. It is sometimes helpful to examine the position of the associated relays. If there is a question whether the trouble is in the line, cord, operator's telephone, or other circuit, substitute other circuits of the same type, one at a time, to associate the trouble with the proper circuit. Using a test receiver or a volt-ohmmeter, test for open contacts, wires, or parts, or for crosses or grounds which could cause the observed trouble. The repairman should be thoroughly familiar with the functioning of the circuits before attempting to locate trouble.

d. Start the emergency power equipment at regularly scheduled intervals and transfer the central office load to it. Make sure that the equipment is in good condition. Run it long enough for it to heat up and show signs of defects, if any. Transfer the ringing load from the interrupter to the telering or vice versa to insure the proper operation of both.
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Figure 47, Cabinet BE-72, voltmeter test circuit, schematic diagram.



31. TESTING WITH CABINET BE-72.


	a. Voltmeter Test Circuit (fig. 47). This circuit is used for routine testing of magneto and common-battery lines, and for making tests on out-of-order lines as follows:

	(1) VOLTMETER TEST. (a) Test for Grounds and Crosses. To test for grounds on the ring side of the line, patch the line under test to the
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TST jack and operate all keys to the normal position. This connects the voltmeter in series with the test battery to the ring side of the line. If the line is clear, the voltmeter will show no deflection or, at most, only slight deflection. However, in a magneto line with a bell connected directly from either the tip or ring lead to ground with no capacitor in series with the bell, a deflection will show. To test the tip side of the line for grounds, operate the reversing key REV. If. on the above tests, the voltmeter shows a reading in excess of the test battery voltage, it indicates a cross to battery on the line, probably a cross with another line. In this in stance, the voltmeter reading will be the sum of the test battery voltage and the voltage of the battery cross.


	(6) Test for Short Circuits. To test for short circuits, patch the line under test to the TST jack, and operate key G which on its contact, connects ground, in series with the voltmeter. Operate and restore the reversing key REV. If the line is short-circuited, the voltmeter will de flect to the approximate test-battery voltage reading, and will read the same when REV key is operated and restored.

	(c) Test for Continuity. Conduct tests for continuity in a manner similar to that of the test for a short circuit (subpar. (b) above). Patch the line under test to the TST jack and operate the G key. Then operate and restore the REV keys several times. This will cause momentary deflections of the voltmeter needle as a result of charge and discharge of the capacitance on the line. If the needle does not return to zero after both operation and restoration of the REV key, it indicates trouble or line leak. Tests for grounds should always precede tests for continuity.

	(d) Insulation Resistance Tests. These tests can be made only on lines on which the ringers are in series with capacitors. Patch the line under test to TST jack and operate the G key. If the line is free from faults or grounds, the deflection of the voltmeter before the calling party removes the receiver from the switchhook is a measure of the insulauon resistance of the line. The insulation resistance may be calculated by the use of the following formula:



X=RE−VV X = R \frac{E - V}{V} 

Where X = unknown insulation resistance


R = resistance of voltmeter (100,000 ohms)



V = voltmeter reading

E = test battery voltage.


	(e) Testing Voltage of Test Battery. Check the voltage of the test battery by first connecting a plug with tip and ring short-circuited to the TST jack and then operating the G key.

	(/) Ballistic Capacitance Tests. Capacitance tests are made as de scribed in subparagraph (c) above. The momentary deflection is a measure of the line capacity.




	(2) TALKING AND RINGING, (a) Talking to Telephone Users by Using Calling Cord. When necessary to talk with the user of a magneto or common-battery telephone, patch the telephone user's line to the TST jack. Insert a calling-cord plug into the TLK jack, thus furnishing a transmitter battery supply from the cord circuit for a common-battery telephone, and disconnecting the voltmeter from the ring of the line. To ring the called party, operate the cord circuit talk-ring key in the regular manner. The talking connection from the operator's headset may be established by operating the cord circuit talk-ring key.

	(b) Talking to Telephone User by Using Subset. When it is necessary to talk over a common-battery line using a subset wired to LI and L2 terminal punchings, patch the line to the TST jack, and insert a calling cord plug into the TLK jack. Ring over the cord circuit in the regular manner. For a magneto line, use a magneto subset connected to LI and L2. Patch the line to the TST jack, and insert a plug with tip, ring, and sleeve open into the TLK jack. Ring with the hand generator of the subset.

	(c) Ringing on Line with Receiver-off-hook Condition. When a tele phone user on a common-battery party line (bell circuits connected be tween either side of the line and ground) has left the receiver off the switchhook, the bell cannot be rung from the switchboard. To ring the parties on that line, operate the talk-ring key of the cord circuit con nected to the TLK jack, and operate the RG key to open the ringing generator ground from the line. With the generator ground removed, ringing current passes through the bells to ground and rings the bells. The bells on both sides of the line usually ring at the same time because of the connection between the tip and ring through the station having a receiver off the hook; however, to be sure that all bells are rung, the REV key should be operated to ring on the tip side of the line.

	b. Switchboard Test Circuit (flg. 48). This circuit is used in making routine tests and in locating trouble on the cord sleeve relays, supervisory relays, line lamps, line circuit drops, and night alarm relays. The tests are made from the front of the switchboard. Connect the circuit under test to the jacks in the switchboard test circuit, op the front of Cabinet BE-72, either with a cord circuit or by means of patch ing cords. Provision is made for giving the testman a v'sual or audible indication of the performance of the equipment under test. Before making any of the following tests, the testman should be familiar with the switchboard operation as outlined in paragraph 12. The tests are made as follows:

	(1) CHECK OF CONTINUITY OF LINE LAMPS. First connect a test plug, with the tip and ring shorted, to the D jack. Connect one end of the two-conductor 3-foot, double-ended test cord 410 (fig. 48) to the С jack and insert the other end in a jack of the line under test until the
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Figure 48. Cabinet BE-72, switchboard lest circuit, schematic diagram.

tip of the plug makes contact with the ring-spring of a jack. This completes the circuit for lighting the associated line lamp through the 1,000-ohm resistor. The line lamp should light and thus indicate continuity of the filament.


	(2) CHECK OF MAKE-AND-BREAK CONTACTS OF COMMON-BATTERY LINE MULTIPLE JACKS (fig. 49). With the associated talk-ring key operated to TALK, connect a spare cord circuit to the F jack. Then connect one end of the three-conductor, double-ended test cord 411 (fig. 48) to the G jack, and the other end to the jack under test. The supervisory lamp of the spare cord should light, due to ground on the sleeve of the line jack, and remain lighted as an indication of no trouble. If the tip or ring break contacts of a jack do not break, the supervisory relay of the spare cord will operate and extinguish the associated supervisory lamp as a trouble indication. In the event that the ring break contacts do not break, the line lamp will light as an additional trouble indication. In case the auxiliary make contacts of the jack do not make, the supervisory lamp of the spare cord will not light. This indicates trouble. A momentary make of the tip- or ring-contacts of the jack while rotating the plug in the jack under test causes a click in the operator's telephone receiver and indicates trouble in the jack.

	(3) TESTING MAGNETO LINE CIRCUIT DROPS (fig. 50). To apply an operate test to the line drop of the magneto lines, connect the key-ended cord 408 (fig. 48) to the D jack and patch a jack of the line under test to the E jack by means of the test cord 407 (fig. 48), equipped with a test plug. First connect the test plug to the line circuit jack. The white line marked on the shell of the test plug shall be on the underside of the plug shell when inserting the plug in the jack. Remove the heat coils associated with the line under test. Then operate the key on the end of cord 408. This completes the testing path and applies the operate test current to the line circuit drop.

	(4) TESTING AND READJUSTING NIGHT ALARM RELAYS.

	(a) Testing. To test the operation of the night alarm relays, connect the key-ended cord 408 to the D jack, and connect a three-conductor patching cord 411 equipped with three-conductor plugs at both ends to the C jack. Hold the key on the end of the cord operated, and slowly insert the free end of the patching cord into a common-battery line jack until the tip of the plug makes contact with the ring-spring of the jack. This test is made with the night alarm key normal. The connection of the tip of the plug to the ring of the line jack should cause the night alarm to function and light the line lamp.

	(b) Readjusting. If it is necessary to readjust the night alarm relays, select any common-battery line jack which has been checked as described in subparagraphs (1) and (2) above. The key-ended cord should be connected to the D jack, and one end of the three-conductor patching
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Figure 49. Test of contacts of common-battery line jacks, Switchboard BD-110-( ), functional diagram.
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Figure 50. Test of magneto line circuit drops, Switchboard BD-110-( ), functional diagram.

cord equipped with plugs should be connected to the C jack. With the key (on the end of the cord) operated, and with the night alarm key in normal position, insert the free end of the patching cord slowly into the common-battery line jack until the tip of the plug makes contact with the ring-spring of the jack. This will cause a surge through the winding of the polarized (AU) relay in the night alarm circuit. Adjust the relay to operate momentarily from this surge. Failure of the night alarm circuit to operate when the battery line lamp lights indicates faulty operation of the night alarm circuit.

(5) TEST FOR DEFECTIVE CORDS, PLUGS, AND KEYS. Connect a test plug with the tip and ring shorted to the A jack. With the talk-ring key of the cord circuit under test operated to TALK, connect the plug of the cord circuit under test to the C jack. Under this condition, a defective cord, plug, or key causes a click in the operator's telephone receiver.
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Figure 51. Test of supervisory relay, Switchboard BD-110-( ), functional diagram.

(6) OPERATE AND RELEASE TEST OF SUPERVISORY RELAY (fig. 51). Connect the plug of the cord under test to the C jack, and connect the key-ended cord to the A jack. The supervisory lamp associated with the cord under test lights and remains lighted until the key on the end of the cord is operated. The operation of the key applies an operate test current to the supervisory relay. Release the key. This applies the release test current to the supervisory relay. Apply a soak current to the supervisory relay by momentarily connecting a test plug with the tip and ring shorted to the F jack. Continued lighting of the lamp after the operation of the key indicates a failure of the supervisory relay to operate on the operate test value. Failure of the supervisory lamp to relight upon release of the key or upon removal of the test plug indicates failure of the supervisory relay to meet its release test value.
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Figure 52. Test of sleeve and supervisory relays, Switchboard BD-110-(), functional diagram.

(7) NONOPERATE TEST OF SLEEVE RELAY AND CHECK TEST FOR CONTINUITY OF THREE WINDINGS OF SUPER-VISORY RELAY (fig. 52). Connect the plug of the cord under test to the B jack, and connect the plug of any other cord to the C jack. This operates the supervisory relay, but not the sleeve relay. If the recall lamp of the cord under test lights, there is no trouble. This test, then, also performs a continuity test on the three windings of the supervisory relay. Failure of the recall lamp to light indicates that the sleeve relay fails to meet its nonoperate requirements, or that the supervisory relay fails to meet its operate requirements on the three windings.


[image: Figure 53. Operate test of sleeve relay, Switchboard BD-110-( ), functional diagram.]
Figure 53. Operate test of sleeve relay, Switchboard BD-110-( ), functional diagram.


	(8) OPERATE TEST OF SLEEVE RELAY (fig. 53). Connect the plug of the cord under test to the A jack and connect the plug of any other cord to the B jack. If both the sleeve relay of the cord circuit under test and the supervisory relay of the cord circuit associated with the B jack operate satisfactorily, the recall lamp of the latter cord circuit will light, and the associated sleeve relay should remain inoperative. If the recall lamp associated with the B jack lights, there is no trouble.

	(9) TALK-RINGING KEY TEST (fig. 54). Insert the plug of a spare cord in the F jack, and insert the plug of the cord under test into
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Figure 54. Ringing key test, Switchboard BD-110-( ), functional diagram.
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Figure 55. Nonclick lest of talk-ring key, Switchboard BD-110-( ), functional diagram.


	the G jack. Then operate the talk-ring key of the cord under test to the RING position. If the recall lamp of the spare cord lights while the ring ing key is operated, there is no trouble.

	(10) NONCLICK TEST OF TALK-RING KEYS (fig. 55). Insert the plug of any calling (front) cord into the F jack and operate its associated talk-ring key to TALK. Then insert the plug of the calling cord under test into the С jack, operate its associated talk-ring key to TALK and allow it to release unrestrained. As the talk-ring key returns to normal, faulty operation of the key under test is indicated if there is a click in the operator's telephone receiver. This may be caused by a momentary opening of the break-contact on the RING position of the key as it releases from the TALK position.

	(11) TESTING A-C RINGING AND BRIDGING RELAYS OF UNIVERSAL TRUNK CIRCUITS. To make an operate test on the ringing relays of the trunk circuits, connect the key-ended cord to the D jack. Patch from the M.D.F. terminals (fig. 74) of the trunk under test to the J jack by means of the clip-ended test cord 409 (fig. 48). Be sure to remove the heat coils associated with the trunk under test. The operation of the key completes the testing path, applies the test current to the ringing relay, and should cause the line. lamp to light. The lamp should remain lighted when the key is released. To extinguish the line lamp, connect the plug of a spare cord circuit to the line jack of the trunk circuit under test. If the light goes out, it indicates that the bridging relay is operating.





32. MOISTUREPROOFING AND FUNGIPROOFING.


	a. Problems Encountered. Communication failures commonly occur when Signal Corps equipment is operated in tropical areas where temperature and relative humidity are extremely high. The following problems are typical :

	(1) Resistors, capacitors, coils, transformer windings, etc. fail.

	(2) Electrolytic action takes place in resistors, coils, transformer wind ings, etc., causing eventual break-down.

	(3) Hook-up wire and cable insulations break down. Fungus growth accelerates deterioration.

	(4) Moisture forms electrical leakage paths on terminal boards and insulating strips, causing flash-overs and crosstalk.

	(5) Moisture provides leakage paths between battery terminals.

	b. Treatment. A moistureproofing and fungiproofing treatment has been devised which, if properly applied, provides a reasonable degree of protection against fungus, insects, corrosion, salt spray, and moisture. The treatment involves the use of a moisture- and fungi-resistant varn ish applied with a spray gun or brush. Refer to TB SIG 13, Moisture
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proofing and Fungiproofing Signal Corps Equipment, for a detailed description of the varnish-spray method of moistureproofing and fungiproofing.

CAUTION: Varnish spray may have toxic effects if inhaled. Use respirator if available; otherwise, fasten cheesecloth or other cloth mer nose and mouth.


c. Step-by-step Instructions.


	(1) SWITCHBOARD BD-110-( ).

	(a) Disassembly.

	1. Release the catches and remove the front, rear, and top panels of the switchboard.




	2. Release the four screws and remove the knee panel and canvas cord-weight protector (panel and canvas not to be treated).




	3. On the rear of the switchboard remove the cable connector from the binding posts by loosening the screws (cable con nectors to be treated).




	4. Remove the eight screws from each cable connector and re move the metal covers (covers not to be treated).




	5. Remove the four screws from the cable connector for power cables; remove the metal cover (cover and cables not to be treated).




	6. Loosen the two thumbscrews and raise the binding post panel; lock it in place with side brackets.




	7. Remove the four screws from the bottom of the generator shaft, and remove the hand generator; disconnect the wires (generator to be treated).




	8. Raise the keyshelf, loosen the key retaining screws, and turn the clamp so that it will slide by the key mounting bars.




	9. Remove the shells from the plugs (plug shell and cord not to be treated).




	10. Remove the fuses from the rear equipment (fuses not to be treated).







	(ft) Masking.

	1. Screw down the binding-post screws on the connecting panel.




	2. Mask the spade-clip contact on the cable connectors.




	3. Mask the key-spring contacts and cam mechanism, after raising the keys above the keyshelf. When they are masked, replace the keys.




	4. Cover the local cable and jack equipment in the face of the switchboard with cloth, and hold it in place with masking tape.




	5. Mask the spring contacts of the operator's jacks in the piling rail.
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	6. Mask the cord pulleys on the underside of the cord shelf. Use a strip of cloth or paper and hold in place with masking tape.

	7. Mask the fuse blocks on the rear equipment.

	8. Mask the openings in the plug receptacles in the base of the switchboard.





(c) Drying.

1. Dry the equipment from 4 to 6 hours at 140° F for the switch board, and from 2 to 3 hours at 160° F for the generator.



(d) Varnishing.

CAUTION: Varnish spray may have toxic effects. Use a respirator if available. Otherwise, fasten cheesecloth or other cloth over nose and mouth.


	1. Apply three coats of moisture- and fungi-resistant varnish.

	2. Use a brush to varnish the spring pile-up and armature .wind ing of the hand generator. Remove the armature to reach both sides of the coil.

	3. Use a brush to varnish the terminal screws and conductors inside the plug body.

	4. When spraying the terminal side of the relay rack equipment, slant the spray gun up and down so varnish will not penetrate into the holes in the mounting plates.

	5. After the varnish is dry, remove the cover from the local cable and jack equipment in the face of the switchboard, and brush three coats of varnish on the local cable and on soldered con nections.

	6. Do not varnish the rubber jacket, the textile jacket cables, nor the cords.

	(e) Reassembly and Testing. Reassemble the equipment and test it for proper operation.

	(/) Marking. Mark the equipment MFP, followed by the date of treatment.






(2) DISTRIBUTING FRAME FM-19.


	(a) Disassembly.

	1. Remove Frame FM-19 from Case CS-59.




	2. Loosen the six straps and, uncoil the cable (jacketed cable not to be treated).




	3. Remove the screws from the cable connectors, and remove the metal cover (cover not to be treated).




	(b) Masking.

	1. Screw down the binding-post screws.




	2. Mask the protector springs, including carbon blocks, and the heat coils.




	3. Mask the spade-clip contacts on the cable connectors.
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	(c) Drying. Dry the equipment from 2 to 3 hours at 160° F.

	(d) Varnishing.

	1. Apply three coats of moisture- and fungi-resistant varnish.




	2. Do not varnish the metal framework.




	(e) Reassembly and Testing. Reassemble the equipment and test it for proper operation.

	(/) Marking. Mark the equipment MFP, followed by the date of treatment.

	(3) CABINET BE-72.

	(a) Disassembly.

	1. Remove Cabinet BE-72 from Case CS-66.




	2. Remove the clip-spring cover.




	3. Remove the eight screws from the top edge of the bindingpost compartment; screw down the binding-post screws.




	4. Lift off the binding-post compartment to expose the under side. Do not disconnect the wires.




	5. Remove the six screws holding the key panel; pull the panel forward. Do not disconnect the wires.







	(b) Masking.

	1. Mask the jack spring contacts and sleeve.




	2. Mask the key-spring contacts and cam mechanism.







	(c) Drying. Dry the equipment from 4 to 6 hours at 140° F.




	(d) Varnishing. Apply three coats of moisture- and fungi-resistant varnish.

	(e) Reassembly and Testing. Reassemble the equipment and test it for proper operation.

	(/) Marking. Mark the v equipment MFP, followed by the date of treatment.

	(4) TEST SET BE-70-C ).

	(a) Disassembly.

	1. Remove the rear panel.




	2. Remove the generator crank and the four screws from the bottom of the generator. Remove the generator and discon nect the wires (generator to be treated).




	3. Remove the fuses and screw down the connecting screws.




	4. Loosen the screw and remove the shell from the retardation coil (shell not to be treated).




	5. Screw down the connecting screws on the terminal strip.




	6. Remove the escutcheon plates, if any, from the front of the board around the keys.




	7. Remove the two screws from each key, and pull the keys forward.
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	(b) Masking. *

	1. Mask the armature, pivot screws, pole pieces, and adjusting screw of the buzzer.




	2. Mask the key-spring contacts and lever mechanism; push the keys back in place after masking.




	(c) Drying. Dry the equipment from 2 to 3 hours at 160° F.

	(d) Varnishing.

	1. Apply three coats of moisture- and fungi-resistant varnish.




	2. Apply varnish around the edges of the voltmeter glass window, adjustable arrow, and resetting screw.




	3. Apply varnish, using a brush, to the generator spring pile-up and armature coil; revolve the armature to reach both sides of the coil.




	(e) Reassembly and Testing. Reassemble the equipment and test it for proper operation.

	(/) Marking. Mark the equipment MFP, followed by the date of treatment.

	(5) POWER PANEL BD-90.

	(a) Disassembly.

	1. Loosen the four screws and remove the telering from the panel (telering to be treated).




	2. Remove the covers from the buzzers and bell (covers not to be treated).




	3. Loosen the screw and open the interrupter glass-panel door.







	(b) Masking.

	1. Mask the fuse blocks.




	2. Mask the spring contacts on the keys and lamp sockets.




	3. Mask the plug receptacles on the rear panel.




	4. Mask the key tops on the rear panel.




	5. Mask the gong, clapper, armature, and pole pieces of the bell.




	6. Mask the pole pieces, vibrator spring, and spring contacts of buzzers.







	(c) Drying. Dry the equipment from 2 to 3 hours at 160° F.




	(d) Varnishing.

	1. Apply three coats of moisture- and fungi-resistant varnish.




	2. Brush the varnish around the edges of the meter glass windows and over the adjusting screws.




	3. Brush the varnish on to the interrupter coil.







	(e) Reassembly and Testing. Reassemble the equipment and test it for proper operation.

	(/) Marking. Mark the equipment MFP, followed by the date of treatment.
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(6) TELERING.


	(0) Disassembly.

	1. Loosen the four screws and remove the bottom cover plate (plate not to be treated).




	2. Loosen the four knurled screws and remove the face plate (plate not to be treated).




	3. Loosen one bolt and remove the bracket holding the plug receptacle (bracket not.to be treated).




	4. Remove the four screws and raise the transformer to expose the underside of the coil.




	(1) Masking.

	1. Mask the fuse clips.




	2. Mask-the vibrator reed and adjusting screw.




	(c) Drying. Dry the equipment from 2 to 3 hours at 160° F.

	(d) Varnishing. Apply three coats of moisture- and fungi-resistant varnish.

	(e) Reassembly and Testing.

	1. Reassemble the equipment and test it for proper operation.




	2. Replace the telering on Power Panel BD-90.







	(/) Marking. Mark the equipment MFP, followed by the date of treatment.

	(7) TOOL EQUIPMENT: VOLT-OHMMETER, MODEL NO. 564.

	(a) Disassembly.

	1. Loosen the four screws and remove the case (case not to be treated).




	2. Disconnect the battery leads and remove the battery (battery not to be treated).







	(¿0 Masking.

	1. Mask the terminal ends of the pin jacks.




	2. Mask the battery-adjusting rheostat.




	3. Mask the ends of the battery leads.







	(c) Drying. Dry the equipment from 2 to 3 hours at 160° F.




	(d) Varnishing. .

	1. Apply three coats of moisture- and fungi-resistant varnish.




	2. Apply the varnish, with a brush, around the edges of the meter glass window and over the adjusting screw.







	(e) Reassembly and Testing. Reassemble the equipment and test it for proper operation.

	(/) Marking. Mark the equipment MFP, followed by the date of treatment.
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33. WIRING DIAGRAMS.


	a. Schematic diagrams are drawn in simplified form to show how the circuit operates. Wiring diagrams show the exact circuit wiring, the wire colors, the manufacturer's code. of each piece of apparatus, and the functional designations (in parentheses). The functional designations are the same as those shown on the schematic diagrams. These functional designations are also stamped on the apparatus or on the mounting plate adjacent to the apparatus and are referred to in table VI. The wiring diagram shows, in addition to the above, the relative location of appa ratus terminals as viewed from the wiring side of the apparatus. The wiring diagrams are shown in figures 62 to 74.

	b. The wiring diagrams for universal trunk and universal cord circuits use the airline system of showing connections (figs. 72 and 74). With this system each piece ot apparatus is arbitrarily numbered and lines called feed lines, representing the individual wires, are carried a short distance and are terminated at a common or base line running at right angles to the feed lines. The feed lines representing the individual wires are marked with the color of the wire (if color-coded); they also have a number near the base line which is the same as the number of the piece of apparatus to which the other end of the wire connects. It is not necessary to trace a connection through the common or base line and no provision is made for doing so. By observing the color and identification number (or number only if the wire is not color-coded), it is possible to move directly to the other end of the wire. For example, in figure 74, the D-161985-58 relay SL has been arbitrarily assigned the number 7. Con nected to terminal 2 of the top assembly are 2 red-orange-white wires. One of these wires runs to apparatus 12 which is the D-162081-C terminal strip, and examination of the feed lines of 12 shows that the R-O-W wire from 7 connects to terminal T. The other wire is connected to apparatus 9 which is the D- 162038 repeat coil A, and examination shows that the R-O-W wire from 7 connects to terminal 1 of this coil. The other wires may be traced in the same manner.

	34. STORAGE BATTERIES. Maintain the electrolyte in the storage batteries at the proper level. The voltage of the battery should be as follows: i

	a. Not less than 44 volts.




	b. Not more than 56 volts if the batteries are being charged during use.

	c. Between 50.4 and 52.8 volts if the batteries are trickle-charged or floated.

	CAUTION: Violent gassing and a rise in temperature of the electrolyte are two indications of too high a charging current. Open flames, lighted cigarettes, and other burning articles should be kept
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away from the batteries. Poor connections cause sparking and are therefore very dangerous fire hazards. Do not change connections without turning off the MAIN circuit breaker on Panel BD-90 and the control switch on Rectifier RA-36-( ). The instructions for the care and use of the battery, outlined in TM 11-430, should be carefully followed.

35. SWITCHBOARD PLUGS, CLEANING. In order to maintain high grade transmission through the cord circuits, clean all plugs as often as required to maintain brightness. Use a light oil and cake (jeweler's) rouge or a paste-type metal polish (Signal Corps stock No. 6G1516). The use of light oil and cake rouge is preferred, as there is less tendency to use too much polishing material and it is easier to remove the unused portion of the polishing material from the plug. Pour a few drops of light oil on the cake to soften the rouge, so that a small portion of the rouge is transferred to the rag when rubbed across the cake. Polish the plug to brightness. Remove all polishing material with a clean portion of the polishing cloth.



36. SWITCHBOARD CORD REPAIRS.


	a. General. The cords and plugs furnished with Switchboard BD-110-( ) are wax-treated, after assembly, to be moisture-resistant, and it is not recommended that frayed cords be repaired nor defective plugs replaced in the field. If it is necessary to do so, either of the methods explained in subparagraphs b and с below may be used. If possible, after repair and before the plug shell is replaced, dip the plug from the base to shoulder in melted paraffin or beeswax. The cord repair tools referred to by number are the 312B cord-cutting tool, the 316 plug vise, and the 444A crimping tool, all manufactured by the Western, Electric Co. These tools are a part of Tool Equipment TE-44.

	b. Solderless-cord-tip Method. (1) Remove the shell from the plug. Remove the two contact screws. Place the plug in the 316 plug vise. Tighten the chuck of the 316 tool by turning the crank counter clockwise with the handwheel held. Release the handwheel, hold the cord, and turn the crank counterclockwise to remove the cord.

	(2) If the cord is frayed directly behind the plug, place the cord in the 312B cutting tool. Close and latch down the upper part of the tool. Turn the handle so that the L side faces the front. Close down the handle to cut off the end of the cord. With the handle down, rotate the cord to cut the two outer braids. Release the handle. Release the catch to open the tool. Slide off the outer braid of trie cord by pulling and twisting in the direction of the twist of the conductors. Untwist the conductors and cut off the filler cords. Serve the butt of the cord with thread, if available.

	(3) Place the cord on the gauge block of the 444A crimping tool with the
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butt in the recess at the left of the block. Cut the blue (ring) and red (sleeve-) conductors accurately to the length of the RS slot. Cut the white (tip) conductor to the length of the T slot. With diagonal cutting pliers, strip the rubber insulation from the red conductor. Place a 133 (long) cord-tip in the T slot in the jaw of the 444A tool, eyelet down, and insert the end of the white (tip) conductor in the open shank of the cord-tip. Rotate the crank of the 444A tool once in a clockwise direction to crimp the tip. Remove the tip conductor. Insert a 132 (short) cordtip and the blue (ring) conductor in the R slot of the 444A tool and crimp as before. Remove the cord from the 444A tool.


	(4) Bend the stripped sleeve conductor back over the butt of the cord. Insert the cord in the plug (in the 316 tool) and crank the cord into the plug to about three turns before its final position. If necessary, press the end of the cord with pliers to aid in starting the cord into the plug. Cut off the sleeve conductor flush with the base of the plug. Turn the cord in until tip and ring-cord tips line up with the tapped holes in the plug. Place and tighten the contact screws to fasten first the ring and then the tip conductors to the terminal plates. Replace the plug shell. Test the cord before returning it to service.

	C. Punched-hole Method. If tools or material are not available for repairing frayed cords by the method described in subparagraph b above, the following method can be used :

	(1) Remove the plug from the cord as described in subparagraph b (1) above. If a plug vise is not available, use pliers to remove the plug (grasp the plug behind the shoulder to avoid scoring the part which is inserted in the jack).

	(2) Cut off the end of the cord and remove the outer braid as described in subparagraph b (2) above. If a cord cutting tool is not available, use the diagonal cutting pliers. Serve the butt of the cord with thread, if available. Remove the rubber insulation from the sleeve conductor. Turn the sleeve conductor back over the butt of the cord and place the plug on the cord as described in subparagraph b (4) above.

	(3) Opposite each contact screw terminal plate, strip^inch of the rubber insulation from the proper conductor. Leave the insulation on the end of each conductor to prevent the tinsel wires from fraying out. Do not cut the tinsel wires while stripping the insulation. With a suitable needle or awl applied directly above the associated screw hole, pierce the center of each conductor. Run the awl through until the hole is large enough to take the contact screw. Place and tighten the contact screws. Cut off the ends of the conductors, leaving enough rubber insulation on the end of each conductor to hold the tinsel wires together. Replace the plug shell. Test the cord before returning it to service.



37. CLEANING CONTACTS. Contacts which fail on test or in serv ice should be burnished to remove any foreign material. Before burnish ing any contact, wipe the burnisher blade with a clean, dry cloth. Place the flat blade of the burnisher between the contacts to be burnished. Press the -contacts together to give a slight pressure on the blade of the burnisher, at the same time moving the blade back and forth two or three times. For pitted contacts, burn'ish the pit by using the ball point of the wire burnisher blade. Separate the contacts and place the ball point in the pit. Rotate the barrel between thumb and finger or move it in a circular motion to burnish the entire pit. On very dirty contacts, if carbon tetrachloride is available, flush the contact with carbon tetrachloride taken up on a toothpick and wipe out with the flat end of a clean, dry toothpick. Burnish the contact after cleaning. If the contacts of a relay or key have large buildups or are pitted to the base metal of the spring, replace the key or relay or refer the trouble to a higher repair echelon for repair or replacement.
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38. CLEANING RELAY PARTS.


	a. In service, especially during humid weather, dirt deposits on the cores, backstop nuts, etc., of relays or drops will cause relays to stick in the operated or nonoperated position.

	b. To clean a relay or drop armature where it touched the core, back stop nut, etc., cut a strip of good bond paper and insert it between the core or backstop nut and armature. Hold the armature to exert pressure on the paper and withdraw the paper. Repeat the operation if necessary

	C. Clean drop shutters and the more accessible parts of relays with a clean, lint-free cloth. Dampen the cloth with carbon tetrachloride, alcohol, or other cleaning fluid, if available. Do not use an inflammable fluid where sparks from relay contacts, loose connections, etc., might ignite the vapor. Do not use any fluid, such as kerosene, which leaves an oily residue.

	d. Clean pivot- and pin-type bearings by flushing them with carbon tetrachloride or other cleaning fluid. Apply the fluid above or adjacent to the bearing surface, using a toothpick or a small bare wire.





39. DROP AND RELAY ADJUSTMENTS.

a. General. ~The drop and relay adjusting information covered below is only a bare outline of the proper adjusting procedure to be used when more complete information or experienced personnel is not available. Before adjusting any relay, clean it in accordance with paragraphs 37 and 38 above, and check the parts for tightness. Special cleaning pro cedures for the polarized AU relay of the night alarm circuit are covered in subparagraph e below. With a clean, dry, and lint-free cloth, wipe the blades of any thickness gauges inserted between contacts while adjust ing. Unless roughly handled, relays will operate for long periods without adjustment and with only an occasional cleaning.
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	b. Magneto Drop Adjustment. (1) If the armature binds with side play taken up in either direction or if it has no side play, adjust the pivot screws to provide slight (0.005 inch maximum) side play.

	(2) If the tripping latch binds on the shutter or mounting plate, bend the latch with duck-bill pliers sufficiently to clear both parts.

	(3) If the shutter binds, check for a bent bearing pin or bent shutter and hinge plate bearing tangs. Straighten or replace as required.

	(4) With the shutter raised, the night alarm spring should be bent to clear the contact wire by at least 0.005 inch. The spring should touch the contact wire and then have perceptible follow as the shutter descends. If necessary, remove the shutter hinge plate to make this adjustment.

	(5) Apply the electrical operate test current, using the test circuit of Cabinet BE-72 (par. 25). If the drop fails to operate, reduce the unoperated armature air gap by bending the tripping latch. This can some times be done without removing the drop from the board by holding the tripping latch against the bottom of the slot and forcing the armature towards the core. If, after this adjustment is made, the latch does not clear the shutter when the drop operates, turn the armature adjusting screw out to increase the travel, or bend up the lip of the tripping latch to clear the shutter . The armature adjusting screw should not be turned out enough to allow the armature to touch the shell of the coil; this causes the armature to stick in the operated position.

	c. Flat-type Relays. (1) These relays include the Western Electric Co. E-, R-, and UA-type relays used with this board. These are the R and SL relays of the trunk circuit, the FS and BS relays of the cord circuit, the T and M relays of the operator's telephone circuit, and the AR and NA relays of the night alarm circuit.

	(2) Contact points should strike within the opposing disk, and bar con tacts should strike wholly within the length of the opposing bar when
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[image: Figure 56. Method of adjusting a spring tang of an E- or R-type relay.]
Figure 56. Method of adjusting a spring tang of an E- or R-type relay.

the contact is made. Armature studs which pass through contact springs must not rub on those springs. Spring tangs should overlap the spoolhead on which they rest by at least 1/32 inch but should not rub on the spoolhead when the spring is moved (fig. 56). Move the springs up or down as required to meet these requirements. Loosen the spring assembly screws if necessary. Adjusting to meet one of the above requirements may throw another out of limits. Check all of the above requirements after making any of the above adjustments.


	(3) Adjust the armature travel to the value shown on the circuit requirement tables VII to XI. If the special gauges used with this relay are not available, use the Western Electric Co. 74D gauge nest furnished with each switchboard. Insert the proper blade or combination of blades of the 74D nest between the armature and the adjusting nut with the armature against the core.

	(4) On relays having break (normally closed) contacts, except contacts 4-6 top and bottom of relay M (operator's telephone circuit), there should be a slight clearance between the armature stud and the spring when the relay is unoperated. The separation between any pair of contacts, normally open or opened when the relay is operated, should be at least 0.005 inch. The follow on make (normally open) contacts when the relay is operated shall be perceptible. Adjust the armature stud clearance and the contact separation, and follow by bending the spring tangs as required (fig. 56). Spoolhead springs should be tensioned firmly against the spoolhead when the relay is unoperated. On bifurcated (double) contacts on the UA-type relays, both contacts on a spring should make at approximately the same time. All springs should be adjusted so that the tension is consistent with meeting the electrical requirements (par. 40) to give good contact pressure between made contacts, either normally made or normally open. Adjusting to meet one of the above requirements may throw another out of limits. Check all of these requirements after adjustments have been made.
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Figure 57. Front contact make adjustment of a G-type relay.


	d. Relays A and C of the Cord Circuit. These are Western Electric Co. G101 relays.

	(1) Place the 0.015-inch blade of the gauge nest between the core and
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the armature stop pin. Touching the armature near the stop pin, press the armature lightly against the gauge and turn the front contact ad justing screw in until the front contact just makes (fig. 57). Remove the gauge. Adjust the back contact adjusting screw until the contact separation is near but not less than 0.005 inch .


	(2) Tension the armature until the relay just fails to operate on the readjust operate current. Decrease the tension slightly until the relay operates. If the relay fails to release on the readjust release current, readjust the relay as above but increase the 0.015-inch front contact make adjustment.

	(3) If no current-flow test set 'is available, the relay may be temporarily adjusted using the test circuit of Cabinet BE-72 (par. 25).

	e. Relay AU of the Night Alarm Circuit. (1) This is a Western Electric Co. 239GB polarized relay. Before readjusting mechanically, adjust the relay biasing spring as covered in paragraph 40. If the relay fails to meet this adjustment or fails in operation a short time after this adjustment, readjust the relay.

	(2) Before readjusting, clean the pole pieces. To do this, loosen the clamping screws and back off the pole pieces as far as they will go. Fold a small piece of friction tape over the end of a thin strip of metal with the sticky side in. Press, do not rub, the tape against each pole piece. This will remove small filings which cling to the pole pieces and which are a common source of trouble in polarized relays.

	(3) With the pole pieces backed off and the biasing spring disengaged, adjust the contact screws so that the armature stands approximately midway between the two, and, with the armature held against one con tact, the space between the armature and the other contact is a minimum of 0.003 inch and a maximum of 0.005 inch. Connect a relay test set as explained in paragraph 40. Advance the pole pieces until, with the soak current applied in either direction for 1 second, the armature will stick to the associated contact 'with a minimum force of 1 gram and with a difference in sticking force between the two contacts of not over 3 grams. Best results are usually obtained with the sticking forces near the mini mum. Clamp the pole pieces and check that the magnetic balance ad justment is still within the specified limits.

	(4) Disconnect the relay test set and adjust the biasing spring in accordance with paragraph 40. If the readjust requirements cannot be met, readjust the sticking pressure up or down as required.

	f. Relays A and В of the No-voltage Alarm Circuit. These relays are Automatic Electric Co. relays ZR-301 2-2381 and R-2444-A8. Connect the test set for either relay in accordance with paragraph 40.

	(1) If relay A fails to meet its operate requirements, reduce the unoperated armature air gap by bending the back contact spring, or reduce
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the spring tension in the armature spring. If the relay fails to meet its release requirements, increase the follow in the front (normally open) contact spring or increase the spring tension in the armature spring. If the armature chatters excessively in service, reduce the follow on the front contact and the tension on the armature spring consistent with meeting the electrical requirements. Keep as much tension in the arma ture spring as possible, consistent with meeting the above requirements. (2) With relay B electrically operated, adjust the armature adjusting screw (in the center of the armature) so that the space between the armature and the core is approximately 0.002 inch to 0.005 inch. Adjust the armature arm so that, with a gauge of approximately 0.013-inch thickness between the armature (not the armature adjusting screw) and the core, the back (break) contact just breaks. Adjust the front (make) contact spring so that, with a 0.009-inch gauge between armature and core, the front contact just makes. Adjust the backstop spring to pro vide clearance between the armature stud and the armature spring when the relay is unoperated. Adjust the tension of the armature spring as required to meet the electrical requirements.

40. CIRCUIT REQUIREMENTS OF RELAYS. Information on the electrical and mechanical adjustments of the various relays is given in the following circuit requirement tables. Under Circuit preparation, in the column headed Block, the letters in parentheses are the functional designation of the relays to be blocked О (operated) or NO (nonoperated). The Connect battery and Connect ground columns list the terminal and the relay (in parentheses) to which the cords from the relay test set should be connected. The Test set column lists the test set connections to be used. The letter G denotes that ground is to be con nected through the test set to the terminal listed in the Connect ground column, B/G denotes that both battery and ground are to be supplied through the test set, and M denotes that the test set is connected across the terminals listed and does not supply either battery or ground. In the Test for column, О denotes that the relay shall operate on the specified test or readjust current after the soak current (if specified) has been applied for about 1 second. The letters NO denote that the relay will not operate, and RLS (release) denotes that when the current is reduced from the specified soak value to the reíase value, the relay will release.
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TABLE VII



CIRCUIT REQUIREMENTS FOR UNIVERSAL CORD CIRCUIT
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0.0069
	0.0126

0.0072
	



	BS
	0.020
	
	
	RT(BS)

RT(BS)
	U U
	
	o ov
	
	0.023
	0. 0215

0.0133
	



	ပ
	0.040
	(FS)0

(FS)0

(FS)N0
	2M(C)

2M(C)

2M(C)
	SM(C)

SM(C)

SM(C)
	M

M

B/G
	S1/S2

S1/S2

P/S1/S2
	0

RLS

0
	0.069
	0.0133

0.0068

0.0069
	0.0072
	



	FS
	0.020
	
	
	RT(FS)

RT(FS)
	ပပ
	
	ON
	
	0.023
	0.0215
	





NOTE: 1. This test can be made by connecting the test set between the tip and ring of the front (A) or back (C) cord in place of the terminals of the A or C relay.

TABLE VIII



CIRCUIT REQUIREMENTS FOR OPERATOR'S TELEPHONE CIRCUIT















	
	
	Circuit preparation
	ion
	
	D
	D-c flow required
	
	



	nc-

nal
	Armature
	Test clip data
	
	
	
	After
	
	




	desig-

nation
	travel

(in.)
	Connect ground
	Test

set
	Test

winding
	Test
	soak

(amp)
	Test

(amp)
	Readjust

(am2)



	ΣĹ
	0.025
	RT(M)

2RT(T)
	00
	d.
	00
	
	0.036
	0.031







TABLE IX



CIRCUIT REQUIREMENTS FOR 2-WAY TRUNK RELAY CIRCUITS











	
	
	Note
	-
	




	
	
	Readjust

(ma)
	17

12

a-c
	8.9



	red
	
	Test

(ma)
	18

11.4

a-c
	9.4



	D-c flow required
	
	After

soak

(ma)
	
	



	D.
	
	Test
	000
	0



	
	
	Test

winding
	aas
	d



	
	
	Test

set
	GRD
	GRD



	baration
	Test clip data
	Connect
	STF(R)

STF(R)
	T(SL)



	Circuit preparation
	Test ch
	Connect

battery
	
	



	-
	
	Block
	O(TS)
	



	
	
	Armature

travel

(in.)
	0.023
	0.035



	
	Func-
	tional

desig-

nation
	a
	SF





line terminal, with the line disconnected. The relay will also operate and lock with the same ringing supply, similarly connected, without NOTE: 1. Test and readjust the (R) relay for operation on a-c by ringing on the trunk from the central office, or by connecting 95- to 110-volt, 16% to 20 CPS ringing supply through a 6,000-ohm noninductive resistance to the tip-line terminal, and the ringing ground to the ringthe noninductive resistance in the circuit. These requirements are based on the use of a Western Electric 12D resistance lamp, or equivalent, in series with the ringing supply. During testing or readjustment, the lock-in winding should be connected.

TABLE X



CIRCUIT REQUIREMENTS FOR NIGHT ALARM AND FUSE ALARM CIRCUITS
















	Func-
	
	
	Circuit pr
	Circuit preparation
	-
	
	D-c flow required
	equired
	



	tional

desig-

nation
	Armature travel (in.)
	Block
	Connect
	Test

set
	Test

for
	After

soak

(amp)
	Test

(amp)
	Readjust

(amp)
	Note




	AR
	0.015
	
	RT(AR)

RT(AR)
	00
	00
	
	0.006
	0.005
	3.2



	AU
	
	
	
	
	0

RLS
	0.038
	0.038
	
	1,4



	NA
	0.015
	
	
	
	ON
	
	0.010
	0.0095
	20 20



	
	
	(AR)O

(AR)O
	RT(NA)

RT(NA)
	ଓଓ
	0 0

N
	
	0.0117
	0.0111
	• •



	FA
	
	boot Hall boot
	( + Posts)
	i constant
	and the state of t
	) to constant
	. K
	
	



	av
	I nese magn
	iets siiaii De au
	These magnets shan be adjusted to function property on exchange battery voitages of 40-30 voits.
	on property on
	excitatige Datter
	y voitages of #
	0-30 voits.
	
	





Z Z

NOTES: 1. A negative sign (-) preceding a current value indicates this current shall flow in a direction opposite to the circuit operating current.

2. Adjust for relay alone.

3. Adjust with two relays in multiple.

tion until the relay just fails to operate on this test. Then turn the biasing screwin a counterclockwise direction only enough to make Test and readjust relay using the test circuit of Cabinet BE-72 (par. 25). When readjusting, turn the biasing screw in a clockwise directhe relay operate satisfactorily. Soak value is for use in meeting the magnetic balance required when applying the mechanical requirements.

5. Required for relay winding only.

6. Required for parallel combination of NA relay and C resistance.

TABLE XI



CIRCUIT REQUIREMENTS FOR NO-VOLTAGE ALARM CIRCUIT
















	Func-
	
	CiC_i
	Circuit preparation
	uc
	
	
	D-c flow required
	iired
	



	tional

desig-

nation
	Armature travel (in.)
	Block
	Connect
	Test
	Test

for
	A fter

soak
	Test

(amp)
	Readjust

(amp)
	Note




	A
	
	(B)O
	
	
	0
	
	
	V06
	1, 2



	В
	
	(A)NO
	See note
	ರ
	NEO

O
	
	0.0061
	20V

0.0058 (amp)
	3





NOTES: 1. Operate the G key to the OFF position. Connect an a-c voltmeter across the relay winding. Connect the output terminals of a potentiometer to the winding. Connect 20-cycle ringing current to the input of the potentiometer.

2. The readjust values refer to the drop in volts across the relay winding. 3. Connect the test set to the inner end of the winding (IN terminal).

41. TELERING 20-CYCLE POWER RINGER. The tetering 20 cycle power ringer is a vibrating-reed type of frequency converter. It is designed to supply 20-cycle ringing current from a 110-volt, 60-cycle, a-c power supply. The reed vibrates between a contact screw and an electromagnet. The contact screw adjustment is set at the factory, and it is suggested that no change be made in the adjustment unless the reed vibrates in a surging manner, or there is sparking at the contact. If sparking occurs, turn the contact screw slightly, either inward or out ward, to correct it. However, it is seldom that any change will be necessary. The adjustment of the telering contact is practically opposite to that of other types of vibrating-type power ringers, in that the con tact gap in the telering must be kept as wide as possible. Closing the con tact gap does not increase the output but instead upsets the adjustment, causes sparking, interferes with radio reception, and may prevent starting.



42. BATTERY-DRIVEN RINGING INTERRUPTER.


	a. The Western Electric Company No. 84G interrupter is a vibrating pole-changer type of ringer for converting direct current into alternating current for ringing. When the interrupter is properly adjusted, it is sparkless and noiseless in operation. When the machine is in constant use, inspect it daily and check for the following :

	(1) Sparking at the contacts.

	(2) Noisy operation.

	(3) Tendency of the armature to stick to the magneto (operating coils).

	(4) Short circuits.

	b. Inspect the condition of the contacts weekly. If sparking occurs at the contacts in the magneto, the contacts should be polished. Operate the ringing key, in the upper right-hand corner of the interrupter, to the OFF position while adjusting the interrupter. If polishing does not eliminate the sparking, readjust the ringing springs. If the armature can be made to lock by pushing it toward the magnets while the interrupter is in operation, unscrew the setscrew slightly. If readjustment of the setscrew affects the adjustment of the ringing springs, make a complete readjustment of the ringing springs. The position of the weighting nut on the threaded screw at the end of the armature governs the frequency of vibrations of the armature. The nut should be approximately at the center of the threaded portion of the screw. If the vibrating arm strikes the magnet, the operation of the interrupter will be noisy. To eliminate noise from this source, move all ringing springs in such a manner that the vibrating arm will be farther away from the magnet. Then completely readjust the interrupter.



NOTE: If necessary to replace the strip of jacks on Cabinet BE-72 with a thicker strip, pry loose and remove the white holly strip from the top of the designation strip. This will allow space for the thicker jack strip.

[image: Figure, page 122]



SECTION V SUPPLEMENTARY DATA



43. PACKING FOR TRANSPORTATION.

a. Be careful at all times wnen packing and transporting the equip ment in order to minimize maintenance troubles in the operation of the equipment.


[image: Figure 58. Racks FM-34, FM-35, FM-36, and FM-37 in Case CS-61.]
Figure 58. Racks FM-34, FM-35, FM-36, and FM-37 in Case CS-61.

[image: Figure, page 124]

[image: Figure, page 124]
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[image: Figure 59. Frames FM-19 in Cases CS-59, covers removed, showing two stages of packing.]
Figure 59. Frames FM-19 in Cases CS-59, covers removed, showing two stages of packing.

b. Turn the switch on Rectifier RA-36-( ) to the OFF position. Turn all circuit breaker switches on Cabinet BE-75 and Panel BD-90 to the OFF position. Shut off Power Unit PE-75-( ) if in operation. Remove all connections at the storage Battery BB-46 and at the drycell batteries connected to Panel BD-90 and Cabinet BE-70-( ). Remove the connection to the commercial power supply by discon necting Cord CD-393.


	С. Disconnect all cables between Switchboards BD-110-( ), Frames FM-19, and Panel BD-90, and remove from the cable racks. Remove the bolts holding Racks FM-34, FM-35, FM-36, and FM-37 in place, and pack these racks in Case CS-61 as shown in figure 58.

	d. Disconnect the field lines and ground cords from Frames FM-19, and remove the bolts and connecting members holding Frames FM-19 together. Fasten each Frame FM-19 in a Case CS-59, using the con necting members as clamps as in figure 59. Coil the cables and strap them in place as shown in this figure. Exercise care in handling these cables to prevent breakage of the conductors where they enter the terminal strips. Fasten the cover to Case CS-59.



[image: Figure, page 125]
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[image: Figure 60. Cabinet BE-72 in Case CS-66, cover removed.]
Figure 60. Cabinet BE-72 in Case CS-66, cover removed.


	e. Remove the spade terminal strips from Cabinet BE-72. Remove Cabinet BE-72 from Switchboard BD-110-( ), and pack the cabinet in Case CS-66 as shown in figure 60.

	f. Remove the spade terminal strips run between Switchboards BD-110-( ). Fasten the spade terminal strips from each switchboard to the corresponding binding post row on its own rear terminal panel. Coil the cables before fastening as shown in figure 17. Pack the operator's Headsets HS-30, Chest Sets TD-1, and the miscellaneous operator's supplies in the spare parts box in Case CS-58. Fasten the magneto drops in place with the drop guards. Fasten the cords in place with straps as shown in figure 61. Tie the relay covers in place with a suitable lacing twine. Fasten the knee panel, the lower front panel, and the rear panel in place with the bolts provided for the purpose. Place the front cover over the keyshelf and jack field, and lock it in place with the trunk catches. Put the top cover in place and secure it with the trunk catches (fig. 4).



[image: Figure, page 126]
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[image: Figure 61. Switchboard BD-110-( ), front panel removed, showing cords secured for transportation.]
Figure 61. Switchboard BD-110-( ), front panel removed, showing cords secured for transportation.

"us


	g. Remove Rack FM-30 with Rectifier RA-36-( ) and Cabinet BE-75 mounted on it, and pack it assembled in Case CS-73. Pack each Battery BB-46 in a Case CS-63. Pack both Racks FM-31, Hammer HM-5, and the three Ground Rods GP-29 in Case CS-72. (Case CS-72 is provided with three wooden blocks mounted at the middle for holding Rack FM-31 and its two. rubber insulators when only one rack is packed. When used as a part of Telephone Central Office Set TC-10, remove the screws from these wooden blocks and allow them to drop to the bottom of the case. This provides room for packing two Racks FM-31.)

	h. Pack the wire chief's test set, Cabinet BE-70-( ), in Case CS-57. Pack each operator's Chair M-205 in Case CS-70. Remove Panel BD-90 from the top of Case CS-60. Any cables not provided for else where shall be packed in the cable box (part of Case CS-60) which sets in the iron framework of Panel BD-90. Place the top of Case CS-60 over Panel BD-90 and fasten it in place.

	44. MAINTENANCE PARTS LIST. This manual covers the main tenance parts of all components of the Telephone Central Office Set TC-10 except Cabinet BE-70-( ), Rectifier RA-36-( ), and Power Unit PE-75-( ); these components have separate technical manuals which list the maintenance parts (TM 11-345, TM 11-951, and TM 11-900, respectively). Paragraph 45 below contains maintenance parts list for the components covered by this manual. An index of the main tenance parts lists (by subparagraphs) contained in paragraph 45 follows :

	a. Telephone Central Office Set TC-10, general.




	b. Switchboard BD-110-A.




	C. Frame FM-19.




	d. Cabinet BE-72.




	e. Panel BD-90.




	f. Cabinet BE-75.




	g. Head and Chest Set HS-19.




	h. Headset HS-30-( ).




	i. Chest Set TD-1.






Spacked move the bottom SS-57 A Panel else test

.ck ear Hamme se CS-II r holdin es e

45. MAINTENANCE PARTS LIST FOR TELEPHONE CENTRAL OFFICE SET TC-10. NOTE Order maintenance parts by stock number, name, and description,

Only maintenance parts listed can be requisitioned.

a. Telephone Central Office Set TC-10, General.
















	Signal Corps

Stock No.
	Name of part and description
	Running Orgn
	Orgn

stock
	3d

ech
	4th

ech
	5th

ech
	Depot

stock
	Quan

per

unit
	




	4B417
	CHEST SET TD-1: component.
	
	
	
	*
	*
	*
	9
	



	3E1334
	CORD CD-334: multiple splicing.
	
	
	
	-
	
	*
	12
	



	3E1335
	CORD CD-335: connects Battery BB-46 to Panel BD-90.
	
	
	
	
	
	*
	
	



	3E1393
	CORD CD-393: connects Cabinet BE-75 to a-c power.
	
	
	
	
	
	*
	1
	



	3E1409
	CORD CD-409: connects Power Unit PE-75 to Cabinet BE-75.
	
	
	
	
	
	*
	
	



	3E1413
	CORD CD-413: a-c power; connects Switchboard BD-110-A to BD-110-A.
	
	
	
	
	
	*
	က
	



	3E1414
	CORD CD-414. a-c power; connects Cabinet BE-75 to Switchboard BD-110-A.
	
	
	
	
	
	*
	-
	



	3E2038
	CORD CO-38. connects Battery BB-46 to BB-46.
	
	
	
	*
	*
	*
	3
	



	3E2258
	CORD CO-258: connects Frame FM-19 to Ground Rod GP-29.
	
	
	
	
	
	*
	
	~



	3Z3329
	GROUND ROD GP-29.
	
	
	
	*
	*
	*
	33
	



	6Q49005
	HAMMER HM-5.
	
	
	
	
	-
	
	1
	



	4B1279A
	HEAD AND CHEST SET HS-19: equipped with #716A receiver and #396A transmitter: W.E.Co.
	
	
	
	*
	*
	*
	m
	





NOTE: Order maintenance parts by stock number, name, and description. Only maintenance parts listed can be requisitioned.

a. Telephone Central Office Set TC-10, General (continued).





















	
	
	
	`
	
	
	
	
	
	
	
	
	
	
	



	Quan

per

unit
	9
	9
	-
	ĸ
	-
	7
	70
	
	-
	4
	7
	۳
	8
	237



	Depot

stock
	•
	•
	*
	*
	*
	*
	•
	
	•
	*
	•
	•
	•
	*



	5th

ech
	*
	
	
	
	*
	*
	
	
	
	
	*
	*
	•
	*



	4th

ech
	*
	
	
	
	*
	*
	
	
	
	
	*
	*
	*
	•




	34
	
	
	
	
	
	
	
	
	
	
	
	
	,
	



	Orgn

stock
	
	
	
	
	
	
	
	
	
	
	
	
	
	



	Running Orga

spares stock
	
	
	
	
	
	
	
	
	
	
	4
	
	30
	117



	Name of part and description
	HEADSET HS-30-( ).
	| PAULIN: duck; 12.3 ft x 16 ft.
	RECTIFIER RA-36-( ): component.
	SEAT: cane; for Chair M-205.
	TM 11-430.
	TM 11-345.
	BATTERY BA-23: for Cabinet BE-70-( ); test bat-
	tery.
	BATTERY BA-26:** for Cabinet BE-72; test battery.
	BATTERY BB-46.
	BULB: rectifier; 6-amp; #189049 (for Rectifier RA-36- ( )) G.E.Co.
	LAMP: switchboard; resistance; (for Switchboard BD-110-A), W.E.Co. #12D.
	LAMP: switchboard; 6-v; 0.033- to 0.045-amp; W.E.Co. #E-1 (cord supervisory Switchboard BD-110-A).
	LAMP: switchboard; 36-v; 0.032- to 0.044-amp; (recall and common-battery station line and trunk, Switchboard BD-110-A); W.E.Co. #C-2.



	Signal Corps

Stock No.
	2B830 ( )
	6Z7510-1
	3H4676 ( )
	4C2905/1
	
	6D13151
	3A23
	
	3A26
	3B46
	3H606
	4C5498D
	4C5491-E
	4C5492-C



	Ref

symbol
	
	
	
	
	
	
	
	
	
	
	
	
	8 8
	27





b. Switchboard BD-110-A.

















	1
	01
	10
	74
	Ŋ
	S
	S
	944
	
	S
	7



	* *
	•
	•
	•
	•
	•
	•
	•
	•
	•
	•



	* *
	
	
	
	
	
	
	
	
	
	




	
	9
	9
	9
	-
	-
	-
	-
	-
	7
	2



	BINDING POST TM-197. CABLE CONNECTOR ASSEMBLY: (connects Switchboard BD-110-A to Cabinet BE-72); Sig C dwg SC-D-4600.
	CAP: lamp; switchboard; red; moistureproofed; (cord supervisory).
	CAP: lamp; switchboard; green; moistureproofed; (cord supervisory).
	CAP: lamp; switchboard; white; moistureproofed; (cord supervisory and CB lines).
	CAP: lamp; switchboard; white; moistureproofed; (recall).
	CAP: lamp; switchboard; red; moistureproofed; (recall).
	CAP: lamp; switchboard; green; moistureproofed; (recall).
	CAPACITOR: paper; 500,000-mmf; 500-v d-c (test); moistureproofed; (operator's telephone circuit (A) ).
	CAPACITOR: paper; 1-mf; 500-v d-c (test); moisture-proofed; (operator's telephone circuit (P) ).
	CAPACITOR: paper; 2-mf, 500-v d-c (test); moisture-proofed; (dial circuit (B), trunk circuit (A)).
	CAPACITOR: paper; 2.14 mf min to 2.18 mf max, 500-v d-c (test); moistureproofed; (operator's telephone circuits (T) and (R)).



	3Z297

4C10110A/C2
	4C2502H
	4C2502L.1
	4C2502AY.1
	4C2504A.1
	4C2504D.1
	4C2504F.1
	3DA500.20
	3DB1.962
	3DB2.39A-1
	3DB2.39QA



	149
	
	
	
	
	
	
	84
	83
	79, 80
	81





* Indicates stock available. ** Since dry batteries have a limited shelf life, issues and resupply of dry batteries must be arranged for the shortest possible periods to insure that batteries issued to troops will not be unreasonably exhausted.

NOTE: Order maintenance parts by stock number, name, and description. Only maintenance parts listed can be requisitioned.

b. Switchboard BD-110-A (continued).
















	Ref
	Signal Corps

Stock No.
	Name of part and description
	Running Orgn

spares stock
	
	3d

ech
	4th

ech
	5th

ech
	5th Depot

ech stock
	Quan

per

unit




	82
	3DB2.39QF
	CAPACITOR: paper; 2.16-mf min to 2.28-mf max; 500v dc (test); moistureproofed; (cord circuits (T) and (R)).
	2
	
	
	
	
	•
	30



	87
	3C1072A
	COIL: induction; moistureproofed; (operator's telephone circuit).
	-
	
	:
	
	
	•
	-



	68
	3C1399-175A
	COIL: repeating; moistureproofed; (trunk circuit (A) ).
	2
	
	
	
	
	*
	4



	88
	3C1764R
	COIL: retardation; moistureproofed; (operator's telephone circuit (A)).
	—
	
	
	
	
	•
	



	98
	3C1754W
	COIL: retardation; moistureproofed; (operator's telephone circuit (BT)).
	-
	
	
	
	
	•
	-



	
	4C10110A/P1
	CORD PULLEY: moistureproofed.
	-
	
	
	
	
	•
	31



	127
	4E4036-96-3
	CORD: switchboard; 8-ft; 3-conductor; green; equipped with #310 plug; moistureproofed.
	S
	,
	
	*
	*
	•
	10



	127
	3E4036-96-1
	CORD: switchboard; 8-ft; 3-conductor; red; equipped with #310 plug; moistureproofed.
	S
	
	
	•
	*
	•
	==



	127
	3E4036-96-2
	CORD: switchboard; 8-ft; 3-conductor; slate; equipped with #316 plug; moistureproofed.
	s
	
	
	•
	•
	•
	10



	46
	4C3287
	CRANK: generator; switchboard.
	- -
	
	
	*
	*
	• •
	



	2
	40/94./
	| DIAL: telephone; moistureproofed.
	-
	_
	
	_
	_
	
	-








	
	_
	
	-
	•
	-
	-
	-
	



	9
	4C9914.5/16
	DROP: line; moistureproofed; (line circuit (L)).
	10
	
	
	
	•
	30




	
	4C3709
	FASTENER: cord; switchboard; moistureproofed.
	
	
	•
	*
	•
	93



	8
	322135A.1
	FUSE: 11/3-amp moistureproofed; (circuit protection).
	70
	
	•
	*
	•
	0



	
	4C5072C/2
	HANDLE: hard-rubber; black (universal keys).
	
	
	*
	•
	•
	17



	58
	225537
	JACK JK-37: (operator's telephone circuit).
	
	
	
	
	•
	-



	12
	4C4741.7
	JACK: switchboard; mounted 10 per strip on W.E.Co. #136 mounting; jack moistureproofed per #D-161794; mounting moistureproofed per #D-161800; (magneto line jacks); W.E.Co. #141.
	-
	
	
	
	•
	٣



	13
	4C4741.6
	JACK: switchboard; mounted 20 per strip on W.E.Co. #217A mounting; jack moistureproofed per #D-161794; mounting moistureproofed per #D-164087; (magneto line multiple jacks); W.E.Co. #141.
	-
	
	
	
	•
	4



	14
	4C4875.1
	JACK: switchboard; mounted 20 per strip on W.E.Co. #217A mounting; jack moistureproofed per #D-164086; mounting moistureproofed per #D-164087; (CB answering and multiple jacks): W.E.Co. #275.
	—
	
	
	
	•
	٥



	11
	4C4885A
	JACK: switchboard; moistureproofed per #D-161891-285; (universal trunk answering and multiple jack); W.E.Co. #285A.
	7
	
	
	
	•
	12



	57
	4C4864
	JACK: switchboard; moistureproofed; (operator's telephone circuit).
	
	
	
	
	•
	4



	24
	4C5104.98Y
	KEY: switchboard; moistureproofed; (ringing transfer).
	
	
	
	
	
	-



	62
	
	KEY: switchboard; moistureproofed; (grouping and night alarm release).
	
	
	
	
	*
	-



	63
	4C5073MG
	KEY: switchboard; moistureproofed; (talk and ring).
	-
	
	
	
	*
	15



	
	
	MOUNTING: dial; moistureproofed; per #D-166182; W.E.Co. #6000-D.
	
	
	
	
	*
	-



	* Indian
	* Indicates stock overilable
	
	
	
	
	
	
	





* Indicates stock available.

NOTE: Order maintenance parts by stock number, name, and description. Only maintenance parts listed can be requisitioned.

b. Switchboard BD-110-A (continued).
















	Ref
	Signal Corps

Stock No.
	Name of part and description
	Running Orgn

spares stock
	Orgn

stock
	3d

ech
	4th

ech
	5th

ech
	5th Depot
	Quan

per

unit




	152
	4C10110A/C1
	MULTIPLE CABLE ASSEMBLY: includes 25-pair connector; (interposition connection); Sig C dwg SC-D-4599-D.
	
	
	
	
	
	*
	12



	
	6Z7813
	PLUG: 2-wire; flush base; male; twistlock, polarized; (terminates 110-v ac from Cabinet BE-75); Hubbell #9105.
	
	
	
	
	
	•
	



	
	4C7410
	PLUG: switchboard; W.E.Co. #310 CR.
	
	
	
	•
	•
	•
	31



	183
	627809-1.1
	RECEPTACLE: duplex; female; (trouble lamp and soldering iron outlet).
	
	
	
	
	
	•
	-



	
	4C9980.7C/R11
	RECEPTACLE: porcelain; screw base; female; (heater unit mounting).
	
	
	
	
	
	•
	7



	181
	808/29
	RECEPTACLE: 2-wire; flush base; porcelain; female; (multiples 110-v a-c).
	
	
	
	
	
	•
	-



	101
	4C8749.1073
	RELAY: switchboard; telephone; moistureproofed; (operator's telephone circuit (M)).
	
	
	
	
	
	•
	-



	104
	4C8761.101.1
	RELAY: switchboard; telephone; moistureproofed; (cord circuits (A) and (C)).
	7
	
	
	-
	
	•
	30



	103
	4C8827.2007
	RELAY: switchboard; telephone; moistureproofed; (cord circuits (FS) and (BS)).
	7
	
	
	
	
	•
	. 30








	
	•
	•
	•
	
	•
	
	•
	




	201
	4C892057
	RELAY: switchboard; telephone; moistureproofed; (trunk circuit (R)).
	7
	
	
	
	•
	4



	901
	4C8920.58
	RELAY: switchboard; telephone; moistureproofed; (trunk circuit (SL)).
	8
	
	
	
	•
	4



	184
	326025
	RESISTOR: 250-ohm; Edison base; (heater element).
	
	
	
	
	•
	7



	115
	3Z5818EA
	RESISTOR: wire-wound; flat-type, 9,000-ohm, moisture-proofed; (operator's telephone circuits (A) and (B)).
	7
	
	
	
	•
	-



	116
	3Z5818EC
	RESISTOR: wire-wound; flat-type; 6,060-ohm; moisture-proofed; (operator's telephone circuit (C)).
	-
	
	
	
	•
	-



	
	4C7310/1
	SCREW: plug shell.
	
	-
	*
	•
	*
	31



	
	4C7310/2
	SCREW: plug terminal.
	
	
	*
	•
	•
	62



	
	6L-31132-3
	SCREW: stud; (dial mounting retainer).
	
	-
	•
	•
	•
	-



	
	4C9781.2–37
	SOCKET: lamp; switchboard, mounted 20 per strip on W.E.Co. #137 mounting; socket moistureproofed per #D-161949; mounting moistureproofed per #D-162342; (CB station line circuit).
	-
	
	
	
	•
	m



	
	3Z7846A
	SOCKET: lamp; female; screw base; porcelain; panel-mounted; moistureproofed; (ringing resistance lamp receptacle); W.E.Co. #46A.
	
	
	
	
	•
	-



	
	4C9783.4
	SOCKET: lamp; switchboard moistureproofed; (cord circuit (R)).
	
	
	
	
	•
	15



	•
	4C9784.9A
	SOCKET: lamp; switchboard; moistureproofed; (cord supervisory (A) and (C)).
	
	
	
	
	•
	30



	
	3Z12048-23
	TERMINAL: ring-type; solderless; (ring conductor; cord repair).
	15
	
	*
	*
	•
	31



	
	3Z12048-27
	TERMINAL: ring-type; solderless; (tip conductor; cord repair).
	15
	
	•
	*
	*
	31



	* Indica
	* Indicates stock available.
	
	
	
	
	
	
	





* Indicates stock available.

NOTE: Order maintenance parts by stock number, name, and description. Only maintenance parts listed can be requisitioned.

b. Switchboard BD-110-A (continued).

















	Quan

per

unit
	4
	4
	-
	31
	
	16
	8
	28
	•
	

8

8




	Depot

stock
	•
	•
	•
	•
	
	•
	•
	•
	•
	•



	5th

ech
	
	
	
	
	
	
	•
	•
	
	•



	4th

ech
	
	
	
	
	
	
	• '
	•
	
	•



	3d

ech
	
	
	
	
	
	
	
	
	
	



	Orgn

stock
	
	
	
	
	
	-
	
	
	
	



	Running Orgn

spares stock
	2
	7
	-
	
	
	
	
	
	
	•



	Name of part and description
	THERMISTOR: moistureproofed per #D-162181 (trunk circuit (C)); W.E.Co. #1C.
	VARISTOR: moistureproofed per #D-161871-A (trunk circuit (D)); W.E.Co. #27A.
	VARISTOR: moistureproofed per #D-162708-A (operator's telephone circuit (E) ); W.E.Co. #33A.
	WEIGHT: cord; switchboard; double-pulley; 22½ oz; moistureproofed.
	GENERAL HARDWARE
	SCREW: cap; ¼"-20 x ¾" hexagonal head; steel; (terminal panel mounting).
	SCREW: machine; #4-36 x 3/6" roundhead; (dial mounting).
	SCREW: machine; #6-32 x 3/8" roundhead; (trunk jack and lamp socket mounting).
	SCREW: machine; #6-32 x 1/6" flathead; (operator's telephone jack mounting).
	SCREW: machine; #10-32 x 1/2" roundhead; (fuse mounting).



	Signal Corps

Stock No.
	3Z6926–2
	429730.1
	429730
	4C10110A/W1
	
	6L4904-12P
	6L6436-3.5
	6L6632-6.1Z
	6L6632-7.7B
	6L7032—4.5



	Ref

symbol
	121
	122
	123
	
	
	
	
	
	_
	








	
	4
	4
	45
	7
	16
	4
	4
	16
	
	400
	200
	200
	200
	4
	
	2 strips
	



	
	•
	•
	•
	. •
	•
	•
	•
	•
	
	•
	*
	*
	•
	*
	•
	•
	



	
	•
	
	•
	
	
	`
	
	
	
	*
	•
	*
	*
	
	
	
	



	•
	. •
	
	
	
	·
	
	
	
	
	*
	*
	*
	•
	
	
	
	



	-
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	



	-
	
	
	-
	
	
	
	•
	
	
	
	
	
	
	
	
	
	



	
	
	
	
	
	
	
	
	
	
	
	8
	92
	9
	
	
	
	



	_
	SCREW: machine; #12-24 x 1/6" binding head; steel;
	bonderized; (rear equipment units mounting). SCREW: machine; #12-24 x 1" roundhead; (generator mounting).
	SCREW: wood; brass; roundhead, ½", #4; (recall and supervisory lamp socket mounting).
	SCREW: wood; brass: roundhead; 2", #6; (#72 induction coil mounting).
	WASHER: iron; for 1/4" screw; zinc finish; (terminal panel frame mounting).
	WASHER: steel; #12 screw; standard nickeled; (generator mounting).
	WASHER: split-spring; steel; #12; electro-galvinized; (generator mounting).
	WASHER: split-spring; steel; 1% OD x 16% ID x 16% thick; bonderized; (terminal panel frame mounting).
	
	BINDING POST TM-197.
	BLOCK: protector; carbon; W.E.Co. #28.
	BLOCK: protector; porcelain; W.E.Co. #29.
	COIL: heat; W.E.Co. #76A.
	CORD CD-333: includes 25-pair connector, Frame FM-19 to Switchboard BD-110.
	CORD: test; 4-conductor tinsel; 19'6" long; W.E.Co. #D-166001.
	PROTECTOR: (strip of 50); W.E.Co. #C50A.
	



	-
	6L7224-7.8P
	6L7224-16.1
	6L8104-4
	6L8106-16
	6L52005-12
	6L58012N
	6L75039-1
	6L58025-2P
	c. Frame FM-19.
	32297
	4E928
	4E929
	3C476A
	3E1333
	3E4036-252
	4E5050A
	* I - dianton atout



	
	
	
	
	
	
	
	
	
	c. Fr
	149
	318
	319
	316
	311
	
	317
	# I = d:ex






* Indicates stock available.

NOTE: Order maintenance parts by stock number, name, and description. Only maintenance parts listed can be requisitioned.

c. Frame FM-19 (continued).


















	1
	
	
	
	
	
	
	
	
	
	
	



	Quan

per

unit
	24
	•
	1 lb
	2000 ft.
	
	55
	∞
	2
	9
	٣
	4




	5th Depot

ech stock
	•
	•
	•
	•
	•
	•
	•
	•
	•
	•
	•



	4th

ech
	
	
	
	•
	
	
	
	
	
	
	



	3d

ech
	
	
	
	
	
	
	
	
	
	
	



	Orgn

stock
	
	
	
	
	
	
	
	
	
	
	



	Running Orgn

spares stock
	
	
	
	
	
	
	
	
	
	
	



	Name of part and description
	• SCREW: machine; special; ¼"-28 threads x 1½" fillister head; item #21, Sig C dwg SC-D-4637C.
	STRAP ST-32: secures cords for transportation.
	TWINE RP-15: secures cords to racks and frames.
	WIRE: #22; 2-conductor; black and red; solid; tinned; insulated; (cross-connection).
	GENERAL HARDWARE
	NUT: steel; hexagonal; 1/4"-28 threads; standard; parkerized; (frame assembly).
	NUT: steel; hexagonal; 3%"-16 threads; standard; (frame assembly).
	SCREW: cap: hexagonal: 1/4" x 3/8"; 28 threads; parkerized; (frame assembly).
	SCREW: cap; hexagonal; ¼ x ¾ '; 28 threads; parkerized; (frame assembly).
	SCREW: cap; hexagonal; 3% x 34"; 16 threads; parkerized; (frame assembly).
	SCREW: cap; hexagonal; 3/8" x 11/4"; 16 threads; (frame assembly).



	Signal Corps

Stock No.
	6L7928-4-20.3S
	628449
	6Z8815
	1B122-1
	
	6L.3504-28E-A7
	6L3506-16P
	6L4904-6.28P
	6L4904-12.28
	6L4906-12P
	6L4906-20P



	Ref
	
	
	
	
	
	
	
	
	
	
	








	9
	∞
	22
	
	-
	-
	-
	50 ft.
	50 ft.
	100 ft.
	-
	-
	2



	•
	•
	
	
	•
	•
	•
	*
	•
	•
	
	•
	•



	_
	
	
	
	•
	
	•
	
	
	
	
	
	




	_
	
	
	-
	•
	
	•
	
	
	
	
	
	



	-
	
	
	
	
	•
	
	
	
	
	
	
	-



	SCREW: machine; 1/4"-28 x 3/4"; flathead; steel; parkerized; (frame assembly).
	WASHER: split-spring; steel; SAE for 3/8" screw; (frame assembly).
	WASHER: split-spring; steel; SAE for 1/4" screw; (frame assembly).
	
	CONNECTOR: twist-lock; (connects alarm circuits cable at Panel BD-90-( )); Hubbell #7411.
	CONNECTOR: twist-lock; (connects voltmeter and alarm circuits cable at Panel BD-90-( )); Hubbell #7413.
	CONNECTOR: twist-lock; (connects ringing circuit supply cable at Panel BD-90-( )); Hubbell #KX-11382.
	CORDAGE: 2-conductor; #8 AWG; heavy-duty; all rubber-covered; (battery supply cable).
	CORDAGE: 2-conductor; #16 AWG; heavy-duty; all rubber-covered; (ringing current supply cable); G.E.Co. type S.
	CORDAGE: 4-conductor; #18 AWG; heavy-duty; all rubber-covered; (alarm circuits cable); G.E.Co. type S.
	RESISTOR: wire-wound; flat-type; 400-ohm; (resistor (A1)); W.E.Co. #18BG.
	RESISTOR: wire-wound; flat-type; 750-ohm; (resistor (B)); W.E.Co. #18DR.
	RESISTOR: wire-wound; flat-type; 1,600-ohm; (resistors (F) and (G)); W.E.Co. #18BM.



	6L7928-4-12S
	, 6L71006
	6L73025E
	d. Cabinet BE-72.
	6Z3160
	627591-11
	6Z3159
	3E1335/1
	1B816.3
	1B818.31
	3Z5818BG
	3Z5818DR
	3Z5818BM



	
	
	
	d. Ca
	
	
	
	
	
	
	423
	425
	424





* Indicates stock available.

NOTE: Order maintenance parts by stock number, name, and description. Only maintenance parts listed can be requisitioned.

d. Cabinet BE-72.
















	Ref

symbol
	Signal Corps

Stock No.
	Name of part and description
	Running Orgn

spares stock
	Orgn

stock
	3d

ech
	4th

ech
	5th

ech
	5th Depot

ech stock
	Quan

per

unit




	427
	3Z5819CC
	RESISTOR: wire-wound; flat-type; 1,280-ohm; tapped at 380 ohms; (resistor (E)); W.E.Co. #19CC.
	
	
	-
	
	
	*
	-



	426
	3Z5818EY
	RESISTOR: wire-wound; flat-type; 1,800-ohm; (resistor (H)); W.E.Co. #18EY.
	
	
	
	
	
	
	-



	429
	3Z5819MK
	RESISTOR: wire-wound; flat-type; 3,480-ohm; tapped at 44 ohms; (resistor (A)); W.E.Co. #19MK.
	
	-
	
	
	
	
	-



	430
	3Z5819MS
	RESISTOR: wire-wound; flat-type; 5,245-ohm; tapped at 69.6 ohms; (resistor (D) ); W.E.Co. #19MS.
	
	
	
	
	
	•
	-



	428
	3Z5819MG
	RESISTOR: wire-wound; flat-type; 5,610-ohm; tapped at 20 ohms; (resistor (C)); W.E.Co. #19MG.
	
	
	
	-
	
	
	-



	433
	3H672/V1
	VOLTMETER: d-c; 0- to 100-v; 356" flange diam.; 256" body diam; flush mounting; W.E.Co. #D-55067.
	
	
	
	
	
	•
	1



	e. Pa
	e. Panel BD-90.
	
	
	
	
	
	
	
	



	501
	3F1020-14
	AMMETER: d-c; 20-0-20-amp; 2%" round case; flush mounting.
	
	
	
	
	
	*
	-



	
	6Z816
	BASE: midget; flush; male; (power-ringing receptacle).
	
	
	
	•
	*
	*
	



	502

503
	4C307F

3Z209
	BELL: switchboard; night alarm (NB alarm). BINDING POST TM-109: except engraved (+).
	-
	
	
	•
	*
	* *
	


















	503
	37200
	| BINDING POST TM-100: excent engraved ()
	
	_
	-
	-
	•



	
	3H4090/B2
	BUSHING: phenolic; cord; (insulates wiring through front panel).
	
	
	
	•
	+ 1 5



	507, 508
	4C1707F
	BUZZER: switchboard; ((C) and (FA) alarms).
	
	•
	•
	•
	2



	
	4C2504B
	CAP: lamp; switchboard; red; jeweled; (no-voltage alarm (E)).
	
	*
	•
	•
	



	
	6Z1734.1
	CAP: plug; twist-lock; bakelite; steel-covered; cadmium-

plated; (telering a-c power plug).
	
	*
	•
	•
	-



	511
	3DB2.88A
	CAPACITOR: oil-filled; paper; 2-mf; 2,500-v d-c (test), ±10%; (interrupter contact protection (C) and (D)).
	2
	
	
	•
	2



	510
	3DB5-12
	CAPACITOR: paper; 4 mf; 200-v d-c (working); (by-pass capacitor; night alarm circuit (A) and (A1)).
	
	
	
	•
	7



	512
	3DB8-4
	CAPACITOR: oil-filled; paper; 8-mf; 2,500-v d-c (test); (interrupter contact protection (A) and (B)).
	
	
	
	•
	7



	514, 515,

516
	3H900-10
	CIRCUIT BREAKER: 10-amp; single-pole; (time delay curve D; discharge leads switches (A and B), (C) and (INT)).
	
	•
	•
	•
	က



	513
	3H900-15-4
	CIRCUIT BREAKER: 15-amp; double-pole; (time delay curve D; battery main discharge leads).
	
	•
	•
	•
	-



	517
	3C1356B
	COIL: repeating; (ringing transformer).
	
	
	
	• •
	 .



	518
	3C1759C

3E4163-2
	COIL: retardation; (NA bridge network (A)). CORD: ground; heavy-duty; all-rubber cover; black; 2-conductor; #16 AWG; 20 ft long, equipped with terminal lugs.
	
	•
	*
	• •
	



	522
	3Z2135A.1
	FUSE: 11/4-amp.
	
	•
	•
	•
	9



	
	3Z2135G
	FUSE: 3-amp; ((F) and (NA)).
	
	*
	*
	•
	2



	526
	4F1084G
	INTERRUPTER: ringing.
	
	
	
	•
	1






Indicates stock available.

NOTE: Order maintenance parts by stock number, name, and description. Only maintenance parts listed can be requisitioned.

e. Panel BD-90 (contd).




	Signal Contro
	
	Puning
	7
	3
	417
	7/2
	Set. Debot
	Quan



	Stock No.
	Name of part and description
	spares
	stock
	
	
	ech
	stock
	unit




	4C4908
	KEY SW-178: rotating button key for no-voltage alarm control (G).
	
	
	
	
	
	•
	-



	4G5092Y
	KEY: switchboard; (push-button key; no-voltage alarm guard; audible cut-off (D)).
	
	
	
	
	
	•
	



	4C5104.79
	KEY: switchboard; (night alarm key (NA)).
	
	
	
	
	
	•
	-



	998399
	PLUG: 3-wire motor; flush base; male; (tor connection to battery charger).
	-
	
	
	•
	•
	•
	



	628367
	PL.UG: 3-wire motor; flush base; male; (d-c power outlet (A) and (B)).
	-
	
	
	•
	*
	•
	7



	6Z6021
	RECEPTACLE: 2-contact; female; in #BRM-7307; metal housing; (for connecting to battery and to switchboard).
	-
	
	
	
	
	•
	7



	3H4090/R3
	RELAY: switchboard; telephone; with cover; (no-voltage alarm control (A)).
	
	
	
	
	
	•
	-



	3H4090/R4
	RELAY: switchboard; telephone; with cover; (no-voltage alarm guard; audible cut-off (B)).
	
	
	
	
	
	*
	-



	4C8827
	RELAY: switchboard; telephone with cover; (night alarm release (AR)).
	-
	
	
	
	
	•
	-



	4C8749.931
	RELAY: switchboard; telephone with cover; (night alarm lock-in (NA)).
	-
	
	
	
	
	•
	-








	
	
	
	-
	-
	-
	_
	-
	




	245
	4C9139GB
	RELAY: switchboard; telephone; with cover; (night alarm control (AU)).
	
	
	
	
	
	-



	549
	3Z5818CJ
	RESISTOR: wire-wound; flat-type; 5-ohm; (interrupter contact protection).
	
	
	
	· · · · · · · · · · · · · · · · · · ·
	_
	-



	550
	3Z5840BS
	RESISTOR: 3-ohm ±1%, noninductive; flat punched iron core; (part of NA bridge network (A) and (B) ).
	
	
	
	-
	
	2



	548
	3Z6500-79
	RESISTOR: wire-wound; flat-type; 5,000-ohm; (to delay operation of NA relay (C)).
	
	
	
	
	
	-



	
	628366–1
	SOCKET: 4-wire motor plug; flush base in casing; male; (alarm circuit connectors).
	
	
	•
	•
	
	-



	
	628367-1
	SOCKET: 4-wire motor plug; flush base; female; (alarm circuit connectors).
	
	
	•
	•
	
	-



	552
	4F2425.1
	TELERING: model H; (converts 60-cycle power to 20-cycle ringing current); Sig C dwg SC-D-4329.
	
	,
	
	
	
	-



	
	3Z12004
	TERMINAL: U-shaped; solder terminal; 1/2" x 3/8"; (for connection to ringing power outlets); Cinch Mfg. Co. #CM1477.
	
	
	•
	•
	
	4



	
	3Z10122
	TERMINAL TM-122: main circuit breaker terminals.
	
	
	•
	
	
	9



	
	3Z10126
	TERMINAL TM-126: (48-v, A&B, C, and INT circuit breaker terminals).
	
	
	•
	•
	•
	7



	
	3Z10130
	TERMINAL TM-130: d-c bus bar terminals.
	
	
	•
	•
	
	70



	······································
	3Z12045
	TERMINAL: lug; (BAT CA, SWBD BAT CA outlets, ammeter and voltmeter terminals).
	
	
	•
	•
	•
	11



	295
	3F8075-2
	VOLTMETER: 0-75 volts; d-c; 2%" round case; flush mounting.
	
	
	•
	•
	•
	—



	
	6L3104-40 S. P.
	NUT: steel; hexagonal; #4.40; (meters and NA kcy mounting).
	-
	
	•
	•
	•
	10



	* Indic
	• Indicates stock available
	
	
	
	
	
	
	





* Indicates stock available.

NOTE: Order maintenance parts by stock number, name, and description. ' Only maintenance parts listed can be requisitioned.

e. Panel BD-90 (cont'd).




	
	Signal Corps
	
	Running Orgn
	Orgn
	34
	41k
	5th
	Depot
	Quan



	symbol
	Stock No.
	Name of part and description
	spares
	stock
	ech
	
	ech
	stock
	unit




	
	6L3106-32 S. G.
	NUT: steel; hexagonal; #6-32; (power ringing receptacle mounting).
	
	
	
	•
	*
	•
	4



	
	6L610-32 S. P.
	NUT: steel; hexagonal #10-32; (repeating coil; retardation coil, and 4-pole socket mounting).
	
	
	
	•
	*
	•
	16



	
	6L3612-24.1Z
	NUT: iron; hexagonal; #12-24; (battery termination receptacle mounting).
	
	
	
	•
	•
	*
	4



	
	6L6440-8.1S
	SCREW: machine; #4−40×1/2n\#4-40 \times 1/2^n roundhead; (mounts meters).
	
	
	
	•
	•
	•
	9



	
	6L6440-12.2S
	SCREW: machine; #4-40 x 3/4"; ovalhead; (mounts NA key).
	
	
	
	•
	•
	•
	4



	
	6L6632-6.87
	SCREW: machine; #6-32 x 3%"; roundhead; (mounts power ringing receptacles).
	
	
	·····
	•
	•
	•
	9



	
	6L6832-6.1P
	SCREW: machine; #8-32 x 3/8"; roundhead; (mounts circuit breakers and BAT CHG, 48-v A&B receptacles).
	
	
	
	•
	•
	•
	11



	
	6L6832-10.45Z
	SCREW: machine; #8-32 x 3/8"; roundhead; (interrupter mounting).
	
	
	
	•
	*
	•
	4



	
	6L6832-14.1
	SCREW: machine; #8-32 x 1/8"; roundhead; (mounts FA buzzer and NB bell).
	
	
	
	•
	*
	٠
	4



	
	6L7032-6.1M
	SCREW: machines; #10-32 x %"; roundhead; brass; silver-plated; (connect TM-130 to bus bar).
	
	
	
	•
	•
	•
	20



	
	
	
	•
	
	
	
	
	
	








	30
	12
	4
	4
	4
	10
	10
	20
	10
	4
	27




	•
	*
	•
	*
	•
	•
	•
	•
	*
	•
	•



	•
	*
	*
	
	*
	*
	*
	*
	*
	•
	*



	*
	•
	*
	*
	•
	*
	*
	•
	•
	•
	*



	
	
	
	·
	
	
	
	
	
	
	



	SCREW: machines; #10-32 x 1/2"; binding head; steel; rarkcrized; (mounts support for circuit breakers, front panel, and rear equipment mounting plates).
	SCREW: machine; #10-32 x 1"; roundhead; steel; electrogalvanized; (mounts telering and 4-pole sockets).
	SCREW: machine; #10-32 x ½"; flathead; (mounts repeating coil).
	SCREW: machine; #10-32 x %"; roundhead; steel; bonderized; (mounts retardation coil).
	SCREW: machine; #12-24 x 1/8"; binding-head; steel; electro-galvanized; (battery termination receptacle mounting).
	SCREW: machine; 1/6" x 11/4"; 18-thread; hexagonal head; steel; electro-galvanized; (CS-60 cover fastening).
	SCREW: Semo Fastener, 44"-28 x 1/6", hexagonal slotted head, electro-galvanized; shakeproof-type #62 (mounts front panel).
	WASHER: flat; steel; standard for #10 screw; (mounts repeating and retardation coils, telering, and 4-pole sockets).
	WASHER: lock; split-spring; steel; standard for #4 screw (mounts meters and NA key).
	WASHER: lock; split-spring; steel; standard for #6 screw; (power ringing receptacle mounting).
	WASHER: split-spring; steel; standard for #8 screw; (circuit breakers interrupter, keys, and audible signal equipment mounting).



	6L.7032-8.8P
	6L7032-16.1
	6L7032-24Z
	6L7032-25.1P
	6L7224-14.8E
	6L7918-5-20.81E
	6L7928-47.81E
	6L73010-IE
	6L75004N.1
	6L75006N.1
	6L73008





* Indicates stock available.

NOTE: Order maintenance parts by stock number, name, and description. Only maintenance parts listed can be requisitioned.

e. Panel BD-90 (cont'd).
















	Ref

symbol
	Signal Corps

Stock No.
	Name of part and description
	Running Orgn

spares stock
	Orgn

stock
	3d

ech
	41h

ech
	5th

ech
	Depot

stock
	Quan

per

unil



	
	6L73010
	WASHER: lock; split-spring; steel; standard for #10 screw; (bus bar, circuit breakers, 4-pole sockets, telering, retardation and repeating coil mounting).
	
	
	
	•
	*
	•
	36




	
	6L72212-13
	WASHER: lock; split-spring; steel; standard for #12 screw, electro-galvanized; (battery termination receptacle mounting).
	
	
	
	•
	*
	•
	4



	f. C
	f. Cabinet BE-75.
	
	
	
	
	
	
	
	



	909
	3H900-15-4
	CIRCUIT BREAKER: 15-amp; double-pole; time delay curve D; (a-c overload protection); Heinemann #0322-15.
	
	
	
	•
	•
	•
	8



	603
	6Z7809–1.1
	OUTLET. duplex; female; 2-conductor; bakelite; (low-current receptacle); Hubbell #9575.
	-
	
	
	•
	•
	•
	7



	6 04
	627588.1
	PLUG: 2-conductor; flush base; female; (high-current receptacle); Hubbell #8809.
	
	
	
	•
	*
	•
	4



	605
	6Z6021
	RECEPTACLE: 2-contact; female; (a-c feeder receptacle); Crouse-Hinds #BR-2302 in BRM-7302 metal housing.
	-
	
	
	•
	*
	•
	



	
	6L3606-32P
	GENERAL HARDWARE NUT: iron; hexagonal; #6-32; (low-current receptacle mounting).
	
	
	
	•
	•
	•
	4








	11
	7
	•
	4
	•
	•
	4
	11
	
	-
	
	+-4
	
	•
	



	•
	•
	•
	•
	•
	•
	•
	•
	
	
	*
	•
	•
	*
	



	•
	•
	*
	•
	•
	*
	*
	
	
	*
	•
	
	*
	•
	



	•
	
	
	•
	•
	*
	•
	*
	
	*
	•
	*
	•
	•
	



	
	•
	
	
	
	
	
	
	
	
	
	
	
	·
	4




	
	
	···
	
	
	
	
	
	
	
	
	
	···
	
	



	NUT: iron; hexagonal; #10-32; (circuit breaker and high-
	NUT: iron; hexagonal; #12-24; (a-c feeder receptacle
	SCREW: machine; #6-32 x 3/6"; roundhead (low-current
	receptacle mounting). SCREW: machine; #8-32 x ½"; roundhead (phenolic
	SCREW: machine; #10-32 x 3/6"; roundhead (high-current
	SCREW: machine; #10-32 x ½"; roundhead (circuit
	WASHER: lock; split-spring; steel; standard for #6 screw;
	(low-current receptacle mounting). WASHER: lock; split-spring; steel; standard for #10 screw; (circuit breaker and high-current receptacle mounting).
	HS-19.
	TRANSMITTER ATTACHMENT: webbing; with
	CAP: receiver; W.E.Co. (part of W.E.Co. #716A re-
	CASE: receiver; W.E.Co.; (part of W.E.Co. #716A re-
	CORD: 6-ft; 4-conductor; moistureproofed W.E.Co.
	HEADBAND ASSEMBLY: wire-type; single-receiver; with pad; moistureproofed per #D-142091; W.E.Co. #11A.
	



	6L3610-32SP
	6L3612-24.1Z
	6L6632-5.8S
	6L6832-4.13
	6L7032-6.5S
	6L7032-8.1SE
	6L75006N.1
	6L73010
	g. Head and Chest Set HS-19.
	4C28234/1
	2B2116D/1
	2B192
	3EL4R
	4C4153BA
	



	
	
	
	
	
	
	
	
	8
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* Indicates stock available.

NOTE: Order maintenance parts by stock number, name, and description. Only maintenance parts listed can be requisitioned.

g. Head and Chest Set HS-19 (cont'd).















	Ref
	Signal Corps

Stock No.
	Name of part and description
	Running Orga

spares stock
	3d

eck
	4th

ech
	5th

ech
	5th Depot

ech stock
	Quan

per

unit




	
	4C28396/1
	MOUTHPIECE: W.E.Co. #P-209279; (for W.E.Co. #396A transmitter).
	
	
	•
	•
	•
	1



	742
	4C7337A.1
	PI.UG: moistureproofed per #D-161821 (part of head and chest set, W.E.Co.) W.E.Co. #289A.
	
	
	•
	•
	•
	- 4



	743
	481109F/1
	RECEIVER UNIT: headset; W.E.Co. #HA1.
	
	
	•
	•
	•
	-



	
	6L6256-7.545
	SCREW: machine; special; W.E.Co. #P-209560 (W.E. Co. #396A transmitter case assembly).
	
	
	•
	•
	•
	m



	
	4C27010/S1
	SPRING: contact; coil; W.E.Co. #P-209266 (part of W.E.Co. #396A transmitter).
	
	
	•
	•
	•
	-



	744
	4C28396
	TRANSMITTER: operator's; W.E.Co. #396A.
	
	
	*
	•
	•
	-



	
	4C28396/8
	TRANSMITTER UNIT. W.E.Co. #A-1; (part of W.E. Co. #396A transmitter).
	
	· · · · ·
	•
	•
	•
	-



	h. 1
	h. Headset HS-30-( ).
	
	
	
	
	
	
	



	
	2B1300
	TINSERT M-300.
	
	
	•
	•
	•
	7



	
	3210161
	TERMINAL TM-161: ring tip; solderless.
	
	
	•
	•
	•
	4



	
	3210163
	†TERMINAL TM-163: spade tip; solderless.
	
	
	•
	•
	•
	7





Ĭ




	Augus



	2




	Š



	Ť



	4





*Indicates stock available.
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Figure 64. Switchboard test circuit, wiring diagram, Cabinet BE-72.

Figure 65. Cabinet BE-75, wiring diagram.

Note: The bold-face numbers refer to reference symbols in table VI.

[image: Figure, page 153]

Figure 66. No-voltage alarm circuit, wiring diagram, Panel BD-90.


[image: Figure 67. Power and ringing circuits and interrupter contact protection circuit, wiring diagram, Panel BD-90.]
Figure 67. Power and ringing circuits and interrupter contact protection circuit, wiring diagram, Panel BD-90.

Figure 68. Night alarm and fuse alarm circuits, wiring diagram, Panel BD-90.

[image: Figure, page 156]

Figure 69. Power cable connector circuit, wring diagram, Switchboard BD-110-( ).

[image: Figure, page 157]

Figure 62. Power distribution circuits, wiring diagram, Cabinet BE-72.
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[image: Figure, page 158]

[image: Figure, page 159]

Figure 64. Switchboard test circuit, wiring diagram, Cabinet BE-72.

ন

Figure 65. Cabinet BE-75, wiring diagram.

NOTE: The bold-face numbers refer to reference symbols in table VI.

<u>4</u> (E)

[image: Figure, page 161]

[image: Figure, page 162]

INTERRUPTER CONTACT PROTECTION CIRCUIT WIRING DIAGRAM TL-51027

Figure 67. Power and ringing circuits and interrupter contact protection circuit, wiring diagram, Panel BD-90.

[image: Figure, page 163]

Figure 68. Night alarm and fuse alarm circuits, wiring diagram, Panel BD-90.

[image: Figure, page 164]

Figure 69. Power cable connector circuit, wiring diagram, Switchboard BD-110-( ).

[image: Figure, page 165]

Figure 70. Dial cord circuit, wiring diagram, Switchboard BD-110-( ).


[image: Figure 71. Power and heating circuit, wiring diagram, Switchboard BD-110-(]
Figure 71. Power and heating circuit, wiring diagram, Switchboard BD-110-(

Note: The numbers refer to reference symbols in table VI.
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Figure 7

[image: Figure, page 168]
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About this edition

TM 11-338 — TM 11-338 — Telephone Central Office Set TC-10

Public domain (U.S. Government work)

Public domain (U.S. Government work). Mirrored by T.REX ARMS.

Source: https://archive.org/details/TM11-338
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TL-51018

Figure 61. Switchooard BD-110~( ), front panel removed, showing cords secured._ for
transportation.
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the contact is made. Armature studs which pass through contact springs
must not rub on those springs. Spring tangs should overlap the spool-
head on which they rest by at least 1/32 inch but should not rub on the
spoolhead when the spring is moved (fig. 56). Move the springs up or
down as required to meet these requirements. Loosen the spring as-
sembly screws if necessary. Adjusting to meet one of the above require-
ments may throw another out of limits. Check all of the above require-
ments after making any of the above adjustments.

(3) Adjust the armature travel to the value shown on the circuit require-
ment tables VII to XI. If the special gauges used with this relay are not
available, use the Western Electric Co. 74D gauge nest furnished with
each switchboard. Insert the proper blade or combination of blades of
the 74D nest between the armature and the adjusting nut with the
armature against the core.

(4) On relays having break (normally closed) contacts, except contacts
4-6 top and bottom of relay M (operator’s telephone circuit),. there
should be a slight clearance between the armature stud and the spring
when the relay is unoperated. The separation betweer any pair of con-
tacts, normally open or opened when the relay is operated, should be at
least 0.005 inch. The follow on make (normally open) contacts when the
relay is operated shall be perceptible. Adjust the armature stud clear-
ance and the contact separation, and follow by bending the spring tangs
as required (fig. 56). Spoolhead springs should be tensioned firmly
against the spoolhead when the relay is unoperated. On bifurcated
(double) contacts on the UA-type relays, both contacts on a spring
should make at approximately the same time. All springs should be ad-
justed so that the tension is consistent with meeting the electrical
requirements (par. 40) to give good contact pressure between made con-
tacts, either normally made or normally open. Adjusting to meet one of
the above requitements may throw another out of limits. Check all of
these requirements after adjustments have been made.

—~ARMATURE
_~~__BACK CONTACT
ADJUSTING SCREW

| INSERT GUAGE HERE
/ J—7APPLV PRESSURE HERE

FRONT CONTACT __
ADJUSTING SCREW

CORE

ARMATURE =
TENSION SCREW

TL-51014
Figure 57. Front contact make adjustment of a G-type relay.

d. Relays A and C of the Cord Circuit. These are Western
Electric Co. G101 relays.

(1) Place the 0.015-inch blade of the gauge nest between the core and

626394—O—45—8 103
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b. Detailed Description. The location of front and keyshelf equip-
ment is shown in figures 20 and 21.
(1) AUXILIARY OPERATOR'S CIRCUIT. The auxiliary oper-
ator’s telephone circuit is completed by patching from the TEL jack to a
field telephone by means of a two-wire, plug-ended cord (fig. 40).
(2) ANSWERING CALL. When the answering plug of a universal
cord circuit is inserted into the jack of the calling line or trunk, and the
calling plug is inserted into the LINE jack, the line is connected to the
field telephone. With magneto lines and trunks, a patching cord with

TELEPHONE
CIRQUIT

SWITCHBOARD NO. 1

P ot e T, o

}
1
i
1
|
i
H
OPERATOR'S |
H
i
1
H
H
H
i
1
1

OPERATOR'S
TELEPHONE
CIRCUIT

SWITCHBOARD NO. 2

T
[
H H
f———f=——————THROUGH CABINET BE-72

OPERATOR'S
TELEPHONE
GIRCUIT

TO CORD.
CIRGUITS OF -
SWED.NO.3

SWITCHBOARD NO. 3

TL-50977
Figure 39. Grouping circuit, functional diagram, Switchboard BD~110~( ).
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ing. Unless roughly handled, relays will operate for long periods without
adjustment and with only an occasional cleaning.

b. Magneto Drop Adjustment. (1) If the armature binds with
side play taken up in either direction or if it has no side play, adjust the
pivot screws to provide slight (0.005 inch maximum) side play.

(2) If the tripping latch binds on the shutter or mounting plate, bend
the latch with duck-bill pliers sufficiently to clear both parts.

(3) If the shutter binds, check for a bent bearing pin or bent shutter and
hinge plate bearing tangs. Straighten or replace as required.

(4) With the shutter raised, the night alarm spring should be bent to
clear the contact wire by at least 0.005 inch. The spring should touch the
contact wire and then have perceptible follow as the shutter descends. If
necessary, remove the shutter hinge plate to make this adjustment.

(5) Apply the electrical operate test current, using the test circuit of
Cabinet BE-72 (par. 25). If the drop fails to operate, reduce the un-
operated armature air gap by bending the tripping latch. This can some-
times be done without removing the drop from the board by holding the
tripping latch against the bottom of the slot and forcing the armature
towards the core. If, after this adjustment is made, the latch does not
clear the shutter when the drop operates, turn the armature adjusting
screw out to increase the travel, or bend up the tip of the tripping latch
to clear the shutter. The armature adjusting screw should not be turned
out enough to allow the armature to touch the shell of the coil; this
causes the armature to stick in the operated position.

c. Flat-type Relays. (1) These relays include the Western Electric
Co. E-, R-, and UA-type relays used with this board. These are the R
and SL relays of the trunk circuit, the FS and BS relays of the cord
circuit, the T and M relays of the operator’s telephone circuit, and the
AR and NA relays of the night alarm circuit.

(2) Contact points should strike within the opposing disk, and bar con-
tacts should strike wholly within the length of the opposing bar when

LONG NOSE
PLIERS

NO 259 SPRING
ADJUSTER

TL-51013
Figure 56. Method of adjusting a spring tang of an E- or R-type relay.
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TL-51016
Figure 59. Frames FM-19 in Cases CS-59, covers rémoved, showing two stages of packing.

b. Turn the switch on Rectifier RA-36-( ) to'the OFF position.
Turn all circuit breaker switches on Cabinet BE-75 and Panel BD-90
to the OFF position. Shut off Power Unit PE-75-( ) if in operation.
Remove all connections at the storage Battery BB-46 and at the dry-
cell batteries connected to Panel BD-90 and Cabinet BE-70-( ).
Remove the connection to the commercial power supply by discon-
necting Cord CD-393.
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cord equipped with plugs should be connected to the C jack. With the
key (on the end of the cord) operated, and with the night alarm key in
normal position, insert the free end of the patching cord slowly into the
common-battery line jack until the tip of the plug makes contact with
the ring-spring of the jack. This will cause a surge through the winding
of the polarized (AU) relay in the night alarm circuit. Adjust the relay to
operate momentarily from this surge. Failure of the night alarm circuit
to operate when the battery line lamp lights indicates faulty operation
of the night alarm circuit.

(5) TEST FOR DEFECTIVE CORDS, PLUGS, AND KEYS. Con-
nect a test plug with the tip and ring shorted to the A jack. With the
talk-ring key of the cord circuit under test operated to TALK, connect
the plug of the cord circuit under test to the C jack. Under this con-
dition, a defective cord, plug, or key causes a click in the operator’s
telephone receiver.

suPEmisoRY
ans. RELAY
3 A

o c
cALL 8s OR Fs
2

3
230" asv
— ]
] T

TL-51004
SWITCHBOARD TEST CIRCUIT CORD CIRCUIT

Figure 51. Test of supervisory relay, Switchboar;i BD-110-( ), functional diagram.

(6) OPERATE AND RELEASE TEST OF SUPERVISORY RELAY
(fig. 51). Connect the plug of the cord under test to the C jack, and con-
nect the key-ended cord to the A jack. The supervisory lamp associated
with the cord under test lights and remains lighted until the key on the
end of the cord is operated. The operation of the key applies an operate
test current to the supervisory relay. Release the key. This applies the
release test current to the supervisory relay. Apply a soak current to the
supervisory relay by momentarily connecting a test plug with the tip and
ring shorted to the F jack. Continued lighting of the lamp after the
operation of the key indicates a failure of the supervisory relay to
operate on the operate test value. Failure of the supervisory lamp to
relight upon release of the key or upon removal of the test plug indicates
failure of the supervisory relay to meet its release test value.
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lamp jack springs, and foreign material in the line and trunk jacks. If
previous experience does not give a clue to the location of the trouble,
set up the circuit, using the test circuits of Cabinet BE-72 or other
switchboard circuits to simulate the conditions under which the trouble
occurred. Examine the action of the circuit under these conditions. It is
sometimes helpful to examine the position of the associated relays. If
there is a question whether the trouble is in the line, cord, operator’s
telephone, or other circuit, substitute other circuits of the same type,
one at a time, to associate the trouble with the proper circuit. Using a
test receiver or a volt-ohmmeter, test for open contacts, wires, or parts,
or for crosses or grounds which could cause the observed trouble. The
repairman should be thoroughly familiar with the functioning of the
circuits before attempting to locate trouble.

d. Start the emergency power equipment at regularly scheduled
intervals and transfer the central office load to it. Make sure that the
equipment is in good condition. Run it long enough for it to heat up and
show signs of defects, if any. Transfer the ringing load from the inter-
rupter to the telering or vice versa to insure the proper operation of both.

£3(6) (RG)

_x -1
L (45V) 1-1/3 AMP TL-51000

Figure 47. Cabinet BE-72, voltmeter lest circust, schemalic diagram.

31. TESTING WITH CABINET BE-72.

a. Voltmeter Test Circuit (fig. 47). This circuit is used for routine
testing of magneto and common-battery lines, and for making tests on
out-of-order lines as follows

(1) VOLTMETER TEST. (a) Test for Grounds and Crosses. To test
for grounds on the ring side of the line, patch the line under test to the
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¢. Disconnect all cables between Switchboards BD-110~( ), Frames
FM-19, and Panel BD-90, and remove from the cable racks. Remove
the bolts holding Racks FM-34, FM-35, FM-36, and FM-37 in place,
and pack these racks in Case CS—61 as shown in figure 58.

d. Disconnect the field lines and ground cords from Frames FM-19,
and remove the bolts and connecting members holding Frames FM-19
together. Fasten each Frame FM-19 in a Case CS-59, using the con-
necting memters as clamps as in figure 59. Coil the cables and strap them
in place as shown in this figure. Exercise care in handling these cables to
prevent breakage of the conductors where they enter the terminal strips.
Fasten the cover to Case CS-59.

TL-5101T

Figure 60. Cabinet BE-72 in Case C5-66, cover removed.

e. Remove the spade terminal strips from Cabinet BE-72. Remove
Cabinet BE-72 from Switchboard BD-110-( ), and pack the cabinet
in Case CS-66 as shown in figure 60.

f. Remove the spade terminal strips run between Switchboards
BD-110-( ). Fasten the spade terminal strips from each switchboard
to the corresponding binding post row on its own rear terminal panel.
Coil the cables before fastening as shown in figure 17. Pack the operator's
Headsets HS-30, Chest Sets TD-1, and the miscellaneous operator's
supplies in the spare parts box in Case CS-58. Fasten the magneto drops
in place with the drop guards. Fasten the cords in place with straps as
shown in figure 61. Tie the relay covers in place with a suitable lacing
twine. Fasten the knee panel, the lower front panel, and the rear panel
in place with the bolts provided for the purpose. Place the front cover
over the keyshelf and jack field, and lock it in place with the trunk
catches. Put the top cover in place and secure it with the trunk catches
(fig. 4).
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Figure 52. Test of sleeve and supervisory relays, Switchboard BD-110-( ), functional
diagram,

(7) NONOPERATE TEST OF SLEEVE RELAY AND CHECK
TEST FOR CONTINUITY OF THREE WINDINGS OF SUPER-
VISORY RELAY (fig. 52). Connect the plug of the cord under test to
the B jack, and connect the plug of any other cord to the C jack. This
operates the supervisory relay, but not the sleeve relay. If the recall
lamp of the cord under test lights, there is no trouble. This test, then,
also performs a continuity test on the three windings of the supervisory
relay. Failure of the recall lamp to light indicates that the sleeve relay
fails to meet its nonoperate requirements, or that the supervisory relay
fails to meet its operate requirements on the three windings.
©og”

e B, . B g m
20" 5 25 v
mrg m% A 1_%
o] &

SWITCHBOARD TEST CRCUIT  CORD CIRCUIT UNDER TEST
TL-S1006

Figure 53. Operale test of sleeve relay, Swilchboard BD-110~( ), functional diagram.

(8) OPERATE TEST OF SLEEVE RELAY (fig. 53). Connect" the
plug of the cord under test to the A jack and connect the plug of any
other cord to the B jack. If both the sleeve relay of the cord circuit under
test and the supervisory relay of the cord circuit associated with the B
jack operate satisfactorily, the recall lamp of the latter cord circuit will
light, and the associated sleeve relay should remain inoperative. If the
recall lamp associated with the B jack lights, there is no trouble.

(9) TALK-RINGING KEY TEST (fig. 54). Insert the plug of a
spare cord in the F jack, and insert the plug of the cord under test into
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Figure 34. Magneto line circuit, wiring diagram, Switchboard BD-110-( ).
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Figure 67. Power and ringing circuits and inlerrupler conlact protection circuit, wiring
diagram, Panel BD-90.
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SECTION V.
SUPPLEMENTARY DATA

43. PACKING FOR TRANSPORTATION.

a. Be careful at all times wnen packing and transporting the equip-
ment in order to minimize maintenance troubles in the operation of the
equipment.

TL-51018

Figure 58. Racks FM-34, FM-35, FM-36, and FM-37 in Case CS—61.
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plugs on each end can be used instead of a cord circuit.

(3) MAKING CALL. When the answering plug of a cord circuit is
inserted into the LINE jack, and the calling plug is inserted into the
jack of the desired line or trunk, ringing current is supplied through the
talk-ring key of the cord circuit. Magneto lines are connected with a
patching cord instead of a cord circuit. In this instance, ringing current
is supplied from the field telephone.

(4) BUSY TEST ON MAGNETO LINE OR TRUNK. A circuit is
prepared for testing on a magneto line or a universal trunk by operation
of the BT key to MAG which grounds one side of the circuit through the
busy test circuit. When the sleeve of the jack being tested is touched
with the tip of the plug of the patching cord, a circuit is completed
through the field telephone. If the line or trunk is busy, battery is con-
nected (from the cord circuit causing the busy condition) to the sleeve.
The test completes a circuit through the capacitors of the field telephone
and the B resistor to ground. The surge of current in the charging of the
capacitors in the field telephone causes a click in the receiver. When the
circuit is broken, the discharge of the capacitors causes another click.
(5) BUSY TEST ON COMMON BATTERY LINE. A circuit is
prepared for testing on a common battery line, by operation of the BT
key to CB. In this instance, ground is connected to the jack sleeve of a
busy line. The test completes a circuit to battery through the field tele-
phone and the A resistor.

(6) BUSY SIGNAL. When the patching cord is used in connection
with magneto lines instead of a cord circuit, a busy signal is provided by
the extension of battery through the A resistor to the sleeve of the line
jack.

2

lﬁ hh;th hlmrhgw b lg ET{ h; hlllh

BARE STRAPS- TL-51032

Figure 41. Conference circuit, wiring diagram, Switchboard BD-110-( ).

23. CONFERENCE CIRCUIT (fig. 41). This circuit consists of ten
jacks wired in parallel to connect a number of lines for conference pur-
poses. All lines connected to the conference circuit by switchboard cords
(par. 12g) are connected together by straps between the conference
jacks. A person talking at any station can then be heard by all connected
stations.
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Figure 70. Dial cord circuit, wiring diagram, Swilchboard BD-110~( ).

182

184
TL-51025 leo

Figure 71. Power and healing circuil, wiring diagram, Switchboard BD-110-( ).

NoTE: The numbers refer to reference symbols in table VI.
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longer flows through the AU relay, and the relay releases. By operating
the AU relay, ground is connected to the NA relay which operates and
holds through the back contact of the AR relay. The NA relay, when
energized, operates the NB bell as an audible signal. Operating the RLS
key energizes the AR relay and releases the NA relay which, in turn,
silences the NB bell. When the night alarm is not required, the NA key
is operated. This opens the operating path of the NB bell from the
magneto line, connects battery directly to the AU lead, and disconnects
the winding of the AU relay from the Wheatstone net circuit.

27. FUSE ALARM CIRCUIT (fig. 44). When s
I’}

a grasshopper battery fuse blows, its spring >
makes contact with the alarm stud of its fuse gQ7 <
block. Battery on the spring connects through  e80*

the FA buzzer to ground, and operates the FA T resoo

buzzer as a warning signal that a fuse has blown. )

When the fuse is removed from the fuse block, Figure 44. Fuse alarm
P circuit, schematic dia-

the FA buzzer is silenced. gram, Panel BD-90.

28. NO-VOLTAGE ALARM CIRCUIT (fig. 45). This circuit pro-
vides an alarm when the ringing voltage decreases below a given value.
The A relay is connected directly across the output leads from the ring-
ing supply and is normally held operated by the ringing voltage. When
the ringing voltage decreases below a predetermined value, the A relay
releases, lighting the E lamp and operating the C buzzer. The buzzer is
silenced by the operation of the (nonlocking) D key which operates the
B relay. The B relay, operated under the control of the A relay, locks
itself and silences the buzzer by opening the buzzer circuit. When the
ringing voltage has been restored to normal, the A relay operates, re-
moving ground from the rest of the circuit. This extinguishes the E lamp
and returns the circuit to its normal condition.

29. PANEL BD-90 POWER AND RINGING CIRCUITS (fig 46).

a. The meters, receptacles, and circuit breaker switches on the upper
front panel of Panel BD-90 provide for control, interconnection, and

inremmurTen Teceno 846
oG SuPRY eI Sy b4
/e 829 /R W g AT

528
(o)

Tesion

Figure 45. No-voltage alarm circuit, schematic diagram, Panel BD-90.
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