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TM 11-406 — Projector Equipment PH-398

X",

WAR DEPARTMENT^ TECHNICALTO^MANUAL

PROJECTOR EQUIPMENT PH-398

APRIL 24, 1943

This Technical Manual published by Radio Corporation of America on order No. 10115-Phila-43 is furnished for the infor mation and guidance of all concerned.
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TECHNICAL MANUAL) WAR DEPARTMENT, No. 11-406 )

WASHINGTON, APRIL 24, 1943

Prepared under direction of the Chief Signal Officer.

See Figure 22 for order of assembly of lenses.

CAUTION: THE USE OF GLASS CLEANERS OR SOLVENTS OTHER THAN BENZINE OR CARBON TETRACHLORIDE SHOULD BE AVOIDED SINCE DAMAGE MAY BE CAUSED TO THE SURFACE BY IMPROPER CLEANING.

h. Polish the reflector mirror carefully with a soft, lint-free cloth, using glass cleaner if necessary. Inspect for flaws.
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	i. Remove the projector lamp and polish the glass envelope, using glass cleaner if necessary. See paragraph 10 c (2) (f).

	j. Remove the projection lens from the jacket and brush off any dust with a soft camel's hair brush. If necessary clean as outlined in g. above, being very careful not to leave dust or lint on this lens. When replacing the lens in the jacket tighten se curely by means of the screw "N" of Figure 5.

	k. Remove the exciter lamp cover and clean the glass enve lope of the lamp. Replace the cover with the opening in the cor rect position. (See Figure 5) .

	I. Brush the sound drum mirror and the photocell with a soft camel's hair brush to remove any dirt or lint. Be very care ful of the mirror as it may be dislodged by rough handling.

	m. Carefully remove any dust or dirt that has accumulated elsewhere on the projector frame or chassis. Take care that dust or lint is not brushed or thrown onto parts already cleaned.




21. Preparation for Servicing or Repair


	a. If adjustments or mechanical replacements are to be made on the projector, it will be necessary in some cases to re move the projector from the carrying case. In this event, pro ceed as follows :

	(1) Place projector in operating position and remove the cover.

	(2) Remove the four screws that hold the projector mechanism to the case.

	(3) See that all power or interconnecting cables are disconnected from the unit, and that both reel arms are removed.

	(4) Disassemble the take-up and rewind belts by un screwing the ends at the junction point, then pull both belts from the case. (The belts must be twisted or unscrewed about seven turns before the ends will part.)

	(5) Slide the mechanism outward until it clears the case.

	b. When adjusting or replacing certain parts it is also nec essary to remove the projection lamp housing. This is done as follows :
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Figure 14 —Projector—Case Removed—Takeup and Rewind Pulleys and Belts Disassembled


	(1) Remove the two screws marked "A" in Figure 5 from the front of the lamp housing. These screws are located just to the left of the film gate.

	(2) Remove the No. 10 round-head machine screw on the drive side of the projector just above the drive motor (see hole "A" of Figure 14). This screw fits a threaded hole in the post of the lamp housing casting.

	(3) Remove lamp housing by pulling it gently toward the rear of the machine being careful not to damage the blower motor or the motor shaft.

	(4) In most cases it will not be necessary to disconnect the leads from the terminal board, however, if it becomes neces sary to do so, they may be replaced according to the color coding of the terminal board and the leads.





22. Adjustment of Optical Bracket Assembly


	a. Exciter Lamp and Socket.—The exciter lamp is of the prefocused type and when seated properly in its socket no ad justment is necessary. Should an exciter lamp socket require replacing, remove the three filister-head mounting screws (also hold the light shield holding clips) and lift the socket out of the bracket. Disconnect the two leads from the socket, and connect them to the new socket. Replace socket in bracket and tighten in place with the three screws removed after checking to be sure that the insulation is in good condition and the wiring is not grounded against the bracket.

	b. Lateral Positioning of Sound Light Beam.—To center the light beam on the film sound track proceed as follows :

	(1) Thread a loop of buzz track film with the emul sion side of the film toward the exciter lamp.

	(2) Operate the projector as though sound film were being run.

	(3) Loosen the cap nut "B" of Figure 5, and adjust the knurled nut "C" until no sound is heard from the loud speaker.

	c. Focusing Light Beam on Sound Track






NOTE: This adjustment should not be attempted unless an output meter is available.
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In order to reproduce sound-on-film recording properly, it is essential that the optical system light beam be focused correctly on the sound track of the film. Incorrect focus causes loss of volume and reduced high frequency response.

To adjust this focus :


	(1) Thread a constant frequency test film loop in the projector with the emulsion side toward the exciter lamp (5,000 or 6,000 cycles).

	(2) Connect the output meter across the loudspeaker voice coil circuit.



CAUTION: NEVER OPERATE THE AMPLIFIER WITHOUT A SUITABLE LOAD ACROSS THE OUTPUT TRANSFORMER.


	(3) Operate the projector as though a sound film were being run.

	(4) Turn up the amplifier volume until a reading is obtained on the output meter. Break the seal and loosen clamp ing screw "G" (Figure 5) until the sound optical unit may be shifted with a slight drag against the bracket. Insert the eccen tric wrench into hole "H" of the casting bracket, and insert a small pin in hole "0" of Figure 5. Adjust the horizontal position of the sound optical unit by turning the eccentric wrench, and the rotational position with the pin, simultaneously until maxi mum output is obtained as indicated by the meter. The unit is then in correct focus and screw "G" should be tightened care fully, making sure that the reading of the output meter does not change during the tightening process.

	d. Vertical Positioning of Sound Light Beam.—This adjust ment has been made in the factory and no further adjustment should be necessary. If required, the height of the optical bracket can be adjusted by means of the set screw "J" and pivot pins "K" until the sound optical system is in the same horizontal axis as the sound drum. (Figure 5.)

	23. Adjustment of Sound Mirror Assembly —It is important that the sound light beam from the mirror be reflected directly onto the cathode element of the photocell. The mirror bracket assembly is designed so that, when assembled on the projector, this is accomplished. A slight adjustment for the mirror is pro vided by means of clearance between mounting screws "A" in Figure 9, and the respective mounting holes in the mirror



bracket assembly. Should the mirror become loosened and break away from the bracket, it is advisable to replace the entire mirror bracket assembly. Proceed as follows :


	a. Remove the projector from the case as explained in para graph 21 a. Do not remove the lamp housing.

	6. Loosen thumb screw "D" of Figure 5 and swing optical bracket away from the projector frame.

	c. Swing the projection lens and film gate open and remove it from the projector by holding it in the right hand while the hinge pin "F" is raised. (See Figure 5.) After this pin is raised, the lens and gate can be withdrawn from the machine.

	d. Lift the pressure roller arm assembly "E" (Figure 5) and tie it securely to the upper sprocket shaft by means of a short piece of cord.

	e. Hold the sound drum shaft from rotating by grasping the sound drum between the thumb and forefinger of the left hand and remove the round-head machine screw and washer ("A" of Figure 15) from the flywheel (rotary stabilizer) side of the sound drum shaft assembly.

	/. Withdraw the sound drum shaft from the operating side of the projector, taking care not to damage or lose either of the spacers or the spring, or the bearings of the drum shaft assembly.

	g. Remove the three screws "A" (Figure 9) while holding the mirror bracket assembly and remove the assembly from the projector.

	h. Assemble the new sound mirror bracket with the three screws "A" (Figure 9) just engaged in the holes. This will pro vide the necessary clearance between the long spacer and fly wheel, while the flywheel is inserted as described in j below.

	i. Assemble the short spacer on the drum shaft, making sure that no particles of dirt are between the drum and the spacer.

	j. Insert the drum shaft assembly through the front ball bearing, assemble in order the long spacer, the flywheel, the spring, and the back bearing.

	k. Again holding the sound drum between the thumb and forefinger, lock the assembly in place with the retaining washer and the round-head machine screw removed in e.
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Figure 15 —Projector—Case Removed—Showing Takeup and-Rewind Belts Threaded
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	I. Tighten the three screws ("A" of Figure 9) of the mirror bracket assembly evenly in place, leaving just loose enough that the bracket can be rotated slightly by hand. With the optical system turned "on", rotate the bracket slightly to obtain the maximum reflected light on the photocell cathode. When this position is determined, tighten the three screws to hold the bracket in place.

	m. Check to see that the adjustment was not disturbed by the tightening process.

	24. Adjustment of Film Sprocket Shoe Assembly In order that the film may pass smoothly around the sprockets and at the same time retain its proper position, it is necessary that the film shoes be adjusted properly, as follows:

	a. With the shoe in place, there should be equal clearance between the shoe assembly and both sides of the sprocket.

	b. Adjust the relative position of sprocket and shoe by means of steel washers on the sprocket shaft. However, if it is not possible to obtain clearance between the outside face of the sprocket and the shoe, move the shoe out by means of the spacer on the pivot shaft.

	c. Tighten sprocket to shaft so that there is no end play, but that the sprocket is free to be rocked by hand without ap preciable effort.

	d. Tighten the set screw that holds the shoe in place on the pivot.

	e. Adjust the film clearance between shoe and sprocket as follows :

	(1) Place a double thickness of film between the sprocket and the shoe and close the shoe, allowing the spring to hold it in place.

	(2) Place the angle bracket "B" (Figure 9) against the shoe stop nearest the sprocket and tighten the screws to hold in place.

	(3) Open the shoe and remove one thickness of film.




	(4) Close the shoe and check to see that the film is
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Figure 16 —Film Gate—Disassembled not damaged on the edges, and that the film is free on the sprocket. The shoe should hold the film in a position that the sprocket teeth engage the center of the sprocket holes.


	25. Adjustment of Film Pressure Shoe. —In order that the film will be held in the proper position against the aperture plate, and that the required tension is maintained on the film, it is necessary that the film pressure shoe (C of Figure 5) exert the correct pressure on the film as it passes through the film gate. This pressure may be checked and adjusted as follows:

	a. See that the pull down claw is in the withdrawn position so that it will not engage the sprocket holes in the film.

	b. Place a section of regular film in the film gate with the emulsion side toward the film shoe. See that the gate is closed securely.

	c. Using an eight ounce spring scale hooked through a sprocket hole, pull the film through the gate. The drag indicated by the scale should be from 4 to 5 ounces. If the reading differs greatly from this, remove the film gate (see paragraph 23c) and proceed as follows :




	(1) Loosen the Allen head screws D of Figure 9 that hold each of the two plunger assemblies in place just enough to withdraw the shoe and the two plungers from the plunger bush ings, without releasing the bushings. (About one turn.) (Also see Figure 16.)

	(2) Remove the pressure springs from the plunger bushings.

	(3) Insert new springs in each plunger bushing after making certain that the bushing and spring are free from dirt or grit.

	(4) Apply one drop of oil on each shoe plunger.




	(5) Assemble the plungers to the shoe and insert the plungers into the plunger bushings. Each plunger must move in and out very freely.

	(6) Tighten the Allen head screws to hold the assembly in place.

	(7) Check for freedom of movement. The film shoe must move in and out very freely. Apply finger pressure at any point on the shoe. The shoe must return to its original position by itself.

	d. Replace the film gate on the projector.







26. Replacement of "V" Drive Belt


	a. Remove projector from case.

	b. Remove lamp housing.

	c. Loosen the two Allen head set screws on the pulley and gear hub.

	d. Turning the pulley by hand, force the belt off of the pulley on the side toward the motor, at the same time withdraw ing the pulley and gear from the shaft.



The belt can then be lifted off over the blower rotor on the motor shaft without removing the blower.

e. Install the new belt in the reverse order to the steps listed above. Tighten the set screws in the pulley and gear as sembly so that the drive shaft has 0.001 of an inch end play. Place a small screwdriver between the front bearing and the worm to assist in taking up the end play.
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Figure 17 —Projector—Rear View—Intermittent Mechanism Removed


	/. Adjust the belt tightness by raising or lowering the motor. This is done by means of shims under the motor. The belt should be just tight enough to prevent slippage.

	27. Adjustment of Film Pull Down Claw.—The film pull down claw imparts the intermittent motion to the film in synchronism with the operation of the shutter. The adjustment of this claw is very important and the finest quality picture cannot be ob tained unless the claw operation is properly adjusted. Remove the projector from the case and remove the lamp housing. Make adjustments as follows:

	a. Positioning Intermittent Body.—Line up the centers of the framing pivot, intermittent eccentric, cam shaft, and the adjusting screw for the in-and-out cam in a horizontal position. When all of these centers are lined up, the claw will be in the half way down position of the stroke. (See Figure 17.)





b. Up and Down Motion.


	(1) Loosen screws "A" and "B" of Figure 17. Figure 18 shows parts in place and screw "A" may be seen between the shutter blades. The lower screw ("B" of Figure 17) may be reached through hole "B" (Figure 18) with a medium size screwdriver.

	(2) Move gear plate ("C" of Figure 18) as far to the right as possible then tighten screw "A" temporarily.

	(3) Place a strip of film in the gate and close the gate.




	(4) Rotate the flywheel ("D" of Figure 18) by hand (clockwise) and observe the claw action to see if the claw moves the film down each time it moves downward.

	(5) If not, again loosen screw "A" and move the gear plate to the left one division of the scale ("C" of Figure 17) which will be seen stamped into the frame just above the gear plate. Tighten screw "A" and again rotate the flywheel and check for movement of the film by the claw.

	(6) If the claw still does not engage the sprocket holes in the film, move the gear plate another scale division to the left and repeat the test.

	(7) When the position of the gear plate is found where the claw first engages the film sprocket holes, move the plate to the left an additional two and one-half scale divisions and tighten both screws to hold it securely in place.
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Figure 18 —Projector—Rear View—Lamp Housing Removed c. Lateral adjustment of Claw. —Adjust the lateral position of the claw when it is in the half way down position by means of the eccentric pivot "E" (Figure 18) (to permit adjustments of the eccentric pivot loosen the two set screws "B" of Figure 14) until the claw clears the outside edge of the sprocket holes in the film by about .012 of an inch. To aid in judging this distance, it may be helpful to know that the radius of the sprocket hole corners is .010 of an inch. Therefore the claw should be posi tioned so that it is just inside the straight portion of the sprocket hole and just clears the curved corner of the hole. The eccentric pivot must be in its lowest position before starting this adjust ment. The pull down claw must engage the sprocket holes at all times during the downward travel and the film must run smooth ly when using the framing adjustment in any position.



d. In-and-Out Motion.


	(1) Remove the flywheel ("D" of Figure 18) by loosen ing the two Allen set screws and forcing the belt off the pulley while turning the flywheel and pulling it from the shaft. (Refer to paragraph 26 d.)

	(2) Turn the shutter blades so that the set screw and locking nut "A" on the in-and-out cam gear can be reached. (See Figure 19.)

	(3) Loosen the lock nut so that the set screw can be adjusted and adjust the position of the claw so that it protrudes through the aperture plate 0.030 to 0.035 of an inch. This ad justment may be checked approximately by checking the dis tance between the intermittent body and the back of the aper ture plate. This should be approximately -fa of an inch. A slight ly worn "Buffalo nickel" approximates this dimension. After the proper adjustment is found, lock the set screw in place by means of the locking nut.

	28. Synchronization of Shutter and Pull Down Mechanism. In order to project an image upon the screen properly and to ob tain the desired illusion of motion, it is necessary that the shutter be synchronized with the intermittent mechanism so that the light. is cut off from the picture as each frame is being pulled into position in front of the picture aperture. This synchroniz ation is accomplished as follows, assuming that the shutter gear and/or intermittent gear had been removed for replacement or some other reason :
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Figure 19 —Projector—Rear View Showing In and Out, Adjustment for Intermittent Mechanism


	a. Assemble the shutter gear and intermittent gears with the timing holes coinciding.

	b. With the pull down claw set in the position where it is ready to move downward, assemble the shutter blade on the three screws with the leading edge of the wide blade at the center of the flare ("F" of Figure 18.)

	c. Assemble the three nuts to hold the shutter blade and tighten in place.

	d. After this adjustment, if a travel ghost is still notice able, refinement of the adjustment can be made by loosening the three nuts holding the shutter blade and rotating the shutter blade slightly on the three elongated holes.

	e. If the travel ghost is seen at the top of the picture, the shutter is lagging behind the claw operation and the blade should be rotated slightly in a clockwise direction.

	/. If the travel ghost is seen at the bottom of the picture, the shutter is leading and should be rotated slightly counter- clock wise.

	g. Tighten .the three nuts firmly to keep the shutter blade from shifting.





29. Sound Pressure Roller Adjustments


	a. Using a 16 ounce spring scale, lift the pressure roller with it until it just leaves the drum ; take the scale reading. Take another reading as the roller is lowered to the point where it is just ready to seat on the drum. The average of these two read ings should be 8 ounces.

	b. Should the pressure be incorrect, it may be adjusted as follows :

	(1) Loosen the two Allen head set screws that hold the flat spring anchor to the bracket. ("E" of Figure 9.)

	(2) To increase the roller pressure, rotate the spring anchor in a counter-clockwise direction a small amount and tighten the set screws.

	(3) Re-check the pressure as in a and if not correct again shift the position of the spring anchor until the desired pressure is obtained.
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Figure 20 —Takeup Belt Threaded Through Pulley
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Figure 2I—Rewind Belt Threaded Through Pulley
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Figure 22 —Condenser Lena—Disassembled


	(4) Rotation of the spring anchor in a clockwise direc tion will reduce the pressure.

	(5) After the proper adjustment is obtained, see that the two Allen head screws "E" of Figure 9 are tightened firmly in place.





30. Installing Take-up or Rewind Belts


	a. Figures 20 and 21 show the take-up and rewind belts respectively being threaded through the take-up-rewind mechan ism. Note the cover plate removed. Also note that the ends of the belts are taken apart for installation.

	b. After a belt is threaded and both ends are protruding from the case, grasp one end in each hand and twist one end seven turns counter-clockwise.

	c. Place the two ends together and allow the belt to untwist which will result in screwing the small end into the large one. Assist the spring motion by hand until the two ends are firmly joined.




	31. Servicing The Amplifier. —The audio amplifier used with this equipment is similar to the audio amplifiers used in radio receivers and public address systems. Service work in connec tion with such equipment usually consists of locating and re placing defective parts. The following data, when used in con junction with the schematic and wiring diagrams, gives all of the information required for proper servicing by a competent service man. To assist others in locating trouble and remedying defects, the following discussion is presented :

	a. Caution: Study the safety warning in the front of this book.

	b. Check the overall equipment regularly to maintain optimum performance at all times.



The following procedure is suggested :


	( 1 ) Mount and connect all units for operation as shown in the overall connection diagram.

	(2) Turn "on" the amplifier power switch.




	(3) See that the amplifier pilot lamp lights.




	(4) With the volume control set to give a moderate output from the loudspeaker, operate the projector. Operate the volume control to check for noiseless operation.

	(5) Test the operation of the tone control.




	(6) Check the operation of the loudspeaker by listen ing for undistorted output.

	(7) If a tube tester is available, test the tubes and re place if necessary.

	c. Amplifier.—Should the system be "dead", i.e., no sound is heard when the instructions for operation have been followed, and the line voltage, and the loudspeaker or interconnecting cables have been checked and found to be in operating condition, it is likely that the difficulty will be found in the amplifier. The following procedure is suggested for locating the fault :

	( 1 ) Check to see that the power fuse is not burned out.






NOTE: Never replace a blown fuse with one of higher rating.

CAUTION: ALWAYS TURN OFF THE POWER SWITCH BEFORE REMOVING FUSES.

(2) Replace the tubes of each stage with tubes known to be in good condition.


	(3) Voltage Check. —If the trouble persists and power is applied as indicated by the lighted pilot lamp or lighted fila ments of the RCA 5U4-G rectifiers, turn off the power switch and remove the amplifier chassis from the case. Remove the chassis bottom plate by drilling out the eyelets. Next turn on the power switch and check all socket voltages as shown in the diagram of socket voltages included as part of these instructions. Any wide variation in reading from those given will indicate the location of the trouble. D-C plate and screen grid voltages should be checked from the respective tube prong to ground.

	(4) Listening Test.—Should a tube and socket voltage check fail to locate the cause of the trouble, a "listening" or "sig nal tracing" test should be made. A pair of headphones con nected to test leads through one 600-volt series capacitor of 0.1 mfd. or higher is recommended as a convenient means for listen ing at each amplifier stage. The projector providing a signal, or other suitable source of sound, one test prod should be con nected to the plate contact of the tube socket in the first ampli fier stage. The second test prod should be connected to chassis ground, or cathode contact of the tube socket in the first ampli fier stage. The same procedure should be followed at each suc cessive amplifier stage. If the signal is heard on one stage, but is not heard on the following stage, the trouble may be due to a defect in the coupling capacitor, volume control, or coupling transformer. Test for an open coupling capacitor by shunting a capacitor of similar value across it. If the signal then appears in the following stage replace the original coupling capacitor as the indication is that it is "open". A faulty volume control or coupling transformer, or a shorted coupling capacitor can be detected by a d-c resistance measurement.

	(5) Continuity Test.—Should the preceding tests fail to locate an amplifier fault, a complete continuity check should be made of the parts and the circuit of the amplifier for short circuits, grounds, or open circuit conditions which could cause the trouble. An ohmmeter is required for the continuity check and the d-c resistance measurement in (4) above. Frequent reference to schematic and wiring diagrams and the continuity test table in these instructions will be helpful.
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Figure 23 — Amplifier Socket Voltage Diagram


	34. Servicing The Loudspeaker. —The only troubles that might be experienced with the loudspeaker are loose terminal connec tions, damaged voice coil, damaged diaphragm, or damaged field coil. To correct these troubles, proceed as follows :

	a. Remove all loose parts such as tubes, lamps, belts, etc., from the loudspeaker case.

	b. Remove the four screws "A" and "B" of Figure 3-A from the loudspeaker case and withdraw the speaker compart ment and partition (made as one unit) from the case.

	c. Disconnect the speaker cable from the speaker by means of the split connector on the under side of the cone housing.

	d. Check for open field or voice coils by use of an ohmmeter. The field coils should measure approximately 1,350 ohms and the voice coil approximately 5Vfc ohms. The two field coil leads are color coded black/red and black/yellow and are connected to the two connector pins with the closest spacing.

	e. If voice or field coils are indicated to be defective by the resistance checks, proceed as follows :

	(1) To replace the cone and voice coil assembly:




	(a) Remove the four machine screws "C" of Figure 3-A, together with associated nuts and withdraw the loudspeaker assembly from the case.

	(b) Disconnect the voice coil leads from the con nector plug mounted on the cone housing after noting the man ner in which the leads are connected. Remove the two pieces of spaghetti tubing and save.

	(c) Remove the two No. 8-32 filister-head machine screws that hold the voice coil and cone assembly in place and withdraw the coil and cone assembly from the loudspeaker. See that all cement and any torn sections of the cone are removed from the rim of the cone housing.



CAUTION: USE EXTREME CARE THAT IRON FILINGS OR OTHER FOREIGN MATTER IS NOT PERMITTED TO ENTER THE AIR GAP BETWEEN THE CORE AND THE TOP PLATE. ANY SUCH FOREIGN MATERIAL WILL RESTRICT THE MOTION OF THE VOICE COIL AND IMPAIR THE EFFICIENCY OF THE LOUDSPEAKER.


	(d) Cement a new thin gasket in place against the rim of the cone housing. Coat the face of the new gasket with cement before installing the new cone. Hold the cone and coil assembly loosely in place with the two No. 8-32 screws re moved in (c).

	(e) Center the voice coil in the gap by means of centering shims placed around the core between the core and the voice coil.

	(f) Tighten the two screws to hold the voice coil and cone assembly in place.

	(g) Cement the dust cap in place to prevent foreign particles entering the air gap.

	(h) Cement the heavy gasket to the rim of the cone.

	(i) Slip the two pieces of spaghetti tubing re moved in (b) over the voice coil leads and connect them to the terminals of the connector plug from which the old leads were removed.

	(j) Replace the loudspeaker in the case and fasten in place with the machine screws and nuts removed in (a).

	(2) To replace the field coil.—Proceed as in (1) (a), (1) (b), and (1) (c) then:

	(a) Disconnect the field coil leads from the con nector plug.

	(b) Remove the four No. 8-32 filister-head ma chine screws that hold the yoke and core assembly in place and remove the cone housing from the yoke.

	(c) Remove the field coil from the core and yoke assembly.

	(d) Place the new field coil in position on the core and reassemble in the inverse order to the procedure in (2) (a), (2) (b), and (2) (c).

	(e) Complete reassembly of the loudspeaker as outlined in paragraphs (1) (d) to (1) (j) inclusive.

	(3) To replace the connector plug.—Should it be neces sary to replace the connector plug proceed as follows :

	(a) Note the connections to the plug and discon nect all leads therefrom.
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	(b) Remove the single No. 8-32 round-head ma chine screw and associated lockwasher and hex nut, and remove the damaged plug.

	(c) Install a new plug using the screw, washer, and nut removed in (b).

	(d) Connect the leads to the new plug in the same position as was noted in (a).
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Figure 24 —Projector Case — Parts Identification
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Figure 25-A —Projector—Operating Side—Parts Identification
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Figure 25-B—Projector—Operating Side—Parts Identification
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Figure 26 —Projector —Rear View—Parts Identification
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Figure 27 —Lamp Housing —Parts Identification

[image: Figure, page 83]

Figure 28 —Projector—Opposite Operating Side—Parts Identification
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[image: Figure 29 — Projector — Sub-Chassis View — Parts Identification]
Figure 29 — Projector — Sub-Chassis View — Parts Identification
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Figure 30 —Amplifier—Top Vieiv —Parts Identification
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Figure 31 —Amplier Sub-Chassis View—Parts Identification 104
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Figure 32 —Loudspeaker— -Opened Rear View—Parts Identification
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Figure 33 —Loudspeaker Case—Disassembled —Parts Identification
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Figure 34 —Takeup and Rewind Reel Arms—Disassembled — Parts Identification
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Figure 35 —Loudspeaker —Disassembled —Parts Identification


36. Names and addresses of manufacturers.




LIST OF MANUFACTURERS









	NO.
	NAME
	ADDRESS




	ARH
	Company

American

Radio

Hardware
	New

York,

Y.

N.



	ACH
	Company

American

Cabinet

Hardware
	Rockford,

111.



	AHH
	Arrow-Hart

Electric

&

Hegeman

Company
	Hartford,

Conn.



	AMC
	Allen

Manufacturing

Company
	Hartford,

Conn.



	AMP
	American

Phenolic

Corporation
	Chicago,

111.



	APC
	Products

Company

Alden
	Brockton,

Mass.



	BL
	Bausch

&

Lomb

Optical

Company
	Y.

Rochester,

N.



	BORUT
	Borut

Mirror

Specialties

Company

_
	York,

Y.

New

N.



	BOS
	Works

Boston

Gear
	North

Quincy,

Mass.



	BUS
	Manufacturing

Company

Bussman
	Louis,

St.

Mo.



	CC
	Chrysler

Corporation
	Detroit,

Mich.



	CCL
	Lock

Corbin

Cabinet

Company

_
	Britian,

New

Conn.



	CEL
	Celluloid

Corporation
	York,

Y.

New

N.



	CHGO
	Transformer

Chicago

Company
	Chicago,



	DDC
	Doehler

Die

Casting

Company
	111.

New

York,

Y.

N.



	DRK
	Manufacturing

Drake

Company.

—
	Chicago,



	EFH
	E.

F.

Houghton

&

Company

_
	111.

Philadelphia,



	FB
	Fiske

Brothers

Refining

Company
	Pa.



	
	Felters

Inc

The

Company,
	Toledo,

O.



	FCO
	Manufacturing

Company.

—
	Chicago,

111.



	GB
	Gits

Brothers

Electric
	Chicago,

111.



	GE
	General

Company
	Cleveland,

O.



	GEN
	Electric

Company

General
	York,

Y.

New

N.



	GRV
	Groov-Pin

Corporation
	J.

City,

Union

N.



	HBJ
	Howard

B.

Jones
	Chicago,

111.



	HC
	Henry

F.

Cole,

Company

Hersee

C.

_
	Boston,

Mass.



	HH

ILEX
	Hardwicke-Hindle
	J.

Newark,

N.



	KK
	Ilex

Optical

Company
	Y.

Rochester,

N.



	
	Kurz-Kash
	Dayton,

O.



	LHG
	L.

H.

Gilmer

Company
	Chicago,

111.



	MR
	Marlin-Rockwell
	Y.

Jamestown,

N.



	Nat'l
	National

Lock

Company
	Rockford,

111.



	NDP
	New

Departure

Company
	Bristol,

Conn.



	NMC
	Manufacturing

Noera

Company
	Waterbury,

Conn.



	OSB
	Manufacturing

Osborn

Company
	Cleveland,

O.



	PB
	Paul

&

Beekman
	Philadelphia,

Pa.



	PD
	Phelps

Dodge

Corporation
	Fort

Wayne,

Ind.



	Phe
	Manufacturing

Company

Pheoll
	Chicago,

111.



	PK
	Kalon

Parker

Company
	Y.

York,

N.

New



	PRC
	Company

Premier

Rubber
	O.

Dayton,



	PRM
	Mallory

Company

P.

R.
	Indianapolis,

Ind.



	RCAM
	RCA

Victor

Division

of

of

Radio

Corporation

America
	J.

Camden,

N.



	ROX
	Roxylyn

Flexible

Lacquer

Company
	J.

Elizabeth,

N.



	SHK
	Shakeproof

Lockwasher

Company
	Chicago,

111.



	SV
	Socony- Vacuum

Oil

Company
	Mo.

St.

Louis,
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LIST OF MANUFACTURERS (Con't)









	NO.
	NAME
	ADDRESS




	TMC
	Torrington

Manufacturing

Company
	Torrington,

Conn.



	TRB
	Brawley

Felt

T.

R.

Company



_
	Y.

Brooklyn,

N.



	UCF
	Carr

United

Fastener

Corporation
	Boston,

Mass.



	USM
	_

United

Machine

Company

Shoe
	Boston,

Mass.



	[A.G.
	062.11

(1-12-43).]
	





G. C. MARSHALL, Chief of Staff,

J. A. ULIO, Major General, The Adjutant General.
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Figure 36 —Projector and Case Assembly
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